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Preface 


In the five years since the first edition of this book was written, many things in 
the world of the PC have changed. PCs have 80486 processors with up to 64Mb 
of memory and disks in the gigabyte range. DOS is at version 5 and is doing very 
well! There are now graphical user interfaces such as GEM, Windows, and 
GeoWorks. There are also more people programming on PCs than ever before. In 
addition to the traditional C, Pascal, and BASIC languages, there are word 
processors, spreadsheets, and CAD programs offering a wide range of program- 
ming capabilities. 

However, as the saying goes, the more things change, the more they stay 
the same. This is especially true for device drivers. The device drivers that worked 
in version 2 will still work in version 5. Because each day brings new devices for 
the PC, device drivers have become less of a black art. In fact, it’s hard to find 
PCs that don’t have one or two device drivers. 

Of the many questions and comments I have received, there were two 
topics that turned up quite frequently, how CD-ROMs interface to DOS, and 
how to write device drivers in C. These two topics form the basis for a new 
chapter in the updated version of this book for DOS 5. 

Surprisingly, there are only minor changes to the basic structure of device 
drivers for DOS 5. Most of the changes were for disk devices to allow them to 
access more than 32Mb. These changes were carefully made in order to minimize 
disruptions when moving to the latest versions of DOS. However, all in all, the 
device driver structure has withstood the test of time and come through with 
flying colors for this latest version of DOS. 

The appendices have been extensively revised for the second edition. Appen- 
dix A extends the overview of the Intel architecture to include the 80286, 80386, 
and 80486 processors. Also included is a summary of the various methods of 
accessing extended memory. Appendix B now includes BIOS extensions for VGA 
adapters and AT-class machines. Appendix D includes the logical partition 
extensions introduced with DOS versions 4 and 5. Lastly, a new appendix E 
describes the CD-ROM disk structures. 

T hope you enjoy this updated version of the book. The fun part of writing 
this second edition was testing the original device drivers using DOS 5. 

I would welcome suggestions, criticisms, and comments regarding the ma- 
terial presented in this book. If you want to avoid the effort of typing in all of the 
examples, you may order a disk of all the programs in this book by sending in the 
coupon at the back of the book. 


Robert 8. Lai 
Moss Beach, CA 
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Introduction 


\ \ elcome to the universe of device drivers. Device drivers are the core 


of how MS-DOS controls the devices on your PC. If device drivers did not exist, 
every program you execute would require you to customize your program to the 
PC you are currently using. Device driver programs provide a standard interface 
between MS-DOS and the PC by following a uniform set of programming rules. 
These rules are common to both MS-DOS and PC-DOS for the IBM PC and 
IBM-PC~—compatibles. In this book, DOS refers to both MS-DOS and PC-DOS, 
and PC refers to both the IBM PC and compatibles. 

Most people understand that DOS is used to run application programs such 
as utilities, databases, word processors, and spreadsheets. DOS provides built-in 
“services” to store data, plot graphs, access the disk, and control external hard- 
ware. Fewer people understand that DOS has its own built-in device drivers to 
control hardware. 

Standard DOS is set up to manage and control a set of standard PC devices, 
including the keyboard, screen, disks, and serial and parallel adapters. Standard 
device drivers are normally part of the operating system’s device management 
and are not visible to the user. Prior to version 2.0, DOS did not provide a uniform 
manner for accessing external hardware. Instead, each device that was added to 
the PC required custom changes to DOS as well as changes to programs using 
the new device. As a result, providing support for new devices was difficult; it 
was not clear what DOS had to do compared to what the program had to do. 

Beginning with version 2.0, DOS began allowing user-installable device 
drivers. These user device drivers complement those provided in DOS and allow 
a wider range of device support. 

Device drivers must be written to the rules and regulations that Microsoft 
has specified in order for them to be installed in DOS. These rules provide a 
uniform interface to DOS, which allows DOS to treat a new device in the same 
way as existing ones. These rules specify a special format for the device driver 
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program. Such a program must begin with a table that defines to DOS the 
attributes and type of device controlled. There is a provision within this table 
that tells DOS how to control (or call) the device driver. Lastly, the device driver 
program must contain code to process the standard commands that DOS expects 
of a device driver. These rules are not clearly defined in the DOS Technical 
Reference manual. 

Installable device drivers give you the ability to add a new hardware device 
to the PC and use standard DOS services to access the device. Without installable 
device drivers, you would have to change your programs for each new device you 
wish to use. Newer versions of DOS would require you to modify your custom 
programs to suit the changes in the new DOS. The lack of driver standards would 
require each program to be different from others; no two programs would access 
new devices in the same way. 

Although many users take for granted the ease of using the PC to read and 
write data, the steps taken to get a piece of data from the keyboard and then write 
that data to a disk file represent a long and complex process involving the 
software driver. Itis hard to understand, because most users know so little about 
it. However, it is not so complex that it cannot be broken down into pieces to make 
it easier to understand the steps involved. That task is precisely what the early 
parts of this book are intended to accomplish. 


About This Book 


This book will teach you how to write your own device driver to interface to any 
hardware device in your system. We will explore the various parts of DOS device 
drivers by developing and coding several examples. In addition, we will examine 
what device drivers do, how they interface to DOS, and how they interact with 
various devices. Writing device drivers for new devices will be discussed, as well 
as writing replacements for the standard DOS device drivers. 

Writing device drivers is one of the most challenging aspects of programming 
for the PC. Mastering this seemingly complex topic can be a rewarding experi- 
ence. As a by-product of learning the secrets of device drivers, you will get a fairly 
thorough course in DOS system calls and internals, and a refresher course in 
assembly language. This is because understanding drivers requires using most 
of the services built into the BIOS. 

With the knowledge of how device drivers work, you can begin to modify the 
device drivers in this book. You can change RAM disk device drivers to suit your 
needs and write new device drivers to control hardware in your PC. The possibil- 
ities are unlimited. 
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This Book’s Intended Readers 


’ 


This book has been written for many audiences. It will enable anyone who has a 
basic understanding of DOS and the PC to learn more about how DOS is able to 
manage the myriad of devices available for use on PCs. For those people who use 
PCs in their jobs, this book provides a valuable tool, enabling them to expand the 
capabilities of their PCs by adding more powerful devices. With this book, they 
can create the software to control these devices without requiring the use of 
outside professional help. 

Educators will also find this book useful. Teachers of computer courses will 
find many books on DOS and the PC but few that deal with the topic of device 
drivers in more than a cursory manner. This book is intended to fill that gap. 

All of these people have something in common: they have some understand- 
ing of assembly language programming for the PC. In addition, a basic knowledge 
of DOS and BIOS services is required. 

Readers should be able to follow a simple 8086/8088 assembly language 
program. If necessary, readers should purchase one of the numerous books 
available that introduce the basic concepts of 8086/8088 assembly language 
programming. One such book is Assembly Language Primer for the IBM PC and 
XT by Robert Lafore (New York: Plume/Waite, New American Library, 1984). For 
readers who have some experience in PC assembly language programming, 
appendix A provides a refresher course on the 8086/8088 CPU, memory structure 
and segmentation techniques, the I/O structure, and the register structure. 
Readers who are not already acquainted with these aspects of the 8086/8088 
architecture should take time now to read appendix A. 

In addition, readers will find it useful to have some knowledge of the 
interrupts and function calls provided by DOS. The Microsoft MS-DOS 
Programmer's Reference (Washington: Microsoft Press, 1991) is a good source of 
information on DOS interrupts and function calls. Another book is DOS 
Programmer’s Reference, 3rd Edition, by Terry Dettmann (Indiana: Que, 1992). 

Readers should also have some familiarity with the BIOS code that resides 
in ROM. All that readers need is a basic knowledge of the BIOS functions and 
how they are used. For IBM systems, the hardware Technical Reference Manual 
for each system documents the BIOS calls. Although it is difficult to find due to 
its age, the Technical Reference Manual is worth having for its source listing of 
the ROM BIOS. Suppliers of non-IBM systems usually publish similar reference 
manuals. 

Finally, because this book focuses on device drivers, readers should be 
familiar with each device attached to their PC. This should include a general 
understanding of the type of device (keyboard, printer, disk drive, etc.) and its 
function (input, output, both). 


Writing MS-DOS Device Drivers, Second Edition 


What You Will Need to Use This Book 


The first thing you will need to use this book is a lot of curiosity about device 
drivers and DOS: what they are, what they do, what their various parts are, and 
how to write one. We will attempt to encourage and satisfy this curiosity as we 
present the various topics in this book. 

To best utilize this book, you should be sure that certain hardware and 
software requirements are fulfilled. The hardware and software requirements of 
this book are listed below: 


= IBM PC, XT, AT or compatible (clone) personal computer 
= MS-DOS or PC-DOS operating system, version 2.0 or higher 


®& Microsoft or IBM’s MASM (8086/8088/80286 Macro Assembler) or 
Borland’s Turbo Assembler 


LINK (this is the MASM Linker that resolves the address information 
that is contained in the object output from MASM) 


" EXE2BIN (this converts the Linker output into a form required by DOS 
for device drivers) 


® Text editor or word processor (this is used to input the source text of the 
device driver) 


The key requirement is that your computer system be based on the Intel 
8086/8088/80286/80386 CPU chips and that the operating system be a variation 
of MS-DOS, version 2.00 or higher. 

Although systems based on the Intel 80286/80386 CPU chips, such as the 
IBM PC AT, may also be used, we will base our code on the 8086/8088 member 
of this family without considering the enhanced capabilities of the 80286/80386 
systems. All references to your PC system will assume that it uses 8086/8088 
chips, but the techniques will apply to all 80286/80386 systems as well. To use 
the examples, your operating system must be an equivalent of MS-DOS or 
PC-DOS, version 2.0 or higher (because MS-DOS and PC-DOS are functionally 
equivalent, subsequent references to these operating systems will appear simply 
as references to DOS). We will occasionally make reference to DOS versions 3, 4, 
or 5. In particular, we will devote material to the special device driver require- 
ments for DOS versions 3.20 and 5.0. These versions of DOS expand the role of 
device drivers by providing more capability for the device driver in the areas of 
physical control, networking, and device sharing. 

Throughout this book, we will present examples of actual code for you to 
copy, study, and use. Because the code provided is written in 8086/8088 assembly 
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language, you will require three major DOS utilities: MASM, LINK, and 
EXE2BIN. 

LINK and EXE2BIN are standard utilities that are generally provided with 
DOS. You should be able to find them on the disks that comprise the copy of DOS 
provided by the supplier of your PC system. Current versions of most assemblers 
will include a Linker program. These utilities assist you in building device 
drivers. 

MASM is the Microsoft Macro Assembler for MS-DOS/PC-DOS systems. 
This product is offered from two sources, IBM and Microsoft. For the purposes of 
this book, the IBM and Microsoft Macro Assemblers are identical, and we will 
not distinguish one from the other. If you use a different assembler such as 
Borland’s Turbo Assembler, be sure that the features used in the examples are 
available or at least convertible to equivalent features on the assembler you use. 

In addition to the three DOS utilities discussed above, you will need some 
kind of text editor or word processor so that you can create ASCII text files of the 
examples. The EDLIN program that is supplied with DOS is adequate for 
entering some of the short examples. Because of the limited capabilities of 
EDLIN, however, we recommend that you use one of the many flexible and 
powerful word processors available on the market today. 


Why This Book Was Written 


In the years since 1981, when the IBM PC was introduced, an incredible number 
of programs have been written for the PC. This has been matched by the amount 
of information available in magazines, periodicals, and books. However, the 
information on how DOS works with programs and devices has been either too 
complex or incomplete. Finding the necessary information on device drivers 
involved an unsatisfying process of combing through articles and books, looking 
for clues on how they work. 

This book was written to satisfy the need for one source of information about 
writing and understanding device drivers. The information contained in this book 
will appeal to the casual PC user who has questions about the inner workings of 
DOS. The professional PC user will find information about why device drivers 
are needed and why they are built the way they are. For the serious PC 
programmer, the book provides information about how DOS services interact 
with the device driver and the device. The book’s primary goal is to provide the 
framework for writing device drivers; the theory behind such programs is also 
discussed. On the practical side, this book contains several working device drivers 
that can be used by most PCs. 
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Conventions Used in This Book 


This book follows the conventions that are assumed by the many users of PCs. 
Numbers used in this book are in hexadecimal form if they have a suffix of h, 
otherwise they are in decimal form. DOS refers to both PC-DOS and MS-DOS 
unless otherwise indicated. Disk refers to both hard and floppy disks. Diskettes 
refers to the type of disks that are removable. A routine is a set of lines of code 
that performs a function and have no particular format. A procedure is the set of 
code lines that have a defined format and are invoked by a call. 


How to Use This Book 


This book presents material on device drivers in a progressive fashion; the book 
is intended to be read from beginning to end. The beginning of this book is 
introductory in nature; basic concepts are presented to assure that the reader 
will not be lost in later chapters. Subsequent chapters present working device 
drivers. With each chapter, more information is presented about various types of 
device drivers. In the last chapters, we present an overall guide to building device 
drivers from scratch, as well as tips and techniques in debugging such programs. 

This book is also intended to be a reference document. Many of the figures, 
listings, and tables contain information that is important to programmers who 
wish to write their own device drivers. In this respect, chapter 9 (“Building a 
Complete Full-function Device Driver”) and chapter 10 (“Tips and Techniques”) 
are particularly useful. 


Overview of the Chapters 


Chapter 2 is a quick overview of the material needed to understand the role of 
device drivers within the framework of the PC environment. We will see how 
devices are programmed, what the various parts of DOS are, and how device 
drivers fit into the whole picture. The rules and regulations for device drivers are 
presented at the end of this chapter. 

Chapter 8 introduces the first device driver. Although this short, rudimen- 
tary driver does not do much, it introduces the basic concepts of writing device 
drivers. Because the device driver is short in terms of code and small in terms of 
function, you will “see” more of what device drivers do. 
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Chapter 4 introduces the first of several real device drivers: the console 
device driver. The console device driver is a working example that controls the 
screen output device and the keyboard input device. We will add a feature to this 
device driver to distinguish it from others: the ability to sound a tone for each 
keystroke entered on the keyboard. 

Chapter 5 presents a printer device driver that, unlike the standard printer 
device driver, has the ability to control up to five printers. The DOS I/O control 
service is used to select which of the five printers should be used. 

Chapter 6 describes the clock device driver. This driver requires a hardware 
clock/calendar that is not standard equipment with the average PC but that is 
available as an option to most multifunction cards for the PC. This clock device 
driver retains the DOS time and date information intact between the time the 
machine is turned off until the next time it is turned on. This eliminates the effort, 
however slight, of re-entering the time and date each time DOS is booted. 

Chapter 7 covers the preliminary material needed for you to understand 
what disks and disk drives are all about. 

Chapter 8 is devoted to a RAM disk device driver. Based on the information 
presented in chapter 7, we will build a disk device driver that uses memory, rather 
than an actual physical disk device, to store data. We will see how the device 
driver stores file information as well as file data in memory. 

Chapter 9 presents a general discussion on how to write device drivers. Each 
part of such a program is covered in detail, including the information that DOS 
expects to be present in a device driver. 

Chapter 10 presents practical tips and techniques on how to debug device 
drivers. There is also material on making device drivers work under the various 
versions of DOS. 

Chapter 11 concludes this book with advanced topics such as CD-ROM 
extensions to device drivers and writing device drivers in a higher-level language. 
The C programming language will be used to implement device driver routines 
within an assembly language-based framework. 


Summary 


We begin our exploration of the world of device drivers by describing what you 
will need to use this book. You will need an IBM PC or compatible, several of the 
utilities that come with DOS, and a macro assembler. You will need to know about 
the architecture of the IBM PC and about assembly language programming, 
Appendix A reviews the major aspects of the Intel architecture. 
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Questions 
1. Does it matter whether I use MS-DOS or PC-DOS? 


2. have several versions of DOS—which one should I use? 


3. Ihave a PC at home and an AT at work. Will I have problems if I use 
both machines for the examples in this book? 


Answers may be found in appendix F’. 
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Drivers 








Basic Concepts 


L this chapter, we will cover the basic software and hardware concepts 
of DOS that you will need before you tackle your first device driver in chapter 3. 
These basic concepts include programming PC hardware devices, internal oper- 
ations of DOS, and how DOS interacts with devices. 

The first part of this chapter describes the various devices found on most 
PCs and how to access those devices through ROM BIOS. The second part 
presents the ways in which programs interface to DOS for services and discusses 
how devices are accessed through DOS. The third part begins an overview of 
device drivers. In this section we cover some of the basic concepts behind device 
drivers: what they are, what each part is, and how they interact with DOS. The 
fourth part describes the steps needed to build a device driver. 


Controlling Devices through Software 


Overview of Device Fundamentals 


We begin this section with an overview of the standard hardware of the PC. We 
will start with what devices are, how they connect to the PC, and what the 
standard devices of the PC are. This summary will help you get a better 
understanding of how devices interface to the PC. 


Devices for Your PC You are used to the keyboard, screen, printers, and disks 
that are part of the PC you use on a daily basis. These devices are but a small 
fraction of what can be added to the PC. Table 2-1 lists some of the more important 
devices that can be added to the PC. These devices fall into several categories: 
input, input and output, and output. You will learn to write device drivers for 
these devices. 
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Type Device What They Do 
Input Image digitizer Captures video images through a camera 
and converts the image for computer use 
CD-ROM Compact disk systems designed to store vast 
libraries of data and video images 
Bar code reader Reads computerized supermarket labels 
using a light-based scanner device 
Graphics digitizer Captures complex graphics images by 
tracing the printed image 
Mouse/track ball Mechanical pointing device designed to 
provide user-friendly computer interfaces 
A/D Converts analog signals to digital for use in 
measurement 
Input/ Local area network Connects several PCs together to allow data 
output and device sharing 
Tape drives Backs up data onto tape cartridges for 
archival storage 
Video cassette Displays video films using tape—also stores 
recorder data 
Bisync interface Allows communication with large computers 
using a special communications protocol 
Multifunction Adds serial and parallel device ports for 
board printers and modems 
Disk drive Floppy and hard disks for data storage 
Output Plotter High-resolution graphics plotting systems 
using vertically positioned pens 
PROM burner Programs read-only-memory (ROM) chips 
Laser printer Fast and high-resolution printing using 
laser technology 
Synthesizer Artificial voice and sound generators that 
produce computer-generated music 
D/A Converts digital signals to analog signals for 


control purposes 





Table 2-1: Examples of add-on devices for the PC. 


In addition to floppy disk drives and faster hard disk drives, other examples 
of popular add-on devices are image digitizers, CD-ROMs, local area network 
controllers and interface devices, tape drives, video disk players, plotters, PROM 
burners, laser printers, bar code readers, music synthesizers, graphics digitizers, 
“mouse” devices, joysticks, track balls, bisynchronous communication interfaces, 
analog-to-digital (A/D) converters, and digital-to-analog (D/A) converters. 





Basic Concepts 


As you will see later in this book, it is the use of device drivers through DOS 
that makes devices such as these accessible to you. 


Controllers, Adapters, Interfaces Devices need to be added to a PC in such 
away that the PC will recognize them. Devices often will work with printed circuit 
boards that insert into a hardware slot inside your PC. These cards are given. 
various names, such as controllers, adapters, or interfaces. The generic function 
of these cards is to provide an interface between the hardware device and the PC. 
This allows the PC to control the device through signals passed between the PC 
and the device on the bus. These signals are commonly called I/O bus signals, 
and they have a variety of functions. I/O ports or addresses are used to identify 
devices attached to the PC. Data is transferred on the portion of the bus called 
the data bus. Other control signals on the bus are used to coordinate all the 
devices with the PC. 

Typically, controller cards are plugged directly into the PC’s I/O bus on the 
motherboard and become an integral part of the PC. The design feature of the PC 
that allows controllers and devices to be added so easily is often referred to as an 
open architecture. It is this open architecture that enables the PC to make such 
widespread use of the variety of devices discussed earlier. 

Although there are 64K I/O addresses or ports to choose from, each device 
has a unique set of J/O addresses. This set of I/O addresses is used by the PC to 
select a device for data transfer, For a given device, each I/O address performs a 
unique function. For example, the printer device has an J/O address for the data 
being transferred, an I/O address for the status of the data transfer, and an I/O 
address for printer control. 

When the PC transfers data to the device, the out instruction is used to select 
an I/O address and a character to send. For example, to send an ASCII “A” out 
to the printer, the following instructions are used: 


mov @x,0378h I/O address for printer 
mov al,4ih ;ASCII A 
out dx,al ;send character to the printer 


When the PC executes the out instruction, the I/O address is asserted on the 
bus (the value 378h is placed on the address bus); the value in the AL register is 
also placed on the bus (the value 41 is placed on the data bus). The controller for 
the device is constantly monitoring the (address) bus for the values associated 
with the device. Once it sees the value 378h on the bus, the controller will “grab” 
the value on the data bus and pass it to the device. 

Controllers perform the basic functions of controlling devices and transfer- 
ring data between the PC and those devices by recognizing signals sent by the 
8086/8088 on the address and data busses. 
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Standard Devices for the PC General-purpose controllers or multifunction 
boards are designed to handle a group of devices, such as output ports, a clock, a 
calendar, extra memory, and game I/O. The typical PC system today often 
includes as standard equipment two such general-purpose controllers: the serial 
device controller and the parallel device controller. Earlier PCs included a game 
port to allow you to attach a joystick. 

To allow external devices to be attached to such a controller, a connector is 
provided on the outside edge of the controller card. Often referred to as ports, 
these connectors merely serve as hardware-connection mechanisms. Both serial 
and parallel device controllers use these connectors, which are called, respec- 
tively, the serial port and the parallel port. 

Note that the ports described above are not the same as the I/O ports 
described in the overview of the Intel architecture discussed in appendix A. The 
V/O ports of the 8086/8088 are internal ports used to access the device controllers 
through the data bus using special CPU instructions (in and out). The ports 
described in this section are external device ports (outside the bus, on the 
interface board), used for connecting the devices to their respective controllers. 

The easiest way to attach a new device to your PC often is to connect it to 
your PC’s serial port, parallel port, or game port. These three ports differ 
primarily in the type of electrical signals passed through them and in the manner 
in which data transfers between the devices and the controllers. 


Serial Devices The serial port is the most versatile of the three ports described 
above. This port is used to connect modems, mouse devices, and bar-code readers 
to the PC. Data can be transferred in either direction (to or from the 8086/8088), 
and speeds can range as high as 9600 baud. Printers, which are output devices, 
also may be connected to the serial port, but it is more common to use the parallel 
port for this purpose. The connector used to plug devices into the serial port is 
defined as an RS-232-C connector because the protocol used to communicate to 
the device attached to the port closely follows the EIA RS-232-C standard. 
Therefore, the serial port is also referred to as the RS-232 port. 


Parallel Devices The parallel port was originally designed for efficient han- 
dling of output-only devices. Its primary design objective is to serve as a printer 
interface. The electrical signals in this interface tend to be meaningful only to 
printers and special output devices. The speed of data transfer can exceed 10K 
per second. Because the parallel port is used for output-only devices, it is a bit 
more limiting than the serial port. Therefore, there is a tendency to connect only 
printers, print-buffer devices, and special-purpose output devices to the parallel 
port. Originally developed by the Centronics Corporation, the parallel port is also 
referred to as the Centronics port. 
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The Game Port Of the three standard ports provided on a PC, the game port 
is the most limited. It is designed to handle very simple input signals with 
minimal data transfer. The game port is generally used for connecting to the PC 
simple input devices, such as joysticks and track balls. 


High-speed and DMA Controllers Some devices, such as disk drives, trans- 
fer data faster than the serial, parallel, or game device controllers can handle. 
Such devices cannot use general-purpose controllers. 

To illustrate this, the serial controller can handle up to 9,600 bits per second 
(approximately 1,200 characters/bytes per second). However, the hard disk 
transfers data at well over 100,000 bytes per second. In addition to the require- 
ment for high data-transfer speed, the hard disk drive also requires many control 
signals that the serial controller cannot provide. 

For these reasons, the hard disk drive needs a controller that can access the 
PC’s data bus directly, and data needs to be able to be transferred directly 
between the device and memory for maximum efficiency. This is called Direct 
Memory Access (DMA). Many other devices also require high-speed DMA: exam- 
ples are the video monitor, tape drives, and clock/calendars. As will be seen later 
in this book, these devices, like the hard disk, require special-purpose controllers 
and, therefore, have unique interfaces, different from those used by the usual 
printers and other devices. 


Character and Block Devices In the general PC environment, devices are 
divided into two types: character devices or block devices. This distinction is based 
on how these devices transfer data to and from the PC. 

Character devices transfer data one character at a time. Examples of such 
devices include printers, modems, keyboards, and mouse devices. 

Block devices, on the other hand, manage their data in groups of characters 
and transfer several bytes at one time in a block, such as 512 or 1,024 bytes. 
Examples of block devices are disks and tapes; with these devices, the basic 
method of storage is a group of characters. Block devices are usually chosen when 
high data-transfer speeds are needed. If disks were somehow made into character 
devices, the speed of the data transfer would be severely limited. Because the 
disk rotates at a high speed, by the time one character is transferred, the disk 
would no longer be in position to read a second character. Obviously, it would 
take many revolutions of the disk to transfer a group of characters. On the other 
hand, the block-device approach allows the disk to capture a block’s worth of data 
under the read/write heads. 

All sorts of controllers are available for the PC. These range from those found 
on multifunction boards to special-purpose controllers. Writing drivers for the 
controllers in this second category requires that the programmer have special 
knowledge of the way these devices work. 


17 


| 
| 
| 
| 





Writing MS-DOS Device Drivers, Second Edition 


18 


The Console Device When we sit down to use a PC we naturally use the 
keyboard to enter our commands, and we see the results displayed on the screen. 
We don’t think anything of it; we assume that they are a part of the PC. But the 
keyboard and the screen are also devices. The combination of the keyboard and 
the screen is called the console. 

The console device as the primary interface to the PC is an old concept. This 
concept dates back to the earliest days of computers, when the console, a teletype 
containing a keyboard and printer instead of a screen, was often the only means 
of communicating with the computer. As the primary input device for a PC, the 
keyboard allows commands to be input to the computer. The display, or screen, 
allows you to view what is typed and the results of the commands. 

Although we have briefly described some of the standard devices for the PC 
in this section, chapter 7 covers disk devices in more detail because they are more 
popular devices. 


Program Control of Devices 


Ifyou want to use a particular device in your programs, complex software-control 
routines will need to be included. Fortunately, you have a choice of two methods: 
you can. use the routines built into the PC’s Read-Only Memory or you can use 
the services provided by DOS. 


The Differences between ROM-BIOS and DOS Services Through the 
ROM-based routines, collectively called the Basic Input-Output System (BIOS), 
you can control the serial ports, the parallel ports, the keyboard, the screen, and 
the disks. However, these routines provide only basic access mechanisms, such 
as read or write; they do not organize data in a form that is easily managed. For 
example, through the ROM routines, data can be written to disk sectors but the 
concept of organizing data into files does not exist. 

DOS, on the other hand, provides higher-level processing capabilities. In- 
stead of writing separate routines to use the BIOS services for each device, you 
can refer to devices by name in programs using DOS services. For disk data, 
programs can let DOS organize the data in files instead of managing the disk 
sectors in which the data resides. For transferring data to serial or parallel ports, 
the program using BIOS services needs to check constantly for errors in trans- 
mission. On the other hand, programs that use the DOS services for data 
transmission need not check as often; DOS retries each operation if there are any 
errors. 

DOS itself uses the BIOS routines for device access and control. In doing so, 
DOS adds an additional layer between the program and the BIOS routines. This 
additional layer protects the program from the BIOS in many instances. We 
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mentioned earlier some of the features that DOS provides in addition to those 
provided by BIOS services. One important reason for using DOS services is that 
not all PCs have compatible BIOSs. Thus, programs built to one machine’s BIOS 
may not work on another machine. Programs using only DOS services will work 
on any machine that uses DOS. 

To be fair to programs using BIOS routines, the additional layer between 
programs and the BIOS when DOS services are used causes most programs to 
run slower. For this reason, many programs bypass some of the DOS services and 
go directly to the BIOS routines. 

This is particularly true for programs that need to display screen data 
quickly. In other cases, the DOS services cannot execute at a fast enough rate. 
For example, although the serial port is designed to operate at 9600 baud, this 
speed cannot be attained using DOS services for the serial port; the program must 
access the serial port directly. 

For the most part, DOS uses the BIOS routines in device drivers. It is within 
the programs defined to DOS as device drivers that the calls to the BIOS code for 
the respective devices are executed. 

Programs that use DOS services for device access sacrifice speed, but, in 
return, gain flexibility and portability. 


BIOS Programming Many powerful low-level routines are built into the PC’s 
ROM-based BIOS to allow programs to control most of the PC’s devices, Through 
the use of the BIOS, you can control the serial, parallel, keyboard, screen, and 
disk devices of the PC without having to write the code from scratch. The software 
routines that are built into the ROM BIOS are accessed through the 8086/8088 
interrupt mechanism. For a review of how interrupts work, refer to appendix A, 

Each device has an associated BIOS interrupt and a unique routine in ROM. 
The use of unique interrupts allows you to refer to these routines without having 
to remember the exact address of the routine. 

Using the BIOS interrupts is merely one method of accessing the PC’s 
devices. Later in this chapter, we shall also see how DOS is used to access data 
from devices. We describe the BIOS interrupts first because DOS also uses the 
BIOS interrupts for device access. 


Example of Using Interrupts with the Serial Adapter Let’s look at how 
the serial port is controlled using BIOS. The BIOS interrupt for the serial adapter 
is numbered 14h. This BIOS service contains routines that allows you to control 
up to two serial adapters or devices (although the PC can support more than two 
serial adapters, the BIOS routines are usually limited to two; to access more than 
two, you would have to write your own code). The convention for identifying device 
number is simple: devices are numbered starting at 0. For example, the device 
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attached to the first serial port is numbered 0, and the device attached to the 
second serial port is numbered 1. 

A description of the features of the serial adapter BIOS interrupt (14h) is 
provided in table 2-2. The registers and values required are also shown. The 
sequence for using this interrupt is to set up the required registers for the feature 
desired, issue an int instruction specifying 14h, and check the appropriate 
registers upon return for any errors that occurred during the call. 

This interrupt provides four subfunctions. The first subfunction (when ah = 
0) is used to initialize the individual devices. This function is used to set the 
required characteristics for the serial adapter. Refer to appendix B for a full 
description of the parameter settings used for initialization. The second subfune- 
tion (ah = 1) is used to send a single character through the serial adapter to the 
device. The third subfunction (ah = 2) is used to receive one character through 
the serial adapter. The last subfunction (ah = 3) returns the status of the serial 
adapter so that the program can determine whether it can send another character 
or whether the serial adapter is ready to read another character. 

Listing 2-1 shows an example of using the first serial adapter. The first lines 
of code check the status of the serial adapter using subfunction 3. The first test 
instruction checks the status returned in ah. If the serial adapter’s transfer 
register is empty and the Data Set Ready signal is high, a character can be sent 
to the serial adapter. This occurs at label send through the use of subfunction 1. 

The serial adapter BIOS routines provide the means to transmit and receive 
a single character from a serial device. In addition, this interrupt is used to 
initialize and perform a status check on the serial adapter. 


Examples of Using Interrupts to Control the Parallel Adapter The BIOS 
interrupt for controlling the parallel adapter is numbered 17h. Like the serial 
adapter, parallel devices are numbered starting at 0. The register conventions 
are slightly different, however, and the parallel adapter BIOS service has only 
three functions. The first function (ah = 0) is used to transmit one character 
through the parallel adapter. The second function (ah = 1)is used to initialize the 
parallel port. The last function (ah = 2) is used to retrieve the printer status. As 
you can see, the structure of a BIOS interrupt is fairly similar: initialize, output, 
input, and status checking are the typical functions. Note that the parallel 
adapter sends and cannot receive. This is shown in table 2-3. 

The parallel adapter is programmed in the same way as the serial adapter. 
Before each transmission of a character to the parallel adapter, you select the 
parallel adapter (DX = 0) and check it for readiness (ah = 2). Then you send a 
character out (ah = 0). Finally, you check the status register to ensure that the 
character made it out correctly. This process is shown in listing 2-2. 
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Register Value Description 

ah 0 Initialize serial port 
1 Transmit 1 character 
2 Receive 1 character 
3 Get serial port status 


al Character received (ah = 2) or 
Character to transmit (ah = 1) 


dx Serial port to use (0 or 1) 


Status is returned in ax as follows: 


lh TT 


ah Bit If Set, Means 





Timeout has occurred 

Transmission shift register is empty 
Transmission buffer is empty 

A break has been detected 

A framing error has occurred 

A parity error has occurred 

An overrun has occurred 

Data is ready 


ORrNWKR OOD -+I 
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al Bit If Set, Means 


Receive line signal has been detected 

Ring indicator has been detected 

Data set ready asserted 

Clear to send asserted 

Achange has occurred in receive line signal 
A change has occurred in ring indicator 

A change has occurred in data set ready 

A change has occurred for clear to send 


CrRNWRAOA 





Table 2-2: The register set-up requirements for the serial adapter 
BIOS interrupt 14 hex. This interrupt provides both transmit and 
receive functions through the serial adapter. 


Writing MS-DOS Device Drivers, Second Edition 





Listing 2-1: An example of programming the serial adapter. 





next: 


assume that the bl register contains a character to 
be sent out to the first serial port 


check the first serial adapter to see whether it is 
ready to accept a character 


mov ax, 0 ;select the first serial adapter 

mov ah,3 ;status check subfunction for int 14h 

int 14h ;BIOS serial adapter interrupt 
returns a status value in ah 

test ah, 20h jis the transfer hold register empty? 

jnz next 7yes (not busy) - go to next check 

jmp error previous character still waiting 

test al,20h jis data set ready (=1) ? 

jnz send ryes - ready to send 

jmp error ;device is not ready - process error 


transmit the character to the first serial adapter 


mov al,bl ymove character to al for sending 
mov ah,1 transmit function 

int 14h ;BIOS serial adapter interrupt 
test ah, 80h jany transmit errors? 

jnz error yes - process error 


continue processing 


error: 





You will see more of this interrupt when you build the printer device driver 
in chapter 5. 


The Keyboard Each time you type a character on the keyboard a ROM BIOS 
routine retrieves these keystrokes. Each keystroke can be defined by an ASCII 
code, a scan code, or both. A scan code is a unique code assigned to each key of the 
keyboard (this is still true for keys that are duplicated, such as the Shift key). For 
keystrokes that have no meaning, such as function key 1, Fl, the ASCII code is 
zero and the scan code is an extended scan code. This allows the keyboard interrupt 
routine to distinguish between normal keystrokes, those that produce printable 
characters, and those that do not normally produce printable characters. 
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Register Value Description 
ah 0 Transmit 1 character 
1 Initialize parallel port 
2 Get parallel port status 
al Character to transmit (ah = 0) 
dx Parallel port to use (0, 1, or 2) 


Status is returned in ah as follows: 





ah Bit If Set, Means 


Printer is not busy 

Parallel port acknowledge 

Printer is out of paper 

Parallel port selected 

An I/O error has occurred 
—1 Not used 

A timeout has occurred 


CHNPORAAA 





Table 2-3: The register set-up requirements for the parallel adapter 
BIOS interrupt 17 hex. This interrupt provides only transmit 
functions through the parallel adapter. 


The ROM BIOS routine that captures keystrokes is known as the BIOS 
keyboard interrupt and is numbered 9h (see figure 2-1). Interrupt 9h is a 
hardware interrupt and is not issued by a program. Its purpose is to capture up 
to sixteen keystrokes and store them in a 32-byte buffer. A keystroke is made up 
of two bytes: an ASCII code and a possible scan code, so the buffer must be 32 
bytes long (16 * 2 = 32). The buffer allows keystrokes to be captured even when 
the program is busy processing non-keyboard-related information. 

To get a keystroke character into your program, you must use another 
software interrupt call to the BIOS keyboard services routine. This BIOS key- 
board services routine is numbered 16h and is responsible for retrieving charac- 
ters from the buffer in which interrupt 9h has stashed these characters. This 
process is shown in figure 2-1. 
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Listing 2-2: An example of programming the parallel adapter. 





assume that the bl register contains a character to 
be sent out to the first parallel port 


check the first parallel adapter to see whether it is 
ready to accept a character 


mov ax, 0 rselect the first parallel adapter 

mov ah, 2 jstatus check function 

int 17h ;BIOS parallel adapter interrupt 
;returns a status value in ah 

test ah, 80h jis the printer not busy? 

jne next yes (not busy) ~- go to send 

jmp error jyno - busy 


transmit the character to the first parallel adapter 


send: 
mov al,bl ;move character to al for sending 
mov ah,0 transmit function 
int 17h ;BIOS parallel adapter interrupt 
test ah, 09h 71/0 Error or Timeout? 
jne error yes - process error 
;continue processing 
error: 
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Interrupts 9h and 16h work hand in hand. The interrupt 9h routine is always 
available in case you type a character on the keyboard. A program does not need 
to issue a request for characters from the keyboard before interrupt 9h will go 
into action. This allows you to type ahead, which means that you can type in 
characters before they are requested from a program. The interrupt 16h routine 
is responsible for returning the specified number of characters to the requesting 
program from the buffer in which interrupt 9h has stored them. 


Using the Keyboard Services Interrupt (INT 16h) Table 2-4 summarizes 
the services available from this BIOS interrupt. 

Interrupt 16h’s service is used to read a character from the keyboard buffer. 
Service 1 is used to determine whether there is a character in the keyboard buffer 
for us to retrieve. The reason for this is simply to prevent a program from waiting 
for a character to be struck if the buffer is empty. This saves time, but more 
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Figure 2-1: The role of the keyboard Interrupt 9h. When a key is 
struck on the keyboard, Interrupt 9h stores the keystroke in the 
keyboard buffer. 





Contents of 


ah Service 

0 Read next keyboard character 
1 Check for available character 
2 Get shift status 





Table 2-4: The three services for the keyboard interrupt. 


importantly, the program is not holding up other things that DOS may need to 
do. Service 2 returns the status of the shift keys. Holding the Shift key down will 
not cause a character to be sent from the keyboard to the buffer. However, the 
program needs to acknowledge the use of the Shift key in conjunction with other 
keys. For example, lower-case characters need to be distinguished from upper- 
case characters. Function keys benefit from the use of the Shift function, because 
asecond set of functions is produced by using the Shift key with the function keys. 
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As you can see, the BIOS calls for the keyboard, like those for serial devices, 
are straightforward. You will find examples of keyboard usage in the Console 
Device Driver of chapter 4. 


The Video Screen Displaying information on the screen is accomplished 
through the use of BIOS interrupt 10h. This BIOS service also performs a 
number of functions that are not apparent to the PC user. For example, regardless 
of whether the PC has a color monitor, a monochrome monitor, or both, the BIOS 
routines will send the information out to the appropriate screen adapter. 


Programming Using the Video Services Interrupt INT 10h The range of 
services provided by interrupt 10h covers reading and writing data to and from 
the screen. Table 2-5 summarizes the services available for all screen adapters. 
Extended services for individual screen adapters are listed in appendix B. 
Many of the services listed in table 2-5 are used for special purposes. For 
example, services OBh, 0Ch, and 0Dh are used for graphics displays on color 





ah Reg. Service Function for 10h 


Oh Set video mode 

th Set cursor size 

2h Set cursor position 

3h Read cursor position 

4h Read light-pen position 

5h Set active display page 

6h Scroll window up 

Th Scroll window down 

8h Read character and attribute 
9h Write character and attribute 
ah Write character 

bh Set color palette 

ch Write pixel dot 

dh Read pixel dot 

eh Write character as TTY 

fh Get current video mode 

13h Write character string 





Table 2-5: Summary of the functions that the video display service 
interrupt provides. Note that there is a break in the numbers between 
the Get Current Video Mode (fh) and the Write Character as String 
(13h) services. 
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monitors. Service 4h is seldom used, because it requires a light-pen. Services 0h 
and OFh are important when changing monitor display modes, switching from 
text to high-resolution modes, and vice-versa. 

The video display service that is important to this book is Eh, “Write 
Character as TTY.” This service allows you to write a character out to the screen 
without knowing the cursor position. The character appears at the next location 
after the last output. All characters that are written this way are treated as 
simple TTY. 

You will see an application for the video services interrupt in chapter 4’s 
Console Device Driver. 


Refresher Course on DOS 


Since its introduction with the IBM PC, DOS has become the most popular 
operating system in the world. From its humble beginnings, DOS has evolved 
into a powerful tool, with features such as hierarchical disk structures, the ability 
to control just about any device, and networking capabilities. 

The conceptual model for DOS as the master supervisor of resources of a 
computer system is shown in figure 2-2. 

At the core of DOS is the kernel. The kernel provides control functions for 
administrating and managing the resources of the PC. Memory management 
routines provide space in which programs can execute. I/O requests from appli- 
cation programs are managed and processed by the kernel. File-emanagement 
routines within the kernel organize the data for easy access by applications 
programs. In addition, the kernel is responsible for initializing itself when DOS 
is booted. 

The DOS services interface provides a path for application programs to 
request services from DOS, It is a defined interface mechanism that processes 
requests by interacting with the kernel. DOS services include file I/O to devices 
and disk files, time and date functions, and program control. 

Strictly speaking, device drivers are part of the DOS kernel. They provide 
a standard interface to the devices from within the DOS kernel. As a group, the 
device drivers provide device management for DOS. Each device driver controls 
a device and uses the PC’s BIOS routines. For example, the serial port device 
driver uses the serial port BIOS interrupt. 

Programs generally use DOS services to access and control devices. How- 
ever, DOS does not prevent a program from directly accessing the BIOS routines. 
The “back-door” approach is used by many programs to attain higher performance 
or to perform a task that DOS does not provide. For example, many word 
processors use the keyboard BIOS interrupts to speed up the keyboard input 
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Figure 2-2: The functional parts of DOS. 


rates. Another example is programs that use the PC’s built-in speaker; DOS does 
not provide a service for speaker control. 

DOS itself is composed of several programs that assist in bringing DOS into 
memory when DOS is booted. There are additional external utility programs that 
help you when you use DOS. Among these are FORMAT, PRINT, BASIC, and 
CHKDSK. Although application programs are distinguished from utility pro- 
grams, they both request the same services from DOS and follow the same rules 
that DOS expects from programs. 

The most important utility program, and the one that users are most 
familiar with, is COMMAND.COM. This program runs automatically when DOS 
is booted. COMMAND.COM provides the interface for users to communicate with 
DOS. The commands that are entered on the keyboard are translated to services 
requested of DOS. For example, COMMAND.COM is used to set the time and 
date, to run programs, and to control the devices attached to the PC. 
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Lastly, application programs request the PC’s resources through the DOS 
services interface. Without DOS, these programs would have to incorporate all 
of the services provided by DOS and would, in all likelihood, be incompatible with 
other application programs. DOS provides a common set of features and services 
that allows all applications programs to share the PC and its data storage. These 
applications programs use the services provided by the DOS kernel by requesting 
services through programming calls to DOS. We will discuss this topic in more 
detail later in this chapter. 


Devices for DOS 


As we have seen, DOS allows programs to control a set of standard PC devices: 
keyboard, screen, disks, and serial and parallel adapters. Each DOS device has 
a unique name assigned to it, and it is through these names that programs are 
able to access the devices. Table 2-6 lists the names of the standard DOS devices 
as they are currently defined for version 2.00 and higher. 

In order to use a device in a program or DOS command, you need to specify 
the assigned device name in the command line or program statement that 
references the device. These reserved device names have a special meaning for 
DOS, and any reference to these reserved names will cause DOS to access the 
device. Therefore, you cannot use reserved names to access another type of device. 





DOS Device Name Standard Device 





con: Keyboard/screen 

com: Serial port #1 

aux: Auxiliary port 
(identical to com1: ) 

com2: Serial port #2 

Iptl: Printer port #1 

Ipt2: Printer port #2 

Ipt3: Printer port #3 

prn: Logical printer port 
(identical to Ipt1: ) 

nul: Null device 

clock$ Software clock 

A: First diskette unit 

B: Second diskette unit 

C: Hard disk (normally) 





Table 2-6: The standard device names assigned by DOS. 
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The con: device name refers to the console device, which, as you’ve seen, is 
composed of the keyboard and screen that is the primary interface to the PC. 
When you refer to con: in a program that does output you are referring to a video 
device attached to the video controller. 

The aux: is the auxiliary logical device and is assigned to the com1: port, 
which is the first of several serial adapters that may be attached to a PC. Most 
MS-DOS systems provide support for up to two serial ports; these are typically 
named com1; and com2:. Additional serial ports are numbered com3:, com4., etc. 

In addition to the two serial adapters noted above, most MS-DOS systems 
also provide support for up to three parallel adapters or ports. These are intended 
primarily for use with parallel printers and are assigned the names lp#1:, lpt2:, 
and lpt3:. The logical printer device, prn-:, is assigned to the first printer port 
lpt1:, so both prn: and Ipt1: may be used to refer to the same device unless prn: 
is changed. 

The nul: device is a special device for DOS. This null device acts as a 
“bit-bucket” for output operations. Ifyou write to this device, nothing will happen; 
the data is effectively thrown away (the bucket has a hole in it). This is desirable 
when a program generates output that should not be captured or saved in any 
form. By temporarily directing the output to the nul: device, the program can 
function in its normal fashion without worrying if it outputs garbage. 

The clock$ device is another special device defined for most MS-DOS 
systems. It really is not a device in the physical sense; no hardware keeps track 
of the date or time (there is a timer that is used to keep the clock up to date). By 
providing this software “device,” DOS makes it possible for you to access the 
system time and date easily through standard I/O mechanisms. 

The standard disks found on PC systems today are generally diskettes 
(floppy disks) and hard disks. Disks are not given reserved device names but are 
assigned alphabetic letters. These drive letters begin with A: and can run up to 
Z:. Most DOS systems come equipped with two floppy disk drives and these are 
assigned the drive letters A: and B:. In some cases when only a single diskette 
drive is supplied with a PC system, the drive letters A: and B: are used to refer 
to the single drive. Hard disks are usually assigned device names starting with 
the letter C:; that is, the first hard disk is C:, the second hard disk is D:, and so 
on. Although these drive letters are assigned by DOS, several PC manufacturers 
change DOS to reflect different drive letter assignments. Some manufacturers 
refer to the hard disk as E: ifthere are four floppy disk drives, the hard disk could 
be referred to as B: if there is only one floppy disk in the PC. Often a single hard 
disk drive may be partitioned, with each partition being assigned its own unique 
drive letter, as if the partition was itself an independent hard disk drive. 
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DOS Services 


The DOS Interrupts 


DOS provides access to devices, files, and various services through the use of the 
8086/8088 software interrupt mechanism and the int instruction. Programs call 
DOS through documented interrupt numbers which are in the range of 20h to 
3Fh. These interrupt numbers are reserved for use by DOS; they should not be 
used by your programs. These 32 interrupts are shown in table 2-7. 

Eight DOS interrupts have been documented for use by programs. The 
remaining interrupts (28h through 3Fh) are reserved for use by DOS. 

The Terminate Program interrupt (20h) terminates the current executing 
program as well as closing all files and flushing all data buffers to disk. It is 
commonly used in .COM programs. 

The DOS Services interrupt (21h) is the primary interface between an 
application program and DOS. All requests for system services are made through 
this call. We will discuss these services in more detail in the next section of this 
chapter. 

The interrupt at 22h, Terminate Address, is not an interrupt call but rather 
is used to store an interrupt vector (22h is the address to transfer to when a 
program terminates). 

The interrupt defined for 23h is not an interrupt call but defines an interrupt 
vector at 23h to contain the address to transfer to when a user types CONTROL-C 
at the keyboard. Usually programs use this interrupt to define a memory address 
to which control should be passed when a CONTROL.-C is issued. The default is 








20h DOS terminate program 

2th DOS function call 

22h DOS terminate address 

23h DOS CTRL/break exit address 
24h DOS vector for fatal error 

25h DOS absolute disk read 

26h DOS absolute disk write 

27h DOS terminate but stay resident 


28h-3fh DOS reserved 





Table 2-7: The list of DOS interrupts (not BIOS). Note that the last 24 
interrupts (28h through 3Fh) are reserved for use by DOS. 
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to cause a break if CONTROL-C is issued at the A> prompt. The use of this 
interrupt allows the program to continue processing rather than being summarily 
aborted. 

For example, figure 2-3 shows a situation in which a program intercepts a 
CONTROL.-C interrupt and sets a flag. At a later (and safer) time, the program 
checks to see if the flag is set; if so, the program aborts. This allows the program 
to terminate in an orderly way instead of just aborting. 

The Fatal Error interrupt (24h) is not an interrupt call but rather defines 
the address to which control should be transferred when an error occurs during 
disk J/O. This allows the program to continue processing instead of being aborted. 

The Absolute Disk Read interrupt (25h) is used by programs to read absolute 
sectors on the disk. The absolute sectors are numbered from 0 to the highest 
available sector. Interrupt 25h allows a program to read the special sections on 


CONTROL-C Processing in a Program 







ACONTROL-C 
interrupts 
YOUR PROGRAM 


2. 
When 
CONTROL-C 
processing 
finishes, 
control is 
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Figure 2-3: A typical example where the program sets up a 
CONTROL-C address. At this address a flag is set if the CONTROL-C 
key is struck. A flag is set and processing resumes. At some later point 
the flag is checked, and if set, the program is then terminated. 
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a disk that are not normally readable from DOS: the boot record where informa- 
tion on the format of the disk is kept; the file allocation table, which indicates 
where files are located on the disk; and the file directory, which contains 
information about the files on the disk. Normal DOS services can read only the 
user data area of the disk, not the special sections. The Absolute Disk Write 
interrupt (26h), the counterpart to interrupt 25h, gives programs the ability to 
write absolute sectors on the disk, including those in the special sections of a disk. 

Interrupt 27h is the Terminate but Stay Resident interrupt. This interrupt 
call allows the program to remain in memory but to pass control back to the calling 
program. It is useful in writing programs that perform a background task. The 
PRINT spooling program uses this interrupt to stay in memory and provide 
printing services. 


DOS Services 


By DOS services, we refer to the various functions for input/output, file access, 
device access, and program control that are accessed through DOS interrupt 21h. 
Each DOS service is requested by specifying the requested service in the ah 
register. Table 2-8 lists the DOS services available through interrupt 21h. 


Using DOS Services 


Programs issue requests for DOS functions through interrupt 21h. This is one of 
the more commonly used interrupts, because it controls so many facilities. 
Interrupt 21h is used to open files before reading or writing to them. Interrupt 
21h lets you close files to ensure that the data is safely stored on your devices 
and to prevent further access of the device. In short, DOS services offer you the 
ability to control what you want your programs to do. 


DOS Device Management 


To access a device using DOS, your programs need to indicate what file or device 
to use; this is called opening the file or device. DOS requires that the name of the 
file or device be specified through the DOS Open service (8Dh). After this 
interrupt is received, DOS sets up a file handle, which is used as a standard 
mechanism to access the device. This file handle is also used to keep information 
regarding use of the file or device. A device such as the serial port must be opened 
using com1: as the device name. Then you can read or write to this device using 
DOS service calls. 
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Hex Function Number Description 
0 Terminate program 
1 Read keyboard and echo 
2 Display character 
3 Auxiliary input 
4 Auxiliary output 
5 Print character 
6 Direct console I/O 
7 Direct console input 
8 Read keyboard 
9 Display string 
A Buffered keyboard input 
B Check keyboard status 
Cc Flush buffer, read keyboard 
D Disk reset 
E Select disk 
F Open file 
10 Close file 
11 Search for first entry 
12 Search for next entry 
13 Delete file 
14 Sequential read 
15 Sequential write 
16 Create file 
17 Rename file 
19 Current disk 
1A Set disk transfer address 
21 Random read 
22 Random write 
23 File size 
24 Set relative record 
25 Set vector 
27 Random block read 
28 Random block write 


Table 2-8: DOS services. 


When DOS services a request that requires device access, DOS will translate 
this request according to a standard set of rules imbedded in code. These rules 
are uniform across all devices, from simple output-only parallel devices to 
complex input and output devices, such as disks. 
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Description 


Parse file name 

Get date 

Set date 

Get time 

Set time 

Set/reset verify flag 

Get disk transfer address 

Get DOS version number 

Keep process 

CONTROL-C check 

Get interrupt vector 

Get disk free space 

Get country-dependent information 
Create sub-directory 

Write to file/device 

Delete a directory entry 

Move a file pointer 

Change attributes 

I/O Control for devices 
Duplicate a file handle 

Force a duplicate of a handle 
Return text of current directory 
Allocate memory 

Free allocated memory 

Modify allocated memory blocks 
Load and execute a program 
Terminate a process 

Get the return code of a child 
Find match file 

Step thru directory matching files 
Return current setting of Verify 
Move a directory entry 

Get/set date/time of file 


TRAE PTS 


Table 2-8: DOS services (Continued). 


These requested services, once converted to a specific command, are then 


passed to a certain set of routines that process the command. These routines are 
not common to all devices; rather, each device has a unique set of routines. These 
routines are the actual DOS device drivers. 


35 


Writing MS-DOS Device Drivers, Second Edition 


DOS has device drivers for each of the devices attached to the PC. Each 
service request, however complex, is eventually converted by DOS into a series 
of simple driver commands and passed to the appropriate device driver. 


Translating Service Calls to Device Driver Commands 


Device drivers are designed to handle simple commands from DOS. The two most 
common DOS services used to access devices are interrupt 21’s read (ah = 3F) 
and write (ah = 40). These DOS services are relatively complex and may not be 
translatable to single device driver commands. DOS will issue as many com- 
mands to the appropriate device driver as necessary to satisfy the DOS service 
request. 

For example, a program that writes to the disk may issue a write command— 
interrupt 21h (ah = 40)—that happens to append data at the end of the file. DOS 
may have to process this single service request by issuing several commands to 
the disk device driver. The first of these driver commands will need to find more 
space on the disk for the new data. A driver command will be issued to read the 
File Allocation Table in which the information on disk space is kept. Then, if 
there is room on the disk, DOS will write the new data to the disk file by issuing 
a write command to the disk device driver. Lastly, DOS will update the disk to 
indicate the time of last access by issuing another driver command to write to the 
disk. Although this scenario has been simplified, the idea here is that DOS 
converts a single service request into one or more device driver commands. This 
is shown in figure 2-4. 

Now that you have seen how DOS processes requests for device access by 
passing the request in the form of smaller, simpler commands to the device 
driver, you are ready to explore device drivers themselves. 


The DOS Device Driver 
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Device Drivers for New Devices 


DOS device drivers are device-controlling software routines that actually become 
part of DOS. Because these programs are written to Microsoft-designed specifi- 
cations, DOS can recognize these new devices and can integrate them with the 
rest of its standard devices. Once DOS knows about these devices through their 
specific device driver routines, the devices can be accessed as easily as the 
standard disk and screen devices. 

The rules and regulations that Microsoft specifies for device drivers also 
allows their installation. You will see more about these rules shortly. It is these 
rules that make device drivers present a uniform interface to the DOS kernel. As 
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Figure 2-4: A simple service request to write data to the file converted 
to several possible disk device driver commands. DOS manages each 
request, making one or more simple driver commands until the 
request is complete. 


you will see, DOS needs to know only that the device driver is controlling a 


' particular device, identified by a device name, and that it is capable of processing 


standard device driver commands. 

Without installable device drivers that have a uniform interface to DOS, 
adding a new device to DOS would be difficult. The manufacturer of the device 
would have to supply a custom-modified version of DOS in order for you to use 
the new device. This would create a number of problems. First, you could not use 
a newer release of DOS unless the newer version was also modified to control the 
new device. Second, because each device manufacturer uses different methods of 
modifying DOS, incompatibility problems would arise. 

The DOS device driver is the most universal and meaningful method of 
software control for devices. New devices become standard devices in DOS, 
available for accessing at any time, from within programs and outside of pro- 
grams, such as from the command level. 
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Replacement Drivers (ANSLSYS) 


Occasionally you may find that the standard device drivers built into DOS (disk, 
screen, etc.) do not accomplish what you need to do. For example, you may need 
a console driver that provides control for a color card that displays more colors 
and resolution than the CGA/EGA/VGA driver. To handle this situation, you can 
replace an existing device driver with a customized one. 

This is the technique employed by the popular ANSILSYS device driver 
provided with DOS. The ANSL.SYS driver is a replacement device driver for the 
standard console device driver. Over the past few years, the American National 
Standards Institute (ANSI) has designed a set of standard escape sequences that 
can be used to perform specific functions for any video monitor and keyboard (an 
escape sequence is a group of characters preceded by an escape character, ASCII 
1Bh). These functions include such things as setting foreground and background 
colors, turning on and off reverse video display, and assigning special codes to 
designated keys on the keyboard. These standard escape sequences provide 
greater “portability” for software programs, because they allow developers to 
create programs that require complex control of the monitor and keyboard 
without any regard for the specific hardware involved. 

Thus, you may add device drivers to DOS for two reasons: first, to add 
support to DOS for devices that are not part of the standard set of DOS devices, 
and second, to replace the original device driver with a new one that may have 
more capability or portability than the old one. 


Looking at Old and New Device Drivers 


As we discussed earlier in this chapter, DOS manages requests for device access 
from programs by issuing commands to the appropriate device driver. Each device 
driver contains the name of the specific device it is controlling, and DOS locates 
the appropriate device driver by searching through the list of installed device 
drivers. 

DOS maintains a linked list of the device drivers starting with the nul: device. 
The device driver for NUL: is the first in the list and contains a pointer to the next 
device driver. In turn, each device driver points to the next. The pointer for the 
last device driver will contain the value -1, thus signaling the end of the list. 

DOS manages the standard, replacement, and new device drivers using a 
relatively simple mechanism. As shown in figure 2-5, the list of DOS standard 
device drivers begins with NUL: and continues with CON:, AUX:, and so forth. 
These device driver programs reside in the area of the PC memory that DOS uses. 
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Figure 2-5: What the list of DOS device drivers looks like before and 
after we add a new device driver. Note that each driver contains the 
device name and a field that points to the next device driver. 


Whenever a new device driver is installed, DOS inserts it in the list just after the 
NUL: device. This allows you to replace a standard device driver, because any 
device request will cause DOS to search this list starting from the first, which is 
nul:. Ifyou replace a standard device with one of your own, DOS will find the new 
device first and will never reach the original device of that name, which is now 
second in the list. Similarly, new devices with new device names will be added to 
this list. Thus, DOS will be able to access new, replacement, and standard device 
drivers simply by searching this list. 

This list of DOS device drivers is called the device chain and is a linked list 
of the actual device driver programs. To access drivers all DOS needs is a pointer 
to the first item, the device nul:. DOS can then find the rest of the device drivers. 
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Customized Drivers for Standard Devices 


Besides writing drivers for new devices, you can always improve upon the DOS 
standard device drivers. Let’s explore this for a moment. 

With the exception of the NUL: device, which must be the first in the device 
chain, all of the DOS standard drivers can be replaced by alternate drivers. 
Improved drivers for the standard PRN:, COMI:, and CLOCK$ devices can be 
installed into DOS. The PRN: driver is especially likely to be replaced, because 
many printers have features that are not accessible using the standard PRN: 
driver. For example, you might need to get a status from the printer that the 
normal PRN: driver does not handle; such a status might be used to determine 
whether the printer is in text or graphics mode or whether the printer is out of 
paper. You might also want to send special vector commands for plotting, using 
routines built into an intelligent printer. 

Another candidate for replacement is the COM1: driver. You could add your 
own customized version in order to change the speed of data transfer through the 
serial port by having your device driver detect a certain character sequence. This 
would greatly ease the procedures for controlling the serial port device, because 
it would eliminate the need to issue a special DOS command to perform this 
function. Your own language could be formed. 

The standard PC clock driver is used to retrieve or set the time and date. 
You can write a driver for the CLOCK$ device to support a special hardware 
device that stores the date and time (this may be integrated along with other 
hardware on a multifunction board). A new CLOCK$ device driver will have to 
understand how the hardware clock/calendar works, be able to control the setting 
of the time and date, and be able to perform other tasks, such as allowing user 
programs to access the clock as a timer for pulses. The concepts of replacing 
standard DOS drivers with customized versions will be developed further in later 
chapters. In fact, we will develop examples of CON:, PRN:, and CLOCK$ device 
drivers that replace the standard device drivers that DOS supplies. 

The possibilities for using customized device drivers are endless. For exam- 
ple, one interesting use of a con: replacement would be to simulate a DVORAK 
keyboard, on which the keys are in different positions than on the standard 
QWERTY keyboard. The purpose of the DVORAK keyboard is to place the 
most-used keys together, supposedly to facilitate faster typing. Another CON: 
replacement could be a terminal emulator, a software program that allows the 
PC’s normal screen and keyboard to simulate a keyboard of a specific terminal. 
This is useful when the PC is used to communicate to a mainframe computer. 
Such an emulator would solve the problem that arises when the PC’s function 
key codes are not recognized by the mainframe computer. You could create a new 
keyboard/screen driver to translate the PC’s function key codes to those that the 
mainframe computer can recognize. 
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Deviceless Drivers 


We have discussed drivers for new peripheral hardware devices and drivers that 
replace standard DOS ones. Another type of drivers also exists: those that do not 
control real hardware devices. Commonly known as virtual devices, these device 
drivers simulate a hardware device. There are numerous examples. The RAM 
disk is a virtual disk that can improve the speed of “disk-bound” applications 
(those with lots of disk activity). The RAM disk driver reserves memory to 
simulate bytes on the disk and manages this memory as if it were the real disk. 
Reads and writes to this RAM disk do not go out to a real disk but rather are sent 
to the memory reserved by the RAM disk. Thus, instead of spending time waiting 
for a disk to access the data at disk speeds, the RAM disk can access the data at 
memory speeds. Later on in this book, we will devote two chapters to designing 
and implementing a RAM disk device driver. 


Overview of a Driver’s Program Structure 


A device driver program consists of five parts: the Device Header, data storage 
and local procedures, the STRATEGY procedure, the INTERRUPT procedure, 
and the command-processing routines (see figure 2-6). We will discuss each of 
these parts in this chapter as well as in later chapters as we develop actual device 
drivers. 

Let’s look at these five sections briefly. The beginning of a device driver 
program does not contain code the way normal programs do. Rather, the Device 
Header contains information about the device driver itself. This information is 
used by DOS and includes the device name for the driver and the pointer to the 
next driver. 

The second part of the driver is used to store local data variables and local 
routines and procedures. 

The third and fourth parts of the device driver contain what Microsoft calls 
the STRATEGY and INTERRUPT procedures. These two procedures are integral 
to processing each command that is passed from DOS to the device driver. They 
allow DOS to pass control to the driver. We will discuss these in detail later in 
this section. 

The last part of the driver contains the actual code routines that process 
each of the commands that DOS passes to the device driver. 


How DOS Communicates with the Driver 


Let’s see how DOS and the driver work together. Figure 2-7 shows that when 
DOS calls the driver it passes a packet of data to the device driver. This call might 
be to write to a RAM disk or send some special character to a graphics board. 
This packet of data is called a Request Header and contains information for the 
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Figure 2-6: The five basic parts of the device driver. 


device driver such as the data to be written to the device. DOS sets up the registers 
ES and BX to contain the address of the Request Header when DOS calls the 
device driver. 


The Request Header The Request Header is a packet of data that is passed 
from DOS to the driver; this data tells the driver what to do and the location of 
the data involved in the work to be performed. For example, if DOS wants to write 
a character to the serial port, it needs to specify the write command and the 
character (data) to write. Therefore, DOS needs to pass to the driver both a 
command and some data. Both of these are contained in the Request Header. 
(Note: Do not confuse the Request Header with the Device Header. The Device 
Header tells DOS about the driver program, and the Request Header contains 
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Figure 2-7: DOS calling the device driver with a pointer to the request 
header. Contained within the request header is the command code for 
the device driver. This instructs the device driver what functions to 
perform on the device for DOS. 


the data on which the device driver works.) The Request Header is described in 
table 2-9. 

As shown in table 2-9, the Request Header is a variable-length packet of 
data. Within this packet, the length of the Request Header is contained in the 
first entry. The second entry contains the unit code of the device. This is normally 
used when more than one device is attached to the controller. An example of this 
is the floppy disk controller, which often controls two drives. The A: drive would 
be unit 0, the B: drive would be unit 1, and so forth. The third entry is the 
command code, which tells the device driver what action to take. The fourth entry 
is used as a status indicator, The fifth entry is reserved for use by DOS (its use 
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Entry Length 
# (bytes) Description 





1 1 Length in bytes of this Request Header (varies with the 
amount of data in the request) 


2 1 Unit code of the device 

3 1 Command code 

4 2 16-bit word for the status upon completion 
5 8 Reserved for DOS 

6 Varies Data specific for a command 





Table 2-9: Definition of the Request Header that is passed to the 
device driver. The Request Header contains information regarding its 
length, the unit code of the device, the command to be performed, and 
data for the command. 


is undocumented). Finally, the last entry is the data field. This field varies in 
length depending on the command in the third field. You will see more of this 
data field in later chapters. 

DOS automatically sets up a Request Header whenever a program makes a 
request to DOS that involves a device driver. This data packet resides in DOS’s 
reserved memory space and is built with information provided from the calling 
program. The address of the Request Header is passed to the device driver when 
DOS passes control to the driver. This address is stored in the driver's local 
storage area. You need to specify both the segment address and the offset address 
of this Request Header, because the Request Header can be anywhere in the PC’s 
640K memory. Specifying only an offset address assumes that the packet will 
be in the current segment of memory in which the program is executing. DOS 
passes this segment and offset address in the ES and BX registers of the 8088, 
respectively, 

You will see more of Request Headers in later chapters when you process 
driver commands in the various device drivers. 


Driver Calls from DOS You might assume that each command DOS passes 
to the driver involves a single call to the driver. Alas, this is not the case. Recall 
that DOS expects the device driver to have two procedures defined—the STRAT- 
EGY and the INTERRUPT procedures. Let’s explore the two-step call that DOS 
makes to the device driver for each command request. 
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The Two-step Call to the Device Driver Each time DOS asks the device 
driver to process a command, for example a read or write command, DOS will call 
the device driver twice. The first time, DOS will pass control to the STRATEGY 
procedure defined for the device driver. The second time, the device driver will 
be called at the address specified for the INTERRUPT procedure. 

Think of the STRATEGY procedure as instructions that perform the set-up 
and initialization for the driver. The INTERRUPT procedure then uses the 
information from the STRATEGY procedure to process the command request 
from DOS. This process is shown in figure 2-8. 

Although it is not apparent from the DOS manuals, this two-step approach 
allows DOS to distinguish between the request for the driver (the set-up) and the 
actual work to be done by the driver. You can think of this two-step process as 
analogous to writing a check and cashing it at a bank. You may write the check 
on Monday (the set-up) and not cash it (the work) until Friday. In the same way, 
DOS notifies the driver that there is work to be done with a call to STRATEGY 
and then calls the driver again through INTERRUPT to allow it to work. 

Let’s develop a scenario to see why STRATEGY and INTERRUPT are 
necessary. Assume that your PC, through DOS, can multitask, which means that 
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Figure 2-8: When DOS issues a request to the device driver, the device 
driver is actually called twice. 
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it can perform several tasks at one time. This permits you to do more work in a 
given period of time. Although DOS does not provide this capability currently, it 
is an important feature that future versions of DOS will have. 

It is likely that the various multiple tasks will differ in importance. If you 
prioritize these tasks in order of importance, the calls they make to device drivers 
also need to be prioritized. For example, a task that is downloading a file using 
a modem might be higher priority than a task that is updating a collection of 
addresses. The two-entry point approach allows DOS to do this. DOS can process 
the device driver calls in the priority order of the calling task. This is accom- 
plished by linking into a chain all driver request calls (all the calls to STRATEGY) 
and putting all the actual work calls (calls to INTERRUPT) into another chain 
in priority order. After DOS calls all the device drivers through the STRATEGY 
routine, it then inspects the INTERRUPT chain to see which one has the highest 
priority. The closer a device driver is to the beginning of the chain, the higher its 
priority. 

Without this two-step mechanism to set up and perform the actual work, 
DOS would call the device drivers on a first-come, first-served basis. 

To make this scenario a little easier to understand, let’s use an example. 
Assume that there are three outstanding driver requests: 


= Request A has a low priority 
@ Request B has a medium priority 
® Request C has a high priority 


The STRATEGY and INTERRUPT chains are illustrated in figure 2-9. 

As this figure shows, each program request for device driver service causes 
DOS to place the first (set-up) call in the STRATEGY chain and the second (work) 
call in the INTERRUPT chain. When three programs make device driver re- 
quests, the set-up calls are linked into the STRATEGY chain in order of arrival, 
and the work calls are placed in the INTERRUPT chain in priority order. Think 
of this as writing checks in order during the week and then sending out the most 
important checks first on Saturday. In effect, you are handling all the incoming 
items as they arrive but sorting the most important items into a work list for 
processing. 


What the STRATEGY Procedure Does When the driver is first called, the 
STRATEGY routine saves the address of the Request Header, which is contained 
in the ES and BX registers. This is done to prepare the driver for the second call 
to its INTERRUPT procedure. 
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Figure 2-9: The effect of three driver requests. DOS links the three 
requests in the STRATEGY chain in the order of arrival. The 
INTERRUPT chain sorts the same three requests in order of priority. 


The sequence of events is shown in figure 2-10, in which DOS prepares to 


call the device driver by building a Request Header, and in figure 2-11, in which 
DOS calls the device driver at the STRATEGY procedure. 
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Length 
Unit Code 


Command 
Number 


Status 





Figure 2-10: DOS preparing to call the device driver for the first time. 
A Request Header which contains information for the device driver to 
process is built. The address of this Request Header is stored in the 
ES and BX registers. : . 


What the INTERRUPT Procedure Does When DOS calls the device driver 
the second time, it does so through the INTERRUPT procedure. Here the real 
work of the device driver begins. The Request Header that contains information 
for the driver to process is handled by the code located in the INTERRUPT 
procedure. Control is then passed to the command-processing routines. This is 
shown in figure 2-12. 


Block and Character Devices 


DOS drivers need to distinguish between character and block devices. Recall that 
a block device transfers data in groups of characters, and character devices 
transfer data one character at a time. Of the control commands that the device 
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Figure 2-11: The STRATEGY procedure storing the address of the 
Request Header in local data storage. 


driver issues to the device, some are appropriate to character devices and some 
to block devices. The Media Check command is one example of a block device 
command. Because diskettes can be formatted for single-sided or double-sided 
use, the DOS disk device driver needs to know which format has been used. To 
find out, DOS issues a Media Check command to the disk device driver, which in 
turn reads a block of data from the disk. From the information returned in this 
block of data, DOS can determine if the diskette is single- or double-sided. The 
Media Check command is unique to disk block devices and is not applicable to 
character devices. 
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Figure 2-12; How the Request Header is retrieved by the INTERRUPT 
routine. Control is then passed to the command processing routines. 


DOS also needs to know which type of device its driver is controlling in order 
to determine the appropriate commands the device driver can perform. This topic 
will be covered in detail in later chapters as we develop various device drivers. 


Device Driver Commands 
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So far, we have provided a lot of material on the various parts of a device driver. 
The information presented so far has been on the flow of control around and in 
device drivers. Now we have come to the core of device drivers: command 
processing. 

Recall that programs make service requests of DOS. Each of these service 
requests translates to a specific set of commands that the driver understands. 
These commands are common to all device drivers. 
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Number Command Description 
0 Initialization 
1-2 Not applicable 
3 IOCTL Input 
4 Input 
5 Nondestructive Input 
6 Input Status 
7 Input Flush 
8 Output 
9 Output With Verify 
10 Output Status 
11 Output Flush 
12 IOCTL Output 
13* Device Open 
14* Device Close 
15* Not applicable 
16* Output Til Busy 
17-18" Undefined 
19* Not applicable 
20~227* Undefined 
23% Get Logical Device 
24% Set Logical Device 


25 IOCTL Query 


* = DOS version 3+ only 
** = DOS version 3.2 only 
= DOS version 5.0 only 


LL RA nee TS eary 


Table 2-10: The list of commands for character-oriented devices. 
There are 25 commands, numbered from 0 through 24. Commands 13 
through 16 are valid for DOS versions 3.00 or 3.10. Commands 17 
through 24 are valid for DOS versions 3.20 or greater. Command 25 is 
valid for DOS version 5.0. 


Commands defined by Microsoft for device drivers are listed by device type 
in table 2-10 for character devices and in table 2-11 for block devices. Note that 
not all of the commands are available for all versions of DOS. 

In the following pages, we will review these driver commands. You can find 
out more about them in chapter 9. 
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iT 





Number Command Description 
0 Initialization 
1 Media Check 
2 Get BIOS Parameter Block 
3 IOCTL Input 
4 Input 
5 Not applicable 
6 Not applicable 
iT, Not applicable 
8 Output 
9 Output With Verify 
10 Not applicable 
11 Not applicable 
12 IOCTL Output 
13* Device Open 
14* Device Close 
15* Removable Media 
16* Not applicable 
17-18** Undefined 
ee Generic IOCTL 
Undefined 
Get Logical Device 
Set Logical Device 
IOCTL Query 





* = DOS version 3+ only 
DOS version 3.2 only 
DOS version 5.0 only 





i ET ST TT 


Table 2-11: The list of commands for block-oriented devices. There are 
25 commands numbered from 0 through 24. Commands 13 through 16 
are valid for DOS versions 3.00 or 3.10. Commands 17 through 24 are 
valid for DOS versions 3.20 or greater. Command 25 is valid for DOS 
version 5.0. 


Initialization Command 


Command 0 is the Initialization command. DOS always calls the device driver 
with this command immediately after the driver is loaded into memory. This 
allows the device driver to perform its device’s unique initialization functions, 
such as writing a message to the console, clearing registers, or other set-up 
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functions. DOS service calls can be issued from within the driver program only 
when the driver is processing the Initialization command. For all other com- 
mands, the driver cannot issue DOS service calls; ifit attempts to do so, DOS will 
crash, because the driver is part of DOS and DOS cannot call itself (when the 
driver is processing the Initialization command it is not considered to be part of 
DOS). When the driver returns control to DOS, DOS will assume that the driver 
is ready to perform other commands. 


Media Check and Get BIOS Parameter Block Commands 


Commands 1 and 2 are applicable to block devices only; these will be discussed 
in chapters 7 and 8. You need not concern yourself about these commands at this 
time. 


IOCTL Input Command 


Command 8 is IOCTL Input. You will see IOCTL often—it stands for I/O Control. 
This command is used by the device driver to return control information to the 
program regarding the device. For example, if the device is a printer, you can 
have the device driver return status information, such as the baud rate at which 
the printer device is set to receive data. When the driver returns I/O control 
information to the program, it is called input. Although this is quite useful, it is 
not a normal feature of device drivers. There are many reasons for this. The first 
is that there is only one DOS call that allows I/O control—DOS service 44h. Most 
programs do not use this DOS service, because they do not expect a device driver 
to return this type of information. The second reason is that adding I/O control 
to a device ‘driver is not easy; the device driver does not know what type of 
information to return. For I/O control to work properly, both the program issuing 
an IOCTL call and the device driver accepting IOCTL calls must agree on the 
information to be passed back and forth. 


Input Command 


Command 4 is the driver’s Input command. This command instructs the driver 
to read data from a device. This data is then returned to DOS, which then returns 
it to the calling program. 


Nondestructive Input Command 


Command 5 is the Nondestructive Input command. This command is used to 
determine whether there is any data from the device without actually passing 
the data back to the calling program through DOS. This is often a means of testing 
to see whether you are ready to read from the device. If there are characters 
waiting to be read, you simply issue an Input command. Ifthere are no characters, 
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you tell DOS that there are no characters to be read. In effect, you are looking 
ahead to see whether there is any input. 


Input Status Command 


Command 6 is Input Status. This call allows DOS to check the status of a device. 
If the device is not ready, no Read or Input call would be issued. On the other 
hand, if the status of the device indicates a ready condition, a Read command for 
the device could be issued immediately. Note that this command is not the same 
as the Nondestructive Input command. The Input Status command checks the 
status of a device; the Nondestructive Input command checks for a character in 
the device’s buffer. 


Input Flush Command 


Command 7 is the Input Flush command. This command allows you to discard 
any input for the device by clearing out the buffer associated with the device. This 
can be important in just about any program. Suppose a program asks the user if 
he or she wants to erase all the files on a disk. If you did not use a call to flush or 
get rid of all characters that had been typed ahead, you could accidentally erase 
all files if the type-ahead buffer happens to contain the character that the user 
would press to erase all the files. You should use this call to get rid of any possible 
extraneous characters just before you read some critical data from a device. 


Output Command 


Command 8 is the Output command. This command tells the driver to write a 
specified amount of data to the device. 


Output With Verify Command 


Command 9 is the Output With Verify command. This command is similar to the 
Output command but has one additional function: when the VERIFY switch is 
set ON at the DOS command level, the driver will read the data after each Write. 
This is a useful feature when you need to know that critical data has actually 
been written properly. Of course, this presumes that the device you are writing 
to can read the same data. This feature is not meaningful for printers and screens, 
because such devices cannot read what was written. 


Output Status Command 


Command 10 is the Output Status command. This command instructs the driver 
to check the status of the device you are using for output. This has no meaning 
for devices that can only read data. 
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Output Flush Command 


Command 11 is the Output Flush command. This command tells the driver to 
send a signal to the device, informing it that any data currently still in the output 
device should be discarded. : 


IOCTL Output Command 


Command 12 is the IOCTL Output command. This command is sent to the driver 
when DOS needs to pass data to the driver for use by the driver itself. This is not 
the command that DOS uses to send data to the device. If this command is 
implemented in the device driver, you use the data to control the device rather 
than to send data to the device. As mentioned previously with reference to the 
IOCTL Input command, programs that issue the IOCTL call must agree with the 
device driver on what information is to be passed. 


Device Open Command 


Command 18 is the Device Open command, which can be used by the driver to 
keep track of all the times the device is opened. This command is available in 
DOS versions 3.0 or later if the Device Open/Device Close/Removable Media bit 
in the Attribute word of the Device Header is set. You will see how this is set in 
a later chapter. The driver can perform a number of functions when it receives 
this call. For example, it can reinitialize a device or prevent access to the device 
if another program has opened it. 


Device Close Command 


Command 14 is the Device Close command. You can use this command if the DOS 
version is 3.0 or later, the Device Open/Device Close/Removable Media bit is set, 
and a program closes the device. This command is used with the Device Open 
command to implement a count of the number of opens for the device. In turn, 
the driver can perform a function for the device, such as flushing any information 
that may be within the driver out to the device. 


Removable Media Command 
Command 15, the Removable Media command, is valid for block devices. This 
command asks the driver whether the device contains removable media. 


Output Til Busy Command 


Command 16 is the Output Til Busy command. This command is valid for 
character-oriented devices if bit 13 is set in the Attribute word of the Device 
Header. This command is most useful for printers that have a buffer to receive 
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data. Instead of outputting a small number of characters, the driver would send 
enough data to fill the printer device’s buffer. This minimizes the number of times 
that DOS needs to call the driver with data for the printer. The PRINT spooler 
program uses this feature. 


Other Commands 


Commands 17 through 25 are advanced commands that are available under DOS 
versions 3.20 or later. These commands will be treated in detail in chapter 9. 


Tracing a Request from Program to Device 
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To finish this section, we will look at an example of what happens along the way 
as a program calls a device driver. Let’s assume that a program has asked you to 
type some data from the keyboard into a file called MYFILE. Let’s say the 
program will then write the data into a record in a disk file. Figure 2-13 shows 
the various steps performed by your program, DOS, the disk device driver, the 
BIOS, and the device itself. 

When you have typed in all the data, your application program will issue a 
Write to a previously opened disk file named “myfile.” The data to be written is 
contained in a record or variable block of data named “newdata.” The Write is a 
call to a library function in the programming language used in your program. 
This function will take your Write command and convert it to a DOS function 
call. There are many DOS calls that write data to a file; for this example, we will 
assume that it is simply a Write Sequential File Record call. The library function 
is generally written in assembly language. It will set up the data for a Write 
Sequential File Record as DOS needs it and will then call DOS by issuing 
interrupt 21h. 

The first part of DOS that is used is the call handler, which is where control 
goes when the interrupt 21h is executed. It is here that DOS inspects the type of 
function that the caller has set up (as found in the AH register). In this case the 
function is hex 15, which means Write Sequential File Record to DOS. 

DOS then internally locates the relative position of the disk file to which your 
record is to be written. Next, DOS finds the starting address, relative to the 
beginning of the disk, of the file “myfile.” This is done by searching through the 
disk directory for information on where “myfile” resides. The relative position of 
the record to be written to is added to the position of the start of the file; this yields 
the absolute position on the disk at which the “newdata” record should be stored. 
This part of the DOS call handler is responsible for determining all the information 
for a given disk and all the information for the files on this particular disk. 
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Figure 2-13: Block diagram of the paths taken to write a block of data 
to the disk. 
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The next step performed is that this data is sent to the general disk handler, 
which is also the DOS Absolute Disk Write routine (also known as interrupt 26h). 
This is called from the DOS kernel. 

Interrupt 26h or the DOS Absolute Disk Write routine requires two basic 
pieces of information. The first piece of information identifies the drive to which 
DOS needs to write the data. The second piece defines the location of the write 
relative to the beginning of the disk (that is, the starting sector). The reason for 
this routine is that DOS treats all disks alike: all of the sectors of each disk are 
numbered from 0, starting at the beginning of the disk. Thus, the file handler 
finds the relative position of the record within the file, and the general disk 
handler calculates the relative position within the disk. What the DOS Absolute 
Disk Write routine does is to determine the actual physical address to which the 
data should be written, using the relative information calculated by the original 
int 21h service Write Sequential. The physical address referred to here is the 
relative physical sector on the disk to which data should be written. Finally, this 
information is passed to the disk device driver. 

In turn, the disk device driver is responsible for converting the physical 
address to a track, a sector, and a surface; it also performs the actual write. 

A point should be made here about the BIOS routines. The disk device driver 
uses the disk BIOS routines to perform the actual reads and writes to the disk. 
This is accomplished by executing an interrupt 13h after specifying the appropri- 
ate subfunctions for read or write. 

Once the disk device driver has finished the write operation, it will return 
a status to the Absolute Disk Write routine, which, through the DOS call handler, 
will return the status to the original calling program. Just as the original write 
request passed through the DOS call handler, the Absolute Disk Write routine, 
the disk device driver, and the disk BIOS routine, the status “percolates” through 
the layers back to the original program. 

So the device driver plays a vital role in ensuring that your data is written 
to the disk. This illustration of the complicated process of writing a record to the 
disk has involved many steps. You have seen the relative roles of the device driver, 
DOS, and the BIOS. The interactions for all device drivers are similar to those 
in the example. 


The Mechanics of Building Device Drivers 
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In this last section of the chapter we will cover the mechanical aspects of building 
device drivers. We will survey the steps in building device drivers and the utility 
programs needed for each step. 


Basic Concepts 


Writing a Device Driver Program 


A device driver is a program that is built using a set of rules. DOS has defined 
these rules in order for the device driver to work properly. We will define the 
various sections of code that make up a device driver. Each of these sections 
contains assembly language instructions or data. Instructions in 8088 assembly 
language are written and grouped into procedures. Variables are defined in 
memory and are used to store data that DOS passes to the device driver. Other 
variables are also needed to store text messages that will be displayed on the 
video screen. 

Aword processor is used to input the source text of a device driver. Then the 
text is assembled using the Macro Assembler. The object code output from the 
assembler is linked to create an executable file. Then this executable file is 
converted to a memory image file for proper execution by DOS. 

Once the device driver is built, it is loaded into memory. This is done by 
specifying the device driver file in the CONFIG.SYS file and rebooting DOS. 
During its initialization phase, DOS will read the CONFIG.SYS file and copy the 
contents of the device driver file into DOS’s memory. Then DOS will call the driver 
to initialize it. DOS initializes all device drivers to ensure that they are ready for 
use. For more information on DOS initialization, refer to appendix C. 


Assembling the Device Driver 


After you key in the source code of the device driver using a word processor, the 
device driver is ready to be assembled. Use the Macro Assembler as follows: 


Microsoft (R) Macro Assembler Version 5.10A 
Copyright (C) Microsoft Corp 1981, 1989. All rights reserved. 


46008 Bytes symbol space free 


0 Warning Errors 
0 Severe Errors 


The first command parameter to the Macro Assembler is the name of the 
text source file. The second command parameter specifies the name of the file 
that will contain the generated object; the file name extension will be .OBJ. The 
third command parameter specifies the name of the file that will contain the 
output listing from the Macro Assembler; it will have a file name extension of 
.LST. The fourth and last command parameter specifies the name of the cross- 
reference file. 
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Linking the Device Driver 


This step will convert the object file into an executable file that is commonly called 
an .EXE file. These files are normally program files that are executed by DOS 
and are prepared by the linker when it reads the object code. However, when 
device drivers are EXE files, they cannot be executed by all versions of DOS, 
because in earlier versions the device drivers must be in .COM format. 

As was mentioned earlier in this section, device drivers are usually memory 
image files. This means the driver must be in .COM format. First, create the EXE 
file by using the linker program, LINK: 


Celink driver,driver,driver,null 


Microsoft (R) Segmented-Executable Linker Version 5.10 
Copyright (C) Microsoft Corp 1984-1990. All rights reserved. 


Libraries [.LIB]: 
Definitions File [NUL.DEF]: 
LINK : warning L4021: no stack segment 


This step will create two separate files: the .EXE file and DRIVER.MAP, 
which is the listing of the .EXE file in terms of variable names and addresses 
used. Note that there was one warning detected. Do not be alarmed by this. A 
STACK segment can be defined within a program and is used as a storage area 
for variables. The LINK program has been designed to assume that all programs 
will define a STACK. Most device drivers do not define a STACK segment, 
because a device driver is part of DOS and not an ordinary program. DOS has 
defined a stack, so device drivers use it instead of defining one. 


Convert .EXE to .COM Format 


You are encouraged to convert the device driver to a .COM format program, 
which is a memory image of what the driver should look like when it is loaded 
into memory. Although this is not a requirement of DOS, it is highly recom- 
mended, and is accomplished by using the EXE2BIN.COM utility that is supplied 
with DOS: 


Ceexe2bin driver.exe driver.sys 


Note here that we have named the .COM output file DRIVER.SYS. Device 
driver files should be named .SYS for several reasons. The first is that if they are 
left named .COM after the EXE2BIN conversion, there is the possibility of 
someone accidentally executing the driver program, causing the inevitable ma- 
chine crash. 
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Caution: You cannot run a device driver directly the way you 
would a normal program! 





The second reason that device drivers should be named .SYS is that .SYS 
has become the standard naming convention for such programs. This dis- 
tinguishes the device driver files from all other files. 


Installing Device Drivers into DOS 


Before rebooting the machine to try out any device drivers, you will need to tell 
DOS to load these drivers into memory. This is done by creating a file named 
CONFIG.SYS that resides in the root directory of the disk from which you are 
booting. Assuming that you use the C: drive as your hard disk, build the 
CONFIG.SYS file as follows: 


C>copy con: config.sys 
break = on 

device = driver.sys 

“Z 

1 File(s) copied 


When DOS initializes, it will read the CONFIG.SYS file and look for any 
device driver files. It detects these by searching for the keyword device. DOS then 
reads this file into memory. For more information, refer to appendix C. 

If you already have a CONFIG.SYS file, you can include a device driver in 
that file by adding the following line to your CONFIG.SYS file: 


device = driver.sys 
After you create a CONFIG.SYS file, you can simply warm-start your 


machine by depressing the CONTROL, ALT, and DEL keys. The new device 
driver will be loaded into memory. 


Summary 


In this chapter, we have covered the hardware aspects of devices and controllers, 
the programming of devices using BIOS interrupts, and the need for software to 
control devices; we have also discussed the reasons why device drivers offer the 
best solution to the problem of device access by DOS. In addition, we have covered 
how the device driver is used by DOS and how the device driver controls devices. 
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In short, you now have enough information about the external features of device 
drivers to look into writing a device driver. 

In the next chapter, we will present a simple device driver. You will learn 
about the structure of a device driver program, the Device Header that describes 
to DOS the type of device we are controlling, the INTERRUPT and STRATEGY 
routines, and the driver command processing. 


Questions 
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1. Could I use the same device driver under PC-DOS as well as MS-DOS? 
2. Are BIOS calls required in device drivers? 


3. Why is DOS version 2.00 or greater required for adding device driver 
programs? 


How many printer devices does DOS normally support? 
How many serial devices does DOS support? 


If a new device driver is added to DOS, which standard device does it 
follow? 


7. IfI add two new devices to DOS, for example, new1:, then new2:, what 
order would they be in after nul:? 


Answers may be found in appendix F. 
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A Simple Device Driver 


T. chapter will show you a real but very plain device driver program, 
one that makes a simple “beep” and prints a message on the screen. Although 
this example will not win awards for functionality and processing power, it does 
allow us to present clearly the various parts of a device driver and to develop the 
8088 assembly code for each section. These code sections will contain the func- 
tions that DOS requires in a device driver—some that we have already covered 
and some new ones as well. 

Because this is the first device driver in the book, we will cover each section 
in detail. What you will learn in this chapter will prepare you for the device 
drivers in the following chapters. 


What Does a Device Driver Look Like? 


Listing 3-1 is an empty MASM 8086/8088 assembly language listing of a program 
we will call the Simple Device Driver. This driver will refer to anonexistent device 
named SIMPLE$. The source code is composed only of comment statements; such 
a source code is known in programming circles as a skeleton. The comment 
statements are grouped together in sections delineated by a banner consisting of 
asterisks. Each of these sections is required for a device driver. Some of the 
sections are definitions that are necessary to the Macro Assembler; others are 
necessary for the procedures you need for the device driver itself. We will describe 
each section in detail in this chapter. At the end of this chapter, we will present 
the finished result. 


An Overview of the Simple Device Driver Sections 


Listing 3-1 will be expanded as we go on and will form the basis for the simple 
device driver as well as for all the other device drivers that you will encounter in 
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Listing 3-1: A skeleton listing from which we will develop the Simple Device 
Driver. 





FR I IC III IRI IRI RIOR RCI IR ICR ICICI RRO RR FO doe 


* COMMENT SECTION HEADER * 


ROI IC CITI TCR JAI I CRIA ICI TCI TOR I A a a de 


te 


ROR I IACI IIR RCH RIAA TCR ICR ICR TOR IR ROR ROI kk ok kk 


2 ;* INSTRUCTING THE ASSEMBLER * 


OO IG ICR OIC ICI RO IC RGIS IIIS ICICI IORI ROI RIG I IOI a AOC ae 


SIO II IOI ROI RC IO IO RI R ROR I I IR RO RC I I I I RICE ICR IOI TOK IO ROR IGRI ok 


* MAIN PROCEDURE CODE * 


IIRC GROG IR ROC ICICI III IC CIC TOR GOR CIO IOI OR ICI ROI ICI a a ioe oor 


OCR ICICI III III RO ICICI IOI ICI IOI ICI ICICI II IOI II I A I III RI I a 


4 ;}* DEVICE HEADER REQUIRED BY DOS * 


TRI RRO IRI I RRO IORI OR FO IO ROC ICR IO RG I I ICICI I OI IR RI I OK 


Th A TR I I AI OR RO ROR RR ROR RR IO IR IIR RR RRR OR RIOR IR AK 


* WORK SPACE FOR THE DEVICE DRIVER x 


Cet e ee eee ee ee ee ee eee ee ee rs 
; 


IOS ISIC ICICI IIIA IGICIICIISICICI IC II ISI IOI ICR IGOR II GIOIR GIRO R AGH FE a ie 


6 7* THE STRATEGY PROCEDURE * 


OIRO I IIR I IR ICI ICICI ICRI ICI CR ICI CI III ICI TG ICICI GR CII II IK 


FRI ICICI RCI GR ICICI GIO ICR ICICI III IIOIGICIGIICIC IOI II I Ik 


* THE INTERRUPT PROCEDURE * 


; 
ROI ICI ICI I ICI ICI ICI ICR ICICI II I ICICI ICI CII ICICI ICI ICICI CR ICRC ICI I ICR CIO I 


FOI III ICICI IOI OIC GOR OCG GIGI IG IG OIGIOIGICICIGIOISI II IOI IOI IO IOI IR IO IORI 


* YOUR LOCAL PROCEDURES * 


TOI I IOI CI IOI IOI I ROI IOI IO III I I ICICI III ICICI ICI ICSI IOI IRGC IR AC tae 


a 


FO II IOI III GI OIG OIC ICICI CIC UGI IOI GIGI ICICI ICICI GIG IOI ICI IOI IOI RIOR ACR 


* DOS COMMAND PROCESSING * 


FIO IO ICR OI TOI GIG IG IC IO ICR ICR III IOI IOI IOI IOI IIR dak dk 


fees 


OIG ICR ICI TCI ICR ISIC ICICI IG ISIC GIGI IGIGICIIGICI OCI III OIG GIGI IGT RII FO 


* ERROR EXIT * 


FOI IO III IC OI TOG IG IO III IG IOC OICI ICI IOI OIRO ICI IOI IG ICI II IOI II I II IOI I II OK: 


10 


DOIG ICICI GIGI ICICI GIGII GI IO IOI IOI ICICI ICICI ICI III III II ICI ei 
i 


il 7* COMMON EXIT * 


LORRI OR IRF RGR IIR III IOI ISIC CK IG IOI IO ROO IIR I kok ok 


SOIR IGOR ICR ICR IC III ICI OGIO GIO ICO IO IOI III III Kr 


12 ;* END OF PROGRAM 3s 


DOO IO III RII UIC IG RICO OI EOI ICI IOI ICI ICI ICICI II ROR ROI I IOI RCI FOIE Ck: 
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this book. Each of the various sections of this driver plays a vital role in 
contributing to all device drivers. These sections are described below. 


Comment Section Header 


All well-written programs have brief descriptions at the beginning of the program 
that identify what the program does, when it was created, the author’s name and 
address, and other information. What appears obvious to the author of the 
program may not be clear to another person, and even the original author forgets. 
Other kinds of information that can be placed in this section are a history of 
program modifications, including the dates of the changes made to the program, 
as well as a description of each change. 


Instructions to the Assembler 


When you are writing in assembly language, you will need to include numerous 
commands to the Macro Assembler that are not actual instructions to the 
processor. Rather, these commands instruct the Macro Assembler itself to per- 
form some functions on behalf of your program. Examples of commands include 
how the program will use memory, some control over the listing that the Macro 
Assembler produces, and definitions that the program will use. 


Main Procedure Code 


This is the next section within the simple device driver. This section is responsible 
for defining to the Macro Assembler the overall organization of the program. For 
the simple device driver, as well as for all other device drivers in this book, there 
is only one main procedure. The simple device driver sounds a beep and then 
prints a string. Device driver programs are built with a single main procedure 
for a number of reasons. The first reason is that DOS assumes that the device 
driver is a single procedure. Recall from the Macro Assembler Reference Manual 
that when procedures are called, control passes to the first instruction at the 
beginning of the procedure; the procedure then exits through a RETURN instruc- 
tion. Because the device driver begins with a Device Header table, DOS cannot 
call the main procedure of the device driver. Instead, DOS uses information in 
the Device Header table to pass control to the device driver. The second reason 
that there is just one procedure is that there is no reason for device drivers ever 
to contain more than a single procedure. Code that is modularized into procedures 
may always be contained within the main procedure. So, for all the device drivers 
in this book, you will see many procedures nested within the main procedure. 
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Device Header Required by DOS 


This is a table of fixed values that DOS requires of all device drivers and that is 
located in the beginning of the program. The Device Header defines five key 
values to DOS. The first value tells whether there is another device driver 
following the simple device driver. The second value tells DOS what type of device 
this device driver is controlling (block or character). The third and fourth entries 
in the Device Header are addresses of the STRATEGY and INTERRUPT proce- 
dures in the device driver. Although these two procedures are not procedures in 
the strictest programming sense, they behave like procedures in that they both 
execute RETURN instructions to exit. DOS expects each to perform according to 
the rules that you saw in chapter 2. Then, upon completion, they exit back to DOS 
through a RETURN instruction. Recall from chapter 2 that DOS uses a two-step 
call to request work from a device driver. The STRATEGY routine is the first 
routine called, and the INTERRUPT routine is the second. The last entry in the 
Device Header table is the name of the device for the device driver. 


Work Space for the Device Driver 


This is the section in the program in which data storage is defined for any 
variables the simple device driver will need. Variables are defined here that store 
information for controlling the device in the simple device driver. The space these 
variables consume is defined here as well. 


The STRATEGY Procedure 


This section contains code for performing the first task of the simple device driver 
in processing DOS requests, which is usually the task of handling set-up require- 
ments. As the name implies, the STRATEGY routine performs set-up work; it is 
the first of two calls from DOS. 


The INTERRUPT Procedure 


This section contains the code for the second part of command processing. DOS 
passes control to this procedure during the second call to the simple device driver. 
The INTERRUPT procedure has a command for the device as well as the data for 
the device. 


Your Local Procedures 


This section contains any necessary procedures the simple device driver will 
require. These local procedures support and assist the simple device driver 
program. 
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DOS Command Processing 


This is the heart of all the device drivers. Whenever a program uses the simple 
device driver, a command, such as one telling the device to read or write, is passed 
through DOS to the simple device driver. This command is then actually per- 
formed by the code in this section. We presented a summary of the standard 
commands that drivers process in the previous chapter in table 2-9; in this 
chapter we will begin to implement these commands. 


Error Exit 


This is the section of code in which the simple device driver processes any errors 
that occur. 


Common Exit 


This is the section of code that the simple device driver will execute when it is 
finished processing the driver request that DOS has made, such as a command 
to read or to write. This section of code returns status information to DOS, 
indicating a successful operation. 


End of Program 


This is the section of code that signals to the Macro Assembler the end of the 
simple device driver. 

We have seen, briefly, the twelve sections that make up an assembly 
language program for a device driver. Now let’s take a closer look at the actual 
code in each of these sections. 


Instructing the Assembler 


Every device driver program has a certain number of assembler directives. 
Assembler directives are special instructions to the Macro Assembler that do not 
cause the Macro Assembler to generate instruction code. Such instructions 
merely tell the Macro Assembler to treat your code in a particular way, depending 
on which directive you use. 

The Microsoft MASM Macro Assembler used in this book allows directives 
and instructions to be entered in any column. For ease of reading, we will use 
four basic columns (see listing 3-2). The first column is for labels and variable 
names. This allows you to glance at the listing to see where you have defined 
these labels and variables. The second column is for instruction code and direc- 
tives to the Macro Assembler (think of this second column as the commands you 
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Listing 3-2: Assembler directives for the Simple Device Driver set the 
program into the segment called cseg Here. 





en ne Seer ee ee eee Tee Le ee ee ee ee ee 


i 
* 


i 
i 
\ 
} 


INSTRUCTING THE ASSEMBLER i 


BOR IO RCI I OR III IO ROI RII CII IOI ROISI ICI IR IO GIO RII IO ROR RI Re 


! i ! 


column 1 !column 2!column 3!icolumn 4 
cseg segment para public ‘code’ 
simple proc far 


labels 


assume cs:cseg,es:cseg,ds:cseg 


code options comments 
macros 
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need in the program). The third column contains required information or options 
for instruction code and directives; the number of options will depend on the 
command in the second column. The fourth and last column is an optional 
comment field in which you explain what a particular command is doing. Now 
let’s examine the code. 

The first thing you will see in column one of listing 3-2 is the name cseg. This 
is the name you choose for the label you are assigning to a segment. In appendix 
A, segment is the term that defines a block of memory of up to 64K. The term 
segment is also an assembler directive that tells the assembler that you are 
defining a block of memory. The assembler will calculate how large this segment 
is (up to 64K) after it assembles the program. The directive segment defines the 
start of the 64K-maximum segment, and the ends directive defines the end of the 
segment. The required ends directive is found in the End of Program section. 

Additional information for the segment directives follows the directive 
segment. The word para is a directive that tells the assembler to align this 
segment in memory on a paragraph boundary. In appendix A, a paragraph is 
defined as 16 bytes, which, in hex, is a 0 in the least-significant position. This fits 
in nicely, because the address of a segment assumes that the low-order address 
position is 0h. The next piece of information on the first line is the public directive, 
which tells the assembler that the segment containing your code can be refer- 
enced externally from another program. The last piece of information after public 
is code, which tells the assembler this segment will contain instruction code. You 
may notice that there is only one segment directive in this program; this indicates 
to the Macro Assembler that only a single block of memory is being used in your 
device driver program. 


A Simple Device Driver 


| The second line in listing 3-2 defines to the assembler a procedure named 
simple. The directive proc defines the start of your main procedure (at the End 
of Program section, endp will signal the end of the simple procedure). The 
keyword far on this line is required and tells the assembler that this is a far 
| procedure, which can be anywhere in memory. When DOS calls the simple device 
i driver, it will use the long form of the call instruction which is known as a far 
call. These far calls are calls to routines that cannot be assumed to be within the 
same 64K segment as the calling routine. Such calls take slightly longer to 
execute than near calls. The simple procedure will contain all of your code for the 
| device driver. Thus, your short device driver program will have one procedure 
within one segment. 
The assume directive on the third line tells the Macro Assembler that the 
CS, ES, and DS registers of the 8088 CPU will reference items that are defined 
within this one segment (see appendix A for a detailed explanation of segment 
usage). Your Simple Device Driver program will need to use these three registers. 
Thus, cs:cseg means that cs will refer to items in the current segment cseg. 
Programs can thus use the CS register to reference the code segment, the DS 
register to reference the data segment, and the ES register to reference the extra 
segment. The CS, ES, and DS registers contain the starting address of the code 
segment, the extra segment, and the data segment for the current segment. 
Because all three segments share the same segment, the addresses that are 
generated for these segment registers will be relative to the beginning of the cseg 
segment in your program. Normally, each of these three registers has a separate 
segment or block of memory assigned. In this simple device driver program, each 
of these three segment registers will share the same block of memory in the 
segment named cseg. In other device driver programs this may not be the case. 
You will find these assembler directives in every device driver program. 
They may differ depending on whether or not they share segments. 


Main Procedure Code 


The main procedure is where the simple device driver program starts. Contained 
within this main procedure is the code that performs all the work. You must tell 
the Macro Assembler that the instruction code and data addresses start at this 
location. 

The begin label is a label given to the start of the program: 





UII CII IOI ICICI ISI IOISIOIGIOIGICICIGICSICIOISIIC ICICI CRI CCICCICIIOICI SIO III I 


7e MAIN PROCEDURE CODE * 


DIO III III OI ICICI GISISIOI IOI ICICI CICR ICICI CIC CIC ICICI ICICI ICI TOI ICI ICICI ICAI ae 


| 
| 
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| begin: 
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Normally, you should use this begin label to instruct the assembler (by specifying 
this label to an end directive at the end of the program) that you want the program 
to start execution at begin. However, begin is used here more as a place-marker. 
Device driver programs, like many other normal programs, need not start 
execution at the beginning of the program. Rather, begin is placed at address 0 
to mark the beginning of the program. Right after the begin label comes the data 
and instructions for the simple device driver. 


The Device Header Required by DOS 


We now have our comments, main procedure, and assembler directives set up. 
The Device Header is a table of required data for DOS. Device drivers, as you 
have seen, come in different types. When DOS loads a device driver, it needs to 
identify the type of device driver it is, so you should specify this in the Device 
Header. 

A device driver can replace a standard DOS device driver, such as the con: 
driver, or it can be a totally new driver for which DOS knows nothing. In either 
case, DOS needs to know if it is a character-oriented driver or a block-oriented 
driver. Recall from chapter 2 that character devices transfer data one character 
at a time, and block devices transfer data in groups of characters. This identifi- 
cation information for DOS is contained in the Device Header, as shown in listing 
3-3. Each of the entries in the table comprising the Device Header will contain 
varying information of varying lengths. The assembler knows the length of your 
entries from your use of define directives: define 8-bit bytes using db, 16-bit words 
using dw, and double 16-bit words using dd. 

The five entries that constitute the Device Header will be examined in the 
next sections. 


Listing 3-3: The Device Header, which specifies the device characteristics 


and driver information to DOS. 





FEISS ICI IOS SI SIC CCIISIEIGICIIOIIEISIGICIICII A IGICIICICISI IIE ICI TCI CICI III TOO IIE 


i* DEVICE HEADER REQUIRED BY DOS 


* 


LOGI GIO III IOI III ICI OI IG IOI ICR ICICI IOI III OR IORI IOI AOR RCI de ae ke ae 
i 


next_dev dd -1 no other device drivers 
attribute dw 8000h jcharacter device 
strategy aw dev_strategy jaddress of ist dos call 
interrupt dw dev_int jaddress of 2nd dos call 
dev_name db "SIMPLES ' name of the Driver 
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The Next Device 


The variable next_dev is a double word (dd in MASM) that is used to indicate to 
DOS whether another device driver “follows” this one. If there is, the segment 
and offset addresses of the next device driver are placed in next_dev. As you saw 
in chapter 2, this is how DOS keeps track of drivers and puts them in a chain. If 
no driver follows this one, a -1 for both the segment and offset address indicates 
to DOS that there is only one device driver. The address order for next_dev is 
offset first and segment second. 

The technique of using next_dev allows DOS to place more than one device 
driver program into one file; DOS saves time by having to open and read only one 
file instead of several. DOS uses the next_dev field to link the device drivers into 
the device chain. As was discussed in chapter 2, device drivers are linked in a 
chain, and new device drivers are added to the beginning of the chain after the 
nul: device driver. DOS uses this device chain to search for the appropriate device 
driver whenever a device access is requested. 

If there is another device driver following the simple device driver, you 
should place the segment and offset address in this field. Thus, this field tells 
DOS where the next device driver is. The last device driver will have the -1 in 
both words. 


Attribute 


The label attribute contains a 16-bit word that describes to DOS what type of 
driver this is. Table 3-1 summarizes the more popular bit settings. In chapter 9, 
we will define other bits. 

As you can see from table 3-1, the attribute word can describe many types 
of devices. The entries in this table are discussed briefly in the next sections; they 
will be covered in greater depth in later chapters. In the simple device driver 
example, the attribute word is set to 8000h. If you convert this to binary format 
you will find that bit 15 is on, which signifies that this is a character device. Note 
that all other bits are set to 0 to prevent DOS from assuming that other attribute 
bits are desired. 


The STRATEGY and INTERRUPT Routines 


As you learned in chapter 2, a STRATEGY procedure is a set of instructions that 
performs the set-up for the device driver, and the INTERRUPT procedure uses 
the information from the STRATEGY procedure to perform the required work. 
Recall from chapter 2 that DOS uses a two-step mechanism to pass commands 
to the device driver. The STRATEGY procedure is called first, followed by a call 
to the INTERRUPT procedure. 
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Bits Description for Bit Set to 1 

0 Standard input device 

1 Standard output device 

2 Null device 

3 Clock device 

4 Special 

5 Reserved (must be set to zero) 

6 Generic IOCT: 

7 IOCTL Querie: 

8-10 Reserved (must be set to zero) 

11 Device supports OPEN/CLOSE/REMOVABLE MEDIA* 
12 Reserved (must be set to zero) 

13 Non-IBM Format 

14 IOCTL 

15 Character device (set to 0 for block device) 


* DOS 3.0 and later 








Table 3-1: The attribute bits for the Device Header. 


In listing 3-8, strategy and interrupt are the names for the addresses of the 
two routines that DOS uses in the device driver. These 16-bit words contain 
addresses that DOS uses to get to the two routines, dev_strategy and dev_int. The 
first time, DOS passes control to the device driver program at the address you 
specify at strategy. The second time, DOS will enter the device driver at the 
address you specify at interrupt. 


Device Name 


Device name is the name assigned to the character device in the device driver. 
You may recall from chapter 2 that character devices are named in the device 
driver and disk devices have drive letters assigned. Use this name in a program 
to make DOS call the device driver. In listing 3-3, the dev_name label contains 
the name SIMPLE$, which defines to DOS the name of the device driver, in the 
Special Device Header. You may name the device anything as long as it meets 
two DOS requirements. First, the name cannot be NUL, because DOS does not 
allow the replacement of this particular reserved name. Second, the name must 
be less than or equal to eight characters in length and must be padded with 
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blanks. We have named this device SIMPLE$. Because the dev_name field is 
eight characters in length and SIMPLE$ is seven characters in length, we have 
added a blank to the end of ‘SIMPLE so that the name is ‘SIMPLE$’. 


Work Space for the Device Driver 


As shown in listing 3-4, Work Space for the device driver is the section of the 
simple device driver that contains the local variables for procedures. The INTER- 
RUPT procedure requires two variables, and the initial procedure for the simple 
device driver, which we will present later, requires a single variable for a print 
message. These three variables will be referenced from within the respective 
procedures, but we defined them here because defining the variables in one 
section makes it easier to find them later. 

The three variables occupy memory right after the Device Header table. The 
variables rh_ofs and rh_seg will be used to store information that DOS passes to 
the device driver. You will see the significance of these two variables soon. The 
variable msg will be printed when the device driver program executes. The 
string of bytes you define for msgJ is composed of hex codes and of text contained 
within quotation marks. Hex codes allow you to control the cursor on the screen 
or use special functions of the PC. In this case, the 07h is the code for a “beep” 
(CONTROL-G). This makes the speaker beep before the program prints the text 
of the message. The 0dh and Oah signify that the message is followed by a carriage 
return and line feed to prevent other messages from writing to the same screen 
display line. Finally, the PC beeps again. At the end of the string of bytes you 
must signal to the assembler that your variable is complete by using the special 
symbol “$” enclosed in quotation marks. 

As was mentioned in chapter 2, the Request Header is the name given to 
the packet of data that is passed from DOS to the device driver. You may also 
recall that DOS will call the device driver twice for any command requested of a 


Listing 3-4: Some local variables needed for the simple device driver. 
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WORK SPACE FOR THE DEVICE DRIVER * 
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rh_ofs 
rh_seg 
msgl 


dw ? irequest header offset 

dw ? jrequest header segment 

dip 07h 

db ‘The Waite Group Simple Device Driver! 
db Odh,0ah,07h,‘$’ 
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Figure 3-1: DOS builds a Request Header in memory and passes the 
address in ES:BX to the device driver. The strategy routine saves this 


address in variables rh_seg and rh_ofs. 


device driver by an applications program. The variables rh_seg and rh_ofs are 
used to save the segment and offset addresses of the Request Header, which 
contains the information that the device driver needs in order to process a 


command. 


Figure 8-1 traces the path of the Request Header from DOS through the 
device driver. The program requesting a service from the simple device driver 
first passes control to DOS. DOS then takes the request and builds a Request 
Header that contains the request. Control is then passed to the STRATEGY 
routine, which saves the ES and BX registers in the variables rh_seg and rh_ofs. 
Lastly, the INTERRUPT routine uses these two variables to retrieve the Request 


Header in order to process the requested command. 
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Listing 3-5: The STRATEGY procedure. 
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pe THE STRATEGY PROCEDURE * 
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dev_strategy: ;First call from DOS 
mov cs:rh_seg,es 7Save request header ptr segment 
mov cs:rh_ofs,bx ;Ssave request header ptr offset 
ret 

The STRATEGY Procedure 





The STRATEGY procedure (see listing 3-5) contains the first piece of actual 
program instruction code in this program. It is the code executed when DOS calls 
this device driver for the first time. This is called the STRATEGY procedure 
because this is the mechanism that DOS will use to plan or structure all the device 
driver requests (an initialization function). 

The only task of the STRATEGY code is to save the address of the Request 
Header into variables we call rh_seg and rh_ofs so that the driver can determine 
what command and data it is to process. Once the address is saved in rh_seg and 
rh_ofs, control returns to DOS to allow DOS to continue processing by calling the 
device driver again. The device driver can now use rh_segs and rh_ofs to access 
the code for processing in the driver. This will be done with the interrupts call, 
as you will see in the following section. 

A mov instruction is used to save the ES and BX registers. Note that the cs 
segment override tells MASM to generate addresses relative to the cs (code) 
segment and not the default ds (data) segment. The reason for the cs segment 
override is that the ds register is not valid when control passes to the device 
driver. If the cs segment override were omitted, the addresses for the two 
variables would be relative to some unknown value of ds. When the STRATEGY 
routine completes, control returns to DOS. 


The INTERRUPT Procedure 


The INTERRUPT procedure (see listing 3-6) is the section of code that determines 
what command the device driver will execute and that uses the code for that 
command within the driver. When DOS calls the INTERRUPT procedure, control 
is passed to the code, which we have labeled dev_int. 
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Listing 3-6: The INTERRUPT procedure. 
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THE INTERRUPT PROCEDURE = 


* 
; 
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dev_int: 


;perform branch 


;command table 


; 


i 


cmdtab label 


eld 

push 
push 
push 
push 
push 
push 
push 
push 


mov 
cmp 
jnz 
rol 
lea 
mov 
add 
jmp 


eee errrrrr rrr rrrrrre Ceres ee ee 


;Second call from DOS 
jsave machine state on entry 
ds 
es 
ax 
bx 
cx 
ax 
di 
si 


based on the command passed in the req header 


al,es: [bx] +2 get command code 

al,0 check for 0 

exit3 jno - exit go to error exit 
al,1 get offset into table 
di,cmdtab ;get address of command table 
ah,0 ;clear hi order 

di,ax jadd offset 

word ptr[di} jump indirect 


the command code field of the static request 
field contains the function to be performed 


dw 


byte i 
init } initialization 


a 
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The first part of the INTERRUPT code shown in listing 3-6 saves the state 
of the microprocessor registers. This is done by storing all the registers onto the 
stack using push instructions. Any or all of the registers may be used. 

At the end of the device driver, upon exit, you must be sure to restore the 
original values to the registers. Note that the DOS stack is not large; it will allow 
only about 20 pushes. Be careful about how many bytes you push onto the stack. 
For the most part there is more than enough room for saving the registers. 

The second part of the INTERRUPT code is used to find out what command 
DOS wants the device driver to perform. Recall that the driver is being called 
from DOS in response to a program requesting that DOS perform a specific 
function. A “command” code for this function is passed to the device driver in the 
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second entry of the Request Header. Examples of commands or requests are Read, 
Write, and Initialize. The simple device driver allows only one command to be 
accepted; this is the Initialize command, which is specified by the value 0. 

Each command requires a procedure in the driver to carry out the operation 
defined for it. Because each command has a unique value associated with it, you 
can set up a table for all commands, and each entry in the table can contain an 
address of a procedure in the driver to execute the function. The first entry will 
contain the address of the procedure to process command code 0, the second entry 
will contain the address of the procedure to process command code 1, and so on. 
For example, for ten possible values a table of ten entries is constructed. Each 
entry then contains the address of the procedure to be executed for the particular 
ordinal value. 

For each command to be processed by your driver, you must use the value 
of the command code in the Request Header to position into the table (this is 
commonly called indexing). Control is then passed to this address and the code 
in the procedure is executed. This table is also called a jump table, because the 
Jump instruction is used to pass control to an address contained in the table. 

Let’s take a look at the rest of the code in listing 3-6. The first instruction 
references the Request Header by using the ES and BX registers. The +2 
references the third byte, which is the command code for the device driver. 
Because the command code is a byte value, mov puts it into the low-order portion 
of the AX register, which is AL. 

The next two instructions are unique to the simple device driver and will 
not appear in subsequent device drivers. The reason is that this simple device 
driver will accept only one command, the Initialize command. The command code 
(which is now in AL) is compared with 0 (which is the value for Initialize). If it is 
not 0 it will jump to exit, : 

The instruction that contains rol starts the code to find the procedure for 
INITIALIZE. The table containing addresses of procedures is composed of 16-bit 
entries, and the command code is a byte quantity. This presents a problem. If you 
use the byte value of the command code to index into the table, you will be 
indexing by bytes. This will give half of the 16-bit address rather than the 
two-byte address needed. Therefore, in order to index into the table properly you 
must convert the byte value into a word value. This means that command value 
0 gets the first 16-bit address, command value 1 gets the second 16-bit address, 
and so on. Do this by multiplying the command value by two using rol, which is 
a left-shift instruction. 

The next instruction of listing 3-6 retrieves the address of the command table 
(cmdtab). The lea (load effective address) instruction picks up the jump table for 
determining the proper command procedure to which the driver should jump. 

Then the add instruction adds the converted command code to the address 
of the command table. In effect, we are indexing into the table. The index register 
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di now contains the address of the procedure for command value 0. The instruc- 
tion to mov a 0 to the AH register is a safety precaution, because the command 
values will not use AH. 

Lastly, an indirect jump through the di register passes control to the 
INITIALIZE procedure and performs this driver’s task. 

When the INTERRUPT code is called, the device driver jumps to the 
appropriate routine as specified in this table. In this case, it jumps to the routine 
that starts at init, which we will cover soon. Note that the table emdtab has only 
one entry, whereas a more complex driver would have several (one for each 
command). 


Your Local Procedures 


Local procedures are routines you write to assist in performing device driver 
functions. In this code you will need to use only one procedure. It is named init 
(to initialize the driver). (See listing 3-7.) Its function here is to make a “beep,” 
display a message to the screen, and “beep” again. These procedures allow you to 
modularize the driver and, thus, change code without affecting the entire driver. 

The initial proc is the procedure that displays a message on the monitor 
when the device driver is initially loaded by DOS. The text for the message is 
contained in the variable msg1, which was defined in the section Work Space for 
the device driver. DOS function 9 is used to display a message to the screen. 

The initial proc is called when the driver is loaded by DOS. DOS calls the 
device driver with the command number 0, which is initialization. This is always 
done for every device driver. For this program, you will see the following message 
on the screen: ‘ 


The Waite Group Simple Device Driver! 


Listing 3-7: The procedure Initial. 





GIGI SICIDIGUIGI ISIC S CII SISSIES ICI IGIGISISICISIIEIEICIGI ISI TCIICIGIGIISIEISIIGIFR I I IGE 


i YOUR LOCAL PROCEDURES * 
JIBS SSSI IO IEEE ISISIS OCF II SCISORECCCECIIISEOGEF CGC EE 
initial proc near 

lea dx, msgl pinitialization 

mov ah,9 7 message 

int 21h ;doscall 

ret preturn 


initial endp 
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Caution: DOS function calls are allowed only in processing the 
Initialization command. The function calls allowed are 01h 
through 0Ch and 30h. Because DOS has not finished initializing 


itself, using other function calls will cause it to crash. If DOS 
was reentrant, this would not be true. 








DOS Command Processing 


The DOS Command Processing section of a device driver contains the procedures 
for processing the command codes; in our driver we process only command 0. In 
listing 3-8, the init routine begins with a call to the procedure named initial that 
was discussed above. Then the Break Address is set. This tells DOS where the 
end of the simple device driver is. We will cover this in more detail in the next 
chapter. The last instruction is a jump out to the exit procedure. 

Few device drivers will be this simple. Most will do much more processing 
than this, but all will have this structure. In later chapters we will add more 
commands to this device driver. Each command will require code to perform the 
requested function. As an example, to pass data to the device, DOS calls the driver 
with a Write command (command = 8). 


The Request Header Status Word 


For each command requested of the device driver, DOS expects a success/failure 
status indicator when the driver is finished processing. The Request Header that 
DOS passes to the device driver is returned to DOS with the status word set to 


Listing 3-8: The init procedure. 
ee 


ROR RGR ICICI CRC AC ICICI CICA IC IOI IIR GIGIOICK ICR GIGI IOI GI RIG CIR ROI GRO OA HO ek 


a DOS COMMAND PROCESSING * 
PRR RR RRR ROC I CRTC ACI ICI ICICI ICA IOS I OIG IO IOI IG ICI IOI RG RGIO I ke dese ae 
;command = Q initialization 
init: call initial ;display a message 
lea ax,exit iget end address (offset) 
mov es: [bx] +0eh, ax istore offset address 
push cs iget end 
pop ax ; address (segment) 
mov es: [bx]+10h, ax store in Break Address 
jmp exit2 





81 





Writing MS-DOS Device Drivers, Second Edition 


&2 


SS 





Name Bits Description 

ERROR 15 Set by driver to indicate error—see table 3-3 

DONE 8 Must be set by device driver upon exit 

BUSY 9 Set by device driver, if needed, to prevent 
further operations 

ERROR__CODE 0-7 Standard DOS error code; see table 3-3 


10-14 Reserved 


Table 3-2: Description of the status word. The ERROR, DONE, and 
BUSY bits may be set. 


indicate the outcome. The status word has bits that can be set on to indicate 
several conditions. Table 3-2 shows the various conditions and bit settings. If 
there is an error, a 1 in bits 0 through 7 forms the error code. Table 3-3 shows the 
list of standard DOS error codes. 

Note that a combination of the status word bits can be used in any given 
status. For example, if the driver has processed a request and no error has 
occurred, the driver must set the DONE bit, but if an operation completes and 
an error has occurred, both the DONE and the ERROR bits must be set. 
Additionally, an error code should be returned that tells DOS (and eventually the 
user) what caused the error. Note that it is up to your driver program to figure 
out the error and set the right bits. 

In the simple device driver, there are only two possible conditions and, 
therefore, two possible status codes. The first condition is when DOS calls the 
device driver with command = 0 (Initialization) when the device driver is loaded. 
The second condition is when DOS has called the device driver with a command 
other than 0. This can happen in several ways. 

For example, assume that you make an attempt to copy the contents of a file 
to SIMPLE$ (which DOS assumes to be a device) using the following DOS 
command-level statement. 


A> Copy simple.asm simple$ 


This statement will cause DOS to call the device driver with command number 
8, which is Output or Write (one of sixteen possible device driver commands). 
Because the simple device driver does not process any commands other than 0 
(Initialization), this causes an error. 

The following two sections describe the processing for error conditions and 
normal conditions. 
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Hex Code Description of Error Code 








Write protect violation 
Unknown unit 

Drive not ready 

Unknown command 

CRC error 

Bad drive request structure length 
Seek error 

Unknown media 

Sector not found 

Printer out of paper 

Write fault 

Read fault 

General failure 

Reserved (DOS 3+) 

Reserved (DOS 3+) 

Invalid disk change (DOS 3+) 


ee 


Table 3-3: The error codes listed here form the standard error codes 
for DOS device drivers. 


QHOOWPFPOMDIA MAR wWNHo 


The ERROR EXIT Procedure 


In the event of an error, you must provide a means for the device driver to exit 
the program and tell DOS that something has gone wrong. DOS can then return 
this error message to the program that requested the device driver, The program 
might then retry the operation after displaying a message indicating the error. 
A typical error for a disk might be attempting to write to a diskette that has a 
write-protect tab. The error that you will see from DOS is: 


Write protect error writing drive A 
Abort, Retry, Ignore? 


When the simple device driver encounters an error, control is passed to exit3, 
The error caused by a write to SIMPLES via the copy described above is one such 
path to exit3. As listing 3-6 shows, the command code of 8 will fail the compare 
with the legal command code 0 in the code of the INTERRUPT procedure. This 
will cause a jump to exit}. 

The code for processing errors in the simple device driver is shown in 
listing 3-9. 
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Listing 3-9: The fourth field of the Request Header, a 16-bit status word that 
contains the value 8103h. 








DEBE IS OSS ISSIG UTTER SSDI IG OEE TTI CER EIS SEES 


* 


ERROR EXIT * 


; 
COE IESE RSI ISTO CIEE RIG ISOS ISIS ISOC IIIS SIRI ES ES ES 


7Set 


exit3: 


the Done flag, error flag, and unknown command error code 


mov es:word ptr 3{bx],8103h 
jmp exitl jrestore environment 


As shown in listing 3-9, ES and BX refer to the Request Header, and the 
fourth byte (relative byte 3) begins the word used to store a status. This 16-bit 
word returns a code to DOS indicating the outcome of the work performed by the 
driver. If your program has code that causes a branch to exit3, this will set bits 
in this status field to indicate certain information, such as the fact that an error 
has occurred, and the type of error encountered. The value 8103h shown in listing 
3.9 is broken down as follows: the DONE bit (bit 8) is set on, the ERROR bit (bit 
15) is set indicating an error has occurred, and the ERROR_CODE bit is set to 3 
(bits 0 and 1 set on). An ERROR_CODE of 8 is used to tell DOS that an unknown 
command has been encountered in the simple device driver. 

By returning this status to DOS through the Request Header, you ensure 
that DOS has information concerning the command processed by the driver. In 
turn, DOS returns this jnformation to the calling program, which can use it to 
decide how to display an error. We shall examine driver completion without errors 
in the following section. 


The COMMON EXIT Procedure 
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Upon exit from the device driver, you will need to restore the state of the 
microprocessor registers as they were before your device driver took control (see 
listing 3-10). 

The first step in restoring the environment is to set the status value for DOS, 
because DOS expects to know the status of the operation in the device driver. If 
the program branched to the exit3 routine because of an error condition, as 
described in the preceding section, then it does not need to set the status. 

The first instruction at label exit2 of listing 3-10 sets the Request Header 
Status word to indicate DONE—0100h. 

The second step in restoring the environment is to restore the ES and BX 
register. As you may recall from the section on the STRATEGY procedure, the 
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Listing 3-10: Common exit. 





ROR RCI RIOR IORI RR RGR ROI RR RI RI ICICI CR IR I IIR I IO IIR GIT GK IR dete 
; 


ut COMMON EXIT * 


RRR RRR RO RR RIOR ICICI CR ICR TOI IIR ARR IOI RIO SOIR ICR ORR ROR AOR TOR TOK dee de ae 





j;common exits fall thru code 
? 2 sets status to done and no error 
; i restore callers es:bx | 


0 restore machine state and exit | 


exit2;: 7; Set done flag and no error | 





mov es:word ptr 3[bx],0100h 
exitl: mov bx,cs:rh_ofs jrestore req hdr to bx and es \ 
mov es,cs:rh_seg 7as saved by dev_strategy | 
exit0: pop si ivestore all registers | 
pop ai 
pop ax | 
| pop cx | 
| pop bx i 
pop ax | 
| pop es | 
pop ds | 
| ret 
exit: 





ES and BX registers were saved in variables rh_seg and rh_ofs. These variables 
held the address of the Request Header; the driver needed to use those registers 
to process the command and data in your device driver program. Now you must 
reverse the process and set ES and BX so that DOS gets a status indicator 
regarding what occurred in the program. 

The third step in restoring the environment is to restore all the registers 
saved on the stack using the pop instruction. Keep in mind that the order in which 
you saved the registers must be reversed when you restore them. Lastly, the ret 

_ instruction returns control to DOS. 





The End of Program Section | 


i This final section (see listing 3-11) is where you ensure that the driver ends | 
| properly using MASM directives. You should declare the end of the simple | 
| procedure, as well as the end of the cseg segment, with endp and ends. On the i 
end assembler directive, specify the label begin. This tells the Macro Assembler 
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Listing 3-11: The end of program processing consists of the assembler 


directives that tell the assembler that you are defining the end of the simple 


procedure, as well as the end of the cseg segment. 





ESSE OHO ISSIIO REISS IEICE CII IIR ISIE SEERA EERE ERS E SS 


7* END OF PROGRAM * 


HGS SIG ISIORI III IORI CEI SOCIO III IIE RIK EER ELE E SS 


simple endp 
cseg ends 
end begin 


; that’s all folks 


i 


that your device driver begins execution at the begin label. The Macro Assembler 


does this by generating a program start address at begin. 


The Entire Simple Device Driver 


Listing 3-12 is a complete listing of all the code we have developed for the simple 


device driver. 


Building the Simple Device Driver 


Listing 3-12 shows the source assembly code for the entire driver. To build the 
simple device driver, you first need to enter the source code into a file using a 
word processor. Then you must assemble, link, and convert the code to .COM 
format. The normal output from the LINK utility is in .EXE format, which 
contains relocation information and is not always usable. Early versions of DOS 
do not have the ability to load relocatable code at initialization time. To tell DOS 
to use the simple device driver, you must add a DEVICE= command in your 
CONFIG.SYS file. Note that the CONFIG.SYS file must be in the root directory 


of your boot disk. 


If you already have a CONFIG.SYS file, for the time being, rename your 
CONFIG.SYS file to another name. You could also include this driver in your 


CONFIG.SYS file by adding the following line to your CONFIG.SYS file: 


device = simple.sys 
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Listing 3-12: A Simple Device Driver. 





SRR I RR I RIC IO RIOR ICICI ICICI IC IOI IOI IOI RICK AR I Ke 
i 


3* This is a Simple Device Driver * 
pF ie Se ae eae Fe Ie ve ae ie ee ee ae He He ee Fe He eee eR He He II I RRR RR RI IR EERE 


SOO RGR IOI RRR ICR III ORIG IOI IOI II ROI I IO IIR GR ROR ICRI RICK aK 


4% INSTRUCTING THE ASSEMBLER * 


LOO IOI ICICI IOI ICICI OIC I IO FOI ICICI TO AOR ICR ROR RRR IR CR IO IR a IR Ok 
i 


cseg segment para public ‘code’ 
simple proc far 
assume cs:cseg,es:cseg,ds:cseg 


PRR RR RR RRR IIR ORG OIRO ICICI CII I CIO III CII CIO I ICRI II RO IC 


ey MAIN PROCEDURE CODE * 
PRO R OR ICI IOI III GIGI ICI ICA IOI IIR GIGI SII CI III GIGI GIGI IOIGIOIGIOIGI IIIS ICICI I ICI ACI i CH a ae 
; 

begin: 


FRI I ICICI ICICI ICICI CIC ICICI OIG ICICIOI OIC I CI ICICI OIC IOI CR RI ir 


Pad DEVICE HEADER REQUIRED BY DOS * 


IR RR RR ICRC RICCI A CICA ICICI IICICICIOIOIGIGIOIGICIGI GIGI GIGI ORCI ICICR ROI ICR OR UICC HOH ace 


next_dev dd -1 jno other device drivers 
attribute dw 8000h ;character device 
strategy dw dev. strategy jaddress of lst dos call 
interrupt dw dev,int jaddress of 2nd dos call 
dev_name dip "SIMPLES ' mame of the Driver 


OCI IO CIO ICICI ICICI CCI GIGICI OI ICICI AICI ICICI ICIGIIOIGICICICIOIIOI CII GI IGR IGOR ICR A ACk 


i WORK SPACE FOR THE DEVICE DRIVER * 


OCI ICI IIIA III III ICIGIGIGI III IOIGIGIOIOIGIGI CII ICICI IGIGIGIGI IOC ICI CICA IACI Oe 


vh_ofs dw ? request header offset 

rh_seg dw ? request header segment 

msgl db 07h 
db ‘The Waite Group Simple Device Driver! 
db Odh,0ah,07h,’$’ 


[ROR eee ee ee AACA ACACIA ICTR RCAC RCAC ACACIA AACA A AC 


ied THE STRATEGY PROCEDURE * 


Re Ree a RA ARR RIRCICCICICICICIC ICR GROG CICICIGICIC RGIS ek oe 


dev_strategy: 7First call from DOS 
mov cs:rh_seg,es jsave request header ptr segment 
mov cs:rh_ofs,bx ;save request header ptr offset 
ret 


JOGO GGG ICICI CIGICIGICICICIGIOICIGOICICICIICICICICIC ICICI CIC H a fede de aa TARGA II 


as THE INTERRUPT PROCEDURE * 


CII ICICI ICICI GCI ICICI ICICI IIIT OIOICIICIOIOIGIGIGI ICICI IOI IG ICICI I kk 
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Listing 3-12: (cont.) 





dev_int: ;Second call from DOS 
cld ;save machine state on entry 
push ds 
push es 
push ax 
push bx 
push epic 
push dx 
push ai 
push si 


jperform branch based on the command passed in the req header 


mov al,es: [bx] +2 ;get command code 

emp al,0 ;check for 0 

jnz exit3 jno - exit go to error exit 
rol al,1 j;get offset into table 

lea di,cmdtab ;get address of command table 
mov ah, 0 ;clear hi order 

add di,ax jadd offset 

jmp word ptr[di] jjump indirect 


command table 
7 the command code field of the static request 
} field contains the function to be performed 


cmdtab label byte 
dw init ; initialization 


PUPS ISIIEISIIEI ISI ITIGIIFIIISIORIOIEIISIGISFIOSEIGSCIEIGIOICIIOITIGE CR IGICER III 
real YOUR LOCAL PROCEDURES x 


JDM ESISIS CII SIEI ICI TEI ICIS GIIFISI ISI IIGTISIUICIIEIESIGIFETEISIO CI III I IIE 


initial proc near 
lea dx,msgl jinitialization 
mov’ ah,9 ; message 
int 2h ;doscall 
ret ;return 


initial endp 


LORI OIG III ICICI IOI GIGI I GGICR IUCR ICICI ICICI ICT GICICR IOI IIR RICA IC ICH 
rah DOS COMMAND PROCESSING *, 


BRIO CIC CRCR ORCI A ICRC IOC TORII RII IIIS IOI IO I IOI ICI IOI ICICI IO I TIO IC I I II ICR IO Re a 


;command 0 initialization 

init: call initial ;Gisplay a message 
lea ax,exit ;get end address (offset) 
mov es: [bx]+0eh, ax store offset address 
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Listing 3-12: (cont.) 





push cs 7get end 

pop ax 7; address (segment) 

mov es: (bx]+10h, ax istore in Break Address 
jmp exit2 


(ORR I ROR IIR I RCI IO RI RCI FORO RII ICI ICICI ICICI GIGI II HOGI IOI HOI I IO AOI 


aa ERROR EXIT * 


OR RRC I OI TOI IOI ICICI IO IOI ICI IO IOI III ICI IIR ICR ICICI OI IOI IO RICO ROI IO 
i 


;Set the Done flag, error flag, and unknown command error code 


exit3: mov es:word ptr 3[bx],8103h . 
jmp exitl ;restore environment 


RRR GIGI IOIIOIGIOIOIGIGICIGICICICICICIOCI CCGG Ik Or 


3m COMMON EXIT * 


ICIGIGIGIIGICIIGIOI IC ICIIGIOIGIGIGICICICIGICICICIGIOIGIGICICICICICICICICICIOR IK Rk ok a ie i a ao HOR Hee Hea ae 


;common exits fall thru code 

F 2 sets status to done and no error 
; 1 restore callers es:bx 

? 0 restore machine state and exit 


exit2: ; Set done flag and no error 
mov es:word ptr 3[bx],0100h 
exitl: mov bx,cs:rh_ofs jrestore req hdr to bx and es 
mov es,cs:rh_seg jas saved by dev_strategy 
exit0: pop si restore all registers 
pop ai 
pop dx 
pop cx 
pop bx 
pop ax 
pop es 
pop ds 
ret 
exit: 


OCI IGRI III I IGG III CII ROI IGG RCI ICICI GR CR TIGA GRR IIRC I IOI A eae 


i END OF PROGRAM * 


IORI CRI ROI RII IG ITI AICI III ICICI I IOIOIGI CI IOI ICICI GRIGIO OR I HO ae 


simple endp 
cseg ends 
end begin 


; that’s all folks 
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Using the Simple Device Driver 


After you create a CONFIG.SYS file, you can simply warm-start your machine 
by depressing the CONTROL, ALT, and DEL keys. DOS will begin loading and 
you will hear a tone and see the following message: 


The Waite Group Simple Device Driver! 
Congratulations! You have just loaded the simple device driver! 


What You Can Try 


You can customize the simple device driver by changing the contents of msg! to 
any string you desire. As a suggestion, try using your name in the message that 
is displayed. 


If It Does Not Work 
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Because this driver is very simple, you should not encounter any problems 
installing it. However, there is always the possibility of making mistakes along 
the way. Here are a few things to look for if problems develop. 

First, look for any typing mistakes. Most of the time, the Macro Assembler 
will catch mistyped variable names, but any values that were keyed in incorrectly 
will not be caught by MASM. Print out a copy of the MASM listing output and 
compare it with the source in listing 3-12. Reassemble the driver if you make any 
changes to the source. 

Second, if there are no apparent source errors, look for errors in the LINK 
stage. Note that there will be one warning message (“Warning: No Stack Seg- 
ment”) from a normal LINK of a device driver. Any other error will require going 
back to the source to see how the error was generated. Normally, errors from the 
LINK step occur when the segment definitions are out of order or incorrect. Check 
to see that the order and the sequence of the assembler directives segment, 
assume, proc, endp, ends, and end match those in listing 8-12. 

Next, check to see that EXE2BIN has been used to convert the driver into 
.COM format. This is important, because DOS does not expect any code or data 
relocation information in the device driver file. 

Lastly, ensure that the name of the file has been correctly specified in the 
DEVICE= command for the CONFIG.SYS file. 





A Simple Device Driver 


Summary 


The simple device driver presented in this chapter is the simplest device driver 
imaginable. It does nothing but beep at you when it initializes. The material you 
have seen in this chapter is very important, however. You can build on it because 
it has all of the sections necessary for a complex device driver. 

We have looked at a sample device driver and have broken it down into pieces 
that are more manageable and understandable. You should now understand the 
reasons for each of the various sections and why DOS expects each one in a certain. 
format. 


Questions 

1. Are DOS calls allowed in a device driver? 

2. What instruction would DOS use to call your device driver? 
3. What is the purpose of the STRATEGY procedure? 
4 


Within the Device Header, there is an entry that tells DOS if it is the 
only device driver. Which entry is this? What is the reason for this? 


When is the device driver initialized? 


a 


6. How many characters in length could the name of a device be in a device 
driver? 


Answers may be found in appendix F. 
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A Console Device Driver 


L the last chapter, we developed a simple device driver in a step-by-step 
fashion. The new simple driver became part of DOS. In this chapter, we will 
develop a console device driver that will control the keyboard and screen. This 
driver, called con-, will replace the standard DOS device driver for the console, 
which is also called con:. When the device name of a user-supplied driver matches 
the name of an existing device, as it does in this case, the new driver effectively 
replaces the old one. This is what we will be doing in this chapter: replacing the 
standard console driver con: with a new enhanced driver, also called con:. 


The Console Device Driver 


The standard driver that controls the keyboard and screen for the PC is known 
as the con: device. This device is an integral part of DOS and is the primary 
interface between the user and the PC. Almost all programs use the con; device 
in this manner. As we develop our Console Device Driver, you will see what 
happens when a program requests keyboard input, how a character is displayed 
on the screen, and some of the control functions that are largely invisible to you 
but that you may have wondered about. 

For example, you may have noticed that you can type ahead in DOS (this is 
the ability to type characters faster than the program can accept them). The 
type-ahead function is handled by the BIOS interrupt routine for the keyboard 
(9h). Occasionally, you may have noticed that certain programs cannot use your 
type-ahead characters. Within DOS, there is a command to “flush” out the 
contents of the keyboard buffer (the storage area in which your type-ahead 
characters were stored). The console driver is responsible for flushing characters 
from the keyboard buffer when the DOS service Ch is used from within a program. 

In developing our Console Device Driver, we will expand many of the 
sections that were used in writing the simple device driver in chapter 3. Like all 
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device drivers, this one will contain some sections that are common to all device 
drivers and other sections that are tailored to this driver. Many of the sections 
that were summarized in a rather quick manner in chapter 2 will be treated in 
more detail in this and following chapters. Our goal is to bring you closer to how 
drivers work in an input/output mode. 


Designing Our Console Device Driver 
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Before you can write a program, you need to determine how it should be 
implemented. This is true of writing a console device driver. The two questions 
that arise in determining how to implement this driver are: How should you write 
the code to control the console, and what features do you want the console device 
driver to have. 


Design Issue #1: ROM BIOS vs. Input/Output Instructions 


The first design issue for a console driver concerns the types of instructions to 
use for input and output. You have a choice of using ROM BIOS calls or direct 
access via IN/OUT instructions. Note that the console driver cannot use DOS 
calls, because it is considered part of DOS. 

Should you use ROM BIOS calls or direct I/O calls? If a driver makes use of 
ROM BIOS calls, other machines that use that driver will also have to contain 
identical, or functionally identical, ROM BIOS routines. This may rule out some 
PC clones, If a device driver uses direct I/O calls, other machines must have 
similar devices and must address them in the same manner. 

Itis important to understand that the ROM BIOS routines also use IN/OUT 
instructions to control a particular device. Device drivers that use direct I/O calls 
rather than BIOS do so for speed or because there are no ROM BIOS routines 
that access the device. 

For the console device driver in this chapter, we decided to use the ROM 
BIOS method for device control. This decision allows the console device driver to 
be used on a wide variety of PCs, regardless of the particular keyboard or screen 
attached. By using the ROM BIOS for I/O, we are, in effect, masking or hiding a 
great deal of the machine-dependent programming from the user. 

In this and future chapters we will be noting differences between using BIOS 
for I/O and using direct I/O calls. 


Design Issue #2: Features of the Console Device Driver 


The second issue in designing a console device driver is deciding what features 
should be included. Because DOS supplies a console device driver as part of its 
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standard complement of drivers, we chose to make our replacement console device 
driver somewhat unusual (or else why replace it?). Because one of the features 
of the PC is the ability to produce sounds, we can use this built-in ability to 
produce sounds whenever a keystroke is entered using the keyboard. In effect, 
we are going to design a device driver for a musical keyboard. 

Characters that users type in will cause the PC’s speaker to sound with short 
tones. Numbers will have high pitches, letters will have very high pitches, and 
the function keys will have low pitches. 


ROM BIOS Calls for the Console Device Driver 


You may recall from chapter 2 that the console device is actually composed of two 
parts that must be controlled: the keyboard and the screen. The keyboard ROM 
BIOS routines are referenced through interrupt 16h and are described in table 
4-1. The video-services ROM BIOS routines are referenced through interrupt 10h 
and are described in table 4-2. For more details on what each of the interrupt 
services are, refer to chapter 2 or to appendix B. 

In summary, the standard console device driver is composed of a keyboard 
device handler as well as a screen device handler. We use standard ROM BIOS 
interrupts to control these two devices. 


Assembly Language Conventions 


In the previous chapter, we used assembly language instructions to get informa- 

tion from and return it to the Request Header. Let’s examine the code we used 

in the simple device driver and see how we can make it easier to understand. 
Examine the following mov instruction: 


mov es: word pointer[bx]3,8100h 


Ll 


ah Service 





0h Read next keyboard character 
ih Check for available character 
2b Get shift status 


rrr RT NMR 


Table 4-1: The three services for the keyboard interrupt. In this 
chapter, we will be using only the first two services of this BIOS 
interrupt. 


97 


Writing MS-DOS Device Drivers, Second Edition 


hh SS 





ah Service 

Oh Set video mode 

th Set cursor size 

2h Set cursor position 

8h Read cursor position 

4h Read light-pen position 

5h Set active display page 

6h Scroll window up 

Th Scroll window down 

8h Read character and attribute 
9h Write character and attribute 
ah Write character 

bh Set color palette 

ch Write pixel dot 

dh Read pixel dot 

eh Write character as TTY 

fh Get current video mode 


18h Write character string 


ee LTT 


Table 4-2: The services provided by the video display service 
interrupt 10h. 


Its purpose is to store 8100 hex into what DOS has defined as the status 
word of the Request Header. The location in memory at which this value must be 
stored has an offset address of the contents of the BX register incremented by 
three. The segment in which the Request Header is located is contained in the 
ES register. The assembler phrase word pointer is used to indicate to the 
assembler that the memory location being referenced is a word and not a byte. 

There are two problems with the use of this assembler construction. The 
first problem is that the word pointer phrase is annoying, for it breaks up the 
flow of the instruction. The second problem is that if DOS changes the location 
of the status word in the Request Header, we will have to go through the program 
line by line, changing all references from 3 to the new location of the status word. 
For the current versions of DOS, the status word is located at offset 3, but this 
could be changed in future versions, although it is not likely. 

We can eliminate this problem by using equates in our program, as follows: 


status_field equ 3 


mov ES:word pointer status_field[Bx],8100h 
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However, note that this type of construction still includes the word pointer 
phrase. The next section describes a method that can be used to eliminate this 
problem. 


Structures 


The Macro Assembler (MASM) has a definition type called struc, which is short 
for structure. Structures are used to define a group of data fields in a certain 
sequence. The size of each of the fields in this data group is also specified. Thus, 
struc is used to tell the assembler the location and size of each field. After struc 
is defined, when you reference these fields in an instruction you need not instruct 
the assembler for each instruction. Listing 4-1 shows an example of the Request 
Header and the fields contained in it defined as a structure. 

Structures allow you to build templates for your data. As is true for equates, 
the assembler does not allocate storage when you define strucs. You use these 
field names to define the relative offset of each field you reference. In addition, 
these templates save you the effort of specifying to the assembler whether you 
are using bytes, words, or double words in your instruction references. The 
assembler has a definition of the variable from the use of the struc name. 

The mov instruction in the section above can now be made easier to read: 


mov es;bx.rh_status,8100h 


The word pointer phrase in the instruction has been eliminated, which saves 
space on the line that can be used more profitably for comments. This instruction 


Listing 4-1: A structure defined for the Request Header. The struc name is rh, 
and there are four fields of data defined within it. Hach of the fields has a 
define data statement that tells the assembler the size of that field. The struc 
ends with an ends phrase. 


rh struc 
rh_len db 2 
rh_unit db ? 
rh_omd db ie. 
rhustatus dw ? 
rh ends 
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also eliminates the need to change instruction coding when a variable changes 
in size. Simply change the size within the definition in the struc. 


DOS Requests and Console Device Driver Commands 


The simple device driver in the previous chapter was capable of processing only 
one command, the Initialization command. When DOS loads the device driver 
into memory, it immediately calls the device driver with the initialization 
command. This allows the device driver to set itself up to handle further calls 
from DOS. The process of initialization tells DOS that the device driver is ready 
to process requests. 

With the exception of the Initialization command, other commands that 
device drivers process are on behalf of programs that request device access. Recall 
from chapter 2 that programs that use a device will issue an appropriate DOS 
service call through INT 21h. Typically, these are calls to read from or write to a 
device. DOS translates these requests into one or more commands to the device 
driver. These commands are contained in the Request Header that is passed to 
the device driver. The command information is in the form of a number that 
identifies to the device driver the type of command that DOS expects the device 
driver to perform. : 

The commands that DOS expects device drivers to handle are defined by 
Microsoft and include commands for both character-oriented and block-oriented 
devices. For the purposes of our Console Device Driver, we will concentrate on 
the commands that are valid for character devices. These are shown in table 4-3. 
For a description of each command, refer to chapter 2. 

For the console device driver, we will implement only six out of the 25 
commands. These six are required for a full-function device driver. 

The first command that will be used is the Initialization command (0), which 
allows the console device driver to perform initialization tasks, such as writing a 
message to the console and setting up hardware registers. 

The second command is the Input command (4), which instructs the console 
device driver to read data from the keyboard. This data is then returned to DOS, 
which returns it to the calling program. 

The third command is the Nondestructive Input command (5), which is used 
by the console device driver to test whether the keyboard has any data to be read. 
In effect, this command is used to look ahead to see whether there is any input. 

The fourth command is the Input Flush command (6), which allows the 
console device driver to discard any data in the keyboard buffer. This is important 
to console device drivers in situations in which a program does not want old 
keyboard data. In short, this command flushes all characters that had been typed 
ahead by the user to prevent unwanted characters from being returned to a 
program. 





| 
| 
| 
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Number Command Description 


Initialization 
1-2 Not applicable 
3 IOCTL Input 
4 Input 
5 Nondestructive Input 
6 Input Status 
q Input Flush 
8 Output 
9 Output With Verify 
10 Output Status 
11 Output Flush 
12 IOCTL Output 
134 Device Open 
14* Device Close 
15* Not Applicable 
16* Output Til Busy 
17-18** Undefined 
19** Not Applicable 
20-227" Undefined 
23%" Get Logical Device 
24 Set Logical Device 
25% IOCTL Query 


* = DOS version 3+ only 
** = DOS version 3.2+ only 
“s* = DOS version 5.0 only 





Table 4-3: The list of commands that are applicable for character- 
oriented devices. Bold-faced commands are those that the console 
device driver will use. 


The fifth command is the Output command (8), which causes the console 
device driver to write a specified amount of data to the screen. 

Finally, the sixth and last command is the Output With Verify command 
(9). This is similar to the Output command but has one additional function, When 
the VERIFY switch is set ON at the DOS command level, the driver will read the 
data after each write. This is useful to ensure that critical data has actually been 
written. However, the console device driver cannot read back in what was written; 
this command would make more sense for a disk device driver. 
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Listing 4-2 is the skeleton that we used in chapter 3 to develop the simple device 
driver. We use it again here to review the various parts of code that need to be 
written. 


This Is a Console Device Driver 


This section describes the device driver, the author, the date written, and the 
purpose of the driver. The console device driver replaces the standard DOS 
console driver. 


Assembler Directives 


In this section we will be expanding the assembler directives that you saw in 
chapter 2. We will add structures called strucs for the various requests that DOS 
will pass to the console device driver (see listing 4-3). Structures relieve us of the 
burden of remembering numerical offsets which can cause typing errors. They 
also streamline the amount of code needed by eliminating extraneous words. 

Listing 4-3 shows only one segment in our program, the segment named 
cseg. It is to begin on a paragraph (para) boundary, it is available to other 
programs (public) and it contains code (‘code’). 

We define only one procedure in our program, and it is named console. It is 
afar procedure, which means that any routine calling our Console Device Driver 
must use a long call, one that assumes it is not necessarily in the same segment 
as the caller. Because this program can sit anywhere in memory, we must use a 
segment address as well as the offset address. 

We define strucs for only the commands that are applicable to our Console 
Device Driver. These are listed below: 


8 Initialization 

a Input 

8 Nondestructive Input 
® Input Flush 

Output 

# Output With Verify 


These strucs define the fields required for each of the various headers. The 
assembler pseudo-ops used are define byte (db), define word (dw), and define 
double (dd). Each of the Request Headers is named rhx, where x is the command 


Listing 4-2: The skeleton from which we will develop the console device 





A Console Device Driver 


driver. 
KKK ERR RR RR RK RK RRR RR KR RR RRR RR RK KKK KKK KKK RR KKK KR KEK KR RR KERR RRR KR RR 
i. This is a Console Device Driver * 
*. Author: Robert §S. Lai * 
# Date: 2 November 1991 5 
* Purpose: To replace the standard console driver * 


FTO RR IR I I RRR IR RI IR RRO TR FC IO I TOR IOI IO OIRO TOR IORI IR I kok 


FOR ROR FORO F OR ROR OR FRC ROR A FOI IORA  R TCR IO ACR RRR ROR ROR AK AOR ACR RAK AK RIK IB a ao ke ke eke 


* ASSEMBLER DIRECTIVES x 


FORO TOR IORI ORR II TORII TOR GAC RRO RRR ROR RR ACR AK RR RAR AK RK RR RR RIK RR IC ak RK 


TIO OR ICI ICICI CK IOI IOICIOIGIIOR IOC ICIGIOR RC IC IC RGR IC IO KR IO doa at ae 


x MAIN PROCEDURE CODE bs 


ATOR AOR RR RRR RK RRR RR AR ROR RICK IR ICICI OR IOI I IO FOCI OI ROCIO ICR IO IOI Ok dk 


SGI GIC IOIGIOICISIOIOIOIGIOIOIIOR GIGI GIO GI GIOIGIGIGIGI ISIC III ICIS ICICI ISI EOI ICI RCI ICR HOR CIC A ke 


* DEVICE HEADER REQUIRED BY DOS ¢ 


TROFEO ROCIO ORO I OI IOI II ISI IIIS II I I ICI RR I FR ER RCI IC CIC IC ROCIO IORI ROK I ak ke 


FRO TIO II III ISI IGIOISIG III III IIOIGI OI IGIGIGIOI I IOIGIG GOI GRIGIO IOI RCI I HOH ie 
~ WORK SPACE FOR OUR DEVICE DRIVER e 


TARR I RI IR AR RO RR ROR ROR RI TOR ROR RRR ACR RRR ICR RICK ICR I RRR ICR I RR IO AR ke 


FIO OIG OR IGRI III RRR GOR GIO GIGIGIGIOIGIOOICIOI IOI IOI IO IOI IR AO ACR A kk 


* THE STRATEGY PROCEDURE * 


FIO III IIIS OIC III III CII IOI ICICI IO IO IO IO IORI ICR ROR RRR ICR RR A aK A 


OIC ICICI IO TOR IGICIOK IO GIOIGI GIGI IOIGIOIGIOICR GIO OIG OR IGIGI GIORGIO GR ICI ICI ISI I II HC I I a 


* THE INTERRUPT PROCEDURE # 


SIGIR ICI IC ICCC GIO IO IOI IGI ICICI GIORGI GIOIGIGIC ISIC TOIGROICIG ICI GICRGROICI CII HOR 


FORO RIOR IOI ICRI CRO ICTR HOCIOICIGI I IOIGI ICI IOI IOIGIOIGI GOI ICICICICI ICR ICIGIOI GR IG fe a ie de eae 


i YOUR LOCAL PROCEDURES i 


FOI OIOI IOI FOCIOIGI IO GIGI OIC IOI IOIGIOIGIIOIIOICIICR ICC IG ICR IO III IORI GR ICICI IC dO a A: 
‘ 


SICK ICI ICI ICI ICI CIIGIGIOIGIOCI OCI IC OGIO IOI ICICI ICICI OCI ICICI IOICICICI IOI ICI IOI tok a 


- BOS COMMAND PROCESSING % 
FOO I GIIOIOI OIG ICI CI IOI IRGC RIO IOI I TOIGICIIIOIGI I ITO II IIR RIOR RICCO 


FOI I ROI CI ICICI RICCI I TOICICR IICICIOIITOIGIOI I TOI I ICICI I IR RRO ROR IR RR I ORK 
* ERROR EXIT kd 


FOR IOI IOI IO III IOI IOI II IOI IOIGIOIGI IOI IOIGIOIGI IOI IOICI ICI IO IGG ICI RGICK IOI IG Fea i ear 


FOI IOR OR OIC ROR OIC IO IIGIOICR IOI GIG IG GGG OIG GIGI GI GIGIOIGGIGIGIGI IOI ICI ORG H dre ek: 


- COMMON EXIT * 


SCI ICICI IOIGIOIGROIBI IO IOISI IOI OIC GIGI OI ICICI IOI ICICI III IG IO HO i kk ak 


TORIC RUG ICI IOI III IOI IOICI IOI IOI OIG OIG IO IORI IO de ek: 


* END OF PROGRAM i! 


FIR RIOR IORI ICRI IO IOI ICICI IGOR IOI OGIO IC IRC IO IR FOCI kk: 
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Listing 4-3: The assembler directives that we will be using for the console 
device driver. We name our main procedure console. All segment registers 
used (CS, ES, DS) are to have addresses relative to the beginning of cseg, 
which is our only defined segment. 





CSIC I ICIS RI ISSIR AI ISIC IOI IGICTOISIGIOIRGICIGISIOIGI ISIC AI TCG K RA a IO 


ae ASSEMBLER DIRECTIVES * 
ISIS ISISISISISI GIS EI III III I IGISI III SISIIGI IIIS II ROIS IOI III 


cseg segment para public ‘code’ 
console proc far 
assume cs:cseg, es:cseg, ds:cseg 
structures 
rh struc ;fixed request header structure 
rh_len db ? jlen of packet 
rh_unit db ? junit code (block devices only) 
rh_cmd db ? jdevice driver command 
rh_status dw ? jreturned by the device driver 
rh_resl da 13 reserved 
rh_res2 dd ? jreserved 
rh ends : 
rho struc srequest header for Initialization (command 0) 
rho0_rh dab size rh dup (?) ;fixed request header portion 
rh0_nunits db ? jnumber of units (block devices only) 
rh0_brk_ofs dw ? ;offset address for break 
rho0_brk_seg dw 2 segment address for break 
rh0_bpb_tbo dw ? offset address of pointer to BPB array 
rh0_bpb_tbs dw . segment address of pointer to BPB array 
rh0_drv_ltr db ? ;first available drive (DOS 3+) (block only) 
rho ends ? 
rh4 struc request header for INPUT (command 4} 
rh4_rh db size rh dup(?) ;fixed request header portion 
rh4_media db ? ymedia descriptor from DPB 
rh4_buf_ofs dw ? j;offset address of data transfer area 
rh4_buf_seg dw ? ;segment address of data transfer area 
rh4_count dw 2 jtransfer count (sectors for block) 
; (bytes for character) 
rh4_start dw ? ;start sector number (block only) 
rh4 ends $ 
rhs struc jrequest header for ND_INPUT (command 5) 
rh5_rh db size rh dup (?) ;fixed request header portion 
rh5_return dip 2 ;character returned 
rh5 ends . 
xh? struc ;request header Input_Flush (command 7) 
xh7_len db . jlen of packet 
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Listing 4-3: (cont.) 





vh7_unit db ? punit code (block devices only) 
rh7_cmd db ? ;device driver command 
rh7_status dw ? jreturned by the device driver 
rh?_resl dad ? j;reserved 
rh7_res2 ad ? j;reserved 
rh? ends ; 
rhs struc ;request header for OUTPUT (command 8) 
rh8_rh db size rh dup(?) ;fixed request header portion 
rh8_media db ? ymedia descriptor from DPB 
rh8_buf_ofs dw ? ;offset address of data transfer area 
rh8_buf_seg dw ? ;segment address of data transfer area 
rh8_count aw ? jtransfer count (sectors for block) 

; (bytes for character) 
vh8_start dw ? ;start sector number (block only) 
rhé ends ‘ 
rho struc ;request header for OUTPUT_VERIFY (command 9) 
rh9_rh db size rh dup(?) ;fixed request header portion 
rh9_media db ? jmedia descriptor from DPB 
rh9_buf_ofs dw ? ;offset address of data transfer area 
rh9_buf_seg dw ? ;segment address of data transfer area 
rh9_count aw ? ;transfer count (sectors for block) 

; (bytes for character) 
rh9_start dw ? #start sector number (block only) 
rho ends i 





number associated with the Request Header. Each field within a Request Header 
is assigned the name rhx_y, where y is the name of the field within the header. 

You will notice that some of the Request Headers have a field name media 
with a comment describing it as the media descriptor from DPB, The media 
descriptor is valid for block devices, such as disks, and is passed to device drivers 
from a table that DOS maintains regarding the disk. DOS names this internal 
table the Disk Parameter Block (DPB), and it is used to keep track of the various 
disks DOS uses. 


Main Procedure Code 
The main procedure code is simply a label named begin: 


IORI CRC ICRC ICO ICICI ICICI GIG OIC IGICICICICICIGCICICICIGIGICICIOIGI ICICI ICICI ACI I ICICI A oe 


7* MAIN PROCEDURE CODE * 


ICSI FISISISISISI III ISI SII SI ISI ISI ISI I ISI ISI II SISISIIIII II III IAAI ACAI IEE ee 
begin: 
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The Device Header 


The first code that must be written is the device header for the console device 
driver. It is not code in the form of instructions, with which you are familiar, but 
a table of values. This table informs DOS of the particular characteristics that 
your Console Device Driver will have. Table 4-4 contains the definition of the 
Device Header; the five required data fields are discussed below. 


Next_dev Because our program will contain only one device driver, we will set 
the next_dev field to a value that tells DOS there are no other device drivers 
following this one. We do this by setting both the offset and the segment addresses 
to-l. 

Ifthere were device drivers following the console device driver, we would set 
the segment address to the current segment, which is cseg, and the offset address 
would be the label that begins the next device driver. 


Attribute The attribute field is a single-word field that has bits set to indicate 
to DOS the characteristics of the console device driver. Basically, it is the driver’s 
fingerprint. Most of the important attribute bit settings are defined in table 4-5. 
The other attribute bits will be discussed in later chapters as we build other device 
drivers. 

For our Console Device Driver, we will set bits 15, 1, and 0 to 1. This tells 
DOS that our device driver is a character device, it is the replacement for the 
standard DOS output device, and it is also the replacement for the standard DOS 
input device. 





Name Start Length Description 





next__dev 0 4 The offset and segment address of the 
next device driver (if any) following our 
Console Device Driver 


attribute 8 2 Bit field that defines our Console Device 
Driver 

strategy 10 2 Address of the strategy routine in our 
Device Driver 

interrupt 12 2 Address of the interrupt routine in our 
Device Driver 

dev_name 14 8 The name of our Console Device Driver 


roe SSEESEW TEN ESE TERR ATE NTE 


Table 4-4: The Device Header fields. The Device Header table must be 
defined at the very beginning of the device driver program. 


A Console Device Driver 





Bit Value Description 
15 0 Block device driver 
1 Character device driver 
14 1 Supports IOCTL DOS call (44h) 
13 1 Allows output until busy driver commands for character 
devices (DOS 3+ only) 
12 0 Not used; must be set to 0 
11 1 Device Open/Close and Removable Media calls to the 
device driver allowed (DOS 3+ only) 
10-9 0 Not used; must be set to 0 
4 1 Special; allows special writes to the screen through 
interrupt 29h 
3 1 If set, this device driver is the current clock device and 
replaces the standard DOS clock device driver 
2 1 If set, this is the current NUL: device 
1 1 If set, this device driver is the standard output device and 
replaces the standard DOS output device 
0 1 If set, this device driver is the standard input device and 


replaces the standard DOS input device 
Tsien Etreepuiueymnnsineech 


Table 4-5: The attribute field and the various bits defined. Each bit, if 
set, will inform DOS of a special characteristic of our device driver. 
Unused bits must be set to 0. 


Strategy and Interrupt The two words that contain the addresses of the 
STRATEGY and INTERRUPT routines will be represented by the variables 
dev_strategy and dev_interrupt, respectively. 


Dev_name The device name we will be using is CON, which is the same as the 
DOS console driver that we are replacing. We fill the field with CON and pad out 
the rest of the field with blanks. Note that we do not add a colon to the name; 
DOS requires the colon to distinguish CON as a device name at the operator and 
program level, not in the device name field. 

Here is the Device Header for our Console Device Driver: 


BORO RIOR IRR IOI ICG IOI I ROI GCI IOIGIGICR IOI GIGI ICBO RCAC ICH AOAC AC IE He a ake 


i DEVICE HEADER REQUIRED BY DOS Li 
FORO CR FRCIICR ICRCIICIICIIC ICIOIGI IC IOIGI ICICI IO RI IORI GIGI GIR IIS IGRCHC RCAC IGIC HO dk dak ae 
next_dev dd fail ino other drivers following 
attribute dw 8003h character, output, input 
strategy dw dev_strategy iStrategy routine address 
interrupt dw dev_interrupt j;Interrupt routine address 
dev_name db "CON ' iname of our Console driver 
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Work Space for Our Console Device Driver 


Work space is where we put the variables for our driver. The console device driver 
will require very little work space, because it needs only three variables. The first 
two variables, rh_ofs and rh_seg, are used to store the ES and BX registers that 
are passed to our device driver. The third variable is used to save the character 
that we will be getting from the keyboard. Here is the filled-in work space code: 


OGIO TI II ICI ISICIIOC ICCD ICICI A ISIC ICCA ICICI KR BI ICICI HR # 


Hes WORK SPACE FOR OUR DEVICE DRIVER * 


WOO IO RRO IORI IIR TOTO IU TOI I OIC ICICI IO IO RIOR TOR FRR RICK 


rh_ofs dw ? joffset address of the request header 
rh_seg dw 2 ;segment address of the request header 


char db 0 ;character saved from the keyboard 


The STRATEGY Procedure 


The code for the STRATEGY procedure is quite simple. DOS expects the console 
device driver to save the segment and offset address of the Request Header for 
future references. DOS passes this in the ES and BX registers, respectively. We 
store these two registers in rh_seg and rh_ofs. The use of the segment override, 
cs:, insures that when we execute these instructions we refer to the variables 
through the CS register rather than through the DS register. We do this for 
several reasons. First, we cannot assume that the DS register is properly pointing 
to our data when control passes to our Console Device Driver. Second, and more 
important, we originally set up this program to use only one segment. We 
reference both code and data through the CS register; data storage shares the 
same segment as the instruction code. 

Because the STRATEGY procedure is called from DOS with a CALL instruc- 
tion, we use a return (ret) instruction to exit to DOS: 


ICICI III IIR RR RRR RICCI ICICI CCCI RR RR RII IRR IIIT ICR BRR RHEE 


ee THE STRATEGY PROCEDURE * 


ROCIO ICI ISIC IIIT ICICI III SII IGG GIT SIC IICIT CI III III II IAA RA RIAA H 


dev_strategy: mov cs:rh_seg,es jsave the segment address 
mov cs:rh_ofs,bx jsave the offset address 
ret 7return to DOS 


The INTERRUPT Procedure 


The INTERRUPT procedure is called by DOS immediately after the STRATEGY 
procedure. It is this procedure that performs all the work that DOS requests of 
our Console Device Driver. 





A Console Device Driver 


DOS passes commands and data relating to the command in the Request 
Header. The driver must use the Request Header to find out what command it is 
to perform. 

To find the command that DOS expects our Console Device Driver to 
perform, we retrieve the segment and offset address of the Request Header that 
we stored during the STRATEGY call. Next, we jump to the routine that is 
appropriate for the command. Listing 4-4 shows the code that accomplishes this. 

In the section called “Instructing the Assembler,” we mentioned that we will 
not be processing all of the possible device driver commands. For the sake of 
completeness, however, we specify all routines in the command table, CMDTAB, 
although we do not write code for ali of the routines listed. 





Listing 4-4: The INTERRUPT routine and the command table that follows. 





ROR OR RRR RR RR ORCA TORR ORCIICICICROIICICIC ICICI CIICICICACICICROI ICICI R I ICR IR RICH a 


7 THE INTERRUPT PROCEDURE * 


[UIC ICICI OI ICICI ICICI OIGICICIOICIGIIOISICR ICICI ICICI GIG IGI GCI ICICI ICI ICICI ICI ICI 1 Fo 


;device interrupt handler - 2nd call from DOS 


dev_interrupt: 


eld j;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push dx 

push ai 

push si 

mov ax,cs:rh_seg yrestore ES as saved by STRATEGY call 
mov es,ax : 

mov bx,cs:rh_ofs ;restore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd 7get request header command 

rol al,1 ;times 2 for index into word table 
lea di,cmdtab ;function (command) table address 
mov ah,0 ;clear hi order 

add di,ax jadd the index to start of table 
jmp word ptr[dai] jjump indirect 


iCMDTAB is the command table that contains the word address 
ifor each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 
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Listing 4-4: (cont.) 





CMDTAB 


label byte ;* = char devices only 

dw INITIALIZATION ; initialization 

dw MEDIA_CHECK ; media check (block only) 
dw GET_BPB ; build bpb 

dw TOCTL_INPUT 3; doctl in 

dw INPUT ; input (read) 

dw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 

dw INPUT_FLUSH ;*input flush 

aw OUTPUT } output (write) 

dw OUTPUT_VERIFY ; Output (write) with verify 
dw OUTPUT_STATUS ;*output status 

dw OUTPUT_FLUSH ;*output flush 

dw IOCTL_OUT ; loctl output 

dw OPEN ; device open 

dw CLOSE ; device close 

dw REMOVABLE ; removable media 

aw OUTPUT_BUSY ;*output til busy 


tl tl 
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Your Local Procedures 


For this section, we have only one main routine because we are only implementing 
one command. Each character that we read from the keyboard will be used to 
make a different frequency sound on the speaker. This routine is named TONE 
and is shown in listing 4-5. 

The TONE routine uses the PC’s programmable timer chip, the 8253-5 (the 
AT uses a different chip for this purpose). Each key retrieved from the keyboard 
buffer will be sent to this routine. We set up the timer-chip control word by 
sending the value 0b6h to the port numbered 43h. This sets up the 8253-5 chip 
to produce sounds at a later point. We generate a sound with an audible frequency 
of less than 14,000 cycles per second. Because most keys will be represented by 
values that range from 0 to 127 or so, we divide 14,000 by each key’s value. This 
key-dependent frequency is loaded into port 42h. Then we turn on the speaker 
and timer by setting bits 0 and 1 in port 61h.This allows us to hear the sound 
from the speaker. At label di we loop for approximately 50 milliseconds, which 
allows us to hear the sound without slowing down the keystroke input rate 
excessively. Finally, we turn off the speaker and timer by setting bits 0 and 1 to 
0 in port 61h just before we exit from the TONE routine. 





A Console Device Driver 





Listing 4-5: The code for the only local procedure, TONE. 





PKK RR RRR RR RE RE KR RK IK ERIK IRR KARR ARR RR IKE RR ERR KEE RE KERR ERE RK 
; 


* 
i 


YOUR LOCAL PROCEDURES * 


SI I IR IOI IOI ICR ROR ICR IO IC IO IORI IC IO III III RII RG RRO RII HO A ek: 
i 


TONE 


Tone 


proc near ;tone 

mov ah,0 sclear ah 

push ax jsave ax 

mov. al, 0b6h ;timer chip control word 
out 43h,al send to timer 

mov ax,0 iClear dividend (hi) 

mov ax, 14000 +£xrequency 

pop ox jrestore key value as divisor 
ine cx jadd 1 to prevent div by 0 
div cx 7quotient is ax 

out 42h,al routput lo order byte 
xchg ah,al ;reverse 

out 42h,al joutput hi order byte 

in al,61h ;get speaker/timer value 
or al,3 jturn on timer & speaker 
out 61h,al 7set timer chip 

mov cx, 15000 rvalue for 50 milliseconds 
loop al ; loop 

in al,61h 7get timer chip value 

and al,0Ofch j;turn off speaker & timer 
out 61h,al ;set timer chip 

ret return to caller 

endp ;end of tone 





DOS Command Processing 


DOS Command Processing is the heart of the console device driver. Table 4-3 
shows that there are 17 commands for device drivers, numbered from 0 to 16. 
Each command provides a unique but standard action with the driver. Some 
commands are required to return a busy and a done indication or just a done 
indication in the status word, even though the command is not applicable. 


Command 0—Initialization DOS will always call our Console Device Driver 
with the Initialization command immediately after the driver is loaded into 
memory. This allows the device driver to set up its program code and data. DOS 
assumes that the device driver is ready for further commands once it returns 
control to DOS. 
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Initialization is called only once. We can use only certain DOS services inside 
the Initialization procedure. These permitted services are numbered 1 through c 
hex, and 30 hex. The reason for this limitation is that DOS is still in the process 
of initializing itself, and not all of the services are available for use. 

Keep in mind that once we exit from the device driver, we can no longer use 
DOS services. After DOS calls our device driver with the Initialization command, 
the driver is part of DOS and cannot issue DOS calls. 

One question that is often asked involves the fact that some of the DOS 
services a driver can issue involve the use of the keyboard and screen. How can 
that be if the new driver is the replacement for the console device? The answer 
is simple—DOS loads the standard console device driver before the driver 
replacement is installed. The DOS service calls issued by the driver use the 
standard console device driver, but once the driver is finished with the Initializa- 
tion phase and control returns to DOS, requests for the console are handled by 
the new console device driver. 

Here is the code for the initialization procedure: 


DOCG IIISIGIEISI II ICICI SII ICICI GIIOIIDIGIIEI IOCICCIGGIEI CCCI GIO II IARI HH Hk 


ae DOS COMMAND PROCESSING * 


DSSS SIOSISIEI SI IIISICIEI II ICICIISIGIOIOIIEIIGROISTIEISIGIGICIICISIICIGIOO EGGS I IE 


command 0 Initialization 
Initialization: 
call initial j;display message 
lea ax,initial jset Break Addr. at initial 
mov es: (bx].rh0_brk_ofs,ax ;store offset address 
mov es:[bx].rh0_brk_seg,cs j;store segment address 
jmp done jset done status and exit 


The Break Address referred to in this procedure tells DOS the next available 
memory location after our code; this address must be provided to DOS. DOS uses 
this address to determine where to load other device drivers or operating-system 
code after the new driver has been installed. 

The driver can also specify a Break Address that is within the console device 
driver. This tells DOS to overwrite some of our code. We may do this to take 
advantage of the fact that the Initialization is called only once. If, during the 
Initialization command, we call a routine that is used only once, and we place the 
code at the end of our Console Device Driver, we can set the Break Address to the 
starting address of this routine. In effect, we save space by allowing DOS to reuse 
some of our memory locations. For this example, we will place a procedure called 
initial at the end of our program. This procedure will display a message and 
return to the Initialization code. 
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If there is some condition that prevents the console device driver from 
working properly, the driver signals DOS to abort the device driver. This is done 
by specifying a Break offset address of 0 and a Break segment address of our 
current code segment register, CS. This tells DOS that the next available location 
in memory is the beginning of our device driver, in effect, ignoring our device 
driver. 

In the Initialization code, the driver will display a message on the console, 
set the Break Address in the Request Header, and exit. 


Commands 1 through 3 The commands Media_Check, Get_BPB, and 
IOCTL_Input are not implemented in our Console Device Driver. The DONE bit 
is set in the status word of the Request Header for Media_Check and Get_BPB. 
For the JOCTL_Input command, the driver jumps to unknown to set the ERROR 
bit. The code is as follows: 


icommand 1 Media_Check 
Media_Check: 


jmp done ;set done bit and exit 
;command 2 Get, BPB 
Get_BPB: 

jmp done jset done bit and exit 
;command 3 TocTL Input 


TOCTL_Input : 


jmp unknown rset error bit/code and exit 


Command 4—Input Our Console Device Driver uses the Input command to 
input characters from the keyboard buffer via int 16h. See listing 4-6. 

DOS passes through the Request Header to the driver the count of the 
number of characters to be input, as well as the address at which the characters 
are to be stored. 

The keyboard BIOS interrupt 16h returns an ASCII value of the character 
in al and the corresponding scan code in ah. Recall that the scan code is a number, 
one of which is assigned to each key on the keyboard. For example, the Shift key 
on the left side of the keyboard generates a scan code of 42, whereas the Shift key 
on the right side of the keyboard generates a scan code of 54. This allows programs 
to distinguish which Shift key was used if necessary. 

Most of the PC’s keys will generate both an ASCII value and a scan code. 
However, some keys will not generate an ASCII value. For these keys, which are 
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Listing 4-6: The code for the Input command. Interrupt 16h is used to 
retrieve characters from the keyboard buffer and pass them back to DOS in 
the buffer specified by the Request Header. Each character that is retrieved 


will cause a distinct sound on the speaker. 


;command 4 Input 

Input: 
mov cx,es: [bx] .rh4_count jload input count 
mov di,es:[bx].rh4_buf_ofs ;load offset address 
mov ax,es:[bx].rh4_buf_seg ;load segment address 
mov es,ax 7 Move to es 

readl: mov ax, 0 iclear ax 
xchg al,sav jpick up saved character 
cmp al,0 pis it 0? 
jne read3 jmo - we return it 

read2: mov ah,0O ;service = read 
int 16h ;Keyboard BIOS call 
cmp ax,0 jis key = 0? 
je read2 yyes - go get another 
emp al,0 jis it an extended key? 
jne read3 yno - we return it 
mov sav,ah save scan code 

read3: mov es: [di],al ;store key value in buffer 
ine ai jpoint to next buffer loc 
push cx jsave cx 
call tone sound a tone 
pop cx ;restore for loop control 
loop readl ;continue til count = 0 
mov ax,cs:rh_seg jrestore es 
mov es,ax ; from rh_seg 
mov bx, cs:rh_ofs restore bx 
jmp done yset done bit and exit 





called the extended keys, int 16h returns an ASCII value of 0 in al and the scan 
code in ah. For example, the function keys (F1-F10) and their variations (using 
Shift and Alt) will not generate ASCII values; scan codes are required to figure 
out what key is pressed. 

This presents an interesting situation. When a key that has an ASCII value 
is struck, only the ASCII value is returned to DOS from the keyboard buffer. 
When an extended key is struck, however, DOS expects two values: first, the 
ASCII code of 0, and second, the key value of the scan code. 

Therefore, in our Console Device Driver we must return to DOS, in the 
Request Header, the ASCII value of a key for every key and its scan code if it is 
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an extended key. In listing 4-6 this is accomplished with the variable sav. The 
program checks the value of sav and passes it back to DOS if it is not 0. If itis 0, 
ah is saved into sav. In short, we save the scan code of an extended key in sav 
and pass it back to DOS at the next request for a character from the device driver. 

In listing 4-6, the basic code to retrieve characters from the keyboard buffer 
is placed in a loop for a count of the number of characters or keys that DOS 
requires to be passed back from the device driver. DOS does not request more 
than one character at a time. 

Once a character has been retrieved by issuing an int 1 6h, the character is 
stored in the DOS data buffer and the TONE procedure is called. TONE will 
convert the value of the key into a sound with a frequency below 14,000 cycles 
per second. This sound will last for approximately 50 milliseconds. 

The driver ends after the tone has been generated. The driver will restore 
ES and BX, because these registers are needed to point back to the data buffer 
in which DOS expects to find the retrieved characters. The driver then jumps to 
done to set the DONE bit in the status word and exits back to DOS. 


Command 5—Nondestructive Input This command allows DOS to look 
ahead one character without actually retrieving a character from the keyboard 
buffer. It is included because a program can issue the DOS service for Input 
Device Check (OBh). The driver uses the ah=1 service of int 16h to perform a 
status check of the keyboard buffer. It tells DOS that the keyboard buffer is empty 
or it passes back the next character in the buffer without actually removing it 
from the buffer. 

We have one situation where we need to read a character from the keyboard. 
This is when the status check returns a 0 for both the ASCII value and the scan 
code, which occurs when the keyboard buffer is exhausted. 

The instructions that check the scan code for a possible value are shown in 
listing 4-7. If there is a nonzero value, it is passed back to DOS. Otherwise, the 
driver issues a status check call to int 16h (ah=1). The only tricky part of this call 
is that the Zero Flag (ZF) is set to 1 if there are no characters in the buffer, If this 
is so, we set the busy bit in the status word and return to DOS. 


Command 6~Input Status Command 6 is the Input Status command and is 
not applicable to the console device driver. It is typically used for character- 
oriented input devices that maintain a status that a program can request through 
this command. For the console device driver, we simply set the done bit and exit: 


;command 6 Input_Status 
Input Status: 


jmp done 7set done bit and exit 
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Listing 4-7: The code for the Nondestructive Input command, which allows 
DOS to look at the next character in the keyboard buffer without actually 
removing the character from the buffer. 





;command 5 ND_Input 

ND_Input : 
mov al,sav jpickup saved character 
cmp al,0 jis it 0? 
jne ndl jmo - return it to DOS 
mov ah,1 ;service = status check 
int 16h ;Keyboard BIOS call 
jz busy ;ZF1 means no key in buffer 
cmp ax,0 jis key = 0? 
jne nd yno - return it to DOS 
mov ah,0 service = read 
int 16h Keyboard BIOS call 
jmp ND_Input ;check again 

ndl: mov es: {bx].rh5_return,al ;return key to DOS 
jmp done ;set done bit and exit 
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Command 7—Input Flush The Input Flush command allows DOS to flush 
the contents of the keyboard buffer. This typically is used to prevent characters 
that are typed ahead from being used by a program. In some cases, such 
accidentally entered characters may affect critical input responses. For example, 
the FORMAT program flushes all keyboard input when asking whether to format 
the disk. This prevents the existence of a character in the buffer from starting an 
unwanted format. 

The code for this command is shown in listing 4-8 and is relatively simple. 
Calls are issued by the driver to BIOS interrupt 16h to check the status of the 
keyboard buffer. If there is a character in the buffer, it is retrieved but not passed 
back to DOS. This process is repeated until the buffer is empty of any characters. 


Command 8—Output The Output command is used to write characters to the 
screen and must be implemented by our CON: replacement driver. The video 
BIOS interrupt 10h is used to do this. The code shown in listing 4-9 shows the 
use of the output character count in a loop which calls Video BIOS routine 10h 
with ah=0Eh. The Oeh is the service called Write Character as TTY. When the 
driver is done, it restores the ES and BX registers, which were used to retrieve 
the characters in the DOS data buffer. 
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Listing 4-8: The code for flushing the keyboard input buffer. 





;command 7 Input_Flush 


Input_Flush: 


mov sav,0 
IFi: mov ah,1 
int 16h 
jz done 
mov ah,0 
int 16h 
jmp IF1 


;Clear saved key 
service = check status 
;Keyboard BIOS call 

+ZF1 means buffer empty 
;service = read 
;Keyboard BIOS call 
iloop until buffer empty 





Command 9—Output With Verify This command is identical to the Output 
command except that it is sent to our Console Device Driver when the VERIFY 
switch is set ON at the DOS command level. 

Normally, the Output With Verify command is used for devices that can read 
the data that was just written. It is typically used to ensure that the data has 
been correctly written to the device. Here is the code for processing the Output 


With Verify command: 


;command 9 
Output_Verify: 


jmp output 


Output_Verify 


sesame as output 


Listing 4-9: The processing of an Output command. 
ea AA eT 


;command 8 Output 
Output: 
mov cex,es: [bx] .rh8_count 
mov di,es: [bx] .rh8_buf_ofs 
mov ax,es: [bx] .rh8_buf_seg 
mov es ,ax 
mov bx,0 
outl: mov al,es: [di] 
ine di 
mov ah, 0eh 
int 10h 
loop outl 
mov ax,cs:rh_seg 
mov es,ax 
mov bx,cs:rh_ofs 
jmp done 


j;load output count 

iload offset address 

;load segment address 

; into es 

iclear bx 

pick up character to output 
rpoint to next location 
service = write char as tty 
Video BIOS call 

sloop til count = 0 

irestore request header 

? segment adress as es 
restore bx 

iset done bit and exit 


Sl ener 
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Listing 4-10: The processing of commands 10 through 16. 





;command 10 Output_Status 
Output_Status: 


jmp done rset done bit and exit 


;command i1 Output_Flush 
Qutput_Flush: 


jmp done ;set done bit and exit 
command 12 TOCTL_Out 
TOCTL_Out : 

jmp unknown set error bit/code and exit 
;command 13 Open 
Open: 

jmp done ;set done bit and exit 
;command 14 Close 
Close: 

jmp done jset done bit and exit 
;command 15 Removable 
Removable: 

jmp unknown ;set error bit/code and exit 
jcommand 16 Output Til Busy 


Output_Busy: 


jmp unknown jset error bit/code and exit 


i 


Commands 10 through 16 Commands 10 through 16 are not required by the 
CON: replacement driver, but the code must be included in case they are 
accidentally sent to the driver. Note that each command will jump to either done 
or unknown. See listing 4-10. 


Error and Common Exits 


In this section of code, the driver will set the status word in the Request Header 
to inform DOS of the outcome of the driver’s work. DOS always expects the DONE 
bit to be set. In addition, other bits can be set to indicate other conditions, such 
as BUSY and ERROR. Refer to table 3-2 for a detailed layout of the status word. 
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Listing 4-11: The code for processing errors and exiting from the console 
device driver. The DONE bit is set in the status word, the registers are 
popped from the stack, and control returns to DOS. 





ORR I RAR I IRR RRC ICRC ICI I CIRO RII IOI ICICI IO GI EIR 
; 


ax ERROR EXIT * 


COIR ICICI ROCIO EIR I RIG IG RGGI ICR AGGRO I IGRI HOGI IE de ake de 


unknown: 
or es: [bx] .rh_ status, 8003h ;set error bit and error code 
jmp done 7set done and exit 


i ee ee ee ee ee ee ee ee ee ee ee er eee 
i 


ie COMMON EXIT * 
PRR RR RO IIR ROR RRR OR IRR RIGA CII IGRI I HHO a aa Ed de ve 
busy: or es: [bx] .rh_status,0200h ;set busy bit 
done: or es: [bx].rh_status,0100h ;set done 

pop si irestore all registers 

pop di 

pop dx 

pop cx 

pop bx 

pop ax 

pop es 

pop ds 

ret yreturn to DOS 


_—_— eee 


Listing 4-11 shows the code for setting the status word to UNKNOWN, 
BUSY, or DONE. For UNKNOWN, bit 15 is set to indicate an error, and the error 
code in bits 0 through 7 is set to a 3, which is the Unknown command. For BUSY, 
bit 9 is set. For DONE, bit 8 is set. 

To exit from the console device driver, the registers are popped from the 
stack and the code executes a return (reé) instruction. 


End of Program 


In the End of Program section is the procedure initial, which displays a message 
on the screen when the console device driver is first loaded into memory by DOS, 
Earlier, the driver informed DOS that the Break Address or the address of the 
next available location is at the same location as initial. Because the driver calls 
the initial procedure only once and never needs it again, DOS overwrites this 
area after the driver exits from the Initialization command processing. 

Listing 4-12 shows the code for the End of Program section. 
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Listing 4-12: The code for the End of Program section. The procedure initial 
is placed here. The message it displays on the screen occurs at Initialization 


time, just after DOS loads our Console Device Driver. 





PSOE ISCO SIGS ISI IOI IOI IORI ICIIEI IIR SIRI KER ESSE ES 


i END OF PROGRAM Ll 


THEE ISG CIG EI IOS RISTO I ICI IIIT SARI R IRE REESE S 


:this procedure is called from the Initialization command and 

;is executed only once. We can tell DOS that the next available 
;memory location (Break Address) is here. This allows DOS to over 
jwrite this code; we save space. 


initial proc near ;display message on console 
lea dx,msgl ;message to be displayed 
mov ah,9 ;display 
int 21h ;DOS call 
ret jreturn to caller 


initial endp 


msgl db 'The Waite Group Console Driver’, 0dh, 0ah, '$’ 
console endp jend of console procedure 
cseg ends send of cseg segment 

end begin jend of program 


On 


A Complete Look at the Console Device Driver 


In the previous sections, we have discussed the various parts of a device driver 
We are now 
finished with our tour of inspection, and the complete console device driver is 


and what we need in order to build our Console Device Driver. 


shown in listing 4-18. 


A Note about DOS Versions 


Although the console device driver was built to handle the 17 basic commands 
for DOS version 3.0 or later, the five command-processing sections are also valid 
for version 2.0. The Attribute bits defined for DOS version 3.0 were not set, and 
as a result, the additional command functions of version 3.0 will not be sent to 


the console device driver. 
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Listing 4-13: The complete listing for the console device driver. 


SOTO IORI ICR IO IO I I RI I IR I I GI ICICI OIG ROI i di dk iow 


ae This is a Console Device Driver * 
* Author: Robert S. Lai * 
i* Date: 2 November 1991 * 
ze Purpose: To replace the standard console driver ig 


DOI TOI OIC IOI ICI I ICR OSI IG IIR ROR IORI GI II ICI IC ICR ICR IOI ICRC K a Heke 
i 


DORIC IO RIG R GR I IO ROI CCI GIRO IORI IOI GI ICI CIC CICIGR CCR ICICI IOI IOI I a ke 
; 


ag ASSEMBLER DIRECTIVES * 


ORRICK ICI IC ICI ICICI IOISIOIGI IOI IOI ICR IGRI GIGI IOI I Ok ok 


cseg segment para public ‘code’ 
console proc far 
assume cs:cseg, es:cseg, ds:cseg 
; structures 
rh struc ;fixed request header structure 
rh_len db ? ;len of packet 
rh_unit db ? yunit code (block devices only) 
rh_cmd db ? idevice driver command 
rh_status dw ? ireturned by the device driver 
rh_resl dd ? 7reserved 
rh_res2 dd ? ;reserved 
rh ends t 
rho struc rrequest header for Initialization (command 0) 
rhoO_rh db size rh dup (?) ;fixed request header portion 
rh0_nunits db ? inumber of units (block devices only) 
rvh0_brk_ofs dw ? soffset address for break 
rh0_brk_seg dw ? ;segment address for break 
rh0_bpb_tbo dw ? soffset address of pointer to BPB array 
rh0_bpb_ tbs dw ? segment address of pointer to BPB array 
vhO_drv_ltr db ? jfirst available drive (DOS 3+) (block only) 
rho ends ? 
vh4 struc ;request header for INPUT (command 4) 
rh4_rh db size rh dup(?) ;fixed request header portion 
rh4_media db ? imedia descriptor from DPB 
rh4_buf_ofs dw: ? j;offset address of data transfer area 
rvh4_buf_seg dw ? ;segment address of data transfer area 
rh4_count dw ? itransfer count (sectors for block) 
7 (bytes for character) 
rh4 start dw ? Start sector number (block only) 
rh4 ends i 
rh5 struc request header for ND_INPUT (command 5) 
vh5_xh db size rh dup (?) ;fixed request header portion 
chS return db ? ;character returned 
vhs ends i 
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Listing 4-18: (cont.) 








rh? struc jrequest header Input_Flush (command 7) 
rh7_len db ? jlen of packet 
rh7_unit db ? junit code (block devices only) 
rh7_cmd db ? j;device driver command 
rh7_status dw 2: jreturned by the device driver 
rh7_resl dd ? preserved 
vh7_res2 da ? jreserved 
rh7 ends : 
rhs struc ;request header for OUTPUT (command 8) 
rh8_rh db size rh dup(?) ;fixed request header portion 
rh8_media db ? ymedia descriptor from DPB 
rh8_buf_ofs dw ? joffset address of data transfer area 
rh8_buf_seg dw ? ;segment address of data transfer area 
rvh8_count dw ? jtransfer count (sectors for block) 

; (bytes for character) 
rh8_start aw ? ;start sector number (block only) 
rhs ends ; 
rho struc ;request header for OUTPUT_VERIFY (command 9) 
rho_rh db size rh dup(?) ;fixed request header portion 
rh9_media db ? jmedia descriptor from DPB 
rh9_buf_ofs dw ? poffset address of data transfer area 
rh9_buf_seg dw 2. ;segment address of data transfer area 
yh9_count dw ? jtransfer count (sectors for block) 

; (bytes for character) 
rh9_start daw ? ;start sector number (block only) 
rho ends t 


EEE ISIC ICICI SISSIES IFIGIGIFISI ISIE IOI ICIIZIGFIIISCIGISIOICII ICICI IE 


asl MAIN PROCEDURE CODE * 
PERC ISIIGIIGISIG RISING A IORIOIISIFIEISIGIRISISISI I IEIICISISIGRIOISIOCIOCII IOS II 


begin: 
DRIGIS IICISISISI SIGCSE SII IGIGIGI GIGI CCTEICIGIISICIGICC IO III Ie 
i* DEVICE HEADER REQUIRED BY DOS * 
DEER ISICIS III IGE IEISIGIGIIEIGISIICIGICICIEIOCIGICIIFIISOCICIIOEIA ICI IIA KRIS 
next_dev dd -1 ;yno other drivers following 
attribute dw = 8003h ;character, output, input 
strategy aw dev_strategy ;Strategy routine address 
interrupt dw dev_interrupt ; interrupt routine address 
dev_name db ‘CON . ;name of our Console driver 


DAISIES SISOS GIS IEIIISISIOIIDITITIOI ISI ICICI CICS TOGA RI I IIR IF 


i* WORK SPACE FOR THE DEVICE DRIVER * 


SOIC IO ICR RIC RR IOI III RII CII ICI ICICI FOR OI TOR IO RUHR IRR IR RR RK 
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Listing 4-13: (cont.) 





rh_ofs dw ? ;offset address of the request header 
rhuseg dw ? segment address of the request header 
sav db 0 ;character saved from the keyboard 


ICICI ICICI ICICI ICICI ICICI GIG GIR I OIGR IGOR CHOIR IRGC ICH Gee ie 


ee THE STRATEGY PROCEDURE * 


OOO GIGI IGIGIGIR GIGI I CIR CIGICIGICRCIGIGCICACICIGICHOR ICICI RCAC SICH H CIDA ICI CACA I IE 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret jreturn to DOS 


IRR IO RR RRR RGR ICR ICICI ICICI ICICI ICICI IOI I GIO ORCI ICICI A I 


fea THE INTERRUPT PROCEDURE * 


OO ICI III I IO III III IO IIIS II ISIC ICICI GIO RIS R ICI i a 


;device interrupt handler - 2nd call from DOS 


dev_interrupt: 


cld ;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push ax 

push di 

push si 

mov ax,cs:rh_seg irestore ES as saved by STRATEGY call 
mov eS, ax ; 

mov bx,cs:rh_ofs restore BX as saved by STRATEGY call 


ijump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd iget request header header command 
rol al,1 times 2 for index into word table 
lea di,cmdtab function (command) table address 
mov ah,0 iclear hi order 

add di,ax add the index to start of table 
jmp word ptr[di] jump indirect 


;CMDTAB is the command table that contains the word address 
+for each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 
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Listing 4-13: (cont.) 





CMDTAB label byte 3;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_CHECK } media check (block only) 
dw GET_BPB ; build bpb 
dw IOCTL_INPUT 7; dloctl in 
dw INPUT ; input (read) 
dw ND_INPUT s*non destructive input no wait 
dw INPUT_STATUS ;*input status 
dw INPUT FLUSH ;*input flush 
dw OUTPUT ; output (write) 
dw OQUTPUT_VERIFY j output (write) with verify 
aw OUTPUT_STATUS i*output status 
dw OUTPUT_FLUSH ;*output flush 
dw IOCTL_OUT 7; loctl output 
dw OPEN ;} device open 
daw CLOSE ; device close 
dw REMOVABLE ; removable media 
dw OUTPUT_BUSY ;*output til busy 


GIORGI ROC ICG ICI OISI GIORGI III ICICI OIG IGICICIGROIGIOICI FOR ICICI I RO ROI I OK AOR 


Fes YOUR LOCAL PROCEDURES * 


[ORIG GIRO IO IIRC TOIGIOICI IOI IGG CIO IOIGIGIDICI OI IGOR G IDI SOIR IO I ICICI a ie ae 


TONE proc near ;tone i 
mov ah,0 iclear ah | 
push ax ;save ax : 
mov al,0Ob6h ;timer chip control word : 
out 43h,al ;send to timer 
mov ax, 0 ;clear dividend (hi) 
mov ax, 14000 ; frequency ; 
pop cx restore key value as divisor | 
inc cx jadd 1 to prevent div by 0 | 
div cx ;quotient is ax 
out 42h,al poutput lo order byte 
xchg ah,al ;reverse 
out 42h,al joutput hi order byte 
in al,61h jget speaker/timer value 
or al,3 ;turn on timer & speaker 
out 61h, al rset timer chip 
mov cx,15000 value for 50 milliseconds 

ai: loop di jloop 
in al,61h get timer chip value 
and al,Ofch rturn off speaker & timer 
out 61h,al ;set timer chip 
ret jreturn to caller 

Tone endp jend of tone 
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Listing 4-13: (cont.) 





ORCI ICI ICI RCI IOI I ICICI ICI ICI IOIIOIGIOICIGICR ICICI CIR ICI ICI ICICI I ICR ICR CII IIR IC I a ae 


ie DOS COMMAND PROCESSING 


* 


DDSI ISIC OIICI IS ICICI ICI ISIS ICIS GI IGOR ICR GIR ICICI GI IGRI IOI CH I ICR Hee ae 


;command 0 Initialization 
Initialization: 
call initial 
lea ax, initial 
mov es: [bx].rh0_brk_ofs,ax 
mov es: [bx] .rh0_brk_seg,cs 
jmp done 


;command 1 Media_Check 


Media_Check: 


jmp done jset 
;command 2 Get_BPB 
Get _BPB: 

jmp done ;set 
;command 3 TocTL_Input 


TOCTL_Input : 


jmp unknown 
ycommand 4 Input 
Input: 
mov cx,es:bx. [rh4]_count 
mov di,es:bx. (rh4]__buf_ofs 
mov ax,es:bx. (rh4]_buf_seg 
mov es ,ax 
readl: mov ax,0 
xchg al,sav 
cmp al,0 
jne read3 
read2: mov ah,0 
int 16h 
cmp ax,0 
je read2 
cmp al,0 
jne read3 
mov sav,ah 


read3: mov es: [di],al 
ine di 
push cx 
call tone 
pop cx 


loop readl 


;display message 

;set Break Addr. at initial 
;store offset address 
;store segment address 

;set done status and exit 


done bit and exit 


done bit and exit 


rset error bit/code and exit 


jload input count 

jload offset address 
jload segment address 

7; Move to es 

;clear ax 

ipick up saved character 
jis it 0? 

yno - we return it 
;service = read 

;Keyboard BIOS call 

jis key = 0? 

vyes - go get another 

jis it an extended key? 
7no ~ we return it 

7Ssave scan code 

;store key value in buffer 
point to next buffer loc 
jsave cx 

isound a tone 

;restore for loop control 
rcontinue til count = 0 
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Listing 4-13: (cont.) 

mov ax,cs:rh_seg 

mov es ,ax 

mov bx,cs:rh_ofs 

jmp done 
;command 5 ND_Input 
ND_Input : 

mov al,sav 

emp al,0 

jne ndl 

mov ah,1 

int 16h 

jz busy 

emp ax,0 

jne ndi 

Mov ah,0 

int 16h 

jmp ND_Input 
ndl: mov es: [bx] .rh5_return,al 

jmp done 


;command 6 
Input_Status: 


jmp 


7command 7 
Input_Flush: 


IF1: mov 


command 8 
Output: 


mov 
mov 
mov 
mov 
mov 
outl: mov 
inc 
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Input_Status 


done 


Input_Flush 


sav,0 
ah,1 
16h 
done 
ah,0 
16h 
IFL 


Output 


cx,es: [bx] .rh8_count 
di,es: [bx] .rh8_buf_ofs 
ax,es: [bx] .rh8_buf_seg 
es ,ax 

bx, 0 

al,es: [di] 

dai 


j;restore es 

; from rh_seg 

;restore bx 

;set done bit and exit 


ppickup saved character 
zis it 0? 

jyno - return it to DOS 
;service = status check 
;Keyboard BIOS call 
j;ZF=1 means no key in buffer 
jis key = 0? 

jno - return it to DOS 
;service = read 
}Keyboard BIOS call 
;check again 

;return key to DOS 

set done bit and exit 


;set done bit and exit 


j;clear saved key 
;service = check status 
;Keyboard BIOS call 
;ZF=1 means buffer empty 
jservice = read 
Keyboard BIOS call 
;loop until buffer empty 


jload output count 

load offset address 

jload segment address 

; into es 

;Clear bx 

;pick up character to output 
;point to next location 
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Listing 4-13: (eont.) 











Output _Verify: 


| 

| | 

mov ah,0eh ;service = write char as tty 
int 10h ;Video BIOS call 

| loop outl jloop til count = 0 

| mov ax,cs:rh seg ;restore request header 

| mov es,ax } segment adress as es 

i mov bx, cs:rh_ofs ;restore bx 

| jmp done ;set done bit and exit 

| ;command 9 Output_Verify 

} 

| 

\ 


jmp output j;same as output 


;command 10 Output_Status 
Output_Status: 


jmp done yset done bit and exit 


i 
| 
| 
i 
i 
| 
| 
| 
} 
| 


pcommand 11 Output_Flush 
Output_Flush: 











jmp done ;set done bit and exit 
| 
i 
ycommand 12 LOCTL_Out 
| TOCTL,Out : | 
| i 
jmp unknown set error bit/code and exit 
| 
| ;command 13 Open 
Open: 
jmp done rset done bit and exit 
;command 14 Close 
Close: 
jmp done iset done bit and exit 
| icommand 15 Removable 
f Removable: 
| | 
| jmp unknown rset error bit/code and exit | 
;command 16 Output Til Busy | 


1 
| Output_Busy: 
| 
i 


jmp unknown +set error bit/code and exit 
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Listing 4-13: (cont.) 





J OIGOIII II TOG I ISIC ATIC III CIIOCICIGIIICIIGISIFIIGIOISIOIICI II ICICI ICI I I I II IE 


ne ERROR EXIT * 


DUOC IG ICICI GI ICICI IAGO RI I ICICI A ICICI I A I IO 


unknown: 
or es: [(bx].rh_status,8003h ;set error bit and error code 
jmp done ;set done and exit 


DOI ISICIIOSI I ICSC I ICICI IGIGIGIDICITICIGIGISICICI RI ICICI I TGR SCC IR AITO I I aE 


COMMON EXIT * 


RIC ICR RR CRI RRR RRC CCCI IIR RR I I III 





busy: or es: [bx].rh_status,0200h ;set busy bit 
done: or es: (bx].rh_status,0100h ;set done 

pop si jrestore all registers 

pop di 

pop ax 

pop cx 

pop bx 

pop ax 

pop es 

pop ds 

ret jreturn to DOS 


GIGI IIIS SII III I ISIS IIIS IIIS ICICI III III IIIS ISI 


ag END OF PROGRAM he 
PES RIG ICIS ISCII ISI ISIE IGE ICI SISSIGIS ICICI ICIS IGIGISIEICIIIEIIGIIGIGI OE III IIE 


;this procedure is called from the Initialization command and 

;is executed only once. We can tell DOS that the next available 
jmemory location (Break Address) is here. This allows DOS to over 
jwrite this code; we save space. 


initial proc near j;display message on console 
lea dx,msgl ;message to be displayed 
mov ah,9 ;display 
int 21h 7DOS call 
ret jreturn to caller 


initial endp 


msgqi db ‘The Waite Group Console Driver’, 0dh,0ah,'$' 
console endp pend of console procedure 
cseg ends jend of cseg segment 

end begin jend of program 
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Building the Replacement Console Device Driver 


Before you can use this console device driver, you will need to enter the source 
code of listing 4-18, assemble that code, and link it. Use your favorite word 
processor to enter the source code and name the file console.asm. Then use the 
Macro Assembler to assemble the source file. The next step is to LINK the object 
files to produce an executable file. Then convert the .EXE file into a .COM file 
using the EXE2BIN utility. Lastly, rename the .COM file into a .SYS file. 

For DOS to be able to use the console device driver, you will need to specify 
to DOS that you have a device driver to be loaded at boot time. This is done by 
specifying the device driver .SYS file in a CONFIG.SYS file using the device= 
command: 


device = console.sys 


After you boot DOS with a CONFIG.SYS file that specifies the console device 
driver, you will see on the screen: 


The Waite Group Console Driver 
This message lets you know that the driver was successfully installed. The 


next characters you type in will cause the speaker to sound with short musical 
tones. 


Summary 


In this chapter, we have built a device driver that replaces the standard DOS 
console device driver. Our replacement driver will do everything the standard 
driver does, and, in addition, each key struck will generate a tone from the 
speaker. The console device driver will work on versions 2.0 through 5.0 of DOS. 
We have seen the various commands that DOS might send to the device driver 
and what actions we should take for each of these commands. We have seen the 
requirements of the Device Header, the STRATEGY procedure, the INTERRUPT 
procedure, the device driver command processing, and lastly, the setting of the 
various bits of the status word. 
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Questions 
1. 
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oP 2 


Are all DOS service calls allowed in the Initialization command? 

Are there other examples of a console device driver? 

Can I customize the console device driver to display color characters? 
Why does the console device driver use the ROM BIOS routines? 


Why does the console device driver use only the Write Character as TTY 
service (OEh) of the video ROM BIOS interrupt? 


Why is the colon in CON: not included in the device name field of the 
Device Header? 


I find that the console device driver is too long to type in. Can I condense 
some of the code, particularly in the areas of unimplemented commands? 


Answers may be found in appendix F. 


Chapter 5 


A Printer Device 
Driver 


Printer Types 
1/O Control and IOCTL Calls 
The IOCTL Program 


Building and Using the IOCTL 
Program 


BIOS Services for Serial and Parallel 
Adapters 


Inside the Printer Device Driver 





A Printer Device Driver 


L this chapter, we will develop a printer device driver. Instead of 
building a driver that just replaces the DOS version, as we did in our console 
device driver example, we will develop one that has many more bells and whistles 
than a standard printer device driver. 

In the previous two chapters, we have learned how to build device drivers 
that essentially perform simple functions. The printer device driver presented in 
this chapter will be more powerful and will use more of the features of DOS. 

Specifically, in this chapter we will build a device driver for prn: that will 
support both the parallel and serial printers. DOS supplies several printer 
drivers; each will support either the serial or the parallel port. The dual-role 
driver developed here allows one DOS device name to be used to access different 
printers at different times. You save time by not having to change printer device 
names in your programs when you direct the output to different printers. 

To allow the device driver to switch between printers, we will implement 
the I/O Control command within the printer device driver. I/O Control is a driver 
feature that, though rarely used, allows programs to communicate directly with 
device drivers. Normally, data is passed to drivers only for outputting to a device. 
With I/O Control, special commands can also be sent; these can be used by the 
device driver to perform special functions. 


Printer Types 


Printers are commonly connected to a PC using a serial or a parallel interface. 
DOS supports up to three printers, attached to parallel adapters called LPT1:, 
LPT2:, and LPT3:. PRN: is used to refer to the printer attached as LPT1:. In 
addition, two additional printers may be attached to the PC through serial 
adapters; these adapters are called COM1: and COM2:. This allows us a maxi- 
mum of five printers we could use. The MODE command can be used to redirect 
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the parallel printer output to another device. For example, MODE is used to 
specify printer output to either COM1: or COM2:. 

Selecting one of these five possible printers from DOS or from a program is 
tedious at best. Programs need to be changed each time a different printer is 
desired. MODE commands may be placed in batch files to select printers before 
a program executes. The print-spooling TSR program, PRINT, does allow the 
selection of the output device (once PRINT starts executing, however, selecting 
another printer for output is not possible until PRINT is terminated and restarted 
with another type of printer specified). The most convenient place to select 
printers is within the printer device driver itself. 


Printers and DOS 


DOS supplies four standard printer device drivers. These are PRN:, LPT1L:, 
LPT2:, and LPT3:. These control the three parallel ports. PRN: references the 
same parallel port as LPT1:. Therefore, there are three parallel printers and four 
possible names. 

The printer device driver we will build in this chapter will not be restricted 
to one of these three choices. Rather, our Printer Device Driver will have the 
ability to control up to five printers: three using the parallel ports and two using 
the serial ports. Of course, if we do not have five printers attached to the PC, we 
can control only those that are attached. _ 

Controlling printers is simple. First, we create a device driver with the 
device name of PRN: and we write the code to send data to both the parallel and 
serial adapters. Then we need a method of selecting the appropriate output port. 

We will use the I/O Control Write commands to select the printer and the 
1/O Control Read commands to determine which printer was selected. This special 
code needs to be built into the printer device driver along with a special program 
to send and receive I/O Control strings to and from the printer device driver. The 
process of controlling printers this way is shown in figure 5-1. 


V/O Control and IOCTL Calls 
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V/O Control, abbreviated IOCTL, is a feature of DOS device drivers that allows 
control information to be sent to the device driver without being passed through 
to the device. This control information, also called I/O Control strings, can be read 
from or written to the device driver. This allows us to communicate with the 
device driver to pass information back and forth between a program and the 
device driver. Think of this as a special communication link between DOS and a 
driver, handling information that does not get sent to the device. Without this 
feature, we would not be able to direct or control the device driver. 


A Printer Device Driver 






PRINTER 
DEVICE 
DRIVER 







| Print data 


\ selected ? 





Figure 5-1: Printer device driver controlling up to five printers. The 
IOCTL program is used to send I/O Control strings to select a printer 
and to receive I/O Control strings to determine which printer was 
selected. I/O Control strings are written to and read from the device 
driver and are not treated as data. 


We need to look at both sides of the JOCTL feature: programs that read and 
write control strings and the actions the device driver must take when it 
encounters these control strings. 


The I/O Control for Devices Call 


DOS provides a service through interrupt 21h that allows a program to perform 
V/O Control with its driver. With this service (44h), we can request a number of 
functions that pass data to and from the device driver. Table 5-1 shows the various 
operations of the I/O Control for Devices service routine, called IOCTL from here 
on. Some of the operations require the registers to be set up differently than 
described in table 5-1. Refer to the Microsoft MS-DOS Programmer’s Reference 
for more details. 

Our program will use only two of the basic twelve operations of IOCTL. 
Operation 2, IOCTL Read, is used to read an IOCTL string from the driver, and 
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A TSS 


Register Value Description 





ah 44h Service = I/O Control 


al VO operation requested 

Get device information 

Set device information 

Read 

Write 

Read from disk drive 

Write to disk drive 

Get input status 

Get output status 

Is device media removable? 
Is drive local or remote? 

Ts file handle local or remote? 
Changing the retry of a shareable entry 


Ter oOMAnanIrWNR © 


bx File handle returned from open a file handle call 


cx Count of the number of bytes to be transferred 
dx With DS this is the address of the data transfer buffer 


ec laa EE ihdenennneesnenemmmmmmmmmmeniel 


Table 5-1: The DOS I/O Control service call. Each of the operations 
requested will require different uses of the various registers. 


operation 3, IOCTL Write, is used to write an IOCTL string to the driver. IOCTL 
Read allows us to determine which printer was last selected. IOCTL Write 
(operation 3) allows us to select a printer. 

When we select a printer, we indicate that any output written to PRN: will 
be directed to that printer. All subsequent writes to PRN: will continue to use 
this printer until we select another printer. Conversely, an IOCTL Read operation 
allows our program to determine which printer is in use. 

The IOCTL program is used to select one of five printers for program access 
using the name PRN:. This removes the requirement that programs change their 
printer output names to reflect the different printer desired. 


The IOCTL Program 


The IOCTL program will be used to control which printer the printer device driver 
will write to when programs use the device name PRN:. 
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When IOCTL operations are used to read and write, the format of the IOCTL 
string must be determined. We cannot just write a string of data and expect the 
device driver to understand what it means: a convention of what the data should 
look like—a common language—must be established. 

Fortunately, this can be done easily. We can set up an arbitrary convention, 
or protocol, that requires only two bytes. The first byte indicates which type of 
printer adapter should be used. A P indicates the parallel printer adapter; an S 
indicates the serial printer adapter. With this first byte, the IOCTL program will 
tell the driver which printer adapter to select. The driver will use this byte to 
return the printer adapter selected. 

The second byte contains the adapter number—that is, the device number 
for that particular type of adapter. For parallel printers, we can use 0, 1, or 2 to 
indicate LPT1:, LPT2:, or LPT3:. For serial printers, we can specify 0 or 1 to 
represent COM1: or COM2:. The second byte is used by the IOCTL program to 
tell the driver which device number to select and by the driver to return the device 
number selected. 

The IOCTL program is simple in concept. Basically, we select which type of 
printer adapter to use by indicating a P or an S. Then we select the device 
number for that particular adapter by specifying a 0, 1, or 2. Next, we open PRN:, 
using the DOS service for opening a file. Then we select the appropriate IOCTL 
operation, either Write or Read. Finally, we display the IOCTL string before we 
exit from the program. The listing of the IOCTL program is shown in listing 5-1. 


Listing 5-1: The code for the IOCTL program. We use standard DOS services 
to write to the console, read from the keyboard, open files, and perform I/O 
Control for Devices. 





title 


IOCTL Program 


;This program is designed to use the I/O Control (IOCTL) 
;commands of the The Waite Group Printer Device Driver 

;(PRN:). The DOS service 44h provides a read and write function 
;for I/O Control strings to device drivers that allow IOCTL. 


code 


main 
start: 


segment ;define segment as code 
assume cs:code, ds:code ;COM file DS=cs 
org 100h :COM file start 
proc mmain procedure 
7; Start 


idisplay a message to the console 


lea dx, msgl j;banner 
call display ;console display 


;Determine if it is a Serial or a Parallel printer 


137 


Writing MS-DOS Device Drivers, Second Edition 





Listing 5-1: (cont.) 





ptype: lea 
call 
call 
cmp 
je 
cmp 
je 
lea 


ptypel: mov 


j;get the device 


dx,msg2 ;prompt for printer type 
display ;console display 

input ;get input character 
al,’P’ jis it a [P]arallel printer? 
ptypel yes ~- store it 

al,’s’ jis it a [Slerial printer? 
ptypel yyes - store it 

dx,msgq2e yerror message 

display ;console display 

ptype ;it’'s neither ~- go back 
buf,al store the ’P’ or ‘S‘ 


number: 1, 2, or 3 


;convert this to 0, 1, or 2 for use by the BIOS. 


pdev: lea 
call 
call 


perrl: lea 


;open PRN using 

fopen: mov 
mov 
lea 
int 
jc 
push 
lea 
call 
jmp 

openerr: lea 
jmp 


dx,msg3 ;prompt for device number 
display ;console display 

input iget input character 

aly 3! jis it greater than 3? 
perrl yyes - too large 

al,‘l1' jis it below 1? 

perrl ryes - too small 

al,30h rconvert ASCII to binary 
al subtract one for driver use 
buf+1,al ;store device number 

fopen 790 open PRN: file 

dx, msg2e incorrect selection message 
display ;console display 

pdev 7go back & try again 

file handle call 

al,2 read/write access 

ah, 3dh ;open file handle 

dx, file jaddress of filename 

21h ;DOS call 

openerr ;error (carry set)? 

ax ;save file handle 

ax, filemsg jyno error - tell user 
display console display 

doctl ;get IOCTL function 
dx,msg5 ;error message 

exit ;exit - problem in program 


rget function type: Write IOCTL or Read IoOcTL 


ioctl: lea 
call 
call 
cmp 
je 
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dax,msg4 ;Read or Write IOCTL 
display j;console display 
input ;get input character 
al,’R’ yis it [R] ead? 
ioread yes ~ process it 





| 


Listing 5-1: (cont.) 


cmp al,’W’ 
je lowrite 
lea ax,msg2e 
call display 
jmp doctl 
loread: mov al,2 
jmp doiectl 
iowrite:mov al,3 
doioctl:pop bx 
mov ah, 44h 
mov Ox, 2 
lea dx, buf 
int 21h 
je chkerr 
or al,30h 
mov msg6a,al 
mov al, buf+1 
or al,30h 
mov buf+i,al 
lea ax,msg6 
call display 
jmp exit 


check error from IOCTL call 


chkerr: cmp ax,1 

jne errl 

lea dx, emsgl 

jmp err 
errl: cmp ax,4 

jne err2 

lea dx, emsg2 

jmp err 
err2: emp ax,5 

jne err3 

lea dx, emsg3 

jmp err 
err3: emp ax,6 

jne err4 

lea dx, emsg4 

jmp err 
err4: emp ax, 0dh 

jne errs 

lea dx, emsg5 

jmp err 
errs: cmp ax,O0fh 

jne err6 


A Printer Device Driver 








jis it [W]rite? 
7yes - process it 
mmo - error message 
rconsole display 
j;try again 


reread IOCTL string from driver 
7process it 
jwrite IOCTL string to driver 


j;restore file handle to bx 
;service = IOCTL 

;count = 2 bytes 
saddress of buffer 

+DOS call 

yerror (carry set)? 
mmake count ASCII 
store count 

iget device unit number 
smake it ASCII 

store it back 

;display results 
7Console display 

;we are done! 


jinvalid function number? 
7no 

yes 

display & exit 

ino handle? 

jyno 

iyes 


access denied? 
jno 

yes 

display & exit 
invalid handle or not open? 
ino 

yes 

;display & exit 
sinvalid data? 
?7no 

ryes 

idisplay & exit 
rinvalid drive? 
7no 
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Listing 5-1: (cont.) 





erré: 
err: 


exit: 


display 


display 


input 


input 


msgl 
msg2 


msg2e 
msg3 
msg4 
msg5 
msg6 
pmsg6a 
buf 
msg? 
filemsg 
file 


emsgl 
emsg2 
emsg3 
emsg4 
emsg5 
emsg6 
emsg7 
main 

code 


lea 
jmp 
lea 
call 


lea 
call 
int 


proc 
mov 
int 
ret 
endp 


proc 
mov 
int 


dx,emsg6 yes 

err ;Gisplay & exit 

dx,emsg7 junknown error 

display ;display 

ax,msg7 ;goodbye message 

display ;console display 

20h pexit back to DOS 

near ;}display message on screen 
ah,9 ;service = display 

21h ;bOS call 


jreturn to caller 


near iget 1 character from the keyboard 
ah,1 service = keyboard input 
2th ;DOS call 


yreturn to caller 


i 


‘TOCTL PROGRAM’, Odh, 0Oah, ’$' 
Odh, Oah, ‘Select Printer type ’,0dh,0ah, 
' 1S" for serial or "P" for parallel :','$’ 
Odh, Oah, ‘bad selection - try again!’,0dh,0ah,‘$" 
Odh, Qah, Enter printer number [1,2,3] :$' 
Odh,0ah, ‘IOCTL type [W]rite or [R]ead :$! 
Odh,0ah, cannot open PRN!’,0dh,0ah,'$°‘ 
Odh, Oah, ‘IOCTL call OK’, 0dh,0ah,’ count transferred = 
0',0dh,Oah,’ IOCTL string = ', 
*s’,0h,0dh, Oah,'$’ 
‘Goodbye for now’, 0dh, 0ah, ‘$° 
Odh, 0ah, 
‘PRN’, Oh, 
‘ has been opened!',0d,0ah,’$’ 
Odh, Oah, ‘invalid function number’, 0dh, 0ah,'$' 
Odh, 0ah, ‘no file handle’, 0dh, 0ah, '$’ 
Odh, 0ah, ‘access denied’, 0dh, 0ah,’$’ 
Odh, Oah, ‘invalid handle or not open’, 0dh,0ah,'$' 
0dh, Oah, ’dnvalid data’ ,0dh,0ah,'$' 
Odh, Oah, ‘invalid drive number’, 0dh,0ah,'$’ 
Odh, Oah, ‘unknown error number’, 0dh, 0ah,’$’ 

jend of main procedure 

jend of code segment 
start i 


, 
, 
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Building and Using the IOCTL Program 


Use your favorite word processor to enter the text as shown in listing 5-1. Name 
the source file IOCTL. 

Running the IOCTL program requires that an S be entered to specify a serial 
interface or a P to specify a parallel interface. In addition, the number 1, 2, or 8 
must be entered to indicate which printer should be enabled. Any previously 
enabled printer will be disabled. The number 1, 2, or 8 is called the adapter 
number, and the 8 or P is called the adapter type. The IOCTL program will 
translate the printer numbers (1, 2, 3) to the required internal designations (0, 
1, 2). Here is a sample execution: 


Ceiectl 
IOCTL PROGRAM 


Select Printer type 

"S" for serial or "P" for parallel :S 
Enter printer number [1,2,3] :1 
PRN has been opened! 


IOCTL type [W]rite or [R]ead :W 
IOCTL call OK 

count transferred = 2 

IOCTL string s0 
Goodbye for now 


Note that the program does not automatically convert lower-case input to 
upper-case input. All keyboard input must be upper-case. 


BIOS Services for Serial and Parallel Adapters 


As was discussed in chapters 1 and 2, the BIOS routines for the serial and parallel 
adapters are found in the ROMs of IBM and IBM-compatible PCs. Programs can 
use either DOS services or BIOS services to access devices on the serial or the 
parallel adapters. Using the ROM BIOS routines means bypassing DOS and 
losing some of the extensive services available. However, using the ROM BIOS 
routines provides greater control over the device and faster response times. In 
addition, once a driver is installed, it becomes part of DOS; because DOS is not 
reentrant, the driver cannot call DOS and therefore cannot use those DOS 
services in any case. 

The ROM BIOS routines allow us to send data to the device, to check the 
status of the adapter, and, in the case of the serial adapter, to receive data (the 
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serial adapter may have a modem). The printer device driver uses the ROM BIOS 
routines for the serial and parallel adapters to access the serial and parallel 
printers. 

The specific BIOS interrupts we will be using are 14h, which controls the 
serial adapters, and 17h, which controls the parallel adapters. These two BIOS 
interrupts perform similar functions, but they have different register conven- 
tions. For both interrupts, all devices are numbered starting at 0. At the DOS 
level, these device numbers start at 1; therefore, the IOCTL program subtracts 
1 from the device number to get the BIOS device number. 

The functions provided by the serial adapter BIOS interrupt (14h) are shown 
in table 5-2. The printer device driver will use only two of the four functions 
provided by this BIOS service: the Transmit function (ah = 1) and the Get Status 
function (ah = 3). For more complete descriptions, refer to the DOS Programmer's 
Reference. 

The parallel port BIOS interrupt (17h) is shown in table 5-3. The printer 
device driver will use the Transmit function (ah = 0) and the Get Status function 
(ah = 2) of this interrupt. For further information, refer to chapter 2 and 
appendix B. 

In summary, the printer device driver will use only two services provided by 
the two BIOS interrupts; the Transmit Function and the Get Status function. 


Inside the Printer Device Driver 
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The printer device driver takes the same format as the console device driver in 
chapter 4. The overall framework for device drivers will not change, except for 
items that are specific to each device driver. In many cases, when you are creating 
a new driver, you can use the code from another driver with little modification. 

The first three sections are shown in listing 5-2. There are only two differ- 
ences between these sections and those in the console device driver. The first 
change is the name of the main procedure, which is now PRINTER. The second 
is within the assembler directives. We no longer need the strucs for commands 4 
(Input), 5 (Nondestructive Input), and 7 (Input Flush); these have been deleted. 
For the Printer Device Driver, we add the strucs for commands 3 (IOCTL Input), 
10 (Output Status), 12 (IOCTL Output), and 16 (Output Til Busy). We will use 
these strucs in the DOS command processing section. 


The Device Header 


The next section is the Device Header. Normally, this section sets the appropriate 
bits in the Attribute word to describe the type of driver this is and changes the 
name of the device driver to the new name. In this case, however, we have a 


| 
| 
| 
| 
| 
| 
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Register 
ah 


al 


dx 


Value Description 

0 Initialize serial port 
1 Transmit 1 character 
2 Receive 1 character 
3 Get serial port status 


Character received (ah = 2) or 
Character to transmit (ah = 1) 


Serial port to use (0 or 1) 


Status is returned in ax as follows: 





ah Bit 


If Set, Means 


Timeout has occurred 

Transmission shift register is empty 
Transmission buffer is empty 

A break has been detected 

A framing error has occurred 

A parity error has occurred 

An overrun has occurred 

Data is ready 


AT CNRS TR 


al Bit 


If Set, Means 





CrFNOROAOA~A 


Receive line signal has been detected 

Ring indicator has been detected 

Data set ready asserted 

Clear to send asserted 

A change has occurred in receive line signal 
A change has occurred in ring indicator 

A change has occurred in data set ready 

A change has occurred for clear to send 


AA iN Piney ret 


Table 5-2: The register set-up requirements for the serial adapter 
BIOS interrupt 14h. This interrupt provides both transmit and receive 
functions through the serial adapter. 
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il 





Register Value Description 
ah 0 transmit 1 character 
1 initialize parallel port 
2 get parallel port status 
al character to transmit (ah = 0) 
dx parallel port to use (0, 1, or 2) 


Status is returned in ah as follows: 


LT 


ah Bit If Set, Means 





7 printer is not busy 

6 parallel port acknowledge 
5 printer is out of paper 

4 parallel port selected 

3 an I/O error has occurred 
2-1 not used 

0 a timeout has occurred 


Table 5-3: The register set-up requirements for the parallel adapter 
BIOS interrupt 17h. This interrupt provides only transmit functions 
through the parallel adapter. 


decision to make with respect to the command functions that the printer device 
driver will support. . 

The decision to be made involves the DOS version with which we wish the 
printer device driver to work. With DOS versions 3.0 or higher, four additional 
device driver commands are available: 13 (Device Open), 14 (Device Close), 15 
(Removable Media), and 16 (Output Til Busy). For this driver, we would like the 
ability to use the Output Til Busy command. This requires the Attribute word to 
have the appropriate bit (13) set. Unfortunately, this is not acceptable for DOS 
versions 2.x. 

To allow you to experiment with the new DOS 3.0 driver calls, we present 
two versions of this driver, one with and one without code for the Output Til Busy 
command. Two different versions of the Device Header are provided; the first 
version will work for both versions of DOS and the second version will work only 
with DOS 3.0. Therefore, there will be two printer device drivers, differing only 
in the Device Header used. If you use the second Device Header, you will need to 
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ge 
Listing 5-2: The code for the first part of the printer device driver. Note that 
the main procedure is now called printer. Also note that the strucs have been 
changed to reflect the requirements of the printer device driver. 





RISE OI IO IOI OIGIICI IOI IOI ICR OIC IORIOICIOICI IOI RGR IO IO IOI II TOR FOI I IK IO 
? 


Pi This is a Printer Device Driver * 
3* Author: Robert S. Lai * 
3* Date: 15 November 1991 * 
7* Purpose: to replace the standard printer driver * 


ORCC CC CC CCI CCIC CCGG CICSICSICIRGCICCISICISISICICICIC ICICI ICT IC II IIE 


CCGG CI CCISCCCCICSICGCGGCCCCSCISIICICISICICICISICICIICSISICICCRIGICCCICICICI I II i Fir 


2 ASSEMBLER DIRECTIVES * 


[CCC CICCICISICICICICICCCCCIGGCCIGIICISIGIGIGCIOCGIIGISCICCICIICIICII GIGI II Ii ii i ii 


cseg segment para public ‘code’ 
printer proc far 
assume es:cseg, es:cseg, ds:cseg 


;Request Header structures 


xh struc jrequest header 
vrh_len db ? jlen of packet 
rh_unit db ? junit code 


} (block devices only) 


rh_cmd ab ? ;device @river command 
rh_status dw ? jreturned by device driver 
rh_res1 dd ? reserved 
rh_res2 dd ? reserved 
rh ends ; 
rho struc jInitialization (command 0) 
rho_rh db size rh dup (?) ;fixed portion 
rho0_nunits db ? jnumber of units 
; (block devices only) 
rh0_brk_ofs aw 2. ;offset address for break 
rh0_brk,_.seg dw ? segment address for break 
rh0_bpb_tbo dw ? ;offset address of pointer 
;to BPB. array 
rh0_bpb_tbs dw ? ;segment address of pointer 
;to BPB array 
rh0_drv_ltr db ? ;first available drive 
; (DOS 3+) (block only) 
rho ends ; 


;*** The following is a new struc *** 


ch3 struc ;IOCTL_INPUT (command 3) 
rh3_rh db size rh dup(?) ;fixed portion 
rh3_media db ? ;media descriptor from DPB 
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Listing 5-2: (cont.) 
rh3_buf_ofs aw ? ;otfset address of 

;data transfer area 
rvrh3_buf_seg dw ? ;segment address of 

j;data transfer area 
rh3_count dw jtransfer count 

7 (sectors for block) 

; (bytes for character) 
rh3_start dw 2, ;start sector number 

3 (block only) 
rh3 ends : 
rhs struc ;OUTPUT (command 8) 
vh8_orh db size rh dup(?) ;fixed portion 
rh8_media db ? ymedia descriptor from DPB 
rh8_buf_ofs aw ? ;offset address of 

;data transfer area 
rh8_buf_seg dw ? ;segment address of 

jdata transfer area 
xh8_count daw ? ;transfer count 

; (sectors for block) 

; (bytes for character) 
rh8_start dw ? ;start sector number 

; (block only) 
rhs ends i 
cho struc ;OUTPUT_VERIFY (command 9) 
rh9_rh db size rh dup(?) ;fixed portion 
rh9_media dip ? jmedia descriptor from DPB 
rh9_buf_ofs dw 2 ;offset address of 

jdata transfer area 
rh9_buf_seg dw ? ;segment address of 

jdata transfer area 
rh9_count dw ? jtransfer count 

; (sectors for block) 

; (bytes for character) 
rh9_start dw ? ;start sector number (block only) 
cho ends ; 


;*** The following is a new struc *** 


rh10 
rh10_len 
vhid_unit 


rhid_cmd 
rhid_status 
rhl0_resl 
rh10_res2 
rhlo 
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struc 
db 


wo 


wv 


;Output_ Status (command 10) 
rlen of packet 

sunit code 

; (block devices only) 
;device driver command 
;returned by device driver 
j;reserved 

jreserved 


| 
| 
| 
| 
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Listing 5-2: (cont.) 





;*** The following is a new struc *** 


chi2 

rhi2_rh 
rhl2_media 
rhi2_buf_ofs 
rhl2_buf_seg 


rhl2_ count 


rhl2_start 


rhi2 


:*** The following is a 


rhi6 

rvhié_rh 
vhl6_media 
rhl6_buf_ofs 
rhl6_buf_seg 
rh16_count 


rhl6 


dw 


ends 


struc 
db 
db 
dw 
dw 
dw 


ends 


size rh 
? 
? 


;IOCTL_OUTPUT (command 12) 
dup (?) ;fixed portion 
;media descriptor from DPB 
;offset address of 

idata transfer area 
7segment address of 

;data transfer area 
jtransfer count 

(sectors for block) 
(bytes for character) 
;start sector number 

i (block only) 


new struc *** 


size rh 
? 
? 


7OUTPUT_BUSY (command 16) 
dup (?) ;fixed portion 
imedia descriptor 
;offset address of 

idata transfer area 
;segment address of 
data transfer area 
ibyte count returned 
from device driver 


i 


;commands that do not have unique portions to the request header: 
INPUT_STATUS 


OUTPUT_STATUS 


i 
Z INPUT_FLUSH 
; 


OUTPUT_FLUSH 


OPEN 
CLOSE 


; 
} 
7 REMOVABLE 
‘ 


{command 
(command 
(command 
(command 
(command 
{command 
(command 


6) 

7) 

10) 
11) 
13) 
14) 
15) 


JIS SICIGGISIIICICISI SII CISIGIGI SI ICI ICICI ICI I ICICI III I ICICI I ICICI A A ACI IGE AEE Ye eae aca 
Bs MAIN PROCEDURE CODE 


7 FORCI RCRA TOI ICR IGOR IGRI IGOR IO ROR IG GIGI IO IOI IGG ICICI A IRCCS IO ACR Hea 


begin: 


* 
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DOS 

Device Driver Version Attribute Description 

DOS PRN: 2.0 8000h Character device 

DOS PRN: 3.0 8800h Character device 
(open/close/removable) 

DOS PRN: 3.1 a000h Character device 
(Output Til Busy) 

The Waite Group 2.0, 3.0 c000h Character device 
(supports IOCTL) 

The Waite Group 3.0 e000h Character device 
(supports IOCTL 
Output Til Busy) 


ED 


Table 5-4: The various Attribute words for the printer device drivers. 
Note that the printer device driver in this chapter will have two 
versions, one that works under DOS 2.0 and 3.0, and one that works 
only under DOS 3.0 or greater. 


have DOS 3.0 or greater. In chapter 10, you will see how to make a single version 
of the printer device driver that will adapt itself to either version of DOS without 
sacrificing features. 

Changes are made to the Attribute word in the Device Header to distinguish 
the two versions. Interestingly enough, DOS has redefined the Attribute word 
over the years. Both versions of the Waite Group printer device driver Attribute 
words are shown in table 5-4. The two Device Headers are shown in listing 5-3. 


Work Space for Our Device Driver 


The printer device driver retains the familiar variables rh_seg and rh_ofs, which 
hold the ES and BX registers that point to the Request Header that DOS passes 
to the device. In addition to these two variables, we declare two more variables. 
The first variable is device, which contains a value that indicates which type of 
adapter will be used; device will contain a 0 to use the parallel adapters anda 
1 to use the serial adapters. The second variable added is dev_num, which 
contains the number of the adapter to use. The range of values for this variable 
will be 0 to 2 for parallel adapters and 0 to 1 for serial adapters. This is shown 
in listing 5-4. 
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Listing 5-3: The two versions of the Device Header. The first version is for 
use in DOS versions 2.0 and 3.0. The second version is used with DOS version 
3.0 or greater. You will use only one of these Device Headers. 


tt tt rt 
ORI IR ROI IIR TOI ICI ICI TO IO II IIR IG IOI OI III IOI IOI IOI CR OR OR AOR RI Ka kOe 
i 


i DEVICE HEADER REQUIRED BY DOS 2 * 


tee ee ee ee ee ee ee ee ee ee ee 


next_dev dd -1 mmo other drivers following 
attribute dw 0c000h sohar, IOCTL 

strategy dw dev_strategy ;Strategy routine address 
interrupt dw dev_interrupt ;Interrupt routine address 
dev_name db ‘PRN s imame of our Console driver 


ORR IR I RRR III CR ICRI ISIC ICICI GIO IOIGIGOICIOICIO IG dak dea i a dee ae 


ries DEVICE HEADER REQUIRED BY DOS 3 OR GREATER * 


IORI RICO RIC IR III III CIRO RIGOR ICICI IOI GR IO ROHR ICI RGR ICICI ke ae ae 


next_dev dd -1 7no other drivers following 
attribute dw 0e000h ichar,IOCTL,output til busy 
strategy dw dev_strategy ;Strategy routine address 
interrupt dw dev_interrupt ;Interrupt routine address 
dev_name db ‘PRN ¥ iname of our Console driver 





The STRATEGY, INTERRUPT, and Local Procedures 


The STRATEGY and INTERRUPT procedures used in the console device driver 
do not change for the printer device driver. The TONE procedure has been 
removed from the console device driver, because there is no need for it. This is 
shown in listing 5-5. 


Listing 5-4: The declarations for the variables we will be using in the printer 
device driver. 

—_— $$ eee 
i ee ee ee ee eee ee ee ee eee ee eee 

i* WORK SPACE FOR THE DEVICE DRIVER * 


OIC IOI RGR IOR IGRI III ICICI IOI GIGI IOI GGG IGR IOI IGOR IRGC IC RO HG ICRC AC AGA Ike de ae 


rh_ofs dw ? ;offset address of the request header 
rhiseg dw 2. isegment address of the request header 
device db 0 ;O=parallel, l= serial 

dev_num db 0 30,1,2 depending on configuration 
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Listing 5-5: The code for the STRATEGY, INTERRUPT, and local procedures 


used by the printer device driver. 


DEI IAI IIIS RA ICI CSIC ICICI IIIT ICCC IIS SAAR ERE 


oe THE STRATEGY PROCEDURE i 
JOSE ISOS ISIS IIS IGSIIIGCCCE OCIA ICC ICICI I IIE SEHR A RK REA 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret jreturn to DOS 


DESIG ICICI SIG ICCC IGISISI TEC IGICISDIICIIFOEIIECCI CSIC IOI 


real THE INTERRUPT PROCEDURE if 
JRE GI SCOR GSTS ICI OCSISSTIGIICIOGIICOIISIOG CII I RIS AIK EAS 


;device interrupt handler - 2nd call from DOS 


dev_interrupt: 


cld j;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push Cx 

push dx 

push ai 

push si 

mov ax,cs:rh_seg ;restore ES as saved by STRATEGY call 
mov es,ax : 

mov bx,cs:rh_ofs jrestore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd ;get request header command 

rol al,1 ;times 2 for index into word table 
lea di, cmdtab ;function (command) table address 
mov ah,0 j;clear hi order 

add di,ax ;add the index to start of table 
jmp word ptr{di] ;jump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_CHECK ; media check (block only) 
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Listing 5-5: (cont.) 





aw GET_BPB ; build bpb 

dw TOCTL_INPUT ; loctl in 

dw INPUT } input (read) 

dw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 

dw INPUT_FLUSH ;*input flush 

dw OUTPUT ; Output (write) 

dw OUTPUT_VERIFY + Output (write) with verify 
dw OUTPUT _STATUS 7*output status 

dw OUTPUT__FLUSH ;*output flush 

dw TOCTL_OUT ; doctl output 

dw OPEN ;} device open 

dw CLOSE ; device close 

dw REMOVABLE ; removable media 

dw OUTPUT_BUSY 7*output til busy 


DORIC ICICI ICI GIO ICIGIICI IOI IGRI RGICICK ROR RGGI IC RGR GIORGI GIGS ICICI ICICI HRC IC CAT HO ke e 
; 


YOUR LOCAL PROCEDURES bd 


ORCI IO ROI IC ICICI IOI IOICI ICICI OIG ICR GR CII IOISR OIC ICR IOI OR IO IOI RR IO i eke 
i 





DOS Command Processing 


Of the 21 commands for DOS version 5.0 device drivers, only a few will actually 
be implemented for a particular device driver. The printer device driver will 
implement commands 0 (Initialization), 3 IOCTL Input), 8 (Output), 9 (Output 
With Verify), 10 (Output Status), 12 IOCTL Output), and 16 (Output Til Busy). 

The rest of the commands require the printer device driver to return in the 
Status word either the BUSY or the ERROR bit set in addition to the DONE bit. 
Table 5-5 shows the Status word bits set for commands that are not applicable 
in our Printer Device Driver. 

The code for the commands listed in table 5-5 that are not used by our Printer 
Device Driver (those marked “” in table 5-5) is shown in listing 5-6. 

The code needed to implement the new device driver commands, such as 
IOCTL Input, IOCTL Output, Output, Output With Verify, Output Til Busy, and 
Initialization, is presented in the next sections. 


Command 0—Initialization The Initialization command does not change 
much. The driver calls the initial procedure to display a banner and information 
about the serial and parallel adapters. You will see more of this procedure in a 
later section of this chapter. Again, the driver destroys the space occupied by the 
Initialization procedure, and the driver specifies this. The memory used is 
returned to DOS. The Break Address, which signals the last memory location 


151 


Writing MS-DOS Device Drivers, Second Edition 


152 


er TS 





Number Command Description Status Bits Set 
0 Initialization sd 
1 Media Check DONE 
2 Build BPB DONE 
3 IOCTL Input ae 
4 Input bala 
5 Nondestructive Input BUSY 
6 Input Status DONE 
7 Input Flush DONE 
8 Output we 
9 Output With Verify ae 
10 Output Status am 
11 Output Flush DONE 
12 IOCTL Output am 
18 Device Open DONE 
14 Device Close DONE 
15 Removable Media ERROR 
16 Output Til Busy i 
ae The printer driver performs some processing for these 


commands. The Status word setting will depend on the 
outcome of the processing. The balance of unused commands 
will jump to DONE or UNKNOWN. 


ee TL 


Table 5-5: The Status word bit setting for those commands that have 
no meaning in our Printer Device Driver. 


that the printer device driver uses, is returned to DOS. Recall that the Break 
Address is used to tell DOS where the next available location is following the 
printer device driver. This is shown in listing 5-7. 


Command 3—IOCTLInput The IOCTL Input command instructs the 
printer device driver to return to the calling program an I/O Control string. As 
was discussed earlier, the IOCTL data is two bytes in length, with the first byte 
indicating the printer adapter type and the second byte indicating the adapter 
number. 

Listing 5-8 shows that the address of the data transfer area is contained in 
rh3_buf_seg and rh3_buf_ofs and is used to store two protocol bytes received by 


A Printer Device Driver 





Listing 5-6: The code for commands that have no meaning in the printer 
device driver. 





RRR RR AR RRR AR RRR ARR RCRA CRT ROR ROR CR I OI AR Ok 


i* DOS COMMAND PROCESSING FOR UNUSED COMMAND * 


FOR ICR ICR CIC CR ICR IOI TORII ICI GI GGIGI GRO IGRI GR GIO IGRI IOI ICRI RCH A He Hoe 





;command 1 
Media_Check: 


Media_Check 


jmp done ;set done bit and exit 
;command 2 Get_.BPB 
Get_BPB: 
jmp done yset done bit and exit 
;command 4 Input. 
Input +: 
jmp done ;set done bit and exit 
| ycommand 5 ND_Input 
ND_Input : 
| jmp busy ;set busy bit and exit 
| ;command 6 Input. Status 
| Input_Status: 
| jmp done ;set done bit and exit 
;command 7 Input_Flush 
Tnput_Flush: 
jmp done 7set done bit and exit 
7command 11 Output_Flush 
OutputFlush: 
jmp done iset done bit and exit 
rcommang 13 Open 
| Open: 
i jmp done set done bit and exit 
;command 14 Close 





| 
| 


Close: 
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Listing 5-6: (cont.) 








jmp done set done bit and exit 
;command 15 Removable 
Removable: 

jmp unknown rset error bit/code and exit 





the driver. The variable device is checked with a compare (cmp) instruction to 
determine whether the lower byte specifies a parallel adapter (value is 0) or a 
serial one (value is 1); the driver stores a ‘P’ or an ‘S’ in the data transfer area. 
This value is subsequently returned to the IOCTL program. Similarly, the driver 
returns the variable dev_num, which contains the adapter number. 

Before the driver exits and sets the DONE bit of the Status word, the ES 
and BX registers, which were used to store our IOCTL information, are restored. 


Command 8—-Output This command is the heart of the printer device driver. 
Data sent to PRN: to be printed by a program calling our driver is processed in 
this section. Each character is output to the selected printer one byte at a time. 
See listing 5-9. Note that this is not related to [OCTL Output, but deals with data 
to be printed. 

The initial part of the Output procedure sets up the various registers used 
to retrieve data from the DOS buffer pointed to by the address contained in 
rh8_buf_seg and rh9_buf_ofs. This particular buffer was defined in the struc 
section and will be the output buffer. 


Listing 5-7: The Initialization command processing. We call the initial 
procedure to display information about the printer device driver. Then we 
return the Break Address to DOS. 


command 0 Initialization 
Initialization: 
call initial j;display message 
lea ax,initial jset Break Addr, at initial 
mov es: (bx].rh0_brk_ofs,ax ;store offset address 
mov es: (bx].rhO_brk_seg,cs ;store segment address 
jmp done ;set done status and exit 
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Listing 5-8: The code for the IOCTL Input command. This command instructs 
the printer device driver to return an IOCTL string. 





scommand 3 TOCcTL_Input 
TocTh_Input: 
mov di,es: [bx] .rh3buf_ofs ;get buffer offset 
mov ax,es:[bx].rh3_buf.seg ;get buffer 
mov es,ax 7; segment to es 
cmp cs;:device,0 jis it currently parallel? 
jne iniol jno - check for serial 
mov al,‘P’ iyes - ASCII P 
jmp inioctl Store it 
iniol: mov al,'s' iassume [S]erial 
inioctl:mov es:(di],al ;Store printer type 
ine di. next location 
mov al,cs:dev_num iget device number 
mov es:[di},al store it 
mov cx, cs:rh seg ;restore request header 
mov es, cx 7; segment to es 
mov bx,cs:rh_ofs 7same for offset 
jmp done iset done bit and exit 





The program then determines the printer adapter number and the printer 
adapter type. Based on the value for the printer adapter, contained in the variable 
device, the program branches to either the parallel or the serial output routines. 

The section of the driver labeled pout outputs data using the parallel 
adapter BIOS interrupt 17h. The basic loop checks the status of the parallel 
adapter (ah = 2) before transmitting 1 character (ah = 0), Normally, we do not 
need to check the status before sending a character. DOS issues an Output Status 
(command 10) and checks to see if the printer device driver is ready to output 
more characters. If so, DOS will call the printer device driver with an Output 
command. 

A status check is performed by the printer device driver for two reasons. 
First, some programs bypass the DOS printer device driver by issuing interrupt 
17h calls directly. This can cause the printer to become busy when our Printer 
Device Driver attempts to write to it. The printer device driver then waits, 
unnecessarily, until the device is no longer busy. The status check code detects 
the possibility of this condition. Instead of having the printer device driver wait 
until the printer is ready, we will detect the fact that the device is busy, and 
return a busy indication to DOS. This allows DOS to check the status (through 
an Output Status command) and when the device is not busy, resend the 
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Listing 5-9: The code for the printer driver output command. The code 
determines the adapter type and number and branches to the appropriate 
serial or parallel output routines. 


;command 8 Output 
Output: 
mov cx,es: [bx] .rh8_count pload output count 
mov di,es:[bx].rh8_buf_ofs ;load offset address 
mov ax,es: [bx] .rh8_buf_seg ;load segment address 
mov es,ax 7; into es 
mov dl,cs:dev_num jload printer # 
mov dh,0 ;clear hi-order DX 
mov bx, 0 ;set current count to 0 


;check for device type 


cmp cs:device,0 ;to parallel device? 
je pout 7yes 
jmp sout no - assume serial 


;process output to parallel printer 


pout: cmp bx, cx jis current = output? 
je pout2 ryes - we are done 
mov al,es: [di] jget output character 
ine di. ypoint to next byte 
mov ah,2 jservice = status check 
int 17h ;Printer BIOS call 
test ah, 80h snot busy (=1)? 
jne poutl yyes - continue 
jmp pout3 jno - exit with error 
poutl: mov ah,0 ;service = print 
int 17h ;Printer BIOS call 
test ah, 9h 31/0 error or Timeout? 
jne perr1 yyes 
inc bx jimerement current count 
jmp pout 3go back for more 


iprocess printer errors 


pout2: mov ax,0 jno error 
jmp load_status pload status & exit 

pout3: mov ax, 8002h jset error bit & ‘not ready’ 
jmp load_status jload status & exit 

perri: test ah,1 ;Timeout? 
jz perr2 jno - go to next test 
mov ax, 8002h jset error bit & not ready 
jmp load_status ;go to cleanup 

perr2: test ah,8 31/0 Error? 
jz perr3 jno - go to next test 
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Listin 5-9: (cont.) 





mov ax, 800ah 

jmp load_status 
perr3: test ah, 20h 

jz perr4 

mov ax,8009h 

jmp load_status 
perr4: mov ax, 800ch 

jmp load_status 


;process output to serial printer 


sout: cmp bx, cx 
je sout2 
mov ah,3 
int 14h 
test ah, 20h 
jnz stl 
jmp sout3 
stl: test al,20h 
jnz soutl 
jmp sout3 
soutl: mov al,es: (di] 
ine ai 
mov ah,1 
int 14h 
test ah, 80h 
jnz sout3 
ine bx 
jmp sout 
sout2: mov ax,0 
jmp load_status 
sout3: mov ax,800ah 
jmp load_status 


iset error bit & Write Fault 

7go to cleanup 

7No Paper (printer off)? 

ino - go to last step 

7set error bit & No Paper 

7go to cleanup 

iset error bit & General Failure 
790 to cleanup 


jis current = request count? 
yyes - set status & exit 
service = status check 
7RS232 BIOS call 

ixfer hold register empty? 
iyes (implies not busy) 

;no ~ set error & exit 

jis data set ready =1? 

yes (implies not busy) 

wno - set error & exit 

iget output character 
;inerement for next char 
;service = transmit 1 char 
7RS232 BIOS call 

;transmit error? 

yes - set error & exit 

7no ~ increment output count 
90 back for more 


imo errors - we are done 
jload status word & exit 

set error bit & ‘write fault’ 
set status word & exit 


eee 


character to the printer device driver for printing. Thus, we prevent a “hung” 
situation, which occurs when the printer is too busy to accept more characters. 
The second, perhaps more convoluted, reason for a status check is that the 
same output code can then be used for the Output Til Busy command. Ifthe driver 
uses the same code for processing the Output Til Busy command but does not 
have the status check code, the driver can wait endlessly for the printer to free 
up when passing a stream of characters. In short, the status check is doubly 
justified when the Output Til Busy command shares the same code as the Output 
command; the chance of the printer being busy is greatly increased if the driver 
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sends a block of characters to be printed. In either case, the status check code is 
important in minimizing the time spent by the driver waiting for the printer to 
be free. 

The driver section labeled pout2 checks for errors that occur in the status 
check and the output sections for the parallel adapter. If an error arises, the 
program sets the ERROR bit and stores an appropriate error number in the status 
word before exiting. 

The section labeled sout transmits print data through the serial adapter 
interface using interrupt 14h. The code first checks the status to ensure that the 
serial adapter and the printer are ready to receive a character from the printer 
device driver. If there are any errors, the driver will exit with a write fault error. 
DOS does not distinguish among the different error conditions returned from the 
serial adapter; the write fault error is intended to represent all such errors. 

A status check is performed before a character is transmitted to the serial 
adapter for the same reasons as described for the parallel adapter output. Any 
busy conditions are returned to DOS, and DOS keeps checking, waiting until the 
printer is ready before resending the character to the printer device driver. This 
code is also used to process the Output Til Busy command. 

The Output command code is shown in listing 5-9. 


Command 9—Output With Verify The Output With Verify command is 
called from DOS when print output is desired and the command-level switch 
VERIFY is set ON. This command is the same as an Output command and is 
processed by jumping to the Output routine. The code for this command is shown 
below: 


;command 9 Output_Verify 
Output_Verify: 


jmp output j;same as output 


Command 10—Output Status The Output Status command is sent to the 
printer device driver whenever DOS is about to send an Output command to print 
data. DOS needs to know the status of the output device before it sends an Output 
command to the device driver. (From an efficiency viewpoint, it is better to let 
DOS check and wait for a ready indication than it is for the device driver to keep 
checking.) This is particularly true if DOS has other work to perform; it could not 
do so if the device driver was in a loop waiting for a device to become ready to 
accept data. DOS can also retry an operation several times before displaying an 
error message on the console. 

The Output Status routine determines the adapter type and number before 
issuing an appropriate BIOS status check interrupt. The DOS BUSY bit is set in 
the Status word if the device is not ready. Note that the parallel adapter status 
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bit returned by the BIOS call is reversed in meaning from the BUSY bit in the 
device driver’s Status word, When interrupt 17h returns bit 7 in the ah register, 
the device is not busy. Therefore, if this bit is set we do not set the BUSY bit of 
the Status word. The code for this command is illustrated in listing 5-10. 








Listing 5-10: The code for processing the Output Status command. The driver 
sets the BUSY bit of the Status word if the device is not ready for more 
output. 





;command 10 Output_Status 
Output_Status: 


The DOS BUSY bit of the status word is set to indicate to DOS 
that DOS should wait. If BUSY is not set (eg DONE bit only), 
this means that device is ready for more output. 


;determine device type and unit number 
mov dl,cs:dev_num jload printer # 
mov dh, 0 ;clear hi-order DX 


icheck for device type 


cmp cs:device, 0 ;to parallel device? 
je pstatus yes 
jmp sstatus 7no - assume serial 


jget status from parallel device 
; if bit 7 in ah is set this means device is not busy 
3 80 we do not set BUSY in status word. 


pstatus: 
mov ah, 2 service = status check 
int 17h Printer BIOS call 
test ah,80h ynot busy or other? 
jne pstatl yes 
jmp busy ino (not busy) - set BUSY! 
pstatl: test ah, 9h 7I/O Error or Timeout? 
jz pstat2 mo ~ exit with BUSY not set! 
mov es: (bx].rh_status,8009h ;set error bit & 'No Paper! 
pstat2: jmp done ;set done bit and exit 
iget serial printer status 
sstatus: 
mov ah,3 service = status check 
int 14h 7RS232 BIOS call 
test ah,20h ixfer hold register empty? 
32 sstat 7no - set BUSY! 
test al,20h idata set ready? 
Jz sstat no ~ set BUSY! 
jmp done device is ready! 
sstat: jmp busy device is not ready! 
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Command 12-—IOCTL Output The IOCTL Output command is sent to the 
printer device driver whenever a program issues a 44h service call to DOS via 
interrupt 21h with a Write Request operation (al = 3). This command is processed 
by inspecting the data buffer specified by DOS in the address rh12_buf_seg and 
rh12_buf_ofs. 

‘As defined earlier in this chapter, the IOCTL data used by both the device 
driver and the program issuing an IOCTL service follows a set format. It has two 
bytes, the first of which is a P or an S which indicates the parallel or the serial 
adapter, and the second of which is the adapter number (0-2). 

The IOCTL Output section of code converts the adapter ASCII letter P toa 
0 for a parallel adapter and the S to a 1 for the serial adapter. This value is stored 
in the variable device. Similarly, the second byte in the data buffer is saved in 
the variable dev_num. 

If the first byte in the data buffer is not a P or an S, the driver returns to 
DOS with an error. Otherwise, the driver sets the DONE bit of the Status word 
and exits. The code for this command is shown in listing 5-11. 


Command 16—Output Til Busy The Output Til Busy command, which is 
valid only when DOS 3.0 or greater is used, is sent to the printer device driver 
when it is desirable to send an entire buffer of characters to the printer rather 
than one character at a time. The command sends data until the printer device 
is busy and cannot accept any more. It finds out when the printer is busy by 
checking the printer’s status before sending out each character. This speeds 
processing, because DOS normally calls the printer device driver each time there 
is a character to be printed. 

Most printers today have an internal RAM buffer that holds many charac- 
ters and that acts as a temporary storage area to moderate between the relatively 
fast speeds of transferring data to the printer and the slower speeds of printing 
characters. The Output Til Busy command uses this feature of printers to fill up 
the buffer in one shot before returning to DOS with a busy indication. 

The Output Til Busy command is processed by the Output command code. 
The Output command section sends characters to the printer until either the 
count of output characters is exhausted or the status check code indicates the 
printer is busy. If the printer returns a busy status, the driver returns to DOS 
with the Status word set and the number of characters transferred. The code for 
processing the Output Til Busy command is simply ajump to the Output routine. 


Error Exit This section sets the Error bit of the Status word, sets the error 
number, and then exits. This code has not changed from the previous chapter’s 
driver and is shown in the listing of the complete printer device driver at the end 
of this chapter. 
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Listing 5-11: The processing for the IOCTL Output command. The driver 
converts and stores the adapter type and number. 





;command 12 TocTL_Out 
TOCTL_Out: 
mov ex,es: [bx] .rh12_count jload output count 
mov di,es: [bx].rhl2_buf_ofs ;load offset address 
mov ax,es: [bx] .rhl2_buf_seg ;load segment address 
mov es,ax ; into es 
mov al,es: [di] ipickup Device 
cmp al,’P’ jis it parallel? 
jne TOCTL1 ;no - test for serial 
mov cs:device,0 ryes - move 0 
jmp IOCTL2 jmow get device number 
IOCTL1: cmp al,‘s' jis it serial? 
jne IOCTL3 ino - wrong IOCTL data 
mov cs:device,1 ryes - move 1 
IOCTL2: inc ai mext character 
mov al,es:di iPickup device number 
mov ¢es:dev_num,al ;store it 
mov ax,0 ;no error 
jmp TOCTL4 jload status & exit 
IOCTL3: mov ax, 8003h inot P or S ~ error 
IOCTL4: mov cx,cs:rh_seg ivestore request header 
mov es,cx ; segment to es 
mov bx,cs:rh_ofs ;restore offset also 
mov es: [bx] .rh_status,ax return status 
jmp done rset’ done bit and exit 


-_ 


Common Exit This section completes the Output command processing by 
restoring the ES and BX registers and returning the error code and the number 
of bytes transferred to the printer adapter. 

The BUSY bit is set if needed. For the printer device driver, this bit needs 
to be set if the Output Status command processing code finds the printer busy. 
Lastly, the DONE bit of the Status word is set before returning to DOS. Listing 
5-12 illustrates the code required by the Common Exit routines. 


End of Program We finally have reached the end of the printer device driver! 
The driver simply displays a banner indicating the number of serial and parallel 
adapters that the printer device driver will support. The Equipment Check 
interrupt (11h) is used to return the number of serial and parallel adapters 
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Listing 5-12: The Common Exit processing. The Output command results are 
processed at the label load_status. 





ROCESS ICIS IIS IEES IIE SC IIR EERIE EI ERNE SE 


we COMMON EXIT * 


JOSE SOC SEIS ES III ICSE ISOC ECIOTSGEISCE ISTIC IIE SERIE EIA 
load_status: 


mov ex,cs:rh_seg prestore request header 
mov es,cx ; segment to es 
mov cx,cs:rh_ofs jrestore offset also 
xchg bx, cx ;switch them 
mov es: [bx]. rh_status,ax ;return status 
mov es: [bx] .rh8_count, cx return output count 
jmp done set done bit and exit 
busy: or es: [bx].rh_status,0200h ;set busy bit 
done: or es: (bx].rh_status,0100h ;set done 
pop si restore all registers 
pop di 
pop dx 
pop cx 
pop bx 
pop ax 
pop es 
pop ds 
ret yreturn to DOS 


i 


supported by the PC. Because the driver cannot tell if printers are attached to 
these adapters, it only indicates what adapters are present. 

The initial procedure is executed only once by the Initialization command, 
so the routine is placed at the end of the device driver instead of in the section 
called “Local Procedures.” This is done so that DOS can reuse these memory 
locations once the Initialization phase is complete. Listing 5-18 shows the code 
for the End of Program processing. 


Building the Printer Device Driver 


To build the printer device driver discussed in this chapter, use a word processor 
to enter the text shown in listing 5-14, which is the complete listing of the printer 
device driver. Name the text file printer.asm. 
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Listing 5-13: The code required for the End of Program processing. The 
initial procedure is placed at the end of the Printer Device Driver so that we 
can tell DOS to overwrite it. We do this by specifying the Break Address at 
the initial procedure. 





I RRO IIR ICR RII II ICICI CTI ICI IC ICCC TOR IOI IC TORR ORG ROR ROI 


ze END OF PROGRAM is 


FORCE OIG IGRI ROR II ICICI ICA HOI HOI I IC: 


this procedure is called from the Initialization command and 

ris executed only once. We tell DOS that the next available 
memory location (Break Address) is here. This allows DOS to over 
iwrite this code; we save space. 


initial proc 
int 
push 
mov. 
shr 
and 
add 
mov 
pop 
mov. 
shr 
and 
add 
mov 
lea 
mov 
int 
ret 
initial endp 
msg db 
db 
msgib db 
msgle dip 


printer endp 
cseg ends 
end 


near idisplay message on console 
Lih ;equipment check 

ax isave for parallel calculation 
c1,9 ishift count 

ax,cl iget serial ports 

al,7 ikeep 3 right bits 


al,30h j;make it an ASCII number 
msgic,al;store it 


ax ixestore for parallel calculation 
c1,14 ishift count 

ax,cl iget parallel ports 

al,3 jkeep 2 right bits 


al,30h ;make it an ASCII number 
msglib,al;store it 
dx,msgl ;message to be displayed 
ah,9 ;display 
21h ;DOS call 

ireturn to caller 


‘The Waite Group Printer Driver’ ,0dh,0ah, 
' supporting’, 0dh,0ah,’ ’, 

‘0 parallel printers’,0dh,0ah,' ', 

‘0 serial printers’, 0dh, 0ah,'$’ 


jend of printer procedure 
send of cseg segment 
begin send of program 





Remember to use the Device Header that matches the version of DOS being 
used, Then assemble, link, and convert the driver to a .COM format. To install 
the driver, build a CONFIG.SYS file, specifying the printer device driver file in 
a device= command. 
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Listing 5-14: The complete listing for the printer device driver. 





page 60,132 
title A Printer Device Driver 


PSG IS IIIS ICICI I ICICI I TGCS IIS RI SII III I SOIR R RARER AIRES EEE 


pe This is a Printer Device Driver * 
i* Author: Robert S. Lai * 
1 Date: 15 November 1991 * 
id Purpose: to replace the standard printer driver 5 


TORII IOI ROI III GIGI GIG GIS CIGAR IGIICR RI ICRC ICTR A 


CORIO III ICICI IGRI IGG GR ICCC R GR IGG I CA AOI T CIR ICICI OR AOI T GI Fa 


ine ASSEMBLER DIRECTIVES * 


JOSIE IEEIS SI TSEISIOISISISI ICI IEEIGIIOSIOGISIGRCCIOTCSCCC ICI IRIE E ES 


cseg segment para public ‘code’ 
printer proc far 
assume ces:cseg, es:cseg, ds:cseg 


;Request Header structures 


rh struc j;request header 
rh_len db ? jlen of packet 
rhounit db ? junit code 


; (block devices only) 


rh_cemd dbp 2. ;device driver command 
rh_status dw 2: ;returned by device driver 
rh_resl dd ? j;reserved 
rh_res2 ad e jreserved 
rh ends i 
rho struc jInitialization (command 0) 
rh0O_rh dip size rh dup (?) ;fixed portion 
rhO_nunits db ? jnumber of units 
; (block devices only) 
rh0_brk_ofs dw ? ;offset address for break 
rh0_brk_seg aw ? ;segment address for break 
rho_bpb_tbo dw ? j;offset address of pointer 
;to BPB array 
rho0_bpb_tbs dw ie ;segment address of pointer 
;to BPB array 
rh0_drv_ltr db ? ;first available drive 
; (DOS 3+) (block only) 
rho ends ‘3 


7*** The following is a new struc aa 


rh3 struc ;IOCTL_INPUT (command 3) 
rh3_rh db size rh dup(?) ;fixed portion 
rh3_media db ? jmedia descriptor from DPB 
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Listing 5-14: (eont.) 


tt 


rh3_buf_ofs 
rh3_buf_seg 


rh3_count 


rh3_start 
rh3 

rhs 

rhé_rh 
vh8_media 
rh8_buf_ofs 
rh8_buf_seg 


rh8_count 


rh8_start 
rh8 

xvho 

rh9_rh 
vh9_media 
rvh9_buf_ofs 
rh9_buf_seg 
rh9_count 


rvh9_start 
chg 


i*** The following is a 


rho 
rh10_len 
rhl0_unit 


rhl0_cmd 
rhi0d_status 
rhl0_res1 
rhi0_res2 
rh1o 


dw 


dw 


dw 


dw 
ends 


. 


size rh 


size rh 
? 


? 


? 
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soffset address of 
jdata transfer area 
rsegment address of 
idata transfer area 
itransfer count 

i (sectors for block) 
(bytes for character) 
7Start sector number 

i (block only) 


;OUTPUT (command 8} 
dup(?) ;fixed portion 
media descriptor from DPB 
;offset address of 
data transfer area 
;segment address of 
idata transfer area 
transfer count 
(sectors for block) 
(bytes for character) 
start sector number 

3 (block only) 


i 


;OUTPUT_VERIFY (command 9) 
dup(?) ;f£ixed portion 
imedia descriptor from DPB 
offset address of 

;data transfer area 
;segment address of 

jdata transfer area 
jtransfer count 

;(sectors for block) 
(bytes for character) 
start sector number (block only) 


new struc *** 


wy 


wv 


;Output_Status (command 10) 
slen of packet 

unit code 

i({block devices only) 
idevice driver command 
returned by device driver 
jreserved 

;reserved 


: 
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Listing 5-14: (cont.) 


eee ei Lt 


;*** The following is a new struc *** 


rhi2 struc ;IOCTL_OUTPUT (command 12) 
rhi2_rh db size rh dup(?) ;fixed portion 
xhl2_media db 2. ymedia descriptor from DPB 
rh12_buf_ofs daw ? ;offset address of 

;data transfer area 
rhi12_buf_seg dw ? ;segment address of 

;data transfer area 
rh12_count dw ? j;transfer count 


(sectors for block) 
;(bytes for character) 
rhi2_start aw ? ;start sector number 
} (block only) 
rhl2 ends ? 


;*** The following is a new struc eee 


rhi6 struc ;OUTPUT_BUSY (command 16) 
rhl6_rh db size rh dup (?) ;fixed portion 
rhi6_media db 2 jmedia descriptor 
rh16_buf_ofs daw ? ;offset address of 

j;data transfer area 
rh16_buf_seg dw i ;segment address of 

jdata transfer area 
rhi6_count dw ? ;byte count returned 


;from device driver 
rhi6 ends } 


commands that do not have unique portions to the request header: 
A INPUT_STATUS (command 6) 
3 


INPUT_FLUSH (command 7) 
; OUTPUT_STATUS (command 10) 
} OUTPUT_FLUSH (command 11 
; OPEN (command 13) 
H CLOSE (command 14) 
; REMOVABLE (command 15) 


POSSESS ISIS ESI SII IIIS IOP E TSE S IIIS ISS 
2 MAIN PROCEDURE CODE * 


TIO IORI IEICE GIOI IS ORIGGICIGIDIOISIIGICICICICIDIC ICICI IC TORIC SO RIOR AA 


begin: 
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Listing 5-14: (cont.) 


i 
DORR RO ICI I IR III I OIEI RII I III ICRI III II IOI ICICI IETHER a a at 
| 








i* DEVICE HEADER REQUIRED BY DOS 3 OR GREATER ‘3 


i 
ROCIO RRR TC ROI IR FOR TOI TOI TOR IO IOI ICR III IOI IORI TOR ROR RR IG a BOR He 
i 





next_dev dd -1 imo other drivers following 

attribute dw 0e000h ;char,IOCTL, output til busy 
| strategy dw dev_strategy ;Strategy routine address i 
| interrupt dw dev_interrupt ;Interrupt routine address : 
i i 


' dev_name db ’PRN yname of our Console driver / 


FRR TR II IIR IR ICR IIR TOR ICICI IO IOI IOI IOI OIG IO OIG IORI IO IO ICR Rf ke He 


| pal WORK SPACE FOR THE DEVICE DRIVER im | 


ORCI RFRA RTI ACR RR TOC R GI TOI OR IIHR IGRI ICR HOR IOI HOI RII IC ROR ak 


if vh_ofs dw ? ;offset address of the request header 
| rh_seg dw ? segment address of the request header 
i 
i device db 0 ;O=parallel, l= serial 
dev.num db 0 70,1,2 depending on configuration 


ORO ICI RIGO ROR ICICI IGRI OIA GIGI IOISI CRG IC FOICICICI CAC A ACH de kee 


| i* THE STRATEGY PROCEDURE * 


FORGO IGIOR CR RIOR GIGI AIO ROR OO ICR OK GICIGIGIGICI GI III GIGI I IORI TICS AOI ACIS ae ak kee 


| 

| dev_strategy: mov cs:rh_seg,es ;Save the segment address 
{ 

| ret ireturn to DOS 


| 
| 
mov cs:rh_ofs,bx isave the offset address | 
| 
1 


FOR CR CIC RCI RGR ICRA CR CR IIRC RCI ICICI III ICICI GIOIA GIOIA I ICICI OI I AGIA ORR a teak 


eu THE INTERRUPT PROCEDURE * 


IOC CIC CICIOI GIGI ROI ICICI CI RCI ICICI GIGI OI SII CI SIO CR IGIOIGICI GIGI OI ICICI ICI CICIOI II ICICI ACR I ROH ae 


iGevice interrupt handler - 2nd call from pos 


dev_interrupt: 








cld Save machine state on entry 
push ds | 
push es | 
| push ax 
i push bx 
push cx i 
push ax 
push di | 
push si | 
| mov ax,cs:rh_seg ivestore ES as saved by STRATEGY call | 
mov es ,ax ; ! 
mov bx, cs:rh_ofs irestore BX as saved by STRATEGY call 
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Listing 5-14: (cont.) 


alate 


:jump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd ;get request header command 

rol al,i ;times 2 for index into word table 
lea dai,cmdtab ;function (command) table address 
mov ah,0 ;clear hi order 

add ai, ax add the index to start of table 
jmp word ptr{di] jjump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
address corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_CHECK ; media check (block only) 
dw GET_BPB ; build bpb 
dw IOCTL_INPUT ; ioctl in 
dw INPUT ; input (read) 
aw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 
dw INPUT_FLUSH ;*input flush 
dw OUTPUT ; output (write) 
dw OUTPUT_VERIFY ; output (write) with verify 
dw QUTPUT_STATUS ;*output status 
dw OUTPUT_FLUSH ;*output flush 
dw LOCcTL_OUT ; ioctl output 
dw OPEN ; @evice open 
aw CLOSE ; device close 
dw REMOVABLE ; removable media 
dw QUTPUT_BUSY ;*output til busy 


SESS SS SSIES EIISISISSIARIERFISSIIRISKISRISFIGRRIFRBBRBGGRRFGFAREAE SESS 


bad YOUR LOCAL PROCEDURES * 


ESO SE ISIS RIISOGGISIISSISISRTEISIIISRI SCRE GEESE IIIS IIIS SSS SEES SS 


POSS S OSS SITSIISISSI ISIS REISS SIS ARIAIRRIFRBBIGBGRERGGRRAREAA EES: 


xl DOS COMMAND PROCESSING * 


"EEG III GIGS III ISSO AGGIE ISI GIOISIOIGIISIGISIIOISI ICICI II CII III IF 
i 


;command 0 Initialization 
Initialization: 
eall initial ;display message 
lea ax, initial jset Break Addr. at initial 
mov es: (bx].rh0_brk_ofs,ax ;store offset address 
mov es:(bx].rh0_brk_seg,cs ;store segment address 
jmp done ;set done status and exit 
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Listing 5-14: (cont.) 





;command 1 
Media_Check: 


jmp 


;command 2 
Get_BPB: 


Imp 


rcommand 3 
TOcTL Input : 


iniol: mov 
inioctl:mov 


jmp 


;command 4 
Input: 


jmp 


command 5 
NDUInput ; 


jmp 


;command 6 
Input Status: 


jmp 


7command 7 
Input_Flush: 


jmp 


Media_Check 


done set 
Get_BPB 
done set 


TOCTL_Input 


di,es: [bx] .rh3_buf_ofs 
ax,es: [bx] .rh3_buf_seg 
es,ax 
es:device,0 
iniol 
al,‘P’ 
inioct 
al,‘s' 
es:[di],al 
dai 
al,cs:dev_num 
es:[(di],al 
cx,cs:rh_seg 
es, Cx 
bx,cs:rh_ofs 
done 





Input 


done 


ND_Input 


busy 


Input_Status 


done 


Input_Flush 


done 


A Printer Device Driver 


done bit and exit 


done bit and exit 


iget buffer offset 

#get buffer 

; segment to es 

zis it currently parallel? 
jmo - check for serial 
iyes - ASCII P 

store it 

jassume [Serial 

;Store printer type 
ynext location 

rget device number 
store it 

irestore request header 
7 segment to es 

isame for offset 

set done bit and exit 


set done bit and exit 


set busy bit and exit 


set done bit and exit 


#set done bit and exit 
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Listing 5-14: (cont.) 

jcommand 8 Output 

Output: 
Mov cx,es: [bx] .rh8_count 
mov di,es: [bx] .rh8_buf_ofs 
mov ax,es: [bx] .rh8_buf_seg 
mov es, ax 
mov dl,cs:dev_num 
mov dh, 0 
mov bx, 0 


;check for device type 


cmp cs:device,0 
je pout 
jmp sout 


;process output to parallel printer 


pout: cmp bx, cx 
je pout 
mov al,es: [di] 
inc di. 
mov ah,2 
int 17h 
test ah, 80h 
jne pout 
jmp pout3 

poutl: mov ah,0 
int 17h 
test ah, 9h 
jne perrl 
ine bx 
jmp pout 


;process printer errors 


pout2: mov ax,0 

jmp load_status 
pout3: mov ax,8002h 

jmp load_status 
perril: test ah,1i 

jz perra 

mov ax,8002h 

jmp load_status 
perr2: test ah,8 

jz perr3 

mov ax, 800ah 

jmp load_status 
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jload output count 
jload offset address 
jload segment address 
; into es 


jload printer # 
clear hi-order DX 
jset current count to 0 


jto parallel device? 
ryes 
jno - assume serial 


jis current = output? 
yyes - we are done 

get output character 
;point to next byte 
jservice = status check 
;Printer BIOS call 

not busy (1)? 

syes - continue 

jyno - exit with error 
service = print 
;Printer BIOS call 

;1/O error or Timeout? 
yes 

jinerement current count 
790 back for more 


jyno error 

pload status & exit 

;set error bit & ‘not ready’ 
jload status & exit 


; Timeout? 

mno - go to next test 

;set error bit & not ready 
;go to cleanup 

71/0 Error? 

mmo - go to next test 

;set error bit & Write Fault 
;go to cleanup 
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Listing 5-14: (cont.) 


perr3: test ah,20h 
jz perr4 
mov ax, 8009h 
jmp load_status 
perrd: mov ax, 800ch 
jmp load_status 


iprocess output to serial printer 


sout: cmp bx, cx 

je sout2 

Mov ah,3 

int 14h 

test ah, 20h 

jnz stl 

jmp sout3 
stl: test al,20h 

jnz soutl 

jmp sout3 
soutl: mov al,es: [di] 

ine di 

mov ah,1 

int 14h 

test ah, 80h 

jnz sout3 

ine bx 

jmp sout 
sout2: mov ax,0 

jmp load_status 
sout3: mov ax,800ah 

jmp load_status 
icommand 9 Output Verify 
Output_Verify: 

jmp output 
jcommand 10 Output_Status 


Output_Status: 


iThe DOS BUSY bit of the status word i 








iNo Paper (printer off)? 

mmo - go to last step 

rset error bit & No Paper 

7go to cleanup 

set error bit & General Failure 
#go to cleanup 


zis current = request count? 
iyes - set status & exit 
service = status check 
+RS232 BIOS call 

ixfer hold register empty? 
iyes (implies not busy) 

ino - set error & exit 

jis data set ready =1? 

yes (implies not busy) 

imo - set error & exit 

iget output character 
jincrement for next char 
service = transmit 1 char 
7RS232 BIOS call 

jtransmit error? 

tyes - set error & exit 

mmo ~ increment output count 
igo back for more 


ino errors ~ we are done 
pload status word & exit 

sset error bit & ‘write fault’ 
set status word & exit 


jsame as output 


$ set to indicate to Dos 


ithat DOS should wait. If BUSY is not set (eg DONE bit only), 
;this means that device is ready for more output. 


idetermine device type and unit number 


mov di,cs:dev_num 
mov dh, 0 


jload printer # 
iclear hi-order Dx 
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nr 


Listing 5-14: (cont.) 

;check for device type 
cmp es:device,0 ;to parallel device? 
je pstatus syes 
jmp sstatus jno - assume serial 


;get status from parallel device 
; if bit 7 in ah is set this means device is not busy 
; so we do not set BUSY in status word, 


pstatus: 

mov ah,2 ;service status check 

int 17h ;Printer BIOS call 

test ah,80h ynot busy ox other? 

jne pstatl yes 

jmp busy jyno (not busy) - set BUSY! 
pstati: test ah, 9h ;1/O Error or Timeout? 

4z pstat2 gyno - exit with BUSY not set! 

mov es: [bx] .rh_status, 8009h set error bit & ‘No Paper’ 
pstat2: jmp done ;set done bit and exit 


jget serial printer status 


sstatus: 
mov ah,3 ;service = status check 
int 14h ;RS232 BIOS call 
test ah, 20h ;xfer hold register empty? 
jz sstat jno - set BUSY! 
test al,20h jdata set ready? 
jz sstat ;yno - set BUSY! 
jmp done ;device is ready! 
sstat: jmp busy ;device is not ready! 
command 11 Output_Flush 
output_Flush: 
jmp done ;set done bit and exit 
;command 12 TocrTL_out 
TOCTL_Out : 
mov cx, es: [bx] .rh12_count pload output count 
mov di,es: [bx] .rhi2_buf_ofs ;load offset address 
mov ax,es: [bx] .rhl2_buf_seg jload segment address 
mov es,ax ; into es 
mov al,es: {dij ypickup Device 
cmp al,’P’ jis it parallel? 
jne IOCTL1 ;no - test for serial 
mov cs:device, 0 yes - move 0 
jmp IOCTL2 ;now get device number 
IOCTLi: cmp al,'s' jis it serial? 
jne IOCTL3 jno - wrong IOCTL data 
mov cs:device,1 yyes - move 1 
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Listing 5-14: (cont.) 


nn 


LOCTL2: inc 


TOCTL3: mov 
TOCTL4: mov 
mov 
jmp 


;command 13 
Open: 


jmp 


;command 14 
Close: 


jmp 


;command 15 
Removable: 


jmp 


command 16 
Output_Busy: 


jmp 


di 

al,es: [di] 
es:dev_num,al 
ax,0 

TocTL4a 
ax,8003h 
cx,cs:rh_seg 
es,cx 
bx,cs:rh_ofs 
es: [bx].rh_status, ax 
done 


Open 


done 


Close 


done 


Removable 


unknown 


Output Til Busy 


output 
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jmext character 
pickup device number 
store it 

ino error 

load status & exit 


;not P or S - error 
irestore request header 
7} segment to es 
ixestore offset also 


;return status 
;set done bit and exit 


7set done bit and exit 


;set done bit and exit 


set error bit/code and exit 


suse Output code to process 


JESS CIOS CIGIGIOIOIGIIOIGIGICIOIGI III SITOIISIGIC ICICI ICICI ICICI TCI RCI I IOI I IGRI HCI HC Eee 


al ERROR EXIT 


FOCI CGR ICICI GIGI ICICI ICICI OGIO TOI GICICICI IOI IIRC IOI ICI ICICI IR HOGI AG IG ia ie ae ae ae 


unknown: 
or 


jmp 


* 


es: [{bx].rh_status,8003h ;set error bit and error code 


done 


set done and exit 


FRC CTCIC CA OIRO ICICI TCR TOR ICI IOISICICI GCI ICI TOI ICICI OIC CICA ICICI I ICI ICRC ACI: HC ae aa 


fas COMMON EXIT 


FICCI CCI I ICICI ICICI ICICI IC ICICI CIO ICICI IOI IOI GIO ICICI I ICICI IE ie 


load_status: 
mov 
mov 
mov 


cx, cs:rh_seg 
es, cx 
cx,cs:rh_ofs 


* 


;restore request header 
7 Segment to eg 
restore offset also 
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a IES 


Listing 5-14: (cont.) 


ii elie tf 


xchg bx, cx ;switch them 

mov es: [bx] .rh_status,ax jreturn status 

mov es: [bx] .rh8_count,cx return output count 

jmp done set done bit and exit 
busy: or es: (bx].rh_status,0200h ;set busy bit 
done: or es: [bx].rh_status,0100h ;set done 

pop si ;restore all registers 

pop ai 

pop ax 

pop cx 

pop bx 

pop ax 

pop es 

pop ds 

ret jreturn to DOS 


PEI SSSR IIS ICSI ISBT ISSIR IGRI CTE ORGIES EES 


ae END OF PROGRAM i 


TESS S OSES SSIES SSSI SO SESS GOGAT REEL ESET E 


jthis procedure is called from the Initialization command and 

pis executed only once. We tell DOS that the next available 
jmemory location (Break Address) is here. This allows DOS to over 
;write this code; we save space. 


initial proc near ;display message on console 
int 11h equipment check 
push ax ;save for parallel calculation 
mov cl,9 shift count 
shr ax,cl get serial ports 
and al,?7 ;keep 3 right bits 
add al,30h jmake it an ASCII number 
mov msgic,al;store it 
pop ax prestore for parallel calculation 
mov c1,14 ;shift count 
shr ax,cl ;get parallel ports 
and al,3 jkeep 2 right bits 
add al,30h ;make it an ASCII number 
mov msglb,al;store it 
lea dx,msgl ;message to be displayed 
mov ah,9 ;display 
int 21h ;DOS call 
ret yreturn to caller 


initial endp 
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Listing 5-14: (eont.) 


eee 


msg db ‘The Waite Group Printer Driver’, 0dh,0ah, 
db ’ supporting’,Odh,Qah,’ ', 

msglb db ‘0 parallel printers’,0dh,0ah,' ¢, 

msgic db ‘0 serial printers’, 0dh,0ah,’$’ 

printer endp send of printer procedure 

cseg ends rend of cseg segment 
end begin send of program 





Using the Printer Device Driver 


The printer device driver normally will access the printer attached to the first 
parallel adapter interface when it is first booted. When you wish to use another 
printer, use the IOCTL program again to change the printer selection. 


Summary 


In this chapter, we have built a printer device driver that takes advantage of the 
PC's ability to support up to five printers, Additional device driver commands, 
such as IOCTL Input and IOCTL Output, have been explored. In addition, we 
have also provided a quick overview of the powerful I/O Control commands from 
both the program’s viewpoint and the printer device driver’s viewpoint. Some of 
the differences between DOS versions 2.0 and 3.0 and higher that affect device 
drivers have also been discussed. The printer device driver in this chapter has 
more features than are available with the standard DOS device drivers. In the 
next chapter, we will continue this idea and build an even more powerful clock 
device driver. 


Questions 


1. Are there practical reasons for using printers on parallel ports rather 
than on serial ports? 


2. Why does the printer device driver support only two serial printers? 
3. Can you put printer initialization code into the printer device driver? 
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4. Inthe section “Command 8—Output,” the discussion on status checking 
indicated that one program using BIOS interrupts to the printer can 
interfere with another program using the printer device driver. How is 
this possible? I thought DOS could only execute one program at a time. 


5, What other functions can be added to I/O Control processing? 


Why does the JOCTL program ask for adapter type first, rather than for 
IOCTL Read or Write? 


Answers may be found in appendix F. 
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Chapter 6 


A Clock Device 
Driver 


The Clock/Calendar Chip 
The Clock Device Driver Functions 


Overview of PC Clocks 
and Timing Signals 


Programming the MM58167A 
Clock Chip 


Where Is the Clock? 
Resident Programs 


Using the Timer Interrupt 
for Time Displays 








A Clock Device Driver 


I n this chapter, we will build a clock device driver. This driver will be used 
to set. the system time and date automatically. The driver will also display the time 
continually on the PC’s screen. The standard clock driver that is built into DOS can 
program a standard clock; our driver will replace it. 

Unlike the device drivers of chapters 3 and 4, which used standard PC 
hardware, the clock device driver will require nonstandard add-on hardware—a 
clock/ealendar chip. You may already have this chip on a multifunction card that 
also provides additional memory, a parallel and/or a serial port, and perhaps a 
modem. 

The clock driver will contain code to determine where the address of the clock 
chip is on the PC bus. The driver will also illustrate how the time and dateis retrieved 
from the clock chip to set the DOS time and date. Finally, to keep the time on screen 
continuously, we will add Terminate but Stay Resident code to the driver. 


The Clock/Calendar Chip 


The clock device driver is based on the National Semiconductor clock/calendar chip 
MM58167A. This chip is present on many multifunction cards made by third-party 
manufacturers, such as AST Research. 

When the PC is turned off, the MM58167A chip maintains the time and date 
by drawing power from a battery. The clock device driver will read the chip for the 
time and date, display it on the screen, and write a new time and date to the chip 
when requested. Although the clock device driver in this chapter will be written to 
program the MM58167A, it can be changed easily to suit other types of clock chips. 


The Clock Device Driver Functions 


The clock device driver will replace the standard DOS clock device driver. Whenever 
you boot the PC, DOS will request the time and date via the standard clock device 
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driver, which is normally set to midnight of January 1, 1980. Thus, when using 
the standard clock driver, you will need to set the time and date through the 
TIME and DATE commands. 

The clock device driver in this chapter will read the MM58167A chip upon 
a Read command from DOS. The Read command is requested only once of the 
driver, during the boot phase. Whenever you use the TIME and DATE commands 
to set the time and date, DOS will send a Write command to the clock device 
driver. This Write command signals the driver to set the MM58167A chip with 
the time and date passed by DOS. 

When DOS sends a Read command, the clock device driver willread the time 
and date stored in the MM58167A clock chip and return it to DOS, which stores 
it in a special location. Whenever the time and date is set by the user, DOS sends 
a write command to the clock device driver, which causes the new time to be 
written into the MM58167A clock chip. 

In addition to normal clock and calendar functions, we will build into the 
clock device driver the ability to display the time on the screen. This is accom- 
plished through a feature of DOS that allows programs to “terminate but stay 
resident.” These programs are loaded into memory like ordinary programs, but 
when they have finished, they do not exit and are not removed from memory. 
Instead, they reside in memory and can perform a function on demand regardless 
of what other programs may be running. For example, a key press, a timer 
interrupt, or a call to a special interrupt may activate the resident program. This 
ability to perform a function on demand is used in the clock device driver to 
display the time on the screen. 

Another feature we will build into the clock device driver is the ability to 
find the hardware address of the clock calendar chip. Normally when clock 
calendars are available as options on a PC bus card, they can be set to several 
addresses using tiny DIP switches. This prevents conflicts if another device 
already uses a certain address. Because most clock calendars have this select- 
able-address feature, we will build the clock device driver so that it can address 
the correct clock chip ports. To do so, the driver searches through typical clock 
chip ports, storing the address of a valid port determined through testing, and 
writing the code to reference this port. In effect, the software is matched to the 
hardware settings. Without this feature, the clock device driver software would 
have to be modified each time the hardware address changes. 


Overview of PC Clocks and Timing Signals 
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There are literally dozens of clocks within the software and hardware of the PC. 
You will need to understand the function of these clocks in order to write and use 
the clock device driver. 


A Clock Device Driver 


The most basic of all clocks is the system clock, which is a simple circuit that 
generates a 14.31818-MHz frequency. This frequency is used to control the color 
video adapter. It is divided by 3 to generate a 4.772727-MHz frequency that drives 
the Intel 8088 microprocessor, and the frequency that drives the 8088 is divided 
by 4 (producing 1.1931817 MHz) and fed to the 8253-5 timer chip. The PC uses 
the timer chip to perform a variety of functions, such as memory refresh and 
generating a timer interrupt. Every 64K cycles, the 8253-5 timer chip, running 
at 1.19 MHz, will generate a hardware interrupt to interrupt 8h at a rate of 18.2 
times per second. Thus, the basic clock for DOS is through interrupt 8h and occurs 
18.2 times per second. As you will see shortly, this is important to software clock 
functions. Figure 6-1 ties all of these clocks together. 


14.318 MHz 











14,318 MHz 
Crystal 









SYSTEM 
BUS 






4,77 MHz 


jenerates an 
NTERRUPT (8h) 
18.2 times 
per second 


Figure 6-1; The major hardware clocks within the PC. We will need 
the timer interrupt that is generated from the 8253-5 timer chip 18.2 
times per second. 
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The Timer Interrupt 


The timer interrupt, 8h, is important to the clock functions within the PC. It is 
generated 18.2 times per second by the 8253-5 timer chip and is used by DOS to 
update a time-of-day counter in low memory (locations 46Ch through 46Fh). This 
counter contains the number of timer ticks since midnight of the starting day. 
The value of this counter will range from 0 (start of day) to 1,573,040 (1800B0h), 
which represents midnight of the starting day. DOS uses this time-of-day counter 
to calculate the hours, minutes, and seconds that you use through programs. 

The time-of-day counter can be read or set from a program by using the 1Ah 
interrupt. However, it is not recommended that you use this interrupt, because 
once you use interrupt 1A, you must process the rollover from one day to another. 
Doing so is unnecessary and a lot of work. 

In addition to setting the time-of-day counter, interrupt 8h will generate 
an interrupt (1C) 18.2 times per second. Many programs take advantage of 
this interrupt to perform some time-dependent function. We will use this partic- 
ular interrupt to refresh the time on our screens. 

Figure 6-2 shows the relationships among the 8h, 1Ah, and 1Ch interrupts. 


Programming the MM58167A Clock Chip 
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The MM58167A clock/calendar chip contains counters for the various parts of the 
time and date. Each counter is referenced by an offset relative to the port address 
that has been selected by DIP switches for the clock chip. In table 6-1, you can 
see thatthe counter for 1/10,000ths ofa second is assigned to the first port address 
(0) of the clock chip. The second port address (1) is used for tenths and hundredths 
of a second, the third port is used for seconds, and so on. 

RAM locations on the chip are used to store certain information for which 
the chip does not provide a counter (see ports 8-F). For example, port 9 can be 
used to store the previous month, and port ah can be used to store the year. This 
feature of the MM58167A chip will be used by our driver to retain information. 
The battery that is part of the clock chip circuit will maintain the contents of the 
RAM after the PC is turned off. This allows the clock device driver to determine 
whether the month or year has changed since you last used the PC. 

We program the MM58167A chip using IN and OUT instructions like this: 


mov dx,340h ;base address of our clock board is 340h 
add dax,2 j+2 to access the seconds counter 
in al,dx ;get the seconds count from the chip 
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1/18.2 seconds ——>| Jx— 


SLU 





Updates 





INTERRUPT 8h 








18.2 
times 
per second 





46E 


INTERRUPT 1Ch 





Time of Day Counter 





18.2 times INTERRUPT 1Ah 
per second 


USER 
PROGRAM 


Figure 6-2: The 8h, 1Ch, and 1Ah interrupts. The 1Ch interrupt is used 
in the clock device driver to display the time on the screen. 8h updates 
the time of day counter and 1A can be used by a user program to read 
or set the time of day counter. 


Binary Coded Decimal Values 


Unfortunately, you cannot just read or set the MM58167A chip using binary data. 
The chip has been designed for use with Binary Coded Decimal (BCD) values. 

BCD numbers are simply binary numbers that occupy four bits and contain 
a value from 0 to 9, An 8-bit byte contains two such BCD numbers: the left four-bit 
BCD number represents the ten’s value and the right four bits represent the 
one’s value. 

The MM58167A chip used BCD values in the counters that keep track of 
time. You decide whether the RAM locations will use BCD or plain binary values. 
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nN 





Base Port 

Address Description 

+0 1/10,000ths counter 
+1 1/100 +1/10 counter 
+2, Seconds counter 

+3 Minutes counter 

+4 Hours counter 

+5 Day-of-week counter 
+6 Day-of-month counter 
+7 Month counter 

+8 1/10,000ths RAM 

+9 1/100 + 1/10ths RAM 
+8 Seconds RAM 

+b Minutes RAM 

+c Hours RAM 

+d Day-of-week RAM 

+e Day-of-month RAM 
+f Months RAM 

+10 Interrupt status register 
+11 Interrupt control register 
+12 Counter reset 

+13 RAM reset 

+14 Status bit 

+15 GO command 

+16 Standby interrupt 

+1f Test mode 


i CEU ESSE 


Table 6-1: The port addresses for the counters and RAM locations 
within the MM58167A clock/calendar chip. 


For the clock device driver, some procedures must be developed in order to 
convert BCD values to hex and vice versa. The point here is that when you read 
or write the chip counters you have to be careful of the data that you use. 


Where Is the Clock? 


As mentioned earlier, the clock device driver will contain a procedure that will 
determine the port location of the clock chip automatically. It is important to be 
careful in doing this, because arbitrary poking around in port addresses may 
disturb other devices. 
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The wrong way to check for a clock chip would be to write values to all the 

ports, and to wait for one of the ports to be updated because it is a clock port. 
Doing so would destroy valuable control-status information for most of the devices 
| that are part of the PC. 
The best method for finding the clock is to read some commonly assigned 
| port addresses at which the clock chip usually resides, checking for a valid 
| number in one of them. This method takes advantage of the fact that when an 
| IN instruction is used, ports that do not have associated hardware will return 
FEh or FCh. For example, if the counter for seconds is checked, the values 
returned cannot be higher than 59. If they are, then there are two assurances 
that the procedure for determining the clock chip address is correct. 








Resident Programs 


In order for the clock device driver to display the time on the screen, the 
Terminate but Stay Resident programming feature is used. Programs that use 
| this feature do so by issuing a DOS interrupt (21h) for the 31h service. This allows 
| the program to continue residing in memory after it has passed control back to 
| DOS. Because it is in memory it can be activated at any time, without the delay 
| normally associated with reading a program from a disk. 
Once they have given control back to DOS, resident programs never get 
| control again unless the program itself takes over an interrupt. Taking over an i 
interrupt involves changing the address of a procedure to which an interrupt 

points. Instead of pointing to some original procedure, the interrupt would point 
to the resident program. Thus, whenever a particular interrupt occurs, the | 
interrupt would point to the new procedure within the resident program, thus 
causing the resident program to become active. Figure 6-3 shows the use of an 
interrupt to pass control to a resident program. 

The timer interrupt (1Ch) is one of the most popular interrupts to steal for 
aresident program. This is because this interrupt always occurs at a rate of 18.2 
times per second. Therefore, your resident program has a chance to be activated : 
often. For example, the DOS PRINT utility is actually a resident program, and 
it uses the timer interrupt to print characters in the print buffer by passing them 
to the BIOS routines. 





As we have said, a feature of the clock device driver is the ability to display the 
time on the screen. You can, of course, write a resident program just to do this 
function, but you will have the unnecessary nuisance of two programs to write 
and maintain. 


Using the Timer Interrupt for Time Displays 
| 
| 
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BEFORE taking over 
INTERRUPT 1Ch 


INTERRUPT 1C 


72h \ points to 
original 
procedure 


AFTER taking over 
INTERRUPT 1Ch 


N INTERRUPT 1C points to 
resident program after 
taking over the 1C 
INTERRUPT 


72h Segment 


Figure 6-3: The 1C interrupt containing the segment and offset 
address that points to the resident program. 


The basic task in displaying the time on the screen is simply writing to the 
screen whenever an interrupt 1Ch passes control to our clock device driver, which 
occurs 18.2 times a second. Our driver reads the MM58167A chip for the time 
stored, converts the BCD values it reads to ASCII values, and then writes those 
values to the screen. 

As you have seen, writing to the screen is normally performed through BIOS 
or DOS function calls. The clock device driver will not use this technique, because 
DOS function calls are not permitted in device drivers except when processing 
the Initialization command. 

Most video controllers are designed using the technique of memory-mapping 
in which the video controller and the PC share a part of memory. Memory- 
mapping is the term that defines a memory address that, when referenced, 
actually “maps” or accesses a controller’s memory. In this case, a chunk of the 
PC’s main memory is used to store the data that is displayed on the screen. Any 


186 


A Clock Device Driver 


access of this memory by a program is also an access of the screen’s contents. 
Writes to this area are immediately shown on the screen. 

To display the time and date on the screen, two basic functions are performed 
by the clock device driver. First, it changes the data read from the clock to a format 
needed to write to the display. This is done during the initialization phase of the 
clock device driver and before any writing to the screen. Second, whenever the 
1Ch interrupt passes control to the clock device driver (18.2 times per second), 
the time is read from the chip and displayed on the screen. 


Understanding the Clock Device Driver Program 


The clock device driver will be presented in the same style used in chapters 3, 4, 
and 5. Because it has only the Read and Write commands to process, the clock 
device driver is simple compared to the previous console and printer drivers. 
However, more code is used for these two commands than was present in previous 
device drivers, because more processing of the clock chip is required. The resident 
portion of the driver also makes it more complex. 

One reason this driver is more complex than others is that the clock device 
driver is processing several pieces of information (hours, minutes, seconds, 
month, day, and year). Drivers that process only one byte at a time, such as a 
console driver, are far less complicated. 


The Beginnings 


In listing 6-1, you can see that the first three sections have as their basis the code 
that you have seen in previous chapters. However, there are some differences. 
First, the main procedure is called clock. Second, and more important, the 
Assembler Directives section has several additional declarations. The first is 
another segment declaration named timer. The clock device driver needs to refer 
to this segment when processing the 1Ch interrupt, because control is passed to 
the original timer interrupt routine. 

Notice that there is an org statement that declares 1ch*4. This is how timer 
is translated to the 1Ch interrupt vector. The statement Jch*4 uses the correct 
form for referencing the segment and offset address associated with a particular 
interrupt. Because each interrupt location is composed of a 2-byte segment 
address and a 2-byte offset address, the addresses of a particular interrupt are 
calculated by simply multiplying the interrupt value by 4. The 1ch interrupt 
defined as timer will point to a procedure (clkint) within the clock device driver; 
control will pass to it 18.2 times per second to allow the time to be displayed on 
the screen, 
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Listing 6-1: The beginning of the Clock Device Driver. Note that there is an 
additional segment definition for timer, which is used to take over interrupt 
1C so that the timer interrupt passes control to the clock device driver. 





page 
tithe 


60,132 
A Clock Device Driver 


ORI IOC RR I ICICI IA ICICI AIAG CIC II ICICI ISICICICIICIC III ICICI RA II III I I I I 


if This is a Clock Device Driver * 
2% Author: Robert S. Lai * 
oe Date: 27 November 1991 * 
7 Purpose: A Clock Driver based on the MM58167A clock chip * 


RC CICIG CCGG CCISICISIS ICCCCCCICICISISICICICCICISIGIISICIC I ICICI IC ICICI ICICI IC I I Fi ie 


GORI IR ICR ICR III IOI IO IOI I IO RC RII GIGI IOI AGI IO I RF ICR RI RII TO I 


Hail ASSEMBLER DIRECTIVES * 


WFO OIG ICG IOI IGRI GIGI OIGR IO GG IOI UCIT IOI IG IO OI IO tek tok died a 


timer 


timer_ofs 
timer_seg 


segment at 0h jint 1c segment 
org lch*4 
label word 


label word 


timer ends 
cseg segment para public ‘code’ 
clock proc far 

assume cs:cseg, es:cseg, ds:cseg 


structures for 


dosdate struc 


the Device Driver 


;DOS DATE structure 


dos_day dw ? ;days since 1/1/80 
dos_min db ? ;minutes 
dos_hr db ? jhours 
dos_hun db ? ;hundredths of a second 
dos,.sec db ? ;seconds 
dosdate ends jend of struc 
structures 
rh struc prequest header 
rh_len db R jlen of packet 
rhuunit dip 2 junit code 
; (block devices only) 
rh_omd db 2 ;device driver command 
rh_status dw ? jreturned by device driver 
rh_resl ad ? preserved 
rh_res2 dd 2 j;reserved 
rh ends H 
rho struc pInitialization (command 0) 
rho0_rh db size rh dup (?) ;fixed portion 
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Listing 6-1: (cont.) 


rhO_nunits 
rho0_brk_ofs 
rho0_brk_seg 
rho0._bpb_tbo 
rh0O_bpb_tbs 
rhO_drv_ltr 
rho 

rh4 

rh4_rh 
rh4_media 
rh4_buf_ofs 
rh4_buf_seg 


rh4_count 


rh4_start 
rh4a 

ch8 

rh8_rh 
rh8_media 
rh8_buf_ofs 
rh8_buf seg 


rh8_count 


rh8_start 
xvh8 

rho 

rho_rh 
rh9_media 
rh9_buf_ofs 
rh9_buf_seg 


rh9_count 


do 
dw 
dw 
dw 
dw 
db 


ends 


struc 


ends 


struc 


size rh 
? 
2 


+ 


size rh 
? 
2 





imumber of units 

; (block devices only) 
;offset address for break 
;segment address for break 
;offset address of pointer 
7to BPB array 

;segment address of pointer 
;to BPB array 

;first available drive 

; (DOS 3+) (block only) 


sINPUT (command 4) 
dup(?) j;fixed portion 
jmedia descriptor from DPB 
joffset address of 
;Gata transfer area 
;segment address of 
;data transfer area 
;transfer count 
(sectors for block) 

; (bytes for character) 
;start sector number 

; (block only) 


i 


;OUTPUT (command 8) 
dup(?) ;fixed portion 
;media descriptor from DPB 
;offset address of 
jdata transfer area 
;segment address of 
data transfer area 
transfer count 

i (sectors for block) 

; (bytes for character) 
istart sector number 

; (block only) 


; 


;OUTPUT_VERIFY (command 9) 
dup(?) ;fixed portion 
;media descriptor from DPB 
;offset address of 

jdata transfer area 
;segment address of 

idata transfer area 
rtransfer count 

7(sectors for block) 

; (bytes for character) 
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Listin 6-1: (cont.) 


rh9_start dw ? pstart sector number (block only) 
rho ends # 


j;commands that do not have unique portions to the request header: 


INPUT_STATUS {command 6) 
} INPUT_FLUSH (command 7) 
OUTPUT_STATUS (command 10 
i OUTPUT_FLUSH (command 11) 

OPEN (command 13) 
; CLOSE (command 14) 
} REMOVABLE {command 15) 


i 
GOOG II IOI ISIS GIGI GIGI IOI IOI ICR tok doi i ink aoa 


i* MAIN PROCEDURE CODE * 


QO IC RG GIO OIRO IO RO IIR OIG TOR ICICI ICR FOCI ICR IO ICICI ICICI IOI ICR TOI HOH aa 


begin: 
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Anew struc, dosdate, has been added right after the cseg and clock declara- 
tions. This struc is used to access the time and date from within the clock device 
driver. The Read command will use this structure to set the clock chip time and 
date. A Write command sent to the clock device driver will read the clock chip 
and use the struc to pass the time and date back to DOS. 

Notice, however, that the struc does not define the date in the normal form 
of month, day, and year. Instead, the date is defined as the number of days since 
January 1, 1980. This is the format that DOS uses to pass the date to and from 
clock drivers. Most of the code in the clock device driver is devoted to conversions 
from one format to the other. 

Some strucs have been removed. The only ones we use are for commands 0 
(Initialization), 4 (Input), 8 (Output), and 9 (Output With Verify). Recall that the 
Input command is used to pass data from the device back to DOS, and the Output 
command is used to pass data from DOS to the device. 


The Device Header 


The Device Header is shown in listing 6-2. For the clock device driver, the bits in 
the Attribute word are set to indicate a character device (bit 15). Bit (3) is set to 
indicate to DOS that the device is a clock. The device name is set to CLOCKS. 





A Clock Device Driver 





Listing 6-2: The Device Header section. Note that the Attribute and the 
device name are the only entries that change in the various device drivers in 
this book. 





GOR ICR ROI IG ICR IORI ICR IO III IOR ICR ICR IR ICICI ICI TOR ICICI ITO TOI TOR TORO ROR OK 
; 


3* DEVICE HEADER REQUIRED BY DOS * 
DOO I IOI ERICA IIIT TCC ICICI IOIGICICICIICTCICI ICICI I CII IOI I EHC Ha 


next_dev dd -1 jno other drivers following 
attribute dw 8008h ;char,clock device 

strategy dw dev_strategy ;Strategy routine address 
interrupt dw dev_interrupt ;Interrupt routine address 
dev_name db "CLOCKS ’ jname of our Clock driver 





Work Space for the Clock Device Driver 


A number of variables are defined in the Work Space to support the clock device 
driver. Listing 6-3 shows the variables declared. 

The familiar variables rh_ofs and rh_seg are first. Recall that you will use 
these variables to store the ES and BX registers that point to the address at which 
the Request Header is stored in DOS’s memory space. 

The next variable is a table suitably named table, which is used to store the 
number of days for each month of the year, one day (28, 30, or 31) per byte. The 
driver will use this table to calculate two items: the number of days since the 
beginning of the year, given the month and day, and the month and day, given 
the number of days since the beginning of the year. 

The word variable clock_port is used to store the 16-bit port address of the 
clock chip in the procedure that finds the clock chip hardware address. 

The label oldic and the two word variables old1c_ofs and old Ic_seg are used 
to reference the offset and segment address of the original timer interrupt (1Ch) 
procedure. This address is used to store the address of the original procedure, so 
that the driver can call that procedure before passing control to the code that 
displays the time on the screen. This allows the 1Ch interrupt to be used by 
others. 

The balance of the Work Space variables are used when the time is displayed 
on the screen. The mode variable is used to store a flag that indicates whether 
the screen is controlled by a monochrome or a color adapter. This flag displays 
the type of monitor adapter used in the initialization code. 
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Listing 6-3: The Work Space variables allocated for the clock device driver. 
Note that the order of the variables is not important. 


DIGI IOI II IIIS TOI II CIC IOI III ICICI IOI ICICI ICICI ICICI ICI ICI IC 


:* WORK SPACE FOR CLOCK DEVICE DRIVER * 


ROO IORI ICR ICICI I ICICI I ICICI CII ICICI CICERO IOI IOI CI CIO I II Hee ae 


rhofs dw ? ;offset address of the request header 
rh_seg dw ? ;segment address of the request header 


table label byte 


jan db 31 

feb db 28 

mar db 31 

apr db 30 

may db 31 

jun db 30 

jul db 32 

aug db 31 

sep db 30 

oct db 31 

nov db 30 

decm db 31 

dosdays dw 0 ;DOS date (days since 1/1/80) 

clock_port dw 0 ;clock chip base address 

oldic label dword ;old timer interrupt 1¢ 

oldic_ofs dw ? } offset 

oldic_seg dw ? ; segment 

refresh dw 0 screen update indicator 

mode db 0 ;color = 0, mono = 1 

scn_pos dw 144 column 72 (includes attribute) 

sen_port dw 03dah j;video status port for color 
7;03bah for mono 

scn_seg dw 0b800h ;video memory address for color 
;0b000h for mono 

time dw 8 dup (003ah) time display 





The variable sen_pos is the number of the column in which the time is 
displayed. The actual number (144) reflects the fact that each column is composed 
of two bytes, the first containing the data to be displayed and the second 
containing the screen attribute for the data byte. Screen attributes are used to 
color or highlight the data byte. The time display starts at column 72 of the 
top line. 
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The variable sen_port is used to store the video adapter status port for the 
particular type of monitor adapter. This status port is used to determine when 
to write a byte to the screen. 

The variable scn_seg is used to store the segment address of the screen 
memory for the particular type of monitor adapter being used. The default is the 
color adapter (the color and monochrome adapters have different segment ad- 
dresses). 

As we said earlier, rather than use BIOS calls to display the time, we chose 
to use a write to the screen memory segment. Because the screen memory is 
mapped to the screen display, when you write to the screen memory segment the 
data will appear on the screen. 

Lastly, the variable time is used to store the time you wish to display on the 
screen in a suitable format. Eight words are declared. Each word will contain a 
data byte and a byte for the screen attribute. Eight data bytes will be displayed: 
two bytes for the hours, two for the minutes, two for the seconds, and two for the 
colons in between. 


The STRATEGY and INTERRUPT Procedures 


The STRATEGY and INTERRUPT procedures for the clock device driver have 
not changed from those for the printer driver; they will remain unchanged for the 
rest of the device drivers in this book. The code for these procedures is contained 
in listing 6-4. 


Local Procedures for the Clock Device Driver 


As shown in listing 6-5, there are five local procedures for the clock device driver: 
hex2bed, bed2hex, cvt2asc, display, and clkint. All of these are near procedures, 
because they are defined and referenced from within the same segment. 

The first two procedures, hex2bed and bed2hex, are used to convert a 
hexadecimal number to Binary Coded Decimal (BCD) format and vice versa. (The 
MM58167A chip uses BCD values, and the clock device driver needs to convert 
them to hex for calculations and then back to BCD for setting the clock chip.) 

The third procedure, cvt2asc, is used by the fourth procedure display. 
Procedure cvi2asc (“convert to ASCII”) is used to input a value from a particular 
clock chip port and to convert the two BCD digits into two ASCII display bytes 
for the screen, 

The display procedure is used to build a string that contains the time the 
clock device driver displays on the screen. The variable time is used to store the 
hours, minutes, and seconds, which are separated by colons. Each piece of data 
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Listing 6-4: The code for the STRATEGY and INTERRUPT procedures. 





PUIG ICICI AR ISIC ICCC II II RGGI ICICI GSCICIIGISIOIISI RR OIGGCI IIIT RA A 1 


we THE STRATEGY PROCEDURE * 


JOA IGG RR I IGS IR ICC I ISIC C CIC ICTGIGISISI ICICI ICAI ISICICII II II IIR AR ICI 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret ;return to DOS 


FCI GIGI I GIGI ICICI SIISIGTOOICI GI ICISISIGIGIO I ICCC RII ICI I I 


i THE INTERRUPT PROCEDURE * 


CSIC ICCC GC CCICGISCICCCICCCCCCCC TCC IGG aR 


device interrupt handler - 2nd call from DOS 


dev_interrupt: 


cld ;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push ax 

push di 

push si 

mov ax,cs:rh_seg restore ES as saved by STRATEGY call 
mov es,ax 7? 

mov bx,cs:rh_ofs jrestore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: (bx] .rh_cmd get request header command 

rol al,1 ;times 2 for index into word table 
lea di,cmdtab ;function (command) table address 
mov ah,0 ;clear hi order 

add di,ax jadd the index to start of table 
jmp word ptr{[di] ;jump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
address corresponding to the requested command to get to 
the appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_.CHECK } media check (block only) 
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Listing 6-4: (eont.) 





dw GET_BPB ; build bpb 

dw IOCTL_INPUT ; ioctl in 

dw INPUT ; input (read) 

dw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 

dw INPUT_FLUSH ;*input flush 

dw OUTPUT ;} output (write) 

dw OUTPUT_VERIFY ; Output (write) with verify 
dw OUTPUT_STATUS ;*output status 

dw OUTPUT_FLUSH ;*output flush 

dw LOCTL_OUT 3; doctl output 

dw OPEN ; device open 

dw CLOSE ; device close 

dw REMOVABLE } removable media 

dw OUTPUT_BUSY ; output til busy 








Listing 6-5: The five local procedures for the clock device driver. 





DIDI OSI HOGI SIGIR ICIEI CI CII SIO ICI ICICI ISIOISICIOIFIGIOIOIIICISISIOII ICICI I CRA H CRA HH A A 


is YOUR LOCAL PROCEDURES 


* 


J OGISISISISISIGICIOISISI I SIGISICI SII GISISICIGISI GI SIGIGIGI GIGI GICICICICIDIGISIGIGIGISISISISISIICICI ISI GIGISIOISI I I I IGE 


hex2bed proc near ;convert AL from Hex to BCD 
yuseS ax, CX 

push cx 

mov cl,10 ;divide by 10 

mov ah,0 ;setup for divide 

div el iget 10’s digits 

mov c1,4 pshift count 

shl al,cl jplace 10’s in left half 

or al,ah yadda back 1/s 

pop cx 

ret iveturn to caller 


hex2bed endp 


bed2hex proc near ;convert AL from BCD to hex 
;useS AX,CxX 

push cx 

mov ah,0 ;setup for divide 

push ax ;save for 1’s processing 

mov e1,16 ;divide for left half of byte 

div cl ; to get 10’s digits 

mov ah,0 jhave 10’s digits 

mov cl,10 iconvert to base 10 

mul el ; by multiplying by 10 
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Listing 6-5: (cont.) 





pop Cx ;process 1i’s digits 
and cl,0fh ;keep 1‘s only 

add al,cl jadd i's to 10's 
pop cx 

ret ;return to caller 


bed2hex endp 


cvt2asc proc near igets chip data & converts to ASCII 
in al,dx iget (BCD) chip data 
mov ah,0 ;clear high 
mov cl,10h ;separate 10’s digits 
div el jal=10’s, ah=l's 
or ax,3030h convert to ascii 


ret return to caller 
cvt2asc endp i 


display proc near ;calculates time for display 
push ax jsave registers used 
push bx 
push cx 
push ax 
mov dx,cs:clock_port;get chip's base address 
add dx, 4 jbase+4 = hours 
call evt2asc 7get hours and convert 
lea bx,cs:time jmove to Time string 
mov es: [bx],al jtens of hrs 
mov ces: [bx+2],ah jhrs 
dec dx jbase+3 = minutes 
call cevt2asc iget minutes and convert 
mov ces: [bx+6],al ;tens of minutes 
mov cs: [bx+8],ah jones 
dec ax jbase+2 = seconds 
call evt2asc get seconds and convert 
mov es: [bx+12],al j;tens of seconds 
mov es: [bx+14],ah jones 
pop dx restore saved registers 
pop cx 
pop bx 
pop ax 
ret jreturn to caller 


display endp 


7Clock Driver's replacement code for interrupt 1Ch 


clikint proc near jnew timer interrupt code 
push ax 7save registers used 
push cx 
push di 
push si 
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Listing 6-5: (cont.) 





| push es 
pushf ymust push flags 

' call es:oldic reall old timer int 

| mov ox,cs:refresh ;get refresh counter 

/ ine ox j;increment 

| cmp cx, 18 ;i8th time? 

| jb notime ;no need to recalec time 
call display yyes we do 

| Mov cx,0 jreset counter 

notime: mov es:refresh, cx ;store it 

mov dx,cs:sen_port j;screen status port 

| mov di,cs:scn_pos ;screen display position 

| lea si,cs:time jtime string source 

i mov cx,csisen_seg ;screen segment 

| mov es,cx ; in es 
mov ex, 10 ymove 10 bytes 
cli ;clear interrupts 

hlow: jwait for horizontal scan 

in al,dx ;get video port status 
test al,1 jwait for low = 1 

| jnz hlow j;back 

| mov. ah,cs: [si] ;get byte to be displayed 

| hhigh: 

| in al,dx ;status must go hi after lo 

| test al,1 ; before a screen write 

i jz hhigh jwait til high = 0 
mov es:[di],ah ;1 byte at any one time 

| inc dai jincrement screen position 
ine si yinerement source position 
loop hlow j;loop thru all bytes 
sti jrestore interrupts 
pop es restore all saved registers 
pop si 
pop di 
pop cx 
pop ax 
iret jinterrupt return 

clkint endp 





| 
i 








is read from the clock chip by calling the cut2asc procedure, which also converts 
the data to ASCII. 

The procedure clkint is not called as part of the processing that the clock 
device driver performs. It is the procedure that is called when the timer interrupt 
(1Ch) is invoked. Every 55 milliseconds, or 18.2 times per second, controlis passed 
to the timer interrupt. It contains the address of elkint, which displays the time 
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string on the screen. See figure 6-4 for a summary of how the 1Ch interrupt 
passes control to the clock device driver to display the time. 

In clkint, the first check is to see whether this is the 18th time the timer 
interrupt has passed control to the driver. The number 18 is used as an approx- 
imate countdown for determining when to reread the time from the clock chip. If 
itis the 18th time, the display procedure is called. Then the fun begins: displaying 
the time on the screen, 

Because of the design of the color monitor adapter, you cannot simply write 
the time to the screen. This would cause the screen to flicker, or snow. Snow is 
caused by interference with the hardware display functions. When the color 
monitor adapter performs line scans in displaying information on the screen, the 
screen memory it is reading from needs to be dedicated to the operation. When 
your program writes directly to this same screen memory, you are disturbing this 
parallel hardware operation. To avoid this problem, you should write to screen 
memory only when the color adapter status port indicates that a horizontal 
retrace is being performed. This is the time when the screen’s electron beam has 
reached the right edge and is turned off, returning to the left side and the next 
line down on the screen. You can write to the screen memory during this 
horizontal retrace without causing snow by interference. 








CLOCK 
DRIVER 


18.2 times per second 







CLKINT: 






1Ch 
vectors 


to 
CLKINT 












CLKINT 
reads time 
from clock chip 
and displays 
on the screen 


TIMER 
INTERRUPT 


Figure 6-4 The 1Ch interrupt passes control to the clock driver. 
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In listing 6-5 above, you will notice the code at labels hlow and hhigh. This 
code handles the actual screen writes. Writes are allowed when the video port 
status bit 0 is high. Even when it is high, however, there may not be enough time 
to perform a write, because we are selecting a random point during the retrace. 
To handle this situation, two loops are provided: the first loop, the label hlow, 
catches the first high status (a retrace), and the second loop, at hhigh, waits out 
the low status. When this second loop finishes, the start of a new high status 
occurs. If the write begins at the start of this high status, there will be enough 
time to write out a single character without interference. 

Remember that this snow-protection code is necessary only for writing text 
characters using the color monitor adapter. If you are in color graphics mode or 
if you are using the monochrome monitor adapter, such code is unnecessary; 
instead, you can use the horizontal-retrace time to update screen memory without 
harm. Because the clock device driver is written for both color and monochrome 
adapters, the special code for snow-free display will remain. 

Our driver writes to the screen memory by specifying the screen memory 
segment address (scn_seg) and the offset address (sen_pos) at which you want the 
time displayed. Because the screen is memory-mapped, these addresses specify 
ascreen cell. Interrupts are turned off during the two wait loops and turned back 
on after a byte is moved to the screen memory. This on/off pattern is used because 
there is enough time to display only one byte (one character or attribute) during 
the horizontal retrace period. Thus, during this time we do not want any 
interference from interrupts. Simply put, while we are trying not to interfere with 
the color adapter, we do not want to be interfered with! 

So far you have seen how the clkint procedure takes control when a timer 
interrupt occurs. The last section in this chapter discusses how to actually divert 
the timer interrupt to run our procedure. 


DOS Command Processing 


Of the 17 allowable commands that DOS passes to the device drivers, only four 
commands are processed by the clock device driver. The Initialization command 
is always one of them. In addition, the clock device driver will process the Input, 
Output, and Output With Verify commands. Let’s see how these routines work. 


Command 0—Initialization The Initialization command will, once again, 
call the procedure initial. However, the driver will need to check the results from 
the call to initial, because the code that determines the address of the clock chip 
may not find such an address. If no address is found, you cannot allow DOS to 
load this device driver. If the variable clock_port contains a 0, the driver tells 
DOS not to use this device driver by simply placing the address of the clock device 
driver as the next available address. Thus, by setting the Break Address to the 
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beginning of this driver, DOS overwrites the clock device driver’s memory space 
upon return to DOS. In effect, the clock device driver has not been loaded at all. 
However, if the clock_port contains a value other than 0, indicating that a clock 
chip address has been found, the Break Address is set to the memory address of 
initial and the driver returns to DOS. The code for the Initialization command is 
shown in listing 6-6. 


Commands Not Applicable to the Clock Device Driver The Media Check, 
Get BIOS Parameter Block, and IOCTL Input commands are not applicable to 
the Clock Device Driver, because the device is not a disk device. Here is the code 
for these sections: 


;command 1 Media_Check 
Media Check: 


jmp done ;set done bit and exit 
j;command 2 Get_BPB 
Get_BPB: 

jmp done ;set done bit and exit 
;command 3 IOCTL_Input 


TOCTL_Input : 


jmp unknown set error bit/code and exit 


Command 4—Input The Input command is sent to the clock device driver by 
DOS whenever DOS needs to read the time and date. This usually occurs from 
the command level when the TIME and DATE commands are issued by a user or 
from within programs that request DOS services. 

The basic function of the Input command is to read the clock chip and pass 
the time and date back to DOS, which then stores it. As you saw earlier, the clock 
chip’s data, which is in BCD format, needs to be converted to hex. 

At label Input in listing 6-7, there is code that points to the data in which 
DOS expects the time and date to be returned. The registers ES and BX are used 
to point to the beginning of the data-transfer area. The struc dosdate is used to 
index into the table when the time is returned. The time is retrieved from the 
clock chip by reading into al the respective time counters. The hundredths of a 
second, the seconds, the minutes, and the hours are read from the clock chip and 
converted from BCD to hex values. 

At the label incheck there is a check to see whether the month has changed 
since the clock chip was last read during a similar Read command. This check is 





A Clock Device Driver 





Listing 6-6: The code for the Initialization command. If the procedure initial 
does not find a valid clock chip port address, DOS is allowed to overwrite the 
clock device driver. This is accomplished by setting the Break Address to the 
beginning of the device driver. 





Serrrrett ttt eT eC eT eee ee Cee ee Cee eC Cee SE PEE Eee ee ee ee 
i 


i* DOS COMMAND PROCESSING * 
IDI ICR ICICI OIRO ICICI ACTOR CII CRG ICR CCI CR ICICI ICI ICICI CR ICICI ICR TCI TOR ICICI IK RH 
;command 0 Initialization 
Initialization: 

call initial ;Qisplay message 
;determine whether we found a clock chip 

cmp cs:clock_port,0 jis chip base = 0? 

jne ainitl jno - there is a chip 
jno chip found - we must abort loading this driver 

mov ax,0 jset address to beginning 

jmp init2 ;store break offset 
initl: lea ax,initial 7set Break Addr. at initial 
init2: mov es: [bx].rh0O_brk_ofs,ax ;store offset address 

mov es:{bx].rh0_brk_seg,cs ;store segment address 

jmp done ;set done status and exit 


performed because you may have used the PC past midnight of the last day of a 
month or you may not have used the PC since the end of the last month. The RAM 
memory location on the clock chip is used to store the month in which you last 
accessed the clock chip. This allows the driver to check the clock chip months- 
counter against the last time the driver read the clock chip. If the driver finds 
that the clock chip months-counter has been incremented, further calculations 
may determine that it is a new year. If the clock chip had an automatic counter 
for years, all this work would not be required. 

Next, the driver reads the months-counter and checks the number returned 
against the number that was last stored in the months RAM location. If the 
months-counter has been incremented by 1, the driver stores the new count in 
the months RAM location. However, if the months-counter is less than the last 
value stored in the months RAM location, the driver assumes that the month has 
changed from December 12 to January 1; the years count is then incremented 
and stored in the years RAM location, and the new month is stored in the months’ 
RAM location. 

Once the driver has the correct count of the months and years, it can 
calculate the number of days since January 1, 1980, up to the beginning of the 
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Listing 6-7: The code for the Input command. The clock chip time and date is 
read and these values are returned to DOS. The date needs to be converted 
from month, day, and year into days since 1/1/80. 





Read clock chip and return to DOS 


;get dos date data area 
7set up es 
+set up bx 


jsave segment for later 
;save offset for later 


jget the clock base address 
;base+1 

;get hundredths 
;convert data 
;store hundredths 
rbase+2 

jget seconds 
7convert data 
;store seconds 
jbase+3 

;get minutes 
convert data 
;store minutes 
ibase+4 

iget hours 
;convert data 


;command 4 Input 

Input: 

;Read and convert clock chip date and time to DOS date format 
mov dx,es: [bx] .rh4_buf_ofs 
mov ax,es: [bx] .rh4_buf_seg 
mov es,ax 
mov bx, dx 

;ES:BX points to the DOS date buffer 
push es 
push px 

j;first read the clock chip for time 
mov dx,cs:clock port 
ine ax 
in al,dx 
call bed2hex 
mov es: [bx] .dos_hun, al 
ine dx 
in al,dx 
call bed2hex 
mov es; [bx] .dos_sec,al 
ine dx 
in al,dx 
call bed2hex 
mov es: [bx] .dos_min, al 
inc ax 
in al, ax 
call bed2hex 
mov es: [bx] .dos_hr,al 





;store hours 


jnow convert chip date (BCD format) to DOS date format (hex) 


;first check to see if month (and therefore year) has changed 
;by comparing the months COUNTER against the month RAM location 


incheck: 
mov dx,cs:clock_port 
add ax,7 
in al,dx 
call bed2hex 
mov bl al 
add ax, 2 
in al,dx 
call bed2hex 
cmp al,bl 
jg newyear 
31 updatemonth 
jmp prev_days 


7get base clock address 
rbase+7 

;get chip’s month counter 
;convert to hex 

save in bl 

rbase+9 

;get RAM version of month 
;convert to hex 

jis RAM & counter same? 
jlast month > current ( 12>1 ) 
jlast month < current 
;same month 


;December rolled over to January - update the Year count in RAM 


newyear: 
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Listing 6-7: (cont.) 





i 

i 

inc dx jbase+10 | 

in al,dx 3get year (stored in RAM) ' 

ine al jadd 1 year | 

out dx,al ;Store in RAM year | 

dec dx 7make it base9 | 

;now update month in RAM ' 
updatemonth: ' 
mov al,bl ;set current month 1 

call hex2bed ;convert for clock chip | 

out dx,al update month RAM | 


;determine days in previous years 








prev_days: 
ine ax jbase+10 (RAM) 
in al,dx jget years since 1980 
mov ah,0 jset up for multiply 
push ax jsave for leap year processing 
mov bx, 365 idays per year 
mul bx j;times years ~- AX has days 
xchg bx, ax ;save days in BX 
mov cl,4 jleap divisor 
pop ax iget year count again | 
div el ;divide for leap years elapsed i 
mov cl,ah ;save leap year indicator i 
;BX has total days and cl has leap year indicator 
| mov ah,0 ;set up for add i 
add bx, ax jadd leap days to total 
iwe have days since 1/1/80 for all previous years including 
; the extra days in leap years past 
curr,_days: 
push bx ;save total days past 
mov dx,cs:clock_port iget base clock chip address 
add ax, 7 jbase+7 
in al,dx 7get month counter 
call bed2hex rconvert to hex 
mov ah,0 ;set up for index 
push cs ;days per month table 
pop es ; addressed by ES 
lea di,cs:table ; and DI 
| mov cx,0 ;Cclear current year day count 
| xchg ax,cx 7month loop count in cx 
| push cx ;save for leap year check 
/ mov bh, 0 clear hi-order 
evt2days: 
mov bl,es: [di] jdays in this month 
ine ai jinerement for next month 
add ax,bx jadd to total days 
loop cvtadays until month count exhausted 
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Listing 6-7: (cont.) 





leapyr: 


pop cx jrestore months 

pop bx ;total days past 

add ax, bx jadd to days in current year 
cmp c1,3 jpast March? 

gl leapyr j;no 

inc ax ryes - add 1 for 2/29 

pop bx jrestore DOS date offset 
pop es jrestore DOS date segment 
mov es: [bx] .dos_day, ax jreturn days since 1/1/80 
Mov ax, 0 jstatus ok 

mov bx, 6 ;count of 6 

jmp load_status jrestore es:bx exit 
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current year. This calculation, which is performed at the label prev_days, involves 
multiplying the number of years by 365 and adding one day for each of the 
previous years that were leap years. 

Finally, at the label curr_days, the days in the current year are added to the 
total. If the date is past March 1 and the current year is a leap year, one day is 
added to the total days since January 1, 1980. This number is returned to DOS 
through the struc that points to the data transfer area. The clock device driver 
then returns control to DOS. The code for the Input command is shown in 
listing 6-7. 


Other Input Commands The clock device driver does not need to process the 
other Input commands, Nondestructive Input, Input Status, and Input Flush. 
These commands are not applicable, so the driver jumps to the BUSY and DONE 
routines to exit. The code for these commands are shown as follows: 


;command 5 ND Input 
ND Input: 

jmp busy ;set busy bit and exit 
;command 6 Input Status 


Input Status: 
jmp done ;set done bit and exit 


;command 7 Input Flush 
Input Flush: 


jmp done ;set done bit and exit 





| 
| 
} 
} 
i 


| 
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Command 8—Output The Output command is used to set the clock chip time 
and date. DOS passes to the clock device driver the time and days since January 
1, 1980. The driver converts these values to time, month, day, and year. In listing 
6-8, you will see each of the calculations needed to perform this conversion. 











Listing 6-8: The code for the Output command, which sets the time and date 
on the MM58167A clock chip. 





;command 8 Output Set the Clock Chip Time and Date 
Output: 


;Convert the date in DOS date format to clock chip format 
;for writing to the clock chip 


let ES:BX point to beginning of the DOS date 








mov si,es:[bx].rh8_buf_ofs ;get data offset 
mov ax,es:[bx].rh8_buf_seg ;get data segment 
mov ds ,ax jto DS for (DS:SI use) 
push si ;save offset 
push ds ;save segment 
push cs ; 
pop es ;ES points to here 
lea di,cs:dosdays j;destination address 
mov ox,2 imove count = 2 
cld j;direction is forward 
rep movsb ; from DOS to us 
push cs ;restore DS 
pop ds ; by using cs 

jupdate clock chip with time from DOS date data 

outchip: 
pop es restore DOS date segment 
pop bx restore DOS date offset 
mov dx,cs:clock_port iget clock port 
ine dx sbase+1 
mov al,es: [bx] .dos_hun ;get hundredths 
call hex2bed iconvert for clock use 
out dx,al jsend to clock chip 
ine dx base+2 
mov al,es: [bx] .dos_sec jget seconds 
call hex2bed yconvert for clock use 
out dx,al ;send to clock chip 
ine ax ;base+3 
mov al,es: [bx] .dos_min ;get minutes 
call hex2bed ;convert for clock use 
out dx,al 7send to clock chip 
ine dx sbase+4 
mov al,es:; [bx] .dos_hr ;get hours 
call hex2bed j;convert for clock use 
out dx,al isend to clock chip 
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Listing 6-8: (cont#.) 


;chip loaded with time - now calc chip date from DOS date 


out_years: 
mov ax,cs:dosdays ;get days since 1/1/80 
cmp ax,0 ;date not set? 
je outs ;skip everything 
mov bx, 0 ;BX = year count 
outl: cmp ax,365 ;day count within a year? 
jle out2 yes 
sub ax,365 jno - subtract 365 
inc bx jincrement year count 
jmp outl ;continue until w/i 1 yr 
;+BX has years since 1980 - now adjust for leap years 
out2: push ax ;save leftover days 
mov ax, bx ;AX now has years 
mov c1,4 ;divisor for leap years 
div el jalleaps, ah=remainder 
mov cl,ah ;remainder=0 is leap itself 
mov ah,0 jset up for subtract 
inc ax jadd 1 to leap year count 
mov’ dx, ax 7DX has 1 day/leap yr passed 
pop ax yrestore days remaining 
sub ax,ax ;subtract 1 day for each leap yr 
cmp ax,0 jare we negative? 
jg out3 yno - we are ok 
add ax,365 jadd back 365 days 
dec bx subtract 1 year 
out3: push bx save year count 
cmp c1,0 jleap year if 0 
jne outs ynot a leap year 
cmp ax,59 ;Feb 29? 
je out4 yes - set and exit 
jg outs jpast Feb 29 
ine ax ;before - reverse subtraction : 
jmp outs ; 
out4: mov ox, 2 ;Feb 
mov ax, 29 ; 29 
jmp out? pexit 
;AX has days left in current year - now find month and day 
outs: mov cx,1 ;month count 
lea di,cs:table j;days per month 
mov bh, 0 ;clear hi-order 
outé: mov bl,es: [di] ;get days in each month 
ine di ;increment to next month 
cmp ax, bx jless than last day? 
jle out7 yyes (in current month) 
sub ax,bx yno subtract days in month 
inc cx rincrement month count 
jmp outé ;continue until month found 
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;AX has days, CX has month - now get years since 1980 


out7: pop bx jrestore year count 
jmp outs 7go load chip 
jno date set (special case) 
outs: mov bx, 0 71980 
mov cx, 1 ;Jan 
mov ax,1 ; Ist 
;BX years since 1980, CX = days - now load clock chip 
outd: mov dax,cs:clock_port ;get chip base address 
add ax, 6 ibase+6 
push cx ;Hex2bed destroys cx 
call hex2bed ;convert for chip use 
out dx,al 7set days counter 
inc . dx pbase+7 
pop ax restore month count 


eall hex2beda ;convert for chip use 

out dx,al ;set months counter 

add ax,2 jbase+9 

out dx,al 7set months RAM 

ine dx rbase+10 

xchg al,bl imove years to al 

out dax,al ;set years since 1980 RAM 
mov ax,0 ;status ok 

mov bx, 6 ;count of 6 

jmp load_status iset status word & exit 





At the label Output, the registers ES and BX are set up to point to the 
data-transfer area in which DOS has passed the time and date. The struc dosdate 
is used to reference each piece of data. First, the value for the number of days 
since January 1, 1980, is moved to the local variable dosdays. This variable is 
needed later on, when the driver converts its value to month, day, and year. 

At the label outchip, the time is retrieved. These values are stored in the 
clock chip after a hexadecimal-to-BCD conversion is performed for each of the 
values, 

At the label owt_years, the number of years since 1980 is calculated, given 
the days since 1/1/80. The loop at out1 simply subtracts 865 from the total days 
and increments the BX register for the count of years elapsed. Upon completion, 
the driver has the number of years elapsed since 1980 and the count of the days 
in the current year. 

At the label owz2, the driver calculates the number of extra days resulting 
from the number of leap years passed. The number of these extra days is 
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subtracted from the days left in the current year. If the number of extra days is 
greater than the number of days in the current year, the driver needs to adjust 
the days-left count and the number of years since 1980. 

At the label out3, the driver tests for the number of days left in the current 
year against the leap year indicator. If the current year is a leap year, the driver 
needs to determine whether the current date is before, at, or after February 29. 
If the current date is before February 29, the driver needs to add back the one 
day that was subtracted earlier when it was determined that the current year is 
a leap year. If the current date is February 29, the month and day is set 
accordingly. 

At the label owtS, the driver uses the days left in the current year and 
calculates the month and day by using the days-per-month table named table. 
The code loops, subtracting each time, the number of days per month for each 
month in table from the days left in current year, until the remainder is less than 
the number of days in the next month in the table. Finally we have the month, 
day, and years since 1980. 

At the label owt9, the date is converted from hex to BCD and the clock chip 
is loaded with these values. 


The Rest of the Commands Listing 6-9 contains the code for the rest of the 
driver commands. Output With Verify (command 9) is processed by the same code 
as Output, so the driver jumps to the Output procedure. The commands Output 
Status (10), Output Flush (11), I/O Control Output (12), Device Open (13), Device 
Close (14), Removable Media (15), and Output Til Busy (16) are not applicable, 
so the clock device driver jumps to the appropriate routine, sets DONE or ERROR, 
and exits. 


The Error Exit Section 


The Error Exit section for the clock device driver is the same as that for the device 
drivers of the previous chapters. Control is passed to the Error Exit routine from 
the commands Removable Media and Output Til Busy if the clock device driver 
receives these commands. The ERROR bit of the Request Header status word is 
set. The error code is set to 3, which indicates an Unknown command. Here is the 
code for the Error Exit section: 


ett ttt ete cece eC eee ee ee eee ee ee eee ee) 
i 


i* ERROR EXIT is 
ESIC ISCI SII SICIG ISIC ISISIISICIGIICICIGI II ISI ICI IDGISI FITS ICICI ICI I I ICH A i 
unknown: 
or es: [bx] .rh_status,8003h ;set error bit and error code 
jmp done ;set done and exit 
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Se RT Tiga gt a ee 
Listing 6-9: The code for the commands following the Output command (8). 





;command 9 Output_Verify 
Output_Verify: 

jmp output jsame as output 
;command 10 Output_Status 
Output_Status: 

jmp done ;set done bit and exit 
;command 11 Output_Plush 
Output_Flush: 

jmp done ;set done bit and exit 
;command 12 LOCTL_Out 
TOCTL_Out : 

jmp unknown jset error bit/code and exit 
jcommand 13 Open 
Open: 

jmp done j;set done bit and exit 
;command 14 Close 
Close: 

jmp done ;set done bit and exit 
;command 15 Removable 
Removable: 

jmp unknown yset error bit/code and exit 
;command 16 Output Til Busy 


Output, Busy: 


jmp unknown set error bit/code and exit 





The Common Exit Section 


The clock device driver passes control from the Input and Output commands to 
the Common Exit routine at the label Joad_status. The status in the AX register 
and the count in the BX register are set before the program jumps to this section. 
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Listing 6-10: The code for the Common Exit processing. The ES and BX 
registers are restored, the status and count are saved, and the driver exits. 





AOR RR RR I RR IRGC RRO IRA Rk dk ok 


:* 


COMMON EXIT - 


ROR ORCI ROR RR ARORA ROR RGR RR FOR ICTR CR ICR TCI I RCE ICI A RICE ICR Hk ek 


load_status: 


busy: 


done: 


mov cx,cs:rh_seg j;xestore request header 
mov es,cx 7; segment to es 

mov cx,cs:rh_ofs ;restore offset also 
xchg bx,cx ;switch them 

mov es: {bx].rh_status,ax ;return status 

mov es: [bx]. rh8_count,cx jreturn output count 
jmp done ;set done bit and exit 
or es: [bx] .rh_status,0200h ;set busy bit 

or es: [bx].rh_status,0100h ;set done 

pop si restore all registers 
pop di 

pop dx 

pop cx 

pop bx 

pop ax 

pop es 

pop ds 

ret return to DOS 
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The status word is set to 0 to indicate that there are no errors, and the count is 
always set to 6. 

Next, the driver restores the ES and BX registers, which point to the Request 
Header; the status and count are stored before the clock device driver exits. In 
addition, commands that jump to BUSY are processed here. The Common Exit 
code is shown in listing 6-10. 


The End of Program 


The code contained in the initial procedure, which is called from the Initialization 
command, is placed at the end of the device driver because it is used only once. 
As you have seen in previous examples, the driver allows DOS to overwrite the 
memory used by this procedure by setting the Break Address to point to this 
memory space. The amount of memory for other DOS code is thus increased. 

In listing 6-11, you will see that the first function that the initial procedure 
performs is to find the MM58167A clock chip hardware port address. The driver 
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Listing 6-11: The End of Program section. This section is used only once; DOS 
is permitted to overwrite this code after it has been executed. The code finds 
the base port address of the clock chip, determines the type of video adapter 
being used, sets up the timer interrupt, and displays a console message in. 
two parts. 


| 
| 








[ORCC OI IR IR IR ICI IR ICICI OIC ICICI CII ICA ACI IOI I ICICI IGIER ICR II ICR ACI ICSI CA ICA ICA HE He dea ae 
ae END OF PROGRAM x 
ie ek ee ee ee ee ee ee ee 
ithis procedure is called from the Initialization command and 

jis executed only once. We tell DOS that the next available 
imemory location (Break Address) is here. This allows DOS to over 
iwrite this code; we save space. 








| 
initial proc near ;display message on console | 
lea dx,cs:msgl jpart 1 of message | 
mov ah,9 ;display on console | 
int 21h ;DOS call | 
;First find clock chip base address | 
lea si,cs:clock_table iget address of table | 
mov cx, 3 ithree addressess | 
find1l: mov dx,cs: [si] iget lst address 
add fob vy) jbase+2 = seconds i 
in al,ax iget seconds 
test al,80h thigh order bit set? 
jz find2 jno ~ not empty port i 
add si,2 ;next address | 
loop findl ;search thru clock table 
ino port found - don’t continue with setup | 
lea dx,cs:msg4 ino port found 
mov ah,9 idisplay on console 
int 21h ;DOS call 
ret exit 
Clock Chip port found 
find2: mov dx, 3 ;convert back to port 
sub ax, cx port position 
shl dx,1 idouble it 
lea di,cs:clock_table jaddress of chip table 
add di, ax sword index 
mov dx,cs: [di] iget port 
mov cs:clock_port, dx ;save it 
lea di,cs:msg2a 7convert to ASCII 
| call hex2asc i;for later display 
| Determine type of Video Display adapter in system 
| mov ah,0fh 7get video mode 
' int 10h Video BIOS call 
| cmp al,7 7mono? } 
| jne calc ;no - assume color | 
mov cs:mode, 1 jmono 1 : 
mov cs:scn_port, 3bah mono video port | 
mov es:scn_seg,0b000h ymono screen address } 
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Listing 6-11: (cont.) 





;Calculate time string 


calc: call display ;setup initial time 
eli ;clear interrupts 
assume es:timer jnew directive 
mov ax,timer ;get segment addr 
mov es,ax ;set ES 
mov ax,es:timer_ofs ;get old timer offset 
mov es:oldic_ofs,ax psave it 
mov ax,es:timer_seg ;get old timer segment 
mov cs:oldic_seg,ax save it 
lea ax,clkint ;get new offset 
mov es:timer_ofs,ax jset new offset 
mov es:timer_seg,cs jalso segment 
assume es:cseg jrestore directive 
sti ;restore interrupts 
lea dx,cs:msg2 jpart 2 of message 
mov ah,9 ;display on console 
int 21h ;DOS call 
emp cs:mode,1 ;mono? 
jne exit2 7no 
lea dx,cs:msg3a 7yes 
jmp exit3 ;go print mono message 
exit2: lea dx,cs:msg3b jcolor 
exit3: mov ah,9 ;display on console 
int 2ih ;DOS call 
mov bx, cs:rh_ofs ;restore BX 
mov ax,cs:rh_seg jrestore segment 
mov es,ax ; to ES 
ret jreturn to caller 


initial endp 


msgl ab ‘The Waite Group Clock Device Driver’, 0dh, 0ah, '$‘ 
msg2 db ’ using device address ' 
msg2a db *0000H’, Odh, Oah, '$’ 
msg3a db ’ with monochrome adapter’ ,0dh,0ah,’$’ 
msg3b db * with color adapter’, 0dh, 0ah,’$' 
msg4 db ' No Clock Found - Driver Aborted’ ,0dh,0ah,‘$’ 
clock_table label byte ;table of possible chip addresses 
dw 0240h i; 
aw 02c0h } 
dw 0340h i 


hex2asc proc 


prequires: 
7 dx = binary number 
} ai address of ASCII string 


; ax - for character conversion 
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ex - loop control 


| Listing 6-11: (cont.) 
| 





;returns: \ 
# nothing | 
push cx jsave cx i 
push ax ;save ax ' 
mov cx,4 jnumber of hex digits \ 
hi: push cx ;save cx inside this loop \ 
mov o1,4 ;shift count (bits/hex digit) | 
rol dx,cl rotate left 1 hex digit 
Mov al,dl ymove hex digit to al 
and al,Ofh j;mask off desired hex digit 
emp al,Oah ;is it above 9h? 
jge h2 ryes 
add al,30h ;numeric hex digit 
jmp h3 jskip 
h2: add al,37h j;alpha hex digit 
h3: mov es:[diJ,al ;store hex digit in string 
ine di next string address 
pop ox ;get saved loop count 
loop hl jloop start 
| pop ax jrestore ax 
i pop cx jrestore cx 
| ret jreturn to caller 
hex2asc endp 
clock endp ;end of clock procedure 
| cseg ends 7end of cseg segment 
end begin 7end of program 





uses a table named clock_table that contains the typical values of the base port 
addresses used for the MM58167A chip. 

The clock device driver uses a simple algorithm to find the clock chip port 
address. Because the counter for seconds is at location 2 relative to the base port 
address, this counter is read using the base chip ports from the clock_table. The 
driver also assumes that the MM58167A chip will return a BCD value in the 
range from 0 to 59. Therefore, if a clock chip exists at the base port address, any 
seconds values that are read in will not have the high-order bit (8) set, and the 
values will be less than 80h. If the driver finds that the seconds value does not 
have this high-order bit set, it assumes that a clock chip has been found at the 





base port address. 

The base port address is saved in the variable clock_port, which will be used 
by the rest of the clock device driver to determine how to read from and write to 
the MM58167A clock chip. If a base port address is not found, then the driver 
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returns to the Initialization command, whose code will check for a valid clock_port 
and will abort the loading of the clock device driver. 

Once the clock chip base port address is found, the driver continues by 
determining the type of video display adapter that is present in the PC. A BIOS 
interrupt (10h) is issued and the value returned in al is checked. Based on the 
type of display adapter, the driver will set the screen memory segment address 
(B000h for monochrome or B800h for color), the screen status port address (3BAh 
for monochrome or 3DAh for color), and the variable mode to indicate if the driver 
found a monochrome adapter (1) or a color adapter (0). 

At the label calc, the driver calls the procedure display to initialize the time 
display that will appear on the screen. The timer interrupt (1Ch) is changed to 
point to our clkint procedure. This is done by saving the segment (timer_seg) and 
offset (timer_ofs) address of the original timer interrupt in the variables old Ic_seg 
and old1c_ofs. Then the driver sets the timer interrupt segment and offset 
addresses to the segment and offset address of the clkint procedure. 

Note: A good programming practice is to turn interrupts off when swapping 
interrupt addresses. An interrupt cannot be allowed to disturb you while you are 
changing interrupt addresses. More importantly, you do not want a timer inter- 
rupt to occur when you are changing the timer interrupt itself. Unfortunately, 
because DOS restricts the use of DOS services to those numbered 1 through 0Ch 
and 30h (in device drivers only during Initialization command processing), the 
proper DOS services cannot be used. Get Interrupt Vector (35h) and Set Interrupt 
Vector (25h) are the correct ways to determine and set interrupt vectors. Although 
jt is a good practice to turn interrupts off when you are changing interrupt 
addresses, it is not the approved method. However, it is the only way you can do 
so from within a device driver. 

Asa last note, the display of the console message during the driver initial- 
ization process is split into two parts. The first part is displayed when the initial 
procedure is first executed. The second part of the message is displayed at the 
label exit2 upon exit from the procedure. Splitting the display code in this way is 
a good practice when there is a lot of code in the initialization procedure. If there 
are any problems with this code, the second part of the console display will not 
be displayed. This will alert you that there is a problem with the code. 

The procedure hex2asc is used to convert the base port address of the 
MM58167A chip to ASCII for display on the console. 


Building the Clock Device Driver 


To build the clock device driver in this chapter, enter the source code of the driver 
into a file using a word processor. Name the file clock.asm. The listing of the 
entire clock device driver is shown in listing 6-12. 
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Listing 6-12: The entire listing of A Clock Device Driver. 





page 60,132 
title A Clock Device Driver 


ITT ttt Lett t et ce te tee ee ee eee eS ee ee ee ee er 
; 


ye This is a Clock Device Driver * 
7* Author: Robert S$. Lai * 
hd Date: 27 November 1991 * 
7% Purpose: A Clock Driver based on the MM58167A clock chip * 


DOI III IOI IO IORI IO IOI IO IC IOIICIOIIIOI IIIS gk doi i tak tok ge 
; 


ORCC CRO ICR ROR CAR ICR CRRA ATC ACCOR ACR CA CCR CICA ACR CRO TCA ICAO CROC IGRI OA ICAO Re 


i ASSEMBLER DIRECTIVES * 


[ORO ICI ICICI IORI I IOI I ROR CR IC ICR RC I ICR ACR ROR I ICR ICR RCI IR TROT TIF ROI RO RO I a 


timer segment at 0h jint le segment 
org Ich*4 

timer_ofs label word 

timer_seg label word 

timer ends 

cseg segment para public ‘code’ 

clock proc far 
assume ces:cseg, es:cseg, ds:cseg 


structures for the Device Driver 


dosdate struc ;DOS DATE structure 
dos_day dw ? ;days since 1/1/80 
dos_min db ? minutes 
dos_hr db 2 , hours 
dos_hun db ? shundredths of a second 
dos_sec db ? ;seconds 
dosdate ends yend of struc 
istructures 
rh struc ;request header 
rh_len dab ? jlen of packet 
vhiunit db ? junit code 
i (block devices only) 
rh_cmd db ? idevice driver command 
rh status aw 2 ireturned by device driver 
vh_resl dd 2 ;reserved 
rh_res2 dd ? ;reserved 
rh ends ; 
rho struc ;Initialization (command 0) 
rho_xrh db size rh dup (?) ;fixed portion 
rh0O_nunits db ? mumber of units 


i (block devices only) 
rhoO_brk_ofs dw ? ;offset address for break 
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Listing 6-12: (cont.) 
rh0_brk_seg dw ? ;segment address for break 
rh0_bpb_tbo dw ? ;offset address of pointer 

j;to BPB array 
rh0_bpb_tbs dw ? ;segment address of pointer 

;to BPB array 
rho_drv_ltr db 2. ;first available drive 

;} (DOS 3+) (block only) 
rho ends i 
rh4 struc ; INPUT (command 4) 
rh4_rh db size rh dup(?) ;fixed portion 
rh4_media db ? jmedia descriptor from DPB 
rh4_buf_ofs dw ? j;offset address of 

;data transfer area 
rh4_buf_seg dw ? segment address of 

jdata transfer area 
xh4_count dw 2 jtransfer count 

; (sectors for block) 

; (bytes for character) 
rh4_ start dw ? ;start sector number 

; (block only) 
rh4 ends ii 
rhs struc ;OUTPUT (command 8) 
rh8g_rh dab size rh dup(?) ;fixed portion 
rh8_media dip ? jmedia descriptor from DPB 
rh8_buf_ofs dw ? joffset address of 

;data transfer area 
rh8_buf_seg dw ? ;segment address of 

jdata transfer area 
rh8_count dw fs jptransfer count 

; (sectors for block) 

; (bytes for character) 
rh8_start dw ? ;start sector number 

; (block only) 
rh8 ends } 
rho struc ;OUTPUT_VERIFY (command 9) 
rh9_rh db size rh dup(?) ;fixed portion 
rh9_media db ? jmedia descriptor from DPB 
rh9_buf_ofs dw ? joffset address of 

;data transfer area 
rh9_buf_seg dw ? ;segment address of 

;data transfer area 
rh9_count dw 4 ;transfer count 

; (sectors for block) 

(bytes for character) 
rho_start dw ? jstart sector number (block only) 
rho ends : 
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Listing 6-12: (cont.) 





commands that do not have unique portions to the request header: 
; INPUT_STATUS (command 6) 
INPUT_FLUSH (command 7) 
? OUTPUT_STATUS (command 10 
} OUTPUT_FLUSH (command 11 
; OPEN (command 13) 
? CLOSE (command 14) 
; REMOVABLE (command 15 


LORRI RGR III IOI III RC ROCIO III IGOR CICK IGG ICR ICR 3 ROTC ack dak doi i ak ie a ie 


ae MAIN PROCEDURE CODE * 
aR KR RR KK Rk RR RR RR KOR AR RRR Rokk kok ok kok kk kk Rk KK KR KR KKK KARR RK KR ER 
begin: 


RGR CRC CII CROC ICICI ICI IRC ICISI OI OIG CI GIGICR ICRC ICR ICICI CR GIGI CI ICICI ACR ICI ACACIA a a ek 


pe DEVICE HEADER REQUIRED BY DOS * 


UICC IG RGR ICR ICR ICR ICR ICICI ICIS ICA CROAT ACCA ICI ICICI ICR ICICI IOR RICK ICR CR TCR I A 


next_dev ad -1 jno other drivers following 
attribute aw 8008h j;char,clock device 

strategy dw dev_strategy ;Strategy routine address 
interrupt dw dev_interrupt ;Interrupt routine address 
dev_name db "CLOCKS ' ;name of our Clock driver 


ORI CRIOIGICIOR III IIICICIGIGICICICIGIGICICISIGICICICIOICICICGCICICICIC ICICI IC ICICI GIGI IO 


ix WORK SPACE FOR CLOCK DEVICE DRIVER * 


IOI ICR I RC CIGAR ICICI CR ICICI ORO ICICI ICICI GIORGI GIO ICICI CRC ICICI AOI ICH HOO A Rk 


rhiofs dw ? ;offset address of the request header 
rh_seg dw ? segment address of the request header 


table label byte 


jan dio 31 

feb db 28 

mar db 31 

apr db 30 

may db Bil 

jun db 30 

jul di 31 

aug db 31 

sep db 30 

oct db 31 

nov dip 30 

decm dis 31 

dosdays dw 0 7DOS date (days since 1/1/80) 
clock_port dw 0 ;Clock chip base address 
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oldic label adword ;old timer interrupt 1c 

oldic_ofs dw 2 } offset 

oldic_seg dw ? ; segment 

refresh dw 0 ;sereen update indicator 

mode db 0 ;color = 0, mono = 1 

scn_pos dw 144 scolumn 72 (includes attribute) 

scn_port dw 03dah j;video status port for color 
;03bah for mono 

scn_seg dw Ob800h ;video memory address for color 
;0b000h for mono 

time dw 8 dup (003ah) ;time display 


CCS GIOIA ICICI III ICICI IG CIR CICIICIGISIIEIISISIDIIFICIIOIOIOI I ISIC II IOI Gr 


red THE STRATEGY PROCEDURE * 


LORI ICR OIRO IOI IIR RR ICI IC IG IO IOI OR TOA ROCA IGIOA IR IO koe ok 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret jreturn to DOS 


LORRI ICR IC ICI TOR ROI GIR RG GI IGG ICR TURF OIGI ICI IOI IOI IO I I a Hoke ee teak a i 


77 THE INTERRUPT PROCEDURE * 
[ORIG ROI IO ICI IOI OIC UIC I IOI ICICI ICICI RGGI ICO ICIUC RIGO a toi k a a ae 
i 


;device interrupt handler - 2nd call from Dos 
dev_interrupt: 


eld save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push dx 

push di 

push si 

mov ax,cs:rh_seg j;restore ES as saved by STRATEGY call 
mov es,ax 7 

mov bx,cs:rh_ofs ;restore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: (bx) .rh_cmd ;get request header command 

rol al,1l j;times 2 for index into word table 
lea di,cmdtab ifunction (command) table address 
mov ah,0 ;Clear hi order 

add di,ax jadd the index to start of table 
jmp word ptr[di] jjump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
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Listing 6-12: (cont.) 





;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
jthe appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_CHECK ; media check (block only) 
dw GET_BPB ; build bpb 
dw TOCTL INPUT 3 ioctl in 
dw INPUT ; input (read) 
dw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 
aw INPUT_FLUSH 7*input flush 
dw OUTPUT 7; output (write) 
dw OUTPUT_VERIFY } output (write) with verify 
dw OUTPUT_STATUS ;*output status 
dw OUTPUT_FLUSH ;*output flush 
dw IOCTL_OUT 3; loctl output 
dw OPEN 3; device open 
aw CLOSE ; device close 
dw REMOVABLE ; removable media 
dw OUTPUT_BUSY ; output til busy 


UI ICICI CIC CRG ICI IICICIGIIGIIOIGICI CIC IICICIICISICICISI ICICI GIGI CICIGR OI ICR GIG R ICH OIE HC HE eae 


a YOUR LOCAL PROCEDURES * 


CII IOIISIIOIOIGIGIICIOIGII ICI CIOI ICI SI CIGIGISIGI I OIGIGIGIOROIGIGIGIGIGICIGIGIG CI ICICI CI ICICI ICICI HOR 


hex2bed proc near ;convert AL from Hex to BCD 
juseS  ax,cx 

push cx 

mov cl,10 idivide by 10 

mov ah,0 ;setup for divide 

div ol iget 10’s digits 

mov cl,4 shift count 

shl al,cl iplace 10’s in left half 

or al,ah jadd back 1’s 

pop cx 

ret return to caller 


hex2bed endp 
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| bed2hex proc near iconvert AL from BCD to hex 
| puses ax,cx 

| push cx ‘ 

| mov ah,0 setup for divide 

| push ax jsave for 1's processing 

| mov cl,16 ;divide for left half of byte 
| div el 7} to get 10's digits 

\ mov ah,0 shave 10's digits 

| mov cl,10 ;convert to base 10 

| mul cl ;} by multiplying by 10 

| 

i 

i 
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Listing 6-12: (cont.) 





pop cx ;process 1’s digits 
and cl,0fh ;keep 1‘s only 

add al;el jadd 1’s to 10's 
pop cx 

ret return to caller 


bcd2hex endp 


evt2asc proc near tgets chip data & converts to ASCII 
in al,dx ;get (BCD) chip data 
mov ah,0 ;clear high 
mov cl,10h ;separate 10’‘s digits 
div el jal=10‘s, ah=l's 
or ax, 3030h convert to ascii 


ret jreturn to caller 
evt2asc endp 7 


display proc near ycalculates time for display 
push ax ;save registers used 
push bx 
push cx 
push ax 
mov dx,cs:clock_port;get chip’s base address 
add dx, 4 jbase+4 = hours 
call evt2asc ;get hours and convert 
lea bx, cs: time j;move to Time string 
mov es: [bx],al jtens of hrs 
mov es: [bx+2],ah jhrs 
dec dx jbase+3 = minutes 
call evt2asc ;get minutes and convert 
mov es: {bx+6],al j;tens of minutes 
mov cs: [bx+8],ah jones 
dec ax jbase+2 = seconds 
call evt2asc iget seconds and convert 
mov cs: [{bx+12),al jtens of seconds 
mov es: [bx+14],ah pones 
pop ax restore saved registers 
pop cx 
pop bx 
pop ax 
ret jreturn to caller 


display endp 


;Clock Driver's replacement code for interrupt 1Ch 


clkint proc near jnew timer interrupt code 
push ax ;save registers used 
push cx 
push dai 
push si 
push es 
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i 
i 
| 
' 
i 


Sg 
S 
wD 
mo 
th 





;must push flags 
call cs:oldilc call old timer int 
mov ex,cs:refresh ;get refresh counter 
ine cx jincrement 
cmp cx, 18 318th time? 
jb notime jyno need to recale time 
call display 7yes we do 
mov cx,0 jreset counter 
notime: mov es:refresh,cx 7store it 
mov dx,cs:scn_port j;screen status port 
mov di,cs:scn_pos rscreen display position 
lea si,cs:time jtime string source 
i mov cx,cs:scen_seg jscreen segment 
| mov es,cx ; in es 
| mov cx, 10 j;move 10 bytes 
| eli ;clear interrupts 
| hlow: jwait for horizontal scan 
i in al,dx ;get video port status 
{ test al,i jwait for low = 1 
| jnz hlow jback 
mov ah,cs: [si] ;get byte to be displayed 
hhigh: 
in al,dx ;status must go hi after lo 
test al,1l } before a screen write 
jz hhigh wait til high = 0 
| mov es: (di],ah ;1 byte at any one time 
ine di increment screen position 
ine si increment source position 
loop hlow loop thru all bytes 
sti jrestore interrupts 
pop es restore all saved registers 
pop si 
pop di 
pop ox 
pop ax 
iret jinterrupt return 
clkint endp 





OIG III CII ICICI ICICI ICICI CICIICICIIDICIIOISIICIIISIOISISI I ICICI CI ICI II IIA A I Har 


ae DOS COMMAND PROCESSING * 


FITC ICICI OR IOI ICICI CII ICI ICICI OI OIGICIGI CGI GR ICR ICR ROI OR ROR IIR IO IOI He 





command 0 Initialization 
Initialization: 
eall initial ;display message 
;determine whether we found a clock chip 
emp es:clock_port,0 jis chip base = 0? 
jne initl jno ~ there is a chip 
jno chip found - we must abort loading this driver 
mov ax,0 ;set address to beginning 
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Listing 6-12: (cont.) 





jmp 
initl: lea 
init2: mov 
mov 
jmp 


command 1 
Media_Check: 


jmp 


;command 2 
Get_BPB: 


jmp 


7command 3 
TocTL_Input : 


jmp 


;command 4 
Input: 


init2 

ax,initial 

es: [bx] .rhO_brk_ofs,ax 
es: [bx] .rh0_brk_seg,cs 
done 


Media_Check 


done 


Get_BPB 


done 


IOcTL Input. 


unknown 


Tnput Read clock chip 


;store break offset 

;set Break Addr. at initial 
store offset address 
;store segment address 

;set done status and exit 


;set done bit and exit 


;set done bit and exit 


set error bit/code and exit 


and return to DOS 


;Read and convert clock chip date and time to DOS date format 


mov dx,es: [bx] .rh4_buf_ofs 
Mov ax,es: [bx] .rh4_buf_seg 
mov es,ax 
mov bx, dx 

}ES:BX points to the DOS date buffer 
push es 
push bx 

;first read the clock chip for time 
mov ax, cs:clock_port 
ince ax 
in al,dx 
call bed2hex 
mov es: [bx] .dos_hun, al 
ine ax 
in al,dx 
call bed2hex 
mov es: [bx].dos_sec,al 
inc dx 
in al,ax 
call bed2hex 
mov es: [bx] .dos_min,al 
inc dx 
in al,dx 
call bed2hex 
mov es: [bx] .dos_hr,al 
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iget dos date data area 


i 


iset up es 
7set up bx 


;save segment for later 
j;save offset for later 


iget the clock base address 
rbase+1 

;get hundredths 
convert data 
store hundredths 
;base+2 

7get seconds 
jconvert data 
store seconds 
pbase+3 

iget minutes 
;convert data 
;store minutes 
rbase+4 

get hours 
;convert data 
;store hours 
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Listing 6-12: (cont.) 





jnow convert chip date (BCD format) to DOS date format (hex) 


;first check to see if month (and therefore year) has changed 
;by comparing the months COUNTER against the month RAM location 








incheck: 
mov dx,cs:clock_port ;get base clock address 
add ax,7 ;base+7 
in al,dx ;get chip’s month counter 
call bed2hex ;convert to hex 
mov bl,al ;save in bl 
add dx, 2 pbase+9 
in al,dax ;get RAM version of month 
call bed2hex ;convert to hex 
emp al,bl jis RAM & counter same? 
jg newyear jlast month > current ( 12>1 
jl updatemonth jlast month < current 
jmp prev_days ;same month 
;December rolled over to January ~ update the Year count in RAM 
newyear: 
inc dx ;base+10 
in al,dx iget year (stored in RAM 
ine al jadd 1 year 
out dx,al ;store in RAM year 
dec dx ymake it base+9 
jnow update month in RAM 
updatemonth: 
mov al,bl 7set current month 
call hex2bed convert for clock chip 
out dx, al jupdate month RAM 
j;determine days in previous years 
prev_days: 
ine dx jbase+10 (RAM) 
in al,dax ;get years since 1980 
mov ah,0 ;set up for multiply 
push ax save for leap year processing 
mov bx, 365 jdays per year 
mul bx ;times years - AX has days 
xchg bx, ax 7Ssave days in BX 
| mov el,4 jleap divisor 
| pop ax iget year count again 
div cl idivide for leap years elapsed 
mov cl,ah ;save leap year indicator 
;BX has total days and cl has leap year indicator 
mov ah,0 ;set up for add 
add bx, ax padd leap days to total 


jwe have days since 1/1/80 for all previous years including 
;} the extra days in leap years past 
curr_days: 





228 





Writing MS-DOS Device Drivers, Second Edition 








Listing 6-12: (cont.) 
push bx ;save total days past 
mov dx,cs:clock_port ;get base clock chip address 
add dx,7 pbase+7 
in al,dx ;get month counter 
call bed2hex ;convert to hex 
mov ah,0 ;set up for index 
push cs ;days per month table 
pop es ; addressed by ES 
lea di,cs:table 7; and DI 
mov cx,0 ;clear current year day count 
xchg ax,Cx jmonth loop count in cx 
push cx ;save for leap year check 
mov bh, 0 ;clear hi-order 
evt2days: 
mov bl,es: [di] ;days in this month 
ine di pincrement for next month 
add ax, bx jadd to total days 
loop evt2days until month count exhausted 
pop cx ;restore months 
pop bx ;total days past 
add ax, bx jadd to days in current year 
cmp cl,3 jpast March? 
gl leapyr no 
ine ax yes ~ add 1 for 2/29 
leapyr: pop bx jrestore DOS date offset 
pop es jrestore DOS date segment 
mov es: [bx] .dos_day, ax return days since 1/1/80 
mov ax,0 status ok 
mov bx, 6 ;count of 6 
jmp load_status j;restore es:bx exit 
;command 5 ND_Input. 
ND_ Input : 
jmp busy ;set busy bit and exit 
;command 6 Input,_Status 
Input_Status: 
jmp done ;set done bit and exit 


;command 7 
Input_Flush: 


jmp 


command 8 
Output: 
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Input Flush 


done 


set done bit and exit 


Output Set the Clock Chip Time and Date 


| 
| 








i 








Listing 6-12: (cont.) 
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;Convert the date in DOS date format to clock chip format 
; for writing to the clock chip 


;let ES:BX point to beginning of the DOS date 


update 
outchip: 


mov 
mov 
mov 
push 
push 
push 
pop 
lea 
mov 
cla 
rep 
push 
pop 


si,es: [bx] .rh8_buf_ofs 
ax,es: [bx] .rh8_buf_seg 
ds,ax 

si 

ds 

cs 

es 

di,cs:dosdays 

cx,2 


movsb 
cs 
ds 


;get data offset 

;get data segment 

j;to DS for (DS:SI use) 
jsave offset 

save segment 

;ES points to here 
;destination address 
imove count = 2 
;Girection is forward 
+ from DOS to us 
jrestore DS 

; by using CS 


clock chip with time from DOS date data 


pop 
pop 
mov 
ine 
mov 
call 
out 
ine 
mov 
call 
out 
inc 
mov 
call 
out 
inc 
mov 
call 
out 


es 
bx 
dx,cs:clock_port 
ax 

al,es: [bx] .dos_hun 
hex2bed 
dx,al 


al,es: [bx] .dos_sec 


al,es: [bx] .dos_min 
hex2bed 
dx, al 
ax 
al,es: [bx] .dos_hr 
hex2bed 

ax,al 








;restore DOS date segment 
jrestore DOS date offset 
;get clock port 

jbaset+1 

;get hundredths 

;convert for clock use 
send to clock chip 
rbase+2 

iget seconds 

;convert for clock use 
send to clock chip 
ibaset+3 

7get minutes 

;convert for clock use 
;send to clock chip 
jbase+4 

iget hours 

;convert for clock use 
;send to clock chip 


ichip loaded with time - now calc chip date from DOS date 


out_year 


outl: 


St 

mov 
emp 
je 

mov 
cmp 
jle 
sub 
inc 
jmp 


ax,cs:dosdays 
ax, 0 

outs 

bx, 0 

ax,365 

out2 

ax,365 

bx 

outl 


iget days since 1/1/80 
;date not set? 

78kip everything 

;BX = year count 

;day count within a year? 
ryes 

mmo - subtract 365 
jinerement year count 
;continue until w/i lyr 
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Listing 6-12: (cont.) 
;BX has years since 1980 - now adjust f 
out2: push ax 
mov ax, bx 
mov cl,4 
div cl 
mov el,ah 
mov ah,0 
inc ax 
mov dx,ax 
pop ax 
sub ax,dx 
cmp ax,0 
jg out3 
add ax,365 
dec bx 
out3: push bx 
cmp cl,0 
jne outs 
emp ax,59 
je out4 
jg outs 
ine ax 
jmp outs 
outa: mov cx, 2 
mov ax,29 
jmp out7 


;AX has days left in current year - now 


outs: mov ex, 1 
lea di,cs:table 
mov bh,0 
outé: mov bl,es: [di] 
inc ai 
emp ax,bx 
jle out? 
sub ax, bx 
ine cx 
jmp outé 


;AX has days, CX has month - now get ye 
out7?: pop bx 


jmp oud 
jno date set (special case) 
outs: mov bx, 0 

mov cx,1 

mov ax,1 


;BX = years since 1980, CX = month, AX 


outdo: mov dx,cs:clock_port 
add dx, 6 
push cx 
call hex2bed 
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or leap years 
;save leftover days 
;AX now has years 
;divisor for leap years 
jal=leaps, ah=remainder 
jremainder=0 is leap itself 
;set up for subtract 
jadd 1 to leap year count 
;DX has 1 day/leap yr passed 
;restore days remaining 
;subtract 1 day for each leap yr 
jare we negative? 
jno - we are ok 
jadd back 365 days 
;subtract 1 year 
;save year count 
jleap year if 0 
jnot a leap year 
Feb 29? 
yes - set and exit 
jpast Feb 29 
;before - reverse subtraction 


;Feb 

7 29 

pexit 

find month and day 

month count 

;days per month 

jclear hi-order 

;get days in each month 

jincrement to next month 

jless than last day? 

yes (in current month) 

j;no subtract days in month 

jincrement month count 

continue until month found 
ars since 1980 

;restore year count 

;g0 load chip 


71980 

iJan 

;} ist 

days - now load clock chip 
7get chip base address 
rbase+6 

;Hex2bcd destroys cx 
;convert for chip use 
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Listing 6-12: (cont.) 





out 
inc 
pop 
call 
out 
add 
out 
ine 
xchg 
out 
mov 
mov 
jmp 


;command 9 
Output_Verify: 


jmp 


;command 10 
Output_Status: 


jmp 


;command 11 
Output_Flush: 





jmp 


;command 12 
TOCTL_Out : 


jmp 


;command 13 
Open: 


jmp 


| jcommand 14 
| Close: 





jmp 


;command 15 
Removable: 


jmp 





ax,al 
dx 

ax 
hex2bed 
dax,al 
dx, 2 
dx,al 
dx 
al,bl 
dx,al 
ax, 0 
cx, 6 
load_status 


Output_Verify 


output 


Output_Status 


done 


Output_Flush 


done 


TOCTL_Out 


unknown 


Open 


done 


Close 


done 


Removable 


unknown 


iset 


days counter 


;base+7 
prestore month count 
;convert for chip use 


;set 


months counter 


rbase+9 


7set 


months RAM 


;base+10 
ymove years to al 


7set 


years since 1980 RAM 


status ok 
;count of 6 


rset 


status word & exit 


same as output 


pset 


set 


rset 


set 


rset 


7set 


done bit and exit 


done bit and exit 


error bit/code and exit 


done bit and exit 


done bit and exit 


error bit/code and exit 


Writing MS-DOS Device Drivers, Second Edition 





Listing 6-12: (cont.) 





;command 16 Output Til Busy 
Output_Busy: 


jmp unknown ;set error bit/code and exit 


JUSSI SIG SEI ISIC ICICI STIG IDIS ICI SISSIES I I III ICI 
ine ERROR EXIT * 
EGCG GIGS IDCIGI ISS ISISISI ISIC ICICI ICICI ICICI ICICI IOI I I 
unknown: 
or es:[bx].rh_status,8003h ;set error bit and error code 
jmp done ;set done and exit 


JORIS ISIS SISI ISIS I ISIE SICI ISI SI ISIC ICICI IGIGIGGICICIGIGICIGIGISISIICIGISTCIICISII ICICI I I II Ik 


ra COMMON EXIT * 
QCIF III ICI II OCI I IGICI II IIR I IOI I ICICI IOI ICR IGRI HOH ek i a 


load_status: 


mov ox,cs:rh_seg ;restore request header 
mov es,cx ; segment to es 
mov ex,cs:rh_ofs restore offset also 
xchg bx, cx ;Switch them 
mov es:{(bx].rh_status,ax jreturn status 
mov es: [bx] .rh8_count, cx ;return output count 
jmp done ;set done bit and exit 
busy: or es: [bx] .rh_status,0200h ;set busy bit 
done: or es: [bx].rh_status,0100h ;set done 
pop si rrestore all registers 
pop ai 
pop dx 
pop cx 
pop bx 
pop ax 
pop es 
pop ds 
ret ;return to DOS 


SECS SSIGIE ICICI ISIGIIIEIG ISIE ISIE SIEGES GRICE ICGIIOGIICIGI ICICI II ICI GE 
END OF PROGRAM * 


ee ee ee ee ee ee ee ee 
his procedure is called from the Initialization command and 

jis executed only once. We tell DOS that the next available 
memory Location (Break Address) is here. This allows DOS to over 
jwrite this code; we save space. 





initial proc near ;display message on console 
lea dx,cs:msgl jpart 1 of message 
mov ah,9 ;display on console 
int 2ih 7DOS call 
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Listing 6-12: (cont.) 








;First find clock chip base address 


lea si,cs:clock_table 
mov cx,3 
findl: mov dx,cs: [si] 
add dx}.2 
in al,dx 
test al,80h 
jz find2 
add si,2 


loop find1 


jget address of table 
;three addressess 

;get ist address 

jbase+2 = seconds 

jget seconds 

j;high order bit set? 

mmo - not empty port 
next address 

;search thru clock table 


;no port found - don’t continue with setup 


yno port found 
;display on console 
;DOS call 

pexit 


sconvert back to port # 
sport position 

jdouble it 

jaddress of chip table 
sword index 

iget port 

jsave it 

s;convert to ASCII 

;for later display 


iget video mode 
;Video BIOS call 


;mono? 
;no - assume color 
ymono = 1 


;mono video port 


lea dx,cs:msg4 
mov ah,9 
int 21h 
ret 
;Clock Chip port found 
find2: mov ax, 3 
sub ax, cx 
shl ax, 1 
lea di,cs:clock_table 
add ai,dax 
mov dx,cs: [di] 
mov cs:clock_port,dax 
lea di,cs:msg2a 
call hex2asc 
;Determine type of Video Display adapter in system 
mov ah,0fh 
int 10h 
cmp al,7 
jne cale 
mov cs:mode,1 
mov cs:iscn_port, 3bah 
mov cs:scn_seg,0b000h 


Calculate time string 
cale: call display 


eli 

assume es:timer 

mov ax, timer 

mov es,ax 

mov ax,es:timer_ofs 
mov es:oldic_ofs,ax 
mov ax,es:timer_seg 
mov es:oldlc_seg,ax 
lea ax,clkint 

mov es:timer_ofs,ax 
mov es:timer.seg,cs 
assume es:cseg 

sti 

lea dx,cs:msg2 

mov ah,9 


imono screen address 


;setup initial time 
;clear interrupts 
mew directive 

iget segment addr 
;set ES 

iget old timer offset 
jsave it 

iget old timer segment 
save it 

iget new offset 

jset new offset 

jalso segment 
jrestore directive 
jrestore interrupts 
jpart 2 of message 
;display on console 
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Listing 6-12: (cont.) 





int 21h ;DOS call 
cmp cs:mode,1 ;mMono? 
jne exit2 ;no 
lea dx, cs:msg3a pyes 
jmp exit3 ;g0 print mono message 
exit2: lea dx,cs:msg3b ;color 
exit3: mov ah,9 ;display on console 
int 21h 7DOS call 
mov bx,cs:rh_ofs jrestore BX 
mov ax,cs:rh_seg ;xrestore segment 
mov es,ax ; to ES 
ret jreturn to caller 
initial endp 
msgi db ‘The Waite Group Clock Device Driver’, 0dh,0ah,’$’ 
msg2 db ’ using device address ' 
msg2a db *0000H’, 0dh, Oah, '$’ 
msg3a db * with monochrome adapter’,0dh,0ah,‘$’ 
msg3b db ’ with color adapter’, 0dh,0ah,’$’ 
msg4 db ’ No Clock Found ~ Driver Aborted’,0dh,Qah,’$’ 
clock_table label byte jtable of possible chip addresses 
dw 0240h ; 
dw 02cO0h ; 
dw 0340h i 


hex2asc proc 


srequires: 

; dx = binary number 

; di = address of ASCII string 

juses: 

? ax - for character conversion 

; cx = loop control 

jreturns: 

} nothing 
push cx jsave cx 
push ax 7Ssave ax 
mov cx,4 jnumber of hex digits 

hi: push cx ;save cx inside this loop 
mov cl,4 ishift count (bits/hex digit) 
rol dx, cl ;rotate left 1 hex digit 
mov al,dl ;move hex digit to al 
and al,0fh j;mask off desired hex digit 
cmp al,Qah j;is it above 9h? 
jge h2 7ves 
add al,30h ;numeric hex digit 
jmp h3 skip 

h2: add al,37h ;alpha hex digit 

h3: mov es:[(di],al store hex digit in string 


A Clock Device Driver 





Listing 6-12: (cont.) 





inc ai jnext string address 
pop cx ;get saved loop count 
loop hi ;loop start 

pop ax jrestore ax 

pop cx jrestore cx 

ret preturn to caller 


hex2asc endp 


clock endp jend of clock procedure 
cseg ends jend of cseg segment 
end begin send of program 





After you have entered the clock device driver into a file, you will need to 
assemble, link, and convert it to .COM format. In addition, you will need a 
CONFIG.SYS file that specifies the clock device driver as a user-installable 
device driver. 


The Clock Device Driver in Action 


When you first boot DOS with the clock device driver, you will get a strange date. 
This is because the driver has not set the time and date on the MM58167A clock 
chip. Once you have used the TIME and DATE commands to set the proper time 
and date, you will see the correct time and date on the next boot of DOS. Notice 
that the time is shown in the upper right-hand corner. This is the resident 
program displaying the time on the screen. 


Summary 


In this chapter, we have examined a clock device driver. The standard DOS clock 
driver has been replaced with one that has many features. It will find the port 
address of the MM58167A clock chip, determine the video monitor adapter type, 
and periodically display the time on the screen. You have seen how to abort the 
loading of a device driver if the driver cannot find the base port address of the 
clock chip. Finally, you have seen how to take over an interrupt for your own use. 

Device drivers are not just programs that control devices. You can use 
drivers for creative programming efforts, adding almost any feature you desire. 

In the next two chapters we will look at a different type of device driver—the 
block-oriented device driver. In chapter 7 you will learn about disks—how they 
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work, what is contained on disks, and what disks do in terms of device drivers. 
In chapter 8, you will build a RAM disk device driver with a special feature that 
will allow you to hear the device driver working. 


Questions 


1. What happens if I ran the clock device driver and the clock chip was 
missing from the PC? 


2, Of what use are the RAM locations in the clock chip? 
8. [notice a lot of code for determining leap years. Why is that? 
I do not want to display the time on the screen. What do I do? 


Answers may be found in appendix F. 
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Introducing Disk Internals 


L order to learn how to write a disk device driver, which we present in 
the next chapter, you should review the topic of disk internals. DOS supports a 
variety of disks, with storage capacities ranging from a hundred thousand bytes 
to hundreds of megabytes. In this chapter, we will describe how DOS manages 
different types of disk storage. You will need this information when you begin 
writing the powerful block device driver in chapter 8 that simulates a disk but 
that has much faster read and write times. 

Starting with basic definitions, we will show how data is written to a disk 
(disk here means both hard [fixed] disk and floppies), how DOS organizes the 
data on the disks, and how DOS determines the disk type. We will distinguish 
between floppy and hard disk drives and look at some of the special features of 
hard disk drives. Lastly, we will describe the internal information that is 
contained on each disk drive and how disk device drivers interact with DOS to 
access disks. 


The Physical Side of Disks 


Disks are storage devices that are based on a rotating disk with magnetically 
alterable surfaces. The surfaces store digital information. Read/Write heads are 
built into the disk drive to retrieve and store data to the disk drive. Disk drives 
are also known as random access devices, because you can independently position 
the read/write head to any spot on the disk. 

Disk drives come in two different forms. Floppy disks are those types of disks 
that can be removed from the drive unit. Hard disk drives are fixed and cannot 
be removed. 
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Disk Types 


Floppy disks are built using flexible materials and are usually made in three 
sizes: 314 inches, 5% inches, and 8 inches in diameter. Information is recorded 
on one or both surfaces; most floppy disks use both surfaces. 

Hard disks are built with one or more platters mounted on a spindle driven 
by a small motor. Each of the platters is magnetically coated on both sides for 
storing information. A read/write head is assigned to each surface of a platter. 
These disk heads are mounted on arms that move together and are controlled by 
another motor. 

Connected to every disk drive through a cable is a disk controller; a PC 
add-on circuit board that provides electrical signals to control the disk and 
read/write head. The disk-controller board is inserted in a slot on the PC’s 
motherboard, which connects it to the main bus and allows the board to receive 
instructions from the CPU. The controller is responsible for transferring data to 
and from the PC and for positioning the read/write head to a desired position on 
the disk. 


Organizing Data on Disk Drives 
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In this section, we will examine organizing data on disks, storage capacities, 
sector sizing and numbering, and formatting. 


Tracks on a Disk 


Each surface of a disk is divided into tracks on which information is recorded. 
The read/write head assigned to a disk surface is positioned to one of these tracks 
before a read or write is performed. 

Most 54-inch floppy disks have either 40 or 80 tracks. There is also another 
standard format based on 3-inch disks. Disks that contain 40 tracks are 
commonly called double density disks. Historically, the original disks for the PC 
could record at half this density and were called single density disks. With 
improving technology, the density has increased to 80 tracks; such disks are 
known as high density disks. 

Because the surfaces are rigid and easier to control to tighter tolerances, 
hard disks can have many times the number of tracks on a floppy disk. A 10-Mb 
fixed disk for the IBM PC typically has 305 tracks. When there are two or more 
platters in a disk drive (the spinning surface is called a platter), the term cylinder 
is used to refer to all tracks that are identically numbered. 

Tracks are numbered from 0 to the highest track number for the disk. Each 
recording surface of the disk is also numbered in this manner. 
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Raw Storage Calculations 


Often you need to calculate just how much capacity there is on a disk. Several 
specifications can be used to determine the amount of storage. First, you will need 
the amount of data that can be recorded in one track, which is usually specified 
in bytes per track. Next, you will need the number of tracks per disk surface, 
which is determined by the track density (usually specified as tracks per inch, or 
tpi) multiplied by the circumference of the recording surface that contains 
tracks. Finally, you will need the number of recording surfaces. This is usually 1 
for a single-sided disk and 2 for a double-sided one. For hard disks, this number 
is usually twice the number of platters. 

The total amount of “raw” storage on a disk is calculated with the following 
formula: 


Total storage = storage/track * tracks/surface * surfaces 


Not all of this storage area is available for your use, because the overhead 
needed to manage the data stored on the disk is not taken into consideration in 
this calculation. Overhead is a term used to describe the additional information 
recorded onto the individual tracks that is required for the disk controller to find 
each track. 

Disk tracks are further subdivided into sectors for ease of management; we 
will describe why this is done shortly. Table 7-1 summarizes the various types of 
disks and the amount of data that can be stored. 





Size 38% 3% bY 5Y 5M 54% 
Type floppy floppy floppy floppy floppy hard 
Density Type _ _ double double quad — 
Density 135 135 48 48 96 720 
(Tracks/Inch) 
Tracks/Surface 80 80 40 40 80 805 
Surfaces 2 2 1 2 2 4 
Bytes/Track 5,120 10,240 5,120 5,120 5,120 10,416 
Total Storage Size 800K 1.6Mb 200K 400K 800K 12Mb 





Table 7-1: The amount of raw storage available for different types of 
disks. 
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Organizing Data into Sectors 


Sectors are subdivisions of a circular track; they form the basic unit of storage for 
disk drives. Using sectors allows you to use a common method for storing data 
for disk drives of varying sizes. 

Whenever a disk is called upon to pass data back to the CPU, the read/write 
head of the disk is first positioned to a particular track. Then, asthe track rotates . 
under the head, the disk controller will scan the sectors that pass by, searching 
for the desired sector. Once the desired sector is found, the disk controller reads 
the contents of the sector and returns the data. 

The number of sectors in a track sometimes varies. This number depends 
on the amount of data that can be stored on a track. Version 1.0 of PC-DOS 
supported only floppy disks, and these were formatted for 8 sectors per track. 
PC-DOS version 3.0 allows 8, 9, and 15 sectors per track for floppy disks. Some 
machines, such as the Victor 9000, have formats that put more sectors per outer 
track than per inner tracks. This is because the larger outer tracks can contain 
more data than the smaller inner tracks. 

For hard disks, the standard number of sectors per track is 17. However, as 
you will see in the section on the BIOS Parameter Block, DOS can handle just 
about any number of sectors per track. 


Sector Numbering and Sizing 


In general, for both PC-DOS and MS-DOS, the physical-sector numbering starts 
at 1. Therefore, for a disk with 9 sectors per track, the sectors are numbered from 
1 through 9; for a hard disk with 17 sectors per track, the sectors are numbered 
from 1 to 17. 


Caution: Physical sectors are numbered starting at 1. This 
scheme is used when the disk BIOS routines are used to format, 


read, or write sectors. DOS uses a different scheme that num- 
bers sectors beginning with 0. You will see this later, in the 
section on the BIOS Parameter Block. 





As you saw above, the amount of data stored in each sector depends on the 
amount of storage per track and the number of sectors per track (assuming a fixed 
density for all the tracks). Because the amount of storage per track is fixed, the 
sector size can be varied by varying the number of sectors per track. Usually, the 
sector size is fixed at so many bytes per sector, and the number of sectors per 
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track is calculated by dividing the amount of storage per track by the desired 
sector size (plus some overhead). When a track is divided into sectors, some 
storage is lost in defining management and location overhead for each of the 
sectors. Defining sectors on a track is performed by the formatting process. The 
formatting information, or overhead, reduces the amount of storage available for 
your use. 


The DOS Standard for Sector Sizing 


The DOS standard sector size is 512 bytes; however, DOS disk support allows 
sector sizes of 128, 256, 512, and 1,024 bytes per sector. Sector sizes other than 
512 bytes are rare. Because many parts of DOS have been written to assume a 
sector size of 512 bytes, other sector sizes may not be used under all conditions 
without modifying DOS. Table 7-2 shows the number of sectors for the typical 
disk types that are supported by DOS. 


Formatting Disks 


A special program is used to create tracks and sectors within tracks on a disk. 
This program is known as FORMAT.COM, and it performs a number of additional 
tasks. The first task is to create a number of sectors on a track. This is repeated 
for all the tracks of a disk. The second task is to test each sector to ensure that 
data can be written to and read from the sector. The FORMAT.COM program 
will create a table for DOS that identifies which sectors are good or bad, so that 
bad sectors can be ignored. You will see more of this later in the section on File 
Allocation Tables. 


ASA eee tetera ST STS 


Size 384 38% 5M 5Y% 5M 5M, 
Type floppy floppy floppy floppy floppy hard 
Density Type _ _— double double quad _ 

Raw Storage 800K 1.6Mb 200K 400K 800K _ 
Bytes/Sector 512 512 512 512 512 512 
Sectors/Track 9 9 9 9 8 17 
Tracks/Surface 80 80 40 40 80 820 
Surfaces 2 2 1 2 2 6 

Total Sectors 1,440 2,880 360 720 1,440 83,640 
Formatted Storage 720K 1.44Mb 180K 360K 720K 40.84Mb 


cn Th Eran 


Table 7-2: Some of the disk formats supported by DOS. 
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When the data is organized by sectors, the overhead of identifying each 
sector results in a small loss of total storage. Typically, this is about 10 percent. 


Technical Details of DOS Disk Support 
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In this section, we will discuss how DOS accesses the various parts of a disk, the 
File Allocation Tables and File Directory, and the parameters in the Boot Record 
that describe the disk to DOS. 


Disks Supported by DOS 


The earliest versions of DOS (1.0) supported only single-sided disks. The next 
version (1.1) supported double-sided floppy disks, Hard-disk support began with 
MS-DOS version 1.25 and PC-DOS version 2.00. Prior to these versions, hard- 
disk support was largely a matter of the disk manufacturer providing custom 
software routines to access the hard disk. Today, hard disks of all sizes may be 
added to IBM and IBM-compatible PCs without requiring special software. The 
use of drivers facilitates the task of adding support for a large number of disks. 
Table 7-3 summarizes the types of disks supported by PC-DOS for the IBM PC. 

Special mention should be made of disk types supported by other vendors 
for non-IBM PCs. MS-DOS can be tailored to just about any machine that uses 
an 8086/8088 microprocessor, so the number of disk types for non-IBM compatible 


TTS 


Single Double Hard Hard 
DOS Side Side 1.2Mb Disk Disk 
Version bY bY B37) Floppy 10Mb Size 
1.0 x 
11 x x 
2.0 x x x 
2.1 x x x 
3.0 x Xx x x 10Mb+ 
3.1 xX x x x 10Mb+ 
3.2 x x x x x 1OMb+ 
3.3-5.0 x x x x x 10Mb+ 


Table 7-3: The types of disks supported by the various versions of 
PC-DOS. With each new version of DOS, support of new disk types 
was added. 
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PC Disk Type Size Description 

HP 150 31 floppy 270K Single-sided disks 

Tandy 2000 51% floppy 720K Double-sided 96 tpi disks 
DEC Rainbow 5 floppy 720K 2 single-sided 96 tpi disks 
Victor 9000 5% floppy 1.2Mb Double-sided 96 tpi disks 





Table 7-4: Disk sizes for other types of PCs using MS-DOS. 


machines is large. Table 7-4 shows other types of PCs and the disk types 
supported by MS-DOS. 


How Disks Are Organized 


DOS is capable of supporting more than one type of disk. This is made possible 
by requiring that information regarding a disk’s specific storage and access 
capabilities be stored right on the disk itself in a specific area defined by DOS. 

Each disk must also have additional information stored on it indicating the 
amount of storage currently used, names of existing files, and other information 
required for managing the files and disk space. This information is invisible to 
the user but is a necessary component of all disks. 

DOS expects the information on the disk to be defined in a certain sequence; 
therefore, all DOS disks are organized in a uniform fashion. This allows DOS to 
obtain information about the use of the disk, how space is to be allocated on the 
disk, and the files in use on the disk. 

There are four components to a disk layout. The first is the reserved area 
commonly referred to as the boot record. The second component is the File 
Allocation Table (FAT), which is used to indicate the usage of space on the disk. 
The third component is the File Directory, which is used to store the size, location, 
date, and time information about files on the disk. Finally, the last component is 
the user data area, in which the user files are actually stored. The relationships 
among these four components are shown in figure 7-1. 


The Boot/Reserved Area, FAT, and Clusters 


The boot or reserved area is the first section on the disk. Because disks vary in 
their number of sides, tracks, and sectors, DOS needs to determine these disk 
characteristics the first time it accesses a disk. 
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Figure 7-1: The relative positions of the four components of a typical 
formatted disk, with an exploded view of a typical boot area. 


DOS assumes that this information describing the disk is always in a certain 
physical location, usually track 0, surface 0, and sector 1—the first sector of the 
disk. Although the boot area is usually only one sector in length, it can be larger. 
For this reason, this area is now more generally referred to as the reserved 
sectors area. 

Figure 7-1 shows the boot area’s four parts: a jump code instruction, the 
vendor identification code, the BIOS Parameter Block, and the boot code area. 

The first part of the boot area contains a jump (jmp) instruction. If the disk 
is a DOS system disk, booting it causes the PC to load the data in the boot area 
into memory and to execute this jump instruction, which skips over the vendor 
identification and BIOS Parameter Block areas directly to the boot code. 

The second part of the boot area is an 8-byte field that contains the vendor 
identification. This field is not used or required by DOS. Normally, a PC manu- 
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facturer will fill this field with the name of the vendor plus the DOS version on 
the disk. Examples of vendor identification fields are: 


IBM 3.1 PC-DOS supplied by IBM 

PSA 1.04 MS-DOS supplied by ATT (6300) 

PC88 2.0 MS-DOS supplied by popular clone manufacturer 
ccc 2.1 MS-DOS supplied by Compaq 

MSDOS5 .0 MS-DOS supplied by Microsoft 


The third part of the boot area is the BIOS Parameter Block. This is a table 
of special disk parameters that DOS requires to determine the size of the disk 
and the relative locations of the FAT and the File Directory. The BIOS Parameter 
Block is often called the BPB and is always present on every disk. We will describe 
the contents of the BPB later in this chapter. 

The fourth and last part of the reserved boot area is called the boot code area 
because it contains the actual code for the bootstrap program that starts the PC. 
This bootstrap program has the job of “pulling itself up by the bootstraps”; in the 
case of DOS, this means getting DOS to bring itself into memory. Although this 
bootstrap code is always present in the reserved boot area, regardless of whether 
the disk contains the DOS system files, it is meaningful only when the disk has 
been set up as a system disk. 

Typically, a system disk is created by the FORMAT program supplied with 
MS-DOS. If the FORMAT command is executed with a special command switch 
(usually /S), two additional files will be copied to the disk. These files (typically 
10.,SYS and MSDOS.SYS) contain the code for the MS-DOS operating system 
and are hidden from you; they do not appear in a directory listing of the disk. 
However, the bootstrap program knows they are there and will load them into 
memory when the disk is accessed at system start-up time. When a disk has been 
set up to make it possible to boot from that disk, the disk is referred to as a 
system disk. 

Whenever any disk is formatted for use by the DOS FORMAT program, the 
four sections comprising the boot area are written to the reserved area of the disk, 
which always begins at the first sector of the disk. 


Clusters as the Unit of Storage for a File 


Before we describe the File Allocation Table, you need to know how sectors are 
used to hold data. When your program writes new data to a disk file, DOS needs 
to find an unused sector on the disk in which to store the new data. Conversely, 
when your program reads from a disk file, DOS needs to locate the sector on the 
disk in which the data is stored. DOS requires each disk to have a File Allocation 
Table in order to keep track of where sectors for a file are located. 
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Disk Type Sectors per Cluster 











8% double-sided floppy 2 
514 single-sided floppy 1 
514 double-sided floppy 2 
10Mb hard disk 8 
20Mb hard disk (AT) 4 


eel 


Table 7-5: The typical cluster sizes for different types of disks. 


Keeping track of files on a sector-by-sector basis can be inefficient, however. 
For example, a 10Mb hard disk has more than 20,000 sectors, and keeping the 
location of each would make the File Allocation Table very large. Searching this 
table would take a relatively long time. If the File Allocation Table were smaller, 
the searches would be faster, and, as a result, the file accesses would be faster. 
A better solution would be to group sectors together in a pool so that when a new 
space on the disk is required, a group of sectors is allocated for the file. This 
concept of grouping is called clustering sectors; it allows DOS to be more efficient 
in terms of the memory required to manage the File Allocation Table. A cluster 
is simply a fixed number of sectors; clusters add a second layer of organization 
and make access easier. 

Whenever a file requires disk space, DOS allocates a single cluster and 
marks the File Allocation Table to indicate this. Clusters (also called allocation 
units) are the basic units of storage for disk files. The number of sectors per cluster 
is determined by the disk type and is established by the FORMAT program when 
the disk is formatted. Table 7-5 shows the cluster sizes for different disk types. 


The File Allocation Table 


Let’s learn how the File Allocation Table works. 

The File Allocation Table (FAT) is the section of the disk that stores 
information on disk-file space usage. This table contains information on all the 
clusters that are unassigned (free for allocating to files), assigned (those that are 
in use by a particular disk file), or marked as bad (not usable because of media 
defects). 

Note that although the FAT records information on disk space used by your 
files, the boot area, the two FATs, and the File Directory areas are not themselves 
represented by clusters in the FAT. 

Within the FAT there is an entry for each available cluster on the disk. A 
floppy might have over 700 clusters. These entries indicate whether the cluster 
is in use, free, or bad. Bad clusters are found through the FORMAT program 
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during the formatting process; sectors that cannot be used because of problems 
in reading or writing cause the entire cluster to be marked bad. This means that 
some good sectors are lost. 

As we said earlier, there are two identical copies of the FAT. The second copy 
provides some insurance against the possibility of the first copy being damaged. 
This is an old trick that has been borrowed from other operating systems. 
However, DOS does not use the second copy to fix the first if it is damaged. 


Recording Clusters in the File Allocation Table 


As you saw earlier in this chapter, when a disk file grows, DOS allocates space 
on the disk in clusters rather than one sector at a time. This causes the FAT to 
be updated to indicate that a previously free cluster is now in use. Conversely, 
when a file is deleted, the clusters once occupied by data are marked in the FAT 
as being free again, 

As a file grows, DOS allocates clusters of disk space, and the use of these 
clusters is marked in the FAT. The list of clusters that form the disk space used 
by the file is called a chain, because of the way that DOS stores the cluster 
information in the FAT. You will see more of this shortly. 

FAT entries contain a value to indicate the status of each cluster. The cluster 
may be reserved for use by DOS, free for allocation, bad, or in use. A cluster is 
in use when it is part of a chain. The values for the FAT entries are listed in 
table 7-6. 

For disk sizes of 10Mb or smaller, the size of the FAT entry is 12 bits in 
length, or 3 hex digits. For disks larger than 10Mb, the FAT entry is 16 bits long, 
or 4 hex digits. 

The first available space in the user-data area of the disk is the first cluster, 
which is assigned a cluster number of 2. The reason it is not called 0 or 1 is that 
the first two entries in the FAT, normally cluster 0 and 1, are reserved for a media 





12-bit Entry 16-bit Entry Cluster Description 





000h 0000h Free 
001h-fefh 0001h-ffefh In-use 
ff0h-ff6h fffOh-fff6h Reserved 
ff7h fffv7h Bad 
ff8h-fffh fff8h-fffth, End of cluster chain 


$e EES prt eno 


Table 7-6: The various FAT entries and what they mean. 
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FATentyO 1 2 3 4 5 6 7 8 9Q 


Figure 7-2: The relationship between FAT entry and cluster. Each 
cluster is assigned a position in the FAT and will indicate whether the 
cluster is part of a chain (in use), free, bad, or reserved. Note that the 
clusters are numbered starting at 2. 


descriptor. A media descriptor is a value that uniquely identifies a particular type 
of disk and allows DOS to distinguish a single-sided 54-inch disk from a 
double-sided one. You will see more of this media descriptor in the section on the 
BIOS Parameter Block. Figure 7-2 shows the entries in the FAT that point to or 
represent the clusters in the user-data area. 


Clusters, Chains, and the FAT 


Suppose a file were large enough to require two clusters of disk space. DOS could 
simply mark each of two entries in the FAT with a value to indicate which clusters 
were in use, but this would not allow DOS to determine which cluster was first 
and which was second in the table. It would also be difficult to distinguish this 
particular file’s use of the disk from that of another file. It follows that just 
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marking used clusters via the FAT is insufficient for keeping track of what files 
exist where on the disk; we need a better method. 

Consider the following: when the first cluster is allocated to the file, we could 
store the cluster number outside the FAT, in the File Directory. (We will explain 
later in this chapter what the exact format of the File Directory entry is for each 
file, but let it suffice now to say that the disk directory will maintain, for each file 
on the disk, information about the file, including its name and starting cluster 
number.) Then, as the file grows and the second cluster is allocated, we could use 
the FAT entry for the first cluster to note which cluster was assigned as the second 
cluster. For example, if the file used clusters 5 and 10, we would note (outside 
the FAT) that the file’s first cluster was cluster 5; then, in the fifth entry of the 
FAT, we would store the number 10 to indicate that the next cluster in the file 
was cluster 10. It follows that if the file grew larger, thus requiring another 
cluster, we would find a free (unallocated) cluster in the FAT and store its number 
in the 10th entry of the FAT. This could continue indefinitely, or at least until 
there were no more available clusters to be found. In all cases, the last cluster 
allocated to the file would always have a special value in it to indicate that there 
were no more clusters following it. This value would represent the end of the file. 

The concept of having each cluster essentially point to the next cluster in 
use by a file is called a cluster chain. The idea is that the contents of each FAT 
entry in use contains a value (also called a pointer) that points to the next cluster, 
unless the FAT entry represents the last cluster for a file, in which case it would 
contain an end-of-file indicator. The only thing we would then have to know for 
a file to find all its sectors is the number of the first cluster assigned to it. 

As mentioned earlier, the first cluster assigned to a file is stored in the most 
sensible place: the File Directory. 

Figure 7-3 shows how each FAT entry points to the next, thus forming a 
chain. The start of the chain, or the first cluster, is kept in the File Directory with 
the entry for the file myfile. It contains the value of 4, which means that the first 
cluster of the file in the FAT is cluster number 4, The entry in the fourth FAT 
position contains the value 5, which indicates that the next cluster is cluster 
number 5. At the entry for cluster number 5 we find the value 6, which points to 
cluster number 6 as the next cluster. Finally, at entry number 6, we find it 
contains an /ffh. This marks the end of the clusters allocated for myfile. Thus, 
myfile is composed of clusters 4, 5, and 6 and is three clusters in length. 


The Number of FATs Is (Almost) Always Two 


The number of FATs is normally two, as shown in figure 7-3. When DOS updates 
the FAT, the first copy is updated, and then the second copy. As we said earlier, 
using a second identical copy of the FAT provides insurance against the first copy 
being damaged. The theory is that if the first copy is bad, then the operating 
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Figure 7-3: The clusters used by myfile. 


system will use the second copy. Without this mechanism, a damaged FAT would 
render the disk inaccessible. In practice, however, with a PC, if the first copy of 
the FAT is damaged, DOS does not use the second copy of the FAT to access file 
information, and the entire disk is not usable. The authors of DOS simply forgot 
to implement a means to fix the FATs. 

Because DOS really uses only one FAT, disks can be built with only one of 
them. To build disks with only one FAT, you cannot use the standard DOS 
FORMAT program, which builds two FATs on each disk to be formatted. You will 
need to write a special FORMAT program to build only one FAT on each disk. 

The specification of the number of FATs is defined in the BIOS Parameter 
Block. The overhead of a second copy and the necessity of always updating this 
second copy can be eliminated if you specify only one copy of the FAT. 

The FATs are built for each disk during the formatting process using the 
FORMAT program. Each entry in the FAT is set to 0 if the corresponding cluster 
is available for data storage. A FAT entry is marked bad if the corresponding 


Introducing Disk Internals 


cluster has one or more sectors that are not usable. This occurs when read or 
write errors are found during the formatting of the disk. 


The File Directory 


As shown in figure 7-3, the File Directory follows the boot area and the FATs and 
contains the names for all disk files, names for subdirectories, and the volume 
label. 

The File Directory itself is a variable number of sectors that will depend on 
the number of entries specified for the disk. Every File Directory entry requires 
32 bytes; thus, a 512-byte sector will have 16 such directory entries. The exact 
number of directory sectors is the number of files or entries divided by 16 and 
rounded up by 1 if the number of sectors is 0. Thus, the number of files a File 
Directory can have is dependent on the type of disk used. Table 7-7 lists the disk 
types and the number of file entries possible. Popular double-sided disks allow 
112 entries in the directory, and the hard disk allows 512. 

The fields for each File Directory Entry are described in table 7-8. 


Filename ‘The filename field contains a file name that is up to 8 bytes (or 
characters) in length and is left-justified in the field. DOS expects file names that 
are less than 8 bytes to be filled out with blanks. If a file has been deleted, the 
first byte of its filename field is changed to a hex E5. This signifies to DOS that 
the entry is available for reuse. When a directory entry has never been used, the 
first byte of the file name field will contain a hex 00. 

The distinction between a deleted file name entry and an unused entry is 
that during directory searches DOS will stop when it encounters the first hex 00 
in the first byte of any filename field but continues when it encounters a hex E5, 
which is merely a deleted entry. If a deleted entry contained a hex 00 in the first 








Directory Directory 
Entries Sectors Description 

64 4 Single-sided disks 
112 a Double-sided disks 
224 14 AT high-density disks 
512 82 Hard disks 





Table 7-7: The number of File Directory entries and the number of 
directory sectors for each type of disk. 
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Start Length Description 

0 8 File name 

8 3 File name extension 
11 1 File attribute 
12 10 DOS reserved 
22 2 Time of last update or creation 
24 2 Date of last update or creation 
26 2 Initial allocation unit/cluster 
28 4 File size 





Table 7-8: The File Directory entry consists of eight fields. 


position, DOS would have to search all the directory sectors, because it could not 
distinguish between a deleted file and an entry that had never been used. 


Filename Extension The filename extension is an optional field; files may or 
may not have extensions. Filename extensions are up to 3 bytes in length and, 
like the filename field, must be left-justified in the field and right-filled with 
spaces. 


File Attributes File attributes tell what kind of file this is: read/write, read- 
only, hidden, etc. Table 7-9 describes each of the attributes that are possible for 
a File Directory entry. 





Value Description 

00h Normal read/write file 
Oth Read-only file 

02h Hidden 

04h System file 

08h Volume label 

10h Subdirectory 

20h Archive bit 





Table 7-9: The various attribute bits that can exist for File Directory 
entries. 
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Hex Decimal 
Field Offset Offset Bits within Offset 
Hours 17h 23 7 through 3 
Minutes 17h 23 2 through 0 

16h 22 7 through 5 
Seconds 16h 22 4 through 0 


Byte  <--23--> <--22--> 
Bits 1 1 

5 10 54 0 
Value hhhhhmmmmmmsssss 


Table 7-10: How to decode the 2-byte time field. 


Setting the attribute for read-only prevents a modification of the file through 
DOS standard file write calls. The hidden attribute will prevent a display of the 
entry when the DIR command is issued. The attribute for system file is set for 
the special DOS files that reside on a system disk (IO.SYS and MSDOS.S8Y8). 
These two files are brought into memory during a boot of the PC. The attribute 
for volume label indicates to DOS that the File Directory entry is not a file name 
but a volume name. The attribute for subdirectory indicates that the file name 
and extension entry is the name of a subdirectory. The archive bit indicates to 
DOS that when the BACKUP.COM utility is used to off-load files from the disk, 
the contents of this particular entry are to be written out. Once the file is backed 
up, the archive bit is turned off. 


Time of Last Update or Creation Whenever a file is created, the time of 
creation of the file is entered into the File Directory entry. This includes all 
directory entries, such as file names, subdirectories, and the volume label. If a 
file has been updated, this file directory will be updated to reflect the time of the 
last update. This is not true for subdirectory entries; additions within the 
subdirectory do not cause an update of the time for the entry. The 2-byte time 
field is described in table 7-10. 


Date of Last Update or Creation The date of last update or creation is set 
with the file-creation date or the date of the last modification. This 2-byte field 
is similar to the time field except for the date. Table 7-11 describes the 2-byte 
date field. 
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Hex Decimal 
Field Offset Offset Bits within Offset 
Year 19H 25 7 through 1 
Month 19H 25 0 

18H 24 7 through 5 
Day 18H 24 4 through 0 
Byte  <--25--> <--24--> 
Bits 1 

5 98 65 0 


Value yyyyyyymmmmddddd 


*Year is years since 1980 


el 


Table 7-11: How to decode the 2-byte date field. 


Initial Allocation Unit/Cluster The initial allocation unit or cluster field 
contains the cluster number of the first cluster allocated to the file. For sub- 
directories, this is the cluster that will contain the File Directory for the entries 
in the subdirectory. Table 7-12 indicates the format for the start cluster number. 


File Size The file-size field contains the size of the file in bytes. It is a 
double-word entry with the words reversed and the bytes within each word 
reversed. This double word allows file sizes of up to 32 bits, which is much larger 
than the DOS limit of 32Mb. You will see why DOS has this limit in a later 
section of this chapter. Table 7-18 describes the file-size field. 


TT 





Hex Decimal 

Offset Offset Description 
1AH 26 Least significant 
1BH 27 Most significant 
Byte <2-27--> <--26--> 

Hex value ox XX 


A lt 


Table 7-12: How to interpret the start cluster number for the File 
Directory entry. 
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Hex Decimal 

Offset Offset Description 

1CH 28 Low-order word 
Least-significant byte 

DH 29 Low-order word 
Most-significant byte 

EH 30 High-order word 
Least-significant byte 

1FH 81 High-order word 
Most-significant byte 

Byte <-31-> <-80-> <-29-> <-28-> 

Hex value XX xx XX XX 


NSCs 


Table 7-13: The 4-byte file-size field. Note that the bytes are reversed 
in each field and the words are reversed. 


Disk Sizing 


In previous sections of this chapter, you have seen the different sections that 
comprise a DOS disk. We will now cover the various aspects of DOS disk sizing, 
including 12- or 16-bit FAT entries. Then we will describe how to calculate the 
number of the clusters for a disk. Lastly, you will see how DOS limits the size of 
disks. 


FAT Entries: 12 or 16 bits? 


As we saw earlier, FAT entries are either 12 or 16 bits in length. That length will 
depend on two factors: the capacity of the disk and the cluster size. You will need 
the size of the disk in sectors and the cluster size in number of sectors per 
allocation unit. 

Disks will use 12-bit FAT entries until it is no longer possible to store cluster 
numbers in a 12-bit quantity. FAT entries of 12 bits can contain a number up to 
4,096 (0 to fffh). Subtracting the 16 values that constitute reserved, bad, and 
end-of-file indicators (see table 7-6) yields a maximum of 4,080 clusters. Because 
clusters are numbered from 2, this results in a range of 2 to 4,080 or 4,079 
clusters. If the number of clusters exceeds 4079, 16-bit FAT entries are used to 
mark each cluster. 
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Disk size 5M 5M 5M 5M 
Disk type Floppy Floppy Hard Hard 
Surfaces 2 Varies Varies 
Disk capacity 180K 860K 10Mb 20Mb 
Total # sectors 360 720 20K 40K 
Sectors/cluster 2 8 4 
Maximum clusters 360 360 2560 10K 
12/16-bit FATs 12 12 12 16 
Boot area sectors 1 al 1 
FAT sectors 2 2 8 40 
#FATs 2 2 2 2 
Total FAT sectors 4 4 16 80 
Directory entries 64 112 512 512 
Directory sectors 4 7 82 32 
Overhead sectors 9 12 49 113 


a 


Table 7-14: The various calculations for determining the size of the 
FAT entries and the amount of overhead the disks can have. 


For example, if a disk used 8 sectors of 512 bytes each per cluster, and the 
maximum number of clusters is 4,079, the largest disk using 12-bit FATs would 
be 16Mb (512 bytes * 8 sectors/cluster * 4079 clusters). Therefore, to make life 
easier, disks larger than 10Mb use 16-bit FATs. 

Note that, whether 12- or 16-bit FATs are used, the FAT, File Directory, and 
the Boot Record are not counted in the total number of clusters available. See 
table 7-14 for a summary of the typical cluster and overhead values for various 
types of disks. 


DOS Disk Size Limits 


PCs have grown in every way, and disk storage is no exception. The original hard 
disks of 10Mb have given way to 20- and 30Mb drives as standard equipment. 
DOS is extremely versatile in its handling of disks, but there are some limits built 
into the software. 

The critical number that limits the amount of disk storage per disk drive is 
the total number of sectors per drive. This number is contained in a single word 
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that allows for a maximum of 64K sectors. With a sector size of 512 bytes, this 
yields a maximum disk size of 32Mb. 

DOS can provide support for disks that are larger than 32Mb in two ways. 
The first way is to use a larger sector size. For example, using a sector size of 
1,024 bytes moves the disk size limit up to 64Mb. However, this requires special 
software that changes the DOS system files to override the default 512 bytes per 
sector. The second method is much easier, DOS offers the capability to divide the 
hard disk into one or more partitions. Each partition of the disk is treated as if 
it were a separate and distinct physical drive. Thus, you can have multiple 32Mb 
partitions on one disk. 

Beginning with DOS 4, the maximum size of a disk partition is no longer 
limited to 32Mb. The location within the BIOS Parameter Block specifying the 
number of sectors per disk was expanded from a single word to a double word, 
thus allowing disk partitions in excess of 500Mb. You will see more of disk 
partitions in the next sections. 


Critical Disk Parameters 


With a large variety of disks to support, DOS needs a mechanism to determine 
the logical and physical characteristic of each disk in the PC. These disk param- 
eters must be recorded on the disk and read by DOS before the first access. The 
best location is within the Boot Record, because it is common to all disks and is 
always at the beginning of the disk. 

We will examine the disk parameters stored on each disk by taking a closer 
look at the Boot Record. 


The Boot Area Revisited 


As you may recall, the boot area is the first part of a disk or, in the case of a 
partitioned hard disk, the first area in the partition. As we discussed earlier, the 
boot area contains a 3-byte jump instruction, the vendor identification, the BIOS 
Parameter Block, and the boot code (see figure 7-1). 


The BIOS Parameter Block 


The 19 bytes that make up the BIOS Parameter Block (BPB) contain more 
information that allows DOS to understand how the disk has been built. The BPB 
contains physical information about the disk media, as well as the location and 
sizes of the FATs, the File Directory, and the user data area. 

Table 7-15 shows the format of the BPB. Names or labels are assigned to 
each field to make it easier to refer to these fields when we develop the RAM disk 
device driver in the following chapter. 
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Name Start Length Description 





Ss 0 2 Sector Size in bytes 

AU 2 1 Allocation Unit size (sectors per cluster) 
RS 3 2 Number of Reserved Sectors 
NF 5 1 Number of FATs on this disk 
DS 6 2 Directory Size (number of files) 
TS 8 2 Number of Total Sectors 

MD 10 1 Media Descriptor 

FS 11 2 FAT Sectors (each FAT) 

ST 13 2 Number of Sectors per Track 
NH 15 2 Number of Heads 

HS 17 2/4* Number of Hidden Sectors 

LS 21 4* Large Sector Count 

* = DOS 4.0-6.0 





Table 7-15: The fields that comprise the BIOS Parameter Block (BPB). 


The BPB is read off each disk by DOS before the very first access. As you 
will see, the values of the BPB allow DOS to translate physical to logical sectors 
and vice versa. Additionally, the FATs, File Directory, and the user data area can 
be found using the BPB. 

Let’s examine each of these fields one at a time. 


Sector Size (SS) The sector size field contains the number of bytes per sector 
for this media. Although possible sector sizes are 128, 256, 512, and 1024 bytes 
per sector, DOS does not make full use of this parameter. There are numerous 
places in the BIOS and within DOS itself that assume sector sizes are 512 bytes 
per sector. 


Allocation Unit Size (AU) As we mentioned above, a cluster, or allocation 
unit, is the basic unit of DOS disk storage and represents a certain number of 
sectors. 


Reserved Sectors (RS) This field contains the number of reserved sectors for 
the disk. Recall that each floppy disk or hard-disk partition has a reserved or boot 
area. This parameter specifies to DOS how many sectors are reserved as the boot 
area. This field generally contains a value of 1 and is always at the beginning of 
the disk or the partition. 
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An important point to note here is that in DOS, sectors are numbered 
starting at 0. You may recall that the BIOS routines use a sector-numbering 
scheme that starts at 1, You will see how DOS uses sector numbering in the 
section called “Hidden Sectors.” 


Number of FATs (NF) The number of FATs for a disk, usually two, is con- 
tained in this field. 


Directory Size (DS) This field contains the maximum number of files in the 
File Directory. The size of the File Directory in sectors will be dependent on the 
number of files and the size of each sector. Because each file requires a 32-byte 
entry in the File Directory, and because the number of bytes per sector is 
contained in the sector size (SS) field, dividing the sector size by 32 gives the 
number of directory entries per sector. Then dividing the directory size by the 
number of directory entries per sector will give the number of directory sectors. 
This number is rounded up if necessary. 

Normally, 512-byte sectors are used, so 16 directory entries are available 
per directory sector. 


Total Sectors (TS) The number of total sectors is the total size of the disk in 
sectors. This number must include the sectors in the boot or reserved area, the 
two FATs, the File Directory, and the user data area. Because this word can 
contain a number equal to 64K, the largest disk that DOS can support is 32Mb 
using 512-byte sectors. For hard disks, this number is the same as the number 
that appears in the partition table as the last entry. 

For disks larger than 32Mb, using DOS version 4.0 or greater, this field is 
set to 0 and the actual sector count is specified in the large sector (LS) field. 


Media Descriptor (MD) The media descriptor field is a single byte that de- 
scribes the disk for DOS. Table 7-16 explains the various media descriptor bytes. 


FAT Sectors (FS) The FAT sectors field contains the number of sectors in each 
FAT. DOS will use this number to calculate the total number of sectors occupied 
by the reserved sectors (boot area) and the FATs to determine the start of the 
File Directory. 


Sectors per Track (ST) This field contains the number of sectors per track for 
a disk. For floppy disks, this number is 8, 9, 15, or 16. For hard disks, this number 
is usually 17. 


Number of Heads (NH) This field contains the number of heads or usable 
recording surfaces for the disk. This value is 1 for single-sided disks and 2 for 
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EEE 





Hex Value Description 

f8h Hard disk 

f9h Double-sided 54-inch disk (15 sector HD) 
Double-sided 31-inch disk 

fah RAM disk (used by Columbia Data Products) 

fch Single-sided 54-inch disk (9 sector) 
Double-sided 8-inch disk (single density) 

fdh Double-sided 51-inch disk (9 sector) 

feh Single-sided 54-inch disk (8 sector) 


Single-sided 8-inch disk (single density) 
Single-sided 8-inch disk (double density) 
ffh Double-sided 54-inch disk (8 sector) 


ec 


Table 7-16: The various values for the media descriptor field. 


double-sided disks. The value for hard disks will vary depending on the hard-disk 
drive. Typical values range from 2 to 6. 


Hidden Sectors (HS) The field that contains the number of hidden sectors for . 


the disk typically is used for partitioning hard disks. Hard disks have the ability 
to be partitioned into several independent logical drives (for more information, 
refer to appendix D). In order for DOS to locate the start of a partition, it needs 
to know the number of sectors from the beginning of the disk to the start of the 
partition that is being used. The sectors preceding the active partition are known 
as the hidden sectors, because they are invisible to the active partition. The 
number of hidden sectors is an offset that is added to the number thatis calculated 
for file operations that are within the active partition to derive the precise 
physical location on the disk. This is shown in figure 7-4. 

Each of the partitions is treated by DOS as a contiguous block of sectors 
starting with sector 0, even though itis not the absolute Oth sector. Do not confuse 
this with the physical sector scheme, in which sectors are numbered starting at 
1. The difference is that each track has physical sectors numbered starting at 1, 
repeating the sector numbering for each track. DOS partitions start at sector 0 
and do not repeat any of the sector numbers. 

The number of hidden sectors is always 0 for floppy disks, because there is 
no partition. For hard disks, the number of hidden sectors for each partition will 
depend on the size of the preceding partitions (each partition has its own BPB). 
The first partition will generally have 17 hidden sectors, because the first track 
is occupied by the partition sector and the first partition must start on a track 
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Hidden Sectors for the Partitions on a Hard Disk 


Partition| Partition Partition] Partition 
Sector 1 4 
NEES 


hidden sectors for partition 4 | 





hidden sectors 


for partition 3 


hidden sectors, | 
for partition 2 





—| «hidden sectors for partition 1 


Figure 7-4: The number of hidden sectors for the four partitions ofa 
hard disk. 


boundary; therefore, the existence of the partition sector forces the first partition 
to be on the second track, or 17 sectors from the beginning of the disk. 

This field is 2 bytes long for DOS versions up to 4.0. To accommodate larger 
disks, DOS 4.0 and 5.0 extend this field to 4 bytes. 


Large Sectors (LS) This field is used by DOS version 4.0 or greater to specify 
the total number of disk sectors if the disk is larger than 32Mb. In addition, if 
this field is used, then the total sector (TS) field must be set to 0. This field is set 
to 0 when the disk size is less than 32Mb. 


Using the BPB to Find Information 


The BPB that must exist on each disk allows DOS to find the important and 
necessary parameters about the physical characteristics of the disk. For example, 
DOS can divide the total sector count (‘T'S) by the number of sectors per track (ST) 
to determine the total number of tracks for the disk or partition. 

In addition, the BPB contains enough information for DOS to determine 
where the FATs, the File Directory, and the user data area are located. Because 
the sizes of each of these sections of the disk can be found in the BPB or 
calculated, it is a simple matter for DOS to add up the space occupied by 
previous sections to arrive at the location of the FATs, the File Directory, or the 
user data area. This is shown in figure 7-5. 

Table 7-17 shows typical values that are found in the vendor identification 
and the BPB for a 54-inch single-sided disk. 
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FAT #1| FAT #2 | File Directory |User Data Area\, 


j= RS —>-<+FS >|<FS | 







on! 





|< NF-——> 


Start of: Formula for sector number 

Boot Area: Sector 0 

FAT #1: Sector RS 

FAT #2: Sector (RS + FS) 

File 

Directory: Sector (RS + (NF*FS) 

User Data 

Area: Sector (RS + (NF*FS) + (DS(SS/32)) ) 
Where: 


RS __ is the number of hidden sectors 

FS __ is the Fat Size in sectors 

NF is the number of FATs . 

DS ___ is the number of files in the File directory 
SS ___ is the number of bytes per sector 

32 is the size of each File Directory entry 


Figure 7-5: How DOS calculates the start sectors for the FATs, the File 
Directory, and the User Data Area. Note that the size of the File 
Directory is not stored in the BPB but is calculated using the number 
of files in the File Directory (DS), the sector size (SS), and the size of 
each File Directory entry (32). 


DOS Disk Device Drivers 


You are probably wondering why we have gone to such detail in describing the 
FATs, BPBs, and so on. This detail is required to help you understand how DOS 
interacts with a disk media, so that our RAM disk driver in the next chapter will 
make sense. It is also necessary to look at the other side of the disk interface, 
from DOS and the device driver. This is done in the next sections. 


DOS and the Disk Device Driver 


Whenever DOS needs to read or write to the disk, the standard disk device driver 
(the one that is loaded into memory with DOS) is called. In addition to read or 
write calls, DOS makes some calls to the disk device driver to get answers to 
questions about the disk. 
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Field Typical Value 


Vendor Identification. MSDOS 5.0 





BIOS Parameter Block (BPB) 


Sector Size in bytes (SS) 512 
Allocation Unit size (AU) 4 
Number of Reserved Sectors (RS) 1 
Number of FATs (NF) 2 
Directory Size in files (DS) 512 
Total Sectors for disk (TS) 0 
Media Descriptor (MD) F8 
FAT Size in sectors (FS) 81 
Sectors per Track (ST) 17 
Number of Heads (NH) 5 
Number of Hidden Sectors (HS) 17 
Large Sectors (LS) 82943 


UE EETEEn= nth dinEEEEEEEErsieieiaannel 


Table 7-17: The typical values found in the vendor identification field 
and the BIOS Parameter Block for a 40Mb hard disk 


Which Disk Is It? 


DOS recognizes that disks fall into two categories: those that are removable and 
those that are not. Removable disks are the familiar floppy disks that can be 
removed and replaced easily. Nonremovable disks are, for the most part, hard or 
fixed disks. Another type of nonremovable disk is a RAM disk, one of which we 
will be writing in the next chapter. A RAM disk uses memory to store data. 

During disk operations, DOS always checks to see whether the disk has been 
changed. For nonremovable disks, there are fewer checks than for disk units that 
contain removable disks. DOS performs this check through a call to the DOS 
Media Check function. Recall from the previous sections of this chapter that all 
disks have a media descriptor. DOS uses this to identify the disk and to check 
whether the disk has changed. For example, if you have been using a single-sided 
disk, the media descriptor would be FCh. Then, if you swapped a double-sided 
disk for a single-sided disk, DOS would update the media descriptor and it would 
contain FDh. However, this is not a foolproof method of determining if the disk 
has changed—you could fool DOS by changing to another single-sided disk! 
Therefore, you cannot rely on the media descriptor as the only method of 
determining whether a disk has changed. 
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The only place to determine whether a disk has changed is within the disk 
device driver. DOS will pass the media descriptor of the disk it has worked on to 
the disk device driver. The disk device driver, in turn, will determine whether 
the disk has changed by comparing the particular disk parameters; it then will 
return this information to DOS. 

If the disk has been changed, DOS cannot assume that the FATs, the File 
Directory, and the user data area are still in the same relative locations. Recall 
that single- and double-sided disks have different numbers of sectors for the FATs 
and the File Directory. Thus, another function of the disk device driver is to 
return to DOS the BPB for any newly inserted disk. This allows DOS to calculate 
the positions of the FATs and the File Directory for the new disk. 

In short, each disk access by an application can cause DOS to perform a 
media check on the disk. If the disk has changed, DOS will request the BPB for 
the new disk from the disk device driver so that it can know where everything is 
stored. 

At this point, a real-life example might help illustrate what happens be- 
tween DOS and the disk device driver. Let’s assume that you have inserted into 
the B: drive a disk that has just been formatted. Then you issue the following 
DOS command: 


DIR 
Here is the output that appears on the screen: 


A>DIR b: 


Volume in drive B has no label 
Directory of 'B:\ 


File not found 


A> 


Even for this tiny amount of information, DOS has to perform many steps. 
After the DIR command is issued, DOS has to check whether the disk in drive B: 
has been changed since the last time B: was accessed. Then DOS has to read the 
directory sectors for the volume label and the file information. Note that the File 
Directory sectors may be read twice; pass 1 searches for the volume label, which 
does not have to be in the first directory sector; pass 2 retrieves the file names. 
Lastly, DOS reads the FAT for the amount of space used on the disk. This process 
is shown in figure 7-6. 
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Steps DOS takes to complete the DIR command 


DIR -—> 





Has the 











jet the new fa 
OS Parameter Block : 









Read the Directory sectors 
until a label is found 






Read the FAT and calculate 
the disk space used 







Display the number of files 
and free space 


any 





Figure 7-6: The steps DOS takes to display the contents of the disk 
on a DIR command. Note that the File Directory sectors may be read 
twice; the first pass searches for the volume label which does not 
have to be in the first Directory sector; the second pass retrieves the 
file names. 
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DOS Disk Device Driver 
Media Check Has the disk changed? 


Yes Newly formatted disk in B: therefore the disk has changed. 


Senate 
Get BPB DOS needs the new BIOS Parameter Block for the new disk to 
wonee ne nennnan > determine where the Directory starts. 

Read DOS requests the first Directory sector in order to find the 
aD > volume label. 

Media Check DOS may make these requests several times depending on the 
Get BPB amount of memory DOS has available to store information on 
seneeceencnnnn) > the disk. 

Read Read the Directory sector for file Name and size information. 
pean ne 

Media Check Retrieve the current BPB if needed for calculating where the 
Get BPB File Directory is. 

See > 

Read Read the Directory sector for calculating number of files on the 
sroneenncnnn > disk. 

Media Check Retrieve the current BPB if needed for determining where the 
Get BPB FAT resides. 

cedeeddencnact! > 

Read Read the FAT sector to calculate the amount of space available 
Satna > on the disk. 





Table 7-18: The typical calls DOS makes to the disk device driver in 
order to process the DIR command on a newly formatted disk. The 
calls depicted are typical because the type and amount of calls will 
depend on the DOS configuration used and whether it is the first time 
the DIR is issued. 


So far, the simple DIR command has DOS reading many sectors of the disk. 
What other calls can the disk device driver expect? Recall that DOS always checks 
to determine whether the disk has changed. This is reflected in the fact that each 
disk read requested of the disk device driver is preceded by a Media Check call. 

Let’s take the example above—the DIR of a freshly formatted disk—and 
expand the steps DOS has to take to arrive at the message “file not found.” The 
typical calls that DOS makes to the disk device driver to perform this task and 
the responses it receives are shown in table 7-18. 

Note that, in table 7-18, there are a lot of Media Check and Get BPB calls 
to ensure that the disk has not been changed. There are generally fewer of these 


Introducing Disk Internals 


calls for hard disks. This is because the disk device driver knows that the hard 
disk is nonremovable and can tell DOS the media has not changed. Therefore, 
DOS will not request the BPB except when the hard disk is initially accessed. 

Now that we have covered the amount of work that a disk device driver has 
to do on request from DOS, we can review the commands that a device driver has 
to perform. This will help us understand what is expected of our RAM Disk Device 
Driver. 


Disk Device Driver Commands 


As you have learned, when DOS requires a service from a device driver, the packet 
of data that is passed to the device driver with the call is referred to as the Request 
Header. Contained within this packet of data is a command number that corre- 
sponds to the service required by DOS. This command number instructs the 
device driver to perform a certain action. You have seen several different com- 
mands (Input, Output, and Initialization) in previous chapters, 

There are 21 commands for device drivers in DOS version 5.0. We will now 
describe each of these commands and what is required to write code especially 
for disk device drivers. The list of applicable commands is shown in table 7-19, 


The Initialization Command 


The Initialization command is the first command issued to the disk device driver 
after it has been loaded into memory. This call is issued because DOS needs 
several pieces of information from the device driver. The first is how many disk 
drive units this particular disk device driver will be supporting. For disks, this 
number is usually read through switches set on the PC motherboard. 

The next piece of information that the device driver must return to DOS is 
the Break Address, which is the next available memory location after the driver, 
Because the driver knows its location, it can easily return this information. DOS 
then knows where to load the next device driver, if there is one; if not, DOS 
continues loading other routines. 

The next item returned to DOS is the address of a table of BPBs. For 
54-inch floppy disk units there are five types of disks: single-sided disks of 8 or 
9 sectors per track, double-sided disks of 8 or 9 sectors per track, and special 
double-sided (high capacity) disks of 15 sectors per track. These five types of 
disks will have five different types of BPBs, varying in media descriptors, number 
of heads, FAT sectors, and File Directory entries. DOS needs to access this table 
of BPBs to determine the various sector sizes of each type of disk supported. The 
steps involved in finding the address of the BPB table are shown in figure 7-7, 
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Number Command Description. 





0 Initialization 
1 Media Check 
2 Get BPB 
3 IOCTL Input 
4 Input 
5-7 Not Applicable 
8 Output 
9 Output With Verify 
10-11 Not Applicable 
12 JOCTL Output 
13 Device Open 
14 Device Close 
15 Removable Media 
16 Not Applicable 
17-18 Undefined 
19 Generic I/O Control 
20-22 Undefined 
23 Get Logical Device 
24 Set Logical Device 
25 IOCTL Query 


i 


Table 7-19: All of the applicable commands for block device drivers. 


The Media Check Command 


The Media Check command in table 7-19 is always called before disk reads and 
writes for other than file I/O operations. When directory or FAT information is 
accessed, Media Check is called to determine whether the disk has changed. If 
so, DOS must read in new information on the disk. 

DOS passes the media descriptor for the current disk in a particular disk 
drive, and the device driver can use this to determine if the disk has changed. 
Normally, as you saw earlier, this is not sufficient information because two 
similar types of disks (both single-sided, for example) will have the same media 
descriptor. 

The device driver can return an indication of one of three possible condi- 
tions. The first condition is the media has not changed. This will be the case for 
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The BIOS Parameter Block Table 
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Figure 7-7: The Initialization command requirement to return the 


address of the BIOS Parameter Block Table. This table consists of the 


addresses for each of the BPBs for the five types of disks the disk 
device driver supports. 
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nonremovable hard disks and RAM disks. The second condition is that the device 
driver has determined that the media has changed. The driver could determine 
this by checking to see if a disk door open signal has been received from the disk 
controller or by simply calculating the time since the last access of the drive. If 
the Media Check command is sent to the driver within a very short time interval 
since the last access, it is not likely that a disk has been changed. 

The last Media Check condition occurs when the device driver does not know 
if the media has changed. For example, if the time since the last access of the 
drive has exceeded a short predetermined time interval, the device driver as- 
sumes that a disk change could have occurred and returns a “don’t know” 
condition. 


The Get BPB Command 


The Get BPB command is requested of the device driver whenever a media-is- 
changed condition is returned to DOS from a Media Check call. Get BPB is called 
for hard disks only once. 

When the Media Check command returns a “don’t know” condition, the Get 
BPB command is called only if DOS has no dirty buffers. Dirty buffers are those 
buffers that contain modified data for the disk that needs to be written. DOS 
assumes that if there are dirty buffers (modified data waiting to be written to 
disk), the disk has not changed. 

If the device driver receives a Get BPB command, it will have to read the 
reserved or boot sector from the disk to access the BPB at offset 11 (decimal) of 
the boot sector. The BPB will end up in DOS’s work area, and the device driver 
will return a pointer to this BPB to DOS. DOS can then use the BPB to calculate 
where the FATs and File Directory are on the disk. 


The IOCTL Input Command 


The IOCTL Input command in table 7-19 tells the device driver to return to DOS 
an I/O control string. As you have seen, this is usually not data from the device 
in the normal sense but some information regarding the status of the device. It 
may be the baud rate for a serial device or the printer control word for a laser 
printer. For block devices, this does not have much meaning. 


The Input Command 


The Input command is sent to the device driver whenever DOS needs to read data 
from the disk. DOS will pass to the driver the number of sectors to read, the 
starting sector number, and the address of the data-transfer area in which the 
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data is to be placed. DOS will have previously read in the FAT and File Directory 
and used these to calculate the needed sectors. 

The starting sector number is numbered from 0 to the highest sector number 
for the disk and is relative to the start of the partition if it is a hard disk. For 
floppy disks, the start sector is always the reserved or the boot sector. 

It is up to the device driver to translate this starting sector number into the 
appropriate track, head, and sector for the actual physical disk unit. 


The Output Command 


The Output command tells the device driver to write one or more sectors onto the 
disk. As it does for the Input command, DOS passes the starting sector number, 
the number of sectors to write, and the data-transfer address from which to write. 
The driver is responsible for translating this logical sector address to a physical 
disk address. 


The Output With Verify Command 


The Output With Verify command is the same as the Output command except 
that after the data is written out, the device driver is responsible for reading the 
data back in. This insures that the data has been properly written to the disk. 

The VERIFY command in COMMAND.COM is used to set VERIFY ON or 
OFF. If it is set ON, all writes to the disk are passed as Output With Verify 
commands to the device driver. 

The device driver can set a variable to indicate that VERIFY is ON. After 
writing to the disk, the driver can jump to the Input routine to read back in the 
previously written data and ensure that it is valid. 


The LOCTL Output Command 


The IOCTL Output command is similar to the IOCTL Input command, but the 
direction of data transferred is reversed. This command allows the program to 
pass an I/O control string to the device driver. 

Again, the disk device driver can use this feature to implement just about 
anything. The I/O control string is not treated as normal data to be written out 
to the disk but is information that device drivers do not normally get. Without 
V/O control strings, it would be impossible to communicate with the device driver. 
The device driver would only get data to be written to the disk or read from 
the disk. 

For instance, we could use J/O control strings to suspend disk operations 
temporarily and perform some maintenance diagnostics. However, this would 
involve a large amount of programming. 
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The Device Open Command 


This disk driver command is new for DOS version 3.0 and is designed to signal 
the device driver that a file open for the disk has occurred. The device driver could 
keep a count of file opens to ensure that any reads and writes to the disk were 
preceded by file open commands. If not, we could be writing to the disk when 
there is no file opened. This would be the situation if a disk were removed before 
the file that was opened was properly closed. 

In order to be able to receive Device Open and Device Close commands, the 
device driver must set the Open/Close/Removable bit in the Attribute word of the 
Device Header. Recall that the Device Header is the table that occupies the first 
memory locations in the device driver. 


The Device Close Command 


The Device Close command is sent to the device driver whenever a program has 
closed the device. For disks, this happens when a file is closed on the disk. 

The disk device driver, in conjunction with Device Open commands, could 
keep a counter of open files. When a Device Open command is sent, the driver 
would increment a counter. When a Device Close is sent, the device driver would 
decrement this same counter. Then, whenever a read (Input command) or a write 
(Output command) is sent to the driver, we could check to see whether a file has 
been opened for the device. If not, we could disallow any I/O to the disk until files 
are properly opened or closed. 

Unfortunately, this approach to enforcing proper disk usage is not very 
practical. Let’s assume that a user has removed a disk before properly closing the 
file. The counter is set at 1, because the file was not closed. However, the device 
driver still thinks that the file is opened, so it will not disallow reads and writes 
to the disk. In other words, the problem has already occurred and there is no 
practical way of catching or remedying the situation. 


The Removable Media Command 


Removable Media is another command that is available for DOS version 3.0 or 
greater. This command is sent to the device driver only if the Open/Close/Remov- 
able bit is set in the Attribute word in the Device Header. 

With this command, a program could ask the device driver whether 
the media is removable. This could save time within a program, because if the 
media is not removable, the program could assume that there would not be any 
disk changes. When the device driver is sent a Removable Media command, it 
will return an indication that the media is either removable or nonremovable. 
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Summary 


In this chapter, we have covered just about every aspect of disks within DOS, 
from what disks are, what information is contained on a disk, and how DOS uses 
a disk, through the inner workings of DOS and disk device drivers. All disks are 
treated in a similar manner, and DOS interacts with a disk device driver through 
a standard set of driver commands. These driver commands allow the device 
driver to read from, write to, and otherwise control the disk. The device driver 
can also account for the different types of disks: removable and nonremovable. 

You are now ready to tackle the task of writing a disk device driver. In the 
next chapter, we will use all the information presented in this chapter to build a 
RAM disk. The RAM disk will be written to handle most of the commands we 
have just discussed and will work on DOS versions 2.0 through 5.0. 


Questions 


1. What is the proper order on the disk of the following: 


User data area 

File Allocation Table (FAT) 
File Directory 

Boot Record 


How does the Boot Record get placed on a disk? 
What is the maximum length of a cluster chain? 
What is the maximum size of a disk? 

What is the minimum size of a disk? 

What is the purpose of the Get BPB driver command? 
What constitutes an “illegal” file name? 


Se ED OURS 00. BS 


Answers may be found in appendix F. 
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Chapter 8 


A RAM Disk Device 
Driver 


RAM Disks and How They Work 


What Commands the RAM Disk 
Device Driver Will Use 


Building the RAM Disk Device Driver 


Modifying the RAM Disk Device 
Driver 











A RAM Disk Device Driver 


L this chapter, we present a block-oriented device driver, the RAM disk 
device driver. Rather than controlling actual hardware, the RAM disk device 
driver will simulate a floppy disk, so it will use features that we have not 
presented in the previous device drivers—commands that are applicable to block 
devices and, more specifically, disk-type block devices. Much of the material about 
disks from chapter 7 is used here. 

The RAM disk device driver simulates a disk by using random access 
memory (RAM) to store data normally destined for a hardware disk. Because 
RAM is a much faster storage medium than magnetic media, a RAM disk has 
almost instant response to a read or write. The size of the RAM disk will be 100K. 
This 100K of storage will all be actual usable space; no overhead is included in 
this figure. We will also add the ability to change the disk to any desired capacity, 
limited by the amount of memory in the PC. 

Just as hard-disk or floppy disk units give an audible or visual indication 
when in use, the RAM disk device driver will have a similar ability. The RAM 
disk device driver will turn on the PC’s internal speaker each time we read or 
write to the RAM disk. This allows us to hear the RAM disk as we use it. 


Using the RAM Disk Device Driver 


When you boot DOS with the RAM disk device driver in this chapter, you will see 
the following message on the screen. 


The Waite Group 100k RAM Disk 


First, you must determine the drive letter that should be associated with 
the RAM disk. The RAM disk will appear as the first drive letter after the last 
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drive in the PC. For single and dual floppy disk systems, the RAM disk will be 
drive C:. If the PC has a single hard disk, the RAM disk will be drive D:. 

Ifyou copy a file to the RAM disk, you will notice an audible tone during the 
transfer. This means the RAM disk is working. If you use a DIR or CHKDSK 
command, you will hear short clicks from the speaker. Again, you are hearing the 
RAM disk at work, as DOS reads the RAM disk for information on the files stored 
on the disk. 


RAM Disks and How They Work 
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Normally, disks are hardware devices that store digital data on sectors, tracks, 
and cylinders. The disk controller managing a disk unit is responsible for finding, 
storing, and retrieving the data from the disk itself. 

RAM disks simulate the behavior of disk hardware in RAM memory. On a 
magnetic disk, data is stored in sectors. With a RAM disk, sectors are represented 
by areas of read/write memory, and the RAM disk data is organized in these 
“sectors” by defining the areas of memory one after the next. Like a hardware 
disk, the RAM disk defines the storage areas starting with sector 0, followed by 
sector 1, and so on, creating a one-to-one correspondence between the RAM disk’s 
storage area in memory and the hardware disk storage area. Figure 8-1 shows 
the similarity of the RAM disk to a floppy disk. 

Theoretically, RAM disks can be any size. However, the size is actually 
limited by the amount of available memory on your PC. On 8086/8088 PC systems 
without EMS (Expanded Memory System), a maximum of 640K of memory is 
allowed. To use a RAM disk there must be sufficient memory on your PC to run 
DOS and your largest application program. 

Determining the proper amount of memory space is not easy, because you 
will have to experiment with the particular version of DOS and the size of the 
application programs you use. The RAM disk driver developed in this chapter is 
sized at 100K, which should not present any problems on most DOS systems. 

It should be noted that this capacity problem can be alleviated on 
80286/80386 systems. On these systems, it is possible to have “extended” memory 
beyond 640K and to define the RAM disk storage area in the extended memory 
area, leaving the 640K of “normal” memory for DOS and application programs. 
An example of a RAM disk device driver that allows this is IBM’s standard 
VDISK.COM driver, which is provided with PC-DOS versions 3.1 and higher. 
This chapter will not address this concept of extended memory RAM disks. 


A RAM Disk Device Driver 


The RAM Disk Device Driver 


The RAM disk device driver will consist of two parts: a device driver written to 
DOS requirements and the space reserved for the RAM disk data storage. 

Within the second part, space is set aside for the Boot Record, the FAT, and 
the File Directory, just like on magnetic disks. (See figure 8-1.) 


Sector n 


100K 


Beginning | Sector 0 
of memory 


File 
Directory 


RAM Disk i 
DEVICE FAT 
DRIVER y 


Boot Record 





Figure 8-1: How RAM disks use memory to simulate the storage of a 
floppy disk. Like the floppy disk, RAM disks store data in memory in. 
sectors. Exploded view shows the IBM PC’s memory space for the 
RAM disk user area allocated just after the code for the RAM disk 
device driver. 


277 


Writing MS-DOS Device Drivers, Second Edition 


278 


The overhead for the RAM disk includes the Boot Record, the FAT, and the 
File Directory. Recall from chapter 7 that each has a specific purpose. We will 
review each of these sections of the RAM disk. 

The Boot Record consists of four parts: the jump instruction, the vendor 
identification, the BIOS Parameter Block (BPB), and the optional boot instruc- 
tion code. For the RAM disk, we will implement only the vendor identification 
and the BPB. We have no need for the boot-related information, because we 
cannot boot DOS from the RAM disk. 

The BPB defines the disk to DOS. We specify the size of the RAM disk 
(100K), the size of the File Allocation Table (FAT), and the size of the File 
Directory to DOS through the BPB. 

The File Allocation Table (FAT) is used to keep track of where each file 
stores its data in the RAM disk. Recall that each unit of storage is called a cluster, 
or allocation unit. We can define a cluster either as one sector or as a power of 
two sectors (that is, 2, 4, 8, etc.); the cluster is identified in the FAT through a 
1¥2-byte cluster number. The FAT must be large enough to contain one cluster 
number for each cluster in the storage space for the RAM disk. 

The File Directory is a table of entries that records our use of the RAM disk, 
including all file names as well as the names of any subdirectories we create in 
the RAM disk. Because each entry requires 32 bytes, we can store 16 such entries 
in a 512-byte sector. How large the File Directory will be depends on how many 
entries we wish the RAM disk to store. 

Lastly, we have the actual data-storage area for the RAM disk. If 100K is to 
be allocated for data storage, the actual amount of memory required by the RAM 
disk will be the amount of overhead for the Boot Record, the FAT, and the File 
Directory, plus 100K. 


Specifying the Internal Format of the RAM Disk 


To determine what the RAM disk format will be like, we must specify many of 
the parameters in the BPB, the size of the File Allocation Table, and the number 
of entries in the File Directory. 

In figure 8-2, each field of the BPB is specified for the RAM disk device 
driver as follows. The Sector Size (SS) is 512 bytes per sector. The Allocation Unit 
(AU) size is 1 sector per cluster, because itis a small disk. The number of Reserved 
Sectors (RS) is 1 (one and only one is necessary for the boot record). The number 
of FATs (NF) is 1. The Directory Size (DS) is set at 48 entries. The number of 
Total Sectors (TS) is 205. The Media Descriptor (MD) is feh. The FAT Sectors 
(FS) is 1. The last three entries in the BPB, the Sectors per Track (ST), the 
Number of Heads (NH), and the number of Hidden Sectors (HS) are set to 0; they 
are not meaningful for a RAM disk, because there is no hardware associated with 
the RAM disk. 





A RAM Disk Device Driver 








Starting 
Name Location Length Description 
ss 0 2 Sector Size in bytes 
AU 2 1 Allocation Unit size (sectors per cluster) 
RS 3 2 Number of Reserved Sectors 
NF 5 1 Number of FATs on this disk 
DS 6 2 Directory Size (number of files) 
TS 8 2 Number of Total Sectors 
MD 10 1 Media Descriptor 
FS 11 2 FAT Sectors (each FAT) 
ST 13 2 Number of Sectors per Track 
NH 15 2 Number of Heads 
HS 17 2 Number of Hidden Sectors 





Table 8-1; The fields that comprise the BIOS Parameter Block (BPB). 
The start location for each of the fields is relative to the beginning of 
the BPB. 


Our RAM disk will have only one File Allocation Table. It is unnecessary to 
have a second FAT because we do not expect media problems with the RAM disk. 
Also, DOS does not make use of the second copy of the FAT in the event of 
problems with the first copy, so why bother? 

The number of sectors the FAT will require is based on the number of 
clusters we need for the RAM disk. We have set the number of sectors per cluster 
(AU) at 1. Thus, for a 100K RAM disk at 512 bytes per sector, we have 200 
sectors and 200 clusters. Because each cluster will occupy 112 bytes in the FAT, 
we need 300 bytes for storing all possible cluster numbers in the FAT. Based on 
512-byte sectors, this is well under one sector’s worth. Therefore, we set the FAT 
Sectors (FS) at 1. 

The File Directory for the RAM disk will contain up to 48 entries. Because 
each entry occupies 32 bytes, we need 1,536 bytes, or three sectors. The Total 
Sectors (TS) is the sum of the overhead sectors plus the space available for 
data storage. This is calculated as follows: 


1 for the boot record (Reserved Sectors) 
+ 1. for the first (and only) FAT 
+ 8 for the file directory 
+200 for the 100K user data area 





205 total sectors in the RAM disk 
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BIOS 
Vendor : 
FE neti Parameter 
Identification Block E} 
3 11 


Boot 
Code 
0 30-512 
BYTE 

Where the BIOS Parameter Block (BPB) contains: 
Name Start Value Description 


ss 11 512 Sector size in bytes 
AU 13 1 Allocation unit size 

(sector per cluster) 
RS 14 1 Number of reserved sectors 
NE 16 1 Number of FATs on this disk 
DS 17 48 Directory size (number of files) 
TS 19 205 Number of total sectors 


MD 21 FEh Media descriptor 

1 FAT Sectors (each FAT) 

0 Number of sectors per track 
NH 26 0 Number of heads 

0 Number of hidden sectors 


Figure 8-2; Each of the four parts of the RAM disk, with an exploded 
view of the specific sections and the values for them within the RAM 
disk’s Boot Record. 


The format of the RAM disk, the Boot Record, and the values for the BPB, 
are shown in figure 8-2. 


Some RAM Disk Driver Design Choices 


In the preceding chapters, you have seen that the rules for specific device drivers 
specify the exact requirements for the Device Header, the command processing, 
and the setting of the Status word of the Request Header. For a particular device 
you wish to control, you need to provide functional interfaces to DOS and your 
specific device for certain standard operations, such as Read, Write, and Initial- 
ize. Beyond this, you decide which of the other commands to implement. These 
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include the I/O Control functions, Status, and Flush. Not all of these commands 
are applicable to all device drivers, but you certainly have the choice of whether 
to implement a particular feature. 

The specific design choices made for the RAM disk device driver are to 
provide only one FAT and to provide an audible indication whenever the RAM 
disk is being accessed. The RAM disk device driver has been written so that you 
can alter the size of the RAM disk easily by reassembling the source code. You 
will see this at the end of the chapter. 


What Commands the RAM Disk 
Device Driver Will Use 


Our RAM disk device driver will implement seven standard commands: Initialize 
(0), Media Check (1), Get BPB (2), Input (3), Output (8), Output With Verify (9), 
and Removable Media (15). These are the same basic commands required for a 
disk device driver under DOS. 

The RAM disk device driver processes these commands in the same fashion 
as other disk device drivers do, thus allowing DOS to treat the RAM disk device 
driver just like a normal disk. In upcoming sections, we will examine each 
command in depth. However, let’s take a quick look at the basic function of each 
command as it applies to the RAM disk device driver. 

The driver’s Initialization command will set up memory space to look like 
a disk, with each sector of the RAM disk represented by a portion of memory. 
The Media Check command allows DOS to find out whether the RAM disk has 
been removed. Because the RAM disk uses memory and is not a removable disk, 
DOS must know that it is not removable. The Get BPB command allows DOS 
to determine the disk parameters of the RAM disk. DOS will use this information 
to locate the File Allocation Table and the File Directory, as well as the user 
data area. The Input command is sent to the RAM disk device driver when DOS 
requires a sector of data from the RAM disk. The Output command tells the 
device driver to write data to the RAM disk. The Output With Verify command 
is similar to the Output command, with the additional task of reading the data 
back in. This command was built into the device driver strategy because of the 
possibility of marginal disk media reliability. We verify the write by reading 
back the data to ensure that the write was successful. Lastly, the Removable 
Media command allows programs to determine whether to issue messages to 
change diskettes. Figure 8-3 shows the commands that DOS can send to the 
RAM disk device driver. Each command causes the RAM disk device driver to 
perform a function. 
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Commands Device Driver Functions 







RAM 


DISK Set up memory to 
DEVICE look like a disk 
DRIVER 

Media Check Has the disk changed? 


Get BPB Get disk parameters 
Read from the RAM disk 
Write to the RAM disk 


Write to the RAM disk 
and read back the data 


NENG 


Figure 8-3: The seven commands that the RAM disk device driver will 
process. Each of the commands requires the RAM disk device driver 
to perform an action. 
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We begin our look at the RAM disk device driver with listing 8-1. The format is 
unchanged from previous device drivers. The first section of code includes a 
summary of what the RAM disk device driver does. The commands you may 
implement may not be applicable to all versions of DOS. Note these differences. 
For example, the Removable Media command is valid only for DOS 3.0 or greater. 

We have named the main procedure ramdisk to distinguish it from others 
in earlier chapters. In the section called the “Instructions to the Assembler,” you 
will define the strucs for each of the commands the driver will process. This 
allows you to refer to the variables that DOS passes to your device driver, as well 
as making it easier for it to pass back information to DOS. 

Within the main procedure code, you add an assembler pseudo-operation to 
define the label start_address, which will contain the address of the current 
instruction address. You will use this at the end of the RAM disk device driver 
to determine where the memory for the RAM disk will begin. 








A RAM Disk Device Driver 





Listing 8-1: The beginning of the RAM disk device driver. 





page 60,132 
title A RAM Disk Device Driver 


Peete tee ee ee ee eee ee eee ee 


x This is a RAM Disk Device Driver bg 
i* Author: Robert S. Lai * 
3* Date: 29 November 1991 * 
* x 
* * 
* * 


; 


Purpose: A RAM Disk with audible tones 


This is a RAM Disk Device Driver 
RRR RR RK KR RR KKK RRR RIOR IFO ROR III ROR ROOK ROR kk kok ok Rk kk kk dee 


; 


- 


;summary: 
This RAM disk device driver is built to DOS 3 requirements 
i but is compatible with DOS 2. 


The command processing allows for 17 commands, numbered from 
0 thru 16. The specific commands that are allowed in DOS 3 
t are not used to allow the RAM Disk to run under DOS 2. 





(ORI IOI TOICIOICICIC OIC ICICI IGIGICICIGIGIGICIGICI OIG RGGI ICRI GIGROIGI IGOR GAGGIA TOI HOR ICICI HO aT ae 
; 


ral ASSEMBLER DIRECTIVES * 


TOGO OG GGG ROG ICI IO III ICICI IOI IOI GR ICICI GIGI OI GROR RGR GR GR CECE HC 


cseg segment para public ‘code’ j;only one segment 
ramdisk proc far 
assume cs:cseg,es:cseg,ds:cseg 


;structures 
rh struc ;request header 
rh_len db ? slen of packet 
vh_unit do ? sunit code 
i (block devices only) 
rh_cmd db ? device driver command 
rh status dw ? yreturned by device driver 
rh_resi da 2 reserved 
rh_res2 dd 2 iveserved 
ch ends ; 
rho struc jInitialization (command 0) 
rho0_rh db size rh dup (?) ;fixed portion 
rh0_nunits db ? ;ynumber of units 
i{block devices only) 
vh0._brk_ofs dw ? ;offset address for break 
rh0O_brk_seg dw ? ;segment address for break 
rh0_bpb_tbo dw ? roffset address of pointer 
7to BPB array 
rh0_bpb_tbs dw ? ;segment address of pointer 


;to BPB array 
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Listing 8-1: (cont.) 
rho_drv_ltr db 
rho ends 
rhi struc 
rhi_rh db 
rhi_media db 
vhi_md_stat ab 
rhi ends 
rh2 struc 
rh2_rh db 
rh2_media db 
rh2_buf_ofs dw 
rh2_buf_seg dw 
rh2_pbpbo dw 
rh2_pbpbs dw 
xh2 ends 
rh4 struc 
rh4_rh db 
rh4_media db 
rh4_buf_ofs dw 
rh4_buf_seg dw 
rh4_count dw 
rh4_start dw 
rh4 ends 
rh8 struc 
rchg_rh db 
rh8,_media db 
rh8_buf_ofs dw 
rh8_buf_seg dw 
rh8_count dw 
rh8_start dw 
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size rh 
2: 
2 


size rh 
? 
? 


;first available drive 
3; (DOS 3+) (block only) 


i 


j;Media_Check (command 1) 
dup (?) ;fixed portion 
jmedia descriptor from DPB 
jmedia status returned by 
;device driver 


;Get_BPB (command 2) 
dup(?) ;fixed portion 
jmedia descriptor from DPB 
;offset address of 
;data transfer area 
;segment address of 
j;data transfer area 
;offset address of 
;pointer to BPB 
j;segment address of 
ypointer to BPB 


i 


; INPUT (command 4) 
dup(?) ;fixed portion 
jymedia descriptor from DPB 
;offset address of 
;data transfer area 
segment address of 
;data transfer area 
jtransfer count 
;(sectors for block) 

; (bytes for character) 
;start sector number 

} {block only) 


; 


;OUTPUT (command 8) 
dup(?) ;fixed portion 
media descriptor from DPB 
;offset address of 
;data transfer area 
;segment address of 
jdata transfer area 
j;transfer count 

; (sectors for block) 

; (bytes for character) 
start sector number 








} 
| 
i 
i 
| 
| 
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Listing 8-1: (cont.) 





3; (block only) 
rhs ends ; 
rh9 struc ;OUTPUT_VERIFY (command 9) 
rh9_rh db size rh dup(?) ;fixed portion 
rh9_media db ? jmedia descriptor from DPB 
rh9_buf_ofs dw ? ;offset address of 

idata transfer area 
rh9_buf_seg dw ? ;segment address of 

jdata transfer area 
rh9_count dw ? jtransfer count 

(sectors for block) 

; (bytes for character) 
rh9_start dw ? 7start sector number (block only) 
rho ends . 
rhi5 struc +Removable (command 15) 
rhi5 len ab ? jlen of packet 
rhid5_unit db ? unit code 

i {block devices only) 
rhi5_cmd db ? device driver command 
rhi5 status dw ? ;returned by device driver 
rhi5_resi ad ? ;reserved 
rhl5_res2 dd ? ;reserved 
rhis ends ; 

;commands that do not have unique portions to the request header: 
; INPUT_STATUS (command 6) 

; INPUT_FLUSH {command 7) 

! OUTPUT_STATUS (command 10) 

é OUTPUT_FLUSH (command 11) 

? OPEN (command 13) 

A CLOSE (command 14) 

7 REMOVABLE (command 15) 

; 


TROIS GIOI CII I I ICI GIORGI ICR CIOK OIA IOI GRG ICICI A GIOIA GIGI GIORGI IGIOIGICIGICICIOIGR IG IOI ROIS IER OI HE 


i” MAIN PROCEDURE CODE * 


ORR GROG ICRC IOI ICI COIS ICI ICCC RGIS IOI OI ICG IOI ICRC ICRC GIGI IOIC IR IO de de ake oka 
begin: 


start address equ $ ;starting address 


OURO OIRO I I TOI IO II ICICI III IC ICISI SI IOI II HOI ICIS RICCI HOI GIGICICIC AGI a de dete: 


vase DEVICE HEADER REQUIRED BY DOS * 


ORO CIC IOR TCI IC ICI IGIR FOI CI ICA IOIIOI I GIGIGICIIOR GIGI ICIGIOG RGR IOI OIG ROR HOR HE a 


next_dev dd -1 ;no device driver after this 
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Listing 8-1: (cont.) 
attribute dw 2000h ;blk dev, non IBM format 
strategy dw dev_strategy jaddress of strategy routine 
interrupt dw dev_interrupt jaddress if interrupt routine 
dev_name db 1 ynumber of block devices 

db 7 dup(?) 37 byte filler 
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In the Device Header section, the RAM disk device is defined in the Attribute 
word by clearing bit 15 to 0 to indicate that this is a block device. Bit 13 is set to 
specify that the RAM disk is not IBM format-compatible (which means that DOS 
will not use the Media Descriptor byte to determine the size of this disk). This 
Device Header will allow the RAM disk device driver to work under both DOS 
2.0 and 3.0 or greater. If you are using version 3.0 or greater of DOS, set bit 11 
to tell DOS that the device driver also supports the Open, Close, and Removable 
Media commands. 

Finally, you do not specify a name for the RAM disk device driver, because 
DOS does not permit block device drivers to have a name. Instead, the value of 
the first byte equals the number of RAM disk units that the device driver will 
control. Set this value to 1 to indicate to DOS that there is only one RAM disk. 


Work Space for Our Device Driver 


In this familiar section, you must define all the variables you will be using in the 
RAM disk device driver. In listing 8-2, the variables rh_seg and rh_ofs store the 
address of the Request Header that DOS passes to the RAM Disk Device Driver 
during the STRATEGY call. 

Next, the Boot Record is defined. Starting with the variable boot_rec, we lay 
out the exact contents of the RAM disk as it will appear in memory using Define 
Byte (db) and Define Word (dw) directives. You will use this data to build the 
RAM disk as well as to store the data when DOS requests a copy of the BPB 
during a Get BPB command (you will see more of this in a later section). Three 
bytes of zeroes are defined in the jump instruction portion of the Boot Record, 
because the RAM disk is not bootable. Next comes the vendor identification, 
which identifies the disk as version 1.0 from The Waite Group. 

At the label bpb, the BPB is defined. Refer to figure 8-2 to see the definitions 
of the necessary parameters that will describe the RAM disk to DOS. 

The next set of variables includes those that transfer data from the RAM 
disk to DOS and vice versa when the Read and Write commands are sent to the 
driver by DOS. The amount of data to be transferred, or the number of sectors, 
is retrieved from the Request Header and stored in the variable total. The verify 








A RAM Disk Device Driver 





Listing 8-2: The variables used by the RAM disk device driver. The Boot 
Record contents are declared in this section, as well as the variables that 
control the transfer of data between DOS and the RAM disk. 


SOIC IG III ICICI ICI UICC TOI ICICIUIGIIUI GIO ICI IG IOI KR Ok a IK IK 
; 


ia WORK SPACE FOR THE DEVICE DRIVER Sh 


GORI CRO IC CII IO IOC ISI IGE IOI IOISIOIDIIG IOI IOC GR tok dak kkk tek bk 


rh_ofs dw ? ;offset address of request header 
rh_seg dw ? ;segment address of request header 
boot_rec equ $ ;dummy DOS boot record 
db 3 dup (0) jnot a jump instruction 
db 'TWG 1.0’ jvendor id 
bpb equ $ ;This is the BIOS Parameter Block 
bpb_ss dw 512 3512 byte sector size 
bpb_au db 1 ;cluster size is 1 sector 
bpb_rs dw ail ;1 (boot) reserved sector 
bpb_nf db 1 ;1 FAT only 
bpb_ds dw 48 ;#files in the File Directory 
bpb_ts dw 205 ;sects=1LOOKB + 5 overhead 
bpb_md db Ofeh jmedia descriptor 
bpb_fs dw 1 iFAT sectors in each FAT 
bpb_ptr dw bpb ;bios parameter block pointer array (1 entry) 


jcurrent RAM disc information 


total dw ? transfer sector count 

verify ab 0 iverify l=yes , O=no 

start dw 0 istart sector number 

disk dw 0 ;RAM disk start address 
buf_ofs dw ? ;data transfer offset address 
buf_seg dw ? idata transfer segment address 
res_cnt dw 5 i# reserved sectors 

ram_par dw 6560 ;paragraphs of memory 

bell db 1 7l= bell on for RAM disk i/o 





variable is used to determine whether to read the data after processing a Write 
command, The variable start is used to point to the start sector of data to be 
transferred. The variable disk is used to contain the starting memory address of 
the RAM disk. The variables buj_ofs and buf_seg are used to store the address of 
the data area within DOS. This buffer area is used to store data on disk read 
operations and to write data from write operations. 
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The last variables defined are used by the driver to control the RAM disk. 
We use res_ent to indicate the number of sectors reserved for use by the RAM 
disk (here this number is 5), including the Boot Record, the File Allocation Table, 
and the File Directory. You can adjust this number for larger or smaller FATs 
and File Directories. The variable ramn_par is used to indicate the number of 
16-byte memory paragraphs the RAM disk will occupy. Here we use 6560 
paragraphs (205K times 32 paragraphs per K). Lastly, the variable bell indicates 
whether or not to produce a variable-length tone each time the RAM disk device 
driver processes a command. If you set this variable to 1, you will hear the RAM 
disk in action. 


The RAM Disk STRATEGY and INTERRUPT Sections 


The STRATEGY and INTERRUPT routines are the actual entry points from DOS 
into the RAM disk device driver. The STRATEGY routine saves the Request 
Header address into the variables rh_seg and rh_ofs. The INTERRUPT routine 
processes the command (number) that is stored in the Request Header. These 
routines are identical to those in earlier chapters (see listing 8-3). 





Listing 8-3: The code for the STRATEGY and INTERRUPT routines. 








Sg I I I III III ICICI ICICI GR ICAI ICICI ICTR Ca A a Fa TC AC HC HH a ok A oe 
ee THE STRATEGY PROCEDURE * 


SOO OIC TCICIGI III IS CICICI SITIO OISICIOIO CR ICIOIGICIOIOI I ROI IC ICICI I TOI ICR A IOI A A 
i 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs, bx ;save the offset address 
ret : jreturn to DOS 


DEMOS ISIS IGISISI ISIS E IESG IFISSIGIEI IIE ICICI TIGER IRIS EI 


i* THE INTERRUPT PROCEDURE * 


J DHS SISSIES ISITE FIG ISIIIGI IFSC CIEISIIEIGII GIG IIIA SIE 


;device interrupt handler - 2nd call from DOS 
dev_interrupt: 


cld ;save machine state on entry 
push ds 
push es 
push ax 
push bx 
push cx 
push ax 
push di 
push si 
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Listing 8-3: (cont.) 





mov ax,cs:rh_seg jrestore ES as saved by STRATEGY call 
mov es ,ax ; 
mov bx,cs:rh_ofs ;restore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd rget request header command 

rol al,1 j;times 2 for index into word table 
lea di,cmdtab j;function (command) table address 
mov ah,0 ;Cclear hi order 

add di,ax jadd the index to start of table 
jmp word ptr[di] pjump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
j;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
dw MEDIA_CHECK ; media check (block only) 
dw GET_BPB 3; build bpb 
dw IOCTL_INPUT 3 doctl in 
dw INPUT ; input (read) 
dw ND_INPUT ;*nondestructive input no wait 
dw INPUT_STATUS ;*input status 
dw INPUT_FLUSH ;*input flush 
dw OUTPUT j Output (write) 
dw OUTPUT_VERIFY ; Output (write) with verify 
aw OUTPUT_STATUS ;*output status 
dw OUTPUT_FLUSH ;*output flush 
dw TOCTL_OUT 7; ioctl output 
dw OPEN ; device open 
dw CLOSE i device close 
dw REMOVABLE } removable media 
dw OUTPUT_BUSY ; output til busy 





Your Local Procedures 


In this section, you must define four procedures for use by the RAM disk device 
driver. These procedures are save, cvt2seg, bell1, and bell2 (see listing 8-4). 

The save procedure retrieves information from the Request Header concern- 
ing the data transfer between DOS and the RAM disk device driver. Use the Input 
command struc rh4 to store the address of the data-transfer buffer into variables 
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Listing 8-4: The code for four procedures. The save procedure stores data 
from the Request Header. The cvi2seg procedure converts a sector 
information into a RAM disk address. The belli and bell2 procedures turn 
the speaker on and off if needed. 





IGG ROI II CI IOI TOR RCC ITC TT I I ICC AOR I IC RI IH a a a eR 


3* YOUR LOCAL PROCEDURES * 


OI RIOR RICO RTCA I ROR CR AR II TIO ROCCE TICE IORI TCI a Te A a ae sek a 


save proc near ;saves data from Request Header 
‘i called from INPUT, OUTPUT 


é 





mov ax,es:[bx].rh4_buf_seg j;save data transfer 
mov cs:buf_seg,ax 7 segment 
mov ax,es: (bx].rh4_buf_ofs j;save data transfer 
mov es:buf_ofs,ax 7; offset 
mov ax,es: [bx] .rh4_start ;get start sector number 
mov es:start,ax save it 
mov ax,es: [bx] .rh4_count. ;# sectors to transfer 
mov ah,0 jclear hi order 
mov cs:total,ax ; save in our area 
ret return to caller 

save endp 

cevt2seg proc near ;calculates memory address 

; 

7, requires cs:start starting sector 

} es:total total sector count 

} cs:disk RAM disk start address 

; 

a returns ds segment address 

; cx count of total bytes 

? si = 0 for paragraph boundary 

; 

: uses ax 

# cx 

; si 

i ds 

i 
mov ax,cs:start get starting sector number 
mov e1,5 multiply by 32 paragraphs/sector 
shl ax,cl ; by shifting left 5 places 
mov ex,cs:disk iget start segment of RAM disk 
add cx,ax ;add to initial segment 
mov ds,cx ; DS has start segment 
mov si,0 ;make it on a paragraph boundary 
mov ax,cs:total ;total number of sectors 
mov ex,512 ybyte per sector 
mul cx jmultiply to get xfer length 
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Listing 8-4: (cont.) 


calcl: 





or ax,ax jtoo large (carry set)? 
jnz calel jno (less than 64k) 

mov ax, 0ffffh syes ~ make it 64k 

mov CX,ax ymove length to cx 

ret preturn to caller 


evt2seg endp 


belll proc near ;bell on if needed 
cmp es:byte ptr bell,0 pbell required? 
jz nobelll ;no 
mov al,0b6h jmagic # 
out 43h,al ;timer2 
mov ax, 400h ioycles 
out 42h,al iisb 
mov al,ah jmsb 
out 42h,al 
in, al,61h ;spkr port 
or al,3 j;spkr/timer on 
out 61h, al i 

nobelll: ret return 

belll endp 

bell2 proc near jbell off if needed 
cmp es:byte ptr bell,0 jbell off needed? 
jz nobell2 ;no 
in al,61h 7get port 
and al,0fch j;epkr/timer2 off 
out 61h,al } 

nobell2: ret jreturn 

bell2 endp 


buf_seg and buf_ofs. The starting sector and number of sectors to transfer is 
stored in variables start and total, respectively. The driver calls this save proce- 
dure immediately when it needs to jump to the Input or Output command-pro- 
cessing routines. 

The procedure cvi2seg is used to calculate the address of a sector in the 
RAM disk (a starting paragraph). Recall that the sectors of a disk are actually 
memory locations in the RAM disk, so we need to convert a sector number into 
an equivalent memory address. Because each sector is 512 bytes in length and 
there are 16 bytes per paragraph of memory, the sector number should be 
multiplied by 32 to derive the starting paragraph in the RAM disk’s memory. 
Next, we calculate the number of bytes to transfer by multiplying the number of 
sectors to transfer by 512 bytes per sector. 
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Note that a transfer from DOS to the RAM disk cannot exceed 64K. This 
limitation is imposed by the 8086/8088 architecture; each segment is limited to 
a size of 64K. Because a data segment cannot exceed 64K, the largest data 
transfer is likewise limited. 

The last two procedures, bell1 and bell2, control the PC’s speaker. Bell1 
turns on the speaker and bell2 turns it off. Both procedures will test the flag 
variable bell before turning on or off the speaker. A value of 1 placed in bell 
allows you to control whether you want to hear an audible tone during reads and 
writes. The duration of the tone will depend on the length of time between a call 
to bell1 and the next call to bell2. This way you can hear how long a transfer 
takes. Short data transfers will make clicks on the speaker, and long transfers 
will make beeps because the tone is on longer. These two routines are useful for 
debugging any code. If you place calls to turn on and off the speaker around 
suspect code, you can determine whether the code is working or looping. 


DOS Command Processing 


In this section, we will examine the seven DOS commands processed by the RAM 
disk device driver. These commands are Initialization, Media Check, Get BPB, 
Input, Output, Output With Verify, and Removable Media. With the exception of 
the Removable Media command, these commands are the minimum number of 
commands that a disk device driver must have. 


Command 0—Initialization The Initialization command is an important one 
for the RAM disk device driver. You build the RAM disk by initializing memory 
to contain a Boot Record, a File Allocation Table, and a File Directory. This 
satisfies the requirement that the RAM disk be available for use when it exits 
from the Initialization command processing. The steps that the RAM disk device 
driver performs for the Initialization command are shown below: 


Set the number of RAM Disk units 
Set the pointer to the BPB array 


1. Initialize memory for the RAM disk 
2. Build the Boot Record 

8. Build the File Allocation Table 

4. Build the File Directory 

5. Set the Break Address 

6. 

ne 


Listing 8-5 shows that a call to bed will turn on the speaker for an audible 
tone if the variable bell is set to 1. The initial procedure is called to display a 











| 
i 
| 
\ 
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Listing 8-5: The I 
this point and contains a Boot Record, a File Allocation Table, 


Directory. 


nitialization command code. The RAM disk is initialized at 
and a File 





SGI IOI GG ISIE ISCO IO TOG ICICI CIGISIOISCIGI CI CICIGIICIOIG ICR CR ICR TORTI A 
3 


ae DOS COMMAND PROCESSING 


* 


CIERRA CI ICI IG AGIOS ICI TOR ITCRA A ICR ICTR CA AI ICICI RT eC H eA aA RIC 
i 


command 0 

Initialization: 
call 
call 
push 
pop 


Initialization 


belli 
initial 
cs 

ax 


calculate end segment of RAM disk 


lea 
mov 
ror 
add 
mov 
mov 
add 


ax,cs:start_disk 
ecl,1 

ax,cl 

ax, ax 
cs:disk,dx 
ax,ram_par 

dx, ax 


return the break address to DOS 


mov 
mov 


es: [bx] .rh0_brk_ofs, 0 
es: [bx]. rh0_brk_seg, dx 


joptional bell tone 
;display console message 
jmove cs 

7; to dx 


;start address of RAM disk 
jhex digit shift count 
;divide by 16 = paragraphs 
jadd to current cs value 

;RAM disk start address 

;add # RAM disk paragraphs 
;to start segment of RAM disk 


offset is 0 
; segment 


;return number of units for a block device 


mov 


es: [bx] .rh0_nunits,1 


only one RAM disk 


;return address of array of BIOS Parameter Blocks (1 only) 


lea 
mov 
mov 


dx, bpb_ptr 
es: [bx] .rh0,bpb_tbo, dx 
es: [bx] .rh0_bpb_tbs,cs 


j;address of bpb pointer array 
jreturn offset 
j;return segment 


jinitialize boot, PAT, Directory to zeroes 


push 
mov 
mov 
mov 
call 
mov 
push 
pop 
mov 
rep 


ds 

es:start,0 
ax,cs:res_ent 
cs:total,ax 
evt2seg 

al,0 

ds 

es 

di,si 

stosb 


;move boot record to sector 0 


pop 
mov 
mov 


ds 
es,cs:disk 
di,0 


pevt2seg destroys ds 
start sector= 0 
j#reserved sectors 
j#sectors 

jaddress and count 
;f£i11 value 

jsave 

jmove to es 

yall offsets = 0 

j;clear reserved sectors 


;restore ds -> RAM disk 
;RAM disk start address 
;zero out di (boot record) 
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Listing 8-5: (cont.) 
lea si,cs:boot_rec raddress of boot record 
mov cx, 24 : 
rep movsb icopy 24 bytes of boot record 


;build one and only one FAT 


mov es:start,1 logical sector 1 

mov es:total,1 jdoesn’t matter 

call evt2seg ;get ds:si set quickly 

mov ds:byte ptr [si],0feh ;set the first 2 FAT 

mov ds:byte ptr l[si],0ffh ; entries to describe 

mov ds:byte ptr 2{si],0ffh ; disc 

call bell2 ;optional bell off 
jend of initialization - restore es:bx exit 

mov ax,cs:rh_seg ;move request header 

mov es,ax ; segment to es 

mov bx,cs:rh_ofs ; offset to bx 

jmp done 7set DONE bit & exit 
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message indicating the loading of the RAM disk device driver. This initial 
procedure is defined at the end of the RAM disk device driver, in the beginning 
of what will be the data storage area for the RAM disk. Normally, additional 
initialization-only code could be placed here. However, because it is the start of 
the RAM disk storage area, clearing the memory assigned to the disk storage area 
would erase these instructions before they have a chance to execute. Here the 
initial procedure only displays a message, and the normal initialization code you 
have seen in the previous chapters is not included in initial. The Break Address 
is now set to point to the end of the RAM disk storage area, not to the initial 
procedure. 

To calculate the Break Address, we determine the end address of the RAM 
disk device driver, add the length of the RAM disk (ram_par) to the starting 
segment of the RAM disk (disk), and then store this segment and offset address 
in the struc variables rhO_brk_seg and rhO_brk_ofs, respectively. 

Next, the number of units that the RAM disk device driver will control is 
set. This number is part of the Request Header and is set to 1 for this RAM disk 
device driver. 

DOS needs to know what types of disks the device driver can support. The 
code returns a pointer to an array of BPBs. This lets DOS scan through the table 
to match a disk type (see chapter 7 for a detailed discussion). 

The next couple of steps involve initializing memory to look like a disk. First, 
we must clear the memory space that will contain the Boot Record, the File 
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Allocation Table, and the File Directory; otherwise, DOS may find random values 
in the FAT and file-directory areas and think that they are legitimate entries. 

The second step is to build the Boot Record. We copy boot_rec to the 
beginning of the RAM disk using the Repeat Move Bytes instruction (rep movsb). 
This move will copy the jump instruction, the vendor identification, and the BPB. 

The third step is to build the File Allocation Table. The first two FAT entries, 
feffffn, are placed in the beginning of the FAT. This identifies the RAM disk to 
DOS whenever DOS inspects the File Allocation Table. 

Do not place any information in the File Directory. Instead, leave it initial- 
ized to zeroes to indicate to DOS that the File Directory has no entries. 

Lastly, we restore the ES and BX registers, turn the speaker off, and exit 
from the RAM Disk Device Driver. 


Command 1—Media Check DOS uses the Media Check command to deter- 
mine whether the disk has been removed. DOS makes this check before it reads 
or writes to the disk to ensure that the disk has not been changed since the last 
access. The relationship between DOS and the RAM disk device driver for the 
Media Check command is shown below: 


DOS: Has the disk changed? 
RAM disk device driver: Return Media Check Status: 
-1 Media has been changed 
0 Don’t know 
+1 Media has not changed 
The Media Check Status is set to 1, which indicates to DOS that the media 


has not changed. This is always true for both RAM disks and fixed disks. Here is 
the code: 


;command 1 Media_Check 

Media_Check: ;block device only 
mov es: [bx]. rhl_media,1 ;media is unchanged 
imp done iset DONE bit & exit 


Command 2—Get BPB DOS uses this command to retrieve the BPB. This 
command will be issued if the Media Check command returns a status that 
indicates the disk has changed. If the Media Check command returns a status 
of “don’t know” and DOS has no dirty buffers (data that needs to be written out 
to the disk), DOS will also issue a Get BPB command. This command allows DOS 
to determine the locations of the FAT and the File Directory, as well as other 
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Listing 8-6: The code for the Get BPB command. 





;command 2 Get_BPB 

Get _BPB: jread Boot record 
push es ;Save request header segment 
push bx ;save request header offset 
mov ces:start,0 ;boot record = sector 0 
mov cs:total,1 31 sector 
call evt2seg ;convert to RAM disk address 
push cs ;set es to 
pop es 7; cs 
lea di,cs:bpb jaddress of bios param blk 
add si,11 yadd 11 to si 
mov ex, 13 slength of bpb 
rep movsb ymove 
pop bx restore request header offset 
pop es jrestore request header segment 
mov dx,cs:bpb_ptr jpointer to BPB array 
mov es: [bx] .ch2,.pbpbo, dx j; to Request Header 
mov es: [bx] .rh2_pbpbs,cs ;same for segment 
lea dx,cs:bpb jaddress of BPB = 
mov es: [bx].rh2_buf_ofs,dx ; sector buffer offset 
mov es: [bx].rh2.buf_seg,cs ;same for segment 
jmp done jset DONE bit & exit 
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key parameters. The Get BPB command requires the RAM disk device driver to 
return the BPB and the address of the array of BPB to DOS. These steps are 
shown below: 


1. DOS passes a Media Descriptor. 


2. The RAM disk device driver returns the BPB and the address of the 
array of BPBs. 


As shown in listing 8-6, the code for the Get BPB command reads the BPB 
from the RAM disk into the data buffer specified by DOS. The address of the 
BPB array is also passed back to DOS in the Request Header. 


Command 3—IOCTLInput The RAM disk device driver does not implement 
IOCTL (I/O Control String) Input, so it is necessary to set the error bit of the 
Status word and indicate error 8 to indicate unknown command. This is shown 
as follows: 


;command 3 LOCTL_Input 
LOCTL_Input: 


jmp unknown ;set error bit/code & exit 


A RAM Disk Device Driver 








Listing 8-7: The code for the Input command. The RAM disk device driver 
will read from the RAM disk into the buffer specified by DOS. 





jcommand 4 Input Read RAM disk and return data to DOS 
Input: 
call belll jturn on bell if required 
call save ;save Request Header data 
call evt2seg jcalc RAM disk start address 
mov es,cs:buf_seg j;set destination seg & ofs 
mov di,cs:buf_ofs ; to es:di 
mov ax, ai jget offset 
add ax,cx jadd transfer length 
jne inputl pover£low? 
mov ax, 0ffffh yyes - use max transfer 
sub ax, di subtract offset from max 
mov eX, ax new transfer count 
inputl: rep movsb ;Read RAM disk to data area 
call bell2 jturn off bell if required 
mov ax,cs:rh_seg move request header 
mov es,ax 7; segment to es 
mov bx, cs: rh_ofs ; offset to bx 
jmp done ;set DONE bit & exit 





Command 4—Input DOS uses the Input command to read data from the RAM 
disk. This command passes to the RAM disk device driver the starting sector 
number to read and the number of sectors to transfer. The RAM disk device driver 
translates this toa RAM disk address and moves the data from the RAM disk to 
the data buffer specified by DOS. The steps in this process are listed below: 


1. DOS passes the starting sector number and the sector count. 
2. The RAM disk device driver reads from the RAM Disk. 
3. The RAM disk device driver passes data back to DOS. 


As listing 8-7 shows, we first turn the speaker on. Then the cut2seg procedure 
is called to convert the sector starting position and length to a RAM disk memory 
segment address and a count of the number of bytes to transfer. Next, a mov 
instruction is used to transfer the data. Note that you may overflow the segment 
if the calculation exceeds 64K. If this is the case, you can adjust the maximum 
transfer to 64K. To exit from the Input command processing, restore the Request 
Header segment and offset address and then turn the speaker off. 


Commands 5, 6,and'7 The RAM disk device driver does not implement the 
Nondestructive Input (5), Input Status (6), or Input Flush (7) commands. These 
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commands are not applicable to block device drivers, Here is the code for these 
commands: 


;command 5 ND_Input 
ND_Input : 

jmp busy 7set BUSY bit & exit 
;command 6 Input_Status 


Input_Status: 
jmp done 7set DONE bit & exit 


;command 7 Input_Flush 
Input_Flush: 


jmp done 7set DONE bit & exit 


Command 8—Output The Output command is used to write data to the RAM 
disk. DOS passes the address of the data to be written, the sector number in the 
RAM disk to write to, and the number of sectors of data to be written. The steps 
involved in processing the Output command are listed below: 


1. DOS passes the address of the data, the starting sector, and the sec- 
tor count. 


2. The RAM disk device driver converts the sector number and count to 
an address. 


3. The RAM disk device driver writes the data to the RAM disk. 


The Output command processing begins with a call to the bell1 procedure. 
This will turn the speaker on if needed. Then the transfer values are saved in 
the call to the save procedure. The procedure cvi2seg translates the sector 
numbers into an address within the RAM disk. Next, the data is moved from the 
RAM disk to the DOS data buffer. Finally, the verify flag is tested; if it contains 
a1, control jumps to the Input routine. Listing 8-8 shows the code for the Output 
command. 


Command 9—Output With Verify This command is similar to the Output 
command, but it also performs the task of reading the data back in for verifica- 
tion. A read-after-write operation provides an additional assurance that the 
write was successful. This compensates for media that may be marginal in 
retaining the data. If the read was not successful, the Write command is 


i 
| 
} 
} 
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Listing 8-8: The code for the Output command. This command reads from the 
RAM disk into the DOS data buffer. If the verify flag is set to 1, jump to the 
Input command routine to read the data back in to verify that the write was 


successful. 


7command 8 

Output: 
call 
call 
call 
push 
pop 
mov 
mov 
mov 
rep 
mov 
mov 
cmp 
jz 
mov 
jmp 

outl: call 
mov 


di,si 
ds,cs:buf_seg 
si,cs:buf_ofs 
movsb 
bx,cs:rh_ofs 
es,cs:rh_seg 
ces:verify,0 
outl 
cs:verify,0 
input 

bel12 
ax,cs:rh_ seg 
es,ax 
bx,cs:rh_ofs 
done 





Write data to RAM disk 


;turn bell on if needed 
;Save Request Header data 
iget start address in RAM 
imove to 

; es 

isame for di 

;ds:si points to source 

; data in DOS 

ymove ds:si to es:di 
irestore es:bx 

;for possible jmp to input 
;do we verify write? 

ino 

jreset verify indicator 
j;read those sectors back in 
;turn bell off if required 
imove request header 

; segment to es 

; Offset to bx 

set DONB bit & exit 


te 


reissued. The steps that the Output With Verify command processing performs 
are listed below: 


1, 


DOS passes the address of the data, the starting sector, and the sec- 


tor count, 


The RAM disk device driver converts the sector number and count to 


an address. 


The RAM disk device driver writes the data to the RAM disk. 
The RAM disk device driver reads the data from the RAM disk. 


The RAM disk device driver processes the Output With Verify command by 
setting the verify flag to 1; it then passes control to the Output command routine, 
The Output routine will write the data to the RAM disk and then jump to the 
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Input routine to read the data back in. Here is the code for the Output With Verify 
command: 


;command 9 Output_Verify 

Output_Verify: output (write) with verify 
mov: es:verify,1 ;set the verify flag 
jmp output 7go to output routine 


Commands 10, 11, 12,13, and14 These commands have not been im- 
plemented in the RAM disk device driver. The Output Status (10) and Output 
Flush (11) commands are for character-oriented devices and are not valid for block 
devices. The IOCTL Out (12), Device Open (13), and Device Close (14) commands 
are applicable to block devices, but we have not implemented them in our RAM 
disk device driver. The code for these commands is shown below: 


;command 10 Output_Status 
Output Status: 


jmp done ;set DONE bit & exit 


;command 11 Output_Flush 
Output_FPlush: 


jmp done j;set DONE bit & exit 
;command 12 LTOCTL_Output 
TOCTL Out : 

jmp unknown jset error bit/code & exit 
;command 13 Open 
Open: 

jmp done ;set DONE bit & exit 
;command 14 Close 
Close: 

jmp done ;set DONE bit & exit 


Command 15—Removable Media This command is available only for DOS 
versions 3.0 or greater and only for block devices. The Removable Media command 
returns an indication of whether the disk media is removable. The BUSY bit of 
the Status word in the Request Header is set if the media is not removable. If 





i 
i 
i 


A RAM Disk Device Driver 





Listing 8-9: The code for the error and common exits. 





OIG IGG IIIS RIGS IC ICICI ICI ICICI II a a a a oa oe a ee etek 


ia ERROR EXIT * 
DUET ICICI IIIS ISCO ICICI ICICI ICICCIGIIGIEI ICICI IOI ICI # aa 


unknown: 
or es: {bx].rh status, 8003h ;set error bit and error code 
jmp done set done and exit 


ITT eC eC CCC CCC CCP Cee eee ee ee ee ee 


res COMMON EXIT - 


ORR IORI RR IRR RR IRR ICR I TI ICICI ICI IRI IIR II IIR I a ae a eae 


busy: or es: [bx]. rh_status,0200h ;set busy bit 
done: or es: (bx].rh_status,0100h ;set done 

pop si jrestore all registers 

pop ai 

pop ax 

pop cx 

pop bx 

pop ax 

pop es 

pop ds 

ret ;xeturn to DOS 





the BUSY bit is not set, the media is removable. The steps involved in processing 
the Removable Media command are listed below: 


1. DOS passes the unit number. 


2. The RAM disk device driver returns the BUSY bit set if the media is 
nonremovable; it returns the BUSY bit not set if the media is remov- 
able. 


DOS will send this command only if'a program issues a DOS service request 
for IOCTL (44h). One of the subfunctions (08h) tests whether the block device is 
changeable. What is unusual is that this IOCTL function does not appear as an 
IOCTL Input command but as a Removable Media command. This DOS service 
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is used to determine whether the disk is fixed; if it is not fixed, the program can 
issue a message to the user requesting a disk change. 
We set the BUSY bit on since the RAM disk is not removable: 


;command 15 Removable 
Removable: 
mov es: [bx].ch_status,0200h ;set busy 
jmp done ;set DONE bit & exit 


Command 16—Output Til Busy This command is available to character- 
oriented devices using versions 3.0 (or higher) of DOS. For the RAM disk device 
driver, set the ERROR bit and ERROR CODE to 3 (unknown command). Here is 
the code for the Output Til Busy command: 


;command 16 Output Til Busy 
OUTPUT_BUSY: 


jmp unknown ;set error bit/code & exit 


The Error and Common Exits 


In these two sections we process any error exits and common exits by setting the 
BUSY and DONE bits of the Request Header status word. Listing 8-9 shows the 
entire two sections. 


The End of Program 


In the End of Program section of the RAM disk device driver, you will find a 
rather complex org assembler directive. This statement sets the location counter 
to a multiple of 16 bytes, which forces the RAM disk to start on a paragraph 
boundary. In doing so, segment addresses are used that assume the offset is 0. 
This makes it easier for the RAM disk device driver to calculate addresses that 
correspond to the sector numbers that DOS passes back. 

The constant start_disk is used by the Initialization command code to store 
the start address of the RAM disk. 

Place the procedure initial at the beginning of the RAM disk, because it 
runs only once during the Initialization command processing and you never need 
it again. This initial procedure displays the RAM disk device driver banner on 
the screen. Listing 8-10 completes the code for the RAM disk device driver. 


The Whole RAM Disk Device Driver 
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Listing 8-11 lists the entire RAM disk device driver. 
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Listing 8-10: The last section of the RAM disk device driver shows the code 
for the End of Program section. 





LORRI ROR RC IRR ICR ICE RRR CR ICR RG RR IC III ICI TORIC III TORII IO FOR RIOR IK FOR HO 


i END OF PROGRAM * 
(ORR I RII CR OIRO III IG IO ICI IGR OR GIGI ICICI ROR GR RRC RRC 
i 


end,_of program: 


;org to paragraph boundary for start of RAM disk 


Lf, ($-start_address) mod 16 
org ($~start_address)+16-(($-start_address} mod 16) 
endif 
start_disk equ $ 
initial proc near é 
lea dx,msgl yinitialization 
mov ah,9 ; message 
int 21h ;doscall 
ret jreturn 


initial endp 


msgi, db ‘The Waite Group 100k RAM Disk’, 0dh, 0ah,’$' 
ramdisk endp 
cseg ends 

end begin 


;that’s all folks 





Building the RAM Disk Device Driver 


To build the RAM disk device driver, enter the source code from listing 8-11 into 
a file called ramdisk.asm, using a word processor. Next, assemble, link, and 
convert the code to .COM format. Be sure to add the RAM disk device driver to 
the CONFIG.SYS file; this specifies to DOS that the driver is a user-installable 
device driver. 


Modifying the RAM Disk Device Driver 


The RAM disk device driver, as shown in listing 8-11, is built as a 100K RAM 
disk. You can modify the RAM disk to be any size you want. For example, you 
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can make the size of the user data area larger or smaller, and the File Directory. 
can be made larger to hold more file entries. 
The steps in changing the RAM disk are shown below: 


1, 


ww 


a 


ao 


fee} 


10. 


11. 


Decide the size (in K) of the user data area for your RAM disk. Multi- 
ply this number by 2 to determine the number of sectors in the user 
data area. (Example: 100K = 200 sectors.) 


. Decide the number of sectors per allocation unit. Store this number in 


the variable bpb_au. 


. Determine the number of clusters by dividing the size of the user data 


area (in sectors) by the sectors per allocation unit. 


. Determine the size of the File Allocation Table by multiplying the 


number of clusters by 1.5 bytes. Round this number up to the nearest 
512 bytes. 


Divide the FAT size by 512 to determine the number of sectors re- 
quired for the FAT. Store this number in the variable bpb_fs. 


. Decide the number of files the File Directory will contain. Use a multi- 


ple of 16. Store this number in the variable bpb_ds. 


. Divide the number of File Directory entries by 16 to determine the 


number of sectors the File Directory will require. 


. Add up the number of reserved sectors in the Boot Record (usually 1), 


the File Allocation Table, and the File Directory. Store this number in 
the variable res_ent. 


_ Add the reserved-sector count (from step 8) to the size of the user data 


area from step 1. Store this number in the variable bpb_ts. 


Multiply the number in bpb_ts by 32 to determine the number of mem- 
ory paragraphs the RAM disk will occupy. Store this number in the 
variable ram_par. 


Lastly, change the text in the variable msg! to reflect the new size of 
the RAM disk. 
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Listing 8-11: The complete RAM disk device driver. 





page 60,132 
title A RAM Disk Device Driver 


JAEGGI SIS IG IIIS I JOS CGCCIIOIUICUICIBISGECCICGGIGGGEC COIS OTTER 


* This is a RAM Disk Device Driver * 
* Author: Robert S. Lai i 
pea Date: 29 November 1991 * 
* * 
* * 
* * 


i 


Purpose: A RAM Disk with audible tones 


This is a RAM Disk Device Driver 
BORGO IG TIT IGRI OIG GGGI CIR GR TOI ICIS II GIGI ISIC ICISIOIIOICR DICK ICI IOC 


i 


? 


;summary : 
i This RAM disk device driver is built to DOS 3+ requirements 
? but is compatible with DOS 2, 


The command processing allows for 17 commands, numbered from 
0 thru 16. The specific commands that are allowed in DOS 3 
are not used to allow the RAM Disk to run under DOS 2. 


JG GISISISISISIICI SII ISI SISISISI ICICI ICICIGICICICICIGISISIGISICICICISISISIGIIIICISIICICICICICTCI ICCC ICG 


ie ASSEMBLER DIRECTIVES * 


JESS GIGS SISI ICICI IGISICICIIICIGGIGIOIGICIGIGIGIISISIOIICICICICICICIEICIGICICI CR ICICI SI I 3% 


cseg segment para public ‘code’ j;only one segment 
ramdisk proc far 
assume cs:cseg,es:cseg,ds:cseg 


;structures 
rh struc request header 
rh_len ab ? jlen of packet 
rh_unit dip 2 unit code 
; (block devices only) 
rh_emd db ? ;device driver command 
rh_status dw ? yreturned by device driver 
rh_resl dd ? ;reserved 
rh_res2 dad ? jreserved 
rh ends i 
rho struc ;Initialization (command 0) 
rhO_rh db size rh dup (?) ;fixed portion 
vrhO_nunits db ? ynumber of units 
; (block devices only) 
rhoO_brk_ofs dw ? ;offset address for break 
rh0_brk_seg dw ? ;segment address for break 
rh0_bpb_tbo dw ? j;offset address of pointer 
;to BPB array 
rh0_bpb_tbs dw ? ;segment address of pointer 


;to BPB array 
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Listing 8-11: (cont.) 


rho_drv_ltr 
rho 

rhi 

rhi_rh 
rhi_media 
rhi_md_stat 
rhi 

rh2 

rh2_rh 
rh2_media 
rh2_buf_ofs 
rh2_buf_seg 
rh2_pbpbo 
rh2_pbpbs 
rh2 

rh4 

rh4_rh 
vh4_media 
rh4_buf_ofs 
rh4_buf_seg 


rh4_count 


rh4_start 
rh4 

rh8 

rh8_rh 
rh8_media 
ch8_buf_ofs 
rh8_buf_seg 


rh8_count 


rh8_start 
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db 


size rh 


size rh 


size rh 
2 


? 








;first available drive 
3} (DOS 3+) (block only) 


;Media_Check (command 1) 
dup (?) ;fixed portion 
;media descriptor from DPB 
;media status returned by 
;device driver 


3 


;Get_BPB (command 2) 
dup (?) ; fixed portion 
;media descriptor from DPB 
;offset address of 
;data transfer area 
;segment address of 
;data transfer area 
;offset address of 
jpointer to BPB 
;segment address of 
jpointer to BPB 


;INPUT (command 4) 
dup(?) ;£ixed portion 
jmedia descriptor from DPB 
joffset address of 
jdata transfer area 
;segment address of 
jdata transfer area 
transfer count 
;(sectors for block) 
;(bytes for character) 
;Sstart sector number 

3 (block only) 


; 


;OUTPUT (command 8) 
dup(?) ;fixed portion 
jmedia descriptor from DPB 
;offset address of 
;data transfer area 
;segment address of 
rdata transfer area 
;transfer count 
(sectors for block) 

; (bytes for character) 
;Start sector number 


| 
| 
| 





i 
} 
f 
ii 
| 
| 
i 
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Listing 8-11: (cont.) 





; (block only) 
rhs ends ; 
rho struc ;OUTPUT_VERIFY (command 9) 
rh9_rh ab size rh dup(?) ;fixed portion 
rh9_media db ? imedia descriptor from DPB 
rh9_buf_ofs dw ? ;offset address of 

;data transfer area 
rh9_buf_seg dw ? ;segment address of 

idata transfer area 
rh9_count dw 2 ;transfer count 

i (sectors for block) 

; (bytes for character) 
rh9_start aw ? ;start sector number (block only) 
rhg ends ; 
vhi5 struc ;Removable (command 15) 
rhi5_len db ? ;len of packet 
vhi5_unit db 2 junit code 

7 (block devices only) 
rhi5_cemd db ? jdevice driver command 
rhi5_status dw ? 7returned by device driver 
vhi5_res1 dda ? ;reserved 
rhl5_res2 dda ? ;reserved 
vhis ends ; 
icommands that do not have unique portions to the request header: 
7 INPUT_STATUS (command 6) 

; INPUT_FLUSH {command 7) 


OUTPUT,_STATUS (command 10) 
OUTPUT_FLUSH {command 11) 


OPEN (command 13) 
CLOSE (command 14) 
REMOVABLE {command 15) 


[ORR TOG ICR II IOI IOI ICICI II IIIS GIGIGIOI CEC AR ROI CR GIORGI AGI IGICROR GIG RGROICHCAC A dR aC 


; 
pe MAIN PROCEDURE CODE * 


FRIAR CRICK ICRI RI ICRC GIORGI ICRC GIO ICRC GIGI GROIOIGICR RIOR I IGRI I ICRC RC IO HE ake 
begin: 


start_address equ $ starting address 


FRITS ICRIOR R I GIRIORGIOIOI GIGI IO GI AOI IOI A RCAC a 


ze DEVICE HEADER REQUIRED BY DOS * 


ORI ICR FI I IR IR RG TOR ISIC IG OIC ICICI IOI IOI CIC ICIS IOI ICI Tok ae 


next_dev dd -1 jno device driver after this 
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Listing 8-11: (cont.) 





attribute dw 2000h ;blk dev, non IBM format 
strategy dw dev_strategy jaddress of strategy routine 
interrupt aw dev_interrupt jaddress if interrupt routine 
dev_name ab 1 ;number of block devices 

db 7 dup(?) ;7 byte filler 


OASIS IISISIGISIC ICICI OCIESISI SII IIEEIGICICIGIICIICICI ISIC IOC IAF 


ee WORK SPACE FOR THE DEVICE DRIVER * 


JS SSIGGIE II SIGGISIEIICRIGIGISI II UCIGIGISIIICGIGITIGII ICCC ICE AH 


rh_ofs dw te joffset address of request header 

rh_seg dw ? ;segment address of request header 

boot_rec equ $ ;dummy DOS boot record 
db 3 dup(0) jynot a jump instruction 
db ‘TWG 1.0° vendor id 

bpb equ $ ;This is the BIOS Parameter Block 

bpb_ss dw 512 3512 byte sector size 

bpb_au db 1 ;Cluster size is 1 sector 

bpb_rs dw 2 31 (boot) reserved sector 

bpbnf db ‘L. ji FAT only 

bpb_ds dw 48 ;#files in the File Directory 

bpb_ts dw 205 7;sects=100KB + 5 overhead 

bpb_md db Ofeh jmedia descriptor 

bpb_fs dw 1 ;FAT sectors in each FAT 

bpb_ptr dw bpb ;bios parameter block pointer array (1 entry) 


;current RAM disc information 


total dw ? jtransfer sector count 

verify db 0 j;verify l=yes , O=no 

start dw 0 ;start sector number 

disk dw 0 ;RAM disk start address 
buf_ofs dw ? jdata transfer offset address 
buf_seg dw ? j;data transfer segment address 
res_cnt daw 5 ;# reserved sectors 

ram_par dw 6560 j;paragraphs of memory 

bell db 1 ;l= bell on for RAM disk i/o 


LOI ICR OIRO ORG IIR OIG CIR II ICI GIGI ICI I IOI IOC IC ICICI ICR FOR FO HR Ik 


bea THE STRATEGY PROCEDURE - 
DORI OI TO III IG TOI IOI IOI IIIS III ICIGI III ROGIER CIA IOI IOI A A ea IO 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret jreturn to DOS 
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Listing 8-11: (coni.) 


i 
| SOIR RIOR TORI RO AGI ORO ROTOR AO A TORR ATOR A RAO IR ROR RRR RH 


ie THE INTERRUPT PROCEDURE * 


LORRI ROI II IOI ICICI ROI ICICI III RICO IO IOI IOI IR RI III ROI TO A ATIC ICR kak 





;Gevice interrupt handler - 2nd call from DOS 


dev_interrupt: 





cld isave machine state on entry 

push ds 

push es 
push ax 
} push bx | 
| push Ox i 
| push ax 
| push di, | 
| push si H 
\ } 
mov ax,cs:rh_seg irestore ES as saved by STRATEGY call | 
| mov es,ax 7 i 

mov bx,cs:rh_ofs ;xestore BX as saved by STRATEGY call | 


;jump to appropriate routine to process command 


| mov. al,es: [bx] .rh_cmd iget request header command 
rol al,1 ;times 2 for index into word table 
lea di,cmdtab function (command) table address 
mov ah,0 iClear hi order 
add di,ax jadd the index to start of table 
jmp word ptr[di} jump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
scommand desired. The INTERRUPT routine will jump through an 
address corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label byte * = char devices only 








dw INITIALIZATION ; initialization 
dw MEDIA, CHECK 7 media check (block only) 
| aw GET_BPB 7 build bpb 
| dw IOCTL_INPUT + ioctl in 
dw INPUT 7 input (read) | 
| dw ND_INPUT *nondestructive input no wait 
i dw INPUT_STATUS i*input status 
i dw INPUT_FLUSH 7*input flush i 
| dw OUTPUT 7 output (write) 
dw OUTPUT_VERIFY ; output (write) with verify { 
dw OUTPUT_STATUS ;*output status | 
aw OUTPUT_FLUSH ;*output flush : 
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Listing 8-11: (cont.) 





dw 
dw 
dw 
dw 
dw 


IRA RI I IR OR 


es, YOUR LOCAL PROCEDURES 


LOCTL_OUT 
OPEN 

CLOSE 
REMOVABLE 
OUTPUT_BUSY 


3} loctl output 

} device open 

; device close 

; removable media 
; output til busy 


FRR TORII OIRO I IRI IO ik 


* 


DCIS IOI IOI AICI CIIGCICIOICTCIGII ACI ICICI IIIT AIRS RRR EAE REAR EEF 


save proc 


i 


near j;saves data from Request Header 


: called from INPUT, OUTPUT 


i 
mov 
mov 
mov 
mov 
mov 
mov 
mov 
mov 
mov 
ret 

save endp 


evt2seg proc 


i 
; returns 
i 


i uses 


mov 
mov 
shl 
mov 
add 
mov 
mov 
mov 
mov 


310 


ax,es:[bx].rh4_buf_seg ;save data transfer 


es:buf_seg,ax 


; segment 


ax,es:[bx].rh4.buf_ofs j;save data transfer 


cs:buf_ofs,ax ; offset 

ax,es: [bx] .rh4_start ;get start sector number 
es:start,ax ; save it 

ax,es: [bx] .rh4_count ;# sectors to transfer 


ah, 0 
es:total,ax 


7Clear hi order 
; Save in our area 
return to caller 


near j;ealculates memory address 


requires cs:start 


cs:total 
cs:disk 


ds 
cx 
si 


ax 
cx 
si 
ds 


ax,cs:start 
el,5 

ax,cl 
cx,cs:disk 
cx,ax 
ds,cx 

si,0 
ax,cs:total 
cx, 512 


starting sector 
total sector count 
RAM disk start address 


segment address 
count of total bytes 
= 0 for paragraph boundary 


get starting sector number 
multiply by 32 paragraphs/sector 
; by shifting left 5 places 

get start segment of RAM disk 
jadd to initial segment 

;} DS has start segment 

jmake it on a paragraph boundary 
j;total number of sectors 

;byte per sector 
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Listing 8-11: (eont.) 
mul cx jmultiply to get xfer length 
or ax,ax ;too large (carry set}? 
jnz calcl ino (less than 64k) 
mov ax, 0ffffh yyes - make it 64k 
calel: mov Cx,ax imove length to cx 
ret ;return to caller 


cvt2seg endp 


belli proc near 
cmp cs:byte ptr bell,0 
jz nobelll 
mov al,0b6h 
out 43h,al 
mov ax, 400h 
out 42h,al 
mov al,ah 
out 42h,al 
in al,61h 
or al,3 
out 61h,al 

nobelli: ret 


belll endp 


bell2 proc near 
cmp es:byte ptr bell,0 
a4 nobell2 
in al,61h 
and al, 0fch 
out 61h,al 
nobell2: ret 
bell2 endp 


iP eS eee eee eee ee ee 
had DOS COMMAND PROCESSING 


Pi eee ee ee ee ee eT 


rcommand 0 Initialization 
Initialization: 

call belll 

call initial 

push cs 

pop ax 


;calculate end segment of RAM disk 


lea ax,cs:start_disk 
mov el, 

ror ax,cl 

add dx, ax 

mov es:disk, ax 

mov ax, ram_par 


;bell on if needed 
jbell required? 


;spkr port 
;spkr/timer on 


;return 


sbell off if needed 
bell off needed? 
ino 

iget port 
ispkr/timer2 off 


i 


preturn 


FCRIII IO IOI IOC FOR IO ACI I IO 
* 
SICKO CR FOCI A Ok IO dow 


joptional bell tone 
display console message 
imove cs 

3 to ax 


;start address of RAM disk 
thex digit shift count 
idivide by 16 = paragraphs 
jadd to current cs value 
;RAM disk start address 
;add # RAM disk paragraphs 
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Listing 8-11: (cont.) 





add dx, ax 


jreturn the break address to DOS 
mov es: [bx] .rh0_brk_ofs,0 
mov es: [bx] .rh0_brk_seg, dx 


;to start segment of RAM disk 


offset is 0 
;segment 


;return number of units for a block device 


mov es:(bx].rh0_nunits,1 


only one RAM disk 


jreturn address of array of BIOS Parameter Blocks (1 only) 


jaddress of bpb pointer array 
jreturn offset 
jreturn segment 


jevt2seg destroys ds 
ystart sector = 0 
;#reserved sectors 
j#sectors 

;address and count 
;fi11 value 

jsave 

jymove to es 

yall offsets = 0 

;clear reserved sectors 


lea dx, bpb_ptr 

mov es: [bx] .xhO_bpb_tbo, dx 

mov es: [bx] .rh0O_bpb_tbs,cs 
jinitialize boot, FAT, Directory to zeroes 

push ds 

mov es:start,0 

mov ax,cs:res_ent 

mov cs:total,ax 

call evt2seg 

mov al,0 

push ds 

pop es 

mov di,si 

rep stosb 


jmove boot record to sector 0 


pop as 

mov es,cs:disk 
mov di,0 

lea si,cs:boot_rec 
mov ex,24 

rep movsb 


build one and only one FAT 


mov es:start,1 

mov es:total,1 

call cvt2seg 

mov das:byte ptr [si],0feh 
mov ds:byte ptr 1[si],0ffh 
mov ds:byte ptr 2[(si],0ffh 


call bell2 


jrestore ds -> RAM disk 
;RAM disk start address 
;zero out di (boot record) 
jaddress of boot record 


; 
scopy 24 bytes of boot record 


jlogical sector 1 
j;doesn’t matter 

get ds:si set quickly 
set the first 2 FAT 

; entries to describe 
; disc 

;optional bell off 


rend of initialization - restore es:bx exit 


mov ax,csirh_seg 
mov es,ax 

mov bx,cs:rh_ofs 
jmp done 


;command 1 Media_Check 


Media,_Check: 
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ymove request header 
} segment to es 
; offset to bx 
set DONE bit & exit 


jblock device only 





Listing 8-11: (cont.) 
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mov 
jmp 


7command 2 


Get_BPB: 


push 
push 
mov 
mov 
call 
push 
pop 
lea 
add 
mov 
rep 
pop 
pop 
mov 
mov 
mov 
lea 
mov. 
mov 
jmp 


;command 3 
IOCTL_Input : 


jmp 


;command 4 


Input: 


inputl: 


call 
call 
call 
mov 
mov 
mov 
add 
jne 
mov 
sub 
mov 
rep 
call 
mov 
mov 
mov 


jmp 


es: [bx] .rhi_media,1 jmedia is unchanged 
done ;set DONE bit & exit 
Get_BPB 

;read Boot record 
es isave request header segment 
bx ;save request header offset 
es:start,0 ;boot record = sector 0 
es:total,1 71 sector 
evt2seg jconvert to RAM disk address 
cs ;set es to 
es ; es 
di,cs:bpb jaddress of bios param blk 
si,11 sadd 11 to si 
ex,13 jlength of bpb 
movsb ;move 
bx ;xestore request header offset 
es irestore request header segment 
dx,cs:bpb_ptr 7pointer to BPB array 
es; [bx] .rh2_pbpbo, dx ; to Request Header 
es: [bx] .rh2_pbpbs, cs isame for segment 
dx,cs:bpb jaddress of BPB 


es; [bx].rh2_buf_ofs,dx ; sector buffer offset 
es: [bx].rh2_buf_seg,cs ;same for segment 


done 


TocTL Input 


unknown, 


set DONE bit & exit 


set error bit/code & exit 


Input Read RAM disk and return data to DOS 


bell. 

save 

cvt2seg 
es,cs:buf_seg 
di,cs:buf_ofs 
ax, di 

ax,Ccx 

input 

ax, Off££h 

ax, di 

OX, ax 

movsb 

bel12 
ax,cs:rh_seg 
eS,ax 
bx,cs:rh_ofs 
done 


;turn on bell if required 
isave Request Header data 
;calc RAM disk start address 
;set destination seg & ofs 
i; to es:di 

iget offset 

radd transfer length 
roverflow? 

iyes - use max transfer 
;subtract offset from max 
imew transfer count 

j;Read RAM disk to data area 
jturn off bell if required 
imove request header 

; Segment to es 

i; offset to bx 

;set DONE bit & exit 
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Listing 8-11: (cont.) 


;command 5 ND_Input 
ND_Input: 

jmp busy 
;command 6 Input_Status 


Tnput_Status: 
jmp done 


;command 7 Input_Flush 
Input_Flush: 


jmp done 
j;command 8 Output 
Output: 
call belli 
call save 
call evt2seg 
push ds 
pop es 
mov di,si 
mov ds,cs:buf_seg 
mov si,cs:buf_ofs 
rep movsb 
mov bx, cs:rh_ofs 
mov es,cs:rh_seg 
cmp cs:verify,0 
jz outl 
mov cs:verify,0 
jmp input 
outl: call bell2 
mov ax,cs:rh_seg 
mov es ,ax 
mov bx, cs:rh_ofs 
jmp done 
;command 9 Output..Verify 
Output_Verify: 
mov es:verify,1 
jmp output 
;command 10 Output Status 


Output Status: 


jmp done 
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yset BUSY bit & exit 
;set DONE bit & exit 


pset DONE bit & exit 


Write data to RAM disk 


jturn bell on if needed 
jsave Request Header data 
;get start address in RAM 
jmove to 

$36 

same for di 

;ds:si points to source 

; data in DOS 

ymove ds:si to es:di 
prestore es:bx 

;for possible jmp to input 
j3do we verify write? 

;no 

yreset verify indicator 
;read those sectors back in 
;turn bell off if required 
j;IMove request header 

} segment to es 

; offset to bx 

;set DONE bit & exit 


output (write) with verify 
rset the verify flag 
7go to output routine 


set DONE bit & exit 
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Listing 8-11: (cont.) 





;eommand 11 Output_Flush 
Output_Flush: 

jmp done ;set DONE bit & exit 
;command 12 TOCcTL_Output 
TOCTL_Out : 

mp unknown pset error bit/code & exit 
;command 13 Open 
Open: 

jmp done ;set DONE bit & exit 
command 14 Close 
Close: 

jmp done ;set DONE bit & exit 
;command 15 Removable 
Removable: 

mov es: [bx].rh_status,0200h ;set busy 

jmp done 7set DONE bit & exit 
;command 16 Output Til Busy 


OUTPUT_BUSY: 
jmp unknown set error bit/code & exit 


[ROR ICAI CECI ICICI CR GIGI TCICIGICICICICIICIOIS ICICI ICRC ICI CIC ICRGIR IOI AICI ROHR a a 


i ERROR EXIT i 


PROCS ICICI ICIS CISICISISIOISIOIISIOIICIISISIIIOIIGIICIGICIGICIOICICIOIGICICICI ICICI ICI ICICI ICA I I 


unknown: 
or es: [bx].rh_status, 8003h ;set error bit and error code 


jmp done 7set done and exit 


ORCI OR ICICI ICR ICICI CIO TCR ICICI TCI RCRA CA CACC RC ICICI CA ICRC ICICI OI ICI OR IGRI ROI HOR CH 


ie COMMON EXIT * 


CIRO I RGR ICRC ICICI CIC ICICI CI IRGC CTI TIO CII CII CI ORCI ICR A I OA A 


busy: or es: (bx) .rh_status,0200h ;set busy bit 
done: or es: [bx].rh_status,0100h ;set done 
pop si irestore all registers 
pop dai 
pop ax 
pop cx 
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Listing 8-11: (cont.) 





pop bx 
pop ax 
pop es 
pop ds 
ret jreturn to DOS 


ORR IR IR ROR IRR CRTC RTCA CR RR AC IAI RC Ra oe 


ae END OF PROGRAM * 


OEIC RI CII CR CRC ICC ICI ICI ICICI OCI ICICI ICICI ICI I IOI I FICK Aa A ae 


end_of_program: 


org to paragraph boundary for start of RAM disk 


if ($-start_address) mod 16 
org ($-start_address) +16~-(($-start_address) mod 16) 
endif 
start_disk equ $ 
initial proc near ; 
lea dx,msgl pinmitialization 
mov ah,9 ; message 
int 21h ;doscall 
ret jreturn 


initial endp 


msgl db "The Waite Group 100k RAM Disk’, 0dh, 0ah, ‘$’ 
ramdisk endp 
cseg ends 

end begin 


that's all folks 





Summary 


In this chapter, we have built a block device driver. The RAM disk device driver 
builds a simulation of a disk in memory; DOS treats this disk no differently than 
other disks. You will find that the RAM disk offers much faster access to your 
files because you do not have to wait for slow mechanical devices to move the data 
around. Block device drivers are similar to character-oriented devices; the differ- 
ences are in the commands that each driver supports. Writing drivers for block 
devices is no different than writing drivers for character-oriented devices. 





A RAM Disk Device Driver 


We have now built device drivers for the console, printer, clock, and disk 
devices. The format for the device drivers has been standardized to the point that 
we merely add code for the appropriate commands for each device driver. We have 
seen that all device drivers share common code for performing common functions 
and that DOS does not distinguish between the drivers insofar as the command 
structure is concerned. 

You have built enough device drivers that you should now understand what 
device drivers do and be ready to start writing device drivers on your own. The 
next chapter deals with that topic. 


Questions 


1. How does a RAM disk device driver differ from a device driver for a 
diskette or fixed disk? 


2. The BIOS Parameter Block contains which fields: 
a. Sector size 
b. Number of hidden sectors 
c. Number of reserved sectors 
d. Number of heads 
e. Number of files 
f. FAT size 
g. Media descriptor 
h. Number of total sectors 
i. Number of sectors per track 
j. Number of FATs 
k. Size of user data area 
1, Allocation unit size 
3. How many FATs does the RAM disk device driver have? 


4, What are the basic commands implemented by the RAM disk device 
driver? 


5. What variables are changed if the size of the RAM disk is changed to 
200K? (Hint: This is tough.) 


Answers may be found in appendix F. 
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Building a Complete Full-function Device Driver 


L this chapter, we will take an in-depth look at writing DOS device 
drivers. Previous chapters have presented device drivers for standard types of 
devices. The RAM disk device driver of chapter 8 was a simulation of a real device 
using memory instead of actual hardware—a virtual device. Each of the device 
drivers in this book so far contained code for a set of commands unique to that 
particular driver, and the Device Header defined to DOS specific parameters of 
each device. This example approach did not cover all the universal aspects of 
device drivers, however. 

This chapter will describe in detail all tasks required to write a device driver, 
starting with the basics of selecting the tools and establishing the working 
environment. We will show you how to build a device driver from scratch, starting 
with the Device Header and going through each of the commands that may be 
incorporated in your driver. 


Required Tools 


The tools that you will need to write device drivers are shown in table 9-1. The 
first is an editor that allows you to enter your assembly language source code 
(instructions) into a file. The next is an assembler, which translates your source 
statements into object code. The assembler will also help find certain types of 
errors in your programs. The linker is a program that converts assembler-gener- 
ated object code into executable code. Finally, you must use the utility program 
EXE2BIN to convert the executable file into a special .COM file. Device drivers 
require .COM-format files in order to load the code into memory as it appears in 
the file. 
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Tool Description 





Editor A word processor or text editor program which allows entering 
source text into a file. It is also used to modify the text file. 


Assembler A utility program that converts the source assembly language 
program into relocatable object modules. 


LINK Alinker program which combines one or more relocatable object 
modules into an executable file. 


EXE2BIN A utility program that converts normal executable files into 
memory image files. Memory image files are known as .COM files 
and are required for device drivers. 





Table 9-1: The programming tools required to write DOS device 
drivers, 


The Perfect Editor 
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We all probably have our favorite word processor or text editor. If we were to 
write device drivers for a living, however, we would undoubtedly try to find an 
editor that was designed specially for programmers. 

Even the most primitive editors have most of the features you need to write 
device drivers. These features are the ability to enter and modify text and the 
ability to Tab to certain columns to line up instructions, operands to the instruc- 
tions, and comments. 

Additional features that make life easier are the ability to have a second 
window that contains the text from another file. This allows you to look at another 
file while you edit the first file. This second file could be another example of a 
device driver, a file header your program requires, or a file containing the sérucs 
to copy into your device driver file. Having a second file in a window lets you 
inspect any other file without exiting the current file. 

Another useful feature of an editor for programming is the ability to custom- 
ize function keys to perform a particular function. Although most word processors 
use the function keys to perform a print command function, such as bold printing 
of text, such formatting commands are not useful for writing programs. Instead, 
you will want the ability to replace a function-key command with one more useful 
to writing programs—for example, a search-and-replace function or a function that 
repeats a long instruction sequence that is frequently needed. 
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Assemblers 


Many assembler programs are available for the IBM PC. Although each of these 
has its special features, the device driver programs in this book require only one 
unusual assembler feature: struc pseudo-operation. This assembler feature lets 
you set up a template to access the data without a lot of unnecessary calculations 
for relative positions; it also eliminates the need to specify whether the data type 
is a byte or a word. It is easy to make changes in the structure to reflect a change 
in the data fields and in the lengths of the entries. 

In general, you can use the simplest or the most feature-laden assembler to 
write a device driver. We used IBM’s MASM, because it was available. Other 
assemblers you can use are Microsoft’s MASM or Borland’s Turbo Assembler. 


The Operating Environment 


When you write programs, you will want to edit, assemble, and link without 
having to remember where the program files are on the disk. One useful technique 
is to use the PATH command to specify a path to the directory in which all your 
program files reside. Then you can let DOS search your directories for files that 
do not exist in the current working directory. The PATH command is inserted in 
the AUTOEXEC.BAT file and could look like this: 


PATH C:\util 


Another aid is a text file, called the index file, placed in each directory. This 
file contains information you create of what each file contains. Start with a 
directory listing using the DIR command and edit this file to keep notes about 
each file. 


Assembly Language at Its Best and Worst 


Source code for programs written in assembly language is either hard or easy to 
read, Historically, the debate has been between easy-to-read code that is slow 
and hard-to-read code that is fast. The argument is no different today for 
assembly language programming on the PC. What is often ignored is that once 
the code is written, human memory tends to forget the details and nuances behind 
the procedures. 

The examples in the previous chapters have been written with clarity in 
mind, The code does not have tricky instructions that take advantage of some 
hidden feature of the 8088/8086 architecture. This approach is always the best 
for learning what device drivers do. 

However, because device drivers control the flow of data between the PC 
and its devices, you may wish to optimize the code to minimize the time the device 
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drivers execute. This need not make the code obscure or hard to understand; you 
perform this bit of magic by documenting the code and by understanding what 
certain instructions do. 


Faster Instructions The first step in speeding up code and keeping it clear is 
to make sure that all code includes comments. Each instruction deserves a 
comment explaining its purpose. This is particularly true of instructions whose 
function is not clear. The second step is to use instructions that are faster in terms 
of the number of CPU cycles required for execution. Table 9-2 shows some 
examples of both steps. 

The first example in table 9-2 subtracts a register from itself to produce a 
result of zero. This method of clearing a register is faster than a move of 0 to the 
AX register. Be sure to comment the instruction to indicate that you need the AX 


ne ee EEE ENNAAEE EEE 





Speed Code Description 
Normal mov ax,0 smake AX = 0 
Fast sub ax,ax smake AX = 0 by 
ssubtracting AX from itself 
Normal mov ax,offset xx sget the address of xx 
Fast lea ax,xx sget the address of xx 
Normal mov es,cs:rh_seg get segment address 
mov bx,cs:rh_ofs sget offset address 
Fast les bx,cs:rh_ofs sget segment/offset address 
Normal mov bx,32 smultiply AX 
mul bx sby 32 
Fast mov cl,5 smultiply AX by 32 
shl ax,cl susing a left shift 
sof 5 places 


TS 


Table 9-2: Some coding examples of where using a different 
instruction results in faster execution times. 
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register to be 0. Using the mov instruction takes four clock cycles, whereas using 
the sub instruction takes three. 

The next example is the instruction that loads the AX register with the 
offset address of xx. The assembler keyword offset is used to generate an offset 
address. Make this instruction faster by using the Load Effective Address (lea) 
instruction. Using the lea instruction typically saves six clock cycles. 

The third example is the familiar two-line sequence that restores the ES 
and BX registers from the INTERRUPT routine of a device driver. Use two 
instructions for clarity, but a faster method is to use the 8088/8086 instruction 
les, which loads both registers. This saves at least eight clock cycles. 

The final example is a specialized one. When you need to multiply a number 
by some power of 2 (2,4,8,16,32, ...), make this code sequence faster by shifting 
left some number of places. Each left shift of 1 position results in a multiplication 
of 2, As the example shows, instead of multiplying by 32 you left shift 5 positions, 
yielding the same results in a much quicker period of time. This can save from 
61 to 106 cycles. 


Know Your Device 


Writing device drivers requires several pieces of information. The first and most 
important piece of information is the device itself. You will need to know a lot 
about the device: how it is programmed, what it does, and how to use it. 

Achecklist of necessary information regarding the device for which you are 
writing a device driver is provided below: 


® Description of the device 

™ I/O port addresses used (also memory addresses used, if any) 
® Description of each I/O port address 

a Intended use under DOS 

® Test programs and diagnostics 


First, find out about the device itself. If it is a real device, such as a tape 
unit, you will need to know how to operate it: the type of media if it is a storage 
device, how to turn it on and off, etc. This type of information will allow you to 
integrate this new device into the DOS environment. 

The next piece of information involves programming the device. Some 
devices work with a controller or an adapter card that is plugged into the PC bus. 
You will need to know how to program the device to transfer data. With many 
devices, the manufacturer supplies code in a ROM that is part of the controller. 
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Simply use these routines in your device driver in much the same way as you use 
the BIOS interrupts discussed in previous chapters. If the device adapter does 
not have ROM-based code, then you will need to know the I/O port addresses that 
reference registers on the adapter and what functions they perform when you 
read or write to the port. This establishes how to program the device from within 
a device driver. Another piece of information you may need is the timing of your 
device, which may affect how fast you can issue instructions. Lastly, if the 
device does not come with an adapter, it will generally use the serial or parallel 
ports that are part of the PC. 

In either case, you will need the programming instructions and the sequence 
of operations for the device. Use these instructions in your device driver to 
control the device through an appropriate command that DOS requests of your 
device driver. For example, if the device requires initialization, you will need 
to add code in the driver’s initialization command-processing section. 

Appendix A lists the ROM-based BIOS interrupts that you can use in your 
device drivers. 

Another item in the driver checklist is the intended use of the device under 
DOS. Although many of the devices available for the PC have been derived 
from older minicomputer technology that is being adapted for PCs, these devices 
often have hardware features that are not usable by the PC and DOS environ- 
ment. For example, minicomputer tape drives often have controllers that return 
diagnostic information on the tape drive. DOS does not know how to make use of 
such information, so this feature of certain tape drives may not be applicable to 
your device driver. “Intended use” should make you list what information your 
intended device will provide. 

You will need to match each of the device’s operations to a driver command- 
processing function. At a bare minimum, there is device read or input, device 
write or output, open and close if it is required by the device, and /O control for 
the device. 

Finally, you must have test programs and diagnostics for the device. Before 
you write a device driver you need to see the device in operation and have a 
method of determining whether the device is functioning properly. These test 
programs can give you a feel for the device as it should operate under DOS. The 
practical aspects of the device are also revealed through these test programs. A 
test program would be a stand-alone, .EXE-type program that could exercise the 
device in at least some minimum way. Diagnostic programs are also useful in 
gauging the device reliability and whether you should incorporate more error- 
handling within your device drivers. 
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Listing 9-1: A skeleton listing from which to develop any device driver. 





page 60,132 
title A Device Driver Skeleton 


Pte ee ee eee ee ee ee ee ee eee ee 
et This is a Device Driver * 


RRO RRR RR I CC TOI IO IORI RII GICK IO OIG CI IORI CR OIF doe 


TIO IOI RII ICR IOI ICR I ICC ICR IOI IOI I ROI IOI IOC ICR IO RIOR OI Ik tok i ak ak 


ASSEMBLER DIRECTIVES * 


FROG OIGI IOI IOIG I IOIIO  IGIG ICICI ICR ICICI CI ICR III OR ROR III GIGI IOI IOI IIR OIOR I 


Oe OF 


FOI CICA OR IOI ICI ICR ICICI TO III ICI ICI ICICI CIC ICI IO IOI IOIGI OR ROR IOI IIRC He 


MAIN PROCEDURE CODE * 
FORO CICIOI CI ICICI ROO CR ICC RICCI GIGI I ICICI TOI O I RIG RIGOR IO 


OF 


FOC GOI IOI OIG ICI TOSI IGIIGIIOI IGRI GIGI IO ICR ICIGIOI TO IOI OR IOI I ICI HOCH re 


DEVICE HEADER REQUIRED BY DOS * 


SCI OICI GIGI IOI OO ICI UI OIGI II OR IOI GIGI ORIG IO ROGIOICIGIOICIOI HO ae ack: 


ee * 


FOR IOI OIG IOI OSI IGICIGI ICICI GIGI OIG IGG ICR OI IOI IO UI IOI IOI TOI I I OI a ak 


WORK SPACE FOR THE DEVICE DRIVER * 


SIRI IOI RICCI GIG ICR IO IOI IO OIC ICR ICI IOI IGOR IORI RIG IO OI IOI GI IR AOR ROR ACH 


2% 


FIO IO III IO IO ICICI ISI GIOIIO I IOI OIG IG ICR ICI ICIGIOIGI IOI ROR IOI RGF R RCI RO a Ik 


THE STRATEGY PROCEDURE * 


SOR IOI IOI IOI IO ROI RII IOI IOICIGICIGIOI OIG IOI IGG GIGIGIGIOIOR GIORGI ICICI IOI OIGI IG FOr HOR I RK: 


see 


ZRII IOI IO IO II IOI ICICI GIGI GIO IGIG IOI IOIOISI IOI GIR ICR GIS IOI ROI IC ROG R ICR Ik 


THE INTERRUPT PROCEDURE * 


TIO IRR IOI III ICI IOI OIG IOI I OIGIOIGIOIGI III GIGI IOI IOI IOIGI IR HOR RCIGH Fete 


ed 


FC ICG IORI IISIOI ICR ICICI IOI GIO IOI GIGCIOI OI IOI IOI IIR ICI TOI ROI ICICI GI AG ICIGIOR I ea 


YOUR LOCAL PROCEDURES * 


FCI IO IOI ROI ICICI CII IOISI OIG IO OIC ICI IOI GIO IORI OI GIG ICKGACR CAGE He 


eee 


FORO GIORGI CICK ICICI IIOR IOI RIG GIOIGIOGIOIGIGIC IC III OR GIO RIOR IO IO IOI GI IR Ik 


DOS COMMAND PROCESSING * 


ICICI IOI ICRC ROCIO ICICI ICICI ICICI OIC RICCI ICICI IG IGG ICR IOI I OIGI SIO FOR HOR I Hee 


x4 


ZIG II IO III ICICI GIO GIGI ICR IOI IOI IG OI OGIO HOR TO IIR ORO RGR R ko dak 


ERROR EXIT * 


FOI IIRC IOI IOI IOI ICICI GIGI GIORGI GIGIGIGIGIOI KOSI IC OIRO i de dea dee 


eee 


ICICI IIRC IC ICR OO TOGO CICK ICR IOI III OIG ICICI ORCI IG OR ROR IG de tek: 


COMMON EXIT * 


FRIIS ICICI GIGI IG IORI II ICR III GIGI IR HOI IOI SR HOR ICA de ok 


ee 


SCI II III ROCIO IO RG RGGI IO GIGI ICICI GI IORI IOI ICICI OR I ROR RH a: 


END OF PROGRAM % 


FCRIII GIGI IC IC RIGO ICICI OIC IOI III GIGI ICI IC III IO III IOI HOGI TOR FOG 


ee 3 3 
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In listing 9-1, we present the device driver skeleton that was first introduced in 
chapter 3. We will describe, in detail, what you will need to know in order to write 
code for these sections: “Assembler Directives,” “Device Header Required by 
DOS,” “The STRATEGY Procedure,” “The INTERRUPT Procedure,” “DOS Com- 
mand Processing,” “Error Exit,” and “Common Exit.” The rest of the sections will 
depend on the particular requirements of the device driver being written. Inmany 
cases, you can simply lift code from the device drivers already covered in previous 
chapters. 


Assembler Directives 


This is the section containing the driver’s assembler directives that specify the 
exact requirements for the driver’s data structures. Here you set up the segment, 
the main procedure, and the address generation for the CS, ES, and DS registers. 
For most device drivers, these directives do not change; you can reference your 
code and data in all device drivers in the same way. 

The most important aspect of this section is the ability to use data struc- 
tures. Data structures allow you to access the data that DOS passes to the device 
driver in a consistent fashion. The use of structures minimizes the errors that 
come with using equates (EQU). Errors are common when using one equate to 
define another and so on. An error in calculation in the middle of an equate results 
in errors propagated down the line. The use of structures follows closely the way 
the data is originally defined; it also allows the assembler to calculate the offset 
addresses. This important feature of the macro assembler cannot be overrated 
for its usefulness and utility! 

Structures are defined with the keyword struc and are given a label. Each 
entry within a struc is given a name, a data-length definition, and a value for 
initialization. At the end of each struc is an ends keyword. Structures are not the 
actual declaration of data space but a definition of how you wish to view the data. 

Listing 9-2 shows the strucs for the Request Headers for device driver 
commands 0 through 25 (we will cover each of these strucs and commands in 
detail in later sections of this chapter). 


The Device Header 


The Device Header is the first piece of data that DOS sees; it defines to DOS how 
to deal with the device. Figure 9-1 shows the five basic parts of the Device Header. 

Three of the five basic components of the Device Header deal with address 
pointers. The first is a double-word pointer (offset and segment address) to the 
next device driver in the file. When DOS loads the device driver into memory from 
a file, other device drivers can be added to the same file. In fact, the PC-DOS 
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Listing 9-2: The assembler directives for defining the device driver 
structures. These data structures define the data that DOS passes to the 


device driver for each command. 





;Request Header structures 


rh struc 
rh_len ab 
rhunit db 

vh_cmd db ? 
rh status dw ? 
rh_resl dd ? 
rh_res2 da ? 
rh ends 

rho struc 
rho_rh db size rh 
rho0_nunits ab ? 
rh0_brk_ofs dw 2 
rh0, brk_seg aw ? 
rh0_bpb_tbo dw ? 
rh0_bpb_tbs dw ? 
rh0_drv_lter db ? 
rho ends 

chi struc 
rhi_rh db 8 
rhi_media db ? 
vhil_md_stat db ? 
rvhl_volid_ofs dw 2 
rhi_volid_seg dw ? 
vhi ends 

rh2 struc 
rh2_rh db size rh 
rh2_media db 2 
rh2_buf_ofs dw ? 
rh2_buf_seg dw 2 


jrequest header 

;len of packet 

unit code 

; (block devices only) 
jdevice driver command 
jreturned by device driver 
;reserved 

preserved 


i 


yInitialization (command 0) 
dup (?) ;fixed portion 
imumber of units 

; (block devices only) 
;offset address for break 
;segment address for break 
;offset address of pointer 
7to BPB array 

;segment address of pointer 
7to BPB array 

first available drive 
(DOS 3+) (block only) 


; 


;Media_Check (command 1) 
dup (?) ;fixed portion 
jmedia descriptor from DPB 
jmedia status returned by 
device driver 

;offset address of 
;volume identification 
;DOS 3+ only 

isegment address of 
volume identification 
7DOS 3+ only 


; 


;Get_.BPB (command 2) 

dup (?) ;fixed portion 
imedia descriptor from DPB 
;offset address of 

;data transfer area 
;segment address of 

jdata transfer area 


329 


Writing MS-DOS Device Drivers, Second Edition 


ERE! 





Listing 9-2: (cont.) 

rh2_pbpbo aw ? ;offset address of 
;pointer to BPB 

rh2_pbpbs dw ? ;segment address of 
;pointer to BPB 

rh2 ends ; 

rh3 struc ;LOCTL_INPUT (command 3) 

rh3_rh db size rh dup(?) ;fixed portion 

rh3_media db ? jmedia descriptor from DPB 

rh3_buf_ofs dw ? ;offset address of 
;data transfer area 

rh3_buf_seg dw ? ;segment address of 
jdata transfer area 

xvh3_count dw ? transfer count 


; (sectors for block) 
; (bytes for character) 
rh3_start dw ? ;start sector number 
; (block devices only) 


rh3 ends : 
rh4 struc ;INPUT (command 4) 
rh4_rh db size rh dup(?) ;fixed portion 
rh4_media db ? jmedia descriptor from DPB 
rh4_buf_ofs aw ? ;offset address of 
;data transfer area 
rh4_buf_seg dw 7 segment address of 
jdata transfer area 
rh4_count dw ? j;transfer count 
; (sectors for block) 
; (bytes for character) 
rh4_start dw ? jstart sector number 
; (block devices only) 
ryh4_volid_ofs dw ? joffset address of 
jvolume identification 
;DOS 3+ only 
ryh4_volid_seg dw ? ;segment address of 
;volume identification 
;DOS 3+ only 
rh4 ends 7 
rhs struc ;ND_INPUT (command 5) 
rhS_rh db size rh dup (?) ;fixed portion 
rhS5_return db - character returned 
rvh5 ends i 
rh6 struc ;Input_Status (command 6) 
rh6_len db ? j;len of packet 
vh6_unit db ? unit code 
; (block devices only) 
rhé_cmd db ? ;Gevice driver command 
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rhé_status 
rhé_res1 
rh6_res2 
rvhé 


ch7 

rh7_len 
rh7_unit 
rh7_cmd 
rh7_status 
rh7_res1 
rh7_res2 
rch7 

rh8 

rh8_rh 
rh8_media 
rh8_buf_ofs 
rh8_buf_seg 


rh8_count 


rh8_start 


rh8_volid_ofs 
rh8_volid_seg 


rh8 

rho 

rh9_rh 
rh9_media 
rh9_buf_ofs 
rh9_buf_seg 


rh9_count 


rh9_start 


rh9_volid_ofs 


~ 


wo 


wv 


size rh 
? 
? 


~ 


0 


size rh 


preturned by device driver 
reserved 
reserved 


i? 


rimput_Flush (command 7) 
tlen of packet 

unit code 

; (block devices only) 
jdevice driver command 
yreturned by device driver 
;reserved 

;reserved 


i 


;OUTPUT (command 8) 
dup(?) ;fixed portion 
imedia descriptor from DPB 
roffset address of 
data transfer area 
;segment address of 
j;data transfer area 
jtransfer count 
(sectors for block) 

; (bytes for character) 
start sector number 

i (block devices only) 
;roffset address of 
volume identification 
;DOS 3+ only 

segment address of 
volume identification 
;DOS 3+ only 


i 


;OUTPUT_VERIFY (command 9) 
dup(?) ;£ixed portion 
imedia descriptor from DPB 
offset address of 

idata transfer area 
;segment address of 

;data transfer area 
transfer count 

7 (sectors for block) 

; (bytes for character) 
;start sector number 

; (block devices only) 
offset address of 
ivolume identification 
7DOS 3+ only 
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Listing 9-2: (cont.) 





rh9_volid_seg dw ? ;segment address of 
;volume identification 
;DOS 3+ only 





rho ends } 
rho struc 7Output_Status (command 10) 
rh10_len db ? j;len of packet 
rhiod_unit db 2 junit code 

; (block devices only) 
rhid_cemd db 2: ;device driver command 
rhl10_status dw ie. ;returned by device driver 
rhi0_res1 da 2 ;reserved 
rh10_res2 dd ? jreserved 
rhio ends } 
rhii struc ;Output_Flush (command 0) 
rhil_ilen db ? jlen of packet 
rhil_unit db ? junit code 

; (block devices only) 
rhil_emd db ? j;device driver command 
rhiil_status dw ? ;returned by device driver 
rhll_resl dd ? preserved 
rhil_res2 dda ? jreserved 
rhil ends ; 
vrhl2 struc ;IOCTL_OUTPUT (command 12) 
rhi2_rh db size rh dup(?) ;fixed portion 
rhi2_media dab ? jmedia descriptor from DPB 
rh12_buf_ofs dw ? ;offset address of 

jdata transfer area 
rh12_buf_seg dw ? ;segment address of 

;data transfer area 
rhi2_count dw ? ;transfer count 


; (sectors for block) 

; (bytes for character) 
rhi2_start dw ? ;start sector number 

; (block devices only) 


vhi2 ends ? 
rhi3 struc ;Open (command 13) 
rhi3_len db ? ;len of packet 
rhi3_unit db ? junit code 

; (block devices only) 
rh13_emd dip 2 j;device driver command 
rhi3_status dw ? j;returned by device driver 
rhi3_res1 dd 7 reserved 
vhl3_res2 dd 2 reserved 
rhi13 ends ; 
rhi4 struc 7Close command 14) 
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Listing 9-2: (cont.) 





vrhi4_len 
rhi4_unit 


rhi4_cmd 
rhl4_status 
rhi4_res1 
rhi4_res2 
rhi4 


rhi5 
rhi5 len 
rhi5_unit 


rh15_cmd 
rhi5 status 
rhiS_resl 
rhi5_res2 
vhi5 


rhi6 

rhi6_rh 
rhi6,_media 
rhi6_buf_ofs 


rhl6_buf_seg 
vh1l6_count 
vh16 


vhi7 
rvhil7_len 
vhi7_unit 


vhi7_cmd 
rhi7ustatus 
rhi?7_res1 
rhi7_res2 
rhl7 


rh18 
rhi8g_len 
rhi8s_unit 


rh18_cmd 
rhi8g_status 
rhi8_resl 
vh18_res2 
rh18 





db 
db 


vow 


wow 


Vv 


size rh 
? 
? 


wow 


Wo 


wu 


jlen of packet 

junit code 

; (block devices only) 
;device driver command 
jreturned by device driver 
;reserved 

;reserved 


i 


;Removable (command 15) 
jlen of packet 

runit code 

; (block devices only) 
idevice driver command 
returned by device driver 
jreserved 

jreserved 


? 


;OUTPUT_BUSY (command 16) 
dup (?) ;£ixed portion 
media descriptor 
;offset address of 

idata transfer area 
;segment address of 
jdata transfer area 

;byte count returned 
ifrom device driver 


; 


; (command 17) 

len of packet 

runit code 

i (block devices only) 
idevice driver command 
ireturned by device driver 
preserved 

reserved 


: 


+ (command 18) 

ylen of packet 

unit code 

i (block devices only) 
device driver command 
ireturned by device driver 
reserved 

;reserved 


i; 
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Listing 9-2: (cont.) 
xhig9 struc 
rh19_rh db 
rvh19_major di 
rhi9_minor db 
rhi9_SI dw 
rhi9_DI dw 
rhi9_pkt_ofs dw 
rhl9_pkt_seg dw 
rhig9 ends 
rh20 struc 
rh20_len db 
rh20_unit db 
rh20_emda db 
rh20, status daw 
rh20_res1 ad 
rh20_res2 dd 
rh20 ends 
rh2i struc 
rh21_len db 
vh21_unit db 
rh2i_cmd db 
rh21_status dw 
rh2i_res1 ad 
rvh21_res2 ad 
rh21 ends 
rh22 struc 
rh22_len db 
rh22_unit db 
xh22_cmd db 
rh22_status dw 
rh22_res1 da 
rh22_res2 dd 
rh22 ends 
xh23 struc 
xrh23_rh db 
rxh23_I0 db 
rh23_dev_cmd db 
rh23_dev_stat dw 
rh23_reserved dd 
rh23 ends 
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;Generic_IOCTL (command 19) 
dup (?} ;fixed portion 
;major function 

minor function 

jcontents of SI register 
;contents of DI register 
yoffset address of 

;generic IOCTL request 
;segment address of 
;generic IOCTL request 


; 


(command 20) 

jlen of packet 

junit code 

; (block devices only) 
jdevice driver command 
j;returned by device driver 
;reserved 

reserved 


3 


; (command 21) 

len of packet 

junit code 

; (block devices only) 
device driver command 
preturned by device driver 
preserved 

jreserved 


i 


; (command 22) 

ylen of packet 

junit code 

; (block devices only) 
;device driver command 
jreturned by device driver 
preserved 

preserved 


7;Get_Device (command 23) 
dup (?) ;fixed portion 
Input (unit code) 
;Output (last device) 
;command code 

status 

jreserved 


i 
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Listing 9-2: (cont.) 





vh24 struc +Set_Device (command 24) 
rh24_rh db size rh dup (?) ;fixed portion 
rh24_Io db ? jinput (unit code) 


rh24_dev_cmd db 


;Output (last device) 
;command code 


~ 


rh24_dev_stat dw 2 status 

rh24_reserved dda ? j;reserved 

vh24 ends i 

rh25 struc ;TOCTL Query (command 25) 
rh25_rh ab size rh dup (?)} ;fixed portion 
rh25, major db ? ;Major function 
rh25_minor db ? 7minor function 

rh25_SI dw ? j;contents of SI register 
rh25_DI dw ? ;contents of DI register 
rh25_pkt_ofs dw ? ;offset address of 


7IOCTL Query request 


rh25_pkt_seg dw ? 7segment address of 


rh25 


;IOCTL Query request 
ends t 


commands that do not have unique portions to the request header: 


INPUT,_STATUS (command 6) 
INPUT_FPLUSH (command 7) 
OUTPUT_STATUS (command 10) 
OUTPUT_FLUSH (command 11) 
OPEN {command 13) 
CLOSE (command 14) 
REMOVABLE {command 15) 


pe 


standard device drivers for the console, floppy disk, printer, communications port, 
and clock are contained in a single file named IBMBIO.COM., DOS uses the 
pointer to index past the current device driver for the next device driver, if there 
is one. To signal to DOS that there is not another device driver, place a -1 in both 
words of this first field. 

The second and third pointers of the Device Header are used by DOS to 
locate the driver’s STRATEGY and INTERRUPT procedures. These fields con- 
tain the offset addresses of these procedures; they are simply the labels that locate 
the procedures. 


The Device Attribute Field The second field of the Device Header is import- 
ant for DOS. This field describes to DOS the type of device your device driver is 
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Pointer Next 
Device Driver 


Device Attributes 


Pointer Strategy 
Procedure 


Pointer Interrupt 
Procedure 


Device Name 





Figure 9-1: The five components of the Device Header. 


controlling, and, more importantly, it defines the types of commands that must 
be implemented in the device driver. In earlier versions of DOS, this field used 
bits to define the type of device. In later versions, some of the bits were used to 
indicate for what types of commands the device driver provided processing. Table 
9-3 completely describes the Attribute word of the Device Header. 

Let’s look at the purpose of each bit in detail. 


Bits 15 and 14 Bit 15 defines to DOS whether the device driver controls a 
block-oriented device (0) or a character-oriented device (1). This bit is crucial 
because several of the following bits (13 and 0) have different meanings depend- 
ing on whether the device is a block or a character device. Also, the name field of 
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DOS 
Bit Value Description Version 
15 0 Device is block-oriented 2+ 
1 Device is character-oriented 
14 0 V/O control is not supported 2+ 
1 V/O control is supported 
13 0 IBM format block device 2+ 
1 Non-IBM format block device 
1 Output Til Busy command 38+ 
Available for character devices 
12 0 Undefined (value should be 0) 
11 0 Open/Close/Removable Media not supported 38+ 
1 Open/Close/Removable Media supported 
10 0 Undefined (value should be 0) 
9 0 Undefined (value should be 0) 
8 0 Undefined (value should be 0) 
v 1 IOCTL Query 5.0 
6 Fi Get/Set Logical Device (block device) 3.24 
1 Generic IOCTL 3.3-5.0 
5 0 Undefined (value should be 0) 
4 1 Special bit for fast console I/O 2 
3 1 Current clock device 2+ 
2 a Current NUL device 2+ 
1 1 Current standard output device 2+ 
1 32-bit sector addresses (block device) 4,0-5.0 
0 1 Current standard input device (character 2+ 
device) : 
1 Supports generic I/O Control (block device) 3.2-4,.xx 


— Terie ienitheeyemnsisy 


Table 9-3: The bit settings of the Attribute word. 
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the Device Header (described later) will have different meanings depending on 
the type of device. 

Bit 14 is used to tell DOS whether the device driver supports the I/O control 
commands (IOCTL Input and IOCTL Output). Recall that I/O control is used to 
pass control information to and from the driver. If this bit is set, you need to 
implement the two JOCTL commands. 


The Evolving Bit 13 Bit 13 has several meanings, depending on the device 
type. If the device is block-oriented, setting this bit will indicate to DOS that the 
device is a disk that contains a non-IBM-compatible format; leaving this bit off 
will tell DOS that the device contains an IBM-compatible format. If the device is 
character-oriented and the DOS version is 3.0 or greater, setting this bit indicates 
that the device driver can handle Output Til Busy commands. 

The issue of whether a disk uses an IBM-compatible format has evolved from 
a simple concept to a complex one. Recall from chapter 7 that the File Allocation 
Table follows the Boot Record (also known as the reserved area). On all IBM 
PC-DOS formatted diskettes, the FAT is always the second sector of the diskette. 
This was the initial definition for bit 13 set to 0. This also meant that DOS used 
the Media Descriptor to identify diskettes. Instead of using the Media Descriptor 
byte from the BIOS Parameter Block, however, DOS used the Media Descriptor 
byte from the first FAT entry. Thus, to identify the type of diskette in use, DOS 
would have to read the FAT into memory and pick off the first FAT entry. DOS 
could not do this unless it could presume that the FAT was always in the same 
place on all diskettes. The inner workings of DOS to accomplish this task are 
even more complicated. As we shall show you later, in the section on the Get BPB 
command, the contents of the data-transfer area will depend on whether or not 
bit 13 is set. 

To make matters worse, the definition of bit 13 in later versions of DOS has 
changed subtly. You may recall that if bit 13 is set to 1, the format of the disk 
need not be IBM-compatible. This means that the FAT need not start at the 
second sector. What DOS will do at this point is to use the BPB to locate the FAT, 
the File Directory, and the user data area. This is the current definition of bit 13 
as found in the manuals. If bit 13 is not set, the device driver uses the Media 
Descriptor from the FAT to determine the media type. Ifbit 13 is set, the device 
driver uses the BPB to determine the media type. 

To try to make some sense of all this, keep in mind that, as we showed in 
the chapter on disk fundamentals, the media descriptor is not a good mechanism 
to determine the media type. Disks come in all different sizes and have different 
physical characteristics, such as the number of tracks, cylinders, and heads. With 
different sizes for the FAT, the number of FATs, and File Directory, it is 
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impossible to fit all these different combinations into a single media descriptor, 
particularly one that is limited to eight combinations (F8h to FFh). This is made 
worse by the fact that disks can have almost any media descriptor; there is 
nothing sacred about a given media descriptor value. 

In order to allow for all of these possibilities, you can set bit 13 on, allowing 
DOS to use the BPB to determine where things are. 


Bits 12100 Bit 12 is undefined and should contain a value of 0. 

Bit 11 is used to indicate whether the device driver supports the Device 
Open, the Device Close, and the Removable Media commands. Note that all three 
commands are applicable to block-oriented devices, such as disk drives, and only 
the first two are applicable to character-oriented devices such as screens. 

Bits 10 through 8 are undefined and should be set to 0. 

Bit 7 is used by DOS 5.0 device drivers to allow user programs to query 
whether certain JOCTL functions are available for use. 

Bit 6 is used only with device drivers written for DOS version 3.2 or greater 
and indicates whether the device driver supports the Get Logical Device com- 
mand (23) and the Set Logical Device Command (24). For DOS versions 3.3 or 
greater this bit, if set, indicates that the device driver supports Generic IOCTL 
commands for both character and block devices. 

Bit 5 is undefined and should be set to 0. 

Bit 4 is the Special bit that is set if the device driver supports fast console 
VO by implementing interrupt 29h code. The use of this feature is discussed in 
chapter 10, “Tips and Techniques.” 

Bit 3 is set if the device driver implements a clock device. If this bit is set, 
DOS replaces the standard clock device driver with the current clock device 
driver. 

Bit 2 is set if the device driver is the NUL: device. You cannot replace the 
NUL: device driver, so this bit is not available for use. This bit is set for the 
standard NUL: device driver and allows DOS to identify when it is being used. 

Bit 1 is set if the current device driver is to be the standard output device 
(also known as the screen or video output device), Set this bit to indicate that you 
are replacing the standard console output device. If this is the case, then bit 0 
should also be set. For DOS version 4.0 or greater, setting this bit means that 


block device drivers have the capability of using 82-bit sector addresses, thus . 


supporting disks larger than 32Mb. 

Bit 0 has several meanings. For character-oriented devices, setting this bit 
indicates that the DOS standard console input device is being replaced by the 
current device driver. For DOS version 3.2 through 4.01, if the device is a 
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Commands Bits Set 
Triggered 1514131211109 8 7654321 90 





Initialize 

Media Check 

Get BPB 

TOCTL Input R 
Input 

ND Input 

Input Status 

Input Flush 

Output 

Output Verify 

Output Status 

Output Flush 

JOCTL Output R 
Device Open 

Device Close 

Removable 

Output til Busy Cc 
Undefined 

Undefined 

Generic IOCTL R B 
Undefined 

Undefined 

Undefined 

Get Logical Device B 

Set Logical Device B 

JOCTL Query R 


wan 


R =Required for both character and block devices 
C = Character devices only 
B = Block devices only 


i 


Table 9-4: Which Attribute bits, when set, will trigger device driver 
commands. Note that many of the commands will be sent by DOS to 
the device driver as part of normal processing. 


block-oriented device, setting this bit indicates to DOS that the device driver 
supports Generic I/O Control through command 19. 
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Bottom-line Necessary Settings As we mentioned earlier, setting some of 
the Attribute bits will trigger the possibility of DOS sending certain types of 
commands to the device driver for processing. This is because some of the bits 
are used not just for device definition but for command definition. Table 9-4 
shows a cross index of Attribute bits and commands that the device driver may 
encounter. Not shown in this table are the commands that the device driver 
normally processes that are not triggered by an Attribute bit being set. 

In summary, the Attribute word is a powerful feature that allows each driver 
to identify itself to DOS. You can control the commands that DOS is allowed to 
send to the device driver as well as replace the DOS standard devices. Table 9-5 
summarizes the Attribute words for various versions of DOS for the DOS 
standard devices. 


The Device Header Name Field The Device Name field is 8 bytes in length 
and has two meanings. For character-oriented devices, this field contains the 
actual text name of the device. If you replace any of the DOS standard devices, 
you must supply the name of the device you replace: CON:, PRN;;, etc. If you are 
not replacing a standard device, supply the name you wish to use to identify the 
device. Be sure to choose a name that does not normally interfere with file names 
that are in use. For example, if you use the name BASIC for your driver, you can 
no longer refer to files named BASIC. Indeed, the name that you supply for a 
driver’s name becomes a reserved name and is no longer available for use as a 
file name, The device name must be in upper-case characters. If the device name 
is less than 8 bytes in length, you have to fill the rest of the field with blanks. 

For block-oriented devices, this field does not specify the device name; 
instead, the first byte of the field is used to specify the number of devices the 
device driver controls. Because block devices are assumed to be disks, the 
number of disks already installed by DOS will determine the drive letters with 
which a particular device driver will start. If another disk-type device driver 
follows the current one, the sum of the disks already installed by DOS and the 
current number of units will determine the drive letter for the following disk 
device driver. 

Now that we have covered the Device Header in great detail, you should be 
ready for the guts of the device driver. We will cover the STRATEGY and 
INTERRUPT procedures briefly before going onto the DOS command processing. 


The STRATEGY and INTERRUPT Procedures 


For the purposes of completeness we show the STRATEGY and INTERRUPT 
procedure code in listing 9-3. Details on how these routines work are found in 
chapter 2. The INTERRUPT procedure will allow you to write device drivers for 
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Device DOS Attribute Bits Set and 
Name Version Vendor Word Description 
NUL: All All 8004h 15 character device 
2 NUL: device 
CON: All Most 8013h 15 character device 
4 Fast I/O 
1 Standard Output 
0 Standard Output 
2.11 Vietor C013h 15 character device 
14 IOCTL support 
4 Fast /O 
1 Standard Output 
0 Standard Output 
AUX: All Most 8000h. 15 character device 
2.11 Victor C000h 15 character device 
14 IOCTL support 
PRN: 2 IBM 8000h 15 character device 
LPTx: 2.11 Others 8000h 15 character device 
2.11 Victor C000h 15 character device 
14 IOCTL support 
3.0 IBM 8800h 15 character device 
11 Open/Close 
3.1 IBM A000h 15 character device 
18 Output Til Busy 
8.2-4.01 IBM A040h 15 character device 
13 Output Til Busy 
6 Get/Set Logical Device 
5.0 Most AO0COh 15 character device 
18 Output Til Busy 
7 IOCTL Query 
6 Generic IOCTL 
COMx: All Most 8000h 15 character device 
2.11 Victor C000h 15 character device 
14 JOCTL support 
CLOCK$ All Most 8008h 15 character device 
8 Clock device 
2.11 Victor C008h 15 character device 
14 IOCTL support 


3 Clock device 
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Device DOS Attribute Bits Set and 
Name Version Vendor Word Description 
Disk 2 IBM 0000h — block device 
All Victor 6000h — block device 
14 IOCTL support 
13 Non-IBM format 
3.0, 3.1 IBM 0800h — block device 
11 Open/Close/Removable 
3.2, 3.8 IBM 0840h — block device 
11 Open/Close/Removable 
6 Get/Set Logical Device 
4,.XX Most 0842h — block device 
11 Open/Close/Removable 


6 Get/Set Logical Device 
1 32-bit sector addresses 


5.0 Most 08C2h — block device 
11 Open/Close/Removable 
7 IOCTL Query 
6 Get/Set Logical Device 
1 82-bit sector addresses 


—————— LTA CA te EEA Re RCN 


Table 9-5: The various Attribute words found in various versions of 
DOS. Note that various vendors will implement each device driver 
with different Attribute bits set. 


DOS versions 2.0 through 5.0; the table of command-processing procedure ad- 
dresses covers the commands 0 through 25. 


DOS Command Processing 


When DOS makes a request of the device driver, a command is sent to the device 
driver in the form of a Request Header. DOS expects the device driver to perform 
a function based on the command. There are 26 different commands available to 
device drivers for processing. 

No single device driver will have to process all 26 of these commands. Some 
of the commands are not defined and are reserved for use by future versions of 
DOS; some commands are only applicable for certain types of devices. The version 
of DOS for which you write a device driver will determine the number of 
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Listing 9-3: The code for the STRATEGY and INTERRUPT procedures. These 
procedures are intended to be used for device drivers written for any DOS 


version from 2.0 through 5.0. 





ES SGIGIGISIOIIOISIGIGI GI IISICISSIGIITIEISISISISIIIETIEGI IG CTCC ICC TCA FIOE IIE # 


pe THE STRATEGY PROCEDURE * 


OCIS ICICI CIC ISIC CIGCICICIGIGTCIGI ICISIOI I I ICI A ICICI ICI ICICTCICR I II RF 


dev_strategy: mov cs:rh_seg,es ;save the segment address 
mov cs:rh_ofs,bx ;save the offset address 
ret ;return to DOS 


WOR IO FOI TOR RG ICI TOR ROR I RSI dO ROI IO ROI OR OR RI Hk aR TR RR IK 


rh THE INTERRUPT PROCEDURE - 
EBC CG SIEGE ISIEISO EI IEIGISIFICISIISIFIATIEICSICISI ICICI ICIS IIE II IC 


;device interrupt handler - 2nd call from DOS 


dev_interrupt: 


cld ;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push dx 

push dai 

push si 

mov ax,cs:rh_seg jrestore ES as saved by STRATEGY call 
mov e5,ax i 

mov bx, cs:rh,ofs ;restore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: [bx] .rh_omd ;get request header command 

rol al,1 j;times 2 for index into word table 
lea di, cmdtab ;function (command) table address 
mov ah,0 j;clear hi order 

add di,ax jadd the index to start of table 
jmp word ptr{[di] ;jump indirect 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
ycommand desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label byte ;* = char devices only 
dw INITIALIZATION ; initialization 
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Listing 9-3: (cont.) 





dw MEDIA_CHECK ; media check (block only) 
dw : GET_BPB ; build bpb 

dw IOCTL_INPUT ; doctl in 

dw INPUT ; imput (read) 

dw ND_INPUT i*non destructive input no wait 
dw INPUT_STATUS ;*input status 

dw INPUT_FLUSH ;*input flush 

dw OUTPUT ; output (write) 

dw OUTPUT_VERIFY ; Output (write) with verify 
dw OUTPUT_STATUS 7*output status 

dw OUTPUT_FLUSH ;*output flush 

dw IOCTL_OUT 3 doctl output 

dw OPEN ; device open 

dw CLOSE ; device close 

dw REMOVABLE 7; removable media 

dw OUTPUT__BUSY ; output til busy 

dw COMMAND17 7; undefined 

dw COMMAND18 ; undefined 

dw GENERIC_IOCTL 3} generic ioctl 

dw COMMAND2 0 + undefined 

dw COMMAND2 1 ; undefined 

dw COMMAND2 2 +; undefined 

dw GET_DEVICE 3 get logical device 

dw SET_DEVICE ; set logical device 

dw TOCTL_QUERY ; IOCTL Query 





commands that are applicable. Finally, you can simply choose not to implement 
some commands. 

Table 9-6 shows the list of DOS device driver commands with device-type 
and DOS-version applicability. 

The number of commands that a device driver needs to process will depend 
on four factors: the operations permitted by a device, the type of device being 
controlled, the Attribute bits set, and the DOS version for which it is intended. 
Drivers for output-only devices, such as printers, need only implement the Output 
commands (Output, Output Verify, Output Status, Output Flush, Output Til 
Busy). Character-oriented devices will have a maximum of 14 applicable com- 
mands. In addition, by not setting certain bits in the Attribute word, you can 
avoid having to implement associated commands. For example, if bits 14 (I/O 
Control) and 11 (Device Open/Device Close/Removable Media) are not set, up to 
five of the commands need not be implemented. Lastly, if you write device drivers 
for DOS version 2.0, you will be dealing with only 13 commands. 
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Command DOS Device 
Number Version Type Description 
0 2+ Both Initialization 
1 2+ Block Media Check 
2 2+ Block Get BIOS Parameter Block 
3 Q+ Both T/O Control Input 
4 2+ Both Input (from device) 
5 2+ Character Non-Destructive Input 
6 2+ Character Input Status 
7 2+ Character Input Flush 
8 Q+ Both Output (to device) 
9 2+ Both Output With Verify 
10 2+ Character Output Status 
11 2+ Character Output Flush 
12 2+ Both V/O Control Output 
18 3+ Both Device Open 
14 38+ Both Device Close 
15 3+ Block Removable Media 
16 3+ Character Output Til Busy 
17-18 3.24 _ Undefined 
19 3.24/3.3+ Block/Both Generic I/O Control 
20-22 3.24 _ Undefined 
23 3.2+ Block. Get Logical Device 
24 3.2+ Block Set Logical Device 
25 5.0 Both JOCTL Query 


Table 9-6: The DOS device driver commands, the DOS versions and 
the device types with which they work. Note that several of the 
commands are undefined; they are reserved for future use. 


In the following sections we will describe each of the commands and what 
they do. We will use the corresponding Request Header structures as an aid to 
developing the required responses for each command. 


A Quick Note on Request Headers Throughout this book we have made 
every effort to make device drivers less of a mystery and more of a programming 
challenge. Part of the mystique of device drivers has been in the obscure defini- 
tions that device drivers use. In the case of Request Headers, there are differences 
between the descriptions in this book and those found in other documents, such 
as the MS-DOS Programmer’s Reference. 
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Listing 9-4: The Request Header for the Initialization command. 





rho struc jInitialization (command 0) 
rho_rh db size rh dup (?) ;fixed portion 
rh0_nunits db ? imumber of units 
7; (block devices only) 
rh0_brk_ofs dw ? ;offset address for break 
rh0_brk_seg dw ? 7segment address for break 
rh0_bpb_tbo dw ? ;offset address of pointer 
;to BPB array 
rh0_bpb_tbs dw i ;segment address of pointer 
j;to BPB array 
rho_drv_ltr db ? ;first available drive 
7 (DOS 3+) (block only) 
rho ends Hi 





Each request that DOS makes of the device driver is contained in a packet 
of data that is passed between DOS and the device driver. We have called this 
packet the Request Header. The actual size of the packet varies in size depend- 
ing on the command. All of these packets share a common portion, often called 
the static portion because it does not change in size or number of fields. Other 
packets have data beyond the fixed or static part of the Request Header. In order 
to determine the size of the packet, you must use a field that is part of the Request 
Header that contains the length of the Request Header. As you read through 
each of the commands, you will see both the static and the dynamic portions of 
the Request Headers in each structure. Within the static and dynamic portions 
of the Request Header, we will use strucs to define each of the various fields. 

We will now examine each of the 26 driver commands in detail. 


Command 0—Initialization This is the first command that the device driver 
will process. DOS passes an Initialization command to the device driver im- 
mediately after loading the device driver into memory. Once the command is 
processed, the device driver never sees another Initialization command again. 

The purpose of this command is to allow the device driver to prepare the 
device for use by setting up values in various registers, data buffers, pointers, 
and counters. Once the device driver has been initialized, DOS assumes that it 
is ready to process other commands. 

Listing 9-4 above shows the struc for the Initialization command. The steps 
required to process the Initialization command are listed below: 


1. Initialize the device, data buffers, and counters. 


2. Display optional Initialization message. 


847 


Writing MS-DOS Device Drivers, Second Edition 


3. Set the number of units for block devices. 

4. Set the Break Address. 

5. Set the pointer to the table of BPB addresses for block devices. 
6. Set the Status word. 


It is critical to understand that although DOS service calls are allowed in 
processing the Initialization command, they are not allowed in any other com- 
mand in a driver. Even this feature, being allowed in driver initialization, is 
limited to DOS services 01h through 0Ch and 30h. Other services are not 
permitted, for DOS is still in the process of initializing itself. You can use these 
services to determine the DOS version and to display messages on the screen only 
during initialization. Table 9-7 lists the allowable DOS services. 

Let’s look at the structure used to define the dynamic part of the Request 
Header (refer to listing 9-4). The byte variable, rhO_nunits, set by block device 
drivers, indicates the number of units controlled. The device driver must return 
the number of units. This number overrides the first byte of the Device Name 
field of the Device Header. 


NN TT 





Service Description 

lh Keyboard Input 

2h Display Output 

8h Auxiliary Input 

4h Auxiliary Output 

5h Printer Output 

6h Direct Console I/O 

Th. Direct Console Input Without Echo 

8h Console Input Without Echo 

9h Print String 

Ah Buffered Keyboard Input 

Bh Check Standard Input Status 
_ Ch Clear Keyboard buffer 

25h* Set Interrupt Vector 

30h Get DOS Version Number 

85h* Get Interrupt Vector 

* =DOS 5.0 


LS 


Table 9-7: The DOS services that device drivers may use when 
processing the Initialization command. 
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The variables rhO_brk_ofs and rhO_brk_seg contain the Break Address, 
which signals the end location in memory of the device driver. This address tells 
DOS where the next available memory location is for loading other drivers. You 
can use this feature to your advantage. Because the initialization code is used 
only once, you can place this code at the end of your device driver and specify the 
beginning of this code as the Break Address. This address is required for all 
device drivers. 

If you detect a problem during initialization of the device driver, you can 
abort the loading of the device driver by simply specifying the Break Address as 
the beginning of the device driver. For block devices, you must set the variable 
rh0O_nunits to 0. 

The variables rhO_bpb_tbo and rh0_bpb_tbs are the addresses (offset and 
segment, respectively) of the BPB table that must be returned to DOS by block 
device drivers that control a disk. DOS needs to know the types of disks the device 
driver can handle. You can satisfy this requirement by building a BPB for each 
type of disk the device driver can handle. A table is created that contains the 
addresses of each of these BPBs, and itis the address of this table that is returned 
to DOS. With this information, DOS and the device driver can determine if disks 
have been removed or changed and where the information is on each disk. 

The address used by the BPB table pointer is also used by DOS to pass to 
the device driver a pointer to the command line in the CONFIG.SYS file. Recall 
that a DEVICE= command specifies to DOS that a device driver is to be loaded. 
You can use this pointer in both character and block device drivers to access the 
entire string beyond the “=” character. Note that you cannot change the command 
line but you can use this feature to specify run-time parameters that the device 
driver can use for special configuration. For example, you can specify arguments 
to a serial printer device driver to set the baud rate using DEVICEs. This is a 
once-only alternative to the use of the I/O Control strings shown in chapter 5’s 
printer device driver. 

Note that the DEVICE= command string is terminated by an Ah when there 
are no arguments. When there are arguments, the string is terminated with the 
following sequence: Oh, Dh, Ah. 

The variable rhO_drv_lir contains the next available driver letter. This 
variable is available for device drivers running under DOS versions 3.0 and 
greater. Block device drivers can use this information to display the drive letters 
that are controlled by the device driver. The drive letter is actually a number that 
corresponds to the drive letter (0 means A:, 1 means B;, etc.). 

Lastly, the Status word, rh_status, must be set before exiting from the 
device driver. 
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Listing 9-5: The Request Header for the Media Check command. 





rhi struc ;Media_Check (command 1) 
rhi_rh db size rh dup (?) ;fixed portion 
rhi_media db ? ;media descriptor from DPB 
rhi_md_stat db . jmedia status returned by 
jdevice driver 
rhi_volid_ofs dw ? ;offset address of 
;volume id 
;DOS 3+ only 
rhi_volid_seg dw ? ;segment address of 
volume id 
;DOS 3+ only 
rh ends ; 
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Command 1—Media Check The Media Check command is valid only for 
block devices. This command is sent by DOS to determine whether the disk has 
changed. Among the three types of disks (floppy disk, hard disk, and RAM disk) 
discussed so far, only the floppy disk is capable of being changed. However, DOS 
plays it safe by always issuing a Media Check command before performing any 
reads or writes to any disk. 

The struc for the Media Check command is shown in listing 9-5. The 
sequence of events for determining whether the media has changed is shown 
below: 


1. Retrieve the Media Descriptor byte. 


2. Determine whether the disk has changed by checking the amount of 
time elapsed since the last access, using hardware detection methods, 
or comparing disk information. 


3. Set Media Status. 
Set the Status word of the Request Header. 


Hard disks and RAM disks do not change, so you can simply indicate this. 
However, for floppy disks, determining whether the media has changed is a 
difficult task. As shown above, three basic methods can be used to determine 
whether the media has changed: a check for elapsed time, a check for hardware- 
detected disk change, and a check of disk information. 

The first method involves keeping track of the time of the last disk access 
compared with the current time. From a practical point of view, changing floppy 
disks takes a certain amount of time, at least two seconds. If you calculate that 
less than two seconds have elapsed since the last access, you can assume that the 
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media has not changed. If the last access was more than two seconds ago, 
however, you cannot be sure whether the disk has changed. 

The second method is the best of the three. High-capacity (1.2Mb) diskette 
drives send a signal when the drive door is opened; we can detect this and set the 
media status accordingly. This signal is often called the changeline signal and is 
active if the door has been opened. Unfortunately, this signal is not available 
from most other disk drives. 

The last method is the most complex, requiring the disk device driver to save 
information on the disk with each access. The information saved includes the 
media descriptor byte, the volume ID, and the BPB. If any of these parameters 
changes between the last disk access and the current one, we can assume that 
the disk has changed. However, this method is not always reliable. For example, 
comparing the media descriptor byte from the Request Header with the media 
descriptor of the current disk does not reliably indicate a disk change. If they 
are different, the disk has changed. If we changed disks using two similarly 
formatted diskettes whose media descriptor bytes would be identical, this method 
could erroneously assume that the disk has not changed. This would also be the 
case if we compared the BPBs or the volume IDs. 

However, there is a way around the problem of determining disk changes. 
As shown in table 9-8, the media change status allows for three conditions: “media 
has changed,” “media has not changed,” and “don’t know whether media has 
changed.” If we cannot determine whether the disk has changed, then we set the 
media status word, rh1_md_stat, to 0, which indicates “do not know if the media 
has changed.” 

The media status word should be set to -1 (media has changed) for all disk 
types on the first Media Check command. This is true for the very first access of 
RAM disks and hard disks as well as floppy disks, because DOS does not have 
accurate information on the disk. Subsequent Media Check commands for hard 
disks and RAM disks should have the media status word set to 1 (media has not 
been changed). 








Value Description 
-1 Media has changed 
0 Don’t know if media has changed 
+1 Media has not changed 





Table 9-8: The three values for the media change status word. 
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If the disk device driver has set bit 11 (Open/Close/Removable Media) of the 
Attribute word in the Device Header, there is an additional programming con- 
sideration. If the disk device driver sets the variable rh1_md_stat to -1 (media 
has changed), then the variables ri.1_volid_ofs and rh1_volid_sig must be set to 
the offset and segment address of the previous volume ID. This presumes that 
the device driver has saved the volume ID of the previous disk. If the device 
driver has not been programmed to save the volume ID, these variables should 
point to a field containing a volume ID of NO NAME, followed by four spaces and 
a Oh. This is the signal that tells DOS that there should be no checking of the 
volume ID. 

DOS uses the volume ID information on a disk change to determine if the 
previous disk needs to be reinserted. This allows DOS to update the disk that 
was prematurely removed. 

Lastly, the Status word of the Request Header must be set before exiting 
the device driver. If there is an error in reading the disk for media information, 
the Error bit and Error code should be set with the number of the error that was 
encountered. 


Command 2-—-Get BPB The Get BIOS Parameter Block (BPB) command is 
valid for block device drivers only. DOS sends this command to the device driver 
when it needs to know more about the current disk. This occurs under two 
conditions: if the Media Check command returns a status of -1 (media has 
changed) or if the Media Check command returns a status of 0 (don’t know) and 
there are no dirty buffers for the disk. 

Recall from the previous section that DOS needs to check that the disk has 
not changed before any reads or writes. DOS assumes that the disk will not 
change as long as there is data to be written to the disk. These are buffers within 
DOS that contain modified data for a particular disk. If DOS determines that 
there are no dirty buffers, and if the Media Check returns a status of 0 (don’t 
know), DOS will assume that the disk has changed. This neatly solves the 
dilemma of determining disk changes that was discussed in the previous section. 
The reason this works is simple: If there are any buffers to be written out, DOS 
will do go at the earliest possible time. This ensures that disks can be changed at 
any time without having to perform an action to write out data. Thus, if a time 
period has been exceeded or if the device driver cannot determine a disk change, 
DOS assumes that the disk has been changed. This causes DOS to assume that 
the disk is new and that new disk information will be received. 

The Get BPB command accesses the disk and returns to DOS the BPB. This 
information allows DOS to locate the File Allocation Table, the File Directory, 
and the user data area for the new disk. The steps needed to process the Get BPB 
command are shown next. 
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Determine where the Boot Record is on the new disk. 
Read the Boot Record into memory. 

Retrieve the BPB from the Boot Record. 

Return a pointer to the new BPB. 


If Attribute word bit 11 is set, determine where the File Directory be- 
gins, search the File Directory for the volume ID, save the old volume 
ID, and save the new volume ID. 


6. Set the Status word of the Request Header. 


oP eo NP 


The device driver is responsible for reading the BPB from the disk. A pointer 
to the new BPB is then returned to DOS through the Request Header variables 
rh2_pbpbo and rh2_pbpbs. The Get BPB struc is shown in Listing 9-6. 

The BPB is located in the Boot Record (also known as the reserved area). 
For floppy disks, this is the first sector of the disk; for hard disks, this is the first 
sector of the logical disk drive. Recall that a hard disk may be partitioned into 
several logical drives. It is up to the device driver to determine the start of the 
logical drive (partition) relative to the first physical sector of the hard disk. 
Obviously, many calculations are necessary to find the hard disk BPB. Table 9-9 
describes the BPB. 

The buffer address specified by the variables rh2_buf_ofs and rh2_buf_seg 
has different meanings depending on the DOS version and the setting of bit 13 
of the Attribute word of the Device Header. Bit 13 is set to indicate that the disk 
format is not IBM-compatible. This specifies to the device driver that the buffer 
can be used for anything. Otherwise, the buffer contains the initial FAT sector 
(with the first entry being the media descriptor byte) and must not be altered for 


Listing 9-6: The Request Header for the Get BPB command. 


vh2 struc ;Get_BPB (command 2) 
rh2_xrh ab size rh dup(?) ;fixed portion 
rh2_media db ? jmedia descriptor from DPB 
rh2_buf_ofs dw ? ;offset address of 
jdata transfer area 
rh2_buf_seg dw ? isegment address of 
idata transfer area 
rh2_pbpbo dw 2 ;offset address of 
jpointer to BPB 
rh2_pbpbs aw 2 ;segment address of 
;pointer to BPB 
rh2 ends A 
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Starting 
Name Location Length Description 
ss 0 2 Sector Size in bytes 
AU 2 1 Allocation Unit size (sectors per cluster) 
RS 3 2 Number of Reserved Sectors 
NF 5 1 Number of FATs on this disk 
DS 6 2 Directory Size (number of files) 
TS 8 2 Number of Total Sectors 
MD 10 1 Media Descriptor 
FS 11 2 FAT Sectors (each FAT) 
ST 13 2 Number of Sectors per Track 
NH 15 2 Number of Heads 
HS 17 2/4* Number of Hidden Sectors 
LS 21 4% Number of Large Sectors 
* = DOS 4.0+ 


ec SSL 


Table 9-9: The fields that comprise the BPB. The BPB is located at 
byte 11 from the beginning of the boot area. 


all versions of DOS. For DOS version 3.2, you can use this buffer even if bit 13 is 
not set. You need not concern yourself with this, for the BPB contains all the 
information that DOS needs about the new disk. 

Lastly, because DOS assumes that there is a new disk, the device driver can 
read the new volume ID off the new disk and save the old volume ID. This 
involves determining where the File Directory is on the new disk and searching 
through it for the volume ID entry. Once the volume ID is found and stored in a 
variable, the other command processing sections can return the old volume ID in 
the event of an illegal disk change. For example, the Media Check command 
returns this old volume ID if the disk has changed. You will see more of this 
volume ID in other command processing. 


Command 3—I/O Control Input Command 3, J/O Control Input, is valid for 
block and character device drivers if the I/O Control Support bit (14) of the 
Attribute word is set. Recall that the Attribute word of the Device Header allows 
DOS to pass I/O control strings to and from the device driver. I/O control strings 
are data passed between a program and the device driver. The data is not 
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Listing 9-7: The Request Header for the IOCTL Input command. 





rh3 struc ;IOCTL INPUT (command 3) 
vh3_ch db size rh dup(?) ;fixed portion 
rh3_media db ? ;media descriptor from DPB 
rh3_buf_ofs dw ? ;offset address of 

idata transfer area 
rh3_buf_seg aw ? ;segment address of 

;data transfer area 
rh3_count dw 2 jtransfer count 

(sectors for block) 

; (bytes for character) 
rh3_start dw 2. ;start sector number 

; (block devices only) 
rh3 ends ; 


intended to be sent to the device; these strings are merely a means of communi- 
cating with the device driver. . 

As you saw in chapter 5’s printer device driver, you can use I/O control 
strings in two ways. The DOS service IOCTL Output is used to send control 
information to the device driver. When control information from the device driver 
is required, the IOCTL Input DOS service is used. The DOS 44h services call 
provides IOCTL functions. 

Listing 9-7 shows the IOCTL Input struc. The steps required to process the 
IOCTL Input command are listed below: 


Retrieve the address of the data-transfer area. 
Retrieve the transfer count from the Request Header. 
Store the I/O control string in the data-transfer area. 


Return the transfer count. 
Set the Status word of the Request Header. 


UBS) (C2 ID" cS 


The I/O control string data that is passed to the device driver in the data 
transfer area need not be moved into a buffer inside the device driver. The device 
driver can simply use a pointer to access the data. 

The format for the I/O control string information must be agreed upon 
between the program and the device driver. Otherwise, the program sends data 
that the device driver does not understand. This data can be binary, ASCII, or 
a combination of both. Set up a command code, one for each function desired. 
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Then, within the application program using the IOCTL functions, decide how to 
interact with the user to determine which of the command codes to send to the 
device driver. This may be a series of prompts, such as those you saw in chapter 
5’s IOCTL program. Within the device driver, you must add code to recognize 
these command codes and process them accordingly. 

The transfer-count variable rh3_count is an important part of the common 
V/O control string format. This transfer count determines if the data transferred 
is correct. Because both sides must agree on the format, the number of bytes to 
be transferred can also be confirmed. 

Using the variables rh3_buf_ofs and rh3_buf_seg as a pointer, the device 
driver can read or write an I/O control string in the data-transfer area. For the 
IOCTL Input command, the device driver is instructed to return an Y/O control 
string to DOS. DOS, in turn, returns it to the program requesting J/O control 
information. 

Once an J/O control string is stored in the data-transfer area, the device 
driver sets the variable rh3_count to indicate the number of bytes in the data- 
transfer area. Next, the Status word of the Request Header is set to indicate the 
appropriate status; the device driver then exits back to DOS. 


Command 4—Input The listing for the struc is shown in listing 9-8. The Input 
command is used by all device drivers to send data from the device back to DOS. 
The steps for processing this command are shown below: 

Retrieve the address of the data-transfer area. 

Retrieve the transfer count from the Request Header. 

Read the requested amount of information from the device. 

Return the transfer count. 

Set Status word of the Request Header. 


Di ys 8. or 


The Input command reads data from the device into the data-transfer 
address specified by the variables rh4_buf_ofs and rh4_buf_seg. The count is 
contained in the variable rh4_cownt. For character devices the count is the 
number of bytes to be transferred. For block devices the count is the number of 
sectors to be transferred. In addition, the variable rh4_start indicates the start 
sector number for the block device if it is less than 65,535. For disks larger than 
32Mb the sector number may be larger. If so, rh4_start will have OFFFFh and 
the 82-bit starting sector number will be found in variable rh4_LS. 

Once the transfer is complete, the device driver specifies the number of 
bytes or sectors transferred in the same variable, rh4_count. This variable does 
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Listing 9-8: The Request Header for the Input command. 


rvh4 struc ;INPUT (command 4) 
rh4_rh db size rh dup(?) ;fixed portion 
rh4_media db ? 7media descriptor from DPB 
rh4_buf_ofs dw ? ;offset address of 

;data transfer area 
rh4_buf_seg aw ? ;segment address of 

;data transfer area 
rh4_count dw ? jtransfer count 


; (sectors for block) 
{bytes for character) 


rh4_start dw ? ;start sector number 
i (block devices only) 
rh4_volid_ofs dw ? ;offset address of 
;volume identification 
;DOS 3+ only 
rh4_volid_seg aw ? ;segment address of 


volume identification 
7DOS 3+ only 

rh4_Ls dd ? 7;32-bit start sector 
7DOS 4.0+ 

vh4 ends ; 


not have to be updated ifthe transfer was successful, because the original number 
is still correct. If the transfer was not successful, this variable must be changed 
to indicate the number of bytes or sectors transferred. This tells DOS that the 
data was only partially transferred. 

For block device drivers that implement the Open/Close/Removable Media 
bit (11) of the Device Header Attribute word, there is an additional programming 
consideration. You may recall from the Get_BPB command section that disks can 
be changed even though DOS still has data for the disk. If the device driver 
receives an Input command and determines that the wrong disk is in the unit, 
the device driver aborts the Input command and returns an error to DOS. This 
type of error is detected by timing the last disk accessor or by monitoring a 
disk-changed signal from the hardware, If it is determined that the Input 
command is for the wrong disk, the device driver returns an error (OFh—illegal 
disk change) and the old volume ID. This allows DOS to ask the user to reinsert 
the disk that has the old volume ID. Note that this feature is for DOS versions 
3.0 or greater. 

The Status word in the Request Header is set to indicate DONE and any 
errors before the device driver exits back to DOS. This is particularly important 
if we have encountered an error. 
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Command 5—Nondestructive Input The Nondestructive Input command is 
valid for character devices only. The applications program using the DOS service 
Get Input Status (0Bh) causes DOS to send this command to the device driver, 
asking it to look ahead one character. DOS assumes that character devices have 
an input buffer in which characters are stored. The device driver requests the 
next character in this buffer. Some devices have the ability to retrieve a character 
from the buffer without removing the character. Other devices require the 
character to be removed from the buffer. The term nondestructive means that the 
character will still be available for the next Input command. 

Not all devices have a data buffer. For devices that do not, the device driver 
must actually do a read of one character. This character is saved for the next Input 
command as well as being passed back to DOS to satisfy the Nondestructive Input 
command. Device drivers also store characters for keyboard devices. Recall from 
chapter 4 that keyboard input using the ROM BIOS interrupt 16h returns two 
bytes. The device driver returns one byte and saves the other. The Nondestructive 
Input command would simply retrieve the stored character. If the device driver 
did not have a character saved, the device driver would request the next character. 

The steps required to process the Nondestructive Input command are listed 
below: 


1. Retrieve a byte from the device. 
2. Set the Status word of the Request Header. 


The device driver retrieves a byte from the device and stores it in the variable 
rh5_return. If there is no character in the device buffer, the device driver sets the 
BUSY bit of the Status word to indicate that the device buffer is empty. The 
Status word of the Request Header is set before exiting from the device driver. 
The listing for the Nondestructive Input séruc is shown in listing 9-9. 


Command 6—Input Status The Input Status command is valid for character 
devices only. This command returns the status of the character-device input 
buffer, telling DOS whether there are any characters in the device buffer ready 





Listing 9-9: The Request Header for the Nondestructive Input command. 





rhs struc ;ND_INPUT (command 5) 
rhS5_rh dip size rh dup (?) ;fixed portion 
xh5_return db e character returned 
rhs ends ; 
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Listing 9-10: The Request Header for the Input Status command. 


rh6é struc j;input.Status (command 6) 
rh6_len db ? j;len of packet 
rhé_unit db ? junit code 

(block devices only) 
rh6_cemd db ? ;device driver command 
rh6_status dw ? ;returned by device driver 
vhé6é_res1 da ? preserved 
rh6_res2 dd ? preserved 
ch6 ends 7 


to be input. Listing 9-10 shows the struc for the Input Status command. The steps 
involved in processing the Input Status command are shown below: 


1. Retrieve the status from the device. 
2. Set the BUSY bit of the Status word: 


0 Ifthere are characters in the device buffer or if the device does not 
have a buffer 


1 Ifthere are no characters in the buffer 
8. Set Status word of the Request Header. 


The device driver processes this command by retrieving the status from the 
device. If the device has characters in the buffer, the BUSY bit is not set. If the 
device does not have characters in the buffer, the BUSY bit is set. 

For devices that do not have a data buffer, the BUSY bit is not set. This is 
contrary to what you might expect based on the preceding descriptions. The logic 
behind this is that DOS will wait for the device buffer to fill if the BUSY bit is 
set. On the other hand, if the BUSY bit is not set, DOS will issue an Input 
command immediately. This will result in an actual read, and DOS will not have 
to wait for a nonexistent buffer to fill. 


Command 7—Input Flush The Input Flush command is valid for character 
devices only. This command empties the character device buffer. Listing 9-11 
shows the listing for the Input Flush struc. The steps required to process the 
Input Flush command are listed below: 


1. Flush the character device buffer. 
2. Set Status word of the Request Header. 
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Listing 9-11: The Request Header for the Input Flush command. 





rh7 struc ;Input_Flush (command 7) 
rh7_len db ? ;len of packet 
rh7_unit db ? junit code 

; (block devices only) 
rh7_cmd db ? ;device driver command 
rh7_status dw ? returned by device driver 
rh7_resl dd ? jreserved 
rh7_res2 dd ? ;reserved 
rh7 ends } 
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To process this command, execute instructions that cause the device buffer 
to empty. Most devices do not accept control information that causes the buffer 
to drain. Instead, the device driver simply reads characters from the device until 
the device status indicates that there are no more characters in the buffer. The 
device driver sets the Status word in the Request Header before exiting. 


Command—8 Output Command 8, Output, is used by all device drivers to 
send data to the device. Listing 9-12 shows the struc to use to process the Output 
command. The steps taken to process the Output command are listed below: 


Retrieve the address of the data transfer area. 
Retrieve the transfer count from the Request Header. 


Write the requested amount of information in the data transfer area 
to the device. 


4, Return the transfer count. 
5. Set Status word of the Request Header. 


The device driver processes this command by first retrieving the pointer to 
the data-transfer area. The variables rh8_buf_ofs and rh8_buf_seg contain the 
offset and segment address in which the data resides. Next, the device driver 
retrieves the transfer count in the variable rh8_count. For character devices, this 
is the number of bytes to write; for block devices, this is the number of sectors to 
write. The variable rh8_start is for block devices and indicates the starting sector 
number for the write operation. For disks larger than 32Mb the sector number 
may be larger than 65,535. If so, rh4_start will have OFFFFh and the 32-bit 
starting sector number will be found in variable rh8_LS. 
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Listing 9-12: The Request Header for the Output command. 


rhs struc ;OUTPUT (command 8) 
rh8_rh db size rh dup(?) ;fixed portion 
rh8_media db ? ymedia descriptor from DPB 
rh8_buf_ofs dw ? joffset address of 
;data transfer area 
rh8_buf_seg aw ? ;segment address of 
jdata transfer area 
rh8_count dw ? jtransfer count 
7 (sectors for block) 
; (bytes for character) 
rh8_start aw ? ;start sector number 
; (block devices only) 
rh8_volid_ofs dw wi ;offset address of 
ivolume identification 
7DOS 3+ only 
rvh8_volid_seg dw ? ;segment address of 
volume identification 
;DOS 3+ only 
rh8__Ls da ? ;32-bit start sector 
1DOS 4.0+ 
rhs ends A 








For block devices, the device driver must translate the relative sector 
number into a set of physical parameters (track, head, sector). The sector 
numbers that are passed in the Request Header are those numbers relative to 
the start of the logical drive. Hard disks are often partitioned into one or 
more logical drives. For both floppy and hard disks, the device driver must 
convert this relative sector number into a track number, a head number, and a 
sector number. 

If the write operation is successful, the device driver sets the Status word 
and exits. If the write operation fails, the device driver must set the ERROR bit 
and indicate the error number; both the ERROR bit and number are defined in 
the Status word of the Request Header. In addition, the device driver must 
return, in the variable rh8_count, the transfer count up to the point of failure. 
This indicates to DOS how much data there is in the data-transfer area. 

In addition, if the Device Header Attribute bit 11 (Open/Close/Removable 
Media) is set, block device drivers need to process another type of error. If the 
block device driver has determined that there has been an illegal disk change, it 
must abort the write operation. The driver then sets the ERROR bit and indicates 
an error code of OFh (illegal disk change). Then the pointer variables 
rh8_volid_ofs and rh8_volid_seg are set to point to the old volume ID. When DOS 
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Listing 9-13: The Request Header for the Output With Verify command. 





rhg struc ;OUTPUT_VERIFY (command 9) 
rho_rh db size rh dup(?) ;fixed portion 
rh9_media db 2 ymedia descriptor from DPB 
rh9_buf_ofs dw ? ;offset address of 

data transfer area 
rh9_buf_seg dw 2 ;segment address of 

;data transfer area 
rh9_count dw ? ;transfer count 


; (sectors for block) 
; (bytes for character) 


rho_start dw ? ;start sector number 
; (block devices only) 
rh9_volid_ofs dw ? j;offset address of 


;volume identification 
;DOS 3+ only 

rh9_volid_seg dw 2 ;segment address of 
;volume identification 
;DOS 3+ only 

rh9_LS dd ? 732-bit start sector 
}DOS 4.0+ 

rho ends 2 








receives the OFh error, DOS will prompt the user with the old volume ID, 
requesting a reinsertion of the old disk. 


Command 9—Output With Verify The Output With Verify command is 
valid for both character and block devices. This command is used much as the 
Output command is, except that, if possible, you should build your driver to read 
back the data after it is written to the device. Use this command to ensure that 
the data has been written to the device correctly. The struc for the Output With 
Verify command is shown in listing 9-13. The steps required to process this 
command are shown below: 


1. For devices that cannot read data just written, jump to the Output 
routine. 


2. For devices that can read data just written, set a flag to indicate a 
read. Next, jump to the Output routine and modify it to read the data 
back in if the flag is set. 


The VERIFY command is used to set the verify flag within DOS. If this flag 
is set, all writes to the device will appear in the device driver as Output With 
Verify commands instead of Output commands. 
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Listing 9-14; The Request Header for the Output Status command. 


rhi10 struc ;Output_Status (command 10) 
rh10_len ab ? jlen of packet 
rhi10_unit db ? yunit code 

(block devices only) 
vh10_cmd db ? device driver command 
rhl0_status dw ? returned by device driver 
rhl0_rest dd ? ;reserved 
rhi0_res2 dd ? jreserved 
rhl0 ends i 





For devices that cannot read data just written, process this command by 
including a jump instruction to the Output routine. If the device can read data 
just written (as disks can), set a flag to indicate that you want to validate the 
data by reading it back in. Then jump to a modified Output routine. The Output 
routine will write the data to the device and, if the flag is set, will read the data 
back in. This method uses both the Output and the Input routines to process the 
Output With Verify command, 


Command 10—Output Status The Output Status command is valid for char- 
acter devices only. Use this command to return the status of the device output 
to DOS. Devices that are output only, such as printers, have buffers that contain 
characters waiting to be output. Check the status of this buffer with this 
command. The struc for the Output Status command is shown in listing 9-14. The 
steps for processing this command are shown below: 


1. Retrieve the status from the device. 

2. Set the BUSY bit of the Status word: 
0 Ifthe device is idle or the buffer is not full 
1 Ifthe device is busy or the buffer is full 

3. Set the Status word of the Request Header. 


When DOS needs to write to a device, an Output Status command is first 
issued to the device driver. This tells DOS whether to send the Output command 
immediately or to wait and issue another Output Status command. 

To process this command, set the BUSY bit of the Request Header Status 
word. If the device is ready for output, the device driver does not set the BUSY 
bit. If the device is not ready, the driver sets the BUSY bit. 
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Listing 9-15: The Request Header for the Output Flush command. 





rhit struc ;Output_Flush (command 11} 
rhli_len dio 2 jlen of packet 
rhil_unit db ? junit code 

; (block devices only) 
rhil_cmd db ? ;device driver command 
rhliustatus dw ? preturned by device driver 
rhil_res1l dd ? preserved 
rhii_res2 ad ? jreserved 
vhil ends : 
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Command 11—Output Flush The Output Flush command is valid for char- 
acter devices only. Use this command to empty the output device’s buffer. The 
struc for the Output Flush command is shown in listing 9-15. The steps for 
processing this command are listed below: 


1. For devices that have an output buffer, execute instructions to empty 
the buffer. 


2. Set the Status word of the Request Header. 


To process the Output Flush command, the device driver executes instruc- 
tions that empty the output device’s data buffer. If the output device does not 
have a buffer, the device driver simply does nothing. Before the device driver 
exits, set the Status word in the Request Header. 


Command 12—/0 Control Output The J/O Control Output command is 
valid for character and block devices if the Device Header Attribute bit 14 is set, 
indicating that I/O Control is supported. Use this command to send control 
information from a program directly to the device driver. Data that is passed to 
the device driver is not meant for the device but for controlling the device. The 
device driver may use this information in any fashion. The format of the control 
information must be agreed upon by both the program issuing IOCTL service 
calls and the device driver. The struc for the IOCTL command is shown in listing 
9-16. The steps required to process the IOCTL Output command are listed below: 


Retrieve the address of the data-transfer area. 
Retrieve the transfer count from the Request Header. 


Decode the I/O control string contained in the data-transfer area. 
Set the Status word of the Request Header. 


Lea oe 
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Listing 9-16: The Request Header for the IOCTL Output command. 





rhi2 struc ;IOCTL_OUTPUT (command 12) 
rhi2_rh db size rh dup(?) ;fixed portion 
rhl2_media ab ? jmedia descriptor from DPB 
vhl12_buf_ofs dw ? soffset address of 

idata transfer area 
rhi2_buf_seg aw ? 7segment address of 

idata transfer area 
rhl2_count dw ? jtransfer count 

(sectors for block) 

i (bytes for character) 
rhil2_start dw ? sstart sector number 

7 (block devices only) 
rhi2 ends ; 





The device driver processes this command by retrieving the address of the 
data-transfer area in the variables rh.12_buf_ofs and rh12_buf'_seg. The length of 
the I/O control string to process is contained in the variable rh12_count. This 
count allows the device driver to determine if the I/O control string has been 
properly constructed. As we discussed in the IOCTL Input section, the length of 
the transfer is important in ensuring that the format of the I/O control string is 
correct. 

The device driver then processes the I/O control string by performing the 
functions requested. These functions will vary depending on the type of device 
being controlled and the actions desired. In chapter 5, you saw that the printer 
device driver used I/O control strings to switch printers. You could have easily 
used I/O control strings to change the baud rate of your devices or to issue a forms 
control for a printer. 

If there are any errors, the device driver sets the Request Header Status 
word accordingly. 


Command 13—Device Open The Device Open command is available to both 
character and block devices under DOS version 3.0 or greater if the Device Header 
Attribute bit 11 (Open/Close/Removable Media) is set. This command is sent by 
DOS each time the device is opened by a program. Use this command to track 
the number of times a device has been opened. Used in conjunction with the 
Device Close command, this command can enable you to determine if devices are 
being accessed properly. For example, if you want the device to be accessed by 
only one user at a time, you can reject new opens of your device if you have not 
received a close command for the previous open. The struc for the Device Open 
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Listing 9-17: The Request Header for the Device Open command. 





rhi3 struc ;Open (command 13) 
rhi3_len db ? jlen of packet 
rhi3_unit db ? junit code 

; (block devices only) 
rhi3_cmda db 2 ;device driver command 
rhi3_status dw ? returned by device driver 
rvhil3_res1 dd ? preserved 
rhi3_res2 dd 2 reserved 
rhi3 ends - 
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command is shown in listing 9-17. The steps required to process this command 
are listed below: 


1. Increment a (device open) counter. 
2. For character devices, send out an initialization string. 
3. Set the Status word of the Request Header. 


To process this command, increment a counter within your device driver. 
The count is incremented when the device driver receives Device Open commands 
and is decremented when the driver receives Device Close commands. This allows 
the device driver to determine when the device is free. 

For character devices, use the Device Open command to initialize the device. 
For example, you can initialize printers by sending a command that sets the top 
of form or loads a standard font. 

For block devices, you can use the device open counter in a different manner. 
Recall that setting the Attribute bit 11 requires the block device driver to 
determine whether there is an illegal disk change. You can use the device open 
counter for this purpose. Disks can be changed when the device open counter is 
0 (which means that there are no open files for the disk). As long as the counter 
is not 0, disks cannot be changed, for there are files opened for the disk. 


Command 14—Device Close The Device Close command is available to char- 
acter and block devices running under DOS version 3.0 or greater if the Device 
Header Attribute bit 11 (Open/Close/Removable Media) is set. This command is 
sent by DOS each time the device is closed by a program. Use this command to 
track the number of times a device has been opened. Used with the Device Open 
command just described, this command can enable you to determine if devices 
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Listing 9-18: The Request Header for the Device Close command. 


rhi4 struc ;Close command 14) 
rhi4_len db ? jlen of packet 
rhi4_unit db ? junit code 

3} (block devices only) 
rhi4_emd db 2 ;device driver command 
rhil4_status dw ? ;returned by device driver 
rhl4_res1l dda ? j;reserved 
vhil4_res2 ad 2 ;reserved 
rhi4 ends ; 


are being accessed properly. The struc for the Device Close command is shown in. 
listing 9-18. The steps required to process this command are listed below: 


1. Decrement a (Device Open) counter. 
2. Set the Status word of the Request Header. 


To process this command, decrement the counter within your device driver 
that was incremented by a Device Open command. When the count is 0, you will 
know that there are no outstanding opens for this device: the device is free. 

For character devices, use the Device Close command to send an optional 
string to the device. For example, you can send a form feed command to finish a 
print job. Note that the CON:, AUX:, and PRN: devices are never closed. 

As you have just seen for the Device Open command, you can use this device 
open counter differently for block devices. If the device open counter is 0, the disk 
may be changed. Therefore, if a GET BPB command is received by the device 
driver, the disk change is legal. However, if the device open counter is not 0 and 
the device driver receives a GET BPB command, the disk change is in error. 


Command 15—Removable Media The Removable Media command is valid 
for block devices running under DOS version 8.0 or greater that have the Device 
Header Attribute bit 11 (Open/Close/Removable Media) set. This command is 
sent by DOS when a program issues an IOCTL service call (44h) asking whether 
the media is removable (08h). Programs use this command to determine whether 
the disk is changeable. The struc for the Removable Media command is shown in 
listing 9-19. The steps required to process this command are shown below: 


1. Set the BUSY bit of the Status word: 


0 Media is removable 
1 Media is not removable 


2. Set the Status word of the Request Header. 
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Listing 9-19: The Request Header for the Removable Media command 





vhi5 struc ;Removable (command 15) 
rhi5_len db ? jlen of packet 
rhi5_unit db ? punit code 


; (block devices only) 


rvhi5_cmd dip ? j;device driver command 
rhi5_status dw ? preturned by device driver 
yhi5_res1 dd 2 j;reserved 

rhl5_res2 dd ? preserved 

chi5 ends } 





To process this command, return the BUSY bit in the Request Header Status 
word, indicating the media status. Set the BUSY bit if the media is not remov- 
able; do not set it if the media is removable. 

Programs that request this information through the IOCTL service call can 
decide whether to prompt the user to change disks. For example, the FORMAT 
program uses this information to prompt the user for floppy disks but not for hard 
disks. 


Command 16—Output Til Busy The Output Til Busy command is valid for 
character devices running under DOS version 3.0 or greater that have the Device 
Header Attribute bit 13 set (Output Til Busy supported). This command is used 
by print spoolers to output data to a character device until the device signals busy. 


Listing 9-20: The Request Header for the Output Til Busy command. 


rhl6 struc ;OUTPUT_BUSY (command 16) 
vhl6_rh * db size rh dup (?) ;fixed portion 
rhl6_media do ? jmedia descriptor 
rhl6_buf_ofs dw ? offset address of 

;data transfer area 
rhi6_buf_seg dw ? ;segment address of 

;data transfer area 
rhi6_count dw ? byte count returned 


;from device driver 
rhl6 ends ; 
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Listing 9-21: The Request Header for commands 17 and 18. 


vhl7 





rhi7_len 
rhi7 unit 


rhi7_cmd 
rh1l7_status 
rhi7_res1 
rhi7_res2 


rvhl17 


rhis 


rh18_len 
rhi8_unit 


rhi8_cmd 
rhi8_status 
rhil8_res1 
rhi8_res2 


rhils8 


v0 


wy 


vw 


Vv 


7 (command 17} 

jlen of packet 

unit code 

i (block devices only) 
idevice driver command 
;returned by device driver 
ireserved 

reserved 


; 


7 (command 18) 

j;len of packet 

runit code 

(block devices only) 
device driver command 
jreturned by device driver 
jreserved 

ireserved 


; 





The struc for the Output Til Busy command is shown in listing 9-20. The steps 
required to process this command are listed below: 


5. 


Retrieve the address of the data-transfer area. 
Retrieve the transfer count from the Request Header. 


Write the requested amount of information in the data-transfer area 
to the device until the device signals busy. 


Return the transfer count. 
Set the Status word of the Request Header. 


To process this command, first retrieve the pointer to the data-transfer area. 
The variables rh16_buf_ofs and rh16_buf_seg contain the offset and segment 
address at which the data resides. Then retrieve the transfer count in the variable 
rh16_count, which is the number of bytes to write. 

The device driver writes characters from the data-transfer area to the device 
until all the characters are written or until the device signals busy. If all the 
characters were not written, the number actually written is returned in the vari- 
able rh 16_count. The device driver sets the Request Header Status word upon exit, 
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Listing 9-22: The Request Header for the Generic IOCTL command. 





xvh19 struc ;Generic_IOCTL (command 19) 
rvni9_rh db size rh dup (?) ;fixed portion 
rvh19_major db ? jmajor function 

rh19_minor db ? ;minor function 

rhi9_ST dw 2 rcontents of SI register 
rhi9_DI dw ? reontents of DI register 
rhi9_pkt_ofs dw 2 j;offset address of 


generic IOCTL request 


rhi9_pkt_seg dw 2. j;segment address of 


rhi9 
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;generic IOCTL request 
ends ; 





Commands 17 and 18 Commands 17 and 18 are undefined; they are reserved 
for use by future versions of DOS. For the sake of completeness, the Request 
Header strucs for both commands are shown in listing 9-21. 


Command 19—Generic /O Control The Generic /O Control command is 
valid for block devices running under DOS version 3.2 or greater that have the 
Device Header Attribute bit 0 set (Generic I/O Control supported). DOS 3.3 or 
greater allows Generic I/O Control commands for character devices. This com- 
mand is used by programs that issue an JOCTL service call (44h) specifying 
Generic /O Control functions (ODh). The strue for the Generic /O Control 
command is shown in listing 9-22. The steps required to process this command 
are listed below: 


Retrieve the Major and Minor function codes. 
Process the Minor function request. 


Return the transfer count. 
Set the Status word of the Request Header. 


ee ton 


The purpose of this command is to provide a standard I/O control service for 
block-oriented devices. Beginning with version 3.2, DOS defines a more standard 
approach to controlling block devices. The Minor function codes define operations 
that were not truly a part of DOS. For example, formatting a disk was an 
operation performed by utility programs. 

To process this command, first retrieve the Major and Minor function codes 
that are contained in the variables rh19_major and rh19_minor. Next, verify that 
the Major function code is correct. The Major codes are shown in table 9-10. The 
Minor codes and their meanings are shown in tables 9-11 and 9-12. 
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Value Description 
Olh Serial device 
03h Console 

05h Parallel printer 
08h Disk 


Table 9-10: The Major function codes for Generic I/O Control. 





Value Description 

45h Set Iteration Count 

4Ah Select Code Page 

4Ch Start Code-Page Prepare 

4Dh End Code-Page Prepare 

65h Get Iteration Count 

6Ah Query Selected Code Page 
6Bh Query Code-Page Prepare List 


Table 9-11: The Minor function codes for character devices. These 
codes are defined for the DOS IOCTL service (44h) request for 
character device Generic /O Control (0Ch). 


Value Description 
i 
40h Set Device Parameters 
60h Get Device Parameters 
41h Write logical drive track 
61h Read logical drive track 
42h Format and verify logical drive track 
62h Verify logical drive track 
46h Set Media ID 
66h Get Media ID 
68h Sense Media type 


ee 
Table 9-12: The Minor function codes for the block devices. These 


codes are defined for the DOS IOCTL service (44h) request for block 
device Generic I/O Control (0Dh). 
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Listing 9-23: The Request Header for the commands 20, 21, 22. 





xh20 struc 3 (command 20) 
rh20_len db 2. j;len of packet 
rh20_unit db 2 junit code 

; (block devices only) 
rh20_cmd. db ? ;device driver command 
rh20_status dw 2 ;returned by device driver 
rh20_resl dad 2. reserved 
rh20_res2 ad ? ;reserved 
rvh20 ends ¢ 
rh2i struc ; (command 21) 
rh2i_len db ? jlen of packet 
rh2d_unit db ? junit code 

; (block devices only) 
rh21_cemd db ? jdevice driver command 
rh2i_status dw ? returned by device driver 
rh21_res1 dad 2 jreserved 
rh21_res2 dda 2 preserved 
rh21 ends H 
rh22 struc ; (command 22) 
rh22_len db ? ;len of packet 
rh22_unit db ? junit code 

; (block devices only) 
rh22_cmd db ? ;device driver command 
rh22_status dw ? ;returned by device driver 
rh22_res1 da 2, ;reserved 
rh22_res2 dda ? ;reserved 
rh22 ends 3 


a 


The Request Header contains additional information that assists the device 
driver in processing the Generic I/O Control command. Refer to the DOS Techni- 
cal Reference manual for details in implementing this command. 


Commands 20, 21, and 22 Commands 20, 21, and 22 are undefined; they are 
reserved for future DOS versions. The Request Header strucs for these commands 
are shown in listing 9-23. 


Command 23—Get Logical Device The Get Logical Device command is 
available for block devices running under DOS version 3.2 or greater that have 
the Device Header Attribute bit 6 set (Get/Set Logical Device supported). DOS 
3.2 or greater allows the user to specify multiple drive letters for a device unit. 
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Listing 9-24: The Request Header for the Get Logical Device command. 





rh23 struc iGet_Device (command 23) 

vh23_rh db size rh dup (?) ;fixed portion 

rh23_I0 db 2 ;Input (unit code) 
7Output (last device) 

rh23_dev_cmd db ? 7command code 

rh23_dev_stat dw ? 7Status 

rh23_reserved dd ? jreserved 

rh23 ends ; 





For example, the second disk unit, normally accessed as logical drive letter B:, 
can also be accessed with the logical drive letter H:. Listing 9-24 shows the struc 
for the Get Logical Device command. The steps required to process this command 
are listed below: 


1. Retrieve the input unit code. 
2. Return the last device referenced. 
3. Set the Status word of the Request Header. 


This command is processed by retrieving the logical unit specified in the 
variable rh23_io. The device driver will determine if there is another logical 
drive assigned to the same logical unit. If there is no other logical drive assigned, 
the device driver returns a 0 in rh23_io. Otherwise, the device driver returns the 
logical drive that was last referenced. The values contained in rh23_io are 1 for 
drive A:, 2 for drive B:, etc. Confusing as this sounds, this command is asking the 
device driver what other drive letter was used to access the same physical 
device unit. 


Command 24—Set Logical Device The Set Logical Device command is 
available for block devices running under DOS version 3.2 or greater that have 
the Device Header Attribute bit 6 set (Get/Set Logical Device supported). This 
command allows DOS 3.2 (or greater) users to specify multiple drive letters for 
a logical drive. Listing 9-25 shows the struc for the Set Logical Device command. 
The steps required to process this command are listed below: 


1. Retrieve the input unit code. 
2, Save this unit code. 
3. Set the Status word of the Request Header. 
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Listing 9-25: The Request Header for the Set Logical Device command. 





rvh24 struc ;Set_Device (command 24) 

rh24_orh db size rh dup (?) ;fixed portion 

rn24_Io0 db : ;Input (unit code) 
;Output (last device) 

rh24_dev_cmd db 4 ;command code 

rh24_dev_stat dw - ;Sstatus 

rh24_ reserved dd ? jreserved 

rh24 ends q 
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This commandis processed by retrieving and saving the logical unit specified 
in the variable rh23_io. If the device driver does not recognize this drive letter as 
an alternate drive letter for the units controlled, a 0 is returned in rh24_io. The 
drive letters are numbered starting with 1, where 1 represents A:, 2 represents 
B;, ete. 

Assigning alternate drive letters is accomplished through the use of the 
DRIVER.SYS device driver supplied with DOS versions 3.2 through 5.0. Argu- 
ments on the DEVICE command for this device driver specify additional drive 
letters for the unit specified. Refer to the DOS Technical Reference manual for 
more information. 

Programs make use of this feature by using the DOS IOCTL service call 
(44h) to get and set logical drives. 


Command 25--IOCTL Query The IOCTL Query command is valid for both 
character and block devices running under DOS version 5.0 that have the Device 
Header Attribute bit 7 set IOCTL Query supported). This command is used by 
programs to query device drivers to determine whether the device driver supports 
a specific generic IOCTL function. These are the Minor codes as shown in table 
9-11 for character devices and table 9-12 for block devices. The struc for the 
IOCTL Query command is shown in listing 9-26. The steps required to process 
this command are listed below: 


4. Retrieve the Minor function code. 


2, Set the DONE bit of the Status word if the Minor function code is sup- 
ported by the device driver. 


3. Set the Status word of the Request Header. 
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Listing 9-26: The Request Header for the IOCTL Query command. 





rhas struc ;IOCTL Query (command 25) 

vh25_rh db size rh dup (?) ;fixed portion 

rh25_major db ? ymajor function 

rh25_ minor db it ;minor function 

rh25_ ST dw ? ;contents of SI register 

rh25_DI dw ? scontents of DI register 

rh25_pkt_ofs dw ? j;offset address of 
;IOCTL Query request 

rh25_pkt_seg dw ? 7segment address of 


rh25 


7IOCTL Query request 








This command is processed by retrieving the minor code passed to the device 
driver in variable rh25_minor. If the device driver supports the Minor code, then 
set the DONE bit of the Status word. Otherwise, set the ERROR bit of the Status 
word and set the ERROR_CODE field to 3 for Unknown command. 

Programs can make IOTCL Queries of device drivers through the use of the 
DOS Query IOCTL Handle (4410h) or Query IOCTL Device (441 1h) service calls. 

This concludes the description of the DOS command-processing sections. 


Exiting from the Device Driver 


When device drivers exit to DOS, the Status word in the Request Header must 
be set. There are four items about which you need to be concerned. The DONE 
bit is always set upon exit from the device driver. This indicates to DOS that the 
command was properly processed. Next, certain commands (Input Status, Output 
Status, Removable Media, and Output Til Busy) will set the BUSY bit. The 
ERROR bit is set if the device driver determines that an error has occurred; in 
addition, the ERROR_CODE field must contain a code indicating the error. Table 
9-13 lists the appropriate error codes for use by the device driver. 

The code that executes when exiting from a device driver sets the Request 
Header Status word and restores the registers that were saved on entry. Listing 
9-27 illustrates the code necessary to exit the device driver properly. 
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Hex Description of Hex Description of 

Code ERROR_CODE Code ERROR_CODE 

0 Write protect violation 8 Sector not found 

1 Unknown unit 9 Printer out of paper 

2 Drive not ready A Write fault 

3 Unknown command B Read fault 

4 CRC error Cc General failure 

5 Bad drive request structure length D Reserved (DOS 3+) 
6 Seek error E Reserved (DOS 3+) 
7 Unknown media F Invalid disk change (DOS 3+) 


en 


Table 9-13: The standard error codes for DOS device drivers. Note 
that error codes 0Dh through 0Fh are valid only for DOS versions 3.0 
or greater. 





Listing 9-27: The code for exiting the device driver. 





CSIC I ICICI TOTO ISIS ICI ITO IIGIGIGRICIG ICICISICIG ICICI CIC ICICI TCI ACI I I HOR AO 


ERROR EXIT * 
SIGIR AICS CITRIC ICICI GIGI ICIGIOI IIIS CII TCIDIG III OCI OIG ICI ICI GICR AOI ICICI IH 


ak 
i 


unknown: 


or 
jmp 


es: [bx].xrh_status, 8003h ;set error bit and error code 
done ;set done and exit 


HESS IOUS ISIS SEIIICI IIIS ISISEISIGEEIOEI ITEC OCI IER EES 


COMMON EXIT * 
JPRS GEIS IEICE CIOGIEI ISIE ISRIIOE IEEE I IIR IEEE RSS 


ek 
i 


busy: 


done: 
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or 


es:[bx].rh_status,0200h ;set busy bit 
es:[bx].rh_status,0100h ;set done 


si ;restore all registers 
dai 
ax 
ox 
bx 
ax 
es 
ds 
return to DOS 
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Command Status Word 

Initialization DONE 

Media Check DONE 

Get BPB DONE 

IOCTL Input DONE, ERROR, ERROR_CODE = 3 
Input DONE 

Non-destructive Input DONE, BUSY 

Input Status DONE 

Input Flush DONE 

Output DONE 

Output With Verify DONE 

Output Status DONE 

Output Flush DONE 

IOCTL Output DONE, ERROR, ERROR_CODE = 8 
Device Open DONE 

Device Close DONE 

Removable Media DONE, ERROR, ERROR_CODE = 3 
Output Til Busy DONE, ERROR, ERROR_CODE = 3 
Generic IOCTL DONE, ERROR, ERROR_CODE = 8 
Get Logical Device DONE, ERROR, ERROR_CODE = 3 
Set Logical Device DONE, ERROR, ERROR,CODE = 8 
JOCTL Query DONE, ERROR, ERROR_CODE = 3 





Table 9-14: The Request Header Status word for commands that are 
not implemented in device drivers. 


The Status Word for Unimplemented Commands 


When you write device drivers for new devices, you may often be puzzled by what 
bits in the Request Header Status word to set. We have found that there is no 
easy formula. Based on the experience of writing many device drivers, we have 
put together a table that shows bits that should be set for each command upon 
exit (see Table 9-14). 
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Summary 


We have discussed at length what writing a device driver entails. The Device 
Header, the commands, and the Request Headers have all been discussed in great 
detail. With this information and the five working device drivers presented in 
previous chapters, you should be ready to write your own device driver. 


Questions 
1. What is the Generic I/O Control command used for? 


2. Ifan argument is passed in the DEVICE= command, is it necessary to 
process it in the driver? 


3. In table 9-4, the Get/Set Logical Device Attribute bit (6) is set for 
prn:/Iptx:. In table 9-5, the Get/Set Logical Device commands are appli- 
cable to block device drivers only. Isn’t this a contradiction? 


4, What is the purpose of the Output Til Busy command? 


Answers may be found in appendix F. 


378 


Chapter 1 Q) 


Tips and Techniques 


A Checklist for Writing Device 
Drivers 


The Art of Debugging Device Drivers 
Prototyping Device Drivers 

Where Is My Device Driver? 

Adding Debugging Routines 

A New Stack 

The Special Bit 

Machine Incompatibilities 











Tips and Techniques 


L this chapter, we will focus on the tips and techniques that make it 
easier to write device drivers. The ideas presented here are based on practical 
experience with device driver programs. We will look at coding notes, checklists, 
and procedures to use when implementing and debugging device drivers. 


A Checklist for Writing Device Drivers 


In the past chapters, we concentrated on what device drivers require in terms of 
code, but we neglected some of the practical aspects of writing programs— 
aspects that are equally applicable to device drivers. Now we will cover this 
background information in detail. 

Table 10-1 is a checklist for writing device drivers. These are notes that you 
should keep foremost in your mind as you write the code for a device driver. 

Item 1 on this checklist is often overlooked. For ease of testing, build a test 
disk to use when you are booting DOS with your device drivers. This isolates 
testing and does not affect the normal working environment. We have used 
several test disks, one for each version of DOS. This has proven beneficial, 
because it provides a verification that DOS does indeed behave identically across 
versions. Another benefit of using test disks is that you can take the test disk to 
another machine to try out the device driver. 

Item 2 in Table 10-1 has to do with the differences between normal assem- 
bly language programs and device driver programs. Normal programs that work 
under DOS require the start of the program to be at location 100h; to accomplish 
this, you use an org statement specifying 100h as the start address. Device drivers 
cannot start at location 100h, so you must leave out this statement. 

Item 3 is a reminder that device driver programs should be in .COM format. 
There are two formats for executable programs in DOS: .EXE and .COM files. 
The LINK program automatically produces files that are in EXE format. You 
can convert the .EXE file to a .COM file using the EXE2BIN utility. While DOS 
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Always use a test disk for testing device drivers. 

Does the device driver start at location 0? 

Is the device driver in .COM format? 

Are the Request Header data structures correct? 

Is the Device Header Link field set to —1? 

Are the Device Header Attribute bits set correctly? 

Is the main procedure a FAR procedure? 

Are the ASSUME statements correct? 

Do the variables have a CS segment override? 

10. Are the ES and BX registers correct when you set the Status word? 

11. Are local procedures saving the registers used? 

12. Did you assume that a local register has been preserved after returning 
from a procedure or an interrupt routine? 

18. Have you Popped all your Pushes? 


Oaonoq-r wh pr 


TTT TTT ALLL 


Table 10-1: A checklist for writing device drivers. 


version 3 or greater allows device drivers to be in .EXE format, itis safer to build 
device drivers as .COM files; they are less likely to be executed. 

Item 4 in this table is a check to ensure that the device driver processes the 
data that DOS sends properly. You can eliminate many of the possible errors in 
retrieving data if you use strucs. Chapter 9 defines the strucs for each command 
you need to process. 

Item 5 makes sure that DOS can link to the next device driver after yours. 
You need to specify a -1 in both words of the Next Device field in the Device 
Header. DOS overrides these fields after loading the next device driver. If you do 
not set these fields to -1, DOS will assume that there is another device driver 
following. If there is no other device driver, a crash will occur. 

Item 6 is often overlooked, particularly in modifying an existing device 
driver. A number of the bits are important in specifying the type of device you 
are installing into DOS. If you write a replacement for the con: device, you must 
set bits 0 and 1 of the Device Header Attribute word. Also, if you forget to set 
some bits, you may find that certain functions do not work. For example, if bit 14 
(IOCTL supported) is not set, programs using the DOS I/O Control services (44h) 
will not work. 

Item 7 is a reminder that the main procedure of the device driver must have 
the FAR operator specified. The 8088/8086 instruction set provides for a short 
return and a far return. The call to your device driver is a FAR call, and the device 
driver must exit with a FAR return. If you do not specify the FAR option, you will 
find all sorts of problems with your device driver, especially with the stack and 
the instruction pointer. 
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Items 8 and 9 can be really nasty if you forget what device drivers can 
assume. Normal programs reference data variables through the DS register, so 
you must set up an assembler segment directive to indicate this. Device drivers 
use only one segment, which is one of the requirements for .COM format files. 
The segment registers CS, DS, and ES all reference this one segment through 
the ASSUME directive, which you have seen in all of this book’s device drivers. 
This directive instructs the assembler to generate address offsets relative to the 
one defined segment. Other segments are not allowed in device drivers. 

There is another consideration when DOS passes control to device drivers. 
The device driver cannot assume that the DS and ES registers are properly set 
up to point to your data variables. The only register you can assume is correct is 
the CS register. Therefore, when the device driver references data variables in 
your device drivers, you must specify a CS segment override. The instruction 
would look like this: 


mov es, CS:rh seg 


Because we are all human and tend to forget even the most important items, 
there is a way around all of the segment overriding code, which incidentally, does 
require more memory. You can add code to the INTERRUPT routine to set up 
the DS segment register correctly. The code would look like this: 


push cs ;save value of CS 
pop ds jmake DS the same as CS 


Item 10 deals with the only registers that you need at the end of the device 
driver command processing. Because the Request Header data is pointed to by 
the ES and BX registers, the device drivers have used these two registers to set 
the Status word. You need not use the ES and BX registers to do so. However, 
you do need to have the Request Header’s segment and offset addresses available 
to set the Status word properly. The 8088/8086 instruction set requires the use 
of the ES register in string moves, such as the REP MOVSB instruction. If you 
use the ES register in this manner, you must restore it for setting the Status word 
when the device driver exits. 

Note that once the INTERRUPT routine saves all the registers on the stack, 
you can use all the registers in your device driver. You do need to save them when 
you call procedures or when you use the ROM BIOS interrupts. 

Item 11 is a reminder that local procedures you build for device drivers will 
use registers that should be preserved. The best way to catch these types of 
mistakes is to document the local procedure in terms of registers required, used, 
and returned. The local procedures should initially PUSH all registers that are 
used and should POP them when returning to the caller. 
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Item 12 is a corollary to item 11. Within your command-processing routines, 
you may often call local procedures or use ROM BIOS interrupts. In doing so, you 
may sometimes forget to save registers on the stack if the called procedure will 
destroy them. This is particularly true for BIOS interrupts. For example, the 
Video BIOS interrupt (10h) destroys the BP, SI, and DI registers. Therefore, if 
the device driver uses these registers, save them before you call the Video BIOS 
interrupt, and you will save a lot of grief. 

Item 13 has trapped us many times. Watch out when you write local 
procedures. Start by defining the procedure using the PROC and ENDP assem- 
bler directives. Then write the code. When you use a register to perform a 
calculation, save it on the stack with a PUSH. Do not forget the POP at the end 
of the procedure, and do not forget to reverse the order if more than one item is 
pushed on the stack. Don’t let this one get you! 


The Art of Debugging Device Drivers 
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The best way to build a device driver is to implement the code for all the 
commands in a normal assembly language program. This is called prototyping, 
and details on this approach will be covered in the next section. This method 
allows you to test each command function before you incorporate it into a device 
driver. 

There are many good reasons for prototyping the device driver in a normal 
program. The first is that you cannot use the DOS DEBUG to load the device 
driver into memory and trace through the code execution. As you may recall, 
device drivers are part of DOS and are loaded into memory before you can execute 
the DEBUG utility. Because you cannot load the DEBUG program into memory 
before the device driver, you cannot use DEBUG. Even after DOS loads the device 
driver into memory, DEBUG cannot be used, because it interferes with the device 
driver. DEBUG uses the same DOS resources that the device driver uses, thus 
destroying and invalidating those resources. Another point to mention here is 
that the DEBUG utility was not designed to debug device drivers. Debuggers for 
device drivers provide their own routines to access the keyboard and the screen 
to allow the device driver to use BIOS routines without interference. 

There are third-party debuggers designed for use on device drivers. Such 
debuggers do not use DOS resources for console I/O; they provide their own 
resources. These programs are useful for tracing through command functions. 
For example, The Periscope Company’s Periscope product was used for debugging 
the clock device driver in this book. 

Another reason for prototyping is that you can implement each of the 
commands into a device driver once they have been debugged in a normal 
program. You can use the DEBUG utility in a normal program to ensure that the 
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code for the command works as designed. This method allows you to build a device 
driver step by step, knowing that the device driver will work with the code 
previously added. 

The major barrier is the Initialization command code. You do not have 
control over when this code executes. DOS will call the device driver with this 
command immediately after loading the device driver into memory, All of the 
other commands are triggered by program access of the device through DOS 
Read, Write, or I/O Control services, which you can control. 

The Initialization command is used to set up the device driver for access by 
programs. You can display console messages, initialize the device, set up inter- 
rupt vectors, and add resident code from this command. If the Initialization 
command contains too much complicated code, it is better to perform the same 
function through an I/O Control sequence. For example, the screen time display 
from chapter 6’s clock device driver was a result of pointing the timer interrupt 
to a routine of our own. You can easily place this code in a J/O Control function 
instead of in the Initialization command. 


Prototyping Device Drivers 


Prototyping the device driver in a normal assembly language program provides 
many benefits. You can use the DOS DEBUG utility to debug the program as well 
as to build the device driver command by command. 

Allofthe data structures from device drivers can be placed into this program. 
You can also include the data variables that store the Request Header and local 
variable storage. 

Listing 10-1 shows the prototype that was used to build the clock device 
driver for chapter 6. 


Where Is My Device Driver? 


Another method of debugging device drivers is to store values as they change 
within the device driver. This method is very tedious, for the device driver must 
be modified to contain a lot of data variables. Any change to critical values is 
stored into these variables. You can use the DEBUG utility to get into the device 
driver to inspect these variables. Although you cannot change the execution 
sequence or set a breakpoint at certain instructions, you can see whether the 
variables have correct values. 

To find where in memory your device driver is loaded, you will have to 
display the address of the device driver during the Initialization command. You 
can do so with the code shown in listing 10-2. This code displays the segment 
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Listing 10-1: The prototyping program for the clock device driver. 





title The CLock Device Driver Prototype 


page 60,132 
;program proto.asm 
;date 15 November 1991 
code segment j;define segment as code 
assume cs:code, ds:code ;COM file Dscs 
org 100h ;COM file start 
main proc jmain procedure 
start: ; start 
loop: call select ;prompt for selection 
cmp al,’F' ;find clock address? 
jne lread ;no 
call find ;find clock chip base address 
jmp loop ? 
lread: cmp al,’R’ read? 
jne ltime no 
call isetup ;setup for INPUT 
call read ;INPUT ~- read chip 
jmp loop ; 
ltime: cmp al,’T’ ;display time? 
jne lwrite jno 
call time z 
jmp loop : 
lwrite: cmp al, ‘Ww’ write? 
jne exit ;no 
call osetup setup for OUTPUT 
call write ;OUTPUT - DOS date to chip 
jmp loop } 
exit: cmp al,‘E’ pexit? 
jne loop j7no 
int 20h ;exit back to DOS 


;structures for the Device Driver 


dosdate struc ;DOS DATE structure 
dos_day dw ? jdays since 1/1/80 
dos_min db e ;minutes 

dos,hr db ? yhours 

dos_hun db 2 yhundredths of a second 
dos_sec db 2 ;seconds 

dosdate ends send of struc 
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Listing 10-1: (cont.) 





sstructures 


rh_cmd 


rh0O_nunits 
rh0_brk_ofs 
rh0_brk_ seg 
rh0_bpb_tbo 
rh0O_bpb_tbs 
vh0_drv_ltr 
rho 

vh4 

rh4_rh 

vh4_ media 
vh4_buf_ofs 
vh4_buf_seg 


rh4_count 


vh4_ start 
rh4 

rh8 

rh8_rh 
rh8_media 
rh8_buf_ofs 
rh8_buf_seg 


rh8_count 


1 


wo 


www 


size rh 
? 


size rh 
? 
? 


? 


~ 


size rh 
ff 


;request header 

ylen of packet 

junit code 

; (block devices only) 
;device driver command 
;returned by device driver 
preserved 

reserved 


i 


;Initialization (command 0) 
dup (?) ;fixed portion 
jmumber of units 

3 (block devices only) 
;offset address for break 
;segment address for break 
;offset address of pointer 
;to BPB array 

;segment address of pointer 
;to BPB array 

;first available drive 
+(DOS 3+) (block only) 


i 


;INPUT (command 4) 
dup(?) ;fixed portion 
imedia descriptor from DPB 
;offset address of 
;data transfer area 
isegment address of 
data transfer area 
;transfer count 
(sectors for block) 
(bytes for character) 
;start sector number 

; (block only) 


; 


;OQUTPUT (command 8) 

dup(?) ;fixed portion 
;media descriptor from DPB 
;offset address of 

idata transfer area 
;segment address of 

idata transfer area 
itransfer count 

(sectors for block) 

+ (bytes for character) 
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Listing 10-1: (cont.) 
rh8_start dw 2 ;Start sector number 

; (block only) 
rh8 ends ; 
rhs struc ;OUTPUT_VERIFY (command 9) 
rhg_rh db size rh dup(?) ;fixed portion 
rh9_media db ? jmedia descriptor from DPB 
rh9_buf_ofs dw ? ;offset address of 

jdata transfer area 
rh9_buf_seg dw ? ;segment address of 

j;data transfer area 
rh9_count dw 2 jtransfer count 

; (sectors for block) 

; (bytes for character) 
rh9_start dw ? petart sector number (block only) 
rho ends ‘) 
j;local storage 
dosdays dw 0 ;DOS date (days since 1/1/80) 
clock_port aw 340h ;clock chip base address 
table label byte 
jan dio 31 
feb dio 28 
mar db 31 
apr db 30 
may db 31 
jun db 30 
jul db 31 
aug dip 31 
sep dab 30 
oct dio 31 
nov dip 30 
decm db 31 


jlocal procedures 


hex2bed proc 


juses 


ax,cx 
push 
mov 
mov 
div 
mov 
shl 
or 
pop 
ret 


hex2bed endp 


888 


near 


convert AL from Hex to BCD 


;divide 


by 10 


;setup for divide 


iget 10° 


s digits 


pshift count 
place 10’s in left half 
yadd back 1’s 


jreturn 


to caller 
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Listing 10-1: (cont.) 


yuses ax,cx 


bed2hex proc near ;convert AL from BCD to hex 
push cx 
mov ah,0 ;setup for divide 
push ax ;save for 1's processing 
mov. c1,16 ;Givide for left half of byte 
div el ; to get 10's digits 
mov ah,0 jhave 10’s digits 
mov c1,10 ;convert to base 10 
mul cl ; by multiplying by 10 
pop cx }process 1's digits 
and cl,0fh ;keep 1’s only 
add al,cl jadd 1’s to 10's 
pop cx 
ret return to caller 


bed2hex endp 


ichip parameters 


i 
i 
i 
i 
i 


jbase port address 


i 

7+0 
ped 
pa 
143 
744 
745 
7+6 
34+7 
7+8 
p+9 
ita 
i+b 


base address for the clock chip is hardware selected 
each port referenced to this base address contains 
either a chip-maintained counter or a RAM location 
for use by a program. 


base port address 


1/10,000ths counter +c not used - RAM 

1/100 +#1/10 counter +4 not used - RAM 

seconds counter +e not used ~ RAM 

minutes counter +f not used ~ RAM 

hours counter +10 interrupt status register 
day of week counter +11 interrupt control register 
day of monthcounter +12 counter reset 

month counter +13 RAM reset 

not used RAM +14 status bit 

not used RAM +15 GO command 

not used RAM +16 standby interrupt 

not used RAM +1£ test mode 


;data declarations for the prototype program 


input_data 


label 
16h 
0 


Io 


clkdata 


byte 

;length of request header 

yunits 

;command = input 

istatus 

jreserved 

jreserved 

imedia descriptor 

;offset address of data transfer area 
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Listing 10-1: (cont.) 
inseg dw ? ;segment address of same 
dw 6 ;6 bytes in DOS date format 
dw i ;Sstart sector 
output_data label byte 
db 16h jlength of request header 
db 0 junits 
db 8 ;command = input 
dw 2 ;status 
dd ? preserved 
dd ? jreserved 
db ? ;media descriptor 
dw clkdata ;offset address of data transfer area 
outseg dw ? ;segment address of same 
dw 6 76 bytes in DOS date format 
dw rs ;start sector 
clkdata db 6 dup (?) 
rh_ofs dw ? jrequest header offset address 
rh_seg dw ? jrequest header segment address 
pmsgi db ’(F]indAddress, [R] ead, [T]ime Display,’, 
dip ‘(wirite, [E]xit : ', 
pmsgla db Odh, Oah, '$' 
pmsg2 db ‘no chip found!’,0dh,0ah,’$’ 
pmsg3 db "Clock chip found at address ', 
pmsg3a db *9000h!’,0dh, 0ah,‘$' 
pmsg4 db ‘Chip Time is ‘, 
pmsg4m db ‘00/', 
pmsg4d db ‘00/', 
pmsg4y db "0000 ', 
pmsg4h db 00:', 
pmsg4mn db "00:7", 
pmsg4s db *00’,0dh,0ah,'$! 
select proc near jprompt and select function 
lea dx, pmsgi ;address of display string 
call Dos9 ;display 
mov ah,1 ;keyboard input 
int 21h 7DOS call 
push ax ;save for return 
lea dx,pmsgla 7CR/LF 
call dos9 ;display 
pop ax ;restore input character 
ret jreturn to caller 


select endp i 


isetup proc near ;set up ESBX for prototype use 
mov ax,cs 3get code segment address 
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mov cs:rh_seg, ax save it 

mov cs:inseg,ax ;set segment address 
mov es,ax 7setup ES 

lea bx,cs:input_data rget offset address 
mov es:rh_ofs, bx ;save it 

ret jreturn to caller 


isetup endp 


osetup proc near ;set up ESBX for prototype use 
mov ax,cs :get code segment address 
mov cs:rh_seg, ax ;save it 
mov cs:outseg, ax set segment address 
Mov es,ax ;setup ES 
lea bx,cs:output_data ;get offset address 
mov cs:rh_ofs, bx ;save it 
ret jreturn to caller 


osetup endp 


clock_table 


label byte 


j;table of possible clock addresses 








dw 0240h ;first address 
dw 0acdh ;second address 
dw 0340h third address 
| find proc near ;£ind clock chip base address 
| lea si,cs:clock_table ;get address of table 
| mov cx,3 ;three addressess 
i findl: mov dx,cs: [si] iget Ist address 
add ax, 2 jbase+2 = seconds 
in al,dx iget seconds 
test al,80h shigh order bit set? 
jz find2 ;no - not empty port 
add si,2 ynext address 
loop findl ;search thru clock table 
jno port found 
lea dx, pmsg2 yno port found 
call dos9 ;DOS call 
jmp find3 pexit 
7ox 3 2 1 
port ist and 3rd 
find2: mov dx, 3 ;convert back to port # 
sub dx,cx jport position 
i shl dx, 1 double it 
| lea di,cs:clock table jaddress of chip table 
| add di,dx ;word index 
\ mov dx,cs: [di] ;get port 
lea di,cs:pmsg3a ;String address 
call hex2asc :convert to ASCII 
lea dx, pmsg3 ;string to display 
call dos9 ;console display 


| 
| 
| 
| 
| 
| 
| 
i 
| 
| 
\ 
i 
| 
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Listing 10-1: (cont.) 
find3: ret return to caller 
find endp ; 
hex2dec proc near ;convert hex to decimal ASCII 
; AX - input 
; DI - destination string 
; CX ~ number of places 
push ax psave ax 
push cx ;Save cx 
push dx ;save dx 
cmp Cx,2 3;2 or 4 place conversion 
je dio 32! 
mov cx, 1000 ;four places 
Mov ax, 0 ;clear hi order 
div cx 7q=ax, rem=dx 
add al,30h ymake it ASCII 
mov cs:[di],al store it 
inc di synext 
mov ax, x remainder back in ax 
mov cx, 100 j;three places 
mov dx, 0 ;clear hi order 
div cx jqsax, rem=dx 
add al,30h wake it ASCIT 
mov es:[dij,al store it 
ine ai mext 
mov ax, dx remainder back in ax 
alo: mov cx, 10 ;two places 
mov dx,0 ;clear hi order 
div cx ;Q=ax, rem=dx 
add al,30h imake it ASCII 
mov es:[di],al ystore it 
inc ai next 
mov ax,dx jremainder back in ax 
add al,30h jmake it ASCII 
mov es: [di],al store it 
inc di mext 
pop dx ; 
pop cx i 
pop ax ; 
ret 
hex2dec endp 
time proc near ;display clock chip contents 
mov dx,cs:clock_port 7get chip base address 
add dx, 2 ;base+2 (seconds) 
in al,dx rget it 
call bed2hex ;convert to hex 
mov ah,0 clear hi order 
mov cx,2 72 places 
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lea 
call 
ine 
in 
call 
mov 
lea 
call 
inc 
in 
call 
mov 
lea 
call 
add 
in 
call 
mov 
lea 
call 
ine 
in 
call 
mov 
lea 
call 
add 
in 
mov 
lea 
add 
mov 
call 
lea 
call 
ret 
time endp 


write proc 


di,cs:pmsg4s 
hex2dec 

dx 

al,dx 
bed2hex 

ah,0 
di,cs:pmsg4mn 
hex2dec 

dx 

al,dx 
bed2hex 

ah,0 
di,cs:pmsg4h 
hex2dec 

ax, 2 

al,dx 
bed2hex 

ah,0 
di,cs:pmsg4d 
hex2dec 

dx 

al,ax 
bed2hex 

ah,0 
di,cs:pmsg4m 
hex2dec 

ax, 3 

al,dx 

ah,0 
di,cs:pmsg4y 
ax,1980 

cx, 4 

hex2dec 

dx, pmsg4 
dos9 


near 


i 


convert to decimal ASCII 


jbase+3 (minutes) 
iget it 

; 

;clear hi-order 


i 


jbase+4 (hours) 
iget it 


7 
;clear hi-order 


jbase+6 (day) 
iget it 
jbase+7 (month) 


base+10 
get year in hex 


i 
i 

; 

; 

i 

jmake it readable 
i 

;convert year 

; 

; 

; 


return to caller 


;This procedure takes the date in DOS date format and 
;converts to clock chip format for writing to the clock chip 


é 


;es:bx points to the request header 


; point to DOS date and let ES:BX point 


mov 
mov 
mov 
push 
push 
push 


si,es: [bx] .rh8_buf_ofs 
ax,es: [bx] .rh8_buf_seg 
ds,ax 

si 

ds 

cs 


to beginning 
iget data offset 
7get data segment 


to DS for (DS:SI use) 


jsave offset 
isave segment 


i 
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Listing 10-1: (cont.) 





pop 
lea 
mov 
eld 
rep 
push 
pop 


es 


di,cs:dosdays 


ex, 2 


movsb 
cs 
ds 


;ES points to here 
jdestination address 
jmove count = 2 
;Girection is forward 
; £xom DOS to us 
;restore DS 

; by using CS 


update clock chip with time from DOS date data 


outchip: 
pop 
pop 
mov 
ine 
mov 
call 
out 
ine 
mov 
call 
out 
inc 
mov 
call 
out 
inc 
mov 
call 
out 


es 
bx 


dx,cs:clock_port 


ax 
al,es: 


hex2bed 


dx,al 
dx 
al,es: 


hex2bed 


dx,al 
dx 
al,es: 


hex2bed 


dx,al 
ax 
al,es: 





bx 


bx 


bx 





bx 


hex2bed 


dx,al 





.dos_hun 


.dos_sec 


-dos_min 


-dos_hr 


;restore DOS date segment 
restore DOS date offset 
;get clock port 

sbaset+i 

;get hundredths 

;eonvert for clock use 
;send to clock chip 
pbase+2 

7get seconds 

jeconvert for clock use 
;send to clock chip 
;base+3 

j;get minutes 

jconvert for clock use 
y;send to clock chip 
jbase+4 

;get hours 

;convert for clock use 
j;send to clock chip 


;chip loaded with time - now calc chip date from DOS date 


out_years: 
mov 
cmp 
je 
mov 

outl: cmp 
jle 
sub 
inc 
jmp 


ax,cs:dosdays 


ax,0 
outs 
bx, 0 
ax,365 
out2 
ax,365 
bx 
outl 


jget days since 1/1/80 
date not set? 

;skip everything 

;BX = year count 

;day count within a year? 
yes 

jno - subtract 365 
jincrement year count 
;continue until w/i 1 yr 


;BX has years since 1980 - now adjust for leap years 


out2: push 
mov 
mov 
div 
mov 
mov 
ine 
mov 
pop 
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ax 


;save leftover days 

7AX now has years 

;Gdivisor for leap years 
jal=leaps, ah=remainder 
;remainder=0 is leap itself 
;set up for subtract 

jadd 1 to leap year count 
+DX has 1 day/leap yr passed 
;restore days remaining 














Tips and Techniques 


;Subtract 1 day for each leap yr 


yare we negative? 

smo - we are ok 

zadd back 365 days 
;subtract 1 year 

;save year count 

jleap year if 0 

jriot a leap year 

1Peb 29? 

fyes - set and exit 

jpast Feb 29 

ibefore - reverse subtraction 
;Feb 

729 

exit 

find month and day 

month count 

;days per month 

j;clear hi-order 

;get days in each month 
increment to next month 
jless than last day? 

yes (in current month) 
ino subtract days in month 
increment month count 
continue until month found 


7restore year count 
+go load chip 


71980 

Jan 

+ Ist 

days ~ now load clock chip 
iget chip base address 
rbase+6 

tHex2bed destroys cx 
iconvert for chip use 
;set days counter 

;base+7 

;restore month count 
iconvert for chip use 
;set months counter 
;base+9 

7set months RAM 

thase+10 

jmove years to al 

;set years since 1980 RAM 


Listing 10-1: (cont.) 
sub ax,ax 
cmp ax,0 
jg out3 
add ax,365 
dec bx 
out3: push bx 
cmp c1,0 
jne outs 
cmp ax,59 
je out4d 
jg outs 
ine ax 
jmp outs 
out4: mov cx, 2 
Mov ax,29 
jmp out7 
;AX has days left in current year - now 
outs: mov ex, 1 
lea di,cs:table 
mov bh, 0 
outé: mov bl,es: [di] 
ine di. 
emp ax, bx 
jle out7 
sub ax,bx 
inc cx 
jmp out6 
*AX has days, CX has month - now get years since 1980 
out7: pop bx 
jmp out9 
mno date set (special case) 
outs: mov bx, 0 
mov ex, 1 
mov ax,1 
;BX = years since 1980, CX = month, AX = 
outgd: mov: dx,cs;:clock_port 
add ax, 6 
push cx 
call hex2bed 
out dx,al 
inc dx 
pop ax 
call hex2bed 
out dx,al 
add dx, 2 
out ax,al 
ine ax 
xchg al,bl 
out dx,al 
ret 


back to caller 


395 


Writing MS-DOS Device Drivers, Second Edition 





Listing 10-1: (cont.) 





write endp 


read proc near ;convert clock chip data to DOS format 
;This procedure takes the clock chip date and time 
jand converts to DOS date format 


mov dx,es:[bx].rh4_buf_ofs ;get dos date data area 
mov ax,es:[bx].rh4_buf_seg ; 

mov es,ax ;set up es 

mov bx, dx ;set up bx 


;es:bx now points to the data area where DOS 
jexpects the DOS date format returned 


push es ;save segment for later 

push bx ;save offset for later 
;first read the clock chip for time 

mov. dx,cs:clock_port ;get the clock base address 

inc dx jbase+1 

in al,dx 7get hundredths 

call bed2hex ;convert data 

mov es: (bx) .dos_hun,al ;store hundredths 

ine dx jbase+2 

in al,dx iget seconds 

call bed2hex convert data 

mov es: [bx] .dos_sec, al ;store seconds 

ine dx jbase+3 

in al,dax iget minutes 

call . bed2hex jconvert data 

mov es: [bx].dos_min,al ;store minutes 

inc dx base+4 

in al,dx ;get hours 

call bed2hex jconvert data 

mov es: (bx) .dos_hr,al ;store hours 








;now convert chip date (BCD format) to DOS date format (hex) 


;first check to see if month (and therefore year) has changed 
by comparing the months COUNTER against the month RAM location 
incheck: 


mov dx,cs:clock_port iget base clock address 
add ax,7 jbase+7 

in al,dx get chip’s month counter 
call bed2hex ;convert to hex 

mov bl,al jsave in bl 

adda ax,2 ;baset+9 

in al,dax ;get RAM version of month 
eall bed2hex ;convert to hex 

emp al,bl jis RAM & counter same? 
jg newyear ;last month > current ( 12>1 
jas updatemonth jlast month < current 

jmp prev_days ;same month 
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;December rolled over to January - update the Year count in RAM 


newyear: 
ine ax 
in al,dx 
inc al 
out dx, al 
dec ax 
jnow update month in RAM 
updatemonth: 
mov al,bl 
call hex2bed 
out ax,al 
;determine days in previous years 
prev_days: 
ine ax 
in al,dx 
mov ah,0 
push ax 
mov bx, 365 
mul bx 
xchg bx,ax 
mov cl,4 
pop ax 
div el 
mov cl,ah 
;BX has total days and cl has leap year 
mov ah,0 
add bx, ax 


jbase+10 

jget year (stored in RAM) 
padd 1 year 

;store in RAM year 

imake it base9 


jset current month 
;convert for clock chip 
jupdate month RAM 


;base+10 (RAM) 

jget years since 1980 

;set up for multiply 

;save for leap year processing 
jdays per year 

jtimes years - AX has days 
jsave days in BX 

jleap divisor 

iget year count again 

idivide for leap years elapsed 
7Save leap year indicator 
indicator 

7set up for add 

jadd leap days to total 


jwe have days since 1/1/80 for all previous years including 


; the extra days in leap years past 
mow figure out the days in the current 
inote: 1-31, 1-28 

} 1 31 32 59 60 


curr_days: 
push bx 
mov dx,cs:clock_port 
add ax,7 
in al,dx 
call bed2hex 
mov ah,0 
push cs 
pop es 
lea di,cs:table 
mov cx,0 
xchg ax,cx 
push cx 
mov bh,0 


year 


isave total days past 

iget base clock chip address 
pbase+7 

rget month counter 

iconvert to hex 

iset up for index 

;days per month table 

;} addressed by ES 

7 and DI 

rclear current year day count 
wMonth loop count in cx 
isave for leap year check 
iClear hi-order 
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cevt2days: 


leapyr: 


read 


dos9 


dos9 


hi: 


h2: 
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mov 


returns: 


push 
push 
mov 
push 
mov 
rol 
mov 
and 
cmp 
ige 
add 
jmp 
add 
mov 
inc 
pop 
loop 


bl,es: [dil] ;days in this month 
ai jincrement for next month 
ax,bx ;add to total days 
evt2days juntil month count exhausted 
ox jrestore months 
bx jtotal days past 
ax,bx yadda to days in current year 
1,3 ypast March? 
leapyr ;no 
ax yves ~ add 1 for 2/29 
bx ;restore DOS date offset 
es ;restore DOS date segment 
es: [bx] .dos_day,ax jreturn days since 1/1/80 
;return to caller 
near 
ah,9 ;Qisplay service 
2ih ;DOS Call 
jreturn to caller 
dx = binary number 


Q 
Pp. 
nou 


af 
mx 
aot 


nothing 


cx,4 
cx 
cl,4 
dx,cl 
al,dl 
al,0fh 
al, 0ah 


al,37h 
es:[dil, 
di 

cx 

hl 


address of ASCII string 


for character conversion 
loop control 


jsave Cx 

jsave ax 

number of hex digits 

jsave cx inside this loop 
pshift count (bits/hex digit) 
;rotate left 1 hex digit 
move hex digit to al 

mask off desired hex digit 
jis it above 9h? 

iyes 

jnumeric hex digit 

skip 

jalpha hex digit 

al store hex digit in string 
;next string address 

;get saved loop count 

jloop start 
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Listing 10-1: (cont.) 





pop ax 7restore ax 
pop cx restore cx 
ret. ireturn to caller 


hex2asec endp 


main endp ;end of main procedure 
code ends jend of code segment 
end start } 





address of the device driver using a DOS service call to display a message on the 
console. In addition, use the procedure HEX2ASC to convert a hex segment 
address to an ASCII string. This procedure is shown in listing 10-3. 


Adding Debugging Routines 


You may be curious about the interactions between DOS and the device driver: 
what commands are being passed, what the Request Headers contain, etc. Would 
you like the ability to have the device driver display this and other information? 
You want a routine to perform some of the display functions of a debugger. 


Listing 10-2: The code placed in the Initialization command to display the 
address at which the device driver is loaded. Use the address displayed with 
the DEBUG program to inspect the variables you have set up in a device 


driver. 
ee a Se 


; 
display the segment address of the device driver 


i 


push cs isave the segment address 
pop dx 7 in ax 
lea di,pmsgla ;address of ASCII string 
call hex2asc rconvert DX to ASCII string 
mov ah,9 iservice = console display 
lea dx, pmsgl string to be displayed 
int 21h ;DOS service call 

pmsg1 db ‘Device driver loaded at ' 

pmsgla db ‘0000:0000h’,0Dh,0Ah,'$' 
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eee ee ee 
Listing 10-3: The HEX2ASC procedure, which converts a hex number into 
ASCII. 


gt A 


hex2asc proc 


;requires: 
@ dx = binary number 
; gi = address of ASCII string 
puses: 
Hi ax - for character conversion 
} cx - loop control 
preturns: 
i nothing 
push cx ;save Cx 
push ax ;Save ax 
mov ex,4 jnumber of hex digits 
hi: push cx ;save ox inside this loop 
mov c1l,4 pshift count (bits/hex digit) 
rol dx, cl jrotate left 1 hex digit 
mov al,dl ymove hex digit to al 
and al,0fh ;mask off desired hex digit 
cmp al,Oah j;is it above 9h? 
jge h2 yes 
add al,30h ;numeric hex digit 
jmp h3 7skip 
h2: add al,37h j;alpha hex digit 
h3;: mov es:{di],al ;store hex digit in string 
inc di jnext string address 
pop cx rget saved loop count 
loop hi jloop start 
pop ax restore ax 
pop cx ;restore cx 
ret jreturn to caller 


hex2asc endp 


a C—O 


The problem with this type of facility is that you must devise a means of 
displaying the information. You cannot use DOS calls in a device driver, nor can 
you call upon the services of a device driver. If you are writing a device driver for 
an output device, you could use the device driver itself, but this gets complicated 
quickly: it is difficult to use a device to output information as it is outputting data 
using the same device! 

The solution to this problem comes with the realization that the PC’s ROM 
BIOS contains routines to output to several devices. Recall that the ROM BIOS 
contains interrupt procedures for the console display (con:), the printer (prn: and 
Iptx:), and the communications ports (comx:). These interrupts are always avail- 
able for your use, so why not take advantage of them in displaying device driver 
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information? This also solves the problem of building a display routine that will 
work with most device drivers you may be writing. 

We have built a dump routine that displays the Request Header information 
to the printer. The display device used is the printer connected to the first parallel 
port. We chose to use the printer because using the console display would have 
meant that there would not be a hard copy, and rewriting the information was 
not a good use of time. Using the communications ports would have meant that 
the printer connected to the serial port would have to be initialized to the correct 
baud rates, parity, and stop bits before use. In the final analysis, the parallel 
printer seemed the best choice. 

The procedures shown in listing 10-4 dump the Request Header information 
for each command. A call to the dump procedure may be placed anywhere in the 
device driver. If placed in the INTERRUPT procedure, it should be after the 
registers are saved on the stack. This allows all the commands that enter the 
device driver to be displayed on the printer. If the call to dump is placed in the 
command-processing sections, only the Request Header for that command will 
be displayed on the printer. Note that there are three requirements for using this 
dump procedure. First, a parallel printer is required. Second, the dump procedure 
does not save any registers on the stack. Any registers that need to be preserved 
after a call to dump must be added to the device driver. Lastly, the dump 
procedure does not check for any errors resulting from the use of the BIOS 
printer interrupt (17h). This means that the printer should have paper in the 
unit and should be on-line. 

As a final note, the dump procedure may be modified to display any 
information you want. 


A New Stack 


The stack that is normally used within device drivers is limited to about 20 
PUSHES. This may not be enough if the device drivers you write contain a lot of 
nested procedure calls. The use of the stack is important for two reasons: first, to 
preserve the registers upon entry to the device driver, and second, to allow you 
to call other procedures from within the device driver. Both of these reasons may 
cause your device drivers to run out of stack space, in which case you will need a 
larger stack. 

Defining a new stack is easy. First, save the Stack Segment register SS and 
the Stack Pointer SP in variables defined in the device driver. Then set the Stack 
Segment and Pointer to a stack within the device driver. You can define an array 
of bytes to accomplish this. 

Define this new stack on entry to your device driver by placing a call to 
switch2new just after saving the registers on the old stack in the INTERRUPT 
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Listing 10-4: The dump procedure used to display device driver command 
information to the parallel printer. The dump procedure uses the HEX2ASC 
routine to convert hex numbers to ASCIL. The primsg procedure is used to 
print messages to the printer using the BIOS printer interrupt (17h). 





dump proc j;dumps device driver information 
jto lptl via int 17h BIOS routine 


;requires: 

; nothing (user must preserve required registers) 
puses: 

z nothing 

jreturns: 

; nothing 


;get command descriptor 


mov ax,cs:rh_seg ;get the ES register 
mov es,ax i 
mov bx,cs:rh_ofs iget the BX register 
mov al,es: [BX}]+2 ;get command code 
mov ah,0 ;clear high-order of AX 
rol al,l jleft shift 1 to multiply by 2 
lea di,cmtab ;get address of command msg table 
add di,ax ;index to address of command msg 
mov ax, [di] ;get address 
call prtmsg ;print command message 
;display the request header 
mov dl,es: [bx] ;LEN of request header 
mov dh, 0 ;clear high-order DX 
lea di,cs:cerhl address of display message 
call hex2asc ;convert to ASCII 
mov dl,es: [bx] +1 ;UNIT of request header 
mov dh, 0 ;clear high-order Dx 
lea di,cs:crh2 jaddress of display message 
call hex2asc convert to ASCII 
mov dl,es: [bx] +2 ;CMD of request header 
mov dh, 0 ;clear high-order DX 
lea @i,cs:crh3 jaddress of display message 
call hex2asc ;convert to ASCII 
mov dx,es:word ptr [bx]+3 ;STATUS of request header 
lea di,cs:crh4 jaddress of display message 
call hex2asc ;convert to ASCII 
lea ax,cs:crh iprint the request header 


call prtmsg i 
;display request header unique to each command 


mov al,es: (BX])+2 7get command code 
ao: emp al,0 yinitialization? 
jne dal no 
dai: cmp al,1i ;media_check? 
jne a2 7no 
mov dl,es: (bx] +14 jmedia status 
mov dh, 0 ;clear hi-order DX 
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Listing 10-4: (cont.) 








i 
} 
lea di,cs:cpla ! i 
call hex2asc i ' 
lea ax,cs:cpl i | 
call prtmsg } 
mp dexit ; i 
d2: emp al,2 ;get_bpb? | 
jne a3 no | 
| 
d3: cmp al,3 jioctl_input? I 
jne a4 jno ' 
da: cmp al,4 ;input? | 
jne a5 yno | 
mov dx,es:word ptr [bx]+18 ;count | 
lea di,cs:cp4a ; | 
call hex2ase ; | 
mov dx,es:word ptr [bx]+20 ;start sector 
lea di,cs:cp4b $ 
call hex2asc ? 
| lea ax,cs:cp4 7 
i call prtmsg 7 ' 
| jmp dexit ; | 
d5: cmp al,5 jnd_input? | 
| jne ae ;no | 
| 
dé: comp al,6 jinput status? 1 
jne a7 jno \ 
al: cmp al,7 pinput_flush? 
jne ds jno 
ds: cmp al,8 poutput? 
jne ag ino 
mov dx,es:word ptr [bx]+18  ;count 
lea di,cs:cp4a i 
call hex2asc } 
mov dx,es:word ptr [bx])+20 j;start sector 
lea ai,cs:cp4b } 
| call hex2asc } 
| lea ax,cs:cp4 ; 
call prtmsg ; 
jmp dexit : ' 
| do: cmp al,9 poutput_verify? | 
jne da ino i 
| mov dx,es:word ptr [bx]+18 ;count | 
i lea di,cs:cp4a i | 
i call hex2asc ; 
mov dx,es:word ptr [bx]+20 ;start sector 
lea di,cs:cp4b 7 
| call hex2asc ; 
| lea ax,cs:cp4 ; 
call prtmsg ; 
| jmp dexit - 
| 
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Listing 10-4: (cont.) 





da: 


dbb: 


cmp 
jne 


cmp 
jne 
cmp 
jne 
cmp 
jne 
emp 
jne 
cmp 
jne 


cmp 
jne 


al,Oah joutput_status? 
dbb 7no 

al,0bh poutput_flush? 
de jno 

al,Och jioctl_out? 
ddd no 

al,Odh ;open? 

de ;no 

al, 0eh ;close? 

af no 

al,Ofh ;removable? 
dio no 

al,10h poutput_busy? 
dexit ;no 

‘len ' 

‘0000’, 0dh, 0ah 

‘unit ’ 

‘0000',0dh, Oah 

‘ omd ' 

0000’, 0dh, Oah 

’ status ‘ 


*0000',0dh, 0ah, ‘$’ 


* media status 
*0000’,0dh,0ah,'$" 
‘ count ’ 
‘0000’, Odh, 0ah 

‘ start 
'0000’,0dh, Oah,’$’ 


‘initialization’, 0dh,0ah,'$" 
*media_check ’,Odh, O0ah,'$’ 
*get_bpb ’,0dh, 0ah, 7$" 
‘joctl_in *,0dh,0ah,’S’ 
‘input ',0dh,Qah,‘$" 
‘nd_input *,0dh,Oah,’$’ 
‘input_status /’,0dh,0ah,‘8’ 
‘input_flush ’,0dh,0ah,’$’ 
‘output ’,Odh,0ah,'$' 
‘output_verify ',0dh,0ah, ‘S$’ 
‘output_status ',0dh,O0ah,’$’ 
‘output_flush /’,0dh,0ah,'$' 
‘Loctl_out *,0dh, 0ah,'$’ 
‘open ',Odh,0ah,’$’ 


jcommand 1 


;commands 4,8,9 














Listing 10-4: (eont.) 


cme 
emf 
cmi0 


emtab 


dw 


hex2asc proc 


requires: 


7 
i 
juses: 


hi: 


h2: 
h3: 


returns: 


push 
push 
mov 
push 
mov 
rol 
mov 
and 
emp 
jge 
add 
jmp 
add 
mov 
ine 
pop 
loop 
pop 
pop 
ret 
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‘close 


',0dh,0ah,'$' 


‘removable ', Odh,0ah,'$’ 
routput_busy *,0dh,0ah,’$’ 


word 
cm0 
em1 
cm2 
cm3 
om4 
em5 
comé 
cm7 
cms 
emo 
cma 
emb 
ome 
emd 
cme 
emf 
cm10 


@ 
* 
1 


dx = binary number 
= address of ASCII string 


for character conversion 


cx - loop control 


nothing 

cx save cx 

ax Save ax 

ox, 4 mnumber of hex digits 

cx isave cx inside this loop 
cl,4 shift count (bits/hex digit) 
dx, cl ;rotate left 1 hex digit 
al,dal jmove hex digit to al 

al,0fh j;mask off desired hex digit 
al,Qah j;is it above 9h? 

h2 yes 

al,30h ;numeric hex digit 

h3 iskip 

al,37h jalpha hex digit 

es: [{di},al istore hex digit in string 
di inext string address 

cx iget saved loop count 

hi jloop start 

ax ;restore ax 

CX irestore cx 


jveturn to caller 
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Listing 10-4: (cont.) 





hex2asc endp 


prtmsg proc 
;requires: 
; ax = address of string to be printed 
puses: 
; dx - printer number (0 = lpti:) 
3 si - source string address 
yreturns: 
} nothing 
push dx j;save ax 
push si save si 
mov ax, 0 jprinter 0 
mov si,ax suse si as pointer 
prti: mov ah,0 pprint a character 
mov al, [si] ;get a character 
cmp al,‘$' yend of string? 
je prt2 ryes - exit 
int 17h print BIOS call 
inc si pnext 
jmp prtl ;loop back 
prt2: pop si ;restore si 
pop dx j;restore ax 
ret ;return to caller 
prtmsg endp 


routine. Then, when the device driver is about to exit, restore the old stack. A call 
to switch2old is placed after setting the DONE bit of the Request Header Status 
word in the Common Exit section and before restoring the registers from the old 
stack. Listing 10-5 shows the two procedures switch2new and switch2old. 

In listing 10-5 you will see that interrupts are disabled when you switch 
stacks. This prevents an interrupt from interfering with your stack-changing 
operation. The new stack is 256 bytes in length, but this can be smaller depending 
on the device driver requirements. 


The Special Bit 
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The Special bit (4) of the Device Header Attribute word is indeed special. This bit 
signifies that the console device driver provides a fast way to output characters. 
There is little information on the use of this bit—in fact, it has been noted that 
the use of this feature may not be supported in future versions of DOS. 

This bit is significant only for console device drivers. If it is set, the device 
driver must set up interrupt 29h to point to a routine to output characters quickly. 
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Listing 10-5: The two procedures that allow a device driver to switch from 
the DOS stack to one of its own. The switch2new procedure switches from 
the DOS stack to a new one, and the switch2old procedure switches the stack 


back to the DOS stack. 





; 
7Define save area for old stack 


stack_ptr dw ? 


stack_seg dw ? 
newstack db 100h dup (?) 
newstacktop equ $-2 


i 


;switch to new stack 


i 
switch2new proc near 


and new stack 


;old stack pointer 
7old stack segment 


3256 bytes for new stack 
;top of new stack 


iswitch to new stack 
cli ;turn interrupts off 
mov es:stack_ptr,sp ;save old SP 
mov cs:stack,seg,ss ;save old SS 
mov ax,cs iget current segment 
mov SS,ax 7set stack segment 
mov sp,newstacktop ;set stack pointer 
sti re-enable interrupts 
ret rreturn to caller 

switch2new endp 7 


switch back to old stack 


switch2old proc near Switch back to old stack 
eli jturn interrupts off 
mov ss,cs:stack_seg ;restore old SS 
mov sp,cs:stack_ptr ;restore old SP 
sti jre-enable interrupts 
ret return to caller 
switch2old endp ; 





Normally, DOS inspects each character input from the keyboard for aCONTROL- 
C (this is often called cooked mode; when fast console output is desired, the 
character stream is not checked, which is known as raw mode). Programs use 
this raw-mode output by calling the DOS I/O Control service (44h) with bit 5 of 


the DX register set. 


Because the device driver is responsible for setting up interrupt 29h, it is 
clear that there should only be one such Special bit set in any device driver. 
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Listing 10-6: The code for interrupt 29h. The code initializing the interrupt 
29h is added to the Initialization command. 





;code to perform fast console I/O 


int29h: 


sti ;re-enable interrupts 
push ax jsave ax 

push bx psave bx 

mov bl,07h ;white on black attribute 
mov ah,OFh ;Write character as TTY 
int 10h ;Video BIOS interrupt 

pop bx restore bx 

pop ax jrestore ax 

iret jinterrupt return 


;initialize the interrupt vector for 29h 
j;points to the routine labelled int29h 


set2gh: 


mov bx, OA4hH jaddress of int 29h 
lea ax, int29h joffset address (int29h) 
mov [bx] ,ax set int 29h offset 
mov [bx+2],cs ;set int 29h segment 





Listing 10-6 shows the code for implementing interrupt 29h. This is neces- 
sary only if the Special bit (4) is set in the Device Header Attribute word, The 
code to initialize the 29h interrupt is added to the Initialization command. 


Machine Incompatibilities 
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Most PCs available today are IBM PCs or compatibles. What this means is that 
the ROM BIOS routines work in a standard way. The device drivers presented 
in this book will work on this class of machines. 

However, you may have an older machine that is not compatible with the 
IBM PC. These machines have ROM-based BIOS routines that are different from 
those found in IBM-PC compatibles. In general, these machines have the same 
ROM-based routines, but the interrupts are numbered differently. 

For the device drivers presented in this book to work properly on these 
machines, the BIOS interrupts have to be changed. This is a matter of getting a 
copy of the technical reference manual for your particular machine and finding 
the BIOS interrupts that are equivalent to those that were used in this book. 
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DOS Differences 


There is little difference between PC-DOS and MS-DOS. Provided that there are 
no BIOS differences, the device drivers written for one will work on the other. 
Device drivers written for one version of MS-DOS or PC-DOS will work on a 
higher-numbered version. This confirms the universality of DOS for device 
drivers. 


DOS Version Differences 


Writing device drivers that work across a range of DOS versions is an interesting 
topic to which we could devote another dozen chapters. In chapter 9, you saw that 
there are different numbers of commands for each version of DOS. If you write a 
device driver for one version, you can be reasonably sure that it will work in the 
next version of DOS. 

But what about writing device drivers that work across all the versions? A 
trade-off is involved in doing so. We write device drivers to provide a standard 
interface between DOS and the device we are controlling. This allows our device 
to be used by any program, provided the device has been opened. Therein lies the 
problem: certain features from one version of DOS that are built into the device 
driver as part of our design may not work in another version. We should also 
consider building the device so that it works on all versions of DOS. 

Making the device driver work under all versions of DOS is well worth the 
effort. To accomplish this, there are two considerations. 

First, each version of DOS supports a different number of commands. Each 
DOS version since 2.0 has added device driver commands. You need to check that 
the device driver receives only the commands allowed under a particular version 
of DOS. This is shown in table 10-2. Listing 10-7 shows the procedure to be called 
from the Initialization command to check for the highest-numbered command 


Ne 
DOS Version Highest Command Number 





2 12 
3.0 16 
3.20 24 
5.0 25 





Table 10-2: The highest command number for each version of DOS. 
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Listing 10-7: This procedure, which is called from the Initialization 
command, checks for the highest-numbered command for the DOS version 
being used. 





dosver proc near ;set command limit 

;This procedure is called from the Initialization 
;command processing code. The DOS version is retrieved 
jand the maximum command number is set in variable 
;cS:max_cmd. The INTERRUPT code uses the number contained 
jin cs:max,cmd to determine if an invalid command number 
jhas been passed to the device driver. 


push ax 7Save ax 
push Cx ;save cx 
mov ah,30h ;Get DOS version 
int 21h 7DOS service call 
;DOS returns major version (2,3) in al and 
: minor version (10,11,20) in ah 
cmp al,2 ;Version 2? 
jne * ver3 jmo - assume three 
mov cl,12 313 commands for DOS 2 
jmp vers store it 
ver3: cmp al,3 ;Version 3? 
jne ver4 jmno ~ check for 4/5 
cmp ah, 20 ;Version 3.20? 
je ver320 ives 
mov cl,16 717 commands for DOS 3, 3.1 
jmp ver5 store it 
ver320: mov cl,24 725 commands for DOS 3.20 
jmp ver5 ystore it 
ver4: cmp al,5 ;Version 5.0? 
jne ver320 725 commands for DOS 4.xXx 
mov e1,25 ;26 commands for DOS 5.0 
ver5: mov es:max_omd, cl ;save command limit 
pop Cx prestore cx 
pop ax ;restore ax 
ret jreturn to caller 
dosver endp ;end of dosver 





allowed. Listing 10-8 shows the code for the INTERRUPT routine to check each 
command to ensure that it does not exceed the highest-numbered command 
allowed for the DOS version running. 

We come now to the second consideration in making device drivers work on 
all versions of DOS. How do we notify DOS that our device driver is capable of 
handling the extra commands that are available with later versions of DOS? 
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Listing 10-8: The two lines that are added to the INTERRUPT procedure 
when command-checking is required are shown in bold face. The variable 
es:max_emd is set by the procedure dosver, which is called from the 
Initialization command. 





ORR OI ICR RCI RRR CR OR ICR ICR RR I ICI ICI ICR ICI RCI ICI CR ICICI ICI ICR ICR I I I Ie eH eH 


i THE INTERRUPT PROCEDURE * 


TCT eC eC eCC CC CCCCC CC CCE CE CeCe Cee eS Cee ee ee ee eee eee er 
i 


;device interrupt handler - 2nd call from DOS 


dev_interrupt: 


cld ;save machine state on entry 

push ds 

push es 

push ax 

push bx 

push cx 

push ax 

push di 

push si 

mov ax,cs:rh_seg yrestore ES as saved by STRATEGY call 
mov es,ax ; 

mov bx,cs:xrh_ofs jrestore BX as saved by STRATEGY call 


;jump to appropriate routine to process command 


mov al,es: [bx] .rh_cmd get request header command 

emp al,cs:max_cmd jis command number too large? 

ja unknown 7yes ~- set error and exit 

rol al,1 jtimes 2 for index into word table 
lea di,cmdtab ;function (command) table address 
mov ah,0 ;clear hi order 

add di,ax jadd the index to start of table 
jmp word ptr[di] jump indirect 





We take an unorthodox approach. Recall that chapter 5’s printer device 
driver had two Device Headers: one for version 2.0 and one for version 3.0 or 
greater. The only difference was that the Attribute bit (13) for Output Til Busy 
was set for version 3.0. You can build a device driver with code for all the 
commands but leave the Device Header Attribute word set for version 2.0, Then, 
when your driver is running under version 3.0 or greater, set the appropriate 
Device Header Attribute bits in the Initialization command to allow DOS to 
access the extra commands. 
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Listing 10-9: The procedure setatt, which sets the Device Header Attribute 
bits. This procedure will set certain Attribute bits if they are available for 
the particular version of DOS. This procedure is called from the 
Initialization command. 





setatt proc near pset Attribute word 

? 

;This procedure is called from the Initialization 
;command processing code. The Device Header Attribute 
;bits are set depending on the DOS version. Bits which 
jare version dependent: 


;type bit Description DOS 
;char 13 Output Til Busy 3+ 
jboth 11 Open/Close/Removable Media 3+ 
tblock 6 Get/Set Logical Device 3.20 
jblock 0 Generic I/O Control 3.20 

push ax psave ax 

push cx ;save cx 

mov ah, 30h 7Get DOS version 

int 21h ;DOS service call 


;DOS returns 


major version (2,3) in al and 


; minor version (10,11,20) in ah 


cmp al,2 ;Version 2? 

je atts yyes - exit with no bits set 

mov’ ox,cs:attribute ;get Attribute word 

emp ah, 20 jversion 3.20? 

jb att3 jless than 3,20 

test cx, 8000h jtest for char device (bit 15 

jnz att3 iyes - don’t set 6 or 0 

or ex, 0040h pset bit 6 (Get/Set Logical Device) 

or cx,0001h set bit 0 (Generic I/O Control) 
att3: or cx, 0800h jset bit 11 (Open/Close/Removable) 

test cx, 8000h ;test for char device (bit 15) 

jz atta jyno - don’t set bit 13 

or ex, 2000h ;set bit 13 (Output Til Busy) 
atta: mov cs:attribute,cx ;save new Attribute word 


atts: pop cx irestore cx 
pop ax ;restore ax 
ret return to caller 


setatt endp 


pend of setatt 





You can accomplish this with the procedure setatt shown in listing 10-9. This 
procedure will set the Device Header Attribute bits for the appropriate version 
of DOS. Note that those commands that are not applicable to a given device driver 
need not have the corresponding Attribute bits set; simply remove the OR 
instruction that sets the bit in the Device Header Attribute word. 
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DOS 5 DEVICEHIGH 


DOS 5 added many new features. The most significant one from the standpoint 
of device drivers is the ability to load device drivers into the area between 640K. 
and 1Mb. This area, named Upper Memory Blocks (UMBs), is normally reserved 
for use by I/O cards that need to map their ROM code into this area, Two examples 
of such I/O cards are VGA graphics adapters and Local Area Network adapters 
that load ROM code into this UMB area. 

Within this UMB area, any memory locations not used by ROM code are 
normally left empty and thus wasted. In order to use these holes in the UMB 
area, you will need a PC with an 80386 (or higher) processor and the DOS-sup- 
plied program, EMM386.SYS. This program uses special instructions and fea- 
tures of the 80386 to fill the empty ROM holes with RAM memory for the purpose 
of loading programs. 

Device drivers may be loaded into this UMB area by using the special 
CONFIG.SYS command, DEVICEHIGH, in place of the usual DEVICE com- 
mand, This tells DOS to load the device driver into the UMB area rather than 
into low DOS memory (memory below the 640K boundary). Do note that the 
LOADHIGH command instructs DOS to load Terminate-and-Stay-Resident 
(TSR) programs into this same UMB area. 

There are some considerations when using the new DEVICEHIGH com- 
mand. If there are two 64K holes in the UMB area and your device driver is 70K 
in size, DOS cannot load your device driver because the memory locations are not 
contiguous and DOS cannot make them contiguous. Instead, DOS loads your 
device driver into low memory when there is insufficient contiguous space in the 
UMB area. 

Another consideration to be aware of is that DOS makes certain assump- 
tions about your device driver. DOS assumes that the size of your device driver 
file is the amount of memory that it will occupy in memory. If your driver uses 
more memory after loading (an example of this is the RAM disk device driver) 
and fails because there isn’t enough space in the current UMB hole, then DOS 
will not automatically load it into low DOS memory. 

The only programming consideration that needs to be taken into account in 
your device driver is that the Break Address is now dual purpose. Earlier versions 
of DOS required that you set the Break Address to point to the end location of 
your device driver, For DOS 5, the Break Address will contain, upon entry to your 
device driver during the Initialization command, the highest address your device 
driver can use. You must still return the end address of your device driver in the 
Break Address. However, you can use more memory than the size of your device 
driver file (remember that it’s a memory image!), but you cannot use more than 
the Break Address originally contained. In short, you are limited to the size of 
the current UMB where your device driver is being loaded. Should you need more 
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space than is available in the current UMB and wish to abort the loading of your 
device driver, set the Break Address to the address of the Device Header. This 
tells DOS that you are not using the UMB. DOS, however, will not make an 
attempt to load your device driver in low memory should it fail to load in the UMB 
area. You have two choices at this point. The first is to rearrange the 
DEVICEHIGH commands so that this particular device driver will load at the 
beginning of another UMB area that has enough memory. The second choice is 
to have this particular device driver load into low DOS memory by replacing the 
DEVICEHIGH command with the more normal DEVICE command. (You may 
need to provide appropriate instructions for the driver’s user). 

Your device driver, if it’s to work in either low DOS or UMB memory, should 
not assume it will be loaded in the first 64K segment along with DOS. Also, the 
test to ensure that your driver fits within the UMB area passed in the Break 
Address should be made only after you have checked that the DOS version is 5 
or higher. For earlier DOS versions, the value in the Break Address passed to 
your driver is meaningless and should not be used. 


Summary 


In this chapter, we have covered almost every practical aspect of writing and 
debugging device drivers, from prototyping programs to imbedded dump routines 
to trace our arrivals and exits from the device driver. All of these routines help 
us solve the problems that are unique to device drivers. 

The next chapter will focus on two advanced topics, CD-ROM extensions to 
the standard device driver and writing device drivers in C. 


Questions 
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1. Inlisting 10-2, why is there only one call to hex2asc to convert the segment 
address? Shouldn’t there be another call to convert the offset address? 


If a device driver is not loaded by DOS, what should be done? 


Is it necessary to implement the Special bit of the Device Header 
Attribute word in a console device driver? 


4. Ifa device driver is loaded into memory but does not seem to work, what 
should be done? 


Answers may be found in appendix F. 


Chapter 11 


Advanced Topics 


CD-ROM Devices 

Writing Device Drivers in C 
The C Device Driver Toolbox 
The Printer Device Driver in C 












Advanced Topics 


L this chapter we will look at two advanced topics, device-driver exten- 
sions for CD-ROM devices and writing device drivers in C. 

CD-ROMs are becoming more popular in the PC world and represent new 
technology even for PCs. The capabilities of CD-ROM devices extend beyond those 
of existing peripherals and require modifications to standard device drivers. We 
will take an in-depth look at the extensions required to support CD-ROM devices. 

The concept of writing device drivers using a higher-level language such as 
C is not only intriguing but is also a natural and logical extension for this book. 
However, it is not without problems. We will look at the obstacles in writing 
device drivers using C and present a toolbox of code for you to use. The toolbox 
includes an assembly language front-end program that contains the Device 
Header, the Strategy, and Interrupt routines. Completing the toolbox is a file of 
C routines, one for each device-driver command. This framework gives you the 
ability to write all of your device-driver code in C. 


CD-ROM Devices 


CD-ROMs are marvelous devices. They offer up to 660Mb of video, audio, and 
text data. Refer to appendix E for a detailed look at CD-ROM devices. Using the 
existing manufacturing technology of their audio compact disk sister, CD-ROMs 
have a low cost for such massive amounts of data storage. CD-ROMs extend the 
capabilities of the PC in many ways. At present, encyclopedias are routinely 
stored on a single CD-ROM. Today’s applications use CD-ROM to store pictures, 
text, and sound. 

Future applications will use CD-ROM’s video and audio capabilities to 
provide environments totally unlike those available today. Games will seem 
much more lifelike using real images and recorded stereo sounds. Tomorrow’s 
multimedia applications will certainly take advantage of the CD-ROM’s tremen- 
dous audio and video capabilities. 
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CD-ROMs are different from other PC peripheral devices in important ways. 
We will look at these differences in the context of device-driver requirements. 


CD-ROM Device Requirements 


You might expect that standard block device drivers would be able to handle 
CD-ROMs because they are disks. Like disks, CD-ROM data is organized in 
sectors (of 2048 bytes) and data is transferred in blocks of one or more sectors. 
The media is removable, and several CD-ROM units can be attached to a single 
controller and used with the same PC. Data is stored in files and tracked by a 
directory structure. 

However, 660Mb of data is a lot more storage than DOS is used to handling 
(512Mb per disk). Many of the block device parameters, such as the number of 
FAT sectors, cannot handle numbers beyond 16 bits (i.e., 65,535). Also, unlike 
normal magnetically recorded disks, CD-ROMs cannot be written to. (It should 
be noted that there are CD-ROM-like devices available that offer a Write-Once- 
Read-Many (WORM) capability as well as devices with unlimited read/write 
capability, but CD-ROMs are Read-only.) Thus, there’s no need to provide a File 
Allocation Table (FAT) to record cluster usage. 

Because CD-ROMs are slower than normal magnetic disks, directories are 
not placed at the beginning of the disk. Instead, they are located close to files that 
are frequently accessed to minimize the time spent moving the read head 
mechanism. In addition, the directory structure of CD-ROMs is different from 
that of ordinary disks. CD-ROM directories contain more information regarding 
the data stored on the disk. 

Like character devices, CD-ROMs can be assigned a name for use by DOS 
and DOS programs. This is different from the usual DOS practice of assigning a 
drive letter (for example, C:) to each disk unit. 

Thus, although CD-ROM devices have similar characteristics to block (and 
character) devices, they are sufficiently different from normal block devices that 
a standard block device driver cannot be used to control a CD-ROM device. 


The CD-ROM Device Driver 


The CD-ROM device driver is a hybrid, that is, it combines both a character device 
driver and a block device driver. Essentially, it is a character device driver with 
extensions to handle the specific CD-ROM features. 

The Device Header for a CD-ROM device driver is shown in listing 11-1. 

The first four fields are the same found in all device drivers. The device 
attribute denotes a character device driver with I/O Control (IOCTL) supported 
as well as Open/Close/Removable Media. The device name is initialized with a 
name that you choose. Or you may allow a user to specify a name in the device 
command of the CONFIG.SYS file. The field after the device name is reserved. 
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Listing 11-1: The code for a typical CD-ROM Device Header. 


OIRO OIG IO ROIS ICR UCI OICI IOI IORI ISI I IO III ICI I III IOI IOI II IOI RII I HEH 
; 


jae CD-ROM DEVICE HEADER * 
sR RR RRR RK RKO RO RR Rk kk kk kkk RK RR RR RR RR KR RR RRR RR RR KK RRR RK 
next_dev dd -1 jno other drivers 
attribute dw ocs00h bit 15 - char device 


ibit 14 - I/O Control 
;bit 11 ~ Open/Close/ 
Removable Media 


strategy dw dev_strategy ;strategy address 
interrupt dw dev_interrupt jinterrupt address 
dev_name db *CDROM t yname for CD ROM device 
reserved dw 0 reserved 

drive ~ db 0 drive letter 

units db 1 ;number of CD ROM units 





The second new field is the drive letter field and is set to 0. The last field is the 
units field, which specifies the number of CD-ROM drives attached. This number 
is 1 or greater. During actual operations, the CD-ROM device name plus the drive 
letter supplied in the second new field fully describes which of the subunits, if 
there are several CD-ROM drives, is in use. 

The CD-ROM device driver commands are listed in table 11-1. Because the 
CD-ROM device driver is classified as a character driver, the customary com- 
mands for disks (Media Check, Get BPB, and Removable Media) are not im- 
plemented. The Output and Output With Verify commands are also not 
implemented due to the Read-only nature of CD-ROMs. 

You will also notice that the Input command is not used. This is not a 
mistake! Instead of using the Input command to retrieve data from the CD-ROM, 
V/O Control and extended commands are used for this purpose. This was a design 
decision made by Microsoft in their CD-ROM extensions for MS-DOS. 

In addition to the commands you are familiar with, CD-ROM device drivers 
have six additional commands, numbered from 128 through 133. These com- 
mands have been created to address the enhanced capabilities of CD-ROM 
devices. 


Command 128 (Read Long) is used in place of the normal Read command to 
input data from the CD-ROM device. The Request Header for this command is 
shown in listing 11-2, The Read Long command is a result of the Input 
command’s inability to specify a large enough sector number for the CD-ROM’s 
660Mb capacity. CD-ROMs were available before DOS versions 4 and 5 solved 
this particular problem, which meant that a special Read command had to be 
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re 





number Command Description 
0 Initialization 
3 IOCTL Input 
7 Input Flush 
12 IOCTL Output 
18 Device Open 
14 Device Close 
128 Read Long 
129 Reserved 
130 Read Long Prefetch. 
181 Seek 
182 Play 
1383 Stop Play 


i 


Table 11-1: CD-ROM Device Interrupt commands. This table show the 
list of commands that are applicable to CD-ROM device drivers. Note 
that commands 128 through 133 are unique to CD-ROMs. 


implemented. Thus, the starting sector number, rh128_start, is a double word 
that will easily handle the more than 300,000 sectors of a CD-ROM disk. Most 
CD-ROMs today are based on the technology developed by Sony and Philips, 
which was formalized in a set of standards called the High Sierra Group format. 


Listing 11-2: The Request Header for the Read Long command. 


rvhi28 

rhl28_rh 
vh128_adr_mode 
rhi28_buf_ofs 


rhi28_buf_seg 


rhi28_count 
rhl28_start 
rhi28_rmode 


rh128_isize 
rhi28_iskip 
rhi28 


;Read Long (command 128) 


size rh dup(?) ;fixed portion 

? ;0 for HSG CD ROM type 

2 ;offset address of 
jdata transfer area 

? ;segment address of 
;data transfer area 

2 ;sector count 

? ;starting sector 

. jread mode O=cooked 
} l=raw 

2 interleave size 

7 jinterleave skip factor 
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Listing 11-3: The Request Header for the Seek command. 





rhi31 struc Seek (command 131) 
rhi31_oxrh dib size rh dup(?) ;fixed portion 
vhi31_adr_mode db ? 70 for HSG CD ROM type 
rhi31_buf_ofs dw 2 roffset address of 
idata transfer area 
rhi31_buf_seg dw ? ;segment address of 
jdata transfer area 
rhi131_count dw ? ;sector count 
rhi3il_ustart dd ? ;starting sector 
rh131 ends ; 





CD-ROMs that are in this format are indicated by a 0 in the address mode field, 
rh128_adr_mode. The read mode is specified by the variable rh 128_rmode, which 
is either cooked (to retrieve the actual 2K of user data in the sector) or raw (to 
retrieve the entire sector of actual data plus the 304 bytes of overhead). The 
interleave fields, rh128_isize and rh128_iskip, are not currently in use. 


Command 129 is reserved for future use. 


Command 130 (Read Long Prefetch) is a command sent to the device driver 
to position the CD-ROM heads to the next anticipated position. This attempts to 
minimize the time required to retrieve sectors for the next read request. This 
command shares the same Request Header as Read Long. 


Command 181 is the Seek command and is used to position the CD-ROM's 
read head to a designated location on the disk. The Request Header for this 
command is shown in listing 11-3. 


Commands 182 (Play) and 133 (Stop Play) are used in CD-ROM drives 
that have audio capability to start and stop the playing of the audio portion of 
the CD-ROM. These commands do not pass data to or from the CD-ROM and do 
not have Request Headers. The device driver simply signals the CD-ROM drive 
to play audio when command 132 is received and to stop when command 133 is 
received. 


Writing CD-ROM Device Drivers 


CD-ROM device drivers implement the commands as listed in table 11-1. The 
only additional information required deals with the IOCTL subcommands. Table 
11-2 describes the IOCTL Input commands. Table 11-3 describes the IOCTL 
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Value Description 





Return the Device Header address 
Return the location of the read head 
Reserved 

Return error statistics on the drive 
Return audio channel information 
Read drive directly 

Return device status 

Return the sector size in bytes 
Return the volume size 

Media changed 

10 Get audio disk information 

11 Get audio track information 

12 Get audio Q-channel information 
18 Get audio sub-channel information 
14 Get UPC code 

15 Get audio status 

16-255 Reserved 


WCBNAHBHBAAWNHH OS 





Table 11-2: This table describes the subcommands for IOCTL Input 
(command 3). 


Output commands. For both JOCTL Input and IOCTL Output commands, the 

subcommand value is contained in the first byte of the data transfer area. 
Expanding your knowledge of device drivers to handle new devices such as 

CD-ROMs seems to be straightforward. Nevertheless, as devices become more 





Value Description 





Eject the disk 
Lock/unlock the drive door 
Reset the drive 
Set audio channel control 
Write control string to drive 
Close the drive tray 

255 Reserved 


aQrhraonre 





Table 11-3: This table describes the subcommands for IOCTL Output 
(command 12). 
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complicated, writing and maintaining device drivers in assembly language be- 
comes more problematic. One solution to the problem of growing complexity is to 
move to a higher-level language, that is, a language that takes care of more of 
the details of operations, thus freeing you to concentrate on the overall steps of 
processing. 


Writing Device Drivers in C 


Once you have written a device driver in assembly language and spent many 
hours inspecting each and every instruction to insure that the code is doing 
everything you want it to do, the idea of using a higher-level language to write 
device drivers is not only logical but very appealing. 


Advantages of Higher-level Languages 


Writing device drivers in a language such as C solves a number of problems that 
every programmer faces with assembly language. With assembly language, we 
must spend considerable time making sure that the registers contain the correct 
information. We also expend a lot of effort reinventing the wheel every time we 
need a routine to convert numbers from one base to another, or to add numbers 
larger than can be contained in a single register. We constantly need to worry 
about the order of registers pushed and popped on the stack. It is certainly a lot 
of effort to write in assembly language. 

Writing programs in a higher-level language frees us from the tedium of 
managing many small, but critical, details. We can concentrate on the algorithms 
needed for the task at hand. As an example, the clock device driver of chapter 6 
contained over 180 assembly language instructions for the Input and Output 
driver commands. Using C or any other higher-level language, it should not be 
more than 20 lines or so. Besides being easier to write, the compactness of the 
code makes it considerably easier to comprehend than several pages of assembly 
language. 

However, writing device drivers in a higher-level language is not without 
its drawbacks, In general, all things being equal, assembly language programs 
tend to be faster and smaller. Also, the main disadvantage to writing device 
drivers in a higher-level language is that device drivers are very hardware 
oriented and will require skills not normally associated with writing in the 
higher-level language. 

We will take a look at device driver requirements that a higher-level 
language needs to be able to address and specific skills needed to write device 
drivers in the C language. 


423 


Writing MS-DOS Device Drivers, Second Edition 


424 


Higher-level Languages and Device Driver 
Requirements 


The foremost requirement of a device driver is that the Device Header must be 
at the very beginning of the file and be first to be loaded into memory. This is 
unlike the case with most programs, where the program code is usually found at 
the beginning of the executable file. In addition, because device drivers are not 
normal DOS programs, they do not need to allocate space for the Program 
Segment Prefix (PSP) that precedes the program code. This forces the program 
code to load at an offset of 100 hex relative to the start of the executable file. 

There are two problems here. First, programs written in a higher-evel 
language such as C or Pascal do not have any control over where the code is 
loaded. During the linking phase, the linker decides where and how to load the 
program code and data as well as the stack and heap. Therefore, we must finda 
way to load the Device Header at the beginning of our device driver file. 

The second problem is that most C compilers by default will generate several 
segments worth of program code and data. There will be different segments for 
code, data, and the stack. We will need to order these into the same single 
segment. By combining all segments into a single segment, we can minimize the 
amount of memory used and eliminate the need to use far references, which are 
slower in execution. : 

Next, we will look at using C to write device drivers. First we will consider 
the C areas of expertise required and then look at the programming barriers that 
need to be overcome before we can write device drivers in C. 


C Expertise Required 


By their very nature, device drivers require more programming expertise than 
other, more “normal” types of programs. Pointers are used to access data that 
resides outside the device driver program — typically to pass data back and forth 
to DOS. Structs are used to define the Request Headers specific to each device 
driver command. Of course, pointers are used to reference structs and struct 
members. 

The segmented Intel processor architecture forces the use of memory models 
in C compilers for the PC. These memory models define the range and size of 
programs. Both Microsoft and Borland’s C compilers support six memory models: 
tiny (one 64K segment for both code and data), small (one 64K code segment and 
one 64K data segment), compact (one 64K code segment and one or more 64K 
data segments), medium (one 64K data segment and one or more 64K code 
segments), large (one or more 64K segments for either code or data), and huge 
(same as large but a data item in the data segment may be as large as a 64K 
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segment). Device drivers are usually built as tiny or small model programs. These 
use near references for both code and data since they reside in the same segment. 

However, not only is there is a need to understand memory models in terms 
of the code generated, but you also need to master the techniques used in referring 
to data objects outside of the iramediate memory segment: the far keyword is 
often required to complete the memory reference. Thus, each time you read or 
write data may require inspecting the data item to see if it’s a near or a far 
reference. 

Lastly, understanding the assembly language interface is important in 
several areas. This first becomes apparent when mixing assembly-language 
modules with C modules. In this case, the C compiler being used will define the 
interface between the modules in terms of the parameters passed on the stack. 
Second, accessing the PC’s interrupts means using the C compiler’s interrupt 
function (geninterrupt for Borland Turbo C, int86 for Microsoft C) and under- 
standing the use of registers to pass data back and forth. When you use in-line 
assembly language within a C program you will need to understand how to access 
C variables using assembly language. 

To summarize, writing device drivers in C means understanding the assem- 
bly language requirements of device drivers as well as understanding numerous 
advanced features of the C language. 


C Programming Barriers 


The first barrier to writing device drivers in C is that you must be extremely 
careful when using C library calls in your program. Many library calls translate 
to DOS calls which, when executed from a driver, would crash DOS because DOS 
is not re-entrant. One useful trick is to avoid the runtime functions that require 
the use of either stdio.h or dos.h header files. Do check your compiler documen- 
tation to be absolutely sure. 

The second barrier that C needs to overcome is the problem of the stack. 
There’s not a lot of space on the default stack that is active when control is passed 
to a device driver; there is only enough room for about 20 pushes. This may not 
be enough stack space for passing large amounts of data from one routine to 
another, or when there is frequent nesting of routine calls. Another use of the 
already small stack by C programs is for local variables used by each routine. 

There are two solutions for the small DOS stack problem: The first solution 
is to live with the existing stack by minimizing the use of the stack. Variables are 
made global, which eliminates the need to pass data between routines. This also 
means that no local variables are used unless absolutely necessary. However, large 
numbers of global variables is generally regarded as poor programming practice. 


425 


Writing MS-DOS Device Drivers, Second Edition 


The second (and better) solution is to switch to a larger stack upon entry to 
the device driver and before calling any C routines. This solution gives you the 
ability to control stack usage; you can declare a large enough stack for the 
worst-case usage of local variables as well as nested routine calls. 


The C Device Driver Toolbox 
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The C Device Driver toolbox we present here is based on an assembly language 
front-end that calls C routines for each device driver command. This design is a 
result of three major requirements. The first requirement is to separate the 
assembly-oriented device driver details into its own module. The second require- 
ment is to allow the C modules the ability to concentrate only on providing driver 
command control. The third requirement is to provide a nonrestrictive environ- 
ment for the C driver modules. This last requirement means that a sufficiently 
large stack would be provided so that normal C programming practices need not 
worry about insufficient stack space. 

‘As shown in figure 11-1, the C Device Driver consists of three files: 
DRIVER.ASM is the assembly language front-end that meets the device driver 
requirements by providing the Device Header, the Strategy routine, the Interrupt 
routine, and the setup for command processing. The second file is the C header 
file, DRIVER.H, which contains the defines and structs for the C portion of the 
device driver. The third file is CDRIVER.C, which is the C program that contains 
a C routine for each device driver command. 

We will now take an in-depth look at each of these files. 


DRIVER.ASM 


DRIVER.ASM is shown in listing 11-4. We start with the group directive that 
groups the segments _DATA, CONST, _BSS, and _TEXT under the name 
DGROUP. This directive is quite important for a number of reasons. Normally, 
C programs contain code and data segments in the following order: _TEXT 
(contains code), _DATA (contains uninitialized global data, initialized global 
data, initialized static data), CONST (contains read-only constants), and _BSS 
(contains uninitialized static data). However, with a device driver we need to 
place the _DATA segment first in order to have the Device Header at the 
beginning of the file. Therefore, we use the group command to order the segments 
with the DATA segment first. We also need to have the initialization code placed 
at the end of the file. This allows the device driver initialization code to specify a 
Break Address at the code that we use only once. Thus, the code in the TEXT 
segment is specified last to place the code at the end of the file with the 
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DRIVER.ASM CDRIVER.C DRIVER.H 
i #defi 
Device Header mediacheck el ine 

getopb ; 
typedef 
STRATEGY : i 
getdevice 
setdevice 
INTERRUPT ioctlquery 
init 
Assembler Code C routines C defines 
structs 
typedefs 


Figure 11-1: The three files of the C Device Driver toolbox. 





Listing 11-4: The assembly language front-end for the C Device Driver. 





page 60,132 
title Assembler Device Driver 


DIDI OICI I GIEIOIGICI ICICI GISICIGIOISICIOIGISISIGISIGIIOIGICI GIGI CIOICI CI ICI CICK CI III TCI I HO A Hk 


ek 
? 


* 


This is an assembler device driver front~end for ¢C ba 
* 


Each command will be processed by a C routine " 


[ORIG OIC I ICI ICICI I ICI ICICI ICICI III ICICI OICIOIGI ICICI CIGICIGICICIGIOI GIGI GI HC tok ke dees 


DGROUP group ~DATA, CONST, 


DATA 


FCRIII ORCC ICICI ICICI ICICI ICICI IOIOICICI IOI ICICI ICICI TOCHIGI IOI IOI I TCA ACA A AI Ak: 


INSTRUCTING THE ASSEMBLER 


* 
* 
We need the DATA first in order to have * 
the Device Header at the beginning of the file. * 
Therefore, we use the group command to order the sy 
segments with _DATA first. * 

* 

* 


TCI IO OR CRO TOI CGI FOI ICIC ICI ROIS IIIS IOI IOI II ICICI TEACH HOI DO dO a ak ok ek ie 


BSS, _.TEXT tlinker order 


segment word public ‘DATA’ 
assume ds:DGROUP 
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Listing 11-4: (cont.) 





CIR I RFR RI RR RR IR RI eA CHEE a eH 


it DEVICE HEADER REQUIRED BY DOS + 


CIO AICI I IOI I TCR RCI ICI TR FCCC RIOR TICK eR FIC ee ek 


public _deviceheader ;C accessible 

org 0 ;relative location 0 
_deviceheader label word ;device header label 
next_dev dd -1 jno next device driver 
attribute dw Oe000h ;char, ioctl, o/p busy 
strategy dw DGROUP:_strategy strategy address 
interrupt dw DGROUP:_interrupt ;interrupt address 
dev_name db ‘SAMPLE ’ jmame of device 


SOROS GRIGIO ICO III IO CR CR ICR IO RII IIRC IO IIR IK 
i 
me REQUEST HEADER a 


WOOO GG RGGI ICI II GIOI IOI ICR OIRO II ICI ICICI III ICA ICICI III ICICI ra aC 


public _rhptr ;Make Request Header 
jpointer C accessible 


_rhptr equ S ;Request Header 
rh_ofs aw ? ; offset address 
rh_seg dw ? } segment address 


WOOO IOI RII GOI IO IOI OIG IR IGOR IOI IGIGI OGIO AUK tok 
i 


pe NEW STACK DEFINITIONS * 


RRR RR RRR RRR CR RTE IIHT IOI RR BR RRR EIR 


stack_ptr aw ? jold stack pointer 
stack_seg dw ? j;old stack segment 
newstack db 100h dup (?) jnew stack defined here 
newstacktop label word ;top of new stack 
_DATA ends 


CONST segment word public ‘CONST’ 
assume ds:DGROUP 
CONST ends 


BSS segment word public ‘BSS’ 
assume ds:DGROUP 
BSS ends 


TEXT segment word public ‘CODE’ 
assume cs:DGROUP,ds:DGROUP 


LOO RIG IOI RG GIG ICI IRGC IOI I IIR ROI RIOR KOCK ak ie 
ve THE STRATEGY PROCEDURE * 


LOGI III ICI ICICI IOI IOI II OIG ICR ICI IOIGIIGI OIC OICI ICI ISIS IOI I ICR ak 


public _strategy ;externally accessible 
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| 
| 
| Advanced Topics | 


| strategy proc far salso C referenceable 


i mov cs:rh_seg,es ;Save segment address 
i mov cs:rh_ofs,bx ;save offset address 
| ret jreturn to DOS 
_strategy endp 


FRR I IR IR RR IR ICICI ROI IC IC ROI ROI RG ROI IOI IO III GI HIGH I de dee tee 


ise THE INTERRUPT PROCEDURE * 


| ORCC ICICI I IR II FORO RCI RGGI IRGC ICI I TOI CA ICICI I AIRC H CHOI ICID I I AGE HH kok 





public _interrupt ;externally accessible 
_interrupt proc far talso C referenceable | 


isave machine state on entry 


| cld | 
| push ds j 
i push es : 
| push ax | 
| push bx | 
| push Cx | 

push dx | 
| push ai i 
| push si i 
| switch to new and larger stack for ¢ use 

cli turn interrupts off 

mov cs:stack_ptr,sp ;save old stack ptr 

mov es:stack_seg,ss ;save old stack seg reg 

mov ax,cs iget current segment 

mov SS,ax 7set stack segment 

mov sp,newstacktop iset stack pointer 

sti re-enable interrupts 

mov ax,cs:rh_seg ;restore ES saved by 

mov e@S,ax ; STRATEGY call 

mov bx,cs:rh_ofs isame for BX 








;jump to appropriate routine to process command 


| 
Mov al,es: [bx] +2 ;get req hdr command | 


rol al,1 ;x2 for word table index 

lea di,cmdtab icommand table address 

mov ah, 0 ;clear hi order 

add di,ax add index to table start 
call word ptr[di] recall C routine : 
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Listing 11-4: (cont.) 





note that the return from the C routine does not require 
jus to extract any returned arguments nor function value 


;switch back to old stack 


eli 
mov 
mov 
sti 


ss,cs:stack_seg 
sp,cs:stack_ptr 


restore registers and exit back to DOS 


pop 
pop 
pop 
pop 
pop 
pop 
pop 
pop 
ret 


si 
dai 
ax 
cx 
bx 
ax 
es 
ds 


jturn interrupts off 
yrestore old SS 
j;restore old SP 
j;re-enable interrupts 


j;return to DOS 


;the following are the C routines to process each 
;device driver command. Note that the leading underscore 
jis required for C access. 


EXTRN 
EXTRN 
BXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
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winit:near 
_mediacheck:near 
_getbpb:inear 
_ioctlinput :near 
_input :near 
_ndinput :near 
_inputstatus:near 
_inputflush:near 
_output :near 
_outputveri fy :near 
_outputstatus :near 
_output flush:near 
_ioctloutput:near 
_deviceopen:near 
_deviceclose:near 
_removeable :near 
_outputbusy :near 
_badcommand:near 
_genericioctli:near 
_getdevice:near 
_wsetdevice:near 
_ioctlquery :near 


| 
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Listing 11-4: (eont.) 





;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
;the appropriate command processing routine. 


CMDTAB label 
dw 
dw 
aw 
aw 
aw 
aw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
aw 
aw 
aw 
dw 
dw 
dw 
dw 
dw 
dw 


_interrupt 


i 
i 


word 
DGROUP:_init 
DGROUP :_mediacheck 
DGROUP:_getbpb 
DGROUP:_ioctlinput 
DGROUP:_input 
DGROUP:_ndinput 
DGROUP:_inputstatus 
DGROUP:_inputflush 
DGROUP:_output 
DGROUP:_outputverify 
DGROUP:_outputstatus 
DGROUP:_outputflush 
DGROUP:_ioctloutput 
DGROUP:_deviceopen 
DGROUP: .deviceclose 
DGROUP:_removeable 
DGROUP:,outputbusy 
DGROUP: _badcommand 
DGROUP:_badcommand 
DGROUP:_.genericioctl 
DGROUP:_badcommand 
DGROUP :_badcommand 
DGROUP :_,badcommand 
DGROUP:_getdevice 
DGROUP:_setdevice 
DGROUP:_ioctlquery 









endp 


;* = char devices only 


} initialization 

; media check (block) 
3 build bpb 

: doctl in 


i; input (read) 

7*nd imput no wait 
;*input status 

;*input flush 

; output (write) 

; Output (write) verify 
;*output status 
;*output flush 

} doctl output 

; device open 

; device close 

; removeable media 
output til busy 

; undefined 

; undefined 

j; generic ioctl 
; undefined 

7; undefined 
7 

? 

; 

; 


undefined 

get logical device 
set logical device 
ioctl query 


;end of _interrupt 


SCR OI IR IGI I OICIOI OIG ICICI IIGICISIOR ICCC ICR ICI IC TOI OIG I I I I kk 


3 END OF PROGRAM 


* 


SOO IIR GIGI OR ORIG ICI IOCIOIGICIOIIOIGICGGIG CRICK CROCK ICR IO IOI IC 


i 


that’s all folks 


_TEXT ends 


end 
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DRIVER.ASM 
Device Header _DATA 
—DATA i ; 
A Device Header dlenea 
Cade : —TEXT 
INTERRUPT 
CONST Geode 
—BSS 
—TEXT STRATEGY CDRIVER.C 
Code . 
INTERRUPT mediacheck || —TEXT 
Code get bpb 
mediacheck 
get bpb 
‘ ioctlquery 
init 
wey DATA 
x 
EEN poner 
—B8SS 





Figure 11-2: Reordering segments for a device driver. 


discardable init code at the very end of the TEXT segment. The net effect of this 
directive is to specify the order of the segments for the linker. This is shown in 
figure 11-2. 

We start the .DATA segment with the Device Header declaration at location 
0. The public directive allows an external reference from an external program 
module. Note that an underscore is prefixed to the name. This allows access by 
C programs. 

The attribute and name fields of the Device Header will require change 
when you use the C device driver. The current attribute setting is a character 
device with both I/O Control and Output Til Busy supported. The name of the 
device is ‘SAMPLE ’. 

The Request Header is identical to versions used in earlier chapters. A far 
pointer, rhptr, points to the offset and segment address of the Request Header. 
It has been declared public andis the only data item the C driver module requires 
access to in this file. 
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At the end of the DATA segment we have the data items that store the old 
stack and the data area for the new stack. The new stack is 256 bytes in length, 
but if that’s not enough, you can increase the amount of space available. 

The next two segments are CONST and _BSS, which are declared here to 
specify that the DS segment register values are relative to the DGROUP group. 

The __TEXT segment is where we place the Strategy and Interrupt routines. 
Public directives to both routines allow external reference to them. This, as well 
as the public directive for the Device Header, is not required for normal device 
driver operations. It does allow C to access these items without a lot of extra work. 

The Interrupt routine has been modified to switch stacks as soon as the 
machine state has been saved and upon return from the C code that processes 
each device driver command. The new stack provides 256 bytes of stack space for 
the C code. This should allow more than enough stack space for variables and 
nesting routine calls. ; 

Just after the Interrupt exit code we have the EXTRN directives for each C 
device driver routine. There is one C routine for each of the 21 device driver 
commands. The five driver commands that are reserved but not used call one 
common C routine (badcommand) to return an error. 

The command table, CMUDTAB, has been modified slightly for the C Device 
Driver. Instead of containing the addresses of the assembler routines that 
process the device driver commands, each entry of CMDTAB now contains 
the address of the external C routine that performs the same function. 

When you use this program to build a device driver, you need to change the 
Device Header attribute and dev_name field. In addition, the commands that your 
new device driver does not process need to have the corresponding CMDTAB table 
entry point to __badcommand. This _badcommand routine will not do anything 
other than set the ERROR bit of the Request Header Status Word and load 
UNKNOWN COMMAND into the error number field. The alternative is to leave 
the command table as is and add this code to each unused C device driver routine. 
The first method is more work, but can save memory if you delete the unused C 
driver routines from the CDRIVER.C file. The second method is less error prone. 


DRIVER.H 


DRIVER.H is the header file for the C Device Driver and is shown in listing 11-5. 
It is a typical C header file in the sense that defines, structs, and typedefs are 
declared here. 

The defines set up the bit settings for the Request Header Status word and 
the various error codes. 

The first typedef is for the Device Header. It defines the structure of the 
Device Header if you wish to access it through the global name _deviceheader. 
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Listing 11-5: The C header file, Driver.h. 





define 
/* 


#define 
define 
define 
define 
define 
#define 
#define 
#define 
define 
define 
define 
#define 
#define 
#define 








/* 


typedef 


y* 


typedef 
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driver .h 
October 15, 1991 
R. Lai 


*/ 
*/ 


Defines for Request Header Status word ay 


ERROR 0x8000 
BUSY 0x0200 
DONE 0x0100 


Defines for Error Codes 


WRITEPROTECT 
UNKNOWNUNIT 
DRIVENOTREADY 
UNKNOWN 
CRCERROR 
BADRHLENGTH 
SEEKERROR 
UNKNOWNMEDIA 
SECTORNOTFOUND 
OUTOF PAPER 
WRITEFAULT 
READFAULT 
GENERALFAILURE 
INVALIDDISKCHANGE 


PPWRIRANPWNRO 
RPO 


led 
wn 


Device Header Structure 


struct device_header_struct { 


struct device header_struct far *nextdev; 
/* ptr to next dev hdr ey 


unsigned int attribute; /* 
void (*dev_strategy) (void); i 
void (*dev_interrupt) (void); /* 
unsigned char dev_name [8]; has 
} deviceheader_t; 


BIOS Parameter Block Structure 


struct bpb_struct_struct { 


unsigned int SS; /* 
unsigned char au; /* 
unsigned int rs; at 
unsigned char nf; /* 
unsigned int ds; /* 
unsigned int ts; /* 
unsigned char md; {* 
unsigned int fs; /* 
unsigned int st; /* 


unsigned int nh; LE 


device attribute */ 
strategy address */ 
interrupt address */ 
device name Myf: 


*/ 


sector size in bytes 
allocation unit size 
reserved (boot) sectors 
number of FATs 
directory size in files 
total sectors 

media descriptor 

FAT sectors 

sectors per track 
number of heads 
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Listing 11-5: (cont.) | 
a ae 


unsigned long hs; /* hidden sectors */ 

unsigned long 1s; /* large sector count */ 

+ bpb_t; | 
/* Request Header Structures Hf 





) 
t 

} 

i 

i 

i 

i 

I 

| typedef struct rhfixed_struct { 
{ 

| 

| 

| 





unsigned char len; /* Request Header length */ 
unsigned char unit; /* unit code */ 
unsigned char emd; /* device driver command H/: 
unsigned int status; /* @river returned status */ 
unsigned char res[8]; /* reserved */ 
) rh_t; | 
typedef struct rh_init struct { 
rht vh; /* fixed@ portion */ 
unsigned char nunits; /* number of units a7: 
char far *brkadr; /* break address */ 
bpb_t far **ppbtab; /* pointer to array of BPBs */ 
char drive; /* 1st available drive number */ 
} rhO_t; i 
typedef struct rh_media_check_struct { | 
rh_t rh; /* fixed portion */ 
unsigned char media; /* media descriptor */ i 
unsigned char md_stat; /* media status +7, | 
char far *volid; /* address of volume ID */ 
} vhi_t; 
typedef struct rh_get_bpb_struct { 
rh_t vh; /* fixed portion aA 
unsigned char media; /* media descriptor */ 
char far *but; /* address of data transfer */ 
bpb_t far *bpb; /* address ptr to BPB table */ 
} rh2_t; 
typedef struct rh_ioctl_struct ( 
vh_t vh; /* fixed portion 7 
i unsigned char media; /* media descriptor */ \ 
char far *but; /* address of data transfer */ 
unsigned int count; /* count (bytes or sectors) */ 
unsigned int start; /* start sector number */ 


} rh3_t, rhl2_t; 





typedef struct rh_io_struct { | 


rhot xh; /* fixed portion ey 
unsigned char media; /* media descriptor */ ' 
char far *buf; /* address of data transfer */ | 
unsigned int count; /* count (bytes or sectors) */ | 
unsigned int start; /* start sector number */ 

| 
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Listing 11-5: (cont.) 





char far *volid; /* address of volume ID */ 
} what, rh8_t, rh9_t; 


typedef struct rh_ndinput_struct { 


rh_t rh; /* fixed portion */ 
unsigned char ch; /* character returned */ 
} vh5_t; 

typedef struct rvh_output_busy_struct { 
rh_t ch; /* fixed portion */ 
unsigned char media; /* media descriptor */ 
char far *buf; /* address of data transfer */ 
unsigned int count; /* count (bytes or sectors) */ 
} rhl6_t; 

typedef struct rh_generic_ioctl_struct { 
rh_t ch; /* fixed portion */ 
unsigned char major; /* major function =f 
unsigned char minor; 7* minor function ey 
unsigned int si; /* $I register */ 
unsigned int ai; 7* DI register *] 
char far *pkt; /* address of ioctl packet */ 


} vhi9_t, rh25_t; 


typedef struct rh_device_struct { 


rh_t rh; /* fixed portion */ 
unsigned char io; /* input/output */ 
unsigned char devemd; /* command code */ 
unsigned int devstat; /* status */ 
unsigned char res[4]; /* reserved ad, 


} rha3_lt, rh24_t¢; 


i 


The next typedef is for the BIOS Parameter Block structure. This will be 
required for block device drivers during the Initialization and Get BIOS Param- 
eter Block commands. The Initialization function requires that the device driver 
return a pointer to an array of pointers that point to BIOS Parameter Blocks. It 
would be a simple matter to build a BIOS Parameter Block for each disk and to 
place a pointer to each in a table. The address of this table would then be passed 
back to DOS. The GET BIOS Parameter Block command requires that the device 
driver pass back a pointer to the BIOS Parameter Block table. 

The rest of the DEVICE.H file contains the various typedefs for each of the 
Request Headers. It is the C version of the Request Header structs that we have 
used in assembly language device drivers. The fixed portion of the Request 
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Header is defined as its own struct and is part of those Request Header structs 
that have a unique portion extending beyond the fixed portion. 

C wizards will note that data transfer areas have char data types rather 
than the usual void data type. This is because we intend to use these data transfer 
fields as buffers (to transfer bytes of data in and out of) and char fields describe 
these fields more accurately. Another distinction we have made is for addresses 
with segment and offset values. We have used char far pointers to these data 
items rather than ints. Again, it’s because we reference bytes in memory on the 
Intel processor. 


CDRIVER.C 


Device driver command processing is provided by C routines in CDRIVER.C, 
which is shown in listing 11-6. CDRIVER.C is a skeleton C program with one C 
routine for each device driver command. Request Header structs are defined for 
each device driver command in the respective C routines. 





Listing 11-6: The source for the C driver routines. 





ie Device Driver Routines *y 

/* includes */ 

#include "“driver.h” 

/*® externally defined variables */ 

extern rh.t far *rhptr; /* far pointer to request header */ 


/* prototypes Hf, 
void mediacheck (void) ; 
void getbpb(void); 

void ioctlinput (void); 
void input (void) ; 

void ndinput (void); 

void inputstatus (void) ; 
void inputflush (void); 
void output (void); 

void outputverify (void); 
void outputstatus (void); 
void outputflush (void) ; 
void ioctloutput (void) ; 
void deviceopen (void); 
void deviceclose (void); 
void removeable (void) ; 
void outputbusy (void) ; 
void badcommand (void) ; 


437 


Writing MS-DOS Device Drivers, Second Edition 





Listing 11-6: (cont.) 








void genericioctl (void); 
void getdevice (void) ; 
void setdevice (void); 
void ioctiquery (void); 
void init (void); 


void mediacheck (void) 
{ 
rhi_t far *rhi; 7* struct pointer */ 


rhl = (rhi_t far *)rhptr; 
/* your code follows this comment */ 


rhl->rh.status = DONE; 
} 


void getbpb (void) 
{ 


rh2_t far *rh2; /7* struct pointer */ 
rh2 = (rh2_t far *)rhptr; 
/* your code follows this comment fs 


rh2->rh.status = DONE; 
} 


void ioctlinput (void) 


{ 

rh3.t far *rh3; /* struct pointer */ 
vh3 = (ch3_t far *)rhptr; 

/* your code follows this comment */ 


rh3->rh.status = DONE; 
} 


void input (void) 
{ 
vh4_t far *rh4; /7* struct pointer */ 


ch4 = (rh4_t far *)rhptr; 
/* your code follows this comment a: 


rh4->rh.status = DONE; 


} 
void ndinput (void) 
{ 
rh5_t far *rh5; /7* struct pointer */ 


yhS = (rh5_t far *)rhptr; 
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Listing 11-6: (cont.) 


void 


void 


void 


void 


void 


void 





/* your code follows this comment / 


rhS5->rh.status = DONE; 
} 


inputstatus (void) 

{ 

/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE; 


} 

inputflush (void) 

{ 

/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE; 
} 


output (void) 
{ 
rh8_t far *rh8; /* struct pointer */ 


vh8 = (rh8_t far *)rhptr; 
/* your code follows this comment */ 


vh8->rh.status = DONE; 
} 


outputverify (void) 
{ 

output (); 

} 


outputstatus (void) 

{ 

/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE; 
} 


outputflush (void) 

{ 

/* this command does not have a unique request header */ 
/* your code follows this comment ay 


rhptr->status = DONE; 
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Listing 11-6: (cont.) 


void 


void 


void 


void 


void 


void 
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} 

joctloutput (void) 

{ 

rhi2_t far *rhl2; /* struct pointer */ 


rhi2 = (rhi2_t far *)rhptr; 
/* your code follows this comment */ 


rhl2->rh.status = DONE; 
} 


deviceopen (void) 


{ 
/* this command does not have a unique request header */ 
/* your code follows this comment ef 


rhptr->status = DONE; 
} 


deviceclose (void) 


{ 
/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE; 


} 

removeable (void) 

{ 

/* this command does not have a unique request header */ 
/* your code follows this comment arg 


rhptr->status = DONE; 
} 


outputbusy (void) 
rhi6é_t far *rh16; 7* struct pointer */ 


vhi6 = (rhi6_t far *)rhptr; 
/* your code follows this comment */ 


rhi6->rh,status = DONE; 
} 


badcommand (void) 
{ 
/* this command does not have a unique request header */ 
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Listing 11-6: (cont.) 


void 


void 


void 


void 


/* your code follows this comment */ 


rhptr->status = DONE | ERROR | UNKNOWN; 
} 


genericioctl (void) 
{ 
rhi9_t far *rhl9; /7* struct pointer */ 


rhi9 = (rhl9_t far *)rhptr; 
/* your code follows this comment */ 


vhi9->rh.status = DONE; 
} 


getdevice (void) 
{ 
rh23_t far *rh23; /* struct pointer */ 


rh23 = (rh23_t far *)rhptr; 
/* your code follows this comment */ 


rh23->rh.status = DONE; 
} 


setdevice (void) 
{ 
rh24_t far *rh24; /* struct pointer */ 


rh24 = (rh24_t far *)rhptr; 
/* your code follows this comment Lyf 


rh24~>rh.status = DONE; 
} 


jioctlquery (void) 
{ 
rh25_t far *rh25; /* struct pointer */ 


vh25 = (rh25_t far *)rhptr; 
/* your code follows this comment LW 


rh25~>rh.status = DONE; 


} 

init (void) 

{ 

rho_t far *rh0; /* struct pointer */ 
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Listing 11-6: (cont.) 


rho = (rh0_t far *)rhptr; 


/* set Break Address at last driver command */ 
rh0->brkadr = (char far *)init; 


/* your code follows this comment */ 


rh0->rh.status = DONE; 
} 





The only variable required by these C routines is the Request Header 
pointer, _rhptr, which has been declared in DRIVER.ASM. It is referenced 
through the C keyword extern. Global variables required for the C device driver 
can be declared here. 

Each device driver command has a corresponding C routine beginning with 
init and finishing with ioctlquery. You will note that init has been placed at the 
end of the file. Once driver initialization finishes the address of init is returned 
as the Break Address to allow DOS to reuse the space init occupied. 

The first instruction in each routine casts the Request Header pointer to a 
local variable that uses the appropriate Request Header struct. 

Your specific code for each driver command follows this first statement. At 
the end of the routine, load the Status word with DONE. 

Each of the driver routines follows this format with two exceptions. The first 
is that the outputverify routine calls the output routine. Second is that 
badcommand, used for undefined or unimplemented driver commands, sets the 
ERROR bit and loads the code for UNKNOWN ERROR in the Status word of the 
Request Header. 


The Printer Device Driver in C 
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Using the C Device Driver toolbox we have rewritten chapter 5’s printer device 
driver in C. The new DRIVER.ASM is shown in listing 11-7 and has only two 
changes. The first change is to the title directive to indicate that this is the new 
PRN driver. The second change is to variable dev_name, which now has PRN’ as 
the new device name. 

The new CDRIVER.C, shown in listing 11-8, has code for the same seven 
commands processed by the original printer device driver: 0 (Initialization), 3 
(IOCTL Input), 8 (Output), 9 (Output With Verify), 10 (Output Status), 12 
(IOCTL Output), and 16 (Output Til Busy). Two of the commands, Output With 
Verify and Output Til Busy, calls the Output command processing routine. 
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Listing 11-7: The DRIVER.ASM code for the printer device driver. 





page 60,132 
title Assembler Device Driver for PRN 
PRR RRR RRR RRR RRR RRR RIK HK RHR RR RK RK RK RK IK IKK RIOR KR EK RK 


te This is an assembler device driver front-end for ¢C * 
o* 4a 
; 

Me Each command will be processed by a C routine * 


RIOR ROI ICR CIR ICICI ICICI GIGI III OI ICICI CIO SII CI GIGI OIRO IOI IOI I IOI IG a ae a a ie 


ICICI ICICI GIGI ISIS ICICI GIGI ICICI I CISISIGIR III GIGI CITI a aCe a a 


INSTRUCTING THE ASSEMBLER 


; 


j 


* 
* * 
‘a We need the _DATA first in order to have i 
hs the Device Header at the beginning of the file. # 
3* Therefore, we use the group command to order the * 
* segments with _DATA first. * 
* * 
* * 


7 


; 


OGG IGG IGIIG ICICI IOI ISIC GIOIGIGIGICIGICIGIGI CIO ICICR ROTC ICR RIC IC ICR RCI ei 


DGROUP group DATA, CONST, _BSS, _TEXT jlinker order 


_DATA segment word public ‘DATA’ 
assume ds;DGROUP 


RGGI IG GOI GIGISISISIOISISIIOISIGIGICIOIGIGIGICICROICIGICIOI IIRC ROI ICI CR OR ISIC ICR RIC HGI I I I ee ae 


id DEVICE HEADER REQUIRED BY DOS * 


FORO ICI ROR ICRC ICI CICA ICICI ICICI OAOIR CII CICISRCICICICICIOIGICI CIC ICRCIGICIICIUICACIDICI CITC R ICICI ICH ae 





public  _deviceheader ;C accessible 

org 0 ixelative location 0 
_deviceheader label word device header label 
next_dev dd -1 jno next device driver 
attribute dw 0e000h ;char, Loctl, o/p busy 
strategy dw DGROUP:_strategy ;strategy address 
interrupt daw DGROUP:_interrupt ;interrupt address 

, 


dev_name db ’ PRN mame of device 


RRR RRR RRC RIGOR ICICI GR CIC IOI GIC ICTR GICICICIOIGICICICICICR OIC ICRI IOI ICI ee ae 


ae REQUEST HEADER * 


ORO ICICI ICICI OIGICICICI ICICI ICI GIOICICICICICI ICICI ICICI GIGI GIGI GIGI IOIOIG ICAI RSI ae a 


public Wurhptr ;make Request Header 
pointer C accessible 
_rhptr equ $ 7Request Header 
rh_ofs dw ? ; offset address 
rh_seg dw ? 7; segment address 
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Listing 11-7: (cont.) 





ISIS ISISISISISISI ICSI ISI ISIISICISI I IGIIICI SII SII II III SII IRI III I A a 
ik NEW STACK DEFINITIONS bas 


DRCOG RICCI RA I ICICI ISI GIOCICI IIIS GICISIICI II GIISIGISC I AICO IIR I I IO 


stack_ptr dw ? ;old stack pointer 
stack_seg dw ? ;old stack segment 
newstack db 100h dup (?) j;new stack defined here 
newstacktop label word ;top of new stack 
_DATA ends 


CONST segment word public ‘CONST’ 
assume ds:DGROUP 
const ends 


_BSS segment word public ‘BSS’ 
assume ds:DGROUP 
_BSS ends 


_TEXT segment word public ‘CODE’ 
assume cs:DGROUP,ds:DGROUP 


FRSC ICRA A I RR RI RR ACARI ACR CII ICICI ICICI RRR CIR AAR 


a THE STRATEGY PROCEDURE * 


HCI III ICICI SII III ISIS IIIS GI IIICIGIOI III III SII III IIR II III I III I 


public _strategy externally accessible 
wstrategy proc far jalso C referenceable 

mov es:rh_seg,es ;save segment address 

mov cs:rh_ofs,bx ;save offset address 

ret return to DOS 
_strategy endp 


EOI II CIOIGICIOI I I IGG SICIGI ICICI ER IGISICIGISIS I ZIGIGIGISICI GI IGIGICICIGIGI SII ICICI RII ICT IC 


fal THE INTERRUPT PROCEDURE * 


[DOIG ICIGIGISISISIGIOISICICIOICITOICI SOI GIISIIGIIGISISIIGISIOICICIICIGCIOISICIC CI IIR Toe 
public _interrupt externally accessible 
_interrupt proc far jalso C referenceable 


jsave machine state on entry 


cld 

push ds 
push es 
push ax 
push bx 
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Listing 11-7: (cont.) 





push ox 
push dx 
push di 
push si 


jswitch to new and larger stack for C use 


eli ;turn interrupts off 
mov es:stack_ptr,sp ;save old stack ptr 
mov cs:stack_seg,ss j;save old stack seg reg 
mov ax,cs j;get current segment 
mov S$S8,ax 7set stack segment 

mov sp, newstacktop ;set stack pointer 

sti jxe-~enable interrupts 
mov ax,cs:rh_ seg rrestore ES saved by 
mov es,ax } STRATEGY call 

MOV bx, cs:rh_ofs isame for BX 


;jump to appropriate routine to process command 


mov al,es: (bx]+2 ;get req hdr command 

rol al,1 7X2 for word table index 
lea di, cmdtab ;command table address 
mov ah,0 ;clear hi order 

add di,ax jadd index to table start 
call word ptr[di] call C routine 


;note that the return from the C routine does not require 
jus to extract any returned arguments nor function value 


switch back to old stack 


cli ;turn interrupts off 
mov 8s,cs:stack seg ;restore old 8S 

mov sp,cs:stack_ptr ;restore old SP 

sti jre~enable interrupts 


jrestore registers and exit back to DOS 


pop si 
pop di 
pop ax 
pop cx 
pop bx 
pop ax 
pop es 
pop ds 
ret jreturn to DOS 
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Listing 11-7: (cont.) 





j;the following are the C routines to process each 
jdevice driver command. Note that the leading underscore 
yis required for C access. 


EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 
EXTRN 


_init:near 
_mediacheck :near 
_getbpb:near 
_ioctlinput:near 
_input :near 
_ndinput :near 
_inputstatus:near 
_inputflush:near 
output :near 
_outputverify:near 
_outputstatus:near 
_outputflush:near 
_ioctloutput :near 
_deviceopen:near 
_deviceclose:near 
_removeable:near 
_outputbusy :near 
_badcommand:near 
_genericioctl:near 
_getdevice:near 
_setdevice:near 
_ioctlquery :near 


;CMDTAB is the command table that contains the word address 
;for each command. The request header will contain the 
;command desired. The INTERRUPT routine will jump through an 
jaddress corresponding to the requested command to get to 
jthe appropriate command processing routine. 


CMDTAB label 
dw 
dw 
aw 
dw 
dw 
dw 
dw 
aw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
dw 
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word 

DGROUP:_init 

DGROUP :_mediacheck 
DGROUP: __.getbpb 
DGROUP:,_ioctlinput 
DGROUP:_input 
DGROUP:_ndinput 
DGROUP:_inputstatus 
DGROUP:_inputflush 
DGROUP:_output 
DGROUP:_outputverify 
DGROUP:_outputstatus 
DGROUP:_outputflush 
DGROUP: Lioctloutput 
DGROUP:_deviceopen 
DGROUP:_.deviceclose 
DGROUP:_removeable 





; 
i 
; 
; 
; 
i 
i 
i 


* = char devices only 


initialization 
media check (block) 
build bpb 

ioctl in 


input (read) 
*nd input no wait 
*input status 


;*input flush 


; 


i 


output (write) 
output (write) verify 
*output status 


;*output flush 


ioctl output 
device open 
device close 
removeable media 


Advanced Topics 


i Nt th It 


Listing 11-7: (cont.) 





dw DGROUP:_outputbusy } output til busy 

dw DGROUP :_badcommand ; undefined 

dw DGROUP :_badcommand ; undefined 

dw DGROUP:_genericioctl] ; generic ioctl 

dw DGROUP: .badcommand } undefined 

dw DGROUP: _badcommand ; undefined 

dw DGROUP:_badcommand ; undefined 

dw DGROUP:_getdevice 3} get logical device 

dw DGROUP:_setdevice ; set logical device 

aw DGROUP:_ioctlquery } loctl query 
interrupt endp send of _interrupt 





GOI ICR ICICI OIRO IORI ICICI IG RIC ICICI IOI ICICI ICI ICI IOI IOI ROI IIA HOR HE 


ee END OF PROGRAM ia 


[ORCI RO III ICR ISIC III IGG IGISIOROIOIGIOICI FOR IGICIOICI TOR FOI HOGI ORG HO ICICI I 
i 


| 
| 
| 
i 
| 


ithat's all folks 


_TEXT ends 





end 


There are only three global variables: device which contains a value to 
indicate whether a serial or a parallel printer is being used, dev_num which is 
the printer device number, and regs which is required by Microsoft C’s int86 
library call (Borland’s Turbo C uses geninterrupt, which is equivalent). 

The code for each converted C routine was closely translated from its 
assembler source. This allows you to follow the original chapter’s comments on 
the code of each driver command. Do note that the last statement in each 
command implemented now has an OR assign rather than a direct assign to add 
the DONE bit to the Status word. 


Compiler Complications 


There are a number of compiler-dependent complications that arise when devel- 
oping device drivers in C. First, some C compilers add padding in structs when 
the compiler determines that some data item might fall on an odd-byte boundary. 
This can happen, for example, if a struct has a char defined with an int field 
immediately following. Some compilers may add a char field just before the int 
field to force the int field to an even-byte boundary. This, of course, will result in 
data being stored in the wrong locations. Check your compiler documentation for 
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Listing 11-8: The CDRIVER.C code for the printer device driver. 





ed Device Driver Routines nd 
fh includes ef: 


#include "driver.h" 
#include <dos.h> 


(his externally defined variables */ 
extern rh_t far *rhptr; /* far pointer to request header */ 
ri prototypes */ 


void mediacheck (void) ; 
void getbpb (void); 

void ioctlinput (void); 
void input (void); 

void ndinput (void); 
void inputstatus (void); 
void inputflush (void); 
void output (void); 

void outputverify (void) ; 
void outputstatus (void); 
void outputflush(void); 
void ioctloutput (void); 
void deviceopen (void) ; 
void deviceclose (void); 
void removeable (void) ; 
void outputbusy (void) ; 
void badcommand (void) ; 
void genericioctl (void); 
void getdevice (void) ; 
void setdevice (void); 
void ioctlquery (void); 
void init (void); 


yx globals af 
char device; /* 'S' for serial, 'P’ for parallel */ 
char dev_num; /* 0,1,2 device number w7 


union REGS regs; 
void mediacheck (void) 
{ 
rhi_t far ‘*rhi; /* struct pointer */ 


rhi = (rhiut far *)rhptr; 
/* your code follows this comment a7 


rhl->rh.status = DONE; 
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Listing 11-8: (cont.) 





void 


void 


void 


void 


} 


getbpb (void) 
{ 


vh2_t far *rh2; /* struct pointer */ 
rh2 = (rh2_t far *)rhptr; 
/* your code follows this comment *y 


rh2->rh.status = DONE; 


} 

joctlinput (void) 

{ 

rh3_t far *rh3; /* struct pointer */ 


vh3 = (rh3_t far *)rhptr; 
/* your code follows this comment */ 


/* return printer type and device number */ 
*(rh3->buf) = device ? ‘S' : 'P’; 
*(rh3~->buf+1) = dev_num; 


rh3->rh.status = DONE; 
} 


input (void) 
{ 
vh4_t far ‘*rh4; /* struct pointer */ 


vh4 = (rh4_t far *)rhptr; 
/* your code follows this comment */ 


vh4->rh.status = DONE; 
} 


ndinput (void) 
{ 
rh5t far *rh5; /* struct pointer */ 


rh5 = (rh5_t far *)rhptr; 
/* your code follows this comment */ 


rh5->rh.status = DONE; 
} 


inputstatus (void) 
{ 


/* this command does not have a unique request header */ 
/* your code follows this comment */ 
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Listing 11-8: (cont.) 
rhptr->status = DONE; 
} 


void inputflush (void) 
{ 


/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE; 
} 


void output (void) 


{ 


rh8_t far *rh8; /* struct pointer */ 


int i; 


rh8 = (rh8_t far *)rhptr; 


/* your code follows this comment */ 


switch (dev_num) 
{ 
case 0; 
for ( is0 ; i<rh8~>count ; 

{ 
regs.h.ah = 2; 
int86(0x17,&regs,&regs); 
if (regs.h.ah != 0x80) 


/* parallel port */ 
itt) 


/* get status */ 


/* not (not busy) */ 


/* print */ 


* (rh8->buf+i); /* char */ 


/* device */ 


{ 
rh8->rh.status = ERROR|DRIVENOTREADY; 
break; 
} 
regs.h.ah = 0 
regs.h.al = 
regs.h.dl = dev_num; 
regs.h.dh = 0; 


int86(0x17,&regs,&regs) ; 
if (regs.h.ah) 
§ 
switch (regs.h.ah) 
{ 
case 1: 
rh8->rh.status 
break; 
case 8: 
rh8->rh.status 
break; 
case 0x20: 
rh8->rh.status 
break; 


tt 
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/* for safety */ 


/* check for errors */ 
/* also exit loop */ 


ERROR | DRIVENOTREADY; 


ERROR | WRITEFAULT; 


ERROR | OUTOFPAPER; 
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Listing 11-8: (cont.) 
aT a act a 


default: 
rh8->rh.status = ERROR|GENERALFAILURE; 


} 


break; 
} 
} 
break; 
case 1: /7* serial port */ 
for ( i=0 ; i<rh8~>count ; i++) 
{ 
regs.h.ah = 3; /* get status */ 
int86(0x14,éregs,&regs) ; 
i£ ( (regs.h.ah != 0x80) If (regs.h.al != 0x80) 
{ 
rh8->rh.status = ERROR|WRITEFAULT; 
break; 
} 
regs.h.ah = 1; 7* print */ 
regs.h.al = *(rh8->buf+i); /* char */ 
regs.h.dl = dev_num; /* device */ 
regs.h.dh = 0; /* for safety */ 
int86(0x14,&regs,&regs); 
if (regs.h.ah) /* check for errors */ 
{ /* also exit loop */ 
rh8->rh.status = ERROR|WRITEFAULT; 
break; 
} 
} 
break; 
} 
rh8->count = i; /* return byte o/p */ 
rh8->rh.status |= DONE; /* set DONE */ 
} 
void outputverify (void) 
{ 
output (); 
} 
void outputstatus (void) 
{ 
/* this command does not have a unique request header */ 
/* your code follows this comment hd 
regs.h.dl = dev_num; /* load device */ 
regs.h.dh = 0; /* just in case */ 
switch (device /* either port */ 
{ 
case 0: /* parallel port */ 
regs.h.ah = 2; /* get status */ 
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Listing 11-8: (cont.) 





int86(0x17,&regs,&regs); 


if (regs.h.ah | 9) /* either bit set */ 
{ 
xhptr->status = ERROR|WRITEFAULT; 
break; 
} 
if (regs.h.ah != 0x80) /* not (not busy) */ 


{ 
rhptr->status = BUSY; 
break; 
} 
break; 
case l: /* serial port */ 
vegs.h.ah = 3; /* get status */ 
int86(0x14,&regs,&regs); 
if ( (regs.h.ah != 0x20) || (regs.h.al != 0x20) ) 
vhptr->status = BUSY; 
break; 
} 


rhptr->status |= DONE; 
} 


void outputflush (void) 
{ 
/* this command does not have a unique request header */ 
/* your code follows this comment */, 


rhptr->status = DONE; 
} 


void ioctloutput (void) 
{ 
vhi2_t far *rhl2; /* struct pointer */ 


rhl2 = (rhi2_t far *)rhptr; 
/* your code follows this comment */ 


switch (*(rh12->buf)) 
{ 
case ‘'P’: 
device = 0; 
break; 
case 'S': 
device = 1; 
break; 
default: 
rhi2->rh.status = ERROR|UNKNOWN; 
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Listing 11-8: (cont.) 





void 


void 


void 


void 


dev_num = *(rhl2->buf+1); 


rhi2-srh.status |= DONE; 
} 


deviceopen (void) 

{ 

/* this command does not have a unique request header */ 
7* your code follows this comment */ 


rhptr->status = DONE; 
} 


deviceclose (void) 


{ 
/* this command does not have a unique request header */ 
/* your code follows this comment XY: 


rhptr->status = DONE; 
} 


removeable (void) 


{ 
/* this command does not have a unique request header */ 


/* your code follows this comment */ 


rhptr~>status = DONE; 
} 


outputbusy (void) 
{ 

output (); 

} 


badcommand (void) 


{ 
/* this command does not have a unique request header */ 
/* your code follows this comment */ 


rhptr->status = DONE | ERROR | UNKNOWN; 
} 


genericioctl (void) 
{ 
rhi9_t far *rhl9; /7* struct pointer */ 


vhl9 = (vhl9_t far *)rhptr; 
/* your code follows this comment */ 
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Listing 11-8: (cont.) 


void 


void 


void 


void 
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rhl9->rh.status = DONE; 
} 


getdevice (void) 
{ 
rh23_t far *rh23; /* struct pointer */ 


rh23 = (rh23_t far *)rhptr; 
/* your code follows this comment */ 


rh23->rh.status = DONE; 
} 


setdevice (void) 
{ 
rh24_t far *rh24; /* struct pointer */ 


rh24 = (rh24_t far *)rhptr; 
/* your code follows this comment ay 


rh24->rh.status = DONE; 
} 


doctlquery (void) 
{ 
vh25_t far *rh25; /* struct pointer */ 


rh25 = (rh25_t far *)rhptr; 
/* your code follows this comment e/ 


rha5->rh.status = DONE; 
} 


init (void) 
rho_t far *rh0; /* struct pointer */ 
rho = (rh0O_t far *)rhptr; 


/* set Break Address at last driver command */ 
vhO->brkadr = (char far *)init; 


/* your code follows this comment wy: 


rh0->rh.status = DONE; 
} 
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the compiler switch that packs struct data items. Alternatively, some compilers 
provide a pack pragma that performs the same function. Using pragmas is 
clearer for the reader of the C code and eliminates the possibility of forgetting to 
set the compiler switch. 

Your compiler should be able to compile the C Device Driver using the tiny 
memory model, which forces the code and data into a single 64K segment. Most 
C compilers today provide this capability. 

Another complication is that some C compilers add code at the beginning of 
each routine that checks for potential stack overflow. This added code is a call to 
a routine that calculates whether there is enough space to allocate the routine’s 
local variables on the stack. Unfortunately, the side effects of all this is that a 
stack segment is also declared. With a stack segment, which is not needed for the 
C Device Driver, EXE2BIN will not convert the .EXE file format to a .COM file 
format. Again, your compiler documentation should describe the switch and/or 
pragma that removes stack checking, There’s an added benefit of removing stack 
checking: programs are tighter and have faster running code. 

The last complication you may find is that most C programs expect a main 
function to which control is passed when the program is executed. The code for 
using main may be generated or included directly by the C compiler or indirectly 
by the use of certain runtime library functions. This will result in errors during 
the link phase because the reference will remain unresolved. Device drivers do 
not have normal entry points because access to the device driver is through the 
Strategy and Interrupt address definitions of the Device Header. To solve this 
problem, simply add a definition for the unresolved item in DRIVER.ASM and 
declare it public. Listing 11-9 shows the code for resolving the undefined main 
reference. 


Listing 11-9: The code for resolving an undefined reference (shown in bold). 


IDOI OIOI GCC GOR IOI OIGI III III CIOICIGICICICICICICICICI GR ICICI KORG RIGA RGRC RCAC ACH ORG Hee 


+e 
i 


NEW STACK DEFINITIONS * 


J GIIIGIGIOICICICICIGIOIGOGGGGIOIGIG GGG GGG ICICI I ICI GIGICI OI ICICI IOI a a a a ara 


stack_ptr aw ? ;old stack pointer 
stack_seg dw 2 701d stack segment 
newstack db 100h dup (?) ynew stack defined here 
newstacktop label word ;top of new stack 

public _main rexternally accessible 
_main dw ? ideclare a word 
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Linker Madness 


The Link phase is not without its share of problems. You may encounter one or 
more of the problems we describe in this section. 

First, most assemblers generate external references in uppercase. This 
conflicts with C’s case-sensitive nature when the linker tries to match the 
uppercase Externs generated for DRIVER.ASM with the lowercase C routine 
names. Both Microsoft’s MASM and Borland’s Turbo Assembler provide a switch 
to keep public and external symbols case sensitive. An alternative is to use a 
linker switch to ignore case sensitivity if your linker does not already do so. 

Your Linker may be able to produce a COM file directly, thus eliminating 
the need to use the EXE2BIN utility. This requires specifying the tiny memory 
model to the Linker through a switch plus compiling the C modules using the tiny 
memory model. In addition, there cannot be a stack segment defined. 

Lastly, you may see several warnings from the Linker. The first warning 
will indicate no stack segment which is not needed for the C Device Driver. 
Second, you may see a warning that indicates your program has no start address. 
Again, it is not needed for device drivers. 


A Short Note on Testing the C Device Driver 


CDRIVER.C can be used with a main function to provide a DOS program-level 
testing tool. Simply add a main function, declare and initialize the Request 
Header pointer, and test each driver command with a call to the appropriate C 
routine, While this is oversimplification, it is a valid test method similar to the 
one presented in chapter 10. Listing 11-10 shows an example of a main function 
that calls the C Device Driver routines. 


a Ne rr a ee 
Listing 11-10. The code for a sample main function to test the C driver 


ll 


routines. 
fh Device Driver Test Program */ 
7% includes ef 


#include "driver.h" 


ft 


globally defined variables */ 


rh_t far *rhptr;/* far pointer to request header */ 


/* 
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Listing 11-10. (cont.) 





void mediacheck (void) ; 
void getbpb (void); 

void itoctlinput (void); 
void input (void); 

void ndinput (void); 
void inputstatus (void) ; 
void inputflush (void); 
void output (void); 

void outputverify (void); 
void outputstatus (void) ; 
void outputflush (void); 
void ioctloutput (void) ; 
void deviceopen (void) ; 
void deviceclose (void); 
void removeable (void) ; 
void outputbusy (void); 
void badcommand (void) ; 
void genericioctl (void) ; 
void getdevice (void); 
void setdevice (void); 
void Loctlquery (void); 
void init (void); 


int main (int *arge, char **argv) 
{ 
vhO_t rh_init; 


/* add code here to test each device driver command */ 
/* sample Init command */ 


vh_init.rh.omd = 0; 
vhptr = (rh_t far *)&érh_init; /* initialize rhptr */ 


switch (rhptr->cmd) 


{ 

case 0: init(); break; 

case 1: mediacheck(); break; 
case 2: getbpb(); break; 

case 3: toctlinput(); break; 
case 4: input(); break; 

case 5: ndinput(); break; 

case 6: inputstatus(); break; 
case 7: inputflush(); break; 
case 8: output(); break; 

case 9: outputverify(); break; 
case 10: outputstatus(); break; 
case 11: outputflush(); break; 
case 12: loctloutput(); break; 
case 13: deviceopen(); break; 
case 14: deviceclose(); break; 
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Listing 11-10. (cont.) 

Rn NS Se ee Se rr 
case 15: removeable(); break; 
case 16: outputbusy(); break; 
case 17: badcommand(); break; 
case 18: badcommand(); break; 
case 19: genericioctl(); break; 
case 20: badcommand(); break; 
case 21: badcommand(); break; 
case 22: badcommand(); break; 
case 23: getdevice(); break; 
case 24: setdevice(); break; 
case 25: ioctlquery({); break; 
default: 


printf ("\nIllegal Command Number = %d\n",rhptr->cmd) ; 
} 


/* add code here to display the Request Header contents */ 


} 


et 


Summary 


In this book we have presented much information on device drivers. We have 
shown you what it takes to build a console, a printer, a clock, and a RAM disk 
device driver. We have covered, in detail, all the parts of a device driver. In this 
last chapter, we have discussed a method of writing device drivers in C and have 
explored the requirements of writing drivers for the new CD-ROM technology. 
You have seen how to build working device drivers, from simple ones to complex 
ones. Now you can go on to building custom device drivers of your own! 


Questions 


1. Is there a difference in compiling CDRIVER.C in the small or the tiny 
model? 


What is the purpose of the char far cast of init in the Init routine? 
3. What do I need to be aware of if I use a lot of C library code? 


4, How can I minimize the size of my C device drivers? 


Answers may be found in appendix F. 
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An, Overview of the Intel Architecture 


T. appendix provides a “refresher course” on the architecture of Intel 
8086/8088 systems. The following sections review the memory structure and 
segmentation techniques, the I/O structure, and the register structure of the 
8086/8088 system. Reviewing the contents of this appendix will enable you to 
acquire a basic level of knowledge to aid you in better understanding the 
information presented in the main. body of this book. 

As an introduction, let’s start by reviewing the basic characteristics of the 
8086 and 8088 CPU chips. 


The Intel 8086/8088 Microprocessor Chips 


The Intel 8086 is a 16-bit microprocessor chip available in speeds of 8MHz, 
10MHz, and 12MHz. The 8086 was the first successful microprocessor chip to 
include memory segmentation, a feature that provided freedom from the design 
limitations of earlier chips. Before the introduction of the 8086, 8-bit chips could 
address only 64K via 8-bit addresses. The 8086 can address 1 Mb of data with 
only 16-bit addresses. This is accomplished by segmenting memory into separate 
64K groups of data. Each 64K group is controlled by hardware and instructions 
integral to the 8086. 

There are few differences between the 8086 and 8088 CPU chips. The 
primary distinction is in the external data bus, which is the mechanism used to 
transfer data between external devices and the CPU. The popular 8088 chip is 
an 8-bit bus version of the 8086. Its instruction set and basic architecture are 
identical to those of the 8086. Instead of the 16-bit external data bus found on 
the 8086, however, the 8088 has an 8-bit external data bus. This difference is not 
significant for consideration in this book. However, it should be noted that the 
8088's 8-bit data bus makes it easier to interface the many 8-bit devices used on 
older 8-bit microprocessor systems. 


461 





Writing MS-DOS Device Drivers, Second Edition 


CPU speed is another aspect in which the 8086 and 8088 differ. Typically, 
8088-based systems run with a 4.77-MHz clock speed, much slower than the 
8-MHz speed of the 8086. However, there are now versions of the 8088 that run 
at faster speeds, thereby reducing the distinction between the two chips. 


The 8086/8088 Memory Structure 
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The 8086/8088 system manages memory in 8-bit quantities called bytes. Up to 
approximately 1 million bytes (1Mb) can comprise memory, with each byte having 
its own unique address. The possible range of addresses for 1Mb of data is 
expressed in hexadecimal form as the numbers 00000 to FFFFF. In binary form, 
these addresses are represented as 0000 0000 0000 0000 0000 to 1111 1111 1111 
11111111. 

Two consecutive bytes form one word. Each byte within a word has its own 
byte address: the smaller of the two byte addresses within a word is used as the 
word address. Figure A-1 illustrates how memory is viewed as a series of bytes, 
with pairs of bytes being viewed as words. Note that when the lower byte 
address is an even number, the word is said to start at an even address. If the 
lower address is an odd number, the word is said to start at an odd address. The 
important concept to understand here is that the 8086/8088 memory is always 
viewed as a series of 8-bit bytes. Even when it is necessary to access (and 
manipulate) the contents of memory in the 16-bit quantities called words, the 
CPU treats each word as two bytes. 


Data Storage in 8086/8088 Memory 


One important aspect of the memory structure of an 8086/8088 is the method of 
data storage in memory. We have defined a word as 16 bits. These bits are 
numbered from 0 (least-significant, or low-order, bit) to 15 (most-significant, or 
high-order, bit). Bits 0 through 7 are referred to as the low-order (least-signifi- 
cant) byte. Bits 8 through 15 are referred to as the high-order (most-significant) 
byte. Example 2 from figure A-1 illustrates how a 16-bit word in memory might 
be viewed. 

As noted earlier, the address of the word is the lower of the two addresses 
of the bytes comprising the word. Therefore, the low-order byte has the lower 
memory address, and the high-order byte has the higher memory address. 

This is an important concept to understand. The technique by which 16-bit 
quantities are stored in the byte-oriented 8086/8088 memory structure makes it 
appear that data is stored backwards in memory. To illustrate this point, let’s 
take a look at some examples. 


An Overview of the Intel Architecture 





2. 
16 1413 1211109 876543210 


BERRRRRRRRREREEE) 
UX SNANANNNSSNNSS 





~q—Low-order__» 
byte 





ag— High-order..— »| 
byte 








Figure A-1: The Intel 8086/8088 memory structure: 1. the sixteen-bit 
general purpose registers; 2. a single sixteen-bit memory register 
comprised of two eight-bit bytes; 3. Intel memory showing a word 
071Dh at address location 00006. 


Looking first at numeric data, the numeric value 1,821 (decimal) is repre- 
sented as the hexadecimal value 071Dh (the h indicates hexadecimal). If the 
value 071Dh is stored in the word beginning at address 00006, byte 00006 would 
contain the value 1Dh, and byte 00007 would contain the value 07h. Figure A-1 
illustrates how the value 071Dh would be stored (example 3). 


Paragraphs 


Another important aspect of the 8086/8088 memory structure is that of para- 
graphs. A paragraph is defined to have 16 bytes. The paragraph address is the 
address of the lowest byte contained in the paragraph. It follows that one million 
bytes (1Mb) of memory can also be viewed as illustrated by table A-1. 

Notice that there are FFFFh (or 65,536) paragraphs for a total of FFFFFh 
(1 million) bytes. All paragraph address are fixed (that is, automatically defined) 
by the memory structure. The effect of this fixed definition is that all paragraph 
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hss 








Paragraph address Bytes in paragraph 
(in hex) (in hex) 

00000 00000-0000F 

00010 00010-0001F 

00020 00020-0002F 

FFFFO FFFFO-FFFFE 


ae TT ST sl 


Table A-1: 1Mb of Memory as Viewed in Paragraphs. 


addresses (when expressed in hexadecimal) end with 0. Each paragraph consists 
of 16 bytes, numbered from 0 to 15 (decimal) or from 0 to F (hexadecimal). The 
byte addresses of the bytes within a paragraph are then determined by taking 
the paragraph address and adding 0h to Fh (0 to 15 decimal) (see table A-1). The 
significance of this method of viewing memory as paragraphs will be seen in the 
upcoming discussion. Let’s continue by looking at how the 8086/8088 segments 
its memory. 


Memory Segmentation 


The 8086/8088 supports a maximum of 1Mb of memory, with the highest byte 
address being FFFFFh. Representing the location of each byte in its absolute 
form (called the absolute address) requires 20 bits. However, the 8086/8088 
system is a 16-bit system. How do we represent a 20-bit address in 16 bits? Intel’s 
answer was to organize memory into segments. 

One segment is defined as any number of bytes up to a maximum of 64K. A 
segment may start any place in memory, as long it is on a paragraph boundary. 
This means that the absolute address of the start of a segment would always 
end in 0 (for example, 034F0h). Thus, we can “throw away” the last 4 bits of 
the segment’s starting absolute address, leaving a 16-bit segment address. 
Therefore, the segment starting at absolute location 034F0h can be represented 
by the 16-bit segment address of 034Fh. Remember this concept of a 16-bit 
segment address; it will quickly become more significant. 

Now, if each segment contains a maximum of 64K, the bytes are numbered 
within the segment as 0 to 65,535 (decimal) or 0000 to FFFF (hexadecimal). To 
reference a byte within a segment in this manner is to use the byte offset within 
the segment. Notice that the byte offset can be represented with a 16-bit value. 

To illustrate this, we can look at the earlier example of the segment that 
started at location 034F0h. We saw that this segment is more conveniently 
referenced as segment 034Fh. Now, let’s consider location 034F 6h as being within 
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the segment. This byte location is located 6 bytes from the start (034F 0h) of the 
segment. We therefore say that byte 034F6h is at offset 6 within the segment 
034Fh. Now, let’s review everything and tie it together. 

We said before that the 8086/8088 system is a 16-bit system. This implies 
that the largest address that can be formed must be represented as a 16-bit value. 
We also saw, however, that if we want to address up to Mb of memory, we need 
to have 20-bit addresses. By splitting memory into paragraphs of 16 bytes each, 
any paragraph in memory can be referenced by a 16-bit address. 

Earlier, we saw that a segment is defined to start on a paragraph boundary. 
It follows that a segment can start at any paragraph in memory and be referenced 
by the 16-bit address of that paragraph. Finally, if each segment contains up to 
64K within it, each byte can be referenced by a 16-bit address. It becomes quickly 
obvious that, to the user, it is often convenient to refer to a specific location in 
memory as: 


segment :offset 


where the offset is the byte offset within the segment. The next section will show 
how this fits into the architecture of the 8086/8088 system as designed by Intel. 


Memory Segmentation and Segment Registers 


Any given program can address all of the 1Mb of memory. However, at any one 
time, only 256K is available for access by the program. Why? 

Any program running under MS-DOS on the 8086/8088 is allowed to specify 
up to four distinct segments for simultaneous use within the program. Because 
each segment is a maximum of 64K, the program is limited to referencing only 
256K at any one time. 

We will explain the reasons for this restriction later in this section. However, 
it should be noted here that the restriction is only for simultaneous access to 
multiple segments at any one time. Essentially, all of memory is available to the 
program, if necessary. 

Each of the four segments that may be declared by a program has a specific 
use within the program. The intended purpose of each segment is identified by 
its name. The four segment names are: Code Segment, Data Segment, Extra 
Segment, and Stack Segment. 

The Code Segment is the segment that contains the program instructions, 
and the Data Segment contains the program’s data. The Extra Segment may be 
used for storing additional data and is usually used to hold and manipulate string 
data. The Stack Segment may be specified for the dedicated purpose of containing 
the program’s run-time stack (used for calling subroutines and passing data 
arguments between routines). 
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To allow the program to reference these four segments, the 8086/8088 
defines four 16-bit hardware segment registers to hold the starting addresses of 
the segments. These registers are named CS (Code Segment register), DS (Data 
Segment register), ES (Extra Segment register), and SS (Stack Segment regis- 
ter). As noted in the introduction to memory segments, a segment may start 
anywhere in memory, as long as it is on a paragraph boundary. The segment 
registers are used to hold the 16-bit starting paragraph addresses of their 
respective segments. 

A program will always use at least one register, the CS register, to hold its 
code and sometimes its data. The .COM files that are so familiar to you in 
MS-DOS are examples of programs that use a single 64K segment to hold 
program code, data, and the stack. These programs are characterized by their 
compact size and the high speed at which they can be loaded into memory 
(from disk). 

More commonly a program will declare at least the Data Segment (DS) in 
addition to its code segment. The use of a data segment allows the program code 
to grow to a larger size, while also providing the capability of handling more data 
in memory. In the case of very large programs, the additional ES and SS registers 
may also be declared. 

Earlier it was noted that all 1Mb of memory is available to the program if 
required. How is this done? The easiest way to understand this is to consider a 
program that requires 256K of data space (code not included). 

Storing 256K of data requires the use of four segments at 64K each. 
However, the program may declare only one data segment. This data segment is 
pointed to by the DS register. If the program loads all 256K of data into four 
different segments of memory, it can change the contents of the DS register to 
point to each data segment as it is needed. Doing so allowsit to handle its required 
256K of data properly. 

Although this is a nifty technique for managing large amounts of data, itis 
not often done in assembly language programs. However, it is frequently set up 
and performed automatically within programs written in higher-level languages, 
such as Pascal and C. In such programs, this type of segment-register manipu- 
lation might be done for the Code and Extra segments, as well as for the Data 
Segment. 


Hardware Registers in the 8086/8088 Architecture 
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In the previous discussion of memory segments, it was noted that the 8086/8088 
has four hardware registers dedicated to controlling the four segments that may 
be declared by a program. There are nine additional hardware registers in the 
8086/8088 architecture, for a total of thirteen 16-bit hardware registers. 
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Register Group Registers Contained in Group 
General registers AX, BX, CX, and DX 

Pointer and Index registers SP, BP, SI, and DI 

Segment registers CS, DS, ES, and SS 

Instruction Pointer register IP 


ae 
Table A-2: 8086/8088 16-bit Hardware Registers. 


The thirteen 16-bit hardware registers of the 8086/8088 architecture are 
divided into four groups. These four groups and their respective registers are 
listed in table A-2. 


General Registers 


AX, BX, CX, DX are the general purpose 16-bit registers. Each of these 16-bit 
registers can also be considered as two 8-bit registers, distinguished as the high- 
and low-order bytes of the respective 16-bit register and referenced, respectively, 
as AH, AL, BH, BL, CH, CL, DH, and DL. A reference to an 8-bit register is the 
same as a reference to the high- or low-order byte of the respective 16-bit register. 
These 8-bit register designations have been carried over from the 8080/8085 8-bit 
microprocessors for compatibility, 

Each of the 16-bit registers (and some of the 8-bit half-registers) have 
specialized uses in certain 8086/8088 instructions, Figure A-1 illustrates how the 
16-bit registers (and their 8-bit half-registers) are viewed (example 1). 


Pointer and Index Registers 


The four Pointer and Index registers are SP (Stack Pointer), BP (Base Pointer), 
SI (Source Index), and DI (Destination Index). 

The SP (Stack Pointer) register points to the current “top of stack” within 
the Stack Segment. When the stack is used, it “grows” from the top of memory 
(high-address locations) in the Stack Segment down to the bottom of memory 
(lower-address locations) in the Stack Segment. This current “bottom-of-stack” 
memory is called the top of the stack. The SP register points to this location. In 
other words, the SP register is always pointing to the location at which the stack 
will be expanded downward. The SP is also described as the pointer to the next 
available location on the stack. 

The BP (Base Pointer) is used with the Stack Pointer. It is an offset from 
the Stack Pointer, and is used to retrieve data from the Stack. 
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The SI and DI registers primarily function as the Source Index and Desti- 
nation Index for string instructions. Both may also function as general-purpose 
index registers, if the need arises. The string instructions are a special-purpose 
subset of the 8086/8088 instruction set. They provide extensive string-manipu- 
lation capabilities that were relatively unknown in previous assembly language 
instruction sets. 


Segment Registers 


As discussed earlier, four segment registers are available to a program: CS, DS, 
ES, and SS. The CS (Code Segment) register points to the current code segment. 
The DS (Data Segment) register points to the current data segment. 

The ES (Extra Segment) register points to the current extra segment. The 
use of this extra segment is optional. Its primary use is by string instructions for 
the manipulation of string (character) data. 

The SS (Stack Segment) register points to the current stack segment. 
Although its use is optional, most programs will have one allocated. 


Instruction Pointer Register 


The last of the thirteen 16-bit registers in the 8086/8088 architecture is the 
Instruction Pointer (IP) register, which contains the address of the next instruc- 
tion to be executed. The IP register is used with the CS register to fetch the next 
instruction from memory. 


Flags 


The final aspect of our discussion of the 8086/8088 registers concerns the group 
of nine 1-bit flags that record information concerning processor activity. Instruc- 
tions within a program set or reset these flags to indicate the state of the CPU 
after the execution of one or more instructions. The 8086/8088 instruction set 
includes special assembler instructions that will test these flags for their current 
setting. These test instructions are often used after other instructions that may 
affect the status of one or more flags. Table A-3 lists the nine flags and describes 
their functions. 


The 8086/8088 Input/Output (I/O) Structure 
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All input or output (1/0) is accomplished through one of two mechanisms, I/O 
ports and interrupts. The I/O ports are essentially the points of interface between. 
the 8086/8088 processor and the device controllers. There are 65,536 (64K) /O 
ports defined for an 8086/8088 system. Each I/O port is attached to the address 
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Flag 

Mnemonic Flag Name Function 

OF Overflow Flag Set if a result has overflowed a range. 

DF Direction Flag Determines the direction of string 
instructions, 

IF Interrupt Enable Flag Allows/disallows interrupts to be 
processed.* 

TF Trap Flag If set, tells the 8086/8088 to single- 
step instruction execution for program 
debugging. 

SF Sign Flag Set when an arithmetic instruction 
generates a negative result. 

ZF Zero Flag Set when an arithmetic instruction 
produces a zero result. 

AF Auxiliary Flag Indicates carry generated from the 
least-significant four bits of the last 
instruction’s result. 

PF Parity Flag Set when a result has even parity. 

CF Carry Flag Set if the result of an operation has 


generated a carry. 


*When IF is clear, all interrupts are disabled, with the exception of the Non- 
Maskable Interrupt (NMI). 


reer 
Table A-3: 8086/8088 1-bit flags. 


and data busses in the same manner as memory. When the CPU wishes to 
transfer data to/from a device via its assigned port, it sends out the “address” of 
the port to the address bus. The CPU then transfers data to/from the port via 
special-purpose I/O assembler instructions. Each port is used to transfer 8 bits 
of data. When necessary, two consecutive ports are joined to form a 16-bit port. 
J/O ports can be used for input, output, or both. A program may transfer data to 
or from a device by directly referencing these ports in the manner described 
above. However, this is awkward and tedious, so most programs use the second 
method of performing I/O (see the next paragraph), 

The second method of performing I/O is through interrupts which are 
external signals to the microprocessor issued from the device. 

A typical example of an interrupt is the pressing of a key on the keyboard. 
When this action occurs, a signal is sent to the processor, telling it that a key 
press has occurred. The operating system must then service that interrupt by 
recognizing which key has been pressed and sending that information to what- 


469 


Writing MS-DOS Device Drivers, Second Edition 


ever program is running at the time. To be more specific, whenever any interrupt 
occurs, the interrupt signal will cause the 8086/8088 CPU to stop processing, save 
jts current state of operation, and then service this request. When this servicing 
is completed, the CPU will return to whatit was doing, after restoring its previous 
state of operation. 

In addition to interrupts initiated from external devices, such as a keyboard, 
interrupts may also occur as a result of processor faults (divide by zero, memory 
parity, etc.). It should also be noted that interrupts may be internally generated. 
This usually occurs when a program wishes to perform a certain function, such 
as terminating itself or initiating output to a printer. 

In general, most I/O will involve both methods: using instructions to access 
the I/O ports and using the interrupt mechanism. 


Software Interrupts 


The same hardware interrupt mechanism may be used in software by programs. 
Control is passed to software routines by issuing an interrupt (int) instruction. 
Before this instruction can be issued, the address of the routine must be stored 
in the interrupt vector address. 

Each interrupt has an associated vector in the low-order memory of the 
8086/8088. This vector is four bytes and contains the offset and segment address 
of the routine to vector to when the int instruction is issued, 

Each group of four bytes contains the offset and segment addresses of the 
routine associated with the specific interrupt number. 


The 80286 
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Intel announced the 80286 in 1981 and gave new life to the PC. The 80286 
extended the 8088/86 architecture by increasing the addressing capability to 1 
gigabyte of virtual memory with a maximum of 16Mb of real memory. The same 
3088/86 instructions (plus several new instructions) were still available but 
optimized to yield a two- to three-times performance improvement over the 
8088/86 at the same clock rate. 

The major new feature of the 80286 was the ability to operate in both real 
and Protected Virtual Address mode (commonly referred to as protected mode). 
In real mode (a term used to describe the regular 8088/86 programming mode), 
program addresses are real physical addresses and memory references are direct. 
Running several programs means that programs are loaded into memory, one 
after the other, with each program having different addresses but sharing the 
same pool of memory. Any one program can easily write into another program’s 





An Overview of the Intel Architecture 


memory space and destroy valuable data. In Protected mode, each program is 
given a unique set of memory pages and each address is treated as a logical 
address. This means that memory references are no longer direct, but require a 
translation to determine the actual physical memory location. Thus, each pro- 
gram could refer to address 100, which after translation can be anywhere in 
physical memory. The greatest benefit of this scheme is that programs are 
always protected from one another. The term Virtual refers to the ability for a 
single program to address more memory than physically exists on the machine. 
See figure A-2 for an example illustrating the differences between real and 
protected mode environments. 

Most existing programs that run fine under DOS are unlikely to run in 
protected mode since they are written for regular 8088/86 programming mode 
(i.e., real mode). Commonplace programming practices (such as writing directly 
to video memory) make these programs ill-behaved with respect to protected 
mode rules. Also, there is a choice as to who provides the protected mode 
environment, the operating system or each individual program. The best solution 
is to have the operating system provide a protected mode environment. However, 
the Protected mode features of the 80286 require that the host operating system 
be modified to support these features. DOS, as of version 5, does not have that 
capability. However, there are versions of UNIX that were designed to use the 
Protected mode operation of the 80286, as was OS/2. Hopefully a future version 
of DOS will provide support for multiple program execution with full memory 
protection. 

For further information, an excellent guide to the 80286 is Inside the 80286 
by Ed Strauss (New York: Prentice Hall Press, 1986). 


The 80386 


Announced in 1985, Intel’s 80386 was a major advancement in processor tech- 
nology. In addition to being upwardly compatible with the 8088/86 and the 80286, 
the 80386 added many new hardware features. The 80386 is a 32-bit processor 
with 32-bit registers, its data paths address up to 4 gigabytes of physical memory 
up to 64 terabytes (each terabyte equal to 1024 gigabytes) of virtual memory. 

The basic 8088/86 instruction set has been further optimized and, with the 
higher speeds of the 80386, can provide performance that is several orders of 
magnitude faster than. the basic 8088. 

The most significant feature of the 80386 is its Protected Virtual Address 
Mode. Like the 80286, this mode of operation provides virtual memory and 
memory protection between programs. However, once in protected mode, the 
80386 can establish Virtual 8086 Mode tasks. Each task creates an environment 
that appears to be an entire 8088/86 machine and can host an operating system 
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Figure A-3: The 80386 protected mode environment. 


and its programs. This solves the problem with the 80286’s inability to run real 
mode programs in protected mode. 

Figure A-3 illustrates how powerful this feature can be; a single 80386 can 
create several virtual 8086 mode tasks, each running a different copy of DOS. 
Alongside these DOS sessions, there are 80286-based protected mode programs 
as well as 80386-based protected mode programs. 

Another important feature of the 80386 is its ability to provide an alterna- 
tive to the complicated segment:offset mechanisms of earlier processors. A linear 
addressing capability (also known as a flat model) results from the use of 32-bit 
offsets, yielding 4 gigabytes of direct non-segmented addressing. However, this 
capability is not without its drawbacks; using the 32-bit features of the 80386 
requires modifications to assemblers, compilers, programs, and operating 
systems. 
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In 1988, Intel announced the 80386SX, which is an 80386 with a 16-bit data 
bus. To programmers, the 80386SX was still a 32-bit processor internally, but 
externally, the 16-bit data bus made it easier to design systems around the 
80386SX. Intel priced the 80386SX very reasonably so as to give the low end of 
the PC market 32-bit power, while allowing Intel to defend itself against 80286 
processors made by other manufacturers. 


The 80486 


Announced in 1989, Intel’s 80486 processor was a big disappointment to many. 
Instead of breaking new ground, the 80486 was no more than a 80386 with a 
built-in numeric coprocessor and an 8K cache. The cache is a high-speed memory 
area that stores frequently-used instructions and data, allowing the fast 80486 
processor to execute instructions out of the cache at a faster rate than out of 
normal main memory. To be fair to Intel, the 80486 presented a continuation of 
Intel’s work on optimization of the 8088/86 instruction set; the 80486 runs twice 
as fast as its 80386 counterpart at the same clock rate. 

For further information, a complete guide to the entire Intel family of 
processors from the 8088 to the 80486 is PC Magazine Programmer's Technical 
Reference: The Processor and Coprocessor by Robert L. Hummel (California: Ziff 
Davis Press, 1992). 


Future Developments 


474 


In 1991, Advanced Micro Devices (AMD) introduced their 80386-compatible line 
of processors. With their plug-compatible chips, AMD became the first clone 
manufacturer of the heart of the PC. Other companies have announced their 
intentions to offer similar products. Such competition means higher performance 
machines at ever-lowering prices. 

Intel has also been very busy planning their future product strategies. A 
special lower-cost version of their 80486, the 80486SX, is available. The 80486SX 
runs at slower speeds and its numeric coprocessor is disabled. Upcoming versions 
of the 80486 chips will have faster internal clocks, allowing users to plug in a 
faster chip for more power without making other changes to their hardware. 
Other planned chips include higher levels of integration, combining peripheral 
and graphics controllers on a single chip. 

As far as the next generation processor, Intel has leaked a few details 
regarding the 80586, which features another doubling of performance over the 
80486. Other rumored features include fault-tolerance (the ability to detect and 
correct any malfunctions during operation) and multiprocessing (the ability to 
use several processors in parallel). 
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Extended Memory 


The design of the original IBM PC provided for up to 640K in a 1Mb machine. 
This amount of memory was an order of magnitude more than previously 
available on CP/M machines, however, this still was not enough. Newer proces- 
sors such as the 80286 provided the ability to address memory in excess of 1Mb 
(commonly referred to as extended memory), but programming support for this 
capability was slow to follow. The reason for this lack of programming support 
was simple: such support required the processor and programs to be operating 
in protected mode. Over the years there were numerous attempts at providing 
access to extended memory from within DOS programs; let’s take a short look at 
the major efforts of addressing and using extended memory. 


VDISK 


The IBM PC AT was shipped with DOS version 3.0 and part of the DOS package 
included a RAM disk, VDISK.SYS, that used extended memory. IBM had come 
up with a scheme to use extended memory to simulate a virtual disk. 

The VDISK method, as it became known, consisted of a header placed at the 
beginning of extended memory followed by the extended memory being used. Each 
subsequent user would place a similar header in front of its use of extended 
memory. A pointer from the first header would point to the second header, and so 
forth. Figure A-4 shows two VDISKs sharing extended memory. The VDISK method 
also used Interrupt 19h to maintain control information for this virtual disk. 

The VDISK method is largely limited to using extended memory as RAM 
disks. Current versions of VDISK no longer use the original method to access 
extended memory. 


Interrupt 15h 


Hidden within the PC AT’s ROM BIOS is an Interrupt function, 15H, that 
provides very basic extended memory services. There are two functions: get 
amount of available extended memory and move data to/from conventional to 
extended memory. Unlike the VDISK method of bottom-up memory allocation, 
the Interrupt 15h method allocated memory from the top down. See Figure A-5. 

The use of Interrupt 15h is very simple. Each user of extended memory 
issues a 15h interrupt to determine the amount of memory available. Then, the 
user takes over the 15h interrupt so that subsequent requests for memory (by a 
new user) will allow it to return an amount that is the original number reduced 
by the current amount in use. Thus, each successive user sees a smaller amount 
of memory available. 

Many older DOS programs that use extended memory rely on the Interrupt 
15h method. : 
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Figure A-5: Interrupt 15h method of extended memory allocation. 
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A Note About Expanded Memory 


These two methods for extended memory management required the services of a 
protected mode processor. About the same time that IBM introduced their PC 
AT, there was also an attempt to provide support for additional memory (beyond 
1Mb) without the use of an 80286 processor. This method relied on the use of 
external hardware in the form of an I/O card with memory installed on it. Instead 
of extending the addressing limits of the 8088/86, Expanded Memory Specifica- 
tion (EMS) used a bank-switching memory scheme. 

EMS defines a 64K page frame in the area between 640K and 1Mb contain- 
ing four 16K pages that are windows into the EMS memory. Programs issue 
requests to the EMS manager (via interrupt 67h) to switch the page to any part 
of EMS memory. See Figure A-6. 
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Figure A-6: An example of EMS memory. 
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EMS is very popular because of its universal availability on all PCs. In 
addition, the EMS rules allow for multiple users and for the ability to execute 
code from EMS memory. 


Writing Protected Mode programs 


Writing a protected mode program is a very difficult task, requiring a deep 
understanding of how protected mode works. For example, protected mode 
programs need to start in real mode, then set up the protected mode environment 
(and switch to protected mode), load the program code and execute it, and then, 
finally, undo everything at the end to return back to real mode and DOS. In 
addition, the protected mode program needs to provide a mechanism of accessing 
real mode DOS, BIOS, and hardware services from within protected mode. 

Fortunately, this impossible task has been made easy by the use of DOS- 
extender toolkits, available from several companies. In essence, you build your 
application following the rules and guidelines indicated and then link in the DOS 
extender libraries. Your programs will then be able to take full advantage of 
protected mode operations. 


XMS 


The eXtended Memory Specification (XMS) was developed by Microsoft, Intel, 
AST Research, and Lotus in 1988, It was the first attempt to provide a industry- 
wide solution to accessing extended memory. 

Sharing the DOS multiplex interrupt (2Fh), XMS services include the ability 
for several users to request and release extended memory. In addition, the XMS 
standard defined how programs can use the High Memory Area (HMA), the space 
between 1024K and 1088K. 

XMS has been very popular because it solves the problems of the VDISK/In- 
terrupt 15h methods that do not allow releasing memory nor moving data 
between extended and conventional memory. 


VCPI 


A parallel development to XMS, the Virtual Control Program Interface (VCPI) 
was announced by Phar Lap and Quarterdeck Office Systems in 1987. It was 
developed to allow DOS extenders to work with EMS emulators on 80386/80486 
processors. DOS extenders, such as the one from Phar Lap, routinely use ex- 
tended memory to load large programs, not just for extra data space. 

VCPI provides for mode switching between real and protected mode, and an 
extensive set of extended memory management services. It is built on top of the 
EMS standard and VCPI requests are serviced through the same Int 67h method. 
VCPI services are normally provided by DOS extender libraries. 
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DPMI 


DOS Protected Mode Interface (DPMI) was Microsoft’s answer to VCPI and was 
initially an integral part of Windows 3.0. Although it is not compatible with 
VCPI, DPMI extended many of the features of VCPI. As a result, DPMI provides 
better solutions for multitasking of protected mode programs, and for all of 
the protected mode-capable processors (80286 as well). 

Initial uses of DPMI are rather indirect; because Windows 3.0 is the only 
provider of DPMI services, Windows applications are DPMI applications. As 
DOS extenders are revised to provide DPMI services, DOS applications may 
coexist with Windows applications. Basic DPMI services are provided through 
Int 31h. 

Microsoft released control of DPMI to an industry group of developers in 
early 1990, thus insuring its vendor-independent role as an extended memory 
standard. 


The Future of Extended Memory 


At some point in the future, there will be an operating system that not only 
supports all of today’s programs, but protected mode programs as well. It will be 
up to Microsoft to provide protected mode operations within DOS, but until then, 
programs using DOS extenders are the only path to large applications. 

In summary, like the PC, the Intel architecture has become a defacto 
standard, with ever-increasing performance improvements and significant ad- 
vances in hardware technology. 
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BIOS Interrupts 


BIOS Interrupts 


————— tener, 


Interrupt Sets Returns 
Number Register Register 


5h 

8h 

9h 

10h 
ah 
al 
ah 
ch 
cl 


Description 


Print screen 
Time of day 
Keyboard service 
Video services 


Set Video Mode 

B/W Text Mode (40*25) CGA 

Color Text Mode (40*25) CGA 

B/W Text Mode (80*25) CGA 

Color Text Mode (80*25) CGA 

Color Graphics Mode (320*200) CGA 

B/W Graphics Mode (320*200) CGA 

B/W Graphics Mode (640*200) CGA 

B/W Text Mode (80*25) MDA 

Color Graphics Mode (160*200) PC Jr 

Color Graphics Mode (320*200) PC Jr 

Color Graphics Mode (640*200) PC Jr 

Color Graphics Mode (320200) EGA 

Color Graphics Mode (640*200) EGA 

Color Graphics Mode (640350) 2-color EGA. 
Color Graphics Mode (640*350) 4-color EGA 
Color Graphics Mode (640*480) 2-color VGA 
Color Graphics Mode (640*480) 16-color VGA 
Color Graphics Mode (320*200) 256-color VGA 
Set Cursor Size 

Start row for cursor size 

(0-7 for CGA) 

(0-13 for MDA) 

End row for cursor size 

(0-7 for CGA) 

(0-13 for MDA) 
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oe 
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Interrupt 
Number 


10h 


Sets 
Register 


ah 
bh 


ah 


ah 
al 


ah 
al 
ch 
cl 


dh 


Returns 
Register 


dh 
dl 
ch 


cl 


ah 
dh 
dl 
ch 
bx 





Description 

2h Set Cursor Position 
Row (0-24) 
Column (0-40 or 0-80) 
Video page 


8h 


4h 


5h 


6h 


(0-7 for 40-column modes) 

(0-8 for 80-column modes) 

(0 for graphics modes) 

Read Cursor Position 

Video page 

(0—7 for 40-column modes) 

(0-8 for 80-column modes) 

(0 for graphics modes) 

Current row (0-24) 

Current column (0-40 or 0-80) 
Current start row for cursor size 

(0-7 for CGA) 

(0-18 for MDA) 

Current end row for cursor size 

(0-7 for CGA) 

(0-13 for MDA) 

Read Light Pen Position 

Light Pen State 

(0 not triggered) (1 triggered) 
Triggered row number in text mode 
(0-24) 

Triggered column number in text mode 
(0-39 or 0-79) 

Triggered raster line in graphics mode 
(0-199) 

Triggered pixel column in graphics mode 
(0-159 or 0-319 or 0-639) 

Set Display Page 

Display page desired 

(0-7 for 40-column modes) 

(0-8 for 80-column modes) 

Scroll Page Up 

Number of lines to scroll 

(0 to blank the screen) 

Row number of upper-left window 
Column number of upper-left window 
(0-89 for 40-column modes) 

(0-79 for 80-column modes) 

Row number of lower-right window 


Interrupt 
Number 


10h 


Sets 
Register 


dl 


bh 
ah 
al 


ch 
cl 


dh 
dl 


bh 
ah 
bh 


Returns 
Register 


al 
ah 


BIOS Interrupts 


Description 





Th 


8h 


9h 


ah 


bh 


ch 


Column number of lower-right window 
(0-89 for 40-column modes) 

(0-79 for 80-column modes) 

Display attributes for window 

Scroll Page Down 

Number of lines to scroll 

(0 to blank the screen) 

Row number of upper-left window 
Column number of upper-left window 
(0-89 for 40-column modes) 

(0-79 for 80-column modes) 

Row number of lower-right window 
Column number of lower-right window 
(0-89 for 40-column modes) 

(0-79 for 80-column modes) 

Display attributes for window 

Read Character and Attribute 
Display page desired 

(0-7 for 40-column modes) 

(0-8 for 80-column modes) 

ASCII code for character read 
Attribute for character read 

Write Character and Attribute 
Display page desired 

(0-7 for 40-column modes) 

(0-8 for 80-column modes) 

ASCII code of character 

Attribute 

Number of times to write 

Character and Attribute 

Write Character 

Display page desired 

(0-7 for 40-column modes) 

(0-8 for 80-column modes) 

ASCII code of character 
Foreground color 

Number of times to write Character 
Set Color Palette 

(0 background color for graphics mode) 
(0 border color for text mode) 

(1 palette selection) 

Color or palette (0-1) 

Write Pixel 
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Interrupt 
Number 


10h 


10h 


Sets 
Register 


al 
dx 


cx 


ah 
al 
bh 


bl 


Returns 
Register 


al 


ah 
al 


bh 


Description 


dh 


eh 


10h 
00h 


Palette color 

Raster line desired 
(0-199) 

Pixel column desired 
(0-159 or 0-319 or 0-639) 
Read Pixel 

Raster line desired 
(0-199) 

Pixel column desired 
(0-159 or 0-319 or 0-639) 
Palette color 

Write Character As TTY 
ASCII code of character 
Foreground color in graphics mode 
Get Video Mode 
Characters per line 

(20 or 40 or 80) 

Current video mode 

(See Set Video Mode) 
Current display page 

(0-7 for 40-column modes) 
(0-8 for 80-column modes) 
Set Palette Registers (general) 
Set Palette Register 

Color value 

01h blue 

02h green 

03h cyan 

04h red 

05h magenta 

06h brown 

07h white 

08h gray 

09h light blue 

Oah light green 

Obh light cyan. 

Och light red 

Odh light magenta 

0eh yellow 

Ofh intense white 

Palette register to set 
(00h-0fh) 


Interrupt 
Number 


BIOS Interrupts 





Sets Returns 
Register Register Description 
al Olh Set Border Color 
bh Color Value (see Set Palette Register) 
al 02h Set All Registers and Border 
es:dx Segment:offset to 17-byte color list 
al 03h Toggle Blink/Intensity Bit 
bl 00h enable intensity 
Oth enable blinking 
al 07h Get Palette Register 
bl Palette Register (O0h—-Ofh) 
bh Color value 
al 08h Get Border Color 
bh Color value 
al 09h Get Palette and Border 
esidx Segment:offset of 17-byte buffer 
al 10h Set Color Register 
bx Color register to set 
ch Green value 
cl Blue value 
dh Red value 
al 12h Set Block of Color Registers 
bx First color register 
cx Number of color registers 
es:dx Segment:offset of color table 
al 13h Select Color Page (VGA only) 
bh Paging mode 
00h 4 register pages of 64 
Olh 16 register pages of 16 
bl 00h 
bh Page number 
64 Register blocks (00-08h) 
16 Register blocks (00-Ofh) 
bl Select page (01h) 
al 15h Read Color Register (VGA only) 
bx Color register 
ch Green value 
el Blue value 
dh Red value 
al 17h Read Block of Color Registers 
bx First color register to read 
cx Number of color registers to read 
es:dx Segment:offset of values 
al lah Read Color Page State 
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Interrupt 
Number 


Sets 
Register 


Returns 
Register 


bh 
bl 


cx 
dl 


Description 


tbh 


ith 
00h 


01h 
02h 
08h 
04h 
20h 


2th 


22h 


23h, 


24h 


30h 


Color page 

Current Paging mode 

00h for 4 register pages of 64 
Oth for 16 page registers of 16 
Set Gray-scale Values 

First color register to set 
Number of color registers 
Character Generator 

User Font Load 

Number of bytes per character 
Block 

Number in table 

Position of first table character 
Segment:offset of font table 
Download 8 x 14 ROM 

Block 

Download 8 x 8 ROM 

Block 

Set Block Specifier 

Block selection 

Download 8 x 16 ROM 

Block. 

Set Character Pointer (Int 1fh) 
Segmentoffset to font table 
Set Character Pointer (Int 43h) 
Number of rows 

Bytes per character 
Segmentioffset of font table 
Set (Int 43h) for 8x 14 ROM 
Number of rows 

Number of rows per screen. 
Set (Int 48h) for 8 x 8 ROM 
Number of rows 

Number of rows per screen 
Set (Int 43h) for 8 x 16 ROM 
Number of rows 

Number of rows per screen 
Get Font Information 

Font pointer code 

Bytes per character 

Number of rows per screen 





Interrupt 
Number 


Sets 
Register 


ah 
bl 


bl 
bl 


bl 
al 


bl 
al 


bl 
al 


bl 


Returns 
Register 


es:bp 


bh 


bl 


al 


12h 
10h 


20h 
30h 


31h 


32h 


33h 


34h 


BIOS Interrupts 





Description. 


Segment:offset of font table 
Alternate Select 

Get EGA Information 
Display type 

00h Color 

01h Monochrome 
Amount of memory 
00h 64K. 

Oth 128K 

02h 192K 

03h 256K 

Feature Bits 

Switch Setting 
Select Alternate Print-screen Routine 
Set Scan Lines 
Number of scan lines 
00h 200 

O1h 850 

02h 400 

VGA display mode 
00h inactive 

12h active 

Palette Loading 
Default control 

00h Enable 

Oth Disable 
Function support 
12h yes 

Video On/Off 
Default control 

00h Enable 

Oth Disable 
Function support 
12h yes 

Gray-scale Summing 
Default control 

00h Enable 

Olh Disable 
Function support 
12h yes 

Cursor Emulation 
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Interrupt 
Number 


Sets Returns 


Register Register Description 








al 


al 


bl 85h 
al 


es:dx 

al 
bl 86h 
al 

al 


ah 13h 
al 


ah lah 


Default control 
00h Enable 
Olh Disable 
Function support 
12h yes 
Switch Active Display 
Control 
00h Disable initial video adapter 
Olh Enable system board video adapter 
02h Disable active video adapter 
08h Enable inactive video adapter 
Segment:offset for adapter data if Control is 
00h, 02h, or 003h 
Function support 
12h yes 
Screen Refresh 
Control 
00h enable 
Oth disable 
Function support 
12h yes 
Write String 
Attribute/Color/Cursor Position 
(0 Attribute/Color in bl 

cursor position in dh and dl) 
(1 Attribute/Color in bl 

cursor position at end of string) 
(2 Attribute/Color in string 

cursor position in dh and dl) 
(8 Attribute/Color in string 

cursor position at end of string) 
Segment address of character string 
Offset address of character string 
Number of characters in string 
Display page desired 
(0-7 for 40-column modes) 
(0-8 for 80-column modes) 
Attribute/color 
Start row 
(0-24) 
Start column (0-39 or 0-79) 
Get/Set Display Combination Code 


Interrupt Sets 


Number Register 


al 


bh 
bl 


ah 
es:di 


ah 
al 


al 
cx 
es:bx 


al 
cx 
es:bx 


Returns 
Register 


bh 


bl 


al 


al 


bl 


al 


BIOS Interrupts 





Description 


Tbh 


Ich 
00h 


Oth 


02h 


Subfunction 
00h Get Display Code 
Alternative Display code 
Active Display code 
Display codes as follows 
00h No display 
01h MDA with 5151 monitor 
02h CGA with 5158/4 monitor 
03h reserved 
04h EGA with 5153/4 monitor 
05h EGA with 5151 monitor 
06h PGA with 5175 monitor 
07h VGA with monochrome monitor 
08h VGA with color monitor 
09h reserved 
0ah MCGA with digital color monitor 
Obh MCGA with analog monochrome 
monitor 

Och MCGA with analog color monitor 
Odh-feh reserved 
ffh unknown 

Oth Set Display Code 
Alternative Display code 
Active Display code (see above) 

Status 

lah updated 

Get Display State 

Segment:offset buffer 

Status 

bh if buffer is valid 

Display State 

Get Buffer Size Required 

Number of 64 byte buffers 

Save Video State 

Bit Map of States 

Segmentioffset of buffer 

Status 

1ch if video state saved 

Restore Video State 

Bit Map of States 

Segmentioffset of buffer 
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Interrupt 
Number 


lih 


12h 


13h 


Sets 
Register 


ah 
dl 


Returns 
Register 


al 


ah 


Description 


Status 
1ch if video state restored 


Equipment Check 


Value as follows: 

Number of printers in bits 15-14 
Game adapter present in bit 12 
Number of serial ports in bits 11-9 
Number of diskette drives in bits 7-6 
(0 = 1 drive) 

(1 = 2 drives) 

(2 = 8 drives) 

(3 = 4 drives) 

Video mode in bits 5-4 

(1 40-column CGA text mode) 

(2 80-column CGA text mode) 

(8 80-column MDA text mode) 
System board memory (original PCs) 
(0 = 16 K) 

(1 = 82 K) 

(2 = 48 K) 

(3 = 64 K) 

80287 installed (AT only) in bit 1 
Diskette drives installed in bit 0 


Memory Available 


Available memory in K units 


Disk Services (diskette/fixed disk) 


Oh 


Reset Disk 

Drive number 

(Add 80h for fixed disk) 
Error number if CF set 

(Oh no error) 

(ih invalid function) 

(2h bad address mark) 

(8h_ write protect violation) 
(4h sector not found) 

(5h reset failed) 

(6h media removed) 

(7h initialization error) 
(8h DMA failure) 

(9h DMA address error) 
(ah bad sector encountered) 
(10h parity error) 

(11h corrected parity error) 
(20h controller failure) 

(40h seek failure) 





BIOS Interrupts 








Interrupt Sets Returns 
Number Register Register Description 
(80h timeout) 
(aah drive not ready) 
(bbh unknown error) 
(cch write fault) 
(ffh_ sense failure) 
ah th Get Disk Status 
dl Drive number 
(Add 80h for fixed disk) 
al Status returned 
(See ah of Reset Disk) 
ah 2h Read Disk Sectors 
al Number of sectors to read 
dl Drive number 
(Add 80h for fixed disk) 
dh Head number 
ch Lower 8 bits of 10-bit cylinder number 
cl Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 
Start sector number in bits 0-5 
es Segment address of data-transfer area 
bx Offset address of data-transfer area 
ah Status returned 
(See Reset Disk) 
ah 8h Write Disk Sectors 
al Number of sectors to write 
dl Drive number 
(Add 80h for fixed disk) 
dh Head number 
ch Lower 8 bits of 10-bit cylinder number 
cl Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 
Start sector number in bits 0-5 
es Segment address of data-transfer area 
bx Offset address of data-transfer area 
ah Status returned 
(See Reset Disk) 
13h ah 4h Verify Disk Sectors 
al Number of sectors to verify 
dl Drive number 
(Add 80h for fixed disk) 
dh Head number 
ch Lower 8 bits of 10-bit cylinder number 
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interrupt 
Number 


18h 


Sets Returns 


Register Register Description 





cl 


ah 


ah 6h 
di 


dh 
ch 
cl 


es 
bx 


ah 


ah 06h 
al 

ch 

dh 

dl 


ah 
ah 07h 
al 
ch 
dl 
ah 


ah 8h 


Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 

Start sector number in bits 0-5 
Status returned 

(See Reset Disk) 

Format tracks 

Drive number 

(Add 80h for fixed disk) 

Head number 

Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 

Segment address of format table 
Offset address of format table 
Format table has four fields for each 
sector on the track: 

Byte 1 contains the cylinder number 
Byte 2 contains the head number 
Byte 3 contains the sector number 
Byte 4 contains the bytes per sector 
(0 = 128 bytes) 

(1 = 256 bytes) 

(2 = 512 bytes) 

(8 = 1024 bytes) 

Status returned 

(See Reset Disk) 

Format Bad Track 

Interleave factor 

Cylinder number 

Head number 

Drive number 

80h drive 0 

81h drive 1 

Status returned 

(see Reset Disk) 

Format Drive 

Interleave factor 

Cylinder number 

Drive number 

80h drive 0 

81h drive 1 

Status returned 

(see Reset Disk) 

Get Drive Parameters 


Interrupt 
Number 


Sets 
Register 


dl 


Returns 


BIOS Interrupts 


Register Description 


dl 
dh 
ch 
cl 
9h 
ah 
ah 
bh 
ah 
ch 


Drive number 

(Add 80h for fixed disk) 

Highest drive number 

Highest head number 

Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 

Highest sector number in bits 0-5 
Initialize Drive Characteristics 

Read (Long) Sectors 

Number of sectors to read 

Drive number 

(Add 80h for fixed disk) 

Head number 

Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 

Start sector number in bits 0-5 
Segment address of data-transfer area 
Offset address of data-transfer area 
Status returned 

(See Reset Disk) 

Write (Long) Sectors 

Number of sectors to write 

Drive number 

(Add 80h for fixed disk) 

Head number 

Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number 
In bits 6 and 7 

Start sector number in bits 0~5 
Segment address of data-transfer area 
Offset address of data-transfer area 
Status returned 

(See Reset Disk) 

Seek 

Drive number 

(Add 80h for fixed disk) 

Head number 

Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number 
Tn bits 6 and 7 
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Interrupt Sets Returns 
Number Register Register Description 





ah Status returned 
(See Reset Disk) 
ah dh Reset Disk (Alternate) 
dl Drive number 
(Add 80h for fixed disk) 
ah Status returned 
(See Reset Disk) 
ah eh Diagnostics: Read Test Buffer 
dl Drive number 
80h drive 0 
81h drive 1 
es Segment address of diagnostic buffer 
bx Offset address of diagnostic buffer 
ah Status returned 
(See Reset Disk) 
ah fh Diagnostics: Write Test Buffer 
d Drive number 
80h drive 0 
81h drive 1 
es Segment address of diagnostic buffer 
bx Offset address of diagnostic buffer 
ah Status returned 
(See Reset Disk) 
ah 10h Drive Ready Test 
dl Drive number 
(Add 80h for fixed disk) 
Status returned 
ah (0 = drive ready) 
(Otherwise, see Reset Disk) 
18h ah 11h ~—- Recalibrate Disk 
dl Drive number 
(Add 80h for fixed disk) 
ah Status returned 
(See Reset Disk) 
ah 12h Diagnostics: Controller RAM 
dl Drive number 
80h drive 0 
81h drive 1 
al 00h 
ah Status returned 
(See Reset Disk) 
ah 18h Diagnostics: Controller Drive 
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Interrupt 
Number 


Sets 
Register 


dl 


ah 


ah 
di 


ah 
dl 


ah 
dl 
al 


BIOS Interrupts 





Returns 
Register Description 


Drive number 
80h drive 0 
81h drive 1 
al 00h 
ah Status returned 
(See Reset Disk) 
14h Diagnostics 
ah Status returned 
(See Reset Disk) 
15h Get Disk Type 
Drive number 
(Add 80h for fixed disk) 
ah Status returned 
(0 = drive does not exist) 
(1 = diskette changeline not available) 
(2 = diskette changeline available) 
(3 = fixed disk see cx:dx) 
(Otherwise, see Reset Disk) 
cx Total sectors in fixed disk 
dx Total sectors in fixed disk 
16h ~—— Disk Status 
Drive number 
ah Status returned 
(0 = diskette has not been changed) 
(6 = diskette has been changed) 
(Otherwise, see Reset Disk) 
17h = Set Disk Type 
Drive number 
Diskette type 
(1 = 320/360K disk) 
(2 = 320/360K disk in 1.2Mb drive) 
(3 = 1.2Mb diskette in 1.2Mb drive) 
ah Status Returned 
(See Reset Disk) 
18h Set Media Type 
Lower 8 bits of 10-bit cylinder number 
Upper 2 bits of 10-bit cylinder number in bits 
6 and 7 
Number of sectors per track in bits 0-5 
Drive number 


(Add 80h for fixed disk) 
es Segment address of parameter table 
di Offset address of parameter table 
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Interrupt Sets Returns 
Number Register Register Description 


ah Status returned 
(See Reset Disk) 
ah 19h Park Disk Heads 
di Drive number 
(Add 80h for fixed disk) 
ah Status returned 
(See Reset Disk) 
ah lah Format ESDI Disk 
al Defect Table usage 
00h No defect table 
>00h Use defect table 
es Segment address of defect table 
bx Offset address of defect table 
cl Modifier bits 
dl Drive number 
(Add 80h for fixed disk) 
14h Serial Port Services 
ah 0h Initialize Serial Port parameters as follows: 
al Baud rate in bits 5-7 


(0 = 110 baud) 
(1 = 150 baud) 
(2 = 300 baud) 
(3 = 600 baud) 
(4 = 1200 baud) 
(5 = 2400 baud) 
(6 = 4800 baud) 
(7 = 9600 baud) 
Parity in bits 3-4 
(0 = no parity) 
(1 = odd parity) 
(2 = no parity) 
(8 = even parity) 
Number of stop bits in bit 2 
(0 = 1 stop bit) 
(1 = 2 stop bits) 
Bits per character in bits 0-1 
(2 = 7-bit ASCII characters) 
(8 = 8-bit characters) 
dx Serial port desired 
(0 = first) 
(1 = second) 
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Interrupt 
Number 


14h 


Sets 
Register 


ah 
al 
dx 


ah 
dx 


ah 
dx 


Returns 
Register 


ah 


al 


ah 


al 
ah 


al 
ah 


BIOS Interrupts 





Description 


th 


2h 


8h 





Line status returned 

(80 = timeout) 

(40 = shift register is empty) 
(20 = hold register is empty) 
(10 = break occurred) 

(08 = framing error) 

(04 = parity error) 

(02 = overrun) 

(01 = data is ready) 
Modem status returned 
(80 = Carrier detect) 

(40 = Ring indicator) 

(20 = DSR) 

(10 = CTS) 

(08 = Carrier detect change) 
(04 = Trailing edge ring detect) 
(02 = DSR change) 

(01 = CTS change) 

Send One Character 
Character to send 

Serial port desired 

(0 = first) 

(1 = second) 

Status returned 

(0 = no error) 

(Bit 7 set = error 

See Initialize Serial Port) 
Receive One Character 
Serial port desired 

(0 = first) 

(1 = second) 

Character received 
Status returned 

(0 = no error) 

(Bit 7 set = error 

See Initialize Serial Port) 
Get Serial Port Status 
Serial port desired 

(0 = first) 

(1 = second) 

Status returned 

Status returned 

(See Initialize Serial Port) 
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Interrupt Sets Returns 
Number Register Register Description 





ah 4h Extended Initialization 
al Break setting 
00h No break 
01h Break 
bh Parity 
00h No parity 
01h Odd parity 
02h Even parity 
03h Stick parity odd 
04h Stick parity even 
bl Stop bits 
00h One stop bit 
01h Two stop bits 
(1 1/2 if ch = 00h) 
ch Data length 
00h 5-bits 
Oth 6-bits 
02h 7-bits 
03h 8-bits 
cl Transmission rate 
00h 110 baud 
Olh 150 baud 
02h 300 baud 
03h 600 baud 
04h 1200 baud 
05h 2400 baud 
06h 4800 baud 
07h 9600 baud 
08h 19200 baud 
dx COM port 
00h COMI: 
01h COM2: 
02h COMS: 
08h COM4: 
ah Line status returned 
(See Initialize Serial Port) 
al Modem status returned 
(See Initialize Serial Port) 
ah 5h Extended Communications Port Control 
al 00h Get Modem Control Register 
dx COM port 
00h COM1: 
Oth COM2: 
02h COMS: 
03h COM4: 
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Interrupt 
Number 


15h 


Sets 
Register 


al 
bl 


dx 


ah 


ah 


ah 
es 
bx 
cx 


ah 


BIOS Interrupts 





Line status returned 

(See Initialize Serial Port) 
Modem status returned 
(See Initialize Serial Port) 
Modem Control Register 
01h Data Terminal Ready (DTR) 
02h Request to Send (RTS) 
04h Out1 

08h Out2 

10h Loopback test 

e0h reserved 

Set Modem Control Register 
Modem Control Register 
(See Get Modem Control Register) 
COM port 

00h COM1: 

01h COM2: 

02h COMS: 

08h COM4: 

Line status returned 

(See Initialize Serial Port) 
Modem status returned 
(See Initialize Serial Port) 


System Services 


Turn Cassette Motor On 
Error number if CF set 

00h Invalid command 

01h CRC error 

02h Data transitions lost 

03h No data found on tape 
04h Data not found 

86h No cassette port found 
Turn Motor Cassette Off 
Status returned 

(See Turn Cassette Motor On) 
Read Cassette Data 

Segment address of buffer 
Offset address of buffer 
Number of bytes to read 
Status returned 

(See Turn Cassette Motor On) 
Number of bytes read 
Pointer to next available byte 


Returns 
Register Description 
ah 
al 
bl 

Oth 
ah 
al 

00h 
ah 

01h 
ah 

02h 
ah 
dx 
es:bx 

03h 


Write Cassette Data 
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Interrupt Sets Returns 
Number Register Register Description 





es Segment address of buffer 
bx Offset address of buffer 
cx Number of bytes to write 
ah Status returned 
(See Turn Cassette Motor On) 
es:bx Pointer to next available byte 
ah Ofh Format ESDI Unit Periodic Interrupt 
al Phase code 
00h reserved 
01h Surface analysis 
02h Formatting 
CF Carry Flag status 
set - end of operation 
clear - continue 
ah 2th Power On Self Test (POST) 
al 00h Read POST log 
bh Device code 
bl Device error 
ah Status returned 
00h successful 
86h error 
bx Number of POST errors 
es Segment address of POST error log 
di Offset address of POST error log 
al Olh Write to POST log 
bx POST error code 
ah Status returned 
00h successful 
Oth POST log full 
86h error 
ah 4fh Keyboard Intercept 
al Keyboard scan code 
al Keyboard scan code 
CF set - new keyboard scan code 
CF clear - old scan code 


ah 80h Device Open 
bx Device id 
cx Process id 
CF Carry Flag status 
clear - successful 
set - error 
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Interrupt 
Number 


Sets 
Register 


ah 
bx 
cx 


ah 


ah 
ox:dx 


ah 
ox 
es:si 


BIOS Interrupts 





Returns 
Register Description 


8ih Device Close 
Device id 
Process id 
CF Carry Flag status 
clear - successful 
set - error 
82h Process Termination 
Process id 
CF Carry Flag status 
clear - successful 
set - error 
83h Event Wait 
00h = Set, Interval 
Microseconds 
Segment:offset of flag 
CF Carry Flag status 
clear - successful 
set - error 
Olh Cancel Interval 
84h Read Joystick 
00h Read switch settings 


al Switch settings (bits 4-7) 
Oih Read Joystick position 
ax A(x) value 
bx A(y) value 
cx B(x) value 
dx B(y) value 
85h System Request Key 
al Status returned 
00h key pressed 
01h key released 
86h Delay 


Time in microseconds 

(accuracy = 976 microseconds) 
CF Carry Flag status 

clear - successful 

set - error 

87h Move Extended Memory 
Number of words 
Pointer to global descriptor table 
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Interrupt 
Number 


Sets 
Register 


Returns 
Register 


Description 





ah 


es:bx 


ah 


ah 


ah 


ah 


CF 


CF 


CF 


al 


CF 


es:bx 
CF 


88h 


89h 


90h 


91h 


cOh 


elh 


Status returned 

00h successful 

01h RAM parity error 

02h Other exception 

03h Gate A20 failure 

86h Invalid request 

Get Extended Memory Size 
Carry Flag status 

set - error 

Number of 1K blocks 
Switch to Protected Mode 
IRQS offset 

IRQO offset 

Pointer to global descriptor table 
CS offset in Protected Mode 
Carry Flag status 

clear - successful 

set - error 

Device Wait 

Device type 

00h Disk timeout 

01h Diskette timeout 

02h Keyboard (no timeout) 
08h Pointing device 

80h Network (no timeout) 
feh Fixed disk reset 

fdh Diskette motor start 
feh Printer 

Segmentioffset of request block 
Carry Flag status 

clear - no wait 

set - wait performed 

1/0 Complete 

Device type 

(See Device Wait) 

Carry Flag status 

clear - successful 

set - error 

Get System Configuration 
Segmentioffset of descriptor table 
Carry Flag status 

clear - successful 

set ~ error 

Get Extended BIOS Data Area 


Interrupt Sets 
Number Register 


ah 
al 
bh 


al 
bh 


Returns 


BIOS Interrupts 





Register Description 


es 
CF 

c2h 

00h 
ah 

Olh 
bh 
ah 

02h 
ah 

03h 
ah 

04h 
bh 
ah 





Segment of extended BIOS data area 
Carry Flag status 

clear - successful 

set - error 

Pointing Device Interface 
Pointing Device Control 
Control 

00h Enable 

Oth Disable 

Status returned. 

00h No error 

01h Invalid function call 

02h Invalid input 

03h Interface error 

04h Resend 

05h No far call installed 

86h Not applicable 

Reset Pointing Device 

Device id 

Status returned 

(See Pointing Device Control) 
Set Sampling Rate 

Sample rate 

00h 10 reports/second 

01h 20 reports/second 

02h 40 reports/second 

03h 60 reports/second 

04h 80 reports/second 

05h 100 reports/second 

06h 200 reports/second 
Status returned 

(See Pointing Device Control) 
Set Resolution 

Resolution 

00h 1 count per millimeter 
Olh 2 count per millimeter 
02h 4 count per millimeter 
03h 8 count per millimeter 
Status returned 

(See Pointing Device Control) 
Get Device Type 

Device id 

Status returned 

(See Pointing Device Control) 
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Interrupt 
Number 


Sets 
Register 


al 


bh 


al 
bh 


ah 


al 


bl 


Returns 
Register 


Description 


05h 


06h 


07h 


egh 
00h 
Olh 


e4h 
00h 


Olh 


Initialize 

Data package size in bytes (1-8) 
Status returned 

(See Pointing Device Control) 

Get Status/Set Scaling 

Command 

00h Get Device Status 

Oth Set 1:1 scaling 

02h Set 2:1 scaling 

Status byte 

O1h Right button pressed 

02h reserved 

04h left button pressed 

08h reserved 

10h 2:1 scaling otherwise 1:1 

20h Device enabled otherwise disabled 
40h Remote mode otherwise stream mode 
80h reserved 

Resolution 

(See Set Resolution) 

Sample Rate 

(See Set Sampling Rate) 

Status returned 

(See Pointing Device Control) 

Set Handler Address ‘ 
Segmentioffset address of user handling 
routine 

Status returned 

(See Pointing Device Control) 
Watchdog Timer Control 

Disable 

Enable 

Counter (1-255) 

Carry Flag status 

clear - successful 

set - error 

Programmable Option Select 

Get base POS adapter register address 
Base POS adapter register address 
Carry Flag status 

clear - successful 

set - error 

Enable Slot 

Slot number 


BIOS Interrupts 


a 


Interrupt 
Number 


16h 


Sets 
Register 


al 


ah 


ah 


ah 


ah 
al 
bh 


bl 


Returns 
Register 


Description 





CF 


CF 


al 


02h 


Carry Flag status 
clear - successful 
set - error 

Enable Adapter 
Carry Flag status 
clear - successful 
set - error 


Keyboard Services 


oh 


ih 


2h 


03h 


Read Next Character 

ASCII character code returned or 0 
Scan code returned 

Check For Next Character 

(ZF set = no character available) 
(ZF not set = character in buffer) 
ASCII character code returned or 0 
Scan code returned 

Get Shift Status 

Shift status returned 

(80 = Insert) 

(40 = Caps Lock) 

(20 = Num Lock) 

(10 = Seroll Lock) 

(08 = Alt Key) 

(04 = Ctrl Key) 

(02 = Left Shift Key) 

(01 = Right Shift Key) 

Set Repeat Rate 

05h 

Repeat Delay 

00h 0.25 second 

01h 0.5 second 

02h 0.75 second 

03h 1 second 

Repeat Rate (character/second) 
00h 30.0 

O1h 26.7 

02h 24.0 

03h 21.8 

04h 20.0 

05h 18.5 

06h 17.1 

07h 16.0 

08h 15.0 

09h 13.3 
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Interrupt 
Number 


Sets 
Register 


Returns 
Register 


Description 


04h 
00h 
Oth 
05h 


10h 


11h 


12h 


Oah 12.0 

Obh 10.9 

Och 10.0 

Odh 9.2 

Oeh 8.6 

Ofh 8.0 

10h 7.5 

11h 6.7 

12h 6.0 

13h 5.5 

14h 5.0 

15h 4.6 

16h 4.3 

17h 4.0 

18h 3.7 

19h 3.3 

lah 3.0 

1bh 2.7 

Ich 2.5 

1dh 2.3 

leh 2.1 

ifh 2.0 

Set Keyclick 

Keyboard Click Off 
Keyboard Click On 
Keyboard Buffer Write 
Scan code 

Character 

Oth if buffer full 

Get Character 
Keyboard scan code 
ASCII character 

Get Keyboard Status 
Scan code 

Character 

Get Keyboard Status Flags 
Status Flag 1 

01h Right Shift key pressed 
02h Left Shift key pressed 
04h Ctrl key pressed 
08h Alt key pressed 
10h Scroll Lock enabled 
20h Num Lock enabled 
40h Caps Lock enabled 
80h Insert key toggled 


BIOS Interrupts 


1 ii SS 


Interrupt 
Number 


Sets 
Register 


Returns 
Register 


Description 





17h 


18h 
19h 
lah 


ah 
al 
dx 


ah 
dx 


ah 
dx 


cx 
dx 


al 


cx 
dx 


Status Flag 2 

Oth Left Ctrl key pressed 
02h Left Alt key pressed 
04h Right Ctrl key pressed 
08h Right Alt key pressed 
10h Scroll Lock key pressed 
20h Num Lock key pressed 
40h Caps Lock key pressed 
80h SysReq key pressed 


Printer Services 


0h 


Print a Character 
ASCII character to print 
Printer number 

(0-2) 

Printer status returned 
(80 = not busy) 

(40 = acknowledge) 

(20 = no paper) 

(10 = printer selected) 
(08 = I/O error) 

(01 = timeout) 
Initialize Printer 
Printer number 

(0-2) 

Printer status returned 
(See Print A Character) 
Get Printer Status 
Printer Number 

(0-2) 

Printer status returned 
(See Print A Character) 


Activate ROM-based Basic 
Reboot From Disk 
Time of Day Services 


0h 


Read System Clock 

Newday indicator 

(0 = not a new day) 

(not 0 = new day) 

High-order word of clock value 
Low-order word of clock value 
Set System Clock 

High-order word of clock value 
Low-order word of clock value 
Read CMOS Clock (AT only) 
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Interrupt 
Number 


Sets 
Register 


Returns 
Register 


Description 


1ch 


ah 
ch 
cl 
dh 
dl 


ah 


ah 
ch 
cl 

dh 
dl 

ah 
ch 
el 

dh 
ah 
ah 


ah 
cx 


ah 
al 


ch 
cl 
dh 


ch 
cl 
dh 
dl 


cx 
CF 


CF 


BCD hours 
BCD minutes 
BCD seconds 
3h Set CMOS Clock (AT only) 
BCD hours 
BCD minutes 
BCD seconds 
Day Light Savings Correction 
(1 = adjust) 
(0 = do not adjust) 
4h Read Calendar (AT only) 
BCD centuries 
BCD years 
BCD month 
BCD day 
5h Set Calendar (AT only) 
BCD centuries 
BCD years 
BCD month 
BCD day 
6h Set Alarm Clock (AT only) 
BCD hours elapsed 
BCD minutes elapsed 
BCD seconds elapsed 
Th Reset Alarm Clock (AT only) 
Oah Get Day Count 
Number of days since 1/1/1980 . 
Carry Flag status | 
set - end of operation | 
clear - continue 
Obh Set Day Count 
Number of days since 1/1/1980 
Carry Flag status 
set - end of operation 
clear - continue 
80h Set Sound Source 
Sound source 
00h 8253 timer chip, channel 2 
01h Cassette input 
02h I/O channel audio in 
03h Sound generator chip 
Timer Tick 
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DOS Initialization 


D OS initialization is the process that brings DOS into memory from 
the disk. This is commonly known as a bootstrap of the operating system; it is the 
process by which DOS brings itself and the rest of the operating system into 
memory. Another term used for this process is the Initial Program Load, or IPL. 


DOS System Disks 


A DOS system disk must be specially built in order for DOS to be booted from 
that disk. System disks have the bootstrap routine in the first sector, as well as 
the special DOS system files. These files are marked with the “hidden” file 
attribute. The first file contains the BIOS code and the system initialization code 
(SYSINT) and is generally named IO.SYS for MS-DOS or IBMBIO.COM for 
PC-DOS. The second file is the DOS kernel and is generally named MSDOS.SYS 
for MS-DOS systems or IBMDOS.COM for PC-DOS systems. 


Building a System Disk 


A DOS system disk is built using one of two methods. The first method is to use 
the FORMAT utility with the /S switch. This formats a disk and places the Boot 
Record, the two DOS system files, and the COMMAND.COM program on the 
disk, The second method uses the SYS program to transfer the two DOS system 
files to the disk. If you use this second method, you will have to format the disk 
using the /B switch to allocate space for the two DOS system files. In addition, 
the COMMAND.COM file must be explicitly placed on the disk. 
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When a reset occurs (during power-on), the 8086/8088 starts execution at location 
ffff:0, which contains ROM code to perform diagnostics on the 8086/8088, mem- 
ory, and peripherals. The ROM BIOS routines will then try to read the diskette. 
If the diskette times out (that is, ifno diskette is inserted or the drive door is not 
engaged), an attempt is made to read the hard disk if one is present. If this 
attempt fails, a jump to the BASIC ROM code is performed. 

Ifa read from either disk is successful, the first sector of the disk is brought 
into memory at location 7c0:0, and control is passed there; the bootstrap loader 
then takes over. 

The bootstrap loader uses the BIOS Parameter Block contained in the first 
disk sector to determine where the File Directory resides on the disk. The first 
file in the directory must be the file IBMBIO.COM (PC-DOS) or IO.SYS (MS- 
DOS). If this file exists, it is read into memory and control is passed to it. 

System initialization proceeds with checking for attached peripheral devices 
and other equipment; standard devices are initialized, the device drivers that are 
standard for that version of DOS are loaded, and certain interrupt vectors are set. 

The file containing the DOS kernel is then brought into memory. It is during 
this phase that CONFIG.SYS is read for the special commands to tailor DOS. 
Among the more important commands for the initialization process are DEVICE 
and SHELL. Each file named in DEVICE statements is opened and read into 
memory and linked in front of the standard DOS drivers after the NUL: device. 

These new DEVICEs are linked to the front of the DOS device queue. The 
associated device headers contain the new device name; DOS will refer to these 
ahead of the standard driver names. This allows new drivers to use the names of 
existing device drivers, thus replacing the old drivers. Another function per- 
formed at this time is initializing the new drivers to allow them to pass back to 
DOS certain information concerning the driver. If a certain driver is too large to 
fitinto memory, itis ignored (the DOS error message is “device is bad or missing”). 
This can occur when RAM disks are used. 

If there is a SHELL command in CONFIG.SYS, it is loaded into memory, 
and control is passed to it. If no SHELL command has been specified, COM- 
MAND.COM is loaded into memory, and control is passed to it. 
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Special Features of the Hard Disk 


B eginning with version 2.0, DOS provides special features for the hard 
disk that are not available for floppy disks. These include the ability to partition 


the hard disk into several drives and to boot from any partition. 


Partitions 


DOS allows the hard disk to be divided into up to four logical disk drives. These 
logical drives are also called partitions of the hard disk. Each partition may be 
formatted to use DOS or a different operating system. Partitioning a hard disk 
makes it more convenient to manage a large disk for, perhaps, several users. 


The FDISK Program 


The FDISK program is supplied with DOS and must be used to initialize and set 
up a hard disk before the disk may be used. There are four functions within the 
FDISK program: a function to create a partition, one to make a partition active, 
one to delete a partition, and one to display partition information. 


Creating a Partition 
This option of the FDISK program is used to set up a hard disk. You need to decide 
how your hard disk will look: how many partitions of what sizes there should be. 
You may also partition the disk into two or more partitions to make it easier to 
use several operating systems, DOS and others. 

Partitions begin on a cylinder boundary. When a partition is defined, its 
starting and ending positions are specified with cylinder numbers. Thus, the 
beginning of a partition is surface 0 and sector 1 of the start cylinder. Because 
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tracks are identically numbered for all surfaces, a partition will contain the set 
of tracks corresponding to all the surfaces. For example, for a disk that has four 
surfaces with a partition starting at cylinder 200 and ending at cylinder 300, the 
partition will contain four sets of tracks, numbered 200 through 300. 

Each partition of the hard disk is created by using the create partition option 
of the FDISK program. After formatting, the partition will contain the four 
required sections: the Boot Record, the two FATs, the File Directory, and the user 
data area. 


Deleting a Partition / Displaying Partition Information 


The Delete a Partition option of the FDISK program removes the partition from 
use by destroying all the data in it. 

The option to Display Partition Information displays information about the 
various partitions of a hard disk. The information returned will tell you the size 
of each partition, the type of partition (DOS or non-DOS), and whether the 
partition is active. 


Active Partition 


Through the Active Partition option in the FDISK program, one of the partitions 
may be selected as the active partition. This allows DOS (or another operating 
system) to be booted from this partition. 

The first sector of the hard disk contains information on the various parti- 
tions and is called the partition sector. 


The Partition Sector 
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The partition sector is the first sector of the hard disk. Following the partition 
sector will be one or more partitions. Figure D-1 shows the relationship of the 
partition sector to the partitions of a hard disk. 

The partition sector contains three parts. The first is the partition program 
code, which is responsible for determining the active partition. The second is the 
table of partition information. Finally, the last part is a marker for the end of the 
partition sector. The marker is a hex AA55 that indicates that the partition sector 
is valid. 

When a PC with a hard disk is booted initially, the partition code is first 
brought into memory to determine which of the partitions is active. Then the 
boot code from the active partition is read into memory and control is passed 
to the bootstrap code. A normal DOS boot of the partition follows. 
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‘The Partition Sector 


Partition 
Partition code Table 
(4 entries) 


byte o 446 509 510 511 


Figure D-1: The three sections of the partition sector. 


The Partition Table 


The partition table contains four 16-byte entries and is located at offset 446 from 
the beginning of the partition sector. Each entry describes a particular partition. 
The format for the partition table entry is described in table D-1. 

The active partition indicator is a single byte that describes whether the 
partition is an active partition or not. A value of 00h indicates that the partition 
is not active, and a value of 80h indicates that the partition is an active partition. 
When FDISK sets this value to 80h, all similar fields in other partition table 
entries are set to 00h; there is only one active partition at any one time. 

The beginning head, sector, and cylinder values are those that were specified 
to FDISK when the partition was defined, 

The DOS system indicator contains a value that determines whether the 
operating system for the partition is DOS or some other operating system. A value 
of 80h indicates the partition is a DOS partition. A value of 00h indicates the 
partition is a non-DOS partition. 

Ending head, sector, and cylinder numbers are those that were specified to 
FDISK when the partition was defined. 
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Start Length Description 

0 1 Active Partition Indicator 

1 1 Beginning head number 

2 1 Beginning sector number 

3 1 Beginning cylinder number 

4 1 DOS system indicator 

5 1 Ending head number 

6 1 Ending sector number 

7 1 Ending cylinder number 

8 4 Relative sector (from beginning of disk) 
12 4 Total size of partition in sectors 


A I A 


Table D-1: The ten fields that comprise the partition table entry. Each 
entry will describe one partition. 


The relative sector is a double word that contains the number of sectors from 
the beginning of the disk to the start of the partition. For any partition this is 
the sum of the total disk space of all preceding partitions plus 1 for the partition 
sector. This number is also known as the number of hidden sectors for a given 
partition. 

The total size of the partition in sectors is a double word that contains the 
count of the number of sectors in the partition. This sum includes the four parts 
of the partition: the boot area, the two FATs, the File Directory, and the user 
data area. This is numerically equal to all of the sectors between the start cylinder 
and the end cylinder, inclusive. 

With the widespread popularity of the PC came a demand for larger and 
larger disks. DOS’ 32Mb partition limit seemed out of touch with reality. Begin- 
ning with versions 3.3, each new version of DOS addressed more and more of 
these limits, removing them one by one. 

The original disk partition design permitted up to 4 partitions to be defined, 
thus allowing several different operating systems to share the fixed disk. This 
also meant that DOS could not use more than one partition even if the other 
three partitions were not being used. In addition, each partition was limited in 
size to 32Mb due to a number of constraints in the BIOS Parameter Block. 

DOS version 3.3 addressed the single DOS partition limit by creating an 
extended partition that contained multiple logical drives. The FDISK program 
allows the designation of an extended DOS partition (in what normally is a 
non-DOS partition) as the second entry in the partition table. Within this 
extended partition, one or more logical drives could be defined. 
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Primary Extended Extended 
Partition Partition #1 Partition #0 


Figure D-2: MS-DOS extended partition structures, 


As figure D-2 shows, the original partition has its first entry pointing to the 
first disk partition or C:. The second entry, which is normally used to define a 
non-DOS partition, is now used to define an extended partition (its system 
indicator byte is 05h). This second entry points to the first volume of the extended 
partition (D:), and the very first sector contains a new partition table. Additional 
volumes in this extended partition will be pointed to by the second entry of this 
new partition table. 

DOS version 4 extended the disk structures to allow partition sizes of up 
to 512Mb. Finally, DOS version 5 further extended the partition limits to 


2 gigabytes. 
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CD-ROM Devices 


P.. support for CD-ROM devices represents a challenge to operating 
systems such as DOS. Unlike most other PC devices, the CD-ROM was developed 
after DOS had already been established and was being used by millions of PCs. 
This overview of the structure and capabilities of CD-ROM drives can help you 
approach the writing of device drivers for them. 


CD-ROM Physical Specifications 


The CD-ROM disk is 12 centimeters in diameter (4.72 inches) with a 15-millime- 
ter (0.6-inch) hole in the center of the disk. The material normally used is 
plastic-covered aluminum and is 1.2 millimeters (0.05 inch) in thickness. 

Information is recorded on the CD-ROM using a laser-based mechanism 
that burns microscopic (1 micron) pits on the CD-ROM’s surface. These form a 
binary-coded strings that store data. 

CD-ROM drives do not spin at a constant velocity. In order to maintain 
maximum recording density, CD-ROMs record more data on the longer outer 
tracks than on the shorter inner tracks. This means that when the CD-ROM read 
head is at the outer edge, the disk spins faster than if the head were near the 
spindle. However, most CD-ROMs spin at about 300 RPM on the average. 
Because of the precision use of laser technology, the number of tracks per inch 
is in the 18,000 tracks per inch range. Track-to-track seek times are about 1 
millisecond, with average seek times of about 500 milliseconds. For comparision 
purposes, the typical hard disk has seek times of about 20 milliseconds. 
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Storage Capacities 


As originally developed by Philips, the CD-ROM was an analog of the vinyl LP 
disk where music was to be recorded on one long track from the outside of the 
disk spiraling in towards the middle and end of the disk. The standard calls for 
up to 74 minutes of recorded sound per disk (although there have been disks that 
stretch this limit to 76 minutes). 

The recording method uses a sector of 2352 bytes with 75 sectors per minute 
of recorded music. 

CD-ROMs used in computer applications need more accuracy in retrieving 
the stored binary information. For data applications, sectors consist of 2048 bytes 
of user information with the balance of the sector (304 bytes) to be used for the 
typical sector headers, trailers, and error-correcting information ofnormal disks. 
In addition, the amount of recorded information is limited to the equivalent of 
about 60 minutes to provide a conservative limit. 

Thus, with a range of 60 to 74 minutes of recorded information available, 
CD-ROMs contain from about 540Mb up to 666Mb of formatted capacity. This 
works out to about 333,000 sectors of 2048 bytes per sector. 


CD-ROM Data Organization 
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CD-ROMs begin with a system area consisting of 16 sectors that is the logical 
equivalent of DOS disk’s boot sector. Following the system area is a series of 
Volume Descriptors. These describe the data on the CD-ROM. Information 
contained here includes the size of the volume, creation date, and publisher of 
the information in the volume. Alternative Volume Descriptors allow the CD- 
ROM to access the same data in a different fashion. This allows the indexing of 
data by blocks, contents, keys, keywords, and so on. The Volume Descriptors 
contain the contents of the first directory block. 

Directory entries are similar to their normal DOS disk counterparts but 
contain, in addition, information on access privileges, and type of data stored. 
Refer to figure E-1. 


SYSTEM DATA 
SECTOR 0 ~400,000 













Volume 
Descriptions 
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Chapter 1 
1. 


Chapter 2 


1. 


Answers to Questions 


No, it does not matter whether you use MS-DOS or PC-DOS. Although 
there are minor differences between the two versions, they are essen- 
tially equivalent, and for the purposes of this book, they are functionally 
identical. You may switch from one to the other at any time. 


Any version of DOS will do, provided it is greater than 2.00. You will see 
in later chapters that the latest versions of DOS will have more features 
for device drivers. For the time being, use the DOS version with which 
you are most comfortable. 


The examples given in this book will work on both PCs and ATs. The 
code you will be writing for the 8088-based PC will also work on the 
80286-based ATs, There will not be any problems unless the examples 
are modified to use the special instructions of the 80286, in which case 
they will not run on the 8088/8086-based machines. 


In general, the whole idea of DOS device drivers is that they conform to 
a standard format and can be interchanged, not only between PC-DOS 
and MS-DOS but also between different versions of DOS. Not all ma- 
chines are compatible with the IBM PC, however, and when device 
drivers take advantage of certain specific features of the IBM machine, 
they may not work on other PCs. This will depend a lot on whether the 
machine using MS-DOS is compatible to the IBM PC in the areas in 
which the device driver has made use of IBM-specific features. 
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2. 


Device drivers can use IN and OUT instructions to control devices or 
they can use BIOS routines. Remember that the purpose of a device 
driver is to control a device and in many cases there are no BIOS routines 
to assist in this task. When there are BIOS assist routines, then it would 
be foolish not to take advantage of them. 


DOS version 2.00 or later is required to be able to add user-written device 
drivers. 


DOS normally supports five printers: up to two that use the serial 
adapters and up to three that use the parallel adapters. 


DOS normally supports up to two serial adapters. This is a limitation 
imposed by BIOS, because the BIOS supports only two serial adapters 
and DOS serial device drivers use the BIOS routines. 


When a new device driver is added to DOS, it is placed right after the 
nul: device driver. 


The order will be new2: then new1:. Recall that all user-installable 
device drivers are added after the nul: device. If new1: is added first, it 
would be placed right after nul:. Then, when new2: is added, it would 
appear right after nul:. Thus, the last user-installable device driver 
added is the first after nul:. 


Yes, As shown in the initial procedure, you can use function 9 in a DOS 
call to print a message to the screen. However, only in processing the 
Initialization command are DOS functions allowed and these are re- 
stricted to 01h through 0Ch and 30h. 


By inspecting the COMMON EXIT code, you can see that a re¢ instruc- 
tion is used to return to DOS. The corresponding instruction is the call 
instruction. 


The STRATEGY procedure has the task of saving the address of the 
Request Header into the device driver’s data storage area. 


The first entry of the Device Header. The Device Header can specify to 
DOS that there is more than one device driver program in the file. This 
allows DOS to be more efficient in processing the several device drivers. 
By placing a —1 in the double word entry at the beginning of the Device 
Header, you indicate that there is no other device driver program in 
the file. 
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Answers to Questions 


The device driver is initialized just after it is loaded into memory 
by DOS. 


The name of a device can be up to eight characters in length and must 
be upper-case. 


No. Only DOS services 01h through 0Ch and 30h are allowed in the 
Initialization command. Caution: DOS service calls cannot be issued 
when processing any other device driver command. 


Yes. DOS is often supplied with an ANSLSYS console driver that allows 
DOS to interpret escape sequences as screen-control commands. 
ANSLSYS is named after the ANSI standard X3.64 for CRTs. Some 
versions of DOS include the ANSI escape sequences in the standard 
console device driver. 


Yes. The console device driver can be customized to display color char- 
acters. Note that the display of color is normally the task of the program 
writing to the screen. It is important to remember that not all monitors 
are color; many are monochrome. 


The console device driver uses the ROM BIOS routines because they are 
easy to use and found on many IBM or IBM-compatible PCs. There is no 
reason not to use direct I/O instructions. In exchange for speed, however, 
the job of programming is much harder. 


The console device driver uses only the Write Character as TTY service 
(Oeh). The reason is that console device drivers do not care about 
anything other than writing a character to the screen. The use of this 
particular service allows the ROM BIOS to keep track of the end of lines 
and scrolling at the bottom of the screen. If we were to use a different 
video BIOS service, we would have to manage it ourselves. 


The reason for this is simple. DOS treats all forms of CON as the device. 
The colon is there to make it easier for you to identify CON as a device; 
it is not necessary. For example, the following command-level state- 
ments are identical in function: 


copy config.sys con: 


copy config.sys con 
copy config.sys con.asm 
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7. 


Yes. The reason for separating each command is that, as part of the 
skeleton, you may want to reuse it for other device drivers. You could 
combine the unimplemented commands as follows: 


Media_Check: 
Get_BPB: 
Input_Status: 
Output_Status: 
Output_Flush: 
Open: 
Close: 
jmp done ;set done bit and exit 
TOCTL_Input: 
TOCTL_Output: 
Removable: 
Output_Busy: 
jmp unknown ;set error bit/code and exit 


Yes. Because there are three parallel ports and only two serial ports, 
using the serial port for printers can use up all the serial ports quickly. 
Mouse devices and modems use serial ports, and they could not both be 
added to the PC if a printer already used one of the serial ports. In 
addition, printers operate more quickly when using parallel ports, be- 
cause of the parallel transfer of data. 


The printer device driver supports only two serial printers because most 
serial adapter ROM BIOS routines support only two serial ports. Sup- 
port for additional serial ports can be added to the printer device driver, 
but then the ROM BIOS routines cannot be used. The solution would be 
to write direct I/O instructions to these additional serial ports. 


3. Yes. Although the PC initializes the serial and parallel adapters during 


the Power On Self Test (POST) when the PC is turned on, the code to 
initialize the parallel and serial adapters can be added to the printer 
device driver. This can be accomplished in two places, During the 
Initialization command processing, the driver can issue BIOS interrupts 
to initialize the serial and parallel ports. For the serial port, however, 
parameters such as baud rate, number of data bits, and type of parity 
are required. For this reason, it is better to use the I/O Control function 


Chapter 6 
1. The clock device driver will not be able to find the clock chip base address, 


Answers to Questions 


to pass these parameters to the driver. Thus, a special J/O Control 
function with these required parameters specified can be added to the 
printer device driver. 


. You are correct—DOS can execute only one program at a time. However, 


there are popular programs called Terminate but Stay Resident pro- 
grams, which, after being executed, are not removed from memory. 
These programs are activated periodically to perform some task. Be- 
cause of the possibility that one of these programs will write to the 
printer using BIOS interrupts when another program is writing to the 
printer using the printer device driver, the printer might be busy. 
Therefore, the printer device driver detects this condition and returns 
to DOS without wasting time waiting for the printer to become free. 


Numerous features and functions can be added to the I/O Control 
processing. For example, I/O Control could be used to print a banner 
preceding each print job, indicating the job number, time, and date. This 
would allow easy separation ofjobs when the print load is heavy. Another 
example would be to add code to advance the page, if needed, to provide 
page printing on even or odd page boundaries. This would allow each 
print job to start on the same facing page, which would make the jobs 
easier to find, 

V/O Control could also be used to set an indicator within the printer 
device driver. The Output command-processing code would count the 
number of pages already printed. At the end of a job, the driver could 
advance one or two pages to allow the next job to start on the same page 
boundary. 


It was easier to write the IOCTL program that way. In addition, it is 


more economical to set the adapter type rather than determining it and 
then resetting it. 


and the driver will abort loading. In short, you need not worry about not 
having a clock chip present in your PC. 

The MM58167A clock chip was designed to provide both a clock/calendar 
function anda timer function. The chip can be used to signal an interrupt 
when a preset date is reached. The RAM locations are used for this 
purpose. 
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3. 


The reason for the large amount of code for processing and determining 
leap years is that the MM58167A chip does not do it. If the chip were 
“smarter,” we would not have to write software routines. 


The easiest way to remove the ability to display the time on the screen 
is to remove the code starting at label calc at the end of the clock device 
driver. Remove all the instructions beginning with call display through 
sti. This eliminates the swapping of the timer interrupt with the one in 
the clock device driver. Thus, the timer interrupt will no longer pass 
control to the driver, and the code to display the time will not be executed. 

If you want to make the clock device driver smaller, remove the 
procedures clkint, display, and cvt2asc. 


The proper order on all disks is: Boot Record, FAT(s), File Directory, and 
user data area. Every disk must have these four sections, and they must 
be in this order. 


The Boot Record is always written to the disk after it has been formatted 
using the FORMAT.COM program. 


Because the cluster chain uses each FAT entry to point to the next entry, 
there is no inherent limit to the length of the cluster chain. However, for 
any given disk the maximum length is equal to the maximum number 
of available clusters for that disk. Note that some clusters may not be 
available because they have been marked as bad during the formatting 
process. 


The maximum size of a disk is 32Mb for DOS versions below 4.0. This 
assumes 512-byte sectors. 


The minimum disk size possible is a 4-sector disk with the Boot Record, 
one FAT, the File Directory, and the user data area each being allocated 
one sector. 


The Get BPB driver command is used to retrieve the BPB from a disk. 
This is typically done when the Media Check command returns an 
indication that the disk has changed. 


An “illegal” file name is one that begins with either an E5 hex or a 00 
hex. These are the values that DOS uses in the first byte of the filename 
field in the File Directory to indicate that a file has been deleted or that 
a directory entry has never been used. 
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Answers to Questions 


The RAM disk device driver simulates a diskette by using memory to 
store data normally destined for a magnetic disk. 


All but k, the size of the user data area, which can be calculated from all 
the other fields. 


One. Two FATs are not needed. 


The following commands are implemented in the RAM disk device 
driver: Initialization (0), Media Check (1), Get BPB (2), Input (3), Output 
(8), Output With Verify (9), and Removable Media (15). 


The number of sectors in the user data area is 400 for a 200K RAM disk 
(see the list of steps for modifying the RAM disk device driver). The 
sectors per allocation unit do not change. The number of clusters is 400. 
At 1.5 bytes per cluster, the size of the FAT is 1024, which is rounded 
up from 600 bytes. Thus, the number of sectors for the FAT is 2; this 
number is stored in the variable bpb_fs. Because the number of files in 
the File Directory does not change, the variable bpb_ds does not change. 
The number of reserved sectors is 6 (1 for the Boot Record, 2 for the newly 
enlarged FAT, and 3 for the unchanged File Directory); this number is 
stored in the variable res_cnt. The total number of sectors is 406 (6 
reserved and 400 for the new user data area), and this number is stored 
in the variable bpb_ts. Then, the number of paragraphs of memory is 
12,992 (406 times 32); this number is stored in the variable ram_par. 
Lastly, the variable msg1 is changed to display the fact that the RAM 
disk is now 200K. 


1. For DOS version 3.2, this command is requested through the DOS 


service for I/O Control (44h). Functions provided are read, write, and 
format a logical drive track. This new feature of DOS allows programs 
to use DOS services to perform tasks that formerly required BIOS 
services. 


No, you do not have to process the argument. In fact, you can use the 
argument as a comment to document the driver in the CONFIG.SYS file. 


Yes, it does seem contradictory. Available documentation indicates that 
the Get/Set Logical Device commands are used for block devices. No 
mention is made of its use with character device drivers, such as printer 


537 


Writing MS-DOS Device Drivers, Second Edition 


4, 


drivers. It is to be hoped that more information will be released on these 
commands. 


The Output Til Busy command is used to send a string of characters to 
a character device driver. Normally, character device drivers are set one 
character at a time, which is inefficient and slow. 
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You need only convert the segment address, because the offset address 
is 0. Device drivers are aligned on paragraph boundaries, which means 
the offset address is always 0. 


First, check your device driver against the checklist in figure 10-1. If 
your driver looks okay, remove code lines in the Initialization command 
processing until it does work. 

Hint: display a screen message at the beginning and at the end of 
the Initialization command processing. Then, if the driver fails between 
the first and the last message, keep moving the first message farther 
“down” in the code until the driver fails to load. You have just found the 
problem! 


No. You will not need this feature in a custom console driver unless you 
have programs that require “raw-mode” output (recall that this feature 
is available through the DOS I/O Control service 44h). 


First use DEBUG to inspect the Device Header. If you have used the 
code in listing 10-2, the address displayed is the segment address at 
which your device driver sits in memory. Offset 0 points to the Device 
Header. Check the Device Header entries to ensure that they have been 
set correctly. 

Another trick to try is to add the dump routine to your driver at the 
entry point (in the Interrupt routine) and after setting the Status word, 
just before exiting. This will display the command being sent to the 
driver as well as some of the Request Header entries. Ifthe dump routine 
displays data on entry but not on exit, you have a bug in that particular 
command-processing section. 

If all else fails, you can try using DEBUG. As we have explained, 
DEBUG is not the proper tool to use. However, you can set one break- 
point in your device driver before DOS crashes. When a breakpoint is 
reached, reboot and advance the breakpoint address until the breakpoint 
display shows you enough information to make an educated guess as to 





Answers to Questions 


where the problem is: use the listing of your device driver along with the 
results from the breakpoint output. The process of using DEBUG is long 
and tedious. 


Chapter 11 
1. No, the code generated should be identical in both situations. The 


DRIVER.ASM group directive orders the separate code and data seg- 
ments of the small model into a single segment at link time. 


The cast passes back the segment in addition to the offset address of the 
Break Address. This is because code addresses in the small model are 
offsets and the Break Address requires both a segment and an offset 
address. 


The C library code you use may be named in a segment other than 
_TEXT. This means your Init code may not specify a Break Address of 
itself nor can it even specify a Break Address because it does not know 
about any code segments loaded after TEXT. One solution is to place 
the Init routine in its own segment and to specify to the Linker to load 
this new segment last. Your C compiler will need to generate different 
segment directives either through a compiler keyword or switch. Should 
your C compiler not have such provisions, then generate an assembly 
language output file and manually change the segment directives. 


There are several things you could do. First, remove all unused routines 
in CDRIVER.C, then replace each reference to these routines in 
DRIVER.ASM’s CMDTAB jump table with _badcommand. Second, if 
your driver supports Output, Output Verify, and Output Til Busy, then 
change DRIVER.ASM’s CMDTAB to reference only the Output routine 
for these three commands. This will save space in the driver as well as 
run faster. Lastly, you may calculate the exact amount of stack space 
required and reduce the size of the new stack accordingly. 
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INDEX 


A: device name, 29~30 
Absolute addresses, 464 
Absolute Disk Read interrupt (25h), 31-33 
Absolute Disk Write interrupt (26h), 31, 33, 
58 
Activate ROM-based Basic ROM BIOS 
interrupt (18h), 509 
Active partitions, 518 
Adapters, 15, 141 
add instruction, 79 
Add-on devices, 14 
Addresses, 462 
of BPB tables, 265, 349 
of clock/calendar chip, 180, 184-185, 210, 
213-214 
of device drivers, 385, 399-401 
of devices, 325-326 
with Intel microprocessors, 470-471 
VO, 15 
paragraph, 463-464 
of request headers, 44, 47~49, 77 
of screen cells, 199 
of screen memory, 193 
of STRATEGY and INTERRUPT 
procedures, 68, 72-74, 107 
Advanced Micro Devices (AMD), 474 
AH register, 467 
AL register, 467 
Aligning paragraphs, 70 
Allocate memory DOS service (48h), 35 
Allocation Unit Size (AU) field in BPB, 256, 
278-279, 354 


Allocation units, 243-244 
in FAT, 245-247 
maximum number of, 253-254 
for RAM Disk Device Driver, 278-279 
Alternative Volume Descriptors for 
CD-ROMs, 526 
ANSISYS driver, 38 
Archive file attribute, 250-251 
ASCII 
converting numbers to, 193 
keyboard codes for, 22-24, 113—115 
Assembler directives, 328~335 
for Clock Device Driver, 187-190, 
215-217, 386-888 
for Console Device Driver, 102-103, 
121-122 
for Printer Device Driver, 142, 145~147, 
164~166 
for RAM Disk Device Driver, 282-285, 
805-307 
for Simple Device Driver, 67, 69-71, 87 
Assemblers and assembly language, 6-7, 
821-323 
advantages and disadvantages of, 
323-325 
with C, 425-433 
for Console Device Driver, 97-99 
knowledge requirements for, 5 
for source code, 59 
Assembly Language Primer for the IBM PC 
and XT (Lafore), 5 
assume assembler directive, 71, 383 
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Attributes 
file, 250-251 
screen, 485 
Attributes field in device headers, 72-74, 
335-343 
checking, 382 
for Clock Device Driver, 190-191 
for Console Device Driver, 106-107 
for Printer Device Driver, 148 
for RAM Disk Device Driver, 286 
and versions, 120, 411-412 
Audio 
with CD-ROM, 421 
with Console Device Driver, 110-111, 124 
with RAM disk driver, 275-276, 288, 298 
AUTOEXEC.BAT file, 323 
aux: device, 29-30, 342 
Auxiliary Flag, 469 
Auxiliary Input DOS service (3h), 34 
Auxiliary Output DOS service (4h), 34 
AX register, 467 


B: device name, 29-30 
BACKUP.COM utility (DOS), 251 
Bad clusters, 244-245 
Bad commands, C skeleton function for, 
440-442, 453 
Bad drive request structure length error 
code (5), 83, 376 
Basic Input-Output System. See ROM 
BIOS services 
BASIC utility, 28 
bed2hex procedure, 193, 195-196, 219-220, 
389 
Beeping, function for, 80-81 
begin label, 71-72, 85-86 
belll procedure, 289, 291-292, 298, 311 
bell2 procedure, 289, 291-292, 311 
BH register, 467 
Binary Coded Decimal (BCD) values 
converting, 198, 195-196, 207, 212-214 
in MM58617A chip, 183-184, 186 
BIOS. See ROM BIOS services 
BIOS Parameter Block, 255-259. See also 
Get BIOS Parameter Block command (2) 
in boot area, 242-243, 248 
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C header file for, 434-435 
information from, 259-260 
loading, 514 
for RAM Disk Device Driver, 278-280, 
288, 292 
tables for, 349 
Bit-bucket device, 30 
BL register, 467 
Blanks in device names, 74-75, 341 
Block devices, 17, 48-50, 52 
and CD-ROM, 418 
device header entry for, 68, 72-78, 334-336 
Boot area and boot record, 241-248, 255 
and Get BPB command, 352-353 
for RAM Disk Device Driver, 277-278, 
286, 292, 294-295 
Boot sector for CD-ROMs, 526 
Bootstrap program, 243, 278, 518-514 
Borders, interrupts for, 487 
BP (Base Pointer) register, 467 
BPB. See BIOS Parameter Block; Get BIOS 
Parameter Block command 
Break Addresses, 348-349 
for C driver, 442 
for Clock Device Driver, 199, 210 
for Console Device Driver, 112-113 
for disks, 265 
for DOS 5, 413-414 
for Printer Device Driver, 152 
for RAM Disk Device Driver, 292-293 
Buffered Keyboard Input DOS service 
(Ah), 34 
Buffers 
dirty, 268, 295, 352 
filling (See Output Til Busy command (16)) 
flushing, 34, 54, 95, 359-360, 363-364 
keyboard, 23-25, 95, 118-115, 358 
printer, 155, 160 
BUSY bit, 82, 375, 377 
Busy printers, 155, 157 
BX register, 383, 467 
Bytes, 462 


C: device name, 29-30 
C language, 423-424 
assembler language front-end for, 426-433 


barriers in, 425-426 
compilers in, 447, 455 
driver in, 437-442, 448-455 
header file in, 483-437 
linking in, 456 
Printer Device Driver in, 442-455 
testing drivers in, 456-458 
Cache on Intel 80486, 474 
Calls, 8, 71 
from DOS, 44-46 
far and near, 71, 382, 425 
handlers for, 56 
Capacity of disks, 237, 276 
Carry Flag, 469 
Case-sensitivity in C, 456 
CD-ROM devices, 417 
data organization on, 526-527 
device headers for, 418-419 
drivers for, 418-423 
specifications for, 525 
CDRIVER.C program, 437-442, 
448-458 
Centronics port, 16 
CH register, 467 
Chains 
cluster, 245-247 
device, 38-39, 73, 106, 3828, 382 
Change attributes DOS service (43h), 35 
changeline signal, 351 
Character devices, 17, 48-51 
and CD-ROM, 418 
device header entry for, 68, 72-74, 
334-338 
Check for Available Character keyboard 
service, 25-26, 97, 507 
Check Keyboard Status DOS service (Bh), 
34, 358 
Checklist for device drivers, 381-384 
CHKDSK utility, 28 
CL register, 467 
clkint procedure, 187, 193, 196-199, 214, 
220-221 
Clock cycles, minimizing, 324-325 
clock$: device, 29-30 
Attribute field in, 342 
replacement for (See Clock Device Driver) 


Index 


Clock device bit in device headers, 74, 339 
Clock Device Driver 
address of clock for, 180, 184-185, 210, 
213-214 
assembler directives for, 187-190, 
215-217, 386-388 
building, 214, 231 
command processing for, 190, 199-208, 
221-228 
Common Exit section for, 209-210, 228 
device header for, 190-191, 217 
End of Program section for, 210-214, 
228-231 
Error Exit section for, 208-209, 228 
functions for, 179-180 
INTERRUPT procedure for, 193-195, 
218-219 
local procedures for, 198, 195-199, 
219-221, 388-389 
main procedure for, 187, 190, 217 
programming clock/calendar chip for, 
182-184 
prototyping program for, 386-399 
STRATEGY procedure for, 193-194, 
218 
timer interrupt for, 185-187 
timing signals for, 180-182 
using, 231 
work space for, 191-193, 217218, 388 
Clock/calendar chip, 179-180 
address of, 180, 184—185, 210, 2138-214 
programming, 182-184 
Clocks, 180-181 
Close File DOS service (10h), 34 
Closed devices, tracking, 55, 270, 8366-367 
Clusters, 243-244 
in FAT, 245-247 
maximum number of, 253-254 
for RAM Disk Device Driver, 278-279 
start, 252 
code assembler directive, 70 
Code Segment register, 71, 383, 465-466, 
468 
Color, services for, 26, 98, 485-488 
Color video adapters, clock for, 181 
com: devices, 29-30, 40, 133-184, 342 
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.COM files, 381-382 
for drivers, 60-61 
segments for, 466 
Command processing, 41-42, 50-52, 3438, 
345-875 
for block and character devices, 48-50 
for Clock Device Driver, 190, 199-208, 
221-228 
for Console Device Driver, 100~101, 
111-118, 124-127 
‘or disks, 265-270 
from DOS service calls, 36-37 
and INTERRUPT procedure, 78-79 
for Printer Device Driver, 144, 151-161, 
168-173 
for RAM Disk Device Driver, 280-282, 
292-302, 311-315 
and request headers, 48-44 
for Simple Device Driver, 69, 81-83, 
88-89 
tables for, 79-80, 433 
and versions, 409—412 
COMMAND.COM utility, 28 
in initialization, 514 
on system disks, 513 
Comments, 65-67, 70, 324 
Common Exit section, 376 
for Clock Device Driver, 209-210, 228 
for Console Device Driver, 118-119, 
128 
for Printer Device Driver, 161-162, 
178-174 
for RAM Disk Device Driver, 301-302, 
815-316 
for Simple Device Driver, 69, 84-85, 89 
Compact memory model for C, 424 
Compilers, C, 447, 455 
con: device, 18, 29-30 
Attribute field in, 342 
replacement driver for (See Console 
Device Driver) 
CONFIG.SYS files, 59 
DEVICE command in, 61, 86, 349 
DEVICEHIGH command in, 413-414 
in initialization, 514 
Connectors, 16 
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Console Device Driver, 95 
assembler directives for, 102-103, 
121-122 
assembly language conventions for, 97-99 
command processing for, 100-101, 
111-119, 124-127 
Common Exit section for, 118-119, 128 
designing, 96-101 
device header for, 106-107, 122 
End of Program section for, 119-120, 128 
Error Exit section for, 118-119, 128 
INTERRUPT procedure for, 108-110, 
128-124 
local procedures for, 110-111, 124 
main procedure code for, 105, 122 
quick output with, 406—408 
ROM BIOS services for, 97-98 
STRATEGY procedure for, 108, 123 
work space for, 108, 122~123 
console procedure, 102, 121 
CONTROL-C Check DOS service (33h), 35 
CONTROL-C keys, 31-32, 35, 407 
Controller Drive disk service, 496-497 
Controller RAM disk service, 496 
Controllers, 15-17 
Cooked input/output mode, 407 
CRC error error code (4), 83, 376 
Create File DOS service (16h), 34 
Create Sub-directory DOS service (39h), 35 
CS register, 71, 383, 465-466, 468 
cs segment override, 77 
Current Disk DOS service (19h), 34 
Cursor, services for, 26, 98, 483-484 
evt2asc procedure, 193, 196, 220 
cvt2seg procedure, 289-291, 297-298, 
310-311 
CX register, 467 
Cylinders, disk, 236, 517 


Data bus, 15, 461 
_DATA segment in DRIVER,SYS, 432-433 
Data Segment register, 71, 383, 465-466, 
468 
Data storage. See Work space 
Date 
driver for (See Clock Device Driver) 





services for, 35 
of update or creation, in file directories, 
251 
DATE command (DOS), 180, 200 
db assembler directives, 72, 102 
dd assembler directives, 72, 102 
DEBUG utility (DOS), 384-385 
Debugging, 90 
adding routines for, 399~401 
prototyping for, 384~399 
define directives 
with assemblers, 72, 102 
with C, 433-434 
Delay system service, 503 
Delete a Directory Entry DOS service 
(41h), 35 
Delete File DOS service (18h), 34 
Deleted file entries, 249-250 
Deleting partitions, 518 
Descriptions for device drivers, 67, 325 
Designing 
Console Device Driver, 96-101 
RAM Disk Device Driver, 280-281 
Dettmann, Terry, DOS Programmer’s 
Reference, 5 
Device chains, 38-39, 73, 106, 328, 382 
Device Close command (14), 51-52, 55, 
366-367 
C skeleton function for, 440, 453 
for CD-ROM, 420 
for Clock Device Driver, 208-209, 227 
for Console Device Driver, 118, 127 
for disks, 270 
for Printer Device Driver, 144, 1538-154, 
173 
for RAM Disk Device Driver, 300, 315 
request header for, 332-333, 367 
unimplemented, status word for, 377 
Device Close system service, 503 
Device Headers, 41-42, 328 
Attribute field in, 385-343, 411-412 
with C, 424 
for CD-ROM, 418-419 
for Clock Device Driver, 190-191, 217 
for Console Device Driver, 106-107, 122 
for DRIVER.ASM, 427-428, 483, 443 
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for DRIVER.H, 433-434 
Name field for, 341 
for Printer Device Driver, 142, 144, 
148-149, 163, 174~175 
for RAM Disk Device Driver, 280, 
285-286, 307~308 
vs. Request headers, 42-43 
for Simple Device Driver, 68, 72-73, 87 
DEVICE keyword in CONFIG.SYS file, 61, 
86, 349 
Device Open command (13), 51-52, 55, 
365-366 
C skeleton function for, 440, 453 
for CD-ROM, 420 
for Clock Device Driver, 208-209, 227 
for Console Device Driver, 118, 127 
for disks, 270 
for Printer Device Driver, 144, 158, 173 
for RAM Disk Device Driver, 300, 315 
request header for, 332, 366 
unimplemented, status word for, 377 
Device Open system service, 502 
Device supports 
OPEN/CLOSE/REMOVABLE MEDIA 
bit, 74, 286, 339, 357, 361, 365, 367 
Device Wait system service, 504 
DEVICEHIGH command, 413-414 
Deviceless drivers, 41 
Devices, 138-15 
addresses of, 325-326 
block and character, 17, 48-52 
console, 18 
for DOS, 29-30 
DOS management of, 33-36 
names of, 29-30, 74-75, 341 
ROM BIOS and DOS services for, 18-19 
serial and parallel, 16 
standard, 16 
DGROUP group in DRIVER.SYS, 433 
DH register, 467 
DI (Destination Index) register, 467-468 
Diagnostics 
for devices, 8325-326 
disk services for, 496-497 
DIR command (DOS), 262-264 
Direct console input DOS service (7h), 34 
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Direct console I/O DOS service (6h), 34 
Direct Memory Access (DMA), 17, 19, 96 
Direction Flag, 469 
Directives, assembler. See Assembler 
directives 
Directories, 249-253 
on CD-ROM, 418, 526-527 
and Get BPB command, 352-353 
index files for, 323 
for RAM Disk Device Driver, 277-279, 
292, 295 
Directory Size (DS) field in BPB, 257, 
278-279, 354 
Dirty buffers, 268, 295, 352 
Disk Parameter Block (DPB), 105 
Disk Reset DOS service (Dh), 34 
Disk ROM BIOS services (13h), 58, 492-498 
Disk Status disk service, 497 
Disks and disk drives, 235-236 
Attribute fields for, 343 
boot area on, 241-243 
changed, detecting, 262, 268, 350-352, 
365-367 
clusters on, 248-244 
command processing for, 265-270 
critical parameters for, 255-260 
device drivers for, 260-265 
device names for, 30 
FAT for, 248-249 
file directories on, 249-253 
formatting, 239-240, 243, 248 
organizing data on, 236-240 
physical features of, 235-236 
removable and nonremovable, 261 
size of, 2538-255 
supported by DOS, 240-241 
system, 243, 513 
test, 381 
types of, 236 
writing to, 31, 33, 35-36, 56-58, 
360-362, 493, 495 
Display Character DOS service (2h), 34 
display procedure, 140, 193, 196, 214, 220 
Display String DOS service (9h), 34 
DL register, 467 
DMA controllers, 17 
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Documentation, 65-67, 70, 324 
Dollar signs ($) for assembler variables, 75 
DONE bit, 82, 84, 375, 377 
DOS 
basics of, 27-29 
commands from (See Command 
processing) 
device management by, 33-36 
devices for, 29-30 
disks supported by, 240-241 
driver calls from, 44-46 
initialization of, 513-514 
services in, 18-19, 31-33 
DOS 5, 4138-414 
DOS-extenders, 478 
DOS multiplex interrupt (2Fh), 478 
DOS Programmer’s Reference (Dettmann), 5 
DOS Protected Mode Interface (DPMI), 479 
DOS Services interrupt (21h), 18~19, 
31-33 
in C, 425 
for Console Device Driver, 100 
with Initialization command, 53, 81 
sector numbering by, 238 
dos.h header file in C, 425 
dos9 procedure, 398 
dosver procedure, 410 
Double density disks, 236 
Double-sided disks, 240 
Drive letters for disks, 30 
assigning, 374 
for CD-ROM, 419 
with Initialization command, 349 
for RAM disks, 275-276 
Drive not ready error code (2), 83, 376 
Drive Ready Test disk service, 496 
DRIVER.ASM program, 426-433, 442-447 
DRIVER.H header file, 433-437 
DRIVER.MAP file, 60 
DRIVER.SYS driver, 374 
Drives. See Disks and disk drives 
DS register, 71, 383, 465-466, 468 
dump procedure, 401-406 
Duplicate a File Handle DOS service (45h), 
385 
DVORAK keyboard, 40 





dw assembler directives, 102 
DX register, 467 


Editors, 321-322 
8253-5 programmable timer chip, 110, 
181-182 
EMM386.SYS driver, 413 
EMS (Expanded Memory Specification), 
477-478 
end assembler directive, 70, 72, 85-86 
End-of-file indicators, 247 
End of Program section 
for Clock Device Driver, 210-214, 
228-231 
for Console Device Driver, 119-120, 128 
for DRIVER.ASM, 431 
for Printer Device Driver, 161-163, 
174-175 
for RAM Disk Device Driver, 302~303, 
316 
for Simple Device Driver, 69, 85~86, 89 
endp assembler directive, 71, 85~86, 384 
ends assembler directive, 85-86, 328 
Equates, 98, 328 
Equipment Check ROM BIOS interrupt 
(11h), 161, 174, 492 
ERROR bit, 82, 84, 375, 377 
Error Exit section, 376 
for Clock Device Driver, 208-209, 228 
for Console Device Driver, 118-119, 128 
for Printer Device Driver, 160, 173 
for RAM Disk Device Driver, 301-302, 
315 
for Simple Device Driver, 69, 83-84, 89 
ERROR_CODE bits, 82, 84, 875-876 
Errors 
handling, 325-326 
interrupt for, 31 
status indicator for, 81-83, 376 
ES register, 71, 388, 465-466, 468 
Escape sequences, 38 
Even addresses, 462 
Event Wait system service, 503 
EXE2BIN utility (DOS), 6-7, 60, 90, 321, 
381, 455 
Expanded memory, 477-478 
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Extended Communications Port Control 
serial port service, 500-501 

Extended Initialization serial port service, 
500 

Extended keys, 114-115 

Extended memory, 475-479 

Extended Memory ROM BIOS Interrupt 
(15h), 475-476 

Extended partitions, 521 

Extensions in file directories, 250 

External references in C, 433, 456 

Extra Segment register, 71, 383, 465-466, 
468 


EXTRN directives in C, 433 


Far calls and returns, 71, 382, 425 
FAT. See File Allocation Table 
FAT Sectors (FS) field in BPB, 257, 
278-279, 354 
Fatal Error interrupt (23h), 31-32 
Fault-tolerance, 474 
FDISK program, 517-521 
File Allocation Table, 241, 248-249 
on CD-ROM, 418 
and Get BPB command, 352-353 
number of, 247-249 
for RAM Disk Device Driver, 277-279, 
292, 294-295 
size of entries in, 253-254 
File directories, 249-253 
and Get BPB command, 352-353 
for RAM Disk Device Driver, 277-279, 
292, 295 
File Size DOS service (23h), 34 
Files 
DOS management of, 27, 33 
index, 323 
names for, 249-250 
size of, 34, 252-253 
Find Match File DOS service (4Eh), 35 
find procedure, 391-392 
Fixed disks. See Hard disks 
Flags, 468-469 
Flat memory model, 473 
Flicker, screen, 198-199 
Floppy disks, See Disks and disk drives 
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Flush Buffer, Read Keyboard DOS service 
(Ch), 34, 95 

Flushing buffers, 34, 54, 95, 359-360, 
363-364 

Fonts, services for, 488-489 

Force a Duplicate of a Handle DOS service 
(46h), 35 

Format Bad Track disk service, 494 

Format Drive disk service, 494 

Format ESDI Disk disk service, 498 

Format ESDI Periodic Interrupt system 

~ service, 502 

Format Tracks disk service, 494 

FORMAT.COM utility (DOS), 28, 239-240, 
248, 248, 513 

Free Allocated Memory DOS service (49h), 
85 

Function keys 

with editors, 322 
with shift keys, 25 


Game ports, 16-17 
General failure error code (C), 83, 376 
General registers, 467 
Generic IOCTL bit in device headers, 74, 
839 
Generic IOCTL command (19), 52, 370-372 
C header file structure for, 436 
C skeleton function for, 441, 453-454 
request header for, 334, 370 
unimplemented, status word for, 377 
geninterrupt function in C, 425, 447 
Get Amount of Available Extended Memory 
function, 476 
Get BIOS Parameter Block command (2), 
52-58, 264, 352-354 
C header file structure for, 485-436 
C skeleton function for, 488, 449 
for CD-ROM, 419 
for Clock Device Driver, 200, 222 
for Console Device Driver, 118, 125 
for disks, 268 
for Printer Device Driver, 153, 169 
for RAM Disk Device Driver, 281-282, 
286, 295-296, 313 
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request header for, 329-330, 353 
unimplemented, status word for, 377 
Get Character keyboard service, 508 
Get Country-dependent Information DOS 
service (88h), 35 
Get Current Video Mode video service, 26, 
98, 486 
Get Date DOS service (2Ah), 35 
Get Disk Free Space DOS service (36h), 35 
Get Disk Status disk service, 493 
Get Disk Transfer Address DOS service 
(2Fh), 35 
Get Disk Type disk service, 497 
Get DOS Version Number DOS service 
(80h), 35 
Get Drive Parameters disk service, 494-495 
Get Extended BIOS Data Area system 
service, 504-505 
Get Extended Memory Size system service, 
504 
Get Interrupt Vector DOS service (35h), 35, 
214 
Get Keyboard Status Flags keyboard 
service, 508-509 
Get Keyboard Status keyboard service, 508 
Get Logical Device command (23), 51-52, 
339, 372-373 
C skeleton function for, 441, 454 
request header for, 334, 373 
unimplemented, status word for, 377 
Get Parallel Port Status parallel port 
service, 20, 23, 142, 144, 155 
Get Printer Status printer service, 509 
Get Serial Port Status serial port service, 
20-21, 142-143, 499 
Get Shift Status keyboard service, 25, 97, 
507 
Get System Configuration system service, 
504 
Get the Return Code of a Child DOS 
service (4Dh), 35 
Get Time DOS service (2Ch), 35 
Get/set Date/time of File DOS service 
(57h), 35 
group assembler directive, 426 


Handles, file, 33-34 
Hard disks, 285-236, 261. See also Disks 
and disk drives 
device names for, 30 
as nonremovable disks, 265 
partitioning, 30, 255, 258, 353, 361, 
517-521 
support for, 240 
Hardware registers in Intel 
microprocessors, 465-468 
Hardware requirements, 6~7 
hex2asc procedure, 212-214, 230-231, 
398-400, 405-406 
hex2bed procedure, 198, 195, 219, 388 
hex2dec procedure, 392 
Hidden file attribute, 250-251 
Hidden Sectors (HS) field in BPB, 258-259, 
278-279, 354 
High density disks, 236 
High-level languages. See C language 
High Memory Area (HMA), 478 
High-order bytes, 462 
High Sierra Group format, 420 
High-speed controllers, 17 
Horizontal retrace, writing to screen 
during, 198-199 
Huge memory model for C, 424 
Hummel, Robert L., The Processor and 
Coprocessor, 474 
Hung devices, 157 


IBM-compatible format, device header bit 
for, 74, 8338-839 

IBMBIO.COM file, 335, 518-514 

IBMDOS.COM file, 513 

in instruction, 16, 182, 185 

In-line assembly language, 425 

Incompatibilities, 408 

Index files for directories, 323 

Index registers, 467-468 

Indexing with tables, 79-80 

Initial allocation unit in file directories, 252 

initial procedure, 80, 88 

Initialization command (0), 51-53, 347-349 
in C, 426 


Index 


C header file structure for, 435-436 
C skeleton function for, 438, 441-442, 
454-455 
for CD-ROM, 420 
for Clock Device Driver, 190, 199-201, 
221-222 
for Console Device Driver, 100, 111-1 13, 
125 
debugging, 385, 8399-401 
for disks, 265, 267 
DOS services with, 53, 81 
for Printer Device Driver, 151-152, 154, 
168 
for RAM Disk Device Driver, 281-282, 
292-295, 811-312 
request header for, 329, 347 
unimplemented, status word for, 377 
Initialization of DOS, 513-514 
Initialize Drive Characteristics disk 
service, 495 
Initialize Parallel Port parallel port 
service, 20, 23 
Initialize Printer printer service, 509 
Initialize Serial Port serial port service, 
20-21, 498-499 
Input command (4), 51-53, 356~357 
C header file structure for, 435 
C skeleton function for, 488, 449 
for CD-ROM, 419 
for Clock Device Driver, 190, 200~204, 
222-224 
for Console Device Driver, 100, 113-115, 
125-126 
for disks, 268-269 
for Printer Device Driver, 153, 169 
for RAM Disk Device Driver, 281-282, 
297, 813-814 
request header for, 330, 357 
unimplemented, status word for, 377 
Input Device Check DOS service (OBh), 115 
Input devices, 14 
Input Flush command (7), 51, 54, 359-360 
C skeleton function for, 439, 450 
for CD-ROM, 420 
for Clock Device Driver, 204, 224 
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for Console Device Driver, 100, 116-117, for RAM Disk Device Driver, 288-289, 
126 309-310 
for Printer Device Driver, 153, 169 for Simple Device Driver, 68, 77-80, 
for RAM Disk Device Driver, 297-298, 87-88 
314 in two-step calling process, 44-46 
request header for, 331, 360 Interrupts 
unimplemented, status word for, 377 DOS, 31-33 
input procedure, 140 incompatibilities in, 408 
Input Status command (6), 51, 54, 358-859 VO, 469-470 
C skeleton function for, 439, 449-450 for keyboard, 22-26, 97, 358, 507-509 
for Clock Device Driver, 204, 224 for parallel adapters, 20, 22-24, 401, 509 
for Console Device Driver, 115, 126 for serial adapters, 19-23, 498-501 
for Printer Device Driver, 153, 169 for video screen, 26-27, 97-98, 483-492 
for RAM Disk Device Driver, 297-298, Invalid disk change error code (F), 83, 357, 
314 361-862, 376 
request header for, 380-331, 359 VO bus signals, 15 
unimplemented, status word for, 377 1/O Complete system service, 504 
Inside the 80286 (Strauss), 471 VO structure of Intel microprocessors, 
Installing device drivers, 61 468-470 
Instruction Pointer (IP) register, 468 IO.SYS file, 248, 513-514 
Instructions to assembler sections. See IOCTL bit in device headers, 74, 338 
Assembler directives JOCTL calls 
int instruction, 31, 470 for CD-ROM, 418 
int29h procedure, 408 for Printer Device Driver, 134-141 
int86 function in C, 425, 447 JOCTL DOS service (44h), 35, 58, 185-136, 
Intel microprocessors, 461 355 
80286, 470-471 for change testing, 301, 367 
80386, 471-474 for generic I/O control, 370-3871 
80486, 474 for Printer Device Driver, 160 
future of, 474 for raw-mode output, 407 
hardware registers in, 465-468 IOCTL Input command (3), 51-53, 354-856 
T/O structure of, 468-470 C header file structure for, 435 
memory structure of, 462-466 C skeleton function for, 438, 449 
Interrupt Enable Flag, 469 for CD-ROM, 420-422 
INTERRUPT procedure, 41-42, 341, for Clock Device Driver, 200, 222 
3438-345 for Console Device Driver, 113 
address of, 68, 72-74, 107 for disks, 268 
for Clock Device Driver, 193-195, for Printer Device Driver, 152, 154-155, 
218-219 169 
command-checking in, 410-411 for RAM Disk Device Driver, 296-297, 
for Console Device Driver, 108-110, 313 
123-124 request header for, 380, 355 
for DRIVER.ASM, 429-431, 444-445 unimplemented, status word for, 377 
functions of, 47-48 IOCTL Output command (12), 51-52, 55, 
for Printer Device Driver, 149-151, 864-365 
167-168 C skeleton function for, 439, 452-453 
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for CD-ROM, 420, 422-423 
for Clock Device Driver, 208-209, 227 
for Console Device Driver, 118, 127 
for disks, 269 
for Printer Device Driver, 160-161, 
172-1783 
for RAM Disk Device Driver, 300, 315 
request header for, 332, 865 
unimplemented, status word for, 377 
IOCTL Queries bit in device headers, 74, 
339 
IOCTL Query command (25), 51-52, 
374-375 
C skeleton function for, 441, 454 
request header for, 335, 375 
unimplemented, status word for, 377 
IOCTL Read operation, 135 
IOCTL Write operation, 136, 160 
isetup procedure, 390-391 


Jump code instruction in boot area, 242, 
278, 286, 295 
Jump tables, 79 


Keep Process DOS service (31h), 35, 185 

Kernel, 27, 58, 514 

Keyboard, See Console Device Driver 

Keyboard Buffer Write keyboard service, 
508 

Keyboard Intercept system service, 502 

Keyboard Services ROM BIOS interrupt 
(9h), 23~24, 95, 483 

Keyboard Services ROM BIOS interrupt 
(16h), 23-26, 97, 858, 507-509 


Labels for assembler, 69~70 

Lafore, Robert, Assembly Language Primer 
for the IBM PC and XT, 5 

Large memory model for C, 424 

Large Sectors (LS) field in BPB, 259, 354 

lea instruction, 325 

Leap years for Clock Device Driver, 204, 
207-208 

Length of request headers, 43-44 

Library calls in C, 425 

Light pen, interrupt for, 484 
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LINK linker and linking, 6-7, 60, 86, 90, 
821-322, 456 
Linked lists for drivers, 38-39, 78, 328, 382 
Load and Execute a Program DOS service 
(4Bh), 35 
Local procedures, 41-42 
for Clock Device Driver, 193, 195-199, 
219-221, 388-389 
for Console Device Driver, 110-111, 124 
for Printer Device Driver, 168 
for RAM Disk Device Driver, 289-292, 
310-311 
saving registers in, 78, 883-384 
for Simple Device Driver, 68, 80-81, 88 
Local variables. See Variables 
Logical addresses, 471 
Logical devices, getting and setting, 
372-375 
Logical disk drives, 258, 353, 517-521 
Low-order bytes, 462 
LPTx devices and adapters, 29-30, 
138-184, 342 


Machine incompatibilities, 408 
Machine-independent programming, 96 
Macro Assembler, 59, 328 
main function in C, 455 
Main procedure 
for Clock Device Driver, 187, 190, 217 
for Console Device Driver, 105, 122 
for Printer Device Driver, 147-148, 166 
for RAM Disk Device Driver, 282, 285, 
3807 
for Simple Device Driver, 67, 71-72, 87 
Major function codes for Generic I/O 
Control, 370-371 
MASM assembler, 6-7, 69-72, 323 
Media change status word, 351 
Media Check command (1), 52-58, 261, 
264, 350-352 
for block devices, 48-50 
C header file structure for, 435 
C skeleton function for, 438, 448 
for CD-ROM, 419 
for Clock Device Driver, 200, 222 
for Console Device Driver, 113, 125 
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for disks, 266, 268 
for Printer Device Driver, 153, 169 
for RAM Disk Device Driver, 281-282, 
295, 312-313 
request header for, 329, 350 
unimplemented, status word for, 377 
Media descriptors, 245-246 
in BPB, 257, 266, 278-279, 354 
for Console Device Driver, 105 
device header bit for, 338-339 
Medium memory model for C, 424 
Memory 
DOS management of, 27 
expanded, 477-478 
extended, 475-479 
and Intel microprocessors, 462-466 
for RAM disks, 275, 277-278, 281 
Memory Available ROM BIOS interrupt 
(12h), 492 
Memory-mapping for video controllers, 
186-187 
Memory models for C, 424-425 
Memory segmentation, 461, 468-466 
Microprocessors. See Intel microprocessors 
Minor function codes for Generic I/O 
Control, 370-871, 374-375 
MM58167A clock/calendar chip, 179-180 
address of, 180, 184-185, 210, 213-214 
programming, 182-184 
MODE command (DOS), 133-184 
Modify Allocated Memory Blocks DOS 
service (4Ah), 35 
Months for Clock Device Driver, 191-193, 
200-202 
mov instruction, 77, 97-100 
Move a Directory Entry DOS service (56h), 
35 
Move a File Pointer DOS service (42h), 35 
Move Data to/from Conventional to 
Extended Memory function, 476 
Move Extended Memory system service, 
503-504 
MS-DOS Programmer's Reference, 5 
MS-DOS vs. PC-DOS, 409 
MSDOS.SYS file, 248, 513 
Multimedia devices, 417 





552 


Multiplying by shifting, 325 

Multiprocessing, 474 

Multitasking, 45-46 

Musical keyboard. See Console Device 
Driver 


Names 
for CD-ROM, 418-419 
for Console Device Driver, 107 
for devices, 29-80, 74-75, 341 
for files, 249-250 
Near calls, 71, 382, 425 
New devices, device drivers for, 36-87 
Non-IBM Format bit in device headers, 74, 
838-339 
Nondestructive Input command (5), 51, 
538-54, 358-359 
C header file structure for, 436 
C skeleton function for, 438-439, 449 
for Clock Device Driver, 204, 224 
for Console Device Driver, 100, 115-116, 
126 
for Printer Device Driver, 158, 169 
for RAM Disk Device Driver, 297-298, 
314 
request header for, 330, 359 
unimplemented, status word for, 377 
Nonremovable disks, 261 
NUL: device, 29-30, 38-39, 342 
Null device bit in device headers, 74, 339 
Number of FAT’ (NF) field in BPB, 257, 
278-279, 354 
Number of Heads (NH) field in BPB, 
257-258, 278-279, 354 
Numbering sectors, 238-239 


Object code, 59, 321-322 

Odd addresses, 462 

Offset addresses, 464 

Open architecture, 15 

Open devices, tracking, 55, 270, 365-366 
Open File DOS service (Fh), 34 

Open File DOS service (83Dh), 33-36 
Operating environment, 323 

Operating system partitions, 519-520 
Options for assembler, 70 


org assembler directive, 881 

OS/2 operating system, 471 

osetup procedure, 391 

out instruction, 15-16, 182 

Output command (8), 51-52, 54, 8360-362 


C header file structure for, 436 

C skeleton function for, 439, 450-451 

for CD-ROM, 419 

for Clock Device Driver, 190, 205~208, 
224-227 


for Console Device Driver, 101, 116-117, 


126-127 
for disks, 269 
for Printer Device Driver, 154-158, 
170-171 
for RAM Disk Device Driver, 281-282, 
298, 314 
request header for, 331, 361 
unimplemented, status word for, 377 
Output devices, 14 
Output Flush command (11), 51, 55, 364 
C skeleton function for, 439, 452 
for Clock Device Driver, 208-209, 227 
for Console Device Driver, 118, 127 
for Printer Device Driver, 153, 172 
for RAM Disk Device Driver, 300, 315 
request header for, 332, 364 
unimplemented, status word for, 377 
Output Status command (10), 51, 54, 363 
C skeleton function for, 439, 451-452 
for Clock Device Driver, 208~209, 227 
for Console Device Driver, 118, 127 
for Printer Device Driver, 155, 158~159, 
171-172 
for RAM Disk Device Driver, 300, 314 
request header for, 332, 363 
unimplemented, status word for, 377 
Output Til Busy command (16), 51, 55~56, 
868-369 
C skeleton function for, 440, 453 
for Clock Device Driver, 208-209, 228 
for Console Device Driver, 118, 127 
device header bit for, 338 
for Printer Device Driver, 144, 157-158, 
160, 173 
for RAM Disk Device Driver, 302, 315 
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request header for, 333, 368 
unimplemented, status word for, 377 
Output With Verify command (9), 51-52, 
54-55, 362-363 
C skeleton function for, 489, 451 
for CD-ROM, 419 
for Clock Device Driver, 190, 208-209, 
227 
for Console Device Driver, 101, 118, 127 
for disks, 269 
for Printer Device Driver, 158, 171 
for RAM Disk Device Driver, 281-282, 
298-300, 314 
request header for, 331-332, 362 
unimplemented, status word for, 377 
Overflow Flag, 469 
Overhead, disk, 237, 239-240, 254, 275, 278 


pack pragma in C, 455 

Padding by C compilers, 447, 455 

Page frames, 477 

Palettes, interrupts for, 485-488 

para assembler directive, 70 

Paragraphs, 70, 463-465 

Parallel devices, 16, 80, 138-134 

Parallel port ROM BIOS services (17h), 
20-23, 142~144, 155, 401, 509 

Parameters for disks, 255~260 

Parity Flag, 469 

Park Disk Heads disk service, 498 

Parse File Name DOS service (29h), 35 

Partition sector, 518-521 

Partitions, disk, 80, 255, 258, 853, 361, 
517-521 

PATH command (DOS), 323 

PC-DOS vs. MS-DOS, 409 

Periscope product, 384 

Pixels, interrupts for, 26, 98, 485-486 

Platters, disk, 236 

Play command (182) for CD-ROM, 420-421 

Pointer registers, 467—468 

Pointers 

for clusters, 247 
for drivers, 38-39, 328 

Pointing Device Interface system service, 

505-506 
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pop instruction, 85, 384 
Port addresses 
for devices, 325-326 
for MM58167A clock/calendar chip, 180, 
184-185, 210, 2138-214 
Ports 
device names for, 30 
direct access to, 19 
VO, 468-469 
ROM BIOS services for, 19-23, 142~144, 
155, 401, 498-501, 509 
serial and parallel, 16 
Power On Self Test (POST) system service, 
502 
Pragmas in C, 455 
Print a Character printer service, 509 
Print Character DOS service (5h), 34 
Print Screen ROM BIOS interrupt (5h), 483 
PRINT utility (DOS), 28, 134 
Printer Device Driver 
assembler directives for, 142, 145-147, 
164-166 
building, 162-163, 175 
in C language, 442-455 
command processing for, 144, 151-161, 
168-173 
Common Exit section for, 161-162, 
173-174 
device header for, 142, 144, 148-149, 163 
End of Program section for, 161-163, 
174-175 
Error Exit section for, 160, 173 
INTERRUPT procedure for, 149-151, 
167-168 
JIOCTL calls for, 184-141 
local procedures for, 168 
main procedure for, 147-148, 166 
and printer types, 133-134 
ROM BIOS services for, 141-142 
STRATEGY procedure for, 149-150, 167 
using, 175 
work space for, 148-149, 167 
Printer out of paper error code (9), 83, 376 
Printer Services ROM BIOS interrupt 
(17H), 401, 509 
Printers, 16, 183-134 
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Priority of devices, 46 

PRN: device, 29-30, 342. See also Printer 
Device Driver 

proc assembler directive, 71 

Procedures, 8 

Process Termination system service, 503 

Processor and Coprocessor, The (Hummel), 
474 

Processor faults, 470 

Program Segment Prefix (PSP) with ©, 424 

Program structure, 41-42 

Programmable Option Select system 
service, 506-507 

Protected mode, 470-4738, 478 

Prototyping, 384-399 

primsg procedure, 406 

public assembler directive, 70 

push instruction, 78, 388-384 


RAM Disk Device Driver 

assembler directives for, 282--285, 
805-307 

building, 303 

command processing for, 280-282, 
292-302, 311-315 

Common Exit section for, 301-302, 
315-316 

designing, 280-281 

device header for, 280, 285-286, 307-308 

End of Program section for, 302-308, 316 

Error Exit section for, 301-302, 315 

internal format of, 278-280 

INTERRUPT procedure for, 288-289, 
809-310 

local procedures for, 289-292, 310-311 

main procedure for, 282, 285, 307 

modifying, 803-304, 315-316 

parts of, 277-278 

request headers for, 280, 286, 288 

STRATEGY procedure for, 288, 308 

using, 275-276 

work space for, 286-288, 308 

RAM disks 

as deviceless drivers, 41 

as nonremovable disks, 261 

operation of, 276 


Random access devices, 235 
Random Block Read DOS service (27h), 34 
Random Block Write DOS service (28h), 34 
Random Read DOS service (21h), 34 
Random Write DOS service (22h), 34 
Raw input/output mode, 407 
Read Calendar timer service, 510 
Read Cassette Data system service, 501 
Read Character and Attribute video 
service, 26, 98, 485 
Read CMOS Clock timer service, 509-510 
Read Cursor Position video service, 26, 98, 
484 
Read Disk Sectors disk service, 493 
Read fault error code (B), 83, 376 
Read from File/Device DOS service (8Fh), 
36-87 
Read Joystick system service, 503 
Read Keyboard and Echo DOS service (1h), 
34 
Read Keyboard DOS service (8h), 34 
Read Light-pen Position video service, 26, 
98, 484. 
Read Long command (128) for CD-ROM, 
419-421 
Read Long Prefetch command (130) for 
CD-ROM, 420-421 
Read Next Keyboard Character keyboard 
service, 25, 97, 507 
Read-only file attribute, 250-251 
Read Pixel Dot video service, 26, 98, 486 
read procedure, 396-398 
Read Sectors disk service, 495 
Read System Clock timer service, 509 
Read Test Buffer disk service, 496 
Read/write heads, 235-236 
Real mode, 470-473 
Reboot From Disk ROM BIOS interrupt 
(19h), 509 
Recalibrate Disk disk service, 496 
Receive One Character serial port service, 
20-21, 499 
Registers 
general, 467 
instruction pointer, 468 
pointer and index, 467—468 


Index 


restoring, 85, 384 
saving, 78, 883-384 
segment, 465-466, 468 
Relative sector numbers, 361 
Removable disks, 261 
Removable Media command (15), 52, 56, 
367-368 
C skeleton function for, 440, 453 
for CD-ROM, 419 
for Clock Device Driver, 208-209, 227 
for Console Device Driver, 118, 127 
for disks, 270 
for Printer Device Driver, 144, 154, 178 
for RAM Disk Device Driver, 281, 
300-302, 315 
request header for, 338, 368 
unimplemented, status word for, 377 
Rename File DOS service (17h), 34 
Replacement drivers, 38-39 
Request Headers, 42-44, 346-347 
addresses of, 44, 47-49, 77 
for C driver, 442 
for CD-ROM, 419~420 
for Console Device Driver, 104—105, 
121-122 
for DRIVER.ASM, 428, 432-433, 442 
for DRIVER.H, 433, 436-437 
printing information from, 401-406 
for RAM Disk Device Driver, 280, 286, 
288 
registers for, 383 
for Simple Device Driver, 76 
status word in, 43-44, 81-84, 280, 
352-353, 375, 377 
structures for, 99, 328-335 
Requirements, hardware and software, 6-7 
Reserved area on disks, 241-243, 255, 278 
Reserved device names, 29-30 
Reserved sectors area, 242 
Reserved Sectors (RS) field in BPB, 
256-257, 278-279, 354 
Reset Alarm Clock timer service, 510 
Reset Disk disk service, 492~493 
Resets, system, 514 
Restoring registers, 85, 384 
ret instruction, 85 
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Return Current Setting of Verify DOS 
service (54h), 35 
RETURN instruction, 68 
Return Text of Current Directory DOS 
service (47h), 85 
rol instruction, 79 
ROM BIOS services, 18-19 
for Console Device Driver, 97-98 
in design consideration, 96 
for displaying output, 400-401 
and DOS, 27-28 
incompatibilities in, 408 
listing of interrupts for, 483-510 
for Printer Device Driver, 141-142 
sector numbering by, 238 
Routines, 8 
RS-232--C connector, 16 


save procedure, 289-291, 298, 310 
Saving registers, 78, 388-384 
Scan codes, 22-24, 113-115 
Screen 
attributes for, 485 
memory for, 193 
ROM BIOS services for, 26-27, 97-98, 
483-492, 
writing to, 198-199 
Scroll Window Down video service, 26, 98, 
485 
Scroll Window Up video service, 26, 98, 
484-485 
Search for First Entry DOS service (11h), 
84 
Search for Next Entry DOS service (12h), 
34 
Sector not found error code (8), 83, 376 
Sector Size (SS) field in BPB, 256, 278-279, 
354 
Sectors, 237-239 
for CD-ROM, 418, 526-527 
for file directories, 249 
maximum number of, 254-255 
partition, 518-521 
for RAM disks, 276, 281 
reading, 31-32 
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writing to, 31, 33, 35-36, 56-58, 
360-362, 493, 495 
Sectors per Track (ST) field in BPB, 257, 
259, 278-279, 354 
Seek command (131) for CD-ROM, 420~421 
Seek disk service, 495-496 
Seek error error code (6), 83, 376 
Segment registers, 465-466, 468 
Segmenting memory, 461, 463-466 
Segments 
in addresses, 464 
assembler directives and labels for, 
70-71, 383 
with C, 424 
grouping, 426 
overriding, 77, 383 
Select Disk DOS service (Eh), 34 
select procedure, 390 
Send One Character serial port service, 499 
Sequential Read DOS service (14h), 34 
Sequential Write DOS service (15h), 34, 
56-58 
Serial devices, 16, 133-134 
Serial Port Services ROM BIOS interrupt 
(14h), 19-238, 142-148, 498-501 
Serial ports and adapters 
device names for, 30 
direct access to, 19 
Set Active Display Page video service, 26, 
98, 484 
Set Alarm Clock timer service, 510 
Set Calendar timer service, 510 
Set CMOS Clock timer service, 510 
Set Color Palette video service, 26, 98, 485 
Set Cursor Position video service, 26, 98, 
484 
Set Cursor Size video service, 26, 98, 483 
Set Date DOS service (2Bh), 35 
Set Disk Transfer Address DOS service 
(1Ah), 34 
Set Disk Type disk service, 497 
Set Keyclick keyboard service, 508 
Set Logical Device command (24), 51-52, 
339, 373-374 
C skeleton function for, 441, 454 





request header for, 335, 374 
unimplemented, status word for, 377 
Set Media Type disk service, 497-498 
Set Modem Control Register serial port 
service, 501 
Set Relative Record DOS service (24h), 34 
Set Repeat Rate keyboard service, 507-508 
Set System Clock timer service, 509 
Set Time DOS service (2Dh), 35 
Set Vector DOS service (25h), 34, 214 
Set Video Mode video service, 26, 98, 483 
Set/reset Verify Flag DOS service (2Eh), 35 
setatt procedure, 412 
SHELL command, 514 
Shift instructions, 79, 325 
Shift keys, status of, 25, 97, 507 
SI (Source Index) register, 467-468 
Sign Flag, 469 
Simple Device Driver 
assembler directives for, 67, 69-71, 87 
building, 86 
command processing for, 81-83, 88-89 
Common Exit procedure for, 84-85, 89 
device header for, 72-73, 87 
End of Program section for, 85~86, 89 
Error Exit section for, 83~84, 89 
INTERRUPT procedure for, 77-80, 87-88 
local procedures for, 80~81, 88 
main procedure for, 71-72, 87 
sections for, 65-69 
STRATEGY procedure for, 77, 87 
using, 90 
work space for, 75-76, 87 
Single-sided disks, 240 
Size 
of cursor, 26, 98, 483 
of device drivers in UMB, 413 
of disks, 254-255 
of FAT entries, 253-254 
of files, 34, 252-253 
of partitions, 521 
of RAM disks, 276 
of request readers, 347 
of sectors, 238-239 
Skeletons, 65-66, 99, 327-328, 437 
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Small memory model for C, 424-425 
Snow, 198-199 
Software requirements, 6-7 
Sound 
with CD-ROM, 421 
with Console Device Driver, 110~111, 124 
with RAM disk driver, 275-276, 288, 298 
Source code, 59 
SP (Stack Pointer) register, 401, 467 
Speaker, 28 
with Console Device Driver, 110-111, 124 
with RAM disk driver, 275~276, 288, 298 
Special bit in device headers, 74, 339, 
406-408 
Speed 
of assembly language, 323-325, 423 
of CD-ROMs, 525 
of controllers, 17 
of direct I/O calls, 17, 19, 96 
of DOS services, 19 
Spoolers, command for, 55-56, 368-369 
SS (Stack Segment) register, 401, 465-466, 
468 
Stack Pointer register, 401 
STACK segments, 60 
Stacks 
in C, 425-426, 455 
defining, 401, 406-407 
in DRIVER.ASM, 428, 433, 443-445 
for INTERRUPT procedure, 78 
Standard devices, 16 
Standard drivers, customizing, 40 
Standard input device bit in device 
headers, 74, 339-340 
Standard interfaces, device drivers as, 3 
Standard output device bit in device 
headers, 74, 339 
Start sectors, 252, 259-260 
Starting address, 381, 455 
Static portion of request readers, 347 
Status 
of clusters, 245 
of I/O (See IOCTL entries) 
of parallel ports, 20, 23, 142, 144, 155 
of serial ports, 20-21, 142-143 
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Status word of request headers, 43-44, 280, 
352-853 7 
for commands, 81-84, 375, 377 
registers for, 383 
stdio.h header file in C, 425 
Step thru Directory Matching Files DOS 
service (4Fh), 35 
Stop Play command (133) for CD-ROM, 
420-421 
STRATEGY procedure, 41-42, 341, 343-344 
address of, 68, 72-74, 107 
for Clock Device Driver, 193-194, 218 
for Console Device Driver, 108, 123 
for DRIVER.ASM, 428-429, 444 
functions of, 47-49 
for Printer Device Driver, 149-150, 167 
for RAM Disk Device Driver, 288, 308 
for Simple Device Driver, 68, 77, 87 
in two-step calling process, 44-46 
Strauss, Ed, Inside the 80286, 471 
Strings 
IOCTL, 134-136 
microprocessor instructions for, 468 
services for, 34, 490 
struct directives in C, 433 
Structures, 99-100 
assemblers supporting, 323 
checking, 382 
for Clock Device Driver, 187-190, 
215-217, 386-388 
for Console Device Driver, 102-103, 
121-122 
for Printer Device Driver, 142, 145-147, 
164-166 
for RAM Disk Device Driver, 282-285, 
805-307 
request headers in, 99, 328-335 
Subdirectory file attribute, 250-251 
Surfaces, disk, 237 
Switch to Protected Mode system service, 
504 
switch2new procedure, 401, 406-407 
switch2old procedure, 406-407 
SYS extension, 60-61 
SYS program, 513 
SYSINT code, 518 
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System clock, 181 

System disks, 243, 513 

System file attribute, 250-251 

System Request Key system service, 503 

System Services ROM BIOS interrupt 
(15h), 501-507 


Tables 
for BPB, 265, 349 
for commands, 79-80, 433 
for partitions, 519-521 
Technical Reference Manual, 5 
Templates, 65-66, 99, 327-328, 437 
Terminal emulators, 40 
Terminate a Process DOS service (4Ch), 35 
Terminate Address interrupt (22h), 31 
Terminate but Stay Resident DOS service 
(31h), 35, 185 
Terminate but Stay Resident interrupt 
(27h), 31, 33 
Terminate-but-Stay-Resident (TSR) 
programs, 180, 413 
Terminate Program DOS service (0h), 34 
Terminate Program interrupt (20h), 31 
Test disks, 381 
Test instructions, 468 
Test programs 
for C drivers, 456-458 
for devices, 325-326 
_TEXT segment in DRIVER.SYS, 4382-433 
Third-party debuggers, 384 
Time 
driver for (See Clock Device Driver) 
of update or creation, in file directories, 
251 
TIME command (DOS), 180, 200 
Time-of-day counter, 182-183 
Time of Day ROM BIOS interrupt (8h), 
181-182, 483 
Time of Day Services ROM BIOS interrupt 
(14h), 182, 509-510 
Time outs, 514 
time procedure, 392-393 
Timer Tick ROM BIOS interrupt (1Ch), 
182, 185-187, 197, 510 
Timing signals, 180-182 


Tiny memory model for C, 424425, 
455-456 

title assembler directive, 442 

TONE procedure, 110-111, 115, 124 

Total Sectors (TS) field in BPB, 257, 259, 
278-279, 354 

Tracks, 236-238, 525 

Transmit One Character parallel port 
service, 20, 23, 142, 144, 155, 509 

Transmit One Character serial port 
service, 20-21, 142~148, 499 

Trap Flag, 469 

Turbo Assembler, 6-7, 323 

Turn Cassette Motor Off system service, 
501 

Turn Cassette Motor On system service, 
501 

Two-step call process, 45-46 

Type-ahead keyboard function, 95 

typedef directives in C, 433-486 


Unimplemented commands, status words 
for, 377 

Unit codes for devices, 43-44 

UNIX operating systems, 471 

Unknown command error code (3), 83, 376 

Unknown media error code (7), 83, 376 

Unknown unit error code (1), 83, 376 

Unused file entries, 249 

Upper Memory Blocks (UMB), 413-414 


Variables 
assembler, 69 
in C, 425 
for Clock Device Driver, 191-193, 
217-218, 388 
for Console Device Driver, 108, 122-123 
for Printer Device Driver, 148-149, 167 
for RAM Disk Device Driver, 286-288, 
308 
for Simple Device Driver, 75-76, 87 
VDISK.SYS driver, 276, 475 
Vectors, interrupt, 470 
Vendor identification code, 242-243, 278, 
286, 295 
VERIFY command (DOS), 101, 117, 362 


Index 


Verify Disk Sectors disk service, 493-~494 
Verifying write commands, See Output 
With Verify command (9) 
Versions 
and attribute bits, 120, 411-412 
for commands, 345-346 
and compatibility, 409-412 
for disk support, 240 
effects of, 4 
for Printer Device Driver, 144, 148-149 
test disks for, 881 
Video controllers, memory-mapping for, 
186-187 
Video ROM BIOS services (10h), 26-27, 
97-98, 483-492 
Virtual 8086 Mode, 471 
Virtual Control Program Interface (VCPI), 
478 
Virtual devices, 41, 475~476 
Virtual memory, 471 
Volume Descriptors for CD-ROMs, 526 
Volume IDs, 852, 354 
Volume label file attribute, 250-251, 262 
Volumes for partitions, 521 


Warnings, linker, 90, 456 
Watchdog Timer Control system service, 
506 
Windows with editors, 322 
Word pointers, 98100 
Words, 462 
Work space, 41-42 
for Clock Device Driver, 191-193, 
217-218, 388 
for Console Device Driver, 108, 122-123 
for Printer Device Driver, 148-149, 167 
for RAM Disk Device Driver, 286-288, 
308 
for Simple Device Driver, 68, 75-76, 87 
Write Cassette Data system service, 501-502 
Write Character and Attribute video 
service, 26, 98, 485 
Write Character as TTY video service, 26, 
98, 116, 486 
Write Character String video service, 
26-27, 98, 490 
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Write Character video service, 26, 98, 485 Write to File/device DOS service (40h), 


Write Disk Sectors disk service, 493 385-36 
Write fault error code (A), 83, 376 Writing 
Write fault errors, 83, 158, 376 device driver programs, 59, 381-384 
Write-Once-Read-Many (WORM) devices, to disks, 31, 33, 35-36, 56-58, 360-362, 
418 498, 495 
Write Pixel Dot video service, 26, 98, 485486 
write procedure, 393-396 XMS (Extended Memory Specification), 478 
Write protect violation error code (0), 83, 
376 Years for Clock Device Driver, 201-202, 
Write Sectors disk service, 495 204, 207-208 
Write Sequential File Record DOS service 
(15h), 34, 56-58 Zero Flag, 469 


Write Test Buffer disk service, 496 
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Program Disk 
Order Form 














The Program disk for this book includes all the sources shown in listings. 
Please enclose a check or money order for U.S. $15.00 for each disk desired. 
Foreign orders outside North America, add $2.00 shipping and handling. 
Name 
Address 
City, State, ZIP 
Country 
Please make your check payable to R. Lai and send it along with this order 
form to: 
Robert 8. Lai 
P.O. Box 337 


Moss Beach, CA 94038 


aoayuess acitincte eee 
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Enna 
WRITING MS-DOS’ DEVICE DRIVERS 


IRIMINemel=Vilexo Keli 1M Mela Mevm ial Manres meine] |(=Inle||ae Kel el=fe1 Keyl e]Ke 
gramming. Writing MS-DOS Device Drivers, Second Edition is a superb 
HTalixeve VleiilolaireXe(=\ile=Kolieike laren elon sel-silame(=/eliancreiaialexe ice liant= ini 
(o) 1 DI@\Sm nt=Mls|\V/ mlm @me are Kole Ve larex-loll olrele]celanianlinre ns) dil allia=m elere) a oli \~|n Ke (—j(e|||-10| 
instruction in writing DOS drivers that control internal devices such as screens and RAM 
fells re lao arelco\niolr- NU lo akery eiial(= im elle) -1mel (ole! cme lave Nanliec-mai-\Velplell(=celfaliale lela 
lalle [esmolol] leh Voll moNvane|-Vie-Ke lim elUny IMac Ke Kexe)||-relelaKeiel-Viex-Ke ld MIAe 
you can customize for your own use, 
The complete, usable examples include: 
* a driver that writes text to screen 
Peo lorolaiye)(-Keld\Volminreln-iare|ol|=Mini=1<=\ elele|ce Ke [ale ksxol(=i=1n) 
ol olini=meli-minele-Mdle—sis=iielKe|aell ele |cell(=]N elelass 
Drellc-le]ailan=xelil\i=mielme Kel (ele) dere (=\aro [eo] gl efele| co] 
Ce Kerolpn oie MVARe lie lainlelmiaerel elelcel— iD Oxve lis) alms iqUenU(-) 
Prem iUllpiUiareuolakeliv—ie 

Considered the standard work on DOS device drivers, this new edition has been com- 
Fell= 1 NAC] exe lel =te hroKero=1aD\@)svoymial-Val=\Wal alll rolex wel me alel=).4(-1ale|~10 Manage] N/A aU A \) 
felpte] o)(-|meolakolel Vie] arer=lo fire) olor nro! Vea aiolfante | olanelanae\V AC DEO) MMi ni=11(e (emo DI@}s) 
and how to write device drivers in C. 

Hall eveel ae] xol o)c=X- 11 MVIe MinionganelicolaKe] ofeU| DIO Mini line] m@xel—(elamiUiae (elaine ky 
Oia itv ome gel ae|coKel) aol (|-omn cele |elanlan-inxrelpreke(=\=1(e) e= EAM IIMilare Minis ofele) aUi—)(0)| 
leloyiaKe Kollel mekel-le-Keli=exe ne ker Kelaliaze(- olin UlenrelKelan iliac Kel=\ieoNeliM=ice 

[Yo] of-1) Ao Ke Ke Korea sUlie lai el=verle||?4lave lialelcel-usvore|(-Kere)an) el0](-10 ele) ein (-M are My ALIKo\a) 
hundreds of device drivers and worked as a systems manager at Tandem Computers, Inc. 
and Data General. 
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